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Although every effort has been made to ensure accuracy in the compilation of the technical detail within this 
publication, specifi cations and performance data are constantly changing. Current details should therefore be 
checked with Feilo Sylvania Europe Ltd.
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Welcome

Formed in January 2016, Feilo Sylvania is 80% owned by Shanghai Feilo Acoustics Co., Ltd, which is principally 

engaged in the manufacture and distribution of lighting equipment. Headquartered in Shanghai, Shanghai Feilo 

Acoustics Co Ltd was founded in 1984 and is China’s first joint-stock company (SH 600651). The company reorganised 

its M&A on a large scale in 2014 and became a joint enterprise comprising companies including Shanghai Yaming 

Lighting Co Ltd, Beijing Shen’an Group as well as Shanghai Sunlight Enterprise Co Ltd. With the acquisition of Havells 

Sylvania, Feilo has gained manufacturing bases, logistics centres, R&D technology centres around the world, as well as 

market access in 48 countries.

Feilo Sylvania is a leading, full-spectrum provider of professional and architectural lighting solutions. Built on over 

a century of expertise in lamps and luminaires, Feilo Sylvania supplies internationally state-of-the-art products and 

systems to the public, commercial and private sectors. Feilo Sylvania strives to deliver the finest products, service

and consulting possible. All over the world, people rely on group business divisions: Concord, Lumiance and Sylvania, 

for top quality, energy-efficient solutions to suit their individual lighting needs.

Our Brands

The heritage and broad spectrum 

of products makes Sylvania 

lamps one of the most respected 

lighting brands in the world. It has 

manufacturing and research centres 

across the globe.

One of Europe’s premium 

architectural lighting brands with an 

emphasis on technical performance 

and aesthetic form. Concord 

focuses on meeting the needs of 

architects and lighting designers.

Lumiance offers a wide range 

of contemporary designed 

luminaires, intended for a variety of 

applications such as shops, offices, 

hotels and restaurants.

Sylvania offers a comprehensive 

Portfolio of attractive and 

competitively priced luminaires 

for industrial and commercial 

applications.

Lamps Luminaires
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Product Highlights
Feilo Sylvania Group brands, Concord, Lumiance and Sylvania have been 
innovating in lighting for nearly a century. It is our aim continue this for 
another century and beyond. 
Here are the latest additions to our range and we are sure you will be 
impressed by the quality and technology we design and manufacture into 
our products.

Beacon XL Muse
Perfect for display environments. 
Adust from wide angled beam to 
spotlight. Dimmable via Bluetooth 

technology

Location: Spotlights

Beacon shelf
Ideal for retail environments When 

highlighting

Location: Spotlights

Beacon Tune
Precise adjustment of colour 
temperature and dimming within a 
single luminaire. Ideal for museuems 

and galleries

Location: Spotlights

Ascent 150 II Square
Available in round, square and 
wallwash. Highly effi cient optics with 
aluminium, white or black refl ectors.  

Use in corridors or areas of usage

Location: Downlights

Ascent 100
The ideal retrofi t solution for 
offi ce spaces. Simply swap out 
existing luminaire and push this in. 
Decorative or Architectural versions 

available

Location: Downlights

Insaver LED II
INSAVER LED GEN II the new and 
innovative approach to downlight 
design incorporating UGR <19 
capability.

Combines high performance and 
effi ciency with a focus on ease of 

installation; the contractor’s choice

Location: Downlights

Mini Continuum II Direct/
Indirect
Mini Continuum II introduces a 
uniquely clean, simple LED lighting 
system offering continuous, highly 
uniform lines of light across walls 
and ceilings. This highly versatile 
lighting tool can be recessed, 
semi-recessed, surface-mounted 
or suspended, either vertically 
or horizontally. Available as 
direct/indirect or direct only 
distribution - both of which can be 

interconnected.

Location: Surface & Suspended

RANA Linear LED
RANA Linear surface & suspended is 
a slim, sleek and unobtrusive range 
of LED luminaires designed for a 
variety of lighting environments. 
With a square profi le of 87mm and a 
total module length set at 1,150mm, 
means RANA Linear can be mounted 
individually or as a continous run 

with ‘seamless lines of light’. 

Location: Surface & Suspended
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Ocullo
The Ocullo LED is a solution for 
lighting in retail and general display.  
With specially designed sparkle ring, 
Ocullo LED can effectively replicate 
the sparkle effect observed with 

traditional HID solutions. 

Location: Accent Downlights

Stello Comfort
Range of fi xed and adjustable accent 
and display LED downlights. Now 
upgraded with SunDim technology 
(selected models) smoothly adjust 
the colour temperature of the 
luminaire with a simple phase 

dimmer

Location: Accent Downlights

Myriad
Designed to create innovative 
interiors with different colour 
temperatures. Availble in square, 
round, IP65 and adustable form 

factors

Location: Accent Downlights

Sylcone
Awarded the prestigious Red Dot 
Award for ‘Product Design 2016’. 
Made from hand blown glass, 
Sylcone Retro is a ground breaking 

once in a lifetime product.

Location: Pendants

Nephos 2
LED pendant luminaires with 
contemporary curved design and 
diffused ambient light, they will add 
drama to any restaurant, dining 
area, cafe, lounge space or offi ce 

reception.

Location: Pendants

Lytepanel II
High light output, ultimate effi ciency, 
UGR<19 compliant. Perfect for 
offi ce lighting. Designed for ultimate 

performance. 

Location: Recessed Modular

Start Flat Panel
Start Flat Panel LED is edge lit and 
provides exceptional performance 
with effi cacy of up to 93lm/W. The 
optical design ensures a consistent 

uniform light output. 

Location: Recessed Modular

Start Panel
Start Panel LED is a back lit range 
of recessed luminaires. Ideal for 
general indoor lighting applications; 
corridors, breakout areas and offi ces. 

UGR<19 compliant

Location: Recessed Modular

Organic Response
With lighting accounting for around 30% of a commercial building’s total 
energy consumption, effective lighting can have a signifi cant impact on 
energy savings. 

Organic Response-enabled luminaires deliver the most advanced lighting 

control solution to help you maximise energy savings and user comfort.

Location: Organic Response
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Recessed 
Modular
Pages 16 - 91

Offi celyte
Page 19

Lytepanel II
Page 27

Kometa
Page 31

Surface & 
Suspended
Pages 92 - 169

Ovation 65  
Page 117

Start Panel LED
Page 43

LumiForm
Page 35

Start Flat Panel 
LED 
Page 39

RANA
Page 61

RANA LED
Page 57

Rubico
Page 72

Rubico LED
Page 69

RANA LED
Page 139

RANA
Page 143

DeltaWing LED
Page 157

Ivy 2  
Page 153

Continuum
Page 103

Lytepanel II
Page 108

Mini Continuum II 
LED
Page 95

Unity II
Page 111

RANA Linear V2
Page 125

Spotlights
Pages 170 - 231

Beacon Tune 
Page 173

Beacon Projector
Page 177

Beacon XL Muse
Page 183

Beacon XXL
Page 207

Beacon XL
Page 196

Beacon Wallwash 
LED
Page 217

Beacon Shelf
Page 221

Beacon Accent XL
Page 204

Beacon Accent
Page 201

Beacon
Page 191

Beacon Muse II
Page 187

Beacon Major & 
Minor
Page 212

RANA Linear V2
Page 47

Scimitar
Page 89

Ivy 2 LED
Page 79

Ivy 2
Page 83

LyteLab
Page 225

Optimo
Page 229

DeltaWing
Page 159

Sylmaster
Page 163
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Track
Pages 232 - 259     

Lytespan 1
Page 235

Lytebeam
Page 249

Universal 
Suspensions
Page 253

Nanotrack 1
Page 258

Lytespan 3
Page 243

Downlights
Pages 260 - 335 

Ascent 150 II
Page 263

Ascent 100
Page 273

Ascent 50
Page 283

Ascent Performance 
Cones
Page 287

Insaver
Page 303

Insaver LED
Page 297

Orbito LED
Page 329

Nexo LED
L Page 325

SylFlat
Page 333

Insaver HE 
Topper LED
Page 311

Syl-Lighter LED II
Page 319

Syl-Lighter CFL
Page 322

Insaver HO 
Topper LED ll
Page 315

Insaver LED ll
Page 293

Accent 
Downlights
Pages 336 - 419

Myriad V
Page 339 

Beacon Recessed 
Adjustable 
Page 361

Signo
Page 369

Lumidriver
Page 416

Lumitronic 
transformers 
Page 417

Recess Box
Page 418

Myriad Adjustable 
Page 355 

Stello Comfort LED 
Page 375

Ocullo LED V2
Page 365

Motto
Page 379

Motto Trend LED
Page 383

Inset
Page 387

Instar 
Page 393

Synergy LED 450
Page 405

SylFire
Page 413

Start Spot
Page 401

SylFire LED
Page 409
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Weatherproof
Pages 532 - 591

Ambient 
Decorative
Pages 444 - 531

Giotto 
Page 479

Glace
Page 447

Cassini 
Page 455

Opaline
Page 461

InVerto
Page 465

Giotto LED
Page 471

Clio LED
Page 486

Fresco 
Page 488

Lumistrip 
Page 491

Lumina
Page 499

Sylproof Superia
Page 561

Sylproof LED
Page 569

Start Waterproof 
LED
Page 573

Cielo
Page 504

Sylproof Superia 
LED G2
Page 557

Start Tubular
Page 551

Sylproof Tubular
Page 545

Archos LED
Page 489

SylCircle
Page 507

Start Bulkhead 
IP65 LED
Page 510

Convenio
Page 517

Elite
Page 524

Sylproof Tubular 
LED
Page 541

LS Range
Page 527

LED Pipe 
800/1500
Page 525

Hydroproof 2
Page 579

Sylfog
Page 584

Batten LED Link
Page 589

Start Waterproof 
Page 576

Pendant
Pages 420 - 443

SylCone Retro
Page 441

Myriad V Solid 
State
Page 423

Cassini 
Page 427

InVerto
Page 431

Nephos V2
Page 435

Pento
Page 438

Cheer LED Strip
Page 513

Sylstick
Page 521

Colossal 
Page 451
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Pages 690 - 663

Velite
Page 693
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Page 698

Onground 2
Page 699

Onground 3
Page 700

Industrial
Pages 592 - 639

HSX Syl-Line
Page 607

Sylfast range
Page 621

Sylref-E 
Page 626

Fast Trunking 
System
Page 611

Syl-LIne
Page 595

HSX G2 Retrofi t 
Page 603

Emergency 
Lighting
Pages 640 - 651

Route LED II
Page 647

Route LED
Page 643

Floodlights
Pages 652 - 683

Archfl ood
Page 675

Powerfl ood 
Page 679

FloodLED
Page 667

Start Flood
Page 663

Sylfl ood
Page 672

Buried 
Uplights
Pages 684 - 689

Inground 218
Page 688

Inground 314
Page 689

Yaren
Page 633

Sportsbay
Page 634

Iliah 
Page 632

Start LED Highbay 
Page 629

FMD
Page 682

FEH LED
Page 670

FEH
Page 671

SylBatten LED
Page 615

SylRack
Page 637

Sylveo LED
Page 655

Sylveo
Page 659

Syl Safe
Page 648
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Page 732
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Page 705
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Page 712
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Mounted
Page 718
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Page 719
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Page 724

InVerto Direct
Page 717

Lighting Control 
Modules
Page 768

Colour Changing 
Lighting Controls
Page 770

DIN-rail controls 
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Page 772
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Controls
Page 773
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controls
Page 777
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Page 810

Lighting 
Controls
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Page 754
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Pages 810 - 

Integrated controls 
within luminaires
Page 767

756 Technical

Technical information

Ballast lumen factor BLF (%)
Refers to the ratio of light output from the lamp on emergency operation to the 

nominal light output. 

Beam Angle
Indicates how broadly the light is emitted from a refl ector lamp. It can be thought of as 

an imaginary cone whose apex intersects the lamp face, and the breadth of the cone 

extends outwards to the point where luminous intensity has diminished to 50% of the 

centre beam value. 

Binning
The term binning refers to the variations which occur within a single production batch 

of LED’s such as chromaticity, lumen output and forward voltage. It is important that a 

specific bin has been identified and selected to ensure a uniform and constantly even 

lighting installation is achieved. If all the LED’s were selected from one production 

batch and used in the same luminaire or installation, there would be a mix of colour 

temperatures and brightness levels. For the lighting manufacturer / designer binning is an 

essential part of LED specification.

MacAdam ellipses methodology was created in 1943 for mathematically constructing 

ellipses around target points, something which became very useful for the lamp industry. 

ANSI C78.377 is now the standard for chromaticity specified by the American National 

Standards Institute. ANSI recommends that lamp manufacturers stay within a “4-step” 

ellipse. This means that, given a certain target point on the CIE diagram, manufacturers 

are given a fairly wide range of perceptible differences.  

Candela (cd)
The unit of measurement for luminous intensity, which refers to the quantity of light 

emitted in a particular direction. The symbol is cd.

Colour Correlated Temperature (CCT)
An incandescent light bulb is very close to a perfect black-body radiator, so its colour 

temperature is basically the temperature of the fi lament. However many light sources, 

such as fl uorescent tubes or high intensity discharge lamps, emit light by processes 

other than thermal radiation and therefore it is not possible to apply the black-body 

spectrum. For these light sources it is possible to assign what is known as a colour 

correlated temperature (CCT). The CCT is the colour temperature of a black-body 

(Planckian) radiator which most closely matches the colour of the light emitted

from the lamp. 

Colour Rendering Index (CRI) 
The colour rendering of a light source is an indicator of its ability to realistically 

reproduce the colour of an object. The chart illustrates our ability to accurately 

determine colour depending on the colour rendering properties of the light source. 

The higher the colour rendering index (on a scale of 0 to 100) of the source the better 

our ability to perceive differences in colour, which is a considerable aid to highlighting 

fashion products and effective display of coloured artworks.

The CIE colour rendering index (CRI) is a method to determine how well a light source’s 

illumination of eight standardised colour patches compares to the illumination provided 

by a reference source. At Ra (8) the perceived colour shift of eight reference colours is 

measured as a percentage and averaged to give one number. However it is currently 

understood that due to the spectral power distribution of LED’s that instead of using the 

standard Ra8 it is important to include 7 additional colours which include red, yellow, 

blue & green and use Ra14 to ensure better results.

Colour Temperature
Colour temperature is a characteristic of visible light that plays a signifi cant role in 

lighting applications. The colour temperature of a light source is the temperature of 

a perfect black-body radiator that radiates light of a similar appearance to that of the 

light source. The colour temperature is measured in units of absolute temperature; 

Kelvin (K).

Colour temperature works paradoxically to our cultural associations with colour, red as 

hot and blue as cold. On the black-body curve, blue occurs at higher temperatures than 

red. A good example is a candle which has a warm red orange appearance but in fact 

has a low Kelvin temperature, 1,850K. Therefore higher colour temperatures 

(5,000K more) are called cool colours (blueish white); lower colour temperatures 

(2,700K – 3,000K) are called warm colours (yellowish white through red).
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14 Ø

11 Ø

Anode

Cathode

1A (Ra>90)

1B (90>Ra>80)

2A (80>Ra>70)

2B (70>Ra>60)

3 (60>Ra>40)

4 (40>Ra>20)

Typical application

Accurate
Medical examination, colour
printing inspection, art galleries 

Good
Retail, showrooms, restaurants
o�ces etc

Moderate
O�ces, classrooms, security lighting
supermarkets, manual areas etc

Poor
Street lighting, parking areas etc

Not important
Street lighting 

100

90

80

60

40

20

The Planckian locus shows the chromaticities of black-body light 
sources of various colour temperatures and lines of constant 
correlated colour temperature shown within the CIE chromaticity 
diagram

Warm White 3,000K Neutral White 4,000K
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Accurate
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4 (40>Ra>20)

Typical application

Accurate
Medical examination, colour
printing inspection, art galleries 

Good
Retail, showrooms, restaurants
o�ces etc

Moderate
O�ces, classrooms, security lighting
supermarkets, manual areas etc

Poor
Street lighting, parking areas etc

Not important
Street lighting 

100

90

80

60

40

20

Archos LED
Page 720

Start Bulkhead 
LED IP65
Page 731



Eurecaphas offices - Belgium



12 Introduction

Made In Europe

Lumiance Opimo is Made in the U.K. in our 
Newhaven factory

Made In Europe
Havells Sylvania is proud of their strong manufacturing heritage in Europe. For over 100 years, group brands: Concord, 

Lumiance and Sylvania have manufactured lamps and luminaires in Belgium, Germany, France and the UK.  These 

centres of excellence are our foundation, ensuring innovative design, development and production are aligned with 

the ever changing requirements of this dynamic marketplace

• Newhaven (UK): Concord and Lumiance

• Saint-Etienne (France): Lumiance and Sylvania luminaires

• Erlangen (Germany): Sylvania Lamps

• Tienen (Belgium): Sylvania Lamps

Certifi cations
All our Havells Sylvania factories have received ISO 9001 certifi cation from authorized certifi cation bodies.

Warranty

At Havells Sylvania, we pride ourselves on the quality of our products. An extended warranty is available, subject to 

conditions. Please contact your local sales representatives to learn more.

Tienen Factory, Belgium
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Awards

2012 

Lumiance Inverto - Finalist  
– Electrical Industry Awards

Concord LED Performance 
- Finalist – Lighting Design 
Awards

Sylvania Hi-Spot RefLED ES50 - 
Highly Commended – Lighting 
Design Awards

2013 

Concord Glace - Winner  
– Lighting Design Awards 

Concord Beacon Projector -  
Finalist – Lighting Design 
Awards

Sylvania PanelLED - Finalist  
– The Electrical industry awards

2014 

Concord Officelyte LED  
incorporating Organic Response 
- Winner – Lighting Design 
Awards

Manufacturer of the Year - 
Finalist – Lighting Design 
Awards

2015

Concord Officelyte LED  
incorporating Organic Response 
- Winner – Energy Managers 
Awards

2016

Organic Response - 
Commended - LUX Middle East 
Awards

Sylcone Retro - Winner – 
RedDot Awards

WINNER2013

We are recognised as industry leaders

FINALIST2012

798 Easy Installation798 Easy Installation798 Easy Installation798 Easy Installation
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188 Spotlights

Beacon Muse II - 3,000K 

LIGHT SOURCE INCLUDED
• Unique adjustability using soft-touch ring, enables 

beam control from a tight 8º spot to a 55º flood

• Super high colour rendering index, Ra 97 typical with 

R9 value (saturated reds) at 90; ideal for museum and 

gallery applications

• Trailing Edge, on-board dimming potentiometer, DALI 

or Casambi Wireless versions available

• For mounting on 1-circuit track (Lytespan 1) or 3-circuit 

track (Lytespan 3)

• Available in 3,000K or 4,000K colour temperatures

• Snap fi t accessories (Elongation lens, Softener lens, 

Honeycomb filter, Barn door and Snoot)

• Monopoint accessory available for surface mounting

• IR/UV free light source without heat radiation § Energy 

Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Accessories

Code Description

2059758 BEACON SNOOT BLK

2059759 MUSE II SOFTENER LENS

2059760 MUSE II ELONGATION LENS

2059761 MUSE II HONEYCOMB BLK

2052940 BEACON BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Dimensions (mm)

Trailing edge dimmable - 21W

Code Description Colour

2059730 MUSE II 97 3K L1 TE BLK Black

2059731 MUSE II 97 3K L1 TE WHT White

2059742 MUSE II 97 3K L3 TE BLK Black

2059743 MUSE II 97 3K L3 TE WHT White

On-board dimming - 21W

Code Description Colour

2059732 MUSE II 97 3K L1 OB BLK Black

2059733 MUSE II 97 3K L1 OB WHT White

2059744 MUSE II 97 3K L3 OB BLK Black

2059745 MUSE II 97 3K L3 OB WHT White

Casambi Wireless - 21W

Code Description Colour

2059734 MUSE II 97 3K L1 CASM BLK Black

2059735 MUSE II 97 3K L1 CASM WHT White

2059748 MUSE II 97 3K L3 CASM BLK Black

2059749 MUSE II 97 3K L3 CASM WHT White

DALI Dimmable - 21W

Code Description Colour

2059746 MUSE II 97 3K L3+DALI BLK Black

2059747 MUSE II 97 3K L3+DALI WHT White

Versailles museum - Versailles, France

8° Spot

55° Flood

Elongation Lens

Honeycomb Filter Snoot

Barn Doors

Softener Lens

Monopoint Black

Monopoint White

8

Exploring the catalogue

All pages follow a similar format, making it easier for you to identify the information you require quickly. Generally, the 

page format will include the information detailed below:

1 Chapter colour code

2  Brand
 Concord, Lumiance or Sylvania 

3  Product name

4  Product image

5 Product features

6  Light source included
 Will inform if the light source is included on all the 

range, on selected items or not included

7  Product icons / symbols
 Please refer to Icons & symbols guide at the back of 

the catalogue for more information

8 Lamp information
 Including wattages, lamp base and lumens output

9  Ordering guide

10  Photometric data and related information

11 Accessories or further product information

12 Line drawings (mm)

1

23

4

5

6

7

9

10

11

12
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Product Specifi cation

188 Spotlights

Beacon Muse II - 3,000K 

LIGHT SOURCE INCLUDED
• Unique adjustability using soft-touch ring, enables 

beam control from a tight 8º spot to a 55º flood

• Super high colour rendering index, Ra 97 typical with 

R9 value (saturated reds) at 90; ideal for museum and 

gallery applications

• Trailing Edge, on-board dimming potentiometer, DALI 

or Casambi Wireless versions available

• For mounting on 1-circuit track (Lytespan 1) or 3-circuit 

track (Lytespan 3)

• Available in 3,000K or 4,000K colour temperatures

• Snap fi t accessories (Elongation lens, Softener lens, 

Honeycomb filter, Barn door and Snoot)

• Monopoint accessory available for surface mounting

• IR/UV free light source without heat radiation § Energy 

Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Accessories

Code Description

2059758 BEACON SNOOT BLK

2059759 MUSE II SOFTENER LENS

2059760 MUSE II ELONGATION LENS

2059761 MUSE II HONEYCOMB BLK

2052940 BEACON BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Dimensions (mm)

Trailing edge dimmable - 21W

Code Description Colour

2059730 MUSE II 97 3K L1 TE BLK Black

2059731 MUSE II 97 3K L1 TE WHT White

2059742 MUSE II 97 3K L3 TE BLK Black

2059743 MUSE II 97 3K L3 TE WHT White

On-board dimming - 21W

Code Description Colour

2059732 MUSE II 97 3K L1 OB BLK Black

2059733 MUSE II 97 3K L1 OB WHT White

2059744 MUSE II 97 3K L3 OB BLK Black

2059745 MUSE II 97 3K L3 OB WHT White

Casambi Wireless - 21W

Code Description Colour

2059734 MUSE II 97 3K L1 CASM BLK Black

2059735 MUSE II 97 3K L1 CASM WHT White

2059748 MUSE II 97 3K L3 CASM BLK Black

2059749 MUSE II 97 3K L3 CASM WHT White

DALI Dimmable - 21W

Code Description Colour

2059746 MUSE II 97 3K L3+DALI BLK Black

2059747 MUSE II 97 3K L3+DALI WHT White

Versailles museum - Versailles, France

8° Spot

55° Flood

Elongation Lens

Honeycomb Filter Snoot

Barn Doors

Softener Lens

Monopoint Black

Monopoint White

Guidance for raising a 

product specifi cation

In order to create a succinct specifi cation for each 

product, please use the following list to select from. 

The relevant information can be found on either the 

product introduction pages at the beginning of each 

section or on individual product pages.

1 Product reference code:

2 Lamp type and quantity:

3 Gear type:

4 IP rating:

5 IK rating:

6 Test marks/approvals:

7 Beam angle/Cut off angle/surface brightness:

8 Adjustment - Tilt/Rotation:

9 LOR/DLOR/ULOR:

10 Cutout and recess depth:

11 Product dimensions:

12 Material specifi cation/body/diffuser/refl ector:

13 Other

An example of an ideal 

specifi cation is shown below

To specify, select in order from the following list:

1 Product reference code   2052863

2  Lamp type and quantity   1 x 26W LED

3  Gear type   Remote

4  IP rating   IP20

5  IK rating   -

6  Test marks/approvals   -

7  Beam angle/Cut off  Beam angle 10-65º

 angle/surface brightness

8  Adjustment - Tilt/Rotation  0-90º tilt & 355º rotation

9  LOR/DLOR/ULOR   DLOR 1.00

10  Cutout and recess depth   -

11  Product dimensions   141mm x 70mm

     Refl ector aperture   79mm

12  Connections/Mounting   Single/three circuit, surface mount, DALI

13  Material specifi cation/   Refl ector super pure specular

      body/diffuser/refl ector   Housing die cast aluminium powder coated

    textured black RAL 9005



Euler offices - Paris, France



 17 RECESSED MODULAR
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19 Offi celyte

27 Lytepanel II

31 Kometa

35 LumiForm

39 Start Flat Panel LED 

43 Start Panel LED 

47 Rana Linear V2

57 RANA LED

61 RANA

69 Rubico LED

72 Rubico

79 Ivy 2 LED

83 Ivy 2

89 Scimitar



Grosvenor House - London, England
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Officelyte Concave 
Low Profile

Highlighting performance 

At Concord we strive to ensure our products offer 

the best solutions for your lighting and building 

infrastructure needs. Technical advantage is gained 

for you through the use of innovative materials 

and technologies. Below are examples of Concord 

excellence.

Increased efficiency achieved by using innovative 
Micro cellular foamed polyester sheet 
> 99% reflective 
> 96% diffuse from Japan creates an ultra efficient 
luminaire.

Double width CDP (conical de-glaring prism) central 
refractor to minimise glare and provide complete 
homogenous light distribution.

Officelyte Concave Low Profile 
- Low Profile’s unique performance is based upon 
two incurvated highly transmissive satine acrylic 
wings.

Concave Officelyte Air Handling allows for the 
luminaires to be integrated into a buildings 
ventilation system, resulting in installation savings 
and a less cluttered ceiling.

New improved, patented design, plasterboard fixing 
and pull up kit solution with Lumafix.
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LIGHT SOURCE INCLUDED

Officelyte Concave - Low Profile LED 3,000K 

Officelyte LED Performance Matrix

Fixture HE version 3,000K HO version 3,000K

*Lumens / Circuit Watt = (Fixture Lumens) / Power

Diffusers

Fixture Lumens

Actual Power

Lumens / Circuit 
Watt *

Acrylic Acrylic

3,206 4,309

34W 48W

100 Im/W 95 Im/W

• Efficient LED modular luminaire incorporating cutting 

edge chip technology

• High Efficiency and High Output solutions providing the 

optimum energy efficient lighting schemes depending 

on ceiling heights and required spacings.

• Introduces uniform light distribution greatly enhancing 

the lit space

• High efficiency up to 100 lm/W

• High lumen output up to 4,500lm

• Available in 4,000K (3,000K upon request)

• Low glare ratio conforming to EN 12464-1

• UGR < 19 HE and HO versions

High Output

High Efficiency

Officelyte Concave LP 600 x 600mm module - High efficiency

Code Descrption Lumen output 
(lm)

 Type

2064452 Officelyte LP LED HE 3,000K 3,206 Standard

2064453 Officelyte LP LED HE 3,000K EM 3,206 Standard emergency

2064454 Officelyte LP LED HE 3,000K DALI 3,206 DALI

2064455 Officelyte LP LED HE 3,000K DALI EM 3,206 DALI emergency

2067420 Officelyte LP LED HE 3,000K OR 3,206 Organic Response

2067421 Officelyte LP LED HE 3,000K OR EM 3,206 Organic Response Emergency

Officelyte Concave LP 600 x 600mm module - High output

Code Description Lumen Output 
(lm)

 Type

2065008 Officelyte LP LED HO 3,000K 4,309 Standard

2065009 Officelyte LP LED HO 3,000K EM 4,309 Standard emergency

2065010 Officelyte LP LED HO 3,000K DALI 4,309 DALI

2065011 Officelyte LP LED HO 3,000K DALI  4,309 DALI emergency

2067424 Officelyte LP LED HO 3,000K OR 4,309 Organic Response

2067425 Officelyte LP LED HO 3,000K OR EM 4,309 Organic Response Emergency

595

95

595

Officelyte Accessories

Code Description

2047754 Lumafix plasterboard / pull up kit

2058049 3 pole T connector

2058047 3 pole female connector

* remote driver, (organic response version integral driver)

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Officelyte Concave - Low Profile LED 4,000K 

Officelyte Concave LP 625 x 625mm module - High efficiency

Code Description Lumen Output 
(lm)

 Type

2065036 Officelyte LP LED HE 4K 625 3,393 Standard

2065038 Officelyte LP LED HE 4K 625 DALI 3,393 DALI

2069229 Officelyte LP LED HE 4K 625 OR 3,393 Organic response

Officelyte Concave LP 625 x 625mm module - High output

Code Description Lumen Output 
(lm)

 Type

2065044 Officelyte LP LED HO 4K 625 4,549 Standard

2065046 Officelyte LP LED HO 4K 625 DALI 4,549 DALI

2069231 Officelyte LP LED HO 4K 625 OR 4,549 Organic response

LIGHT SOURCE INCLUDED

Officelyte LED Performance Matrix

Fixture HE version 4,000K HO version 4,000K

*Lumens / Circuit Watt = (Fixture Lumens) / Power

Diffusers

Fixture Lumens

Actual Power

Lumens / Circuit 
Watt *

Acrylic Acrylic

3,393 4,549

34W 48W

100 Im/W 95 Im/W

• Efficient LED modular luminaire incorporating cutting 

edge chip technology

• High Efficiency and High Output solutions providing the 

optimum energy efficient lighting schemes depending 

on ceiling heights and required spacings.

• Introduces uniform light distribution greatly enhancing 

the lit space

• High efficiency up to 100 lm/W

• High lumen output up to 4,500lm

• Available in 4,000K (3,000K upon request)

• Low glare ratio conforming to EN 12464-1

• UGR < 19 HE and HO versions

High Output

High Efficiency

Officelyte Concave LP 600 x 600mm module - High efficiency

Code Descrption Lumen output 
(lm)

 Type

2064456 Officelyte LP LED HE 4,000K 3,393 Standard

2064457 Officelyte LP LED HE 4,000K EM 3,393 Standard emergency

2064458 Officelyte LP LED HE 4,000K DALI 3,393 DALI

2064459 Officelyte LP LED HE 4,000K DALI EM 3,393 DALI emergency

2068211 Officelyte LP LED HE 4,000K DALI EMPRO 3,393 DALI emergency pro

2068212 Officelyte LP LED HE 4,000K OR 3,393 Organic Response

2068213 Officelyte LP LED HE 4,000K OR EM 3,393 Organic Response Emergency

Officelyte Concave LP 600 x 600mm module - High output

Code Description Lumen Output 
(lm)

 Type

2065012 Officelyte LP LED HO 4,000K 4,549 Standard

2065013 Officelyte LP LED HO 4,000K EM 4,549 Standard emergency

2065014 Officelyte LP LED HO 4,000K DALI 4,549 DALI

2065015 Officelyte LP LED HO 4,000K DALI  4,549 DALI emergency

2068214 Officelyte LP LED HO 4,000K DALI EMPRO 4,549 DALI emergency pro

2068215 Officelyte LP LED HO 4,000K OR 4,549 Organic Response

2068216 Officelyte LP LED HO 4,000K OR EM 4,549 Organic Response Emergency

595

95

595

Officelyte Accessories

Code Description

2047754 Lumafix plasterboard / pull up kit

2058049 3 pole T connector

2058047 3 pole female connector

* remote driver, (organic response version integral driver)

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Officelyte Concave - Low Profile Fluorescent

600 x 600 Module

Code Description Lumen Output 
(lm)

 Type 

1 x 40W Fluoresscent

2053071 Officelyte Concave LP Fluorescent 1 x 40W 3,500 Standard

2053072 Officelyte Concave LP Fluorescent 1 x 40W 3,500 Standard Emg

2053073 Officelyte Concave LP Fluorescent 1 x 40W 3,500 DALI Dimmable

2053074 Officelyte Concave LP Fluorescent 1 x 40W 3,500 DALI Dimmable Emg

1 x 55W Fluoresscent

2053075 Officelyte Concave LP Fluorescent 1 x 55W 4,800 Standard

2053076 Officelyte Concave LP Fluorescent 1 x 55W 4,800 Standard Emg

2053077 Officelyte Concave LP Fluorescent 1 x 55W 4,800 DALI Dimmable

2053078 Officelyte Concave LP Fluorescent 1 x 55W 4,800 DALI Dimmable Emg

2 x 40W Fluoresscent

2053079 Officelyte Concave LP Fluorescent 2 x 40W 7,000 Standard

2053080 Officelyte Concave LP Fluorescent 2 x 40W 7,000 Standard Emg

2053081 Officelyte Concave LP Fluorescent 2 x 40W 7,000 DALI Dimmable

2053082 Officelyte Concave LP Fluorescent 2 x 40W 7,000 DALI Dimmable Emg

• Provides perfect uniform light distribution greatly  

enhancing the lit space

• Low profile highly transmissive satine acrylic wing 

design offers an increased level of visual interest and a 

higher perceived level of brightness

• Uses innovative reflector material Micro Cellular 

foamed polyester > 99% reflective & < 96% diffuse 

ensuring no light is lost inside the luminaire

• Enclosed design reduces dust ingress and improves 

Luminance Maintenance Factor (LMF)

• Slot in wing design allows for quick and simple 

installation, maintenance and cleaning

• Supplied complete with Sylvania 4,000K lamps

Lynx®-LE
40/55W 2G11 3500/4700lm

LIGHT SOURCE INCLUDED

Dimensions (mm)

Officelyte Accessories

Code Description

2058047 3 pole Female connector

2058048 6 pole Female connector

2058049 3 pole T connector

2058046 6 pole T connector

OfficelyteLP1x55W TC-LE

OFFICELYTE LPCONCAVE - 1

01

1x40W TCL 06/11 JN 2

2053071

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

450

cd/klm

OFFICELYTE LPCONCAVE - 1

01

55W TCL Syl 1207 1
2053075

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

450

cd/klm

DLOR = 0.89 ULOR = 0.00 DFF = 1.00

Officelyte LP 1x40W TC-LE

597

95

597

Officelyte LED Performance Matrix

Fixture 1x55W
TC-L

1x40W
TC-L

*Lumens / Circuit Watt = (Published Lumens x LOR) / Power
** Lumens / Circuit Watt = (Published Lumens x LOR) / Power

Published
Lumens

Actual
Lumens 

Diffusers

LOR

Fixture
Lumens*

4,800 3,500

4,479 3,370

Acrylic Acrylic

2,192 1,925

89.0 93.0

58 45

4,000 3,122

72 74

Glare @  
65 Deg

Actual Power 

Lumens   
Circuit Watt**

625 x 625 Module

Code Description Lumen Output 
(lm)

 Type 

2 x 40W Fluoresscent

2053091 Officelyte Concave LP Fluorescent 2 x 40W Fluoresscent 7,000 Standard

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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• New Linear version in 1200 x 300mm- Original 

OfficeLyte Concave Low Profile design

• High efficiency up to 100 lm/W

• High lumen output up to 4,500lm

• High CRI (>85)

• Low glare ratio conforming to EN 12464-1

• UGR < 19 (High Efficiency versions)

• Conforming to SAS ceiling requirements

• Lay In and Pull Up versions available on request

LIGHT SOURCE INCLUDED

Officelyte Linear Low Profile LED

Dimensions (mm)
* organic response version integral driver

Officelyte Linear HE S330G - 
4,000K 

Officelyte Linear HO S330G - 
4,000K

Low Profile Accessories

Code Description

2058049 3 pole T connector 

2058047 3 pole female connector

1194 x 297mm module with gaskets - High efficiency - 4,000K

Code Description Lumen output 
(lm)

 Type

2058151 Officelyte LINEAR 12 x 3 HE 4K S330G DALI 3,387 DALI

2058153 Officelyte LINEAR 12 x 3 HE 4K S330G DALI EM3 3,387 DALI Emergency

2058152 Officelyte LINEAR 12 x 3 HE 4K S330G EMPRO 3,387 DALI EMPRO

2058154 Officelyte LINEAR 12 x 3 HE 4K S330G OR 3,387 Organic Response

2058155 Officelyte LINEAR 12 x 3 HE 4K S330G OR EM 3,387 Organic Response 
Emergency   

1194 x 297mm module with gaskets - High output - 4,000K

Code Description Lumen output 
(lm)

 Type

2058156 Officelyte LINEAR 12 x 3 HO 4K S330G DALI 4,503 DALI

2058158 Officelyte LINEAR 12 x 3 HO 4K S330G DALI EM3 4,503 DALI Emergency

2058157 Officelyte LINEAR 12 x 3 HO 4K S330G EMPRO 4,503 DALI EMPRO

2058159 Officelyte LINEAR 12 x 3 HO 4K S330G OR 4,503 Organic Response

2058160 Officelyte LINEAR 12 x 3 HO 4K S330G OR EM 4,503 Organic Response 
Emergency 

1200 x 300mm module - High efficiency - 4,000K

Code Description Lumen output 
(lm)

 Type

2058161 Officelyte LINEAR 12 x 3 HE 4K S330 DALI 3,387 DALI

2058163 Officelyte LINEAR 12 x 3 HE 4K S330 DALI EM3 3,387 DALI Emergency

2058162 Officelyte LINEAR 12 x 3 HE 4K S330 EMPRO 3,387 DALI EMPRO

2058164 Officelyte LINEAR 12 x 3 HE 4K S330 OR 3,387 Organic Response

2058165 Officelyte LINEAR 12 x 3 HE 4K S330 OR EM 3,387 Organic Response 
Emergency 

1200 x 300mm module - High output - 4,000K

Code Description Lumen output 
(lm)

 Type

2058166 Officelyte LINEAR 12 x 3 HO 4K S330 DALI 4,503 DALI

2058168 Officelyte LINEAR 12 x 3 HO 4K S330 DALI EM3 4,503 DALI Emergency

2058167 Officelyte LINEAR 12 x 3 HO 4K S330 EMPRO 4,503 DALI EMPRO

2058169 Officelyte LINEAR 12 x 3 HO 4K S330 OR 4,503 Organic Response

2058170 Officelyte LINEAR 12 x 3 HO 4K S330 OR EM 4,503 Organic Response  
Emergency 

1200 x 300mm module, air handling option - High efficiency - 
4,000K

Code Description Lumen output 
(lm)

 Type

2058191 Officelyte LINEAR 12 x 3 HE 4K S330A DALI 3,387 DALI

2058193 Officelyte LINEAR 12 x 3 HE 4K S330A DALI EM3 3,387 DALI Emergency 

2058192 Officelyte LINEAR 12 x 3 HE 4K S330A EMPRO 3,387 DALI EMPRO

Officelyte LED Performance Matrix

Fixture HE HO

*Lumens / Circuit Watt = (Fixture Lumens) / Power

Fixture Lumens

Actual Power

Luminaire 
efficacy (lm/W)

3,387lm 4,503lm

34 48

100 94

HE = High Efficiency HO = High Output

Officelyte Linear HE S330 - 4,000K

Officelyte Linear HO S330 - 
4,000K

OFFICELYTE LED 1200 +1194 EMERGENCY (REMOTE BOX)

71 1194               SAS GASKET 

27
3 

29
7 

 G
A

SK
ET

 

1200               SAS 330 

30
0 

  S
A

S 
33

0 

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

1200 x 300mm module - High efficiency - 3,000K

Code Description Lumen output 
(lm)

 Type

2069232 Officelyte LINEAR 12 x 3 HE 3K DALI 2,895 DALI

2069233 Officelyte LINEAR 12 x 3 HE 3K OR 2,895 Organic Response

1200 x 300mm module - High output - 3,000K

Code Description Lumen output 
(lm)

 Type

2069236 Officelyte LINEAR 12 x 3 HO 3K DALI 3,838 DALI

2069237 Officelyte LINEAR 12 x 3 HO 3K OR 3,838 Organic Response
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Officelyte Accessories
Code Description

2047754 Lumafix plasterboard / pull up kit

2058047 3 pole Female connector

2058048 6 pole Female connector

2058049 3 pole Male T connector

2058046 6 pole Female T connector

595

Officelyte Classic - LED 

• High Efficiency and High Output versions for LED 

• Designed to provide light onto horizontal ceiling 
surfaces, to assist with LG7 compliance 

• Low Glare UGR <19

• Unique patented design incorporating satin prismatic 
wings and a Conical De-glaring Prism (CDP) centre 
panel

• Enclosed design reduces dust ingress and improves 
Luminaire Maintenance Factor (LMF)

• Slot-in wing design allows for quick and simple 
installation, maintenance and cleaning

• 3,000K versions available upon request

• Custom product solutions to suit different ceiling grid 
systems - available on request

LIGHT SOURCE INCLUDED

Officelyte Classic LED HO 4K

Dimensions (mm)

595

105

100

90

50

Officelyte Classic LED - Organic Response versionOfficelyte Classic LED

50

Officelyte LED Performance Matrix

Fixture HE version 4,000K HO version 4,000K

* Lumens / Circuit Watt = (Fixture Lumens) / Power

Diffusers

Fixture Lumens

Actual Power

Lumens / Circuit 
Watt *

Opal Opal

2,824 3,750

34W 48W

83 Im/W 78 Im/W

Officelyte Classic LED 600 x 600mm module - High efficiency

Code Description Lumen Output 
(lm)

 Type

2058050 Officelyte Classic LED HE 4,000K 2,824 Standard

2058051 Officelyte Classic LED HE 4,000K EM 2,824 Emergency

2058052 Officelyte Classic LED HE 4,000K DALI 2,824 DALI

2058053 Officelyte Classic LED HE 4,000K DALI EM 2,824 DALI emergency

2058054 Officelyte Classic LED HE 4,000K DALI EMPRO 2,824 DALI emergency pro

2058992 Officelyte Classic LED HE 4,000K OR 2,824 Organic Response

2058993 Officelyte Classic LED HE 4,000K OR EM 2,824 Organic Response emergency

Officelyte Classic LED 600x600mm module - High output

Code Description Lumen output 
(lm)

 Type

2058060 Officelyte Classic LED HO 4,000K 3,750 Standard

2058061 Officelyte Classic LED HO 4,000K EM 3,750 Emergency

2058062 Officelyte Classic LED HO 4,000K DALI 3,750 DALI

2058063 Officelyte Classic LED HO 4,000K DALI EM 3,750 DALI emergency

2058064 Officelyte Classic LED HO 4,000K DALI EMPRO 3,750 DALI emergency pro

2058994 Officelyte Classic LED HO 4,000K OR 3,750 Organic Response

2058995 Officelyte Classic LED HO 4,000K OR EM 3,750 Organic Response emergency

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Officelyte Accessories
Code Description

2047754 Lumafix plasterboard / pull up kit 

2058047 3 pole Female connector

2058048 6 pole Female connector

2058049 3 pole Male T connector

2058046 6 pole Female T connector

Officelyte Classic Fluorescent

595

105

100

90

50

Dimensions (mm)

• Designed to provide light onto horizontal ceiling 

surfaces, to assist with LG7 compliance 

• Low Glare UGR <19

• Unique patented design incorporating satin prismatic 

wings and a Conical De-glaring Prism (CDP) centre 

panel (Acrylic)

• Enclosed design reduces dust ingress and improves 

Luminaire Maintenance Factor (LMF)

• Slot-in wing design allows for quick and simple 

installation, maintenance and cleaning

• Supplied complete with 4,000K Sylvania lamps

• 3,000K versions available upon request

• Custom product solutions to suit different ceiling grid 

systems - available on request

• Wing material: Polycarbonate

Officelyte Classic 1 x 55W TC-LE

Lynx®-LE
40/55W 2G11 3500/4700lm

LIGHT SOURCE INCLUDED

Officelyte Classic Fluorescent 55W - 600 x 600mm module

Code Description Type 

2058065 OfficeLyte Classic FLUO 1 x 55W Standard

2058066 OfficeLyte Classic FLUO 1 x 55W EM Standard emergency

2057428 OfficeLyte Classic FLUO 1 x 55W DSI DSI or Switch-Dim

2057429 OfficeLyte Classic FLUO 1 x 55W DSI EM DSI or Switch-Dim emergency

2057430 OfficeLyte Classic FLUO 1 x 55W DALI DALI

2057431 OfficeLyte Classic FLUO 1 x 55W DALI EM DALI emergency

2057432 OfficeLyte Classic FLUO 1 x 55W DALI EMPRO  DALI emergency pro

Officelyte Classic Fluorescent 40W - 600 x 600mm module

Code Description Type

2058067 OfficeLyte Classic FLUO 1 x 40W Standard

2058068 OfficeLyte Classic FLUO 1 x 40W EM Standard emergency

2057433 OfficeLyte Classic FLUO 1 x 40W DSI DSI or Switch-Dim

2057434 OfficeLyte Classic FLUO 1 x 40W DSI EM DSI or Switch-Dim emergency

2057435 OfficeLyte Classic FLUO 1 x 40W DALI DALI

2057436 OfficeLyte Classic FLUO 1 x 40W DALI EM DALI emergency

2057437 OfficeLyte Classic FLUO 1 x 40W DALI EMPRO DALI emergency pro

Officelyte Fluorescent Performance Matrix

Fixture 1 x 40W 1 x 55W

* Lumens / Circuit Watt = (Fixture Lumens) / Power

Diffusers

Fixture Lumens

Lumens / 
Circuit Watt *

Opal Opal

2,638lm 3,285lm

61 Im/W 57 Im/W

Officelyte Classic 1 x 40W

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Grosvenor House - London, UK
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Lytepanel II

Super effi cient LED modular luminaire incorporating cutting 

edge LED chip technology

• Introduces excellent uniform light distribution 

greatly enhancing the lit space

• High lumen effi cacy of up to 144lm/W

• UGR<18 compliant versions available with 

specially designed diffuser optics

• DALI as standard and available with integrated 

emergency

• Long lifetime 60,000hrs (L90B10)

• Lytepanel II is design for “lay-in” tiled ceiling 

but the deisgn makes it easily customizable 

for various ceiling types such as SAS or 

Burgess



28 Recessed Modular

LIGHT SOURCE INCLUDED

Lytepanel II

• Architectural flat panel with even homogenous light 

distribution

• Lay-in for 600 x 600 & 1200 x 300 exposed T bar grid 

systems

• Surface mounted versions available

• Up to 4454 fixture lumens

• Up to 144 lumens per watt efficiency

• Special sizes and 3,000K versions available on request

• Uses new highly transmissive LED diffuser material

• Minimum 80 CRI and 60,000 hrs / L90B10

Dimensions (mm)

595 x 595 x 95

595 x 595 x 95

1195 x 295 x 95

1195 x 295 x 95 (Lay In)

Lytepanel II - Performance Matrix

Fixture 600 x 600 4,000K 1,200 x 300 4,000K

Fixture lumens 4,544lm 4,349lm

Actual Power 31W 31W

Luminaire effi ciacy 144lm/W 140lm/W

600x600

Code Description Lumen output 
(lm)

 Effi cacy 
(lm/W)

 Energy 
Rating

2059508 LYTEPANEL II 600 3K UGR DALI 3870 125 A++,A+, A

2059432 LYTEPANEL II 600 4K DALI 4454 144 A++,A+, A

2059433 LYTEPANEL II 600 4K DALI EM 4454 127 A++,A+, A

2059500 LYTEPANEL II 600 4K UGR DALI 3920 126 A++,A+, A

2059501 LYTEPANEL II 600 4K UGR DALI EM 3920 112 A++,A+, A

625x625

Code Description Lumen output 
(lm)

 Effi cacy 
(lm/W)

 Energy 
Rating

2059512 LYTEPANEL II 625 3K UGR DALI 3870 125 A++,A+, A

2059516 LYTEPANEL II 625 4K UGR DALI 3920 126 A++,A+, A

1200x300

Code Description Lumen output 
(lm)

 Effi cacy 
(lm/W)

 Energy 
Rating

2059510 LYTEPANEL II 1200 3K UGR DALI 3542 114 A++,A+, A

2059436 LYTEPANEL II 1200 4K DALI 4349 140 A++,A+, A

2059437 LYTEPANEL II 1200 4K DALI EM 4349 124 A++,A+, A

2059504 LYTEPANEL II 1200 4K UGR DALI 3775 122 A++,A+, A

2059505 LYTEPANEL II 1200 4K UGR DALI EM 3775 108 A++,A+, A

1250x300

Code Description Lumen output 
(lm)

 Effi cacy 
(lm/W)

 Energy 
Rating

2059514 LYTEPANEL II 1250 3K UGR DALI 3542 114 A++,A+, A

2059518 LYTEPANEL II 1250 4K UGR DALI 3775 122 A++,A+, A

Lytepanel 1200 x 300 

4000K

LYTEPANEL LED 600 4K

LYTEPANEL 600X600 4K @14
2054844

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

1800

cd

DLOR = 1.00 ULOR = 0.00 DFF = 1.00
Φ    = 4345 lm

LYTEPANEL LED 600 4K

LYTEPANEL 600X600 4K @14
2054844

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

1800

cd

DLOR = 1.00 ULOR = 0.00 DFF = 1.00
Φ    = 4345 lm

Lytepanel 600 x 600 4000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section





Bangor Recycling Centre - Bangor, Wales
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Control Gear: Standard: Integral electronic x 2

 Dimmable: Integral electronic x 2  

 Digital Dimmable PCA Eco Switch  

 Dim and DSI compatible

Emergency: Integral, 3hr maintained (T5) 

Reflector: Central Downlight: Aluminium,  

 anodised Ambient Reflector:  

 Aluminium, powder coated  

 white RAL 9016

Ambient Diffuser: Polycarbonate, opal

Tile: Polycarbonate, Tpa rated smooth  

 or textured finish.

 Painted white RAL 9010

Mounting: Steel rod adjustable suspension  

 bars. Factory set for 38mm High T  

 Bar

Extra Load Suspension: 1m stainless steel wire supplied 

 with Griplock

Kometa 600 & 300

 • Kometa looks and performs like no other 

lighting fixture by combining ambient lighting 

with downlighting in a simple stylish luminaire

 • It provides a complete lighting solution, 

without the need to supplement the 

installation with uplighters and wallwashers, 

by providing a ceiling illuminance which is 

30% of working plane levels and a wall 

illuminance equivalent to 50%

•  This innovative concept provides a good light 

ratio on all room surfaces with improved 

spacings resulting in up to 30% fewer fittings 

to achieve the same illumination levels as 

traditional 4 x 18w T8 600 x 600 luminaires
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• An innovative circular modular 600 x 600 luminaire

• Combines ambient T5 and TC-TL downlight 

technologies in one

• Ultimate flexibility with independent switching and 

dimming options

• Kometa is housed within a 600 x 600 ceiling tile for 

mounting in 15 or 24mm exposed T grids

• Provides optimum visual conditions ensuring light falls 

on all surfaces

• Integral T5 emergency options

• Quick and easy wiring installation with the use of plug 

and socket arrangement

• New universal tile suitable for 15mm and 24mm 

exposed T grid systems

Kometa 600 

How to specify Kometa

• What ceiling type is going to be used?

• Who is the ceiling manufacturer/reference?

• If it is a grid, what type? e.g. 15mm exposed Grid; 

24mm exposed Grid, Semi Concealed Grid, Concealed 

Grid or Metal Plank?

• What material will the tiles be? e.g. Metal, Fibre or other?

• Is the ceiling void depth known?

• Does the Kometa tile need to match any features of the 

ceiling system? e.g. paint finish, perforation, tile edge detail?

Kometa 600

T5 Circline Plus T16-R  
40W 2GX13 3200lm 

Lynx®-TE  
26/32W GX24q-3 
1800/2400lm

Dimensions (mm)

LIGHT SOURCE NOT INCLUDED

Kometa 600 600 x 600mm (ceiling tile mount)

Code Description Lumen Output 
(lm)

 Type

4064670 Kometa 26/32W + 40W 5,600 T-Grid Smooth finish

4064672 Kometa 26/32W + 40W TEXT 5,600 T-Grid Smooth finish

4065258 Kometa 26/32W + 40W TEXT DIM 5,600 T-Grid Textured finish Emergency

4064674 Kometa 32W + 40W DIM 5,600 T-Grid Smooth finish dimmable

4064676 Kometa 32W + 40W TEXT DIM 5,600 T-Grid Smooth finish dimmable

4065259 Kometa 32W + 40W DIM EM 5,600 T-Grid Smooth finish dimmable emergency

4065260 Kometa 32W + 40W DIM TEXT EM 5,600 T-Grid Smooth finish dimmable emergency

Kometa Performance matrix
  
Fixture  Kometa 600 

Fixture Lumens 5,600lm

UGR (4H-8H) NA

Actual Power (W) 72

Luminaire efficacy (lm/W) 675 78
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• An innovative circular modular 600 x 600 luminaire

• Combines ambient T5 and TC-TL downlight 

technologies in one

• Ultimate flexibility with independent switching and 

dimming options

• Kometa is housed within a 600 x 600 ceiling tile for 

mounting in 15 or 24mm exposed T grids

• Provides optimum visual conditions ensuring light falls 

on all surfaces

• Integral T5 emergency options

• Quick and easy wiring installation with the use of plug 

and socket arrangement

• New universal tile suitable for 15mm and 24mm 

exposed T grid systems

Kometa 300 

Kometa 300

Lynx®-TE TC-TEL
26W GX24q-3 1800lm
Lynx®-DE TC-DEL
26W G24q-3 1800lm
T5 circline Plus
22W 2GX13 1800lm

Dimensions (mm)

LIGHT SOURCE NOT INCLUDED

Kometa 300 

Code Description Lumen output 
(lm)

 Type

2037420 Kometa 300 2,900 Single ballast

2037421 Kometa 300 EM 2,900 Single ballast emergency

2037422 Kometa 300 Twin 2,900 Twin ballast

2037423 Kometa 300 Twin EM 2,900 Twin ballast emergency

2038310 Kometa 300 Twin DIM 2,900 Twin ballast dimmable

2038311 Kometa 300 Twin DIM EM 2,900 Twin ballast dimmable emergency

Kometa Performance matrix
  
Fixture  Kometa 300 

Fixture Lumens 2,900lm

UGR (4H-8H) NA

Actual Power (W) 49

Luminaire efficacy (lm/W) 675 59

Nothampton school - Northampton, England



Morata de Tajuña Pharmacy - Morata de Tajuña, Spain
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LumiForm

• Low profile LED panels developed for 

hospitality, retail and office applications such 

as meeting rooms, reception areas, corridors 

and break spaces

• Available in 3 body sizes: 600 x 600mm, 

625 x 625mm and 1200 x 300mm

• Offers flexibility - can be recessed (lay-in), 

surface mounted or suspended  

(with accessory kit)

• Sleek and unobtrusive design for ease of 

installation and easy access to terminal block 

for quick installation; making it a contractor’s 

first choice

Control Gear: Electronic

Housing:  White (RAL 9016)
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LIGHT SOURCE INCLUDED

LumiForm 

• 40W & 50W LED luminaire

• Impressive performance, up to 4,003lm (luminaire 
lumen output on 50W 600 x 600mm 4,000K version)

• Will help you comply with building regulations - up to 
91lm/W (total system efficiency on 40W 600 x 600mm 
version)

• Available in 600 x 600mm, 625 x 625mm or 1,200 x 
300mm body sizes

• Warm white (3,000K) or Neutral white (4,000K)

• Recessed (lay-in), surface or suspended (with accessory)

• Suspension kit available 

• Surface mount frame available for 600 x 600mm 
version (602mm x 602mm x 54mm)

• Complete with protective film and quick connector for 
easy installation

• Less maintenance is required due to the long lifetime of 
35,000 hours

• Energy class: A++, A+, A

• LED technology provides energy efficient solution and 
reduced maintenance costs

• Supplied complete with (non-dimmable) LED driver 
(180mm x 55mm x 40mm)

LumiForm - 40W

Code Description 

600 x 600mm

3036783 LumiForm 600 WW EB 40W WHT 

3036784 LumiForm 600 NW EB 40 WHT 

1,200 x 300mm

3036787 LumiForm 1,200 WW EB 40W WHT 

3036788 LumiForm 1,200 NW EB 40 WHT 

LumiForm - 50W

Code Description 

600 x 600mm

3036795 LumiForm 600 WW EB 50W WHT 

3036796 LumiForm 600 NW EB 50W WHT 

 

625 x 625mm

3036785 LumiForm 625 WW EB 50W WHT 

3036786 LumiForm 625 NW EB 50W WHT 

 

1,200 x 300mm

3036797 LumiForm 1,200 WW EB 50W WHT 

3036798 LumiForm 1,200 NW EB 50W WHT 

Accessories

Code Description

3036807 Surface Mount Frame (1,200 x 300mm)

3036809 Surface Mount Frame (600 x 600mm)

3036810 Suspension Wire Kit

Legend: 600 = 600 x 600mm; 625 = 625 x 625mm;  
1,200 = 1,200 x 300mm; WW = Warm White; NW = Neutral 
White; WHT - WHiTe

Dimensions (mm)

LumiForm 600 x 600mm and 625 x 625mm

LumiForm 1,200 x 300mm

LumiForm 600 x 600mm with surface mount kit

Surface mount kit

LumiForm - 600 x 600mm LumiForm - 625 x 625mm LumiForm - 1,200 x 300mm

600 x 600mm - 3,000K 600 x 600mm - 4,000K

1,200 x 300mm - 3,000K 1,200 x 300mm - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Start Flat Panel LED

Control Gear:  Electronic 

Dimmable:  Ananlogue 1 -10V dimmable; DALI  

 dimmable 

Housing:  White

• Range of edge lit recessed, surface mounted 

or suspended LED luminaires developed for 

general and office lighting applications such 

as circulation areas, corridors and breakout 

areas

• Perfect for areas with restricted ceiling voids

• Start Flat Panel LED generates up to 4,239lm 

(luminaire lumen output on 4,000K version), 

equating to 93lm/W (total system efficiency)

• Range is available in 3,000K or 4,000k 

versions

• Flat profile (<11mm height), easy to handle 

and install; making it a contractor’s first 

choice

• Available in low glare, UGR<19, below the 

maximum permissible value for offi ce 

lighting as per EN12464-1:2011 

(<3000cdm2@65deg)
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LIGHT SOURCE INCLUDED

Start Flat Panel LED

595

10.5mm

59
5

Dimensions (mm)

600 x 600mm module

Legend: 600 = 600 x 600mm modules; 625 = 625 x 625mm 
modules; 1200 = 1200 x 300mm modules; 1200x600 = 1200 x 
600mm modules; NW = Neutral White; WW = Warm White

• Range of slim LED luminaires, perfect for general 

lighting applications such as circulation areas, corridors 

and breakout areas

• Available in 600 x 600mm, 1200 x 300mm or 1200 x 

600mm modules

• Benefits from an Opal PMMA diffuser. Even coverage of 

light throughout the face - no dark or hot spots

• Start Flat Panel LED output reaches up to 93lm/W (total 

system efficiency) on 4,000K non-dimmable version

• Available in warm white (3,000K) or neutral white 

(4,000K)

• Available in low glare, UGR<19, below the maximum 

permissible value for office lighting as per EN12464-

1:2011 (<3000cdm2@65deg)

• Energy efficient electronic gear included as standard 

but also available in DALI

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70 (UGR standard version is 40,000 hours of 

lifetime and Low output version is 30,000 hours of 

lifetime)

• Latest LED technology provides an energy efficient 

solution with reduced maintenance and energy costs

• Accessories available for suspension and surface mount

600 x 600mm modules

Code Description

Low Output

0047401 Start Flat Panel LED 3200LM 600 NW

0047400 Start Flat Panel LED 3000LM 600 WW

High Output

0047440 Start Flat Panel LED 600 NW 4000K

0047441 Start Flat Panel LED 600 WW 3000K

UGR19

0047511 Start Flat Panel LED 600 NW UGR19

0047510 Start Flat Panel LED 600 WW UGR19

0047521 Start Flat Panel LED 600 NW UGR19 DALI

0047520 Start Flat Panel LED 600 WW UGR19 DALI

DALI

0047516 Start Flat Panel LED 600 NW 4000K DALI 

0047515 Start Flat Panel LED 600 WW 3000K DALI

1200 x 300mm modules

Code Description

0047438 Start Flat Panel LED 1200 NW

0047439 Start Flat Panel LED 1200 WW

0047415 Start Flat Panel LED 1200 NW DALI

0047414 Start Flat Panel LED 1200 WW DALI

1200 x 600mm modules

Code Description

0047432 Start Flat Panel LED 1200x600 NW

595

10.5mm

59
5

Start Flat Panel LED 600 x 

600mm High Output - 3,000K

Start Flat Panel LED 600 x 

600mm High Output - 4,000K

Start Flat Panel LED - 1200 x 

300mm 3,000K

Start Flat Panel LED - 1200 x 

300mm - 4,000K

Start Flat Panel LED 600 x 

600mm UGR19 - 3,000K

Start Flat Panel LED 600 x 

600mm UGR19 - 4,000K

Start Flat Panel LED 600 x 

600mm Low Output - 3,000K

Start Flat Panel LED 600 x 

600mm Low Output - 4,000K

Start Flat Panel LED 1200 x 

600mm - 4,000K
1200 x 600mm module

1200 x 300mm module

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Accessories

Code Description

0047517 Start Flat Panel Suspended Kit

3036809 Surface Mount Frame (600x600)

3036807 Surface Mount Frame (1200x300)

0047579 Emergency Kit Conversion*

0047416 Plasterboard Frame (600x600)

0047418 Plasterboard Frame (1200x300)

*Not suitable for UGR19 or Low Output
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LIGHT SOURCE INCLUDED

Start Flat Panel LED

Dimensions (mm)

620

10.5mm

62
0

625 x 625mm module

Legend: 625 = 625 x 625mm modules; NW = Neutral White; WW 
= Warm White

• Range of slim LED luminaires, perfect for general 

lighting applications such as circulation areas, corridors 

and breakout areas

• Available in 625 x 625mm

• Benefits from an Opal PMMA diffuser. Even coverage of 

light throughout the face - no dark or hot spots

• Start Flat Panel LED output reaches up to 93lm/W (total 

system efficiency) on 4,000K non-dimmable version

• Available in warm white (3,000K) or neutral white 

(4,000K)

• Available in low glare, UGR<19, below the maximum 

permissible value for office lighting as per EN12464-

1:2011 (<3000cdm2@65deg)

• Energy efficient electronic gear included as standard 

but also available in DALI

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70 (UGR standard version is 40,000 hours of 

lifetime and Low output version is 30,000 hours of 

lifetime)

• Latest LED technology provides an energy efficient 

solution with reduced maintenance and energy costs

• Accessories available for suspension and surface mount

625 x 625mm modules

Code Description

High Output

0047442 Start Flat Panel LED 625 NW 4000K

0047443 Start Flat Panel LED 625 WW 3000K

UGR19

0047514 Start Flat Panel LED 625 NW UGR19

0047513 Start Flat Panel LED 625 WW UGR19

DALI

0047529 Start Flat Panel LED 625 NW 4000K DALI

0047519 Start Flat Panel LED 625 WW 3000K DALI

0047458 Start Flat LED 625 830 UGR19 DALI 

0047459 Start Flat LED 625 840 UGR19 DALI 

620

10.5mm

62
0

Start Flat Panel LED 625 x 

625mm UGR19 - 3,000K

Start Flat Panel LED 625 x 

625mm UGR19 - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Accessories

Code Description

0047579 Emergency Kit Conversion*

0047517 Start Flat Panel Suspended Kit

0047416 Plasterboard Frame (625x625)

*Not suitable for UGR19



L’arbre de vie - Marcinelle, Belgium
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Start Panel LED

Control Gear:  Electronic 

Dimmable:  Switched DALI dimmable 

Diffuser:  UV stabilised polycarbonate body and 

diffuser

• Start Panel LED family is a range of backlit 

recessed modular LED luminaires for general 

indoor lighting applications; corridors, 

breakout areas, offices and meeting rooms

• The range comprises of switched DALI 

dimmable, Emergency and UGR<19 

compliant luminaires

• Available with Organic Response Smart 

Control

• Start Panel LED range provides exceptional 

performance with unprecedented efficacy of 

up 112lm/W

• The optical design ensures a consistent, 

uniform output throughout the luminaire 

creating a comforting, non-harsh light 

source

• Start Panel LED is an effortless solution, 

whether for traditional fluorescent 

replacement or redesigns and new builds



44 Recessed Modular

LIGHT SOURCE INCLUDED

Start Panel LED

44

Dimensions (mm)

• Range of cost effective recessed LED Luminaries

• Uniform, consistent light output throughout the fi xture 

with no dark spot

• Slender body for minimal impact in to ceiling and easier 

installation

• Available in UGR<19, Emergency or Organic Response 

versions

• Available as standard or DALI dimmable in either 

3,000K or 4,000K

• Delivers up to 112lm/W

• Energy class A++, A+, A

• Long lifetime: 50,000 hours at 70% of the original 

output (L70)

600 x 600mm G3 modules

Code Description

0047450 Start Panel LED G3 600 WW

0047451 Start Panel LED G3 600 NW

Legend: 600 = 600 x 600mm module; WW = Warm White; NW = 
Neutral White; HO = High Output; DALI = DALI dimmable

600 x 600mm G3 High Output modules

Code Description

0047454 Start Panel LED G3 HO 600 WW

0047455 Start Panel LED G3 HO 600 NW

600 x 600mm DALI dimmable modules

Code Description

0047425 Start Panel LED 600 WW 3000K DAL

0047424 Start Panel LED 600 NW 4000K DALI

596

596

65
600 x 600mm module

86

596

59
6

600 x 600mm module

*Only suitable for DALI versions

G3 / UGR19 High Output DALI / OR / Emergency

596

596

65

G3 - 3,000K G3 - 4,000K

G3 High Output - 3,000K G3 High Output - 4,000K

G2 DALI - 3,000K G2 DALI - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

600 x 600mm UGR<19

Code Description

0047526 Start Panel LED UGR19 600 WW 3000K

0047525 Start Panel LED UGR19 600 NW 4000K

600 x 600mm UGR<19 DALI dimmable 
modules

Code Description

0047522 Start Panel LED UGR19 600 NW DALI

600 x 600mm Emergency modules

Code Description

0047410 Start Panel LED 600 NW E3

600 x 600mm UGR19 Organic Response 
modules

Code Description

0047396 Start Panel LED UGR19 OR 600 WW

0047397 Start Panel LED UGR19 OR 600 NW

Accessories

Code Description

0047416 Plasterboard Ceiling Frame 600x600

0047579 Panel 80V Emergency Kit (DALI versions only)
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LIGHT SOURCE INCLUDED

Start Panel LED

44

Dimensions (mm)

• Range of cost effective recessed LED Luminaries

• Uniform, consistent light output throughout the fi xture 

with no dark spot

• Slender body for minimal impact in to ceiling and easier 

installation

• Available in UGR<19

• Available in either 3,000K or 4,000K

• Delivers up to 112lm/W

• Energy class A++, A+, A

• Long lifetime: 50,000 hours at 70% of the original 

output (L70)

Legend: 625 = 625 x 625mm module; WW = Warm White; NW = 
Neutral White; HO = High Output; DALI = DALI dimmable

625 x 625mm G3 modules

Code Description

0047452 Start Panel LED G3 625 WW

0047453 Start Panel LED G3 625 NW

625 x 625mm G3 High Output modules

Code Description

0047456 Start Panel LED G3 HO 625 WW

0047457 Start Panel LED G3 HO 625 NW

620

620

65

625 x 625mm module

G3 / UGR19 High Output620

620

65

G3 - 3,000K G3 - 4,000K

G3 High Output - 3,000K G3 High Output - 4,000K

G2 DALI - 3,000K G2 DALI - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

625 x 625mm UGR<19 G3 modules

Code Description

0047528 Start Panel LED UGR19 625 WW 3000K

0047527 Start Panel LED UGR19 625 NW 4000K

Accessories

Code Description

0047417 Plasterboard Ceiling Frame 625x625
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RANA Linear

• RANA Linear recessed is a slim, sleek and unobtrusive range of 

LED luminaires designed to fulfill a wide range of applications 

including educational environments, medical buildings, storage 

facilities, offices, long corridors and other circulation areas 

including stairwells

• RANA Linear modules of length 1,150mm can be mounted 

individually or in continuous runs with seamless light effect

• The range offers 3 different light distributions with 3 different 

optics: Opal diffuser (UGR<23), Micro Prismatic optic (UGR<21), 

and Louvre + Prismatic optic (UGR<19), ideal for Display Screen 

Equipment (DSE) workstations

• RANA Linear can be remotely controlled with 1-10V or DALI 

systems and also features the Organic Response stand alone 

functions Organic Response control system is ideal to save 

installation cost and complex cabling schemes or to add a 

dimming solution to non-dimmable installations to be refurbished

Control Gear:  Electronic 

Dimmable:  1-10V or DALI systems and also features 

the Organic Response system

Emergency:  3 hour emergency

Housing:  Steel construction 

Finish:  White painted body
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Rana Linear 

FEATURES: 

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

• Slim recessed, surface or suspended luminaires 

• Sleek and unobtrusive square profile design, to mix and match recessed and / or surface luminaires in 
a single lighting scheme

• Can be mounted individually or in continuous runs with seamless light effect 

• Available in warm white (3,000K) or neutral white (4,000K)

• L90B10 @ 50,000 hours. Long service life with luminous flux maintenance: 90% of its initial value at 
50,000 hours 

• Driver life-time : 50,000 hours / 10% max failure 

• 3 different optics offer 3 different light distributions with visual comfort and efficiency 

• Low glare: UGR<19 with the Louvre + Primsatic Optic for Display Screen Equipment (DSE) 
workstations

• 3,000lm lumen package on 1.2m length, up to 2,894 lm/metre

• High luminaire efficiency up to 120 lm/W (total system efficiency on RANA Linear Louvre + 
Prismatic Optic)

• Colour Rendering Index (Ra) > 80 for office applications

• LED Colour Consistency between multiple luminaires (chromaticity tolerance): 3 SDCM or 3-step 
MacAdam ellipse

• Colour: White RAL 9016 as standard, other colours on request

• Closed optical system with protective covers on LED modules

• 3 hour emergency versions 

• Available in Constant Current, DALI (Switch-Dim), 1-10V or Organic Response dimming systems

• Glow Wire Test: 850°C for all versions - Polycarbonate diffusers are UK TP(a) compliant

Micro Prismatic 
Optic (MPO)

Louvre + Prismatic 
Optic

Opal

Micro Prismatic 
Optic (MPO)

Louvre + Prismatic 
Optic

Opal

Recessed

Surface & Suspended
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Rana Linear Recessed - Micro Prismatic Optic 

Dimensions (mm)

4,000K

Code Description

0052340 RANA LINEAR R 3KLM NW MPO

0052341 RANA LINEAR R 3KLM NW MPO D

0052342 RANA LINEAR R 3KLM NW MPO 1-10

0052346 RANA LINEAR R 3KLM NW MPO OR

0052348 RANA LINEAR R 3KLM NW MPO EM

0052349 RANA LINEAR R 3KLM NW MPO D EM

0052350 RANA LINEAR R 3KLM NW MPO 1-10 EM

• Controlled light distribution with Micro Prismatic 

Optics

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052343 RANA LINEAR R 3KLM WW MPO

0052344 RANA LINEAR R 3KLM WW MPO D

0052345 RANA LINEAR R 3KLM WW MPO 1-10

0052347 RANA LINEAR R 3KLM WW MPO OR

LIGHT SOURCE INCLUDED

MPO 4,000K

Legend: R = Recessed; KLM = kilo Lumen; NW = Neutral White 

4,000K; WW = Warm White 3,000K; MPO = Micro Prismatic 

Optic; LOUV+PRI = Louvre + Primsatic Optic; OPAL = Opal Dif-

fuser; D = DALI; W = White Body; OR = Organic Response; 1-10 

= Analogue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Recessed - Louvre + Prismatic Optic 

• Optimal visual comfort (UGR<19) with Louvre + 

Prismatic Optics

• Up to 120 lm/W efficacy

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness 

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052355 RRANA LINEAR R 3KLM WW LOUV+PRI

0052356 RANA LINEAR R 3KLM WW LOUV+PRI D

0052357 RANA LINEAR R 3KLM WW LOUV+PRI 1-10

0052359 RANA LINEAR R 3KLM WW LOUV+PRI OR

4,000K

Code Description

0052352 RANA LINEAR R 3KLM NW LOUV+PRI

0052353 RANA LINEAR R 3KLM NW LOUV+PRI D

0052354 RANA LINEAR R 3KLM NW LOUV+PRI 1-10

0052358 RANA LINEAR R 3KLM NW LOUV+PRI OR

0052360 RANA LINEAR R 3KLM NW LOUV+PRI EM

0052361 RANA LINEAR R 3KLM NW LOUV+PRI D EM

0052362 RANA LINEAR R 3KLM NW LOUV+PRI 1-10 EM

LIGHT SOURCE INCLUDED

Louvre + Prismatic Optic 
4,000K

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

Legend: R = Recessed; KLM = kilo Lumen; NW = Neutral White 

4,000K; WW = Warm White 3,000K; MPO = Micro Prismatic 

Optic; LOUV+PRI = Louvre + Primsatic Optic; OPAL = Opal Diffuser; 

D = DALI; W = White Body; OR = Organic Response; 1-10 = Analo-

gue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Recessed - Opal diffuser 

LIGHT SOURCE INCLUDED

Opal 4,000K

Legend: R = Recessed; KLM = kilo Lumen; NW = Neutral White 

4,000K; WW = Warm White 3,000K; MPO = Micro Prismatic 

Optic; LOUV+PRI = Louvre + Primsatic Optic; OPAL = Opal Dif-

fuser; D = DALI; W = White Body; OR = Organic Response; 1-10 

= Analogue 1-10V

• Pure line of light with Opal diffuser

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052367 RANA LINEAR R 3KLM WW OPAL

0052368 RANA LINEAR R 3KLM WW OPAL D

0052369 RANA LINEAR R 3KLM WW OPAL 1-10

0052371 RANA LINEAR R 3KLM WW OPAL OR

4,000K

Code Description

0052364 RANA LINEAR R 3KLM NW OPAL

0052365 RANA LINEAR R 3KLM NW OPAL D

0052366 RANA LINEAR R 3KLM NW OPAL 1-10

0052370 RANA LINEAR R 3KLM NW OPAL OR

0052372 RANA LINEAR R 3KLM NW OPAL EM

0052373 RANA LINEAR R 3KLM NW OPAL D EM

0052374 RANA LINEAR R 3KLM NW OPAL 1-10 EM

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Accessories

A
cce

sso
rie

s
Accessories

Code Description 

Surface & Suspended

0051290 RANA LINEAR ACC SUSP + POWER 3 X 1.5MM W

0051291 RANA LINEAR ACC SUSP + POWER 3 X 1.5MM T

0051292 RANA LINEAR ACC SUSP + POWER 5 X 1.5MM W

0051293 RANA LINEAR ACC SUSP + POWER 5 X 1.5MM T

0051294 RANA LINEAR ACC IN-LINE SUSPENSION KIT

0051295 RANA LINEAR ACC IN-LINE SURFACE KIT

0051315 RANA LIN S ACC 2 X SUSPENSION CABLES

0051316 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 3

0051317 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 5

0051318 RANA LIN S ACC IN-LINE SURF KIT + TW 3

0051319 RANA LIN S ACC IN-LINE SURF KIT + TW 5

Recessed

0051301 RANA LIN R ACC BRACKET 1-20MM X 1

0051302 RANA LIN R ACC BRACKET 1-20MM X 5

0051303 RANA LIN R ACC BRACKET 21-40MM X 1

0051304 RANA LIN R ACC BRACKET 21-40MM X 5

0051296 RANA LINEAR ACC TW POWER 3 X 1.5MM 1350

0051297 RANA LINEAR ACC TW POWER 5 X 1.5MM 1350

Recessed + Surface & Suspended

0051288 RANA LINEAR ACC END ROW MASKING PLATE 

0051298 RANA LINEAR ACC DIFFUSER PC 1700MM MPO

0051300 RANA LINEAR ACC DIFFUSER PC 1700MM OPAL

0051301 0051302 0051303 0051304

0051296 0051297 0051290 0051291

0051292 0051293 0051294 0051295

0051315 0051316 0051317 0051318

0051319 0051288

0051298 0051300
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RANA Linear ceiling recessed installation

 9

2x

0051301
0051302

0051303
0051304

2x

1

2

1

2

21-40mm1-20mm 

Ceiling brackets installation

Ceiling installation

2x

321

Continuous run installation of (x) luminaires

Continuous 
Line

Continuous 
Line

Continuous 
Line

For a continuous run of x ceiling recessed luminaires, please use:

(x) pairs of ceiling brackets for ceiling thickness 1-20mm or 21-40mm: 

0051301 RANA LIN R ACC BRACKET 1-20MM X 1 

0051303 RANA LIN R ACC BRACKET 21-40MM X 1 

or (x/5) packs of 5 pairs of brackets:

0051302 RANA LIN R ACC BRACKET 1-20MM X 5 

0051304 RANA LIN R ACC BRACKET 21-40MM X 5 

And (x-1) of the Trough Wiring kit:

0051296 RANA LINEAR ACC TW POWER 3 X 1.5 1350MM

or

0051297 RANA LINEAR ACC TW POWER 5 X 1.5 1350MM

(3 wires for non-dimmable luminaires, 5 wires for dimmable luminaires)

For ceiling thickness from 1mm to 20mm:

0051301 RANA LIN R ACC BRACKET 1-20MM X 1 (for 1 luminaire)

0051302 RANA LIN R ACC BRACKET 1-20MM X 5 (for 5 luminaires)

For ceiling thickness from 21mm to 45mm:

0051303 RANA LIN R ACC BRACKET 21-40MM X 1 (for 1 luminaire)

0051304 RANA LIN R ACC BRACKET 21-40MM X 5 (for 5 luminaires)

1

2

3
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RANA Linear Installation

Due to mandatory mechanical tolerances between the diffuser and the body of RANA Linear, the length of the diffuser is slightly shorter than the length of the body. 

In case of continuous line of light installations, to obtain the expected “seamless line of light” effect, all diffusers have to be in contact with each other.

This adds the body-diffuser length difference as many times as the total quantity of luminaires. 

It results in a band of light without diffuser at the end of the line of luminaires.

Continuous run installations with MPO & Opal diffusers

To remove the band of bare light, the installer can also replace the last luminaire’s diffuser (of length approx. 1130mm) by a longer one to be cut to the exact length. This 

longer polycarbonate diffuser, of length 1700mm, is available as an accessory in both diffuser versions:

0051288

Continuous Line

x10 x2x3 x1

To remove this band of bare light at the end of a row of 2 to 10 luminaires, just clip the metallic Light Masking Plate 0051288 on the last diffuser of the row.

(2 x Light Masking Plates 0051288 can also be used at the extremities of a longer row of maximum 20 luminaires).

Accessories

Code Description 

0051298 RANA LINEAR ACC DIFFUSER PC 1700MM MPO

0051300 RANA LINEAR ACC DIFFUSER PC 1700MM OPAL
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RANA Linear Organic Response

In this type of installation it is recommended to use one Organic Response enabled luminaire as a ‘master’ to control one ‘slave’ luminaire. The ‘slave’ luminaire must be DALI 

dimmable with the DALI signal coming from the Organic Response luminaire.

Inter-distance between Organic Response sensors is 2.26m (2 x 1.13m). Ensure one Organic Response unit as first and last luminaire in the run.

Continuous run installations with Organic Response 

Single Master Slave - Recommended

DAOR OR
(Organic Response)(Organic Response) (DALI)

Power
Power + DALI

Power

2.26m Spacing - ALL OK

Height
3.7m Max

In this type of installation it is recommended to check the suitability of this configuration before ordering to ensure operability on site. Please contact your local technical support 

to check floor and wall type. Use one Organic Response enabled luminaire as a ‘master’ to control two ‘slave’ luminaires. The ‘slave’ luminaires must be DALI dimmable with the 

DALI signal coming from the Organic Response luminaire.

Inter-distance between Organic Response sensors is 3.39m (3 x 1.13m). Ensure one Organic Response unit as first and last luminaire.

Single Master to two Slaves - Economic

3.39m Spacing = CHECK FLOOR TYPE

Height
3.7m Max

DAOR OR
(Organic Response)(Organic Response) (DALI)

DA
(DALI)

Power Power + DALI Power + DALI

Power

?

For the installation of 3 Recessed luminaires you need:

• 2 x RANA Linear Organic Response

• 1 x RANA Linear DALI

• 3 x brackets kits,

• 1 x power cable (3 wires) to power supply the first luminaire, 

• 1 x Through Wiring 5x1.5mm2 kit for Power + DALI (to power + data supply the 

slave luminaire),

• 1 x Through Wiring 3x1.5mm2 kit (to power supply the next master luminaire).

For the installation of 3 Surface or Suspended luminaires you need:

• 2 x RANA Linear Organic Response

• 1 x RANA Linear DALI

• 1 x Suspension with Power 3x1.5mm2 kit if suspended or 1 power cable (3 wires) if 

surface mounted

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 5x1.5mm2 for Power 

+ DALI (to power + data supply the slave luminaire)

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 3x1.5mm2 (to power 

supply the next master luminaire)

For the installation of 4 Surface or Suspended luminaires you need:

• 2 x RANA Linear Organic Response

• 2 x RANA Linear DALI

• 1 x Suspension with Power 3x1.5mm2 kit if suspended or 1 power cable (3 wires) if 

surface mounted

• 2 x In-Line Suspension kit or Surface kit with Through Wiring 5x1.5mm2 for Power 

+ DALI (to power + data supply the 2 x slave luminaires)

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 3x1.5mm2 (to power 

supply the next master luminaire)

For the installation of 4 Recessed luminaires you need:

• 2 x RANA Linear Organic Response

• 2 x RANA Linear DALI

• 4 x brackets kits,

• 1 x power cable (3 wires) to power supply the first luminaire, 

• 2 x Through Wiring 5x1.5mm2 kit for Power + DALI (to power + data supply the 2 

x slave luminaires),

• 1 x Through Wiring 3x1.5mm2 kit (to power supply the next master luminaire).
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RANA LED

• Range of recessed and surface luminaires 

builds upon the success of the Sylvania RANA 

range

• Perfect solution for office and general 

lighting, airports or schools; especially in areas 

where a high quality of light needs to be 

maintained or where maintenance downtime 

needs to be avoided

• Delivers high output up to 6,050lm (luminaire 

lumen output on 4,000K version)

• Delivers high efficiency up to 101 lm/W (on 

4,000K version)

• Benefits from a consistent look, allowing you 

to mix and match the various recessed and / 

or surface luminaires in a single lighting 

scheme

• Can be used to create a UGR 19 office 

compliant lighting design

Control Gear:  Electronic 

Dimmable:  DALI dimmable

Emergency:  3 hour emergency

Housing:  Steel construction 

Finish:  White or silver anodised  

 finishes
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• 32W - 69W LED recessed luminaire 

• RANA LED is perfect for office lighting applications, 

schools, airports and general lighting applications

• Provides perfect uniform light distribution greatly 

enhancing the lit space 

• Two stage optic for optimum comfort and efficiency 

• Can be used to create a UGR 19 office compliant 

lighting design

• Available with a satin optic and micro prism diffuser 

• Available in recessed (600 x 600mm, 625 x 625mm, 

312.5 x 1250mm and 1200 x 300mm) 

• RANA LED delivers high output up to 6,050lm 

(luminaire lumen output on 4,000K version),

• Delivers high efficiency up to 101 lm/W (on 4,000K 

version) 

• Available in warm white (3,000K) and neutral white 

(4,000K) 

• Energy efficient electronic gear including DALI and 3 

hour emergency versions as standard 

• Long lifetime: 50,000 hours life at 70% of the original 

output L70 

• Less maintenance is required due to the long lifetime 

of 50,000hrs 

• Enclosed design reduces dust ingress and improves 

Lumen Maintenance Factor (LMF) 

• Low profile for ease of installation in restricted ceiling 

voids 

• Comes complete with safety cable 

• Energy Class: A++, A+, A 

• LED technology provides an energy efficient solution 

with reduced maintenance costs 

Electronic ballast

Code Description

0052235 RANA LED 1,200 CM+P 1*LH 3K

0052259 RANA LED 1,200 CM+P 2*LH 3K

0052243 RANA LED 600 CM+P 2*LL 3K

0052251 RANA LED 600 CM+P 3*LL 3K

0052230 RANA LED 1,200 CM+P 1*LH 4K

0052254 RANA LED 1,200 CM+P 2*LH 4K

0052238 RANA LED 600 CM+P 2*LL 4K

0052246 RANA LED 600 CM+P 3*LL 4K

0052264 RANA LED 1,250 CP 1*LH 4K

0052279 RANA LED 1,250 CP 2*LH 4K

0052269 RANA LED 625 CP 2*LL 4K

0052274 RANA LED 625 CP 3*LL 4K

RANA LED

Analogue 1-10V dimmable

Code Description

0052237 RANA LED 1,200 CM+P 1*LH 1-10V 3K

0052261 RANA LED 1,200 CM+P 2*LH 1-10V 3K

0052245 RANA LED 600 CM+P 2*LL 1-10 3K

0052253 RANA LED 600 CM+P 3*LL 1-10 3K

0052232 RANA LED 1,200 CM+P 1*LH 1-10V 4K

0052256 RANA LED 1,200 CM+P 2*LH 1-10 4K

0052240 RANA LED 600 CM+P 2*LL 1-10V 4K

0052248 RANA LED 600 CM+P 3*LL 1-10 4K

LIGHT SOURCE INCLUDED

RANA LED Recessed 1,200 x 300mm single 
LED (1*LH)

RANA LED Recessed 1,200 x 300mm double 
LED (2*LH)

Legend: 1,200 = 300 x 1,200mm grid; 600 = 600 x 600mm grid; 

1,250 = 312.5 x 1250mm grid; 625 = 625 x 625mm grid; CM+P 

= COSSM+PRISM; LH = LED High output; LL = LED Low output; 

1-10V = Analogue 1-10V dimmable; 3K = 3,000K warm white; 4K 

= 4,000K neutral white

RANA LED Recessed 

1,200 x 300mm double LED 

(2*LH) - 3,000K 

RANA LED Recessed 

1,200 x 300mm double LED 

(2*LH) - 4,000K

RANA LED Recessed  

1,200 x 300mm single LED 

(1*LH)  - 3,000K 

RANA LED Recessed  

1,200 x 300mm single LED 

(1*LH) - 4,000K 

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Width

Length

Side

Front

H
ei

gh
t

H
ei

gh
t

DALI dimmable

Code Description

0052236 RANA LED 1,200 CM+P 1*LH DA 3K

0052260 RANA LED 1,200 CM+P 2*LH DA 3K

0052244 RANA LED 600 CM+P 2*LL DA 3K

0052252 RANA LED 600 CM+P 3*LL DA 3K

0052268 RANA LED 1,250 CP 1*LH DA 3K

0052283 RANA LED 1,250 CP 2*LH DA 3K

0052273 RANA LED 625 CP 2*LL DA 3K

0052278 RANA LED 625 CP 3*LL DA 3K

0052231 RANA LED 1,200 CM+P 1*LH DA 4K

0052255 RANA LED 1,200 CM+P 2*LH DA 4K

0052239 RANA LED 600 CM+P 2*LL DA 4K

0052247 RANA LED 600 CM+P 3*LL DA 4K

0052265 RANA LED 1,250 CP 1*LH DA 4K

0052280 RANA LED 1,250 CP 2*LH DA 4K

0052270 RANA LED 625 CP 2*LL DA 4K

0052275 RANA LED 625 CP 3*LL DA 4K

Organic Response 

Code Description

3,000K

0052285 RANA LED 1,200 CM+P 1*LH 3K OR

0052288 RANA LED 1,200 CM+P 2*LH 3K OR

0052286 RANA LED 600 CM+P 2*LL 3K OR

0052287 RANA LED 600 CM+P 3*LL 3K OR

4,000K

0052289 RANA LED 1,200 CM+P 1*LH 4K OR

0052292 RANA LED 1,200 CM+P 2*LH 4K OR

0052290 RANA LED 600 CM+P 2*LL 4K OR

0052291 RANA LED 600 CM+P 3*LL 4K OR

0052293 RANA LED 1,250 CP 1*LH 4K OR

0052296 RANA LED 1,250 CP 2*LH 4K OR

0052294 RANA LED 625 CP 2*LL 4K OR

0052295 RANA LED 625 CP 3*LL 4K OR

Organic Response & Emergency 3 hour

Code Description

4,000K

0052297 RANA LED 1,200 CM+P 1*LH E3 4K OR

0052300 RANA LED 1,200 CM+P 2*LH E3 4K OR

0052298 RANA LED 600 CM+P 2*LL E3 4K OR

0052299 RANA LED 600 CM+P 3*LL E3 4K OR

RANA LED

Emergency 3 hour

Code Description

0052233 RANA LED 1,200 CM+P 1*LH E3 4K

0052257 RANA LED 1,200 CM+P 2*LH E3 4K

0052241 RANA LED 600 CM+P 2*LL E3 4K

0052249 RANA LED 600 CM+P 3*LL E3 4K

0052266 RANA LED 1,250 CP 1*LH E3 4K

0052281 RANA LED 1,250 CP 2*LH E3 4K

0052271 RANA LED 625 CP 2*LL E3 4K

0052276 RANA LED 625 CP 3*LL E3 4K

DALI dimmable & Emergency 3 hour

Code Description

0052284 RANA LED 1,250 CP 2*LH DA+E3 3K

0052234 RANALED 1,200 CM+P 1*LH DA+E3 4K

0052258 RANALED 1,200 CM+P 2*LH DA+E3 4K

0052242 RANA LED 600 CM+P 2*LL DA+E3 4K

0052250 RANA LED 600 CM+P 3*LL DA+E3 4K

0052267 RANA LED 1,250 CP 1*LH DA+E3 4K

0052282 RANA LED 1,250 CP 2*LH DA+E3 4K

0052272 RANA LED 625 CP 2*LL DA+E3 4K

0052277 RANA LED 625 CP 3*LL DA+E3 4K

LIGHT SOURCE INCLUDED

Legend: 1,200 = 300 x 1200mm grid; 600 = 600 x 600mm grid; 
1,250 = 312.5 x 1,250mm grid; 625 = 625 x 625mm grid; CM+P = 
COSSM+PRISM; LH = LED High output; LL = LED Low output; DA = 
DALI dimmable; E3 = Emergency 3 hour; 3K = 3,000K warm white; 
4K = 4,000K neutral white

Dimensions (mm)   
Fitting 1 x LH 2 x LH 2 x LL 3 x LL

600 x 600mm modules / 300 x1200 modules

Length (mm) 1,196 1,196 592 592

Width (mm) 294 294 594 594

Height (mm) 46 46 46* 46

Dimensions (mm)   
Fitting 1 x LH 2 x LH 2 x LL 3 x LL

625 x 625mm modules / 312.5 x1250 modules

Length (mm) 1,246 1,246 621 621

Width (mm) 306 306 619 619

Height (mm) 46 46 46 46

RANA LED Recessed 600 x 600mm double 
LED (2*LL)

RANA LED Recessed 600 x 600mm triple 
LED (3*LL)

RANA LED Recessed 

600 x 600mm triple LED 

(3*LL) - 3,000K

RANA LED Recessed 

600 x 600mm triple LED 

(3*LL) - 4,000K 

RANA LED Recessed 

600 x 600mm double LED 

(2*LL) - 3,000K

RANA LED Recessed 

600 x 600mm double LED 

(2*LL) - 4,000K 

Police station - Jumet, Belgium

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Accounting office Roodhooft & Partners - Heist-op-den-Berg, Belgium
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RANA

• The RANA T5 family range just got better with 

the addition of new superior optics designed 

to provide wide spread light distributions 

economically; greater variety of applications 

and intelligence via dimming and occupancy 

detection sensors

• RANA Recessed range offers ceiling body in 

square and rectilinear options to 

accommodate twin, three or four-way T5 

lamps (14W to 54W), while benefi ting from 

an extremely small recess depth of 120mm 

(52mm on Pull-up versions and 180mm for 

Prismatic version)

• RANA Pull-up is the contractor’s perfect 

choice for easy and rapid installation into 

plasterboard ceilings. Each recessed module is 

supplied with adjustable side arm brackets for 

‘pull-up’ installation. The brackets ensure 

correct alignment in the ceiling and minimal 

handling of the louvres; resulting in a neat 

and clean lined appearance with maximum 

visual appeal. An extremely small recess depth 

of 52mm suits shallow plasterboard ceiling 

voids

 Control Gear: Electronic

Dimmable:  Analogue 1-10V & DALI dimmable

Sensor:  Sylvania microwave or infra red 

 sensor

Emergency:  3 hour maintained

Louvre:  Choice of 1092 mirror bright 

 louvre with high gloss aluminium 

 or 1595 satin bright louvre with 

 semi-specular satin optics

Housing:  Choice of white (closest RAL 

 colour RAL 9003) or silver (closest 

 RAL colour RAL 9006). Other 

 colours on request, please consult 

 local salesforce

RANA recessed

RANA Pull-up
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RANA Recessed

3-Lamp square version

RANA Recessed with prismatic optics

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE
14/28W G5 1350/2900lm

• Perfect light performance

• Shallow design supports easy installation

• Less material, less energy

• Complete with protective film, tubes and quick 

connector for easy installation

• Super efficient to 95% LOR

Analogue 1-10V dimmable - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic

0049745 300 x 1,200 T5 2 x 28W G5 / 840 MPM Mirror Bright

0049725 600 x 600 T5 3 x 14W G5 / 840 MPM Mirror Bright

0049705 600 x 600 T5 4 x 14W G5 / 840 MPM Mirror Bright

0049545 625 x 625 T5 3 x 14W G5 / 840 MPM Mirror Bright

Width

Length

Height

Height

Side

Front

Dimensions (mm)

600x600 modules / 1,200x300 modules
Fitting  2 x 28W 2 x 54W  3 x 14W 3 x 24W 4 x 14W 4 x 24W 2 x 14W 2 x 14/24W

Width (mm) 294  294  594 594 594 594 594 594

Length (mm)  1196  1196  592 592 592 592 592 592

Height (mm)  46  46  46* 46 46* 46 46 46

* For Prismatic version, height = 82mm

625x625 modules / 1250x312.5 modules
Fitting  2 x2 8W 2 x 54W  3 x 14W 3 x 24W 4 x 14W 4 x 24W 2 x 14W 2 x 14/24W

Width (mm) 306  306  619 619 619 619 619 619

Length (mm)  1,246  1,246  621 621 621 621 621 621

Height (mm)  46  46  46 46 46 46 46 46

Electronic FHE/FHO - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic

Electronic FHE

0049740 300 x 1,200 T5 2 x 28W G5 / 840 MPM Mirror Bright

0049702 600 x 600 T5 2 x 14W G5 / 840 MPM Mirror Bright

0049720 600 x 600 T5 3 x 14W G5 / 840 MPM Mirror Bright

0049700 600 x 600 T5 4 x 14W G5 / 840 MPM Mirror Bright

0049540 625 x 625 T5 3 x 14W G5 / 840 MPM Mirror Bright

0049520 625 x 625 T5 4 x 14W G5 / 840 MPM Mirror Bright

0049724 600 x 600 T5 3 x 14W G5 / 840 MPM Satin Bright

0049704 600 x 600 T5 4 x 14W G5 / 840 MPM Satin Bright

0049544 625 x 625 T5 3 x 14W G5 / 840 MPM Satin Bright

0049524 625 x 625 T5 4 x 14W G5 / 840 MPM Satin Bright

0049707 600 x 600 T5 4 x 14W G5 / 840 MPM Micro Prismatic

Electronic FHO

0049786 300 x 1,200 T5 2 x 54W G5 / 840 MPM Mirror Bright

0049606 312.5 x 1,250 T5 2 x 54W G5 / 840 MPM Mirror Bright

0049776 600 x 600 T5 4 x 24W G5 / 840 MPM Mirror Bright

0049596 625 x 625 T5 4 x 24W G5 / 840 MPM Mirror Bright

0049784 600 x 600 T5 3 x 24W G5 / 840 MPM Satin Bright

0049604 625 x 625 T5 3 x 24W G5 / 840 MPM Satin Bright

0049599 625 x 625 T5 4 x 24W G5 / 840 MPM Satin Bright

0049726 600 x 600 T5 3 x 14W G5 / 840 MPM Micro Prismatic

* Prismatic versions

*

Luxline® Plus T5/T16 FHO
24/54W G5 2000/5000lm

2 x 28W

3 x 14W

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Recessed 

2-Lamp rectangular version

Luxline® Plus T5/T16 FHO
24W G5 2000lm

Luxline® Plus T5/T16 FHE
14/28W G5 1350/2900lm 

DALI dimmable - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic 

0049750 300 x 1,200 T5 2 x 28W G5 / 840 MPM Mirror bright

0049730 600 x 600 T5 3 x 14W G5 / 840 MPM Mirror bright

0049710 600 x 600 T5 4 x 14W G5 / 840 MPM Mirror bright

0049550 625 x 625 T5 3 x 14W G5 / 840 MPM Mirror bright

0049881 600 x 600 T5 3 x 24W G5 / 840 MPM Satin Bright

0049880 600 x 600 T5 4 x 24W G5 / 840 MPM Satin Bright

0049554 625 x 625 T5 3 x 14W G5 / 840 MPM Satin Bright

0049517 625 x 625 T5 3 x 24W G5 / 840 MPM Satin Bright

0049534 625 x 625 T5 4 x 14W G5 / 840 MPM Satin Bright

0049516 625 x 625 T5 4 x 24W G5 / 840 MPM Satin Bright

0049713 600 x 600 T5 4 x 14W G5 / 840 MPM Micro Prismatic

0049733 600 x 600 T5 3 x 14W G5 / 840 MPM Micro Prismatic

Emergency 3 hour - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic 

0049575 312.5 x 1250 T5 2 x 28W G5 / 840 MPM Mirror Bright

0049715 600 x 600 T5 4 x 14W G5 / 840 MPM Mirror Bright

0049555 625 x 625 T5 3 x 14W G5 / 840 MPM Mirror Bright

0049535 625 x 625 T5 4 x 14W G5 / 840 MPM Mirror Bright

0049738 600 x 600 T5 3 x 14W G5 / 840 MPM Satin Bright

0049885 600 x 600 T5 3 x 24W G5 / 840 MPM Satin Bright

0049884 600 x 600 T5 4 x 24W G5 / 840 MPM Satin Bright

0049559 625 x 625 T5 3 x 14W G5 / 840 MPM Satin Bright

0049519 625 x 625 T5 3 x 24W G5 / 840 MPM Satin Bright

0049539 625 x 625 T5 4 x 14W G5 / 840 MPM Satin Bright

0049518 625 x 625 T5 4 x 24W G5 / 840 MPM Satin Bright

0049736 600 x 600 T5 3 x 14W G5 / 840 MPM Micro Prismatic

0049716 600 x 600 T5 4 x 14W G5 / 840 MPM Micro Prismatic

* Prismatic versions

*

2 x 28W

3 x 14W

4 x 14W

LIGHT SOURCE INCLUDED

Organic Response - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic 

0049994 594 x 592 RANA600 1092 314 T5 MPM PRO+ 840 OR MPM Neutral White

0049995 594 x 592 RANA1200 1092 128 T5 MPM PRO+ 840 OR MPM Neutral White

0049998 1,196 x 294 RANA1200 1092 128 T5 MPM PRO+ 840 OR MPM Neutral White

0049999 1,196 x 294 RANA1200 1092 228 T5 MPM PRO+ 840 OR MPM Neutral White

Organic Response Emergency 3 hour - 4,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic 

0050002 594 x 592 RANA600 1092 414 T5 MPM PRO+ 840 OR E3 MPM Neutral White

0050003 594 x 592 RANA600 1092 414 T5 MPM PRO+ 840 OR E3 MPM Neutral White

0050004 1,196 x 294 RANA1200 1092 128 T5 MPM PRO+ 840 OR E3 MPM Neutral White

0050005 1,196 x 294 RANA1200 1092 228 T5 MPM PRO+ 840 OR E3 MPM Neutral White

Legend: 1,200 = 1,200mm x 300mm module; 830 = 3,000K Warm White lamp; 840 = 4,000K Neutral White lamp; 
OR = Organic Response; E3 = Emergency 3 hour

Ecole maternelle - Guerigny, France

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Recessed 

Luxline® Plus T5/T16 FHE
14/28W G5 1350/2900lm

Multiwatt

Code Grid Size 
(mm)

 Description Connector Optic

0049770 300 x 1,200 T5 2 x 28 / 54W G5 MPM Mirror Bright

0049590 312.5 x 1,250 T5 2 x 28 / 54W G5 MPM Mirror Bright

0049509 600 x 600 T5 2 x 14 / 24W G5 GST Mirror Bright

0049765 600 x 600 T5 3 x 14 / 24W G5 MPM Mirror Bright

0049760 600 x 600 T5 4 x 14 / 24W G5 MPM Mirror Bright

0049681 300 x 1,200 T5 2 x 28 / 54W G5 GST Satin Bright

0049514 600 x 600 T5 2 x 14 / 24W G5 GST Satin Bright

0049676 600 x 600 T5 3 x 14 / 24W G5 GST Satin Bright

0049671 600 x 600 T5 4 x 14 / 24W G5 GST Satin Bright

Electronic FHE/FHO - 3,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic

Electronic

0049830 300 x 1,200 T5 2 x 28W G5 / 830 MPM Mirror Bright

0049650 300 x 1,200 T5 2 x 28W G5 / 830 GST Mirror Bright

0049505 600 X 600 T5 2 x 14W G5 / 830 MPM Mirror Bright

0049506 600 x 600 T5 2 x 14W G5 /830 GST Mirror Bright

0049810 600 x 600 T5 3 x 14W G5 / 830 MPM Mirror Bright

0049630 600 x 600 T5 3 x 14W G5 / 830 GST Mirror Bright

0049790 600 x 600 T5 4 x 14W G5 / 830 MPM Mirror Bright

0049610 600 x 600 T5 4 x 14W G5 / 830 GST Mirror Bright

0049831 300 x 1,200 T5 2 x 28W G5 / 830 MPM Satin Bright

0049651 300 x 1,200 T5 2 x 28W G5 / 830 GST Satin Bright

0049510 600 x 600 T5 2 x 14W G5 / 830 MPM Satin Bright

0049511 600 x 600 T5 2 x 14W G5 / 830 GST Satin Bright

0049814 600 x 600 T5 3 x 14W G5 / 830 MPM Satin Bright

0049631 600 x 600 T5 3 x 14W G5 / 830 GST Satin Bright

0049794 600 x 600 T5 4 x 14W G5 / 830 MPM Satin Bright

0049611 600 x 600 T5 4 x 14W G5 / 830 GST Satin Bright

0049813 600 x 600 T5 3 x 14W G5 / 830 MPM Micro Prismatic

0049793 600 x 600 T5 4 x 14W G5 / 830 MPM Micro Prismatic

Electronic FHO

0049876 300 x 1,200 T5 2 x 54W G5 / 830 MPM Mirror Bright

0049696 300 x 1,200 T5 2 x 54W G5 / 830 GST Mirror Bright

0049866 600 x 600 T5 4 x 24W G5 / 830 MPM Mirror Bright

0049686 600 x 600 T5 4 x 24W G5 / 830 GST Mirror Bright

0049874 600 x 600 T5 3 x 24W G5 / 830 MPM Satin Bright

Mirror bright

Satin bright

Luxline® Plus T5/T16 FHO
24/54W G5 2000/5000lm

LIGHT SOURCE INCLUDED (ON SELECTED VERSIONS)

3 x 14W

2 x 14W

4 x 14W

Analogue 1-10V dimmable - 3,000K lamp

Code Grid Size {mm) Description Connector Optics

0049655 300 x 1,200 T5 2 x 28W G5 / 830 GST Mirror Bright

0049507 600 x 600 T5 2 x 28W G5 / 830 MPM Mirror Bright

0049508 600 x 600 T5 2 x 14W G5 / 830 GST Mirror Bright

0049815 600 x 600 T5 3 x 14W G5 / 830 MPM Mirror Bright

0049635 600 x 600 T5 3 x 14W G5 / 830 GST Mirror Bright

0049795 600 x 600 T5 4 x 14W G5 / 830 MPM Mirror Bright

0049615 600 x 600 T5 4 x 14W G5 / 830 GST Mirror Bright

0049836 300 x 1,200 T5 2 x 28W G5 / 830 MPM Satin Bright

0049656 300 x 1,200 T5 2 x 28W G5 / 830 GST Satin Bright

0049512 600 x 600 T5 2 x 14W G5 / 830 MPM Satin Bright

0049513 600 x 600 T5 2 x 28W G5 / 830 GST Satin Bright

0049816 600 x 600 T5 3 x 14W G5 / 830 MPM Satin Bright

0049636 600 x 600 T5 3 x 14W G5 / 830 GST Satin Bright

0049796 600 x 600 T5 4 x 14W G5 / 830 MPM Satin Bright

0049616 600 x 600 T5 4 x 14W G5 / 830 MPM Satin Bright

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Recessed 

Luxline® Plus T5/T16 FHO
24W G5 2000lm

Luxline® Plus T5/T16 FHE 
14/28W G5 1350/2900lm 

DALI dimmable - 3,000K lamp

Code Grid Size (mm) Description Connector Optics

0049660 300 x 1,200 T5 2 x 28W G5 / 830 GST Mirror Bright

0049840 300 x 1,200 T5 2 x 28W G5 / 830 MPM Mirror Bright

0049820 600 x 600 T5 3 x 14W G5 / 830 MPM Mirror Bright

0049800 600 x 600 T5 4 x 14W G5 / 830 MPM Mirror Bright

0049841 300 x 1,200 T5 2 x 28W G5 / 830 MPM Satin Bright

0049824 600 x 600 T5 3 x 14W G5 / 830 MPM Satin Bright

0049641 600 x 600 T5 3 x 14W G5 / 830 GST Satin Bright

0049883 600 x 600 T5 3 x 24W G5 / 830 MPM Satin Bright

0049621 600 x 600 T5 4 x 14W G5 / 830 GST Satin Bright

0049882 600 x 600 T5 4 x 24W G5 / 830 MPM Satin Bright

0049804 600 x 600 T5 4 x 14W G5 / 830 MPM Satin Bright

0049823 600 x 600 T5 3 x 14W G5 / 830 MPM Micro Prismatic

0049803 600 x 600 T5 4 x 14W G5 / 830 MPM Micro Prismatic

DALI dimmable & Emergency 3 hour - 3,000K lamp

Code Grid Size (mm) Description Connector Optic

0049808 600 x 600 T5 4 x 14W G5 / 830 MPM Micro Prismatic

0049828 600 x 600 T5 3 x 14W G5 / 830 MPM Micro Prismatic

2-Lamp square version

3 x 14W

4 x 14W

LIGHT SOURCE INCLUDED

SILA (Vrije Sint-Lambertusscholen) -  Westerlo, 
Belgium

Emergency 3 hour - 3,000K lamp

Code Grid Size Description Connector Optics

0049666 300 x 1,200 T5 2 x 28W G5 / 830 GST Satin Bright

0049846 300 x 1,200 T5 2 x 28W G5 / 830 MPM Satin Bright

0049829 600 x 600 T5 3 x 14W G5 / 830 MPM Satin Bright

0049646 600 x 600 T5 3 x 14W G5 / 830 GST Satin Bright

0049887 600 x 600 T5 3 x 24W G5 / 830 MPM Satin Bright

0049809 600 x 600 T5 4 x 14W G5 / 830 MPM Satin Bright

0049626 600 x 600 T5 4 x 14W G5 / 830 GST Satin Bright

0049886 600 x 600 T5 4 x 24W G5 / 830 MPM Satin Bright

0049827 600 x 600 T5 4 x 14W G5 / 830 MPM Micro Prismatic

0049807 600 x 600 T5 4 x 14W G5 / 830 MPM Micro Prismatic

Organic Response - 3,000K lamp

Code Grid Size 
(mm)

 Description Connector Optic

0049996 594 x 592 RANA 600 1092 414 T5 MPM PRO+ 830 OR MPM Warm White

0049997 594 x 592 RANA 600 1092 414 T5 MPM PRO+ 830 OR MPM Warm White

0050000 1,196 x 294 RANA 1,200 1092 128 T5 MPM PRO+ 830 OR MPM Warm White

0050001 1,196 x 294 RANA 1,200 1092 228 T5 MPM PRO+ 830 OR MPM Warm White

Legend: 1,200 = 1,200mm x 300mm module; 830 = 3,000K Warm White lamp; 840 = 4,000K Neutral White lamp; 
OR = Organic Response; E3 = Emergency 3 hour

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Pull Up 

3-Lamp square version

RANA Pull-up (for plasterboard ceilings)

Luxline® Plus T5/T16 FHE
14/28W G5 1350/2900lm

• Perfect light performance

• Shallow design supports easy installation

• Less material, less energy

• Complete with protective film, tubes and quick 

connector for easy installation

• Super efficient to 94% LOR

Electronic - 4,000K lamp*

Code Description Connector

Mirror Bright

0049723 T5 3 x 14W G5 MPM

0049703 T5 4 x 14W G5 MPM

0049743 T5 2 x 28W G5 MPM

* Satin Bright 1,595 louvre available on request

Dimensions (mm)

Mirror bright 2 x 28W Mirror bright 4 x 14W

LIGHT SOURCE INCLUDED

Dimmensions (mm)
  A B L I E e F f H

3/4 x 14/24W  295  574  596 314 572 290 500 265 46

2 x 28/54W 174 1,174 1,196 193 1,172 169 1,100 145 46

A

B

e
f

l

E
F

L

H52 Min

A

B

e
f

l

E
F

L

H52 Min

52mm

The shallow box design allows installation in ceilings giving a very 

limited headspace.

Heracles offices, Charleroi, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



SILA (Vrije Sint-Lambertusscholen) -  Westerlo, Belgium



Hagley Road - Birmingham, England
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Rubico LED Gen 2 & Rubico

 Control Gear:   Electronic

Dimmable:  Analogue 1-10V & DALI dimmable

Emergency: 3 hour maintained

Optic: Choice of Micro Prismatic Optic with  

satin wings, louvre with satin wings 

or louvre with perforated wings

Housing:  White housing 

(closest RAL colour RAL 9016)

• Rubico is a range of LED and T5 fl uorescent recessed

luminaires perfect for offi ce, circulation areas and 

corridors 

• The Rubico range of recessed luminaires pushes the 

boundaries of performance and effi ciency. At up to 

89% LOR (using the Rubico Louvre with satin wings 

2 x 24W lamp package), it easily exceeds Part L 

compliance. Additionally, the range ensures glare 

control is well within guidelines - EN 12464-1 (2011). 

With a wide range of three glare-free optics - MPO 

with satin wings, louvre with satin wings, or louvre 

with microperforated wings - they suit every 

application

• MPO: leading the Rubico range is the stylish Micro 

Prismatic Optic (MPO) model with satin wings for 

powerful but glare-free, uniform illumination. 

The 2 x 24W version achieves 81% LOR and easily 

outpaces Part L requirements

• Louvre with satin wings: the combination of louvre and 

satin wings adds up to an equally powerful but effi cient 

performer. Like the rest of the Rubico range, it has DALI 

dimmable and 3 hour emergency versions as standard

• Louvre with perforated wings: the third slimline Rubico 

design achieves up to 64Lm/W. Like all luminaires in 

the range it comes complete tubes and quick 

connector for easy installation

Louvre with satin wings Louvre with perforated wings

Micro Prismatic Optic (MPO) with satin wings
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600 x 600mm square version

Rubico LED Gen 2 - 3,000K 

• Direct and Indirect light distribution

• Available with Micro Prismatic Optic (MPO) with satin 

side diffuser

• 2 versions: 600 x 600mm or 1,200 x 300mm modules

• Rubico LED Gen 2 delivers high output up to 3,454lm 

(luminaire lumen output on 600 x 600mm module)

• Rubico LED Gen 2 delivers high efficiency up to 81lm/W 

(total system efficiency on 1,200 x 300mm module)

• Energy efficient electronic gear including Analogue 

1-10V dimmable and DALI dimmable as standard

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

• Comes complete with safety cable, protective film and 

quick connector for easy installation

Electronic

Code Description Grid size (mm)

0044322 RUBICO 600 LED 3000 G2 600 x 600

0044332 RUBICO 300*1,200 LED 3000 G2 300 x 1200

Analogue 1-10V dimmable

Code Description Grid Size (mm)

0044325 RUBICO 600 1-10V LED 3000 G2 600 x 600

0044334 RUBICO 300*1,200 1-10V LED 

3,000 G2

 300 x 1,200 

DALI dimmable

Code Description Grid Size (mm)

0044323 RUBICO 600 DALI LED 3000 G2 600 x 600

0044333 RUBICO 300*1,200 DALI LED 

3,000 G2

 300 x 1,200 

LIGHT SOURCE INCLUDED

600 x 600mm - 3,000K

Dimensions (mm)Dimensions (mm)

Dimensions (mm)
 W L H F Weight Kg

1,200 x 300 - LED 296 1,196 75 1,100 3.1

600 x 600 - LED 596 596 75 530 3.1

Legend: 1,200 = 300 x 1,200mm grid; 600 = 600 x 600mm grid; 
Micro Prismatic Optic (MPO) with satin side diffuser;  
DALI = DALI dimmable; 3,000 = warm white; 1-10V = Analogue 
1-10V dimmable

1,200 x 300mm - 3,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico LED Gen 2 - 4,000K

Dimensions (mm)Dimensions (mm)

Dimensions (mm)
 W L H F Weight Kg

1200 x 300 - LED 296 1,196 75 1,100 3.1

600 x 600 - LED 596 596 75 530 3.1

• Direct and Indirect light distribution

• Available with Micro Prismatic Optic (MPO) with satin side 

diffuser

• 2 versions: 600 x 600mm or 1,200 x 300mm modules

• Rubico LED Gen 2 delivers high output up to 3,656lm 

(luminaire lumen output on 600x600mm module)

• Rubico LED Gen 2 delivers high efficiency up to 84lm/W 

(total system efficiency 1,200 x 300mm module)

• Energy efficient electronic gear including Analogue 1-10V 

dimmable, DALI dimmable  and 3 hour emergency versions 

as standard

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution with 

reduced maintenance costs

• Comes complete with safety cable, protective film and quick 

connector for easy installation

Electronic

Code Description Grid Size (mm)

0044320 RUBICO 600 LED 4,000 G2 600 x 600

0044329 RUBICO 300*1,200 LED 4,000 G2 300 x 1,200

Analogue 1-10V dimmable

Code Description Grid Size (mm)

0044324 RUBICO 600 1-10V LED 4,000 G2 600 x 600

0044331 RUBICO 300*1,200 1-10V LED 4,000 G2 300 x 1,200

DALI dimmable

Code Description Grid Size (mm)

0044321 RUBICO 600 DALI LED 4,000 G2 600 x 600

0044330 RUBICO 300*1,200 DALI LED 4,000 G2 300 x 1,200

Emergency 3 hour

Code Description Grid Size (mm)

0044326 RUBICO 600 E3 LED 4,000 G2 600 x 600

0044335 RUBICO 300*1,200 E3 LED 4,000 G2 300 x 1,200

DALI dimmable & Emergency 3 hour ballast

Code Description Grid Size (mm)

0044327 RUBICO 600 DALI E3 LED 4,000 G2 600 x 600

0044336 RUBICO 300*1,200 DALI E3 LED 4,000 G2 300 x 1,200

Analogue 1-10V dimmable & Emergency 
3 hour

Code Description Grid Size (mm)

0044328 RUBICO 600 1-10V E3 LED 4,000 G2 600 x 600

0044337 RUBICO 600 1-10V E3 LED 4,000 G2 300 x 1,200

1200 x 300mm rectangular version

LIGHT SOURCE INCLUDED

600 x 600mm - 4,000K

Legend: 1,200 = 300 x 1,200mm grid; 600 = 600 x 600mm grid; 
Micro Prismatic Optic (MPO) with satin side diffuser; 
DALI = DALI dimmable; 4,000 = neutral white; 1-10V = Analogue 1-10V 
dimmable; E3 = Emergency 3 hour

1,200 x 300mm - 4,000K

Organic Response

Code Description 

0044548 RUBICO 600 50W LED 4,000 OR

0044549 RUBICO 600 50W LED 4,000 OR E3

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico Micro Prismatic Optic (MPO) with satin wings

600 x 600mm square version

1 x 55W

2 x 24W

• 14W to 55W micro prismatic diffuser recessed luminaires

• Achieves 81% LOR using the 2 x 24W lamp package

• Available in 600 x 600mm or 1,200 x 300mm body 

sizes

• Available in single, double and four-way versions

• Warm white (3,000K) or Neutral white (4,000K)

• Energy efficient Electronic gear including DALI 

dimmableand 3 hour emergency as standard

• Retained and hinged central optic for easy and safe 

lamp changing

Luxline® Plus T5/T16 FHE
14/28W G5 1350/2900lm

Lynx®-LE
55W 2G11 4700lm

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHO
24/54W G5 2000/5000lm

1,200 x 300mm rectangular version

Luxline® Ecoline T5/T16
20W G5 2000lm

4 x 14W

2 x 28W

Electronic - 3,000K lamp
Code Description Grid Size (mm)

600 x 600mm

3044353 1 x 55W MPO 830 600 x 600

3044351 2 x 20W MPO 830 600 x 600

3044352 2 x 24W MPO 830 600 x 600

3044350 4 x 14W MPO 830 600 x 600

1,200 x 300mm

3044368 1 x 54W MPO 830 1,200 x 300

3044366 1 x 28W MPO 830 1,200 x 300

3044367 2 x 28W MPO 830 1,200 x 300

3044369 2 x 54W MPO 830 1,200 x 300

Electronic - 4,000K lamp

Code Description Grid Size (mm)

600 x 600mm

3044385 1 x 55W MPO 840 600 x 600

3044383 2 x 20W MPO 840 600 x 600

3044384 2 x 24W MPO 840 600 x 600

3044382 4 x 14W MPO 840 600 x 600

1,200 x 300mm

3044398 1 x 28W MPO 840 1,200 x 300

3044400 1 x 54W MPO 840 1,200 x 300

3044399 2 x 28W MPO 840 1,200 x 300

3044401 2 x 54W MPO 840 1,200 x 300

DALI Dimmable - 3,000K lamp

Code Description Grid Size (m)

600 x 600mm

3044357 1 x 55W MPO DALI 830 600 x 600

3044355 2 x 20W MPO DALI 830 600 x 600

3044356 2 x 24W MPO DALI 830 600 x 600

3044354 4 x 14W MPO DALI 830 600 x 600

1,200 x 300mm

3044370 1 x 28W MPO DALI 830 1,200 x 300

3044372 1 x 54W MPO DALI 830 1,200 x 300

3044371 2 x 28W MPO DALI 830 1,200 x 300

3044373 2 x 54W MPO DALI 830 1,200 x 300

DALI Dimmable - 4,000K lamp
Code Description Grid Size (m)

600 x 600mm

3044389 1 x 55W MPO DALI 840 600 x 600

3044387 2 x 20W MPO DALI 840 600 x 600

3044388 2 x 24W MPO DALI 840 600 x 600

3044386 4 x 14W MPO DALI 840 600 x 600

1,200 x 300mm

3044402 1 x 28W MPO DALI 830 1,200 x 300

3044404 1 x 54W MPO DALI 840 1,200 x 300

3044403 2 x 28W MPO DALI 840 1,200 x 300

3044405 2 x 54W MPO DALI 840 1,200 x 300
Legend: 830 = warm white lamp; 840 = neutral white lamp; DALI = DALI dimmable

Accessories

Code Description 

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Organic Response
Code Description 

0044557 RUBICO 414 MPO 840 OR

0044558 RUBICO 224 MPO 840 OR

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico Micro Prismatic Optic (MPO) with satin wings

Dimensions (mm)

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE 
14/28W G5 1350/2900lm

Rubico Micro Prismatic Optic (MPO) with 
satin wings

Dimensions (mm)

Luxline® Plus T5/T16 FHO 
24/54W G5 2000/5000lm 

Dimensions (mm)
 W L H F Weight Kg 

(except 

Emergency)

 

 

1×28W/2x28W/2x54W 296 1,196 75 1,100 3.1

2×24W/2x20W 596 596 75 530 3.1

4×14W 596 596 75 530 3.1

155 MPO 840 / 
Workplane / Greyscale

155 MPO 840 /  
False Colour Rendering

Height of Room: 2.600m, Mounting Height: 2.675m, Maintenance Factor: 0.80 

 Surface p [%]

 Workplane /

 Floor 20

 Ceiling 70

 Walls (4) 50

 Workplane  UGR Lengthways Across to  
     Luminaire 
     Axis

 Height: 0.750m Left Wall 19 17

 Grid: 22 x 22 Points Lower Wall 19 17

 Boundary Zone: 0.500m (CIE, SHR = 1.00)

 Illuminance Quotient (according to LG7):  

 Walls / Working Plane: 0.474, Ceiling / Working Plane: 0.198

 Luminaire Parts List 

 No. Pieces Designation  Φ (Luminaire) Φ (Lamps) P 

   (Correction Factor) [lm] [lm] [W]

 1 25 HAVELLS-SYLVANIA  

   RUBICO 155 MPO 840 (1.000) 3,458 4,800 57.0

     Total:   86,461 120,000 1,425.0

 

Specific connected load: 9.90 W/m² = 1.99 W/m²/100 lx (Ground area: 144.00 m²)

 E
av
 [lx] E

min
 [lx] E

max
 [lx] u0 E

min
/E

max

 496 388 561 0.782 0.691

Luxline® Ecoline T5/T16 
20W G5 2000lm 

Lynx®-LE
55W 2G11 4700lm

Emergency 3 hour - 3,000K lamp
Code Description Grid Size (mm)

600 x 600mm

3044361 1 x 55W MPO E3 830 600 x 600

3044359 2 x 20W MPO E3 830 600 x 600

3044360 2 x 24W MPO E3 830 600 x 600

3044358 4 x 14W MPO E3 830 600 x 600

1,200 x 300mm

3044374 1 x 28W MPO E3 830 1,200 x 300

3044376 1 x 54W MPO E3 830 1,200 x 300

3044375 2 x 28W MPO E3 830 1,200 x 300

3044377 2 x 54W MPO E3 830 1,200 x 300

Emergency 3 hour - 4,000K lamp

Code Description Grid Size (mm)

600 x 600mm

3044393 1 x 55W MPO E3 840 600 x 600

3044391 2 x 20W MPO E3 840 600 x 600

3044392 2 x 24W MPO E3 840 600 x 600

3044390 4 x 14W MPO E3 840 600 x 600

1,200 x 300mm

3044406 1 x 28W MPO E3 840 1,200 x 300

3044408 1 x 54W MPO E3 840 1,200 x 300

3044407 2 x 28W MPO E3 840 1,200 x 300

3044409 2 x 54W MPO E3 840 1,200 x 300

DALI Dimmable & Emergency 3 hour - 3,000K 
lamp

Code Description Grid Size (mm)

600 x 600mm

3044365 1 x 55W MPO DALI E3 830 600 x 600

3044363 2 x 20W MPO DALI E3 830 600 x 600

3044364 2 x 24W MPO DALI E3 830 600 x 600

3044362 4 x 14W MPO DALI E3 830 600 x 600

1,200 x 300mm

3044378 1 x 28W MPO DALI E3 830 1,200 x 300

3044380 1 x 54W MPO DALI E3 830 1,200 x 300

3044379 2 x 28W MPO DALI E3 830 1,200 x 300

3044381 2 x 54W MPO DALI E3 830 1,200 x 300

DALI Dimmable & Emergency 3 hour - 4,000K 
lamp

Code Description Grid Size (mm)

600 x 600mm

3044397 1 x 55W MPO DALI E3 840 600 x 600

3044395 2 x 20W MPO DALI E3 840 600 x 600

3044396 2 x 24W MPO DALI E3 840 600 x 600

3044394 4 x 14W MPO DALI E3 840 600 x 600

1,200 x 300mm

3044410 1 x 28W MPO DALI E3 840 1,200 x 300

3044412 1 x 54W MPO DALI E3 840 1,200 x 300

3044411 2 x 28W MPO DALI E3 840 1,200 x 300

3044413 2 x 54W MPO DALI E3 840 1,200 x 300

Legend: E3 = Emergency hours; 830 = warm white lamp; 840 
= neutral white lamp; DALI = DALI dimmable

Accessories

Code Description

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Organic Response & emergency 3 hour - 
4,000K lamp

Code Description

0044560 RUBICO 414 MPO 840 OR E3

0044561 RUBICO 224 MPO 840 OR E3

Easy lamp replacement

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



74 Recessed Modular

Rubico Louvre with satin wings 

caption20 Rubico louvre with satin wings

2 x 24W

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE
14W G5 1350lm

• 14W to 24W louvre with satin wings recessed luminaires

• Achieves 89% LOR using the 2 x 24W lamp package

• Available in 600 x 600mm body size

• Available in double and four-way versions

• Incorporates Sylvania COSS louvre 1,595 technology for 

high performance and minimal glare

• Warm white (3,000K) or Neutral white (4,000K)

• Energy efficient Electronic gear including DALI 

dimmable and 3 hour emergency as standard

• Easy and safe lamp replacement thanks to incorporated 

safety wire

4 x 14W

Luxline® Plus T5/T16 FHO
24W G5 2000lm

Luxline® Ecoline T5/T16
20W G5 2000lm

Electronic - 3,000K lamp

Code Description Grid Size (mm)

3044415 2 x 20W Louvre/Opal 830 600 x 600

3044416 2 x 24W Louvre/Opal 830 600 x 600

3044414 4 x 14W Louvre/Opal 840 600 x 600

Electronic - 4,000K lamp

Code Description Grid Size (mm)

3044431 2 x 20W Louvre/Opal 840 600 x 600

3044432 2 x 24W Louvre/Opal 840 600 x 600

3044430 4 x 14W Louvre/Opal 840 600 x 600

DALI dimmable - 3,000K lamp

Code Description Grid Size (mm)

3044419 2 x 20W Louvre/Opal DALI 830 600 x 600

3044420 2 x 24W Louvre/Opal DALI 830 600 x 600

3044418 4 x 14W Louvre/Opal DALI 840 600 x 600

DALI dimmable - 4,000K lamp

Code Description Grid Size (mm)

3044435 2 x 20W Louvre/Opal DALI 840 600 x 600

3044436 2 x 24W Louvre/Opal DALI 840 600 x 600

3044434 4 x 14W Louvre/Opal DALI 840 600 x 600

Legend: 830 = warm white lamp; 840 = neutral white lamp; 
DALI = DALI dimmable

Accessories

Code Description

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico louvre with satin wings 

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE
14W G5 1350lm 

Luxline® Ecoline T5/T16
20W G5 2000lm

Luxline® Plus T5/T16 FHO
24W G5 2000lm

Rubico louvre with satin wings

Dimensions (mm)
  W L H F Weight Kg

2 x 24W/2 x 20W 596 596 75 530 3.1

4 x 14W  596 596 75 530 3.1

220 Louvre / Opal 840 /
Workplane / Greyscale

220 Louvre / Opal 840 / 
False Colour Rendering

Height of Room: 2.800m, Mounting Height: 2.875m, Maintenance Factor: 0.80

 Surface p [%]

 Workplane /

 Floor 20

 Ceiling 70

 Walls (4) 50

 Workplane  UGR Lengthways Across to  
     Luminaire
     Axis

 Height: 0.750m Left Wall 15 14

 Grid: 22 x 22 Points Lower Wall 15 14

 Boundary Zone: 0.500m (CIE, SHR = 1.00)

 Illuminance Quotient (according to LG7): 

 Walls / Working Plane: 0.411, Ceiling / Working Plane: 0.189

 Luminaire Parts List 

 No. Pieces Designation   Φ (Luminaire) Φ (Lamps) P

   (Correction Factor) [lm] [lm] [W]

 1 25 HAVELLS-SYLVANIA 

   RUBICO 220 LOUVRE/

   OPAL 840 (1.000)   2,843 3,400 43.0

     Total:   71,086 85,000 1,075.0

Specific connected load: 7.47 W/m² = 1.80 W/m²/100 lx (Ground area: 144.00 m²)

 E
av
 [lx] E

min
 [lx] E

max
 [lx] u0 E

min
/E

max

 414 292 513 0.706 0.570

Emergency 3 hour - 3,000K lamp

Code Description Grid Size (mm)

3044423 2 x 20W Louvre/Opal E3 830 600 x 600

3044424 2 x 24W Louvre/Opal E3 830 600 x 600

3044422 4 x 14W Louvre/Opal E3 830 600 x 600

Emergency 3 hour - 4,000K lamp

Code Description Grid Size (mm)

3044439 2 x 20W Louvre/Opal E3 840 600 x 600

3044440 2 x 24W Louvre/Opal E3 840 600 x 600

3044438 4 x 14W Louvre/Opal E3 840 600 x 600

DALI Dimmable Emergency 3 hour - 3,000K 
lamp

Code Description Grid Size (mm)

3044427 2 x 20W Louvre/Opal DALI E3 830 600 x 600

3044428 2 x 24W Louvre/Opal DALI E3 830 600 x 600

3044426 4 x 14W Louvre/Opal DALI E3 830 600 x 600

DALI Dimmable Emergency 3 hour - 4,000K 
lamp

Code Description Grid Size (mm)

3044443 2 x 20W Louvre/Opal DALI E3 840 600 x 600

3044444 2 x 24W Louvre/Opal DALI E3 840 600 x 600

3044442 4 x 14W Louvre/Opal DALI E3 840 600 x 600

Legend: E3 = Emergency 3 hour830 = warm white lamp; 
840 = neutral white lamp; DALI = DALI dimmable

Accessories

Code Description

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Easy lamp replacement

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico louvre with perforated wings 

Rubico louvre with perforated wings

2 x 24W

LIGHTS SOURCE INCLUDED

Luxline® Plus T5/T16 FHE 
14W G5 1350lm

Luxline® Plus T5/T16 FHO 
24W G5 2000lm

Luxline® Ecoline T5/T16 
20W G5 2000lm

• 14W to 24W louvre with perforated wings recessed 

luminaires

• Achieves 80% LOR using the 2 x 24W lamp package

• Available in 600 x 600mm body size

• Available in double and four-way versions

• Incorporates Sylvania COSS louvre 1595 technology for 

high performance and minimal glare

• Warm white (3,000K) or Neutral white (4,000K)

• Energy efficient Electronic gear including DALI 

dimmable and 3 hour emergency as standard

• Easy and safe lamp replacement thanks to incorporated 

safety wire

4 x 14W

Electronic - 3,000K lamp

Code Description Grid Size (mm)

3044447 2 x 20W Louvre/Perf 830 600 x 600

3044448 2 x 24W Louvre/Perf 830 600 x 600

3044446 4 x 14W Louvre/Perf 830 600 x 600

Electronic - 4,000K lamp

Code Description Grid Size (mm)

3044463 2 x 20W Louvre/Perf 840 600 x 600

3044464 2 x 24W Louvre/Perf 840 600 x 600

3044462 4 x 14W louvre/Perf 840 600 x 600

DALI Dimmable - 3,000K lamp

Code Description Grid Size (mm)

3044451 2 x 20W Louvre/Perf DALI 830 600 x 600

3044452 2 x 24W Louvre/Perf DALI 830 600 x 600

3044450 4 x 14W Louvre/Perf DALI 830 600 x 600

DALI Dimmable - 4,000K lamp

Code Description Grid Size (mm)

3044467 2 x 20W Louvre/Perf DALI 840 600 x 600

3044468 2 x 24W Louvre/Perf DALI 840 600 x 600

3044466 4 x 14W Louvre/Perf DALI 840 600 x 600

Legend: 830 = warm white lamp; 840 = neutral white lamp; 
DALI = DALI dimmable

Accessories

Code Description

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rubico louvre with perforated wings

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE
14W G5 1350lm

Luxline® Plus T5/T16 FHO
24W G5 2000lm

Luxline® Ecoline T5/T16
20W G5 2000lm

600 x 600mm square version 

Dimensions (mm)
  W L H F Weight Kg

2 x 24W/2 x 20W 596 596 75 530 3.1

4 x 14W  596 596 75 530 3.1

414 Louvre / Perf 840 /
Workplane / Greyscale

414 Louvre / Perf 840 / 
False Colour Rendering

Height of Room: 2.600m, Mounting Height: 2.675m, Maintenance Factor: 0.80

 Surface p [%]

 Workplane /

 Floor 20

 Ceiling 70

 Walls (4) 50

 Workplane  UGR Lengthways Across to  
     Luminaire
     Access

 Height: 0.750m Left Wall 16 15

 Grid: 28 x 28 Points Lower Wall 16 15

 Boundary Zone: 0.500m (CIE, SHR = 1.00)

 Illuminance Quotient (according to LG7): 

 Walls / Working Plane: 0.385, Ceiling / Working Plane: 0.188

 Luminaire Parts List 

 No. Pieces Designation   Φ (Luminaire) Φ (Lamps) P

   (Correction Factor) [lm] [lm] [W]

 1 25 HAVELLS-SYLVANIA 

   RUBICO 414 

   LOUVRE/PERF 840 (1.000) 3,124 4,920 58.0

     Total: 78,097 123,000 1,450.0

Specific connected load: 6.44 W/m² = 2.14 W/m²/100 lx (Ground area: 225.00 m²)

 E
av
 [lx] E

min
 [lx] E

max
 [lx] u0 E

min
/E

max

 301 233 357 0.773 0.652

Emergency 3 hour - 3,000K lamp

Code Description Grid Size (mm)

3044455 2 x 20W Louvre/Perf E3 830 600 x 600

3044456 2 x 24W Louvre/Perf E3 830 600 x 600

3044454 4 x 14W Louvre/Perf E3 830 600 x 600

Emergency 3 hour - 4,000K lamp

Code Description Grid Size (mm)

3044471 2 x 20W Louvre/Perf E3 840 600 x 600

3044472 2 x 24W Louvre/Perf E3 840 600 x 600

3044470 4 x 14W Louvre/Perf E3 840 600 x 600

DALI Dimmable Emergency 3 hour - 3,000K 
lamp

Code Description Grid Size (mm)

3044459 2 x 20W Louvre/Perf DALI E3 830 600 x 600

3044460 2 x 24W Louvre/Perf DALI E3 830 600 x 600

3044458 4 x 14W Louvre/Perf DALI E3 830 600 x 600

DALI Dimmable Emergency 3 hour - 4,000K 
lamp

Code Description Grid Size (mm)

3044475 2 x 20W Louvre/Perf DALI E3 840 600 x 600

3044476 2 x 24W Louvre/Perf DALI E3 840 600 x 600

3044474 4 x 14W Louvre/Perf DALI E3 840 600 x 600

Legend: E3 = Emergency 3 hour; 830 = warm white lamp; 
840 = neutral white lamp; DALI = DALI dimmable

Accessories

Code Description

3044480 Rubico 600 x 600mm Plasterboard Kit

3044481 Rubico 600 x 600mm Pull Up Kit

Easy lamp replacement

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Control Gear:  Electronic

Dimmable: DALI dimmable

Louvre:  White aluminium

Housing:  White

Ivy 2 LED

• Range of recessed luminaires designed for 

office and general lighting, especially in 

circulation spaces, offices, meeting rooms and 

reception areas

• Evolution of the successful Ivy 2 T5 range that 

now integrates the latest LED technology to 

create an inspiring atmosphere for the 

end-user while keeping the much appreciated 

Ivy 2 aesthetics the same

• Delivers high performance with up to 3,240lm 

(luminaire lumen output on 4,000K version), 

equating to 75lm/W (total system efficiency)

• The range comes complete with protective 

film, lamps and a quick connector for easy 

installation
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IVY 2 LED 

LIGHT SOURCE INCLUDED

4-Lamp

Ivy 2 LED - 3,000K

Version L I E e H
0052836 596 596 574 574 52

Version L I E e H
0052839 621 621 574 574 52

IVY 2 LED Dimensions (MM) 600 x 600mm Modules

IVY 2 LED Dimensions (MM) 625 x 625mm Modules

Dimensions (mm)    
L  I  E e H

Dimensions 600 x 600mm modules (mm)

596  596  574  574  52

Dimensions 625 x 625mm modules (mm)

621  621  574  574  52 

Legend: 600 = 600 x 600mm module; 3K = warm white; 4K = 
neutral white;  EB = Electronic Ballast; DALI = DALI dimmable; EM 
= Emergency 3 hour

Ivy 2 LED - 4,000K

• 43W LED recessed luminaire

• Available with a white aluminium reflector

• Available in 600 x 600mm modules

• High performance: delivers 3,240lm (luminaire lumen 

output on 4,000K version), equating to 75lm/W (total 

system efficiency)

• Available in warm white (3,000K) or neutral white 

(4,000K)

• Energy efficient electronic gear including DALI versions 

as standard

• Ease of installation through the push-in connector

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• Less maintenance is required due to the long lifetime 

of 50,000hrs

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

600 x 600mm modules

Code Description

0052851 IVY 2 LED 600X600 43W 3000K EB UGR19

0052854 IVY 2 LED 600X600 43W 3000K DALI UGR19

0052852 IVY 2 LED 600X600 43W 4000K EB UGR19

0052855 IVY 2 LED 600X600 43W 4000K DALI UGR19
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IVY 2

• T5 recessed & surface luminaires developed 

with circulation spaces, offices, meeting 

rooms and reception areas in mind

• Perfect for spaces where a quick and cost 

effective retrofit is needed

• Supplied in neutral white (4,000K)

• Available in single, twin, three-way, four-way 

or asymmetric

Control Gear: Electronic

Dimmable:  DALI dimmable

Louvre:  Choice of satin bright, mirror bright   

 or prismatic optic options

Housing:  White (Closest RAL colour RAL 9003)
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Luxline® Plus T5/T16 FHE 
14/28W G5 1350/2900lm

LIGHT SOURCE INCLUDED

3-Lamp

E
F

L

H

l

e
f

Dimensions (MM)

Dimensions (mm)    
Lamp  L  I  E e F f H

Dimensions 600 x 600mm modules (mm)

3 x 14W BR / SA 596  596  574 574 500 265 52

4 x 14W BR / SA 596  596  574 574 500 265 52

Dimensions 1200 x 300mm modules (mm)

1 x 28W BR / SA  1,196  296  1,174 274 1,086 100 52 

Ivy 2 - Bright Louvre 

• 14W T5 recessed luminaire

• Available in single, twin, three-way or four-way T5 

versions (supplied with Sylvania T5 lamps)

• Achieves 81% LOR using the bright louvre 3 x 14W 

lamp 4,000K version

• Available in Neutral white (4,000K)

• Energy efficient electronic gear including DALI versions 

as standard

• Slim body for minimal impact into ceiling void

• Easy access terminal block for quick installation

• Retained and hinged louvre for easy and safe lamp 

changing 

• Complete with protective film, tubes and quick 

connector for easy installation

Electronic - 3,000K Lamp

Code Description

0056066 IVY 2 314 840 625 EB BR MPM

0055744 IVY 2 414 840 T5 EB BR MPM

0560676 IVY 2 414 840 625 EB BR MPM

Analogue 1-10V Dimmable - 3,000K Lamp

Code Description

0055739 VY 2 314 840 T5 DALI BR MPM

0056006 IVY 2 T5 DALI BR MPM

0056607 IVY 2 414 840 T5 DALI BR MPM

0055766 IVY 2 128 840 T5 EB BR ASY MPM 

4-Lamp

Legend: BR = Bright louvre; EB = Electronic Ballast; DALI = DALI 
dimmable; ASY = ASYmmetric; 840 = neutral white; 

Bright Louvre - 4 x 14W - 
4,000K 
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Luxline® Plus T5/T16 FHE 
14/28W G5 1350/2900lm

LIGHT SOURCE INCLUDED

3-Lamp

E
F

L

H

l

e
f

Dimensions (MM)

Ivy 2 - Satin Louvre 

• 14W  T5 recessed luminaire

• Available in twin, three-way or four-way T5 versions 

(supplied with Sylvania T5 lamps)

• Achieves 71% LOR using the satin louvre 4 x 14W lamp 

4,000K version

• Available in Neutral white (4,000K)

• Energy efficient electronic gear

• Slim body for minimal impact into ceiling void

• Easy access terminal block for quick installation

• Retained and hinged louvre for easy and safe lamp 

changing 

• Complete with protective film, tubes and quick 

connector for easy installation

Electronic - 3,000K Lamp

Code Description

0055747 IVY 2 314 840 T5 EB SA MPM

0055748 IVY 2 414 840 T5 EB SA MPM

0055767 IVY 2 128 840 T5 EB SA ASY MPM

4-Lamp

Legend: SA = Satin louvre; EB = Electronic Ballast;  
ASY = ASYmmetric; 840 = neutral white;

Satin Louvre  
4 x 14W - 4,000K 

Dimensions (mm)    
Lamp  L  I  E e F f H

Dimensions 600 x 600mm modules (mm)

3 x 14W BR / SA 596  596  574 574 500 265 52

4 x 14W BR / SA 596  596  574 574 500 265 52

Dimensions 1200 x 300mm modules (mm)

1 x 28W BR / SA  1196  296  1,174 274 1,086 100 52 



86 Recessed Modular

Luxline® Plus T5/T16 FHE 
14 G5 1350lm 

LIGHT SOURCE INCLUDED

Prismatic Optic

Prismatic Optic - 3 x 14W - 
4,000K

E
F

L

H

l

e
f

Dimensions (MM)

Ivy 2 - Prismatic Optic 

• 14W T5 recessed luminaire

• Available in single, twin, three-way or four-way T5 
versions (supplied with Sylvania T5 lamps)

• Achieves 77% LOR using the prismatic optic 3 x 14W 
4,000K version

• High efficiency: up to 57lm/W (total system efficiency 
on prismatic optic 3 x 28W 4,000K) 

• Available in Neutral white (4,000K)

• Energy efficient electronic gear including DALI versions 
as standard

• Slim body for minimal impact into ceiling void

• Easy access terminal block for quick installation

• Retained and hinged louvre for easy and safe lamp 
changing

• Complete with protective film, tubes and quick 
connector for easy installation

Electronic - 4,000K Lamp

Code Description

0055480 IVY 2 3 x 14W 840 T5 EB PO IP44

0055481 IVY 2 4 x 14W 840 T5 EB PO IP44

DALI Dimmable - 4,000K Lamp

Code Description

0055484 IVY 2 3 x 14W 840 T5 DALI PO IP44

0055485 IVY 2 4 x 14W 840 T5 DALI PO IP44

Legend: PO = Prismatic Optic; EB = Electronic Ballast; 
DALI = DALI dimmable; 840 = neutral white;

Prismatic Optic - 4 x 14W - 
4,000K

Dimensions (mm)    
Lamp  L  I  E e F f H

Dimensions 600 x 600mm modules (mm)

3 x 14W PO 596  596  574 574 500 265 82

4 x 14W PO 596  596  574 574 500 265 82

* Prismatic 
Optic

** Bright and 
satin louvre

* **







 89 RECESSED MODULAR

Control Gear:  Electronic

Dimmable: DALI dimmable

Emergency:  3 hour maintained

Optic:  Acrylic PMMA diffuser

Housing:  White

Scimitar

• Range of LED recessed luminaires designed 

for office, retail and general lighting

• The range has an Opal PMMA Acrylic diffuser 

for comforting light effect as well as an highly 

reflective concave optic for indirect light 

distribution

• Delivers high performance with up to 2,833lm 

(luminaire lumen output on 4,000K version), 

equating to 83lm/W (total system efficiency).

• Offers 50,000 hours lifetime and up to 37% 

energy savings over a 3 x 18W T8 luminaire 

and up to 20% energy savings over a 3 x 

14W T5 luminaire; making it a great luminaire 

for new and retrofit installation where 

maintenance and energy savings are needed
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Scimitar 

LIGHT SOURCE INCLUDED

Scimitar - 3,000K

Version L I E e H
600 x 600mm 596 596 574 574 80

625 x 625mm 621 621 574 574 80

Scimitar Dimensions (MM) 600 x 600mm modules

Scimitar Dimensions (MM) 625 x 625mm modules

Dimensions (mm)    
L  I  E e H

600 x 600mm modules (mm)

596  596  574  574  80

625 x 625mm modules (mm)

621  621  574  574  80

Legend: 600 = 600 x 600mm module; 625 = 625 x 625mm 
module; WW = Warm White; NW = Neutral White; EB = Electronic 
Ballast; DALI = DALI dimmable; E3 = Emergency 3 hour

Scimitar - 4,000K

• 34W LED recessed luminaire

• Available with a Acrylic PMMA diffuser

• Available in 600 x 600mm or 625 x 625mm modules

• High performance: delivers 2,833lm (luminaire lumen 

output), equating to 83lm/W (total system efficiency)

• Available in Warm white (3,000K) and Neutral white 

(4,000K)

• Energy efficient electronic gear including DALI and 3 

hour emergency versions as standard

• Ease of installation through the push-in connector 

• Pull-up kit supplied as standard

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• Less maintenance is required due to the long lifetime 

of 50,000hrs

• Complete with protective film and quick connector for 

easy installation

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

600 x 600mm modules

Code Description

Electronic

0047532 Scimitar 600 WW EB

0047533 Scimitar 600 NW EB

DALI dimmable

0047536 Scimitar 600 WW DALI

0047537 Scimitar 600 NW DALI

Emergency 3 hour

0047544 Scimitar 600 NW EB E3

DALI dimmable & Emergency 3 hour

0047546 Scimitar 600 NW DALI E3

625 x 625mm modules

Code Description

Electronic

0047538 Scimitar 625 WW EB

0047539 Scimitar 625 NW EB

DALI dimmable

0047542 Scimitar 625 WW DALI

0047543 Scimitar 625 NW DALI





Eurecayphas offices - Belgium
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95 Mini Continuum II LED

103 Continuum 

108 Lytepanel II

111 Unity II

117 Ovation 65 

125 RANA Linear V2

139 RANA LED

143 RANA 

153  Ivy 2

157 DeltaWing LED

159 DeltaWing

163 Sylmaster
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 95 SURFACE & SUSPENDED

Mini Continuum II

• Mini Continuum II introduces a uniquely clean, simple LED 

lighting system offering continuous, highly uniform lines of 

light across walls and ceilings

• This highly versatile lighting tool can be recessed, semi-

recessed, surface-mounted or suspended, either vertically or 

horizontally

• Available as direct/indirect or direct only distribution - both of 

which can be interconnected

• Every batten has a plug and socket arrangement for easy and 

rapid electrical installation

• Mini Continuum II Direct is available in two versions: one with 

an outside trim detail for plasterboard ceilings; and a trimless 

version for when a seamless effect is required

• Dimmable DALI versions and 3hr non-maintained integral 

emergency options are available as standard options
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LIGHT SOURCE INCLUDED

Dimensions (mm)

Opal - 4,000K - 1.2M

Prismatic - 4,000K - 1.2M

• Mini Continuum II provides a perfectly clean horizontal 

and vertical lines of homogenous light with no shadows

• Minimalist design based on the Golden mean or ratio; 

which is regarded as the secret to aesthetics

• Easy and rapid installation using the plug and socket 

arrangement

• End caps, suspensions and connectors accessories to be 

ordered seperately

• Colour rendering index, Ra80

• 65% downward light, 35% upward light

• White RAL 9016 as standard, other RAL colours 

available on request

• Direct / Indirect seperate switching via DALI

• DALI versions can be installed as standard on/off 

switchable

Opal Diffuser

Code Description Length 

3,000K

2093089 MC2 DIRECT/INDIRECT 1.2M 3000K DALI WHITE OPAL 1.2M

2093090 MC2 DIRECT/INDIRECT 1.2M 3000K DALI EM WHITE OPAL 1.2M

2093091 MC2 DIRECT/INDIRECT 2.4M 3000K DALI WHITE OPAL 2.4M

2093092 MC2 DIRECT/INDIRECT 2.4M 3000K DALI EM WHITE OPAL 2.4M

4,000K

2059332 MC2 DIRECT/INDIRECT 1.2M 4000K DALI WHITE OPAL 1.2M

2059333 MC2 DIRECT/INDIRECT 1.2M 4000K DALI EM WHITE OPAL 1.2M

2059334 MC2 DIRECT/INDIRECT 2.4M 4000K DALI WHITE OPAL 2.4M

2059335 MC2 DIRECT/INDIRECT 2.4M 4000K DALI EM WHITE OPAL 2.4M

Micro Prismatic Diffuser

Code Description Length 

3,000K

2093093 MC2 DIRECT/INDIRECT 1.2M 3000K DALI WHITE PRISMATIC 1.2M

2093094 MC2 DIRECT/INDIRECT 1.2M 3000K DALI EM WHITE PRISMATIC 1.2M

2093095 MC2 DIRECT/INDIRECT 2.4M 3000K DALI WHITE PRISMATIC 2.4M

2093096 MC2 DIRECT/INDIRECT 2.4M 3000K DALI EM WHITE PRISMATIC 2.4M

4,000K

2059336 MC2 DIRECT/INDIRECT 1.2M 4000K DALI WHITE PRISMATIC 1.2M

2059337 MC2 DIRECT/INDIRECT 1.2M 4000K DALI EM WHITE PRISMATIC 1.2M

2059338 MC2 DIRECT/INDIRECT 2.4M 4000K DALI WHITE PRISMATIC 2.4M

2059339 MC2 DIRECT/INDIRECT 2.4M 4000K DALI EM WHITE PRISMATIC 2.4M

* End caps, connectors and suspensions to be ordered separately. See Mini Continuum II - Accessories 
on Page 49

Mini Continuum II - Direct/Indirect 
Performance Matrix 
Fixture  1.2M 1.2M
Diffuser Opal Prismatic

Colour Temperature 4,000K 4,000K

Fixture Lumens 3703lm 3580lm

Actual Power 40W 40W

Lumens / Circuit Watt * 93lm/W  90lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

Mini Continuum II - Direct/Indirect - Modular System

* same dimensions as direct only modules

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Mini Continuum II - Direct/Indirect - Suspended Kit

LIGHT SOURCE INCLUDED

Dimensions (mm)

Opal Diffuser

Code Description Length 

3,000K

2093105 MC2 DIRECT/INDIRECT KIT 1.2M 3000K DALI WHITE OPAL 1.2M

2093106 MC2 DIRECT/INDIRECT KIT 1.2M 3000K DALI EM WHITE OPAL 1.2M

2093107 MC2 DIRECT/INDIRECT KIT 2.4M 3000K DALI WHITE OPAL 2.4M

2093108 MC2 DIRECT/INDIRECT KIT 2.4M 3000K DALI EM WHITE OPAL 2.4M

4,000K

2093097 MC2 DIRECT/INDIRECT KIT 1.2M 4000K DALI WHITE OPAL 1.2M

2093098 MC2 DIRECT/INDIRECT KIT 1.2M 4000K DALI EM WHITE OPAL 1.2M

2093099 MC2 DIRECT/INDIRECT KIT 2.4M 4000K DALI WHITE OPAL 2.4M

2093100 MC2 DIRECT/INDIRECT KIT 2.4M 4000K DALI EM WHITE OPAL 2.4M

Micro Prismatic Diffuser

Code Description Length

3,000K

2093109 MC2 DIRECT/INDIRECT KIT 1.2M 3000K DALI WHITE PRISMATIC 1.2M

2093110 MC2 DIRECT/INDIRECT KIT 1.2M 3000K DALI EM WHITE PRISMATIC 1.2M

2093111 MC2 DIRECT/INDIRECT KIT 2.4M 3000K DALI WHITE PRISMATIC 2.4M

2093112 MC2 DIRECT/INDIRECT KIT 2.4M 3000K DALI EM WHITE PRISMATIC 2.4M

4,000K

2093101 MC2 DIRECT/INDIRECT KIT 1.2M 4000K DALI WHITE PRISMATIC 1.2M

2093102 MC2 DIRECT/INDIRECT KIT 1.2M 4000K DALI EM WHITE PRISMATIC 1.2M

2093103 MC2 DIRECT/INDIRECT KIT 2.4M 4000K DALI WHITE PRISMATIC 2.4M

2093104 MC2 DIRECT/INDIRECT KIT 2.4M 4000K DALI EM WHITE PRISMATIC 2.4M

Opal - 4,000K - 1.2M

Prismatic - 4,000K - 1.2M

• Mini Continuum II provides a perfectly clean horizontal 

and vertical lines of homogenous light with no shadows

• Minimalist design based on the Golden mean or ratio; 

which is regarded as the secret to aesthetics

• Suspended Kit version comes complete with end caps 

and suspension cables for easy installation

• Colour rendering index, Ra80

• 65% downward light, 35% upward light

• White RAL 9016 as standard, other RAL colours 

available on request

• Direct / Indirect seperate switching via DALI

• DALI versions can be installed as standard on/off 

switchable

Mini Continuum II - Direct/Indirect 
Performance Matrix 
Fixture  1.2M 1.2M
Diffuser Opal Prismatic

Colour Temperature 4,000K 4,000K

Fixture Lumens 3703lm 3580lm

Actual Power 40W 40W

Lumens / Circuit Watt * 93lm/W  90lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

*Suspension Kit versions come complete with End caps (x2) and Mechanical Wire Suspensions (x2)

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Mini Continuum II - Direct - Trimless Modular System 

MCWHT TRIM 1.2M MOD 3K L

01

MINI CONTINUUM LED
2054878

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

630

cd/klm

DLOR = 1.46 ULOR = 0.00 DFF = 1.00

• Mini Continuum II provides a perfectly clean horizontal 

and vertical lines of homogenous light with no shadows

• Minimalist design based on the Golden mean or ratio; 

which is regarded as the secret to aesthetics

• This versatile solution can be recessed, semi-recessed, 

surface-mounted or suspended; either horizontally or 

vertically

• Trimless (for a seamless finish) versions are available for 

recessed or suspended installation

• Easy and rapid installation using the plug and socket 

arrangement

• Colour rendering index, Ra80 

• End caps, suspensions and connectors accessories to be 

ordered seperately

• White RAL 9016 as standard, other RAL colours 

available

• DALI versions can be installed as standard on/off 

switchable

LIGHT SOURCE INCLUDED

51

54

86

Mini Continuum Trimless

Direct - 4,000K - 1.2M

Mini Continuum II - Direct - Trimless - 3000K

Code Description Length

2093121 MC2 1.2M 3,000K DALI WHITE OPAL 1.2M

2093122 MC2 1.2M 3,000K DALIEM WHITE OPAL 1.2M

2093123 MC2 2.4M 3,000K DALI WHITE OPAL 2.4M

2093124 MC2 2.4M 3,000K DALIEM WHITE OPAL 2.4M

2093125 MC2 3.6M 3,000K DALI WHITE OPAL 3.6M

2093126 MC2 3.6M 3,000K DALIEM WHITE OPAL 3.6M

Mini Continuum II - Direct - Trimless - 4000K

Code Description Length

2093115 MC2 1.2M 4,000K DALI WHITE OPAL 1.2M

2093116 MC2 1.2M 4,000K DALIEM WHITE OPAL 1.2M

2093117 MC2 2.4M 4,000K DALI WHITE OPAL 2.4M

2093118 MC2 2.4M 4,000K DALIEM WHITE OPAL 2.4M

2093119 MC2 3.6M 4,000K DALI WHITE OPAL 3.6M

2093120 MC2 3.6M 4,000K DALIEM WHITE OPAL 3.6M

Mini Continuum II - Direct - Trimless Extensions

Code Description Length

2093159 MC2 0.6M 3,000K DALI WHITE OPAL 0.6M

2093163 MC2 0.9M 3,000K DALI WHITE OPAL 0.9M

2093158 MC2 0.6M 4,000K DALI WHITE OPAL 0.6M

2093162 MC2 0.9M 4,000K DALI WHITE OPAL 0.9M

Mini Continuum II - Direct 
Performance Matrix 
Fixture  1.2M
Diffuser Opal

Colour Temperature 4,000K

Fixture Lumens 2,139lm

Actual Power 26W

Lumens / Circuit Watt * 82lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

* End caps, connectors and suspensions to be ordered separately. See Mini 
Continuum II - Accessories on Page 49
Legend: MC2 = Mini Continuum II; DALIEM = DALI Emergency

* same dimensions as direct / indirect modules

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Mini Continuum II - Direct - Trim Modular System 

LIGHT SOURCE INCLUDED
• Mini Continuum II provides a perfectly clean horizontal 

and vertical lines of homogenous light with no shadows

• Minimalist design based on the Golden mean or ratio; 

which is regarded as the secret to aesthetics

• This versatile solution can be recessed, semi-recessed, 

surface-mounted or suspended; either horizontally or 

vertically

• Trim (with an outside detail for plasterboard ceilings) 

versions are available for recessed installation

• Easy and rapid installation using the plug and socket 

arrangement

• End caps, suspensions and connectors accessories to be 

ordered seperately

• Colour rendering index, Ra80

• White RAL 9016 as standard, other RAL colours 

available on request 

• DALI versions can be installed as standard on/off 

switchable

Mini Continuum II - Direct - Trim - 3000K

Code Description Length

2093133 MC2 TRIM 1.2M 3,000K DALI WHITE OPAL 1.2M

2093134 MC2 TRIM 1.2M 3,000K DALIEM WHITE OPAL 1.2M

2093135 MC2 TRIM 2.4M 3,000K DALI WHITE OPAL 2.4M

2093136 MC2 TRIM 2.4M 3,000K DALIEM WHITE OPAL 2.4M

2093137 MC2 TRIM 3.6M 3,000K DALI WHITE OPAL 3.6M

2093138 MC2 TRIM 3.6M 3,000K DALIEM WHITE OPAL 3.6M

86

51

54

80

2.5

MCWHT TRIMLESS 1.2M MOD

01

MINI CONTINUUM LED
2054872

 180º120º

90º

60º

30º  0º 30º

60º

90º
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630

cd/klm

Dimensions (mm)

Direct - 4,000K - 1.2M

Mini Continuum II - Direct - Trim - 4000K

Code Description Length

2093127 MC2 TRIM 1.2M 4,000K DALI WHITE OPAL 1.2M

2093128 MC2 TRIM 1.2M 4,000K DALIEM WHITE OPAL 1.2M

2093129 MC2 TRIM 2.4M 4,000K DALI WHITE OPAL 2.4M

2093130 MC2 TRIM 2.4M 4,000K DALIEM WHITE OPAL 2.4M

2093131 MC2 TRIM 3.6M 4,000K DALI WHITE OPAL 3.6M

2093132 MC2 TRIM 3.6M 4,000K DALIEM WHITE OPAL 3.6M

Mini Continuum II - Direct - Trim - Extensions

Code Description Length

2093161 MC2 TRIM 0.6M 3,000K DALI WHITE OPAL 0.6M

2093165 MC2 TRIM 0.9M 3,000K DALI WHITE OPAL 0.9M

2093160 MC2 TRIM 0.6M 4,000K DALI WHITE OPAL 0.6M

2093164 MC2 TRIM 0.9M 4,000K DALI WHITE OPAL 0.9M

* End caps, connectors and suspensions to be ordered separately. See Mini 
Continuum II - Accessories on Page 49
Legend: MC2 = Mini Continuum II; DALIEM = DALI Emergency

Mini Continuum II - Direct/
Performance Matrix 
Fixture  1.2M
Diffuser Opal

Colour Temperature 4,000K

Fixture Lumens 2,139lm

Actual Power 26W

Lumens / Circuit Watt * 82lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Mini Continuum II - Direct - Suspended Kit

LIGHT SOURCE INCLUDED

Opal Diffuser

Code Description Length

3,000K

2093147 MC2 KIT 1.2M 3,000K DALI WHITE OPAL 1.2M

2093148 MC2 KIT 1.2M 3,000K DALIEM WHITE OPAL 1.2M

2093149 MC2 KIT 2.4M 3,000K DALI WHITE OPAL 2.4M

2093150 MC2 KIT 2.4M 3,000K DALIEM WHITE OPAL 2.4M

4,000K

2093139 MC2 KIT 1.2M 4,000K DALI WHITE OPAL 1.2M

2093140 MC2 KIT 1.2M 4,000K DALIEM WHITE OPAL 1.2M 

2093141 MC2 KIT 2.4M 4,000K DALI WHITE OPAL 2.4M

2093142 MC2 KIT 2.4M 4,000K DALIEM WHITE OPAL 2.4M

Prismatic Diffuser

Code Description Length

3,000K

2093151 MC2 KIT 1.2M 3,000K DALI WHITE PRISMATIC 1.2M

2093152 MC2 KIT 1.2M 3,000K DALIEM WHITE PRISMATIC 1.2M

2093153 MC2 KIT 2.4M 3,000K DALI WHITE PRISMATIC 2.4M

2093154 MC2 KIT 2.4M 3,000K DALIEM WHITE PRISMATIC 2.4M

4,000K

2093143 MC2 KIT 1.2M 4,000K DALI WHITE PRISMATIC 1.2M

2093144 MC2 KIT 1.2M 4,000K DALIEM WHITE PRISMATIC 1.2M 

2093145 MC2 KIT 2.4M 4,000K DALI WHITE PRISMATIC 2.4M

2093146 MC2 KIT 2.4M 4,000K DALIEM WHITE PRISMATIC 2.4M

Opal - 4,000K - 1.2M

Prismatic - 4,000K - 1.2M

• Mini Continuum II provides a perfectly clean horizontal 

and vertical lines of homogenous light with no shadows

• Minimalist design based on the Golden mean or ratio; 

which is regarded as the secret to aesthetics

• Suspended Kit version comes complete with end caps 

and suspension cables for easy installation

• Colour rendering index, Ra80

• White RAL 9016 as standard, other RAL colours 

available on request

• DALI versions can be installed as standard on/off 

switchable

*Suspension Kit versions come complete with End caps (x2) and Mechanical 
Wire Suspensions (x2)

Legend: MC2 = Mini Continuum II; PRIS = PRISmatic; DALIEM = DALI  
Emergency

Mini Continuum II - Direct - Suspended 
Kit Performance Matrix 
Fixture  1.2M 1.2M
Diffuser Opal Prismatic

Colour Temperature 4,000K 4,000K

Fixture Lumens 2,139lm 2,030lm

Actual Power 26W 26W

Lumens / Circuit Watt * 82lm/W  78lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

51

54

86

Mini Continuum Trimless

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Mini Continuum II - Accessories 

Mini Continuum II - End caps and 
Connector Accessories

Code Description

2054910 MC2 TRIMLESS END CAP WHITE

2054912 MC2 TRIM END CAP WHITE

2054914 MC2 MECHANICAL JOINER & GASKET

2055380 MC2 ELECTRICAL 5WAY CONNECTOR 

MAINS+DALI

 

2093155 MC2 90º HORIZONTAL-CORNER WHITE OPAL

2093156 MC2 90º VERTICAL-CORNER WHITE OPAL

2093157 MC2 TRIM 90º HORIZONTAL-CORNER WHITE OPAL

Mini Continuum II - Mounting Accessories

Code Description

2054909 MC2 PLASTERBOARD BRACKET

2035031 SINGLEWIRE MECHANICAL ONLY 3M CHROME 

SUSPENSION CABLE

 

A
cce

sso
rie

s

90º HORIZONTAL-CORNER 

WHITE OPAL

TRIM 90º HORIZONTAL-

CORNER WHITE OPAL

TRIMLESS END CAP WHITE

90º VERTICAL-CORNER WHITE 

OPAL

TRIM END CAP WHITE ELECTRICAL 5-WAY 

CONNECTOR MAINS+DALI 

MECHANICAL JOINER & 

GASKET



Office du tourisme Cergy-Pointoise - Cergy-Pontoise, France
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Control Gear: Standard: electronic

Dimmable: Digital dimmable PCA ECO Switch Dim & 

DSI compatible

Emergency: Integral 3hr maintained

Connection: 4 way mains plug & socket connection, 

dimming signal 2way re-wireable 

connector

Housing: Extruded aluminium powder coated white 

RAL9016

Diffuser: Extruded Satine polycarbonate blend

Continuum 

• Continuum introduces a uniquely clean, simple lighting 

system offering continuous, highly uniform lines of light 

across walls and ceilings.

• This highly versatile lighting tool can be recessed, semi-

recessed, surface-mounted or suspended, either vertically or 

horizontally.

• Suitable for offices, meeting rooms, corridors, education 

facilities, museums and libraries.

• T5 battens with 100mm staggered lamp holders.

• Every batten has a plug and socket arrangement for easy and 

rapid electrical installation.

• Continuum offers a complete range of high efficiency and 

high output T5 lamp options.

• Continuum profile is available in two versions: one with an 

outside trim detail for plasterboard ceilings; and a trimless 

version for when a seamless effect is required.

• Both aluminum extrusions are specially designed with internal 

reflectors to optimise the light output and reduce the risk of 

any dark areas.

• Continuum profiles are supplied pre-cut in modular lengths 

complete with Satine opal diffusers, offering superb light 

diffusion.

• Switch Dim / DSI dimmable versions and 3hr non-maintained 

integral emergency options are available as standard options.
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Continuum Typical Layout

480mm 14/24w

56mm

780mm 21/39w

1080mm 28/54w

1380mm 35/80w

2760mm 2 x 35/80w

mm0831mm003mm003mm003

56mm End Cap

10mm Flange
Flange
10mm

56mm End Cap

Overall Length
Ceiling Cutout

Dummy if less than 300mm

480mm 14/24w

56mm

780mm 21/39w

1080mm 28/54w

1380mm 35/80w

2760mm 2 x 35/80w

mm0831mm003mm003mm003 1380mm

4140mm 3 x 35/80w

10mm

12mm

10mm

mm21mm21mm21 12mm
90mm 0909

56mm

12mm

115

480, 780, 1080, 1380, 2760, 4140

480, 780, 1080, 1380, 2760, 4140

56Flange

Flange Flange

Flange



105Surface & Suspended

Continuum Typical Layout

56mm End Cap

10mm Flange
480mm 14/24w

56mm

780mm 21/39w

1080mm 28/54w

1380mm 35/80w

2760mm 2 x 35/80w

mm0831mm003mm003mm003 1380mm

4140mm 3 x 35/80w

10mm

12mm

10mm

mm21mm21mm21 12mm
90mm 0909

56mm

12mm

115

480, 780, 1080, 1380, 2760, 4140

480, 780, 1080, 1380, 2760, 4140

56

Flange Flange

Overall Flange

Cutout Slot

Flange Flange

Fenchurch Avenue - London, England
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Continuum Extrusions & Battens 

• Continuum introduces a uniquely clean, simple lighting 

system offering continuous, highly uniform lines of 

light across walls and ceilings

• This highly versatile lighting tool can be recessed,  

semi-recessed, surface-mounted or suspended, either 

vertically or horizontally

• Suitable for offices, meeting rooms, corridors, 

education facilities, museums and libraries

• T5 battens with 100mm staggered lamp holders 

provide a perfect clean line of light with no shadows 

cast when two lamps cross

• Prismatic diffuser options with de-glaring prisms for 

highly efficient lighting schemes

Extrusion Profiles, Diffusers Options

Code Description Weight (kg)

Opal Diffusers

2041189 14/24W 480mm Ceiling trim profile 1.80

2041190 21/39W 780mm Ceiling trim profile 3.10

2041191 28/54W 1,080mm Ceiling trim profile 4.00

2041192 35/80W 1,380mm Ceiling trim profile 5.20

2040826 2 x 35/80W 2,760mm Ceiling trim profile 10.20

2040827 14/24W 480mm Trimless profile 1.80

2041182 21/39W 780mm Trimless profile 3.10

2040828 28/54W 1,080mm Trimless profile 4.00

2041183 35/80W 1,380mm Trimless profile 5.20

2040829 2 x 35/80W 2,760mm Trimless profile 10.29

Prismatic Diffusers

2057316 Cont Trim Prism Dif 480mm 1.80

2057317 Cont Trim Prism Dif 780mm 3.10

2057318 Cont Trim Prism Dif 1,080mm 4.00

2057319 Cont Trim Prism Dif 1,380mm 5.20

2057320 Cont Trim Prism Dif 2,760mm 10.20

2057322 Cont Trimless Prism Dif 480mm 1.80

2057323 Cont Trimless Prism Dif 780mm 3.10

2057324 Cont Trimless Prism Dif 1,080mm 4.00

2057325 Cont Trimless Prism Dif 1,380mm 5.20

2057326 Cont Trimless Prism Dif 2,760mm 10.29

High Efficiency Battens

Code Description Weight 
(kg)

 

2040830 1 x 14W T5 High Efficiency 0.80

2040832 1 x 21W T5 High Efficiency 0.90

2041187 1 x 21W T5 Digital dimming 0.90

2040834 1 x 28W T5 High Efficiency 1.00

2040835 1 x 28W T5 Digital dimming 1.00

2040840 1 x 35W T5 High Efficiency 1.10

2041179 1 x 35W T5 Digital dimming 1.10

2040836 1 x 28W T5 High Efficiency Emergency 1.80

2040841 1 x 35W T5 High Efficiency Emergency 2.00

2041180 1 x 35W T5 Digital dimming Emergency 2.00

High Output Battens

Code Description Weight 
(kg)

 

2040833 1 x 39W T5 High output 0.90

2040837 1 x 54W T5 High output 1.00

2041178 1 x 54W T5 Digital dimming 1.00

2040842 1 x 80W T5 High output 1.10

2040848 1 x 80W T5 High output Emergency 2.00

2040844 1 x 80W T5 Digital dimming Emergency 2.00

Luxline® Plus T5/T16 FHE
14/21/28/35W G5 
1350/2100/2900/3650lm

Luxline® Plus T5/T16 FHO
24/39/54/80W G5 
2000/3500/5000/7000lm

For continuous uniform lines of light do not mix high efficiency 
and high output battens.
It is not possible to join 14W/24W battens together. These 
battens are intended to be used at the end of a run and must 
be separated within a continuous line.

Trimless

With Trim

Dimensions (mm)

LIGHT SOURCE NOT INCLUDED

Profile + Trim Trimless

Louvre option

Extrusion Profiles, Louvre Options

Code Description Weight (kg)

2044139 21/39W 780mm Ceiling trim profile 3.10

2044146 28/54W 1,080mm Trimless profile 4.00

Prismatic Diffuser

Have you considered the use of a lighting control 

solution? For more information on how you could achieve 

up to 65% energy savings, see Lighting controls section
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Continuum Accessories 

Continuum Checklist:

• Specify extension profiles and diffusers

• Select correct number of battens

• If a straight run, specify X 2 end caps

• Always require a minimum of 1 X 4-way feed plug. If 

using dimming, add digital dimmable 2-way feed plug 

as well

• If joining more than 1 batten, use mains cable link plug 

and socket assembly. If using dimming, also add digital 

dimmable cable link plug and socket assembly as well

• Specify suspensions X 2 per module. Maximum  

spacing 1,500mm

• If suspending with wire or rod suspensions, use light 

spill gasket at every joint

Two-way digital dimming plug 
and socket

Mains cable link plug and socket

Vertical Coupler

Plasterboard bracket

End cap no trim

End with trim for lamp changing

Horizontal Coupler

Staggered lamp End cap bag

End cap no trim for lamp 
charging Use when 
suspending single module

Suspending light spill gasket

Straight Coupler

A
cce

sso
rie

s Connectors

Code Description Weight (kg)

2040845 Deep end cap ceiling trim 0.30

2040846 Deep end cap flat trimless 0.30

2043261 Deep end cap flat trimless single suspended 0.30

2040847 Vertical 90º coupler 0.35

2040850 Horizontal 90º coupler 0.35

2043255 Horizontal 90º coupler trim 0.35

2040858 Straight profile connector -

2042741 Mains cable link plug & socket assembly -

2042742 Digital dimmable cable link plug & socket assembly  -

2042776 Mains 4 way feed plug -

2043253 Digital dimmable 2 way feed plug -

2043254 Suspended light spill gasket -

Suspensions 

Code Description

2040851 Plasterboard bracket

2035031 3,000mm single wire suspension mechanical

2035015 3,000mm single wire suspension mechanical/electrical

2035016 3,000mm twin wire suspension mechanical

2035018 3,000mm twin wire suspension mechanical/electrical

2035020 500mm white rod suspension mechanical

2035022 500mm white rod suspension mechanical/electrical

2035023 1,000mm white rod suspension mechanical

2035025 1,000mm white rod suspension mechanical/electrical

2035026 500mm rod extension mechanical

Caption 2
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Lytepanel II Surface Mount/Suspended 

Wire Suspension Kits

Code Description

2035014 Single wire - Single Circuit Elec/Mech feed White

2035015 Single Wire - Three Circuit Elec/Mech feed White

2035016 Twin Wire - Mechanical only Chrome

2035017 Twin Wire - Single Circuit Elec/Mech feed Chrome

2035018 Twin wire - Three Circuit Elec/Mech feed White

2035031 Mechanical only Chrome

LIGHT SOURCE INCLUDED

Lytepanel 1,260 x 310 4,000K

• Architectural flat panel with even homogenous light 

distribution

• Up to 4,454 fixture lumens

• Up to 144m/w efficiency

• Special sizes available on request

• UGR<18 versions available

• Utilises new highly transmissive diffuser material

• Suspension kits available

Legend: SM = Surface Mount

Lytepanel 1,260 x 310

Dimensions (mm)

Lytepanel II 610 x 650mm - 4,000K

Code Description Lumen Output 
(lm)

 Type

2059434 LYTEPANEL II 600 4K DALI SM 4,454 Standard/DALI Surface mount

2059435 LYTEPANEL II 600 4K DALI EM SM 4,454 DALI emergency surface mount

2059502 LYTEPANEL II 600 4K UGR DALI SM 3,920 UGR DALI Surface mount

2059503 LYTEPANEL II 600 4K UGR DALI EM SM 3,920 UGR DALI emergency surface mount

Lytepanel II 1260 x 310mm - 4,000K

Code Description Lumen Output 
(lm)

 Type

2059438 LYTEPANEL II 1200 4K DALI SM 4,349 Standard/DALI Surface mount

2059439 LYTEPANEL II 1200 4K DALI EM SM 4,349 DALI emergency surface mount

2059506 LYTEPANEL II 1200 4K UGR DALI SM 3,775 UGR DALI Surface mount

2059507 LYTEPANEL II 1200 4K UGR DALI EM SM 3,775 UGR DALI emergency surface mount

Lytepanel II - High Efficiency Performance Matrix 

 610 x 650 4,000K 1,260 x 310 4,000K

Fixture lumens 4,454lm  4,349lm

Actual Power 31W 31W

Luminiaire Efficiency 144lm/W 140lm/W

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Lytepanel II 610 x 650mm - 3,000K

Code Description Lumen Output 
(lm)

 Type

2059509 LYTEPANEL II 600 3K DALI SM 3,870 Standard/DALI Surface mount

Lytepanel II 1260 x 310mm - 3,000K

Code Description Lumen Output 
(lm)

 Type

2059511 LYTEPANEL II 1200 3K DALI SM 4,349 Standard/DALI Surface mount

Lytepanel 1200 x 300 4000K

LYTEPANEL LED 600 4K

LYTEPANEL 600X600 4K @14
2054844

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

1800

cd

DLOR = 1.00 ULOR = 0.00 DFF = 1.00
Φ    = 4345 lm

LYTEPANEL LED 600 4K

LYTEPANEL 600X600 4K @14
2054844

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

1800

cd

DLOR = 1.00 ULOR = 0.00 DFF = 1.00
Φ    = 4345 lm

Lytepanel 600 x 600 4000K

95

650

610

650

600

H

W

L

W

W

L

610x650
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Unity II

• Unity looks and performs like no other light fi xture by 

combining uplighting and downlighting in a stylish fi xture

• Unity is designed for creating innovative lighting runs and 

spatial frameworks in open plan offi ce spaces, corridors, 

receptions, classrooms and libraries

• The Unity lighting system can be suspended both horizontally 

and down stairs. It is also possible to create square, 

rectangular and long-length formations

• Available in 1.2m and 2.4m lengths

Control Gear:  Electronic

Dimmable:  DALI

Emergency:  3 Hour and EMPRO

Optics:  Micro Prismatic

Diffuser Material:  Polycarbonate

Light Distribution:  Direct/Indirect

Housing Colour:  White (RAL 9016)

Housing Material:  Aluminium Extruded

Mounting:  Stainless steel wire suspension with griplock
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Unity Typical Layout

Modules

Suspension mount

1120 

1256 

1188 

1256 

1188 

1256 

2315 

2452

1755 

1795 950 

1755 1755 

1158 

3648 

90 

ceiling

ceiling

ceilingceiling

ceiling

ceiling

ceiling

1256

138

2452

138

3648

138

1301.5

138

56.2

90º

35º

35º
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Unity Typical Layout

Various layouts

Horizontal Adjustable Corner Pivot

Vertical Adjustable Pivot

1256

138

2452

138

3648

138

1301.5

138

56.2

90º

35º

35º

1256

138

2452

138

3648

138

1301.5

138

56.2

90º

35º

35º

1256

138

2452

138

3648

138

1301.5

138

56.2

90º

35º

35º

With Unity, there are many possibilities

to light a space. The organic form 

and design allows for non-electrical, 

but seamless branching of modules 

along any point - as each linear run is 

individually powered.

Pivot through 90º to create custom designs

Mount Unity up or downstairs or use in 

areas where elevation is required.



114 Surface & Suspended

Unity II 

LIGHT SOURCE INCLUDED

Dimensions (mm)

138

54
.5

• Versatile suspended modular LED linear system

• Install horizontally or down stairwells using pivot 

accessories

• Create innovative lighting runs or spatial frameworks 

for open plan offices, corridors, classrooms or libraries

• Bi-directional lighting - 70% downwards and 30% 

upwards 

• 1.2m and 2.4m aluminium extrusions - ‘mix and match’ 

differing lengths to create a perfect lighting system

• Rapid connector kit accessory - allowing for quick 

through wired installations of continuous straight runs

• PIR sensor module available

• UGR <19

• DALI, 3 hour emergency and EMPRO versions available

• 3,000K versions available on request

• White RAL9016 as standard, other RAL colours 

available on request

• DALI versions can be installed as standard on/off 

switchable

Unity II - Micro Prismatic diffuser - 4,000K

Code Description Weight 
(Kg)

 Colour

2059424 UNITY2 1.2M 4K DALI WHT 3.2 White

2059425 UNITY2 1.2M 4K DALI EM WHT 3.32 White

2059426 UNITY2 1.2M 4K DALI EMPRO WHT 3.32 White

2059427 UNITY2 2.4M 4K DALI WHT 6.6 White

2059428 UNITY2 2.4M 4K DALI EM WHT 6.62 White

2059429 UNITY2 2.4M 4K DALI EMPRO WHT 6.62 White Unity II - 1.2M - 4,000K

* End caps, connectors and suspensions to be ordered separately. See Unity II - 
Accessories on Page 63

Unity II Performance Matrix 
Fixture  1.2M
Diffuser Prismatic

Colour Temperature 4,000K

Fixture Lumens 3,422lm

Actual Power 36W

Lumens / Circuit Watt * 95lm/W 

*Lumens / Circuit Watt = (Fixture Lumens)/Power

Unity II - Micro Prismatic diffuser - 3,000K

Code Description Weight 
(Kg)

 Colour

2093083 UNITY2 1.2M 3K DALI WHT 3.2 White

2093084 UNITY2 1.2M 3K DALI EM WHT 3.32 White

2093085 UNITY2 1.2M 3K DALI EMPRO WHT 3.32 White

2093086 UNITY2 2.4M 3K DALI WHT 6.6 White

2093087 UNITY2 2.4M 3K DALI EM WHT 6.62 White

2093088 UNITY2 2.4M 3K DALI EMPRO WHT 6.62 White

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Unity II - Accessories 

Accessories

Code Description

2057402 UNITY CONNECTOR KIT MECH/ELEC WHT

2057403 UNITY END CAP WHT x 1

2057405 UNITY H-ADJ CORNER PIVOT WHT

2057407 UNITY V-ADJ PIVOT WHT

2035031 SINGLEWIRE MECH ONLY 3M CHROME

2035016 TWINWIRE MECH ONLY 3M CHROME

138

54.5

111

35º

112

80

Dummy Modules

Code Description

2057366 UNITY DUMMY 0.3M WHT

2057367 UNITY DUMMY 0.6M WHT

2057368 UNITY DUMMY 1.2M WHT

A
cce

sso
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s

Horizontal pivot Connector kit mech/elec exploded Connector kit mech/elec assembled

End cap Dummy module

Unity Horizontal-Adjustable Corner Pivot

Unity Vertical-Adjustable Pivot

Unity Dummy profile

Dimensions (mm)

Sensor Modules

Code Description

2058071 UNITY SENSOR MODULE 0.3M WHT PIR
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Control Gear: Standard: integral electronic

Dimmable: Digital dimmable PCA ECO Switch 

Dim and DSI compatible

Emergency: Integral 3hr maintained

 Integral 3hr non maintained 2 x 1W 

60˚ LED module

Connection: Through wiring with 10A cables to 

five way terminal blocks

Reflector / Louvre: Super pure aluminium, specular

Diffuser: Direct: clear or opal prismatic

 Indirect: prismatic

Housing: Extruded aluminium powder coated 

white RAL 9016 or silver RAL 9006

Track: PVC carrier with copper power 

conductors

Adjustable flood and

Asymmetric modules: Extruded aluminium powder coated 

white RAL 9016 or silver RAL 9006 

with aluminium reflectors

Ovation 65

• Fluorescent, linear T5 direct / indirect and accent 

lighting

• All modules are interchangeable for maximum 

flexibility

• Low brightness controllers for minimal glare

• Contoured louvres maintain the oval profile of 

the modules

• Track modules accept Concord single circuit 

spotlights

• Rapid installation with optional plug and socket 

arrangement

• Digital dimmable Switch Dim and DSI 

compatible modules as standard

• A sleek tapered end cap to enhance the overall 

profile of the module

• Tapered end cap and dummy module options 

available with PIR occupancy and daylight 

management sensors

• Non maintained 3hr emergency module housing 

2 x 1W 60˚ LED’s 

• T5 and CMI/CDM-T adjustable flood modules 

for retail and accent display lighting

• Direct only versions available with optional back 

plate 
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Ovation 65 T16 Modules 

• Fluorescent, linear T5 direct / indirect and  

accent lighting

• All modules are interchangeable for maximum flexibility

• Low brightness controllers for minimal glare

• Contoured louvres maintain the oval profile of the 

modules

• Rapid installation with optional plug and socket 

arrangement

• Supplied complete with 840 4,000K Sylvania Lamps

• NEW high efficiency louvre with increased lumens per 

watt and energy savings (see next page)

Direct/Indirect Module  
Supplied c/w Rear Prismatic Controller & 4,000K Sylvania lamps

Code Description Colour

2034223 2 x 28W T16 1,240mm Direct/Indirect module Electronic White

2034224 2 x 35W T16 1,540mm Direct/Indirect module Electronic White

2034216 1 x 28W T16 1,240mm Direct/Indirect module Electronic Silver

2034217 1 x 35W T16 1,540mm Direct/Indirect module Electronic Silver

2034225 2 x 28W T16 1,240mm Direct/Indirect module Electronic Silver

2034226 2 x 35W T16 1,540mm Direct/Indirect module Electronic Silver

2034314 2 x 35W T16 1,540mm Direct/Indirect module Emergency White

2034315 2 x 28W T16 1,240mm Direct/Indirect module Emergency Silver

2034316 2 x 35W T16 1,540mm Direct/Indirect module Emergency Silver

Direct/Indirect Digital Dimmable Module  
Supplied c/w Rear Prismatic Controller & 4,000K Sylvania lamps

Code Description Colour

2038218 2 x 28W T16 1,240mm Electronic White

2038221 2 x 28W T16 1,240mm Electronic Silver

2038222 2 x 35W T16 1,540mm Electronic Silver

2038237 1 x 35W T16 1,540mm Emergency White

2038245 2 x 28W T16 1,240mm Emergency White

2038246 2 x 35W T16 1,540mm Emergency White

2038248 2 x 35W T16 1,540mm Emergency Silver

Back Plate  
(Converts direct/indirect to direct only)

Code Description Weight (Kg) Colour

2038205 28/54W 1,240mm Back Plate 1.50 Standard White

2038207 35/80W 1,540mm Back Plate 2.00 Standard White

2038206 28/54W 1,240mm Back Plate 1.50 Standard Silver

2038208 35/80W 1,540mm Back Plate 2.00 Standard Silver

NOTE: Order louvre/diffuser, end caps and suspensions separately

Direct/Indirect Module  
Supplied c/w Rear Prismatic Controller & 4,000K Sylvania lamps

Code Description Colour

2034218 1 x 54W T16 1,240mm Direct/Indirect module Electronic White

2034222 1 x 80W T16 1,540mm Direct/Indirect module Electronic Silver

2034230 2 x 54W T16 1,240mm Direct/Indirect module Electronic Silver

2034321 2 x 80W T16 1,540mm Direct/Indirect module Emergency Silver

NOTE: Order louvre/diffuser, end caps and suspensions separately

NOTE: Order louvre/diffuser, end caps and suspensions separately

Direct/Indirect Digital Dimmable Module  
Supplied c/w Rear Prismatic Controller & 4,000K Sylvania lamps

Code Description Weight (Kg) Colour

2038214 1 x 54W T16 1,240mm 4.10 Electronic White

2038216 1 x 54W T16 1,240mm 4.10 ElectronicSilver

2038241 1 x 54W T16 1,240mm 4.95 Emergency White

2038242 1 x 80W T16 1,540mm 5.85 Emergency White

2038250 2 x 54W T16 1,240mm 4.95 Emergency White

2038243 1 x 54W T16 1,240mm 4.95 Emergency Silver

NOTE: Order louvre/diffuser, end caps and suspensions separately

Luxline® Plus T5/T16 FHE  
28/35W G5 2900/3650lm

LIGHT SOURCE INCLUDED

Clear Prismatic Diffuser

Code Description

2034282 28W/54W Clear Prismatic Diffuser

2034283 35W/80W Clear Prismatic Diffuser

Opal Prismatic Diffuser

Code Description

2034285 35W/80W Opal Prismatic Diffuser

Luxline® Plus T5/T16 FHO
54/80W G5 5000/7000lm
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Ovation 65 Module - High Effi ciency Louvre 

• High Efficiency Louvre 94% LOR

• Glare in accordance with EN12464-1-2011 

< 3000 cdm/2

• Provides optimum energy efficient lighting schemes

Ovation 65 Module - High Efficiency 
Louvre

Code Description

2056914 High Effi ciency 28/54W Louvre 1,240mm

2056915 High Effi ciency 35/80W Louvre 1,540mm

LOR=Fixture Lumens/Actual Lumens
Lumens/Circuit Watt = (Published Lumens x LOR) / Power

Ovation 65 Performance Matrix

   Code
 

Fixture
 

Published 
Lumens  

Actual 
Lumens  

LOR %
 

Fixture 
Lumens  

Actual 
Power  

Lumens / 
Circuit Watt  

Glare @ 65º

2034223-2056914 2 x 28W DIR/IND WHT + LOUVRE 5,280 5,156 93.7 4,831 62 79.79 953

2034223-2056914-2038205 2 x 28W DIR WHT + LOUVRE + BP 5,280 5,156 67.0 3,457 62 57.10 1127

2 x 28W DIR/IND WHT + LOUVRE

Legend: DIR/IND = Direct/Indirect; WHT = White
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Ovation 65 T16 Modules 

• Fluorescent, linear T5 direct / indirect and  

accent lighting

• All modules are interchangeable for maximum flexibility

• Low brightness controllers for minimal glare

• Contoured louvres maintain the oval profile of  

the modules

• Rapid installation with optional plug and  

socket arrangement

• A sleek tapered end cap to enhance the overall profile 

of the module

Indirect Module with Single Circuit Track Supplied c/w rear 

prismatic controller, Lytespan 1 track (10A max) & 840 4,000K 

Sylvania lamps 

Use with any Concord single circuit spotlight

Code Description Weight (Kg) Colour

2034233 2 x 35W T16 1,540mm Indirect module 5.50 White

2034234 2 x 28W T16 1,240mm Indirect module 4.50 Silver

2034235 2 x 35W T16 1,540mm Indirect module 5.50 Silver

2034238 2 x 54W T16 1,240mm Indirect module 4.50 Silver

Luxline® Plus T5/T16 FHE 
28/35W G5 2900/3650lm

Luxline® Plus T5/T16 FHO 
54W G5 5000lm

LIGHT SOURCE INCLUDED

Track Module with Single Circuit Track Supplied c/w 

Lytespan 1 track (10A max)  

Use with any Concord single circuit spotlight

Code Description Weight (Kg) Colour

2034243 1,240mm Track module Single Cicuit 4.52 Silver

NOTE: Order end caps and suspensions separately

NOTE: Order end caps and suspensions separately

65

200

Dummy Module  
Removable back cover. Variant lengths must be cut by Concord

Code Description Weight (kg) Colour

2034254 1,240mm Dummy Module 4.12 White

2034255 1,540mm Dummy Module 5.15 White

2038196 620mm Dummy Module 2.50 White

2034256 1,240mm Dummy Module 4.12 Silver

2034257 1,540mm Dummy Module 5.15 Silver

2038197 620mm Dummy Module 2.50 Silver

Emergency LED Module

Code Description Weight (kg) Colour

2038195 2 x 1W LED 620mm Dummy Module 2.30 Silver

NOTE: Order end caps and suspensions separately

NOTE: Order end caps and suspensions separately



121Surface & Suspended

Ovation 65 Connectors 

Couplers For module to module connection 
Supplied c/w Concealed Straight Couplers

Code Description Weight (Kg) Colour

2034261 L Coupler 1.05 White

2034263 T Coupler 1.15 White

2034262 L Coupler  1.05 Silver

2034264 T Coupler 1.15 Silver

2034276 Concealed Straight Coupler – pack of 4 splines

Supplied c/w Concealed Straight Couplers

Adjustable Corners Through wired

Code Description Weight (Kg) Colour

2034266 Horizontal Corner Pivot 0.65 White

2034267 Horizontal Corner Pivot 0.65 Silver

2034276 Concealed Straight Coupler – pack of 4 splines

Flat End Caps Supplied as singles

Code Length (mm) Weight (Kg) Colour

2034272 25 0.18 White

2034273 25 0.18 Silver

Tapered End Caps Supplied as singles

Code Length (mm) Weight (Kg) Colour

2038201 120 0.75 White

2038202 120 0.75 Silver

Rapid connectors For module to module 
electrical connection

Code Description

2039062 Rapid connectors

X Coupler Vertical Adjustable Corner Corner Pivot

Tapered End Cap Rapid ConnectorFlat End Cap

A
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Ovation 65 Lighting Controls 

• DSI-SMART provides a simple yet effective means of 

controlling luminaires independently

• Based on PIR occupancy sensing and ambient light 

measurement

• The artificial light is regulated so the ambient light 

(artificial + natural light) remains constant

• Reduction in energy use and operation costs

• Programming of functions is made by the SMART-

Programmer without the need to access the luminaire 

or DSI-SMART sensor

• All adjustments and settings are made via infra-red 

hand held remote control

• DSI-SMART amplifier available on request allows for the 

control of up to 20 modules

• Each sensor can control up to a maximum of 4 
modules

• For use with digitally dimmable modules only

Digitally Dimmable Modules Order separately

DSI-SMART Sensor Module or End cap

Code
 

Description
 

Weight 
(Kg)  

Colour

2038203 DSI-SMART Tapered End Cap 120mm 0.75 White

Order a programmer and controller separately
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Ovation 65 Suspensions 

• Suspensions supplied in either mechanical or 

mechanical/electrical versions

• Mechanical/electrical versions have hidden cable entry 

for mains supply

• Mechanical/electrical supplied with 5 way mains cable

• Minimum of 2 suspensions per module. Max load 15kg

Rod Suspension Supplied as singles

Can be modified on site. Can be cut from the ceiling end

Code Description Colour

2032344 Mechanical 500mm Rod Suspension White

2032342 Mechanical/electrical 500mm Rod Suspension White

2032345 Mechanical 500mm Rod Suspension Silver

2032321 Mechanical 1,000mm Rod Suspension Silver

2032343 Mechanical/electrical 500mm Rod Suspension Silver

Wire Suspension Supplied as singles

Can be modified on site. Longer lengths available to 

special order

Code Description Colour

2032322 Mechanical/electrical 3,000mm Wire Suspension White

2038193 Mechanical 3,000mm Wire Suspension Nickel

2032323 Mechanical/electrical 3,000mm Wire Suspension Silver

Wall Bracket Supplied as singles  
Can be modified on site. Longer lengths available 
to special order

Code Description Outreach 
(mm)

 Colour 

2032333 Mechanical Wall Bracket 1,000 White

2032324 Mechanical/electrical Wall Bracket 500 White

2032326 Mechanical/electrical Wall Bracket 1,000 White

2032334 Mechanical Wall Bracket 500 Silver

2032336 Mechanical Wall Bracket 1,000 Silver

2032327 Mechanical/electrical Wall Bracket 500 Silver

2032330 Mechanical/electrical Wall Bracket 1,000 Silver

Rod Suspension Mechanical Rod Suspension Electrical/
Mechanical

Wire Suspension 
Mechanical

Wall Bracket

Caption 1

Pivoting Suspension Cables 
Supplied as singles Can be modified on site. 

Longer lengths available to special order

Code Description Length (mm)

2034268 Mechanical Pivoting Suspension Cable 3,000

Ceiling Bracket  
Supplied as singles Not suitable for use with 

indirect modules

Code Description Colour

9129175 Mechanical Ceiling Bracket White

9129176 Mechanical Ceiling Bracket Silver

Pivoting Suspension Cables Ceiling Bracket

A
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Lakeside School - Thurrock, England



Médiathèque - Le Bouscat, France
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RANA Linear V2

• RANA Linear surface & suspended is a slim, sleek and unobtrusive 

range of LED luminaires designed to fulfill a wide range of 

applications including educational environments, medical 

buildings, storage facilities, offices, long corridors and other 

circulation areas including stairwells

• It can be installed horizontally (both suspended and surface 

mounted) or vertically

• RANA Linear has a square profile of 87mm. The modules of length 

1,150mm can be mounted individually or in continuous runs with 

seamless light effect

• The range offers 3 different light distributions with 3 different 

optics: Opal diffuser (UGR<23), Micro Prismatic optic (UGR<21), 

and Louvre + Prismatic optic (UGR<19), ideal for Display Screen 

Equipment (DSE) workstations

• RANA Linear Surface & Suspended can be remotely controlled 

with 1-10V or DALI systems and also features the Organic 

Response stand alone functions Organic Response control system 

is ideal to save installation cost and complex cabling schemes or to 

add a dimming solution to non-dimmable installations to be 

refurbished

Control Gear:  Electronic 

Dimmable:  1-10V or DALI systems and also features 

the Organic Response system

Emergency:  3 hour emergency

Housing:  Steel construction 

Finish:  White painted body
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Rana Linear 

FEATURES: 

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

• Slim recessed, surface or suspended luminaires 

• Sleek and unobtrusive square profile design, to mix and match recessed and / or surface luminaires in 

a single lighting scheme

• Can be mounted individually or in continuous runs with seamless light effect 

• Available in warm white (3,000K) or neutral white (4,000K)

• L90B10 @ 50,000 hours. Long service life with luminous flux maintenance: 90% of its initial value at 

50,000 hours 

• Driver life-time : 50,000 hours / 10% max failure 

• 3 different optics offer 3 different light distributions with visual comfort and efficiency 

• Low glare: UGR<19 with the Louvre + Primsatic Optic for Display Screen Equipment (DSE) 

workstations

• 3,000lm lumen package on 1.2m length, up to 2,894 lm/metre

• High luminaire efficiency up to 120 lm/W (total system efficiency on RANA Linear Louvre + 

Prismatic Optic)

• Colour Rendering Index (Ra) > 80 for office applications

• LED Colour Consistency between multiple luminaires (chromaticity tolerance): 3 SDCM or 3-step 

MacAdam ellipse

• Colour: White RAL 9016 as standard, other colours on request

• Closed optical system with protective covers on LED modules

• 3 hour emergency versions 

• Available in Constant Current, DALI (Switch-Dim), 1-10V or Organic Response dimming systems

• Glow Wire Test: 850°C for all versions - Polycarbonate diffusers are UK TP(a) compliant

Micro Prismatic 
Optic (MPO)

Louvre + Prismatic 
Optic

Opal

Micro Prismatic 
Optic (MPO)

Louvre + Prismatic 
Optic

Opal

Recessed

Surface & Suspended



Surface & Suspended 127

Rana Linear Micro Prismatic Optic 

4,000K

Code Description

0051250 RANA LINEAR S 3KLM NW MPO W

0051251 RANA LINEAR S 3KLM NW MPO D W

0051252 RANA LINEAR S 3KLM NW MPO 1-10 W

0051256 RANA LINEAR S 3KLM NW MPO OR W

0051258 RANA LINEAR S 3KLM NW MPO W EM

0051259 RANA LINEAR S 3KLM NW MPO D W EM

0051260 RANA LINEAR S 3KLM NW MPO 1-10 W EM

• Controlled light distribution with Micro Prismatic 

Optics

• Surface mount as standard

• Accessories available for suspension and continuous 

run installations

• 87mm square profile

3,000K

Code Description

0051253 RANA LINEAR S 3KLM WW MPO W

0051254 RANA LINEAR S 3KLM WW MPO D W

0051255 RANA LINEAR S 3KLM WW MPO 1-10 W

0051257 RANA LINEAR S 3KLM WW MPO OR W

LIGHT SOURCE INCLUDED

MPO 4,000K

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = 

Micro Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; 

OPAL = Opal Diffuser; D = DALI; W = White Body; OR = Organic 

Response; 1-10 = Analogue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Dimensions (mm)
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RANA Linear Louvre + prismatic optic 

• Optimal visual comfort (UGR<19) with Louvre + 

Prismatic Optics

• Up to 120 lm/W efficacy

• Surface mount as standard

• Accessories available for suspension and continuous run 

installations

• 87mm square profile

3,000K

Code Description

0051265 RANA LINEAR S 3KLM WW LOUV+PRI W

0051266 RANA LINEAR S 3KLM WW LOUV+PRI D W

0051267 RANA LINEAR S 3KLM WW LOUV+PRI 1-10 W

0051269 RANA LINEAR S 3KLM WW LOUV+PRI OR W

4,000K

Code Description

0051262 RANA LINEAR S 3KLM NW LOUV+PRI W

0051263 RANA LINEAR S 3KLM NW LOUV+PRI D W

0051264 RANA LINEAR S 3KLM NW LOUV+PRI 1-10 W

0051268 RANA LINEAR S 3KLM NW LOUV+PRI OR W

0051270 RANA LINEAR S 3KLM NW LOUV+PRI W EM

0051271 RANA LINEAR S 3KLM NW LOUV+PRI D W EM

0051272 RANA LINEAR S 3KLM NW LOUV+PRI 1-10 W EM

LIGHT SOURCE INCLUDED

Louvre + Prismatic Optic 
4,000K

Dimensions (mm)

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = Micro 

Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; OPAL = 

Opal Diffuser; D = DALI; W = White Body; OR = Organic Response; 

1-10 = Analogue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Opal Diffuser 

Dimensions (mm)

LIGHT SOURCE INCLUDED

Opal 4,000K

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = 

Micro Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; 

OPAL = Opal Diffuser; D = DALI; W = White Body; OR = Organic 

Response; 1-10 = Analogue 1-10V

•Pure line of light with Opal diffuser

• Surface mount as standard

• Accessories available for suspension and continuous 

run installations

• 87mm square profile

3,000K

Code Description

0051278 RANA LINEAR S 3KLM WW OPAL W

0051279 RANA LINEAR S 3KLM WW OPAL D W

0051280 RANA LINEAR S 3KLM WW OPAL 1-10 W

0051282 RANA LINEAR S 3KLM WW OPAL OR W

4,000K

Code Description

0051275 RANA LINEAR S 3KLM NW OPAL W

0051276 RANA LINEAR S 3KLM NW OPAL D W

0051277 RANA LINEAR S 3KLM NW OPAL 1-10 W

0051281 RANA LINEAR S 3KLM NW OPAL OR W

0051283 RANA LINEAR S 3KLM NW OPAL W EM

0051284 RANA LINEAR S 3KLM NW OPAL D W EM

0051285 RANA LINEAR S 3KLM NW OPAL 1-10 W EM

 CROUS - Bordeaux, France 
Client: CROUS Bordeaux, France 
Specifier: Debarre Duplantier 
Consultancy: Betem Ingenierie 
Contractor: ENGIE 

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Rana Linear Recessed - Micro Prismatic Optic 

Dimensions (mm)

4,000K

Code Description

0052340 RANA LINEAR R 3KLM NW MPO

0052341 RANA LINEAR R 3KLM NW MPO D

0052342 RANA LINEAR R 3KLM NW MPO 1-10

0052346 RANA LINEAR R 3KLM NW MPO OR

0052348 RANA LINEAR R 3KLM NW MPO EM

0052349 RANA LINEAR R 3KLM NW MPO D EM

0052350 RANA LINEAR R 3KLM NW MPO 1-10 EM

• Controlled light distribution with Micro Prismatic 

Optics

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052343 RANA LINEAR R 3KLM WW MPO

0052344 RANA LINEAR R 3KLM WW MPO D

0052345 RANA LINEAR R 3KLM WW MPO 1-10

0052347 RANA LINEAR R 3KLM WW MPO OR

LIGHT SOURCE INCLUDED

MPO 4,000K

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = 

Micro Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; 

OPAL = Opal Diffuser; D = DALI; W = White Body; OR = Organic 

Response; 1-10 = Analogue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Recessed - Louvre + Prismatic Optic 

• Optimal visual comfort (UGR<19) with Louvre + 

Prismatic Optics

• Up to 120 lm/W efficacy

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness 

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052355 RRANA LINEAR R 3KLM WW LOUV+PRI

0052356 RANA LINEAR R 3KLM WW LOUV+PRI D

0052357 RANA LINEAR R 3KLM WW LOUV+PRI 1-10

0052359 RANA LINEAR R 3KLM WW LOUV+PRI OR

4,000K

Code Description

0052352 RANA LINEAR R 3KLM NW LOUV+PRI

0052353 RANA LINEAR R 3KLM NW LOUV+PRI D

0052354 RANA LINEAR R 3KLM NW LOUV+PRI 1-10

0052358 RANA LINEAR R 3KLM NW LOUV+PRI OR

0052360 RANA LINEAR R 3KLM NW LOUV+PRI EM

0052361 RANA LINEAR R 3KLM NW LOUV+PRI D EM

0052362 RANA LINEAR R 3KLM NW LOUV+PRI 1-10 EM

LIGHT SOURCE INCLUDED

Louvre + Prismatic Optic 
4,000K

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = Micro 

Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; OPAL = 

Opal Diffuser; D = DALI; W = White Body; OR = Organic Response; 

1-10 = Analogue 1-10V

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Recessed - Opal diffuser 

LIGHT SOURCE INCLUDED

Opal 4,000K

Legend: S = Surface or Suspended; KLM = kilo Lumen; NW = 

Neutral White 4,000K; WW = Warm White 3,000K; MPO = 

Micro Prismatic Optic; LOUV+PRI = Louvre + Primsatic Optic; 

OPAL = Opal Diffuser; D = DALI; W = White Body; OR = Organic 

Response; 1-10 = Analogue 1-10V

• Pure line of light with Opal diffuser

• Thin ceilings installation brackets: for 1mm to 20mm 

ceiling thickness

• Thick ceiling installation brackets: 21mm to 40mm 

ceiling thickness

• Can be covered with building insulation of glass wool 

type

3,000K

Code Description

0052367 RANA LINEAR R 3KLM WW OPAL

0052368 RANA LINEAR R 3KLM WW OPAL D

0052369 RANA LINEAR R 3KLM WW OPAL 1-10

0052371 RANA LINEAR R 3KLM WW OPAL OR

4,000K

Code Description

0052364 RANA LINEAR R 3KLM NW OPAL

0052365 RANA LINEAR R 3KLM NW OPAL D

0052366 RANA LINEAR R 3KLM NW OPAL 1-10

0052370 RANA LINEAR R 3KLM NW OPAL OR

0052372 RANA LINEAR R 3KLM NW OPAL EM

0052373 RANA LINEAR R 3KLM NW OPAL D EM

0052374 RANA LINEAR R 3KLM NW OPAL 1-10 EM

Médiathèque - Le Bouscat, France
Client: Commune du Bouscat, France
Specifier: Agence King Kong
Bureau d’études: Artelia
Contractor: CIMEA
Consultancy: Artelia

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Linear Accessories
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Accessories

Code Description 

Surface & Suspended

0051290 RANA LINEAR ACC SUSP + POWER 3 X 1.5MM W

0051291 RANA LINEAR ACC SUSP + POWER 3 X 1.5MM T

0051292 RANA LINEAR ACC SUSP + POWER 5 X 1.5MM W

0051293 RANA LINEAR ACC SUSP + POWER 5 X 1.5MM T

0051294 RANA LINEAR ACC IN-LINE SUSPENSION KIT

0051295 RANA LINEAR ACC IN-LINE SURFACE KIT

0051315 RANA LIN S ACC 2 X SUSPENSION CABLES

0051316 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 3

0051317 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 5

0051318 RANA LIN S ACC IN-LINE SURF KIT + TW 3

0051319 RANA LIN S ACC IN-LINE SURF KIT + TW 5

Recessed

0051301 RANA LIN R ACC BRACKET 1-20MM X 1

0051302 RANA LIN R ACC BRACKET 1-20MM X 5

0051303 RANA LIN R ACC BRACKET 21-40MM X 1

0051304 RANA LIN R ACC BRACKET 21-40MM X 5

0051296 RANA LINEAR ACC TW POWER 3 X 1.5MM 1350

0051297 RANA LINEAR ACC TW POWER 5 X 1.5MM 1350

Recessed + Surface & Suspended

0051288 RANA LINEAR ACC END ROW MASKING PLATE 

0051298 RANA LINEAR ACC DIFFUSER PC 1700MM MPO

0051300 RANA LINEAR ACC DIFFUSER PC 1700MM OPAL

0051301 0051302 0051303 0051304

0051296 0051297 0051290 0051291

0051292 0051293 0051294 0051295

0051315 0051316 0051317 0051318

0051319 0051288

0051298 0051300
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RANA Linear ceiling recessed installation

 9

2x

0051301
0051302

0051303
0051304

2x

1

2

1

2

21-40mm1-20mm 

Ceiling brackets installation

Ceiling installation

2x

321

Continuous run installation of (x) luminaires

Continuous 
Line

Continuous 
Line

Continuous 
Line

For a continuous run of x ceiling recessed luminaires, please use:

(x) pairs of ceiling brackets for ceiling thickness 1-20mm or 21-40mm: 

0051301 RANA LIN R ACC BRACKET 1-20MM X 1 

0051303 RANA LIN R ACC BRACKET 21-40MM X 1 

or (x/5) packs of 5 pairs of brackets:

0051302 RANA LIN R ACC BRACKET 1-20MM X 5 

0051304 RANA LIN R ACC BRACKET 21-40MM X 5 

And (x-1) of the Trough Wiring kit:

0051296 RANA LINEAR ACC TW POWER 3 X 1.5 1350MM

or

0051297 RANA LINEAR ACC TW POWER 5 X 1.5 1350MM

(3 wires for non-dimmable luminaires, 5 wires for dimmable luminaires)

For ceiling thickness from 1mm to 20mm:

0051301 RANA LIN R ACC BRACKET 1-20MM X 1 (for 1 luminaire)

0051302 RANA LIN R ACC BRACKET 1-20MM X 5 (for 5 luminaires)

For ceiling thickness from 21mm to 45mm:

0051303 RANA LIN R ACC BRACKET 21-40MM X 1 (for 1 luminaire)

0051304 RANA LIN R ACC BRACKET 21-40MM X 5 (for 5 luminaires)

1

2

3
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Surface & Suspended installation

For each individual suspended luminaire, please use 1 of the 4  
following kits: 
0051290 RANA LIN S ACC SUSP + POWER 3 X 1.5MM W 
0051291 RANA LIN S ACC SUSP + POWER 3 X 1.5MM T 
0051292 RANA LIN S ACC SUSP + POWER 5 X 1.5MM W 
0051293 RANA LIN S ACC SUSP + POWER 5 X 1.5MM T 

Each kit contains: 
• 2 x metallic Suspension Cables 1,5m (I shaped)
• 2 x Balance Adjustment Plates
• 2 x Ceiling Attachments
• 2m Power Cable 3 or 5 x 1,5mm2, white or transparent
• 1 x Ceiling Rose with connector plate included 
• 4 x Cable Clips 

Suspension kits for 1 luminaire

x 2

For a continuous run of (x) suspended luminaires, please use 1 of the 4 
following kits:
0051290 RANA LIN S ACC SUSP + POWER 3 X 1.5MM W 
0051291 RANA LIN S ACC SUSP + POWER 3 X 1.5MM T 
0051292 RANA LIN S ACC SUSP + POWER 5 X 1.5MM W 
0051293 RANA LIN S ACC SUSP + POWER 5 X 1.5MM T 

Each containing: 
• 2 x metallic Suspension Cables 1,5m (I shaped)
• 2 x Balance Adjustment Plates
• 2 x Ceiling Attachments
• 2m Power Cable 3 or 5 x 1,5mm2, white or transparent
• 1 x Ceiling Rose with connector plate included 
• 4 x Cable Clips 

and (x-1) of:
0051316 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 3
or
0051317 RANA LIN S ACC IN-LINE SUSP Y KIT + TW 5

Each containing:
• 1 x metallic Suspension Cable 1,5m (Y shaped)
• 2 x Balance Adjustment Plates
• 1 x Ceiling Attachment
• 2 x Binding Screws
• 2 x Junction Gaskets
• 1350mm Trough Wiring wires (3 or 5 x 1,5mm2)
• Adhesive Cable Guide Clips

Suspension kits for (x) luminaires

Surface kits for (x) luminaires

RANA Linear Surface, Suspended or Recessed easy installation

Product opening and light engine tray removal in 5 steps

For a continuous run of (x) surface mounted luminaires, please use:
(x-1) of:
0051318 RANA LIN S ACC IN-LINE SURF KIT + TW 3
or
0051319 RANA LIN S ACC IN-LINE SURF KIT + TW 5

Each containing:
• 2 x Binding Screws
• 2 x Junction Gaskets
• 1350mm Trough Wiring wires (3 or 5 x 1,5mm2)
• Auto-adhesive Cable Guide Clips

 x2

x2

 x2

x2
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RANA Linear Installation

Due to mandatory mechanical tolerances between the diffuser and the body of RANA Linear, the length of the diffuser is slightly shorter than the length of the body. 

In case of continuous line of light installations, to obtain the expected “seamless line of light” effect, all diffusers have to be in contact with each other.

This adds the body-diffuser length difference as many times as the total quantity of luminaires. 

It results in a band of light without diffuser at the end of the line of luminaires.

Continuous run installations with MPO & Opal diffusers

To remove the band of bare light, the installer can also replace the last luminaire’s diffuser (of length approx. 1130mm) by a longer one to be cut to the exact length. This 

longer polycarbonate diffuser, of length 1700mm, is available as an accessory in both diffuser versions:

0051288

Continuous Line

x10 x2x3 x1

To remove this band of bare light at the end of a row of 2 to 10 luminaires, just clip the metallic Light Masking Plate 0051288 on the last diffuser of the row.

(2 x Light Masking Plates 0051288 can also be used at the extremities of a longer row of maximum 20 luminaires).

Accessories

Code Description 

0051298 RANA LINEAR ACC DIFFUSER PC 1700MM MPO

0051300 RANA LINEAR ACC DIFFUSER PC 1700MM OPAL
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RANA Linear Organic Response

In this type of installation it is recommended to use one Organic Response enabled luminaire as a ‘master’ to control one ‘slave’ luminaire. The ‘slave’ luminaire must be DALI 

dimmable with the DALI signal coming from the Organic Response luminaire.

Inter-distance between Organic Response sensors is 2.26m (2 x 1.13m). Ensure one Organic Response unit as first and last luminaire in the run.

Continuous run installations with Organic Response 

Single Master Slave - Recommended

DAOR OR
(Organic Response)(Organic Response) (DALI)

Power
Power + DALI

Power

2.26m Spacing - ALL OK

Height
3.7m Max

In this type of installation it is recommended to check the suitability of this configuration before ordering to ensure operability on site. Please contact your local technical support 

to check floor and wall type. Use one Organic Response enabled luminaire as a ‘master’ to control two ‘slave’ luminaires. The ‘slave’ luminaires must be DALI dimmable with the 

DALI signal coming from the Organic Response luminaire.

Inter-distance between Organic Response sensors is 3.39m (3 x 1.13m). Ensure one Organic Response unit as first and last luminaire.

Single Master to two Slaves - Economic

3.39m Spacing = CHECK FLOOR TYPE

Height
3.7m Max

DAOR OR
(Organic Response)(Organic Response) (DALI)

DA
(DALI)

Power Power + DALI Power + DALI

Power

?

For the installation of 3 Recessed luminaires you need:

• 2 x RANA Linear Organic Response

• 1 x RANA Linear DALI

• 3 x brackets kits,

• 1 x power cable (3 wires) to power supply the first luminaire, 

• 1 x Through Wiring 5x1.5mm2 kit for Power + DALI (to power + data supply the 

slave luminaire),

• 1 x Through Wiring 3x1.5mm2 kit (to power supply the next master luminaire).

For the installation of 3 Surface or Suspended luminaires you need:

• 2 x RANA Linear Organic Response

• 1 x RANA Linear DALI

• 1 x Suspension with Power 3x1.5mm2 kit if suspended or 1 power cable (3 wires) if 

surface mounted

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 5x1.5mm2 for Power 

+ DALI (to power + data supply the slave luminaire)

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 3x1.5mm2 (to power 

supply the next master luminaire)

For the installation of 4 Surface or Suspended luminaires you need:

• 2 x RANA Linear Organic Response

• 2 x RANA Linear DALI

• 1 x Suspension with Power 3x1.5mm2 kit if suspended or 1 power cable (3 wires) if 

surface mounted

• 2 x In-Line Suspension kit or Surface kit with Through Wiring 5x1.5mm2 for Power 

+ DALI (to power + data supply the 2 x slave luminaires)

• 1 x In-Line Suspension kit or Surface kit with Through Wiring 3x1.5mm2 (to power 

supply the next master luminaire)

For the installation of 4 Recessed luminaires you need:

• 2 x RANA Linear Organic Response

• 2 x RANA Linear DALI

• 4 x brackets kits,

• 1 x power cable (3 wires) to power supply the first luminaire, 

• 2 x Through Wiring 5x1.5mm2 kit for Power + DALI (to power + data supply the 2 

x slave luminaires),

• 1 x Through Wiring 3x1.5mm2 kit (to power supply the next master luminaire).
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RANA LED

• Range of recessed and surface luminaires builds upon the success 

of the Sylvania RANA range

• Perfect solution for office and general lighting, airports or schools; 

especially in areas where a high quality of light needs to be 

maintained or where maintenance downtime needs to be avoided

• Delivers high output up to 6,050lm (luminaire lumen output on 

4,000K version)

• Delivers high efficiency up to 101 lm/W (on 4,000K version)

• Benefits from a consistent look, allowing you to mix and match 

the various recessed and / or surface luminaires in a single lighting 

scheme

• Can be used to create a UGR 19 office compliant lighting design

Control Gear:  Electronic 

Dimmable:  DALI dimmable

Emergency:  3 hour emergency

Housing:  Steel construction 

Finish:  White or silver anodised finishes
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RANA LED 

• 32W - 69W LED surface luminaire 

• RANA LED is perfect for office lighting applications, 

schools, airports and general lighting applications

• Provides perfect uniform light distribution greatly 

enhancing the lit space 

• Two stage optic for optimum comfort and efficiency 

• Can be used to create a UGR 19 office compliant 

lighting design

• Available with a satin optic and micro prism diffuser 

• Available in surface (615 x 615mm, 1,183 x 187mm) 

• RANA LED delivers high output up to 6,050lm 

(luminaire lumen output on 4,000K version)

• Delivers high efficiency up to 101 lm/W (on 4,000K 

version) 

• Available in warm white (3,000K) and neutral white 

(4,000K) 

• Energy efficient electronic gear including DALI and 3 

hour emergency versions as standard 

• Long lifetime: 50,000 hours life at 70% of the original 

output L70 

• Less maintenance is required due to the long lifetime 

of 50,000hrs 

• Enclosed design reduces dust ingress and improves 

Lumen Maintenance Factor (LMF) 

• Low profile for ease of installation in restricted ceiling 

voids 

• Comes complete with safety cable 

• Energy Class: A++, A+, A 

• LED technology provides an energy efficient solution 

with reduced maintenance costs 

Electronic ballast

Code Description

3,000K

0051215 RANA LED D W CM+P 1*LH 3K

0051223 RANA LED D W CM+P 2*LL 3K

0051231 RANA LED D W CM+P 3*LL 3K

0051239 RANA LED D W CM+P 2*LH 3K

4,000K

0051210 RANA LED D W CM+P 1*LH 4K

0051218 RANA LED D W CM+P 2*LL 4K 

0051226 RANA LED D W CM+P 3*LL 4K 

0051234 RANA LED D W CM+P 2*LH 4K 

Analogue 1-10V dimmable

Code Description

3,000K

0051217 RANA LED D W CM+P 1*LH 1-10 3K

0051225 RANA LED D W CM+P 2*LL 1-10 3K

0051233 RANA LED D W CM+P 3*LL 1-10 3K

0051241 RANA LED D W CM+P 2*LH 1-10 3K

4,000K

0051212 RANA LED D W CM+P 1*LH 1-10 4K

0051220 RANA LED D W CM+P 2*LL 1-10 4K

0051228 RANA LED D W CM+P 3*LL 1-10 4K

0051236 RANA LED D W CM+P 2*LH 1-10 4K

LIGHT SOURCE INCLUDED

Legend: CM+P = COSSM+PRISM; LH = LED high output; LL = 

LED low output; D = Direct, W = White; 1-10 = Analogue 1-10V 

dimmable; 3K = 3,000K warm white; 4K = 4,000K neutral white

RANA LED Surface 1200 x 300mm single 
LED (1*LH)

RANA LED Surface 1200 x 300mm double 
LED (2*LH)

RANA LED Surface 1,200 x 

300mm double LED (2*LH) 

- 3,000K

RANA LED Surface 1,200 x 

300mm double LED (2*LH) 

- 4,000K

RANA LED Surface 1,200 x 

300mm single LED (1*LH) 

- 3,000K

RANA LED Surface 1,200 x 

300mm single LED (1*LH) 

- 4,000K

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Surface & Suspended 141

RANA LED 

DALI dimmable

Code Description

3,000K

0051216 RANA LED D W CM+P 1*LH DA 3K

0051224 RANA LED D W CM+P 2*LL DA 3K

0051232 RANA LED D W CM+P 3*LL DA 3K

0051240 RANA LED D W CM+P 2*LH DA 3K

4,000K

0051211 RANA LED D W CM+P 1*LH DA 4K

0051219 RANA LED D W CM+P 2*LL DA 4K

0051227 RANA LED D W CM+P 3*LL DA 4K

0051235 RANA LED D W CM+P 2*LH DA 4K

Emergency 3 hour

Code Description

4,000K

0051213 RANA LED D W CM+P 1*LH E3 4K

0051221 RANA LED D W CM+P 2*LL E3 4K

0051229 RANA LED D W CM+P 3*LL E3 4K

0051237 RANA LED D W CM+P 2*LH E3 4K

DALI dimmable & Emergency 3 hour

Code Description

4,000K

0051214 RANA LED D W CM+P 1*LHDA+E3 4K

0051222 RANA LED D W CM+P 2*LLDA+E3 4K

0051230 RANA LED D W CM+P 3*LLDA+E3 4K

0051238 RANA LED D W CM+P 2*LHDA+E3 4K

LIGHT SOURCE INCLUDED

Dimensions (mm)   
Fitting 1xLH 2xLH 2xLL 3xLL

600 x 600mm modules / 300 x1200 modules

Length (mm) 1,183 1,183 615 615

Width (mm) 187 187 615 615

Height (mm) 47 47 47 47

WidthLength

Side Front

H
ei

gh
t

SYL VA NI A

Legend: CM+P = COSSM+PRISM; LH = LED high output; LL = LED 

low output; D = Direct, W = White; DA = DALI dimmable; E3 = 

Emergency 3 hour; 3K = 3,000K warm white; 4K = 4,000K neutral 

white

RANA LED Surface 600 x 600mm double 
LED (2*LL)

RANA LED Surface 600 x 600mm triple 
LED (3*LL)

RANA LED Surface 600 x 

600mm triple LED (3*LL) 

- 3,000K

RANA LED Surface 600 x 

600mm triple LED (3*LL) 

- 4,000K

RANA LED Surface 600 x 

600mm double LED (2*LL) 

- 3,000K

RANA LED Surface 600 x 

600mm double LED (2*LL) 

- 4,000K

Ageres malle - Belgium

Westerloo school - Sila, Belgium

Organic Response

Code Description

3,000K

0051190 RANA LED D W CM+P 1*LH 3K OR

0051191 RANA LED D W CM+P 2*LL 3K OR

0051192 RANA LED D W CM+P 3*LL 3K OR

0051193 RANA LED D W CM+P 2*LH 3K OR

4,000K

0051194 RANA LED D W CM+P 1*LH 4K OR

0051195 RANA LED D W CM+P 2*LL 4K OR

0051196 RANA LED D W CM+P 3*LL 4K OR

0051197 RANA LED D W CM+P 2*LH 4K OR

Organic Response & Emergency 3 hour

Code Description

4,000K

0051198 RANA LED D W CM+P 1*LH E3 4K OR

0051199 RANA LED D W CM+P 2*LL E3 4K OR

0051200 RANA LED D W CM+P 3*LL E3 4K OR

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA

• The RANA T5 family range just got better with the addition of 

new superior optics designed to provide wide spread light 

distributions economically; greater variety of applications and 

intelligence via dimming and occupancy detection sensors

• The suspended RANA Direct / Indirect (D/I) offers gentle, diffuse 

light and eliminates strong shadows and screen refl ections; makes 

spaces appear larger and more uplifting and improves human 

appearance, thus aiding communication and relaxation. There is a 

common body width for single or twin T5 lamps, from 28W to 

80W, with a choice of louvre fi nish. Luminaires may be mounted 

individually or in continuous runs and are available in a choice of 

white or silver housings as standard

• The RANA Direct (D) can be surface mounted or suspended for 

direct illumination. There is an asymmetric optic for whiteboards 

and corridors too, plus a choice of louvre fi nish. The luminaires 

can be used individually or installed in continuous runs. The range 

also includes a 615mm square option with three or four 14W T5 

lamps

Control gear:  Electronic

Dimmable:  Analogue 1-10V & DALI dimmable

Sensor:  Sylvania PIR or microwave detection 

available on request - please refer 

to the Lighting Controls Section or 

contact your local salesforce

Organic Response:  Organic Response control system is 

ideal to save installation cost and 

complex cabling schemes or to add a 

dimming solution to non-dimmable 

installations to be refurbished. 

Emergency:  3 hour maintained

Louvre:  Choice of 98% refl ectivity 1092 

mirror bright louvre with high gloss 

aluminium or 1595 satin bright louvre 

with semi-specular satin optics

Housing:  Choice of white (closest RAL colour 

RAL9003) or silver (closest RAL colour 

RAL9006). Other colours on request, 

please consult local sales force.

RANA Direct / Indirect & RANA Direct

RANA Direct Asymmetric

RANA Surface
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RANA Surface & suspended 

• Super efficient up to 94% LOR

• Easy installation

• Lamp(s) included

• Invisible linear interconnection system

• Direct or direct/indirect lighting

Sylvania PIR or microwave detection available on request 

- please refer to the Lighting Controls Section or contact 

your local salesforce Luxline® Plus T5/T16 FHE
14/28/35W G5 
1350/2900/3650lm

LIGHT SOURCE INCLUDED

Direct / Indirect - T5 - 2 x 54W

Direct - T5 - 2 x 54W

Asymmetric - T5 - 1 x 49W

Luxline® Plus T5/T16 FHO
24/49/54/80W G5
2000/4900/5000/7000lm

1-Lamp version - Silver

Electronic - 4,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect - Electronic 

0050238 T5 1 x 35W G5 / 840 Silver Mirror Bright

0050241 T5 1 x 35W G5 / 840 White Mirror Bright

0050256 T5 2 x 28W G5 / 840 Silver Mirror Bright

0050259 T5 2 x 28W G5 / 840 White Mirror Bright

0050268 T5 2 x 35W G5 / 840 Silver Mirror Bright

0050271 T5 2 x 35W G5 / 840 White Mirror Bright

0050710 T5 2 x 28W G5 / 840 Silver Satin Bright

0050712 T5 2 x 28W G5 / 840 White Satin Bright

0050720 T5 2 x 35W G5 / 840 White Satin Bright

Direct - Electronic

0050226 T5 1 x 28W G5 / 840 Silver Mirror Bright

0050227 T5 2 x 35W G5 840  Silver Mirror Bright

0050229 T5 1 x 28W G5 / 840 White Mirror Bright

0050244 T5 1 x 35W G5 / 840 Silver Mirror Bright

0050247 T5 1 x 35W G5 / 840 White Mirror Bright

0050262 T5 2 x 28W G5 / 840 Silver Mirror Bright

0050265 T5 2 x 28W G5 / 840 White Mirror Bright

0050274 T5 2 x 35W G5 / 840 Silver Mirror Bright

0050277 T5 2 x 35W G5 / 840 White Mirror Bright

0050788 T5 3 x 14W G5 / 840 White Mirror Bright

0050792 T5 4 x 14W G5 / 840 White Mirror Bright

0050714 T5 2 x 28W G5 / 840 Silver Satin Bright

0050716 T5 2 x 28W G5 / 840 White Satin Bright

0050724 T5 2 x 35W G5 / 840 White Satin Bright

0050810 T5 3 x 14W G5 / 840 White Satin Bright

0050815 T5 4 x 14W G5 / 840 White Satin Bright

Asymmetric - Electronic

0050232 T5 1 x 28W G5 / 840 Silver Mirror Bright

0050235 T5 1 x 28W G5 / 840 White Mirror Bright

0050253 T5 1 x 35W G5 / 840 White Mirror Bright

0050530 T5 1 x 49W G5 / 840 White Mirror Bright

0050557 T5 2 x 49W G5 / 840 Silver Mirror Bright

0050560 T5 2 x 49W G5 / 840 White Mirror Bright

0050545 T5 2 x 54W G5 / 840 Silver Mirror Bright

0050548 T5 2 x 54W G5 / 840 White Mirror Bright

Direct - Electronic

0050533 T5 1 x 49W G5 / 840 Silver Mirror Bright

0050536 T5 1 x 49W G5 / 840 White Mirror Bright

0050515 T5 1 x 54W G5 / 840 Silver Mirror Bright

0050518 T5 1 x 54W G5 / 840 White Mirror Bright

0050563 T5 2 x 49W G5 / 840 Silver Mirror Bright

0050566 T5 2 x 49W G5 / 840 White Mirror Bright

0050551 T5 2 x 54W G5 / 840 Silver Mirror Bright

0050554 T5 2 x 54W G5 / 840 White Mirror Bright

Asymmetric - Electronic

0050539 T5 1 x 49W G5 / 840 Silver Mirror Bright

0050542 T5 1 x 49W G5 / 840 White Mirror Bright

0050521 T5 1 x 54W G5 / 840 Silver Mirror Bright

0050524 T5 1 x 54W G5 / 840 White Mirror Bright

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Surface & suspended

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE
14/28/35W G5 13502900/3650lm

1-Lamp version - White

 RANA Direct / Indirect dimension (mm)

 Fitting 1 x 28W 1 x 35W 1 x 54W 2 x 28W 2 x 35W 2 x 54W 1 x 49W 2 x 49W

   1,183 1,483 1,183 1,183 1,483 1,183 1,483 1,483
  187 187 187 187 187 187 187 187
   47 47 47 47 47 47 47 47

Length

Side

Width

Height

Front

 RANA Direct dimension (mm)

 Fitting 1 x 28W 1 x 35W 1 x 54W 2 x 28W 2 x 35W 2 x 54W 1 x 49W 2 x 49W 3 x 14W 4 x 14W

   1,183 1,483 1,183 1,183 1,483 1,183 1,483 1,483 615 615
  187 187 187 187 187 187 187 187 615 615
   47 47 47 47 47 47 47 47 47 47

Length

Side

Width

Height

Front

Direct / Indirect - T5 - 2 x 35W

Direct - T5 - 2 x 35W

Asymmetric - T5 - 2 x 35W

Length 
Width 
Height

Length 
Width 
Height

Analogue 1-10V Dimmable - 4,000K lamp

Code Light Source Colour Type
Direct / Indirect

0050376 T5 2 x 28W G5 / 840 Silver Mirror Bright

0050388 T5 2 x 35W G5 / 840 Silver Mirror Bright

0050389 T5 2 x 35W G5 840 Silver Mirror Bright

0050391 T5 2 x 35W G5 / 840 White Mirror Bright

Direct

0050367 T5 1 x 35W G5 / 840 White Mirror Bright

0050382 T5 2 x 28W G5 / 840 Silver Mirror Bright

0050385 T5 2 x 28W G5 / 840 White Mirror Bright

0050798 T5 3 x 14W G5 / 840 White Mirror Bright

0050799 T5 4 x 14W G5 / 840 White Mirror Bright

0050397 T5 2 x 35W G5 / 840 White Mirror Bright

Asymmetric

0050352 T5 1 x 28W G5 / 840 Silver Mirror Bright

0050355 T5 1 x 28W G5 / 840 White Mirror Bright

0050370 T5 1 x 35W G5 / 840 Silver Mirror Bright

0050373 T5 1 x 35W G5 / 840 White Mirror Bright

 SILA (Vrije Sint-Lambertusscholen) - Westerlo, Belgium

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Luxline® Plus T5/T16 FHO
24/49/54/80W G5
2000/4900/5000/7000lm
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RANA Direct / Indirect & Direct

DALI Dimmable - 4,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect
0050280 T5 1 x 28W G5 / 840 Silver Mirror Bright
0050301 T5 1 x 35W G5 / 840 White Mirror Bright
0050316 T5 2 x 28W G5 / 840 Silver Mirror Bright
0050328 T5 2 x 35W G5 / 840 Silver Mirror Bright
0050331 T5 2 x 35W G5 / 840 White Mirror Bright
0050730 T5 2 x 28W G5 / 840 Silver Satin Bright
0050732 T5 2 x 28W G5 / 840 White Satin Bright
0050738 T5 2 x 35W G5 / 840 Silver Satin Bright

Direct
0050286 T5 1 x 28W G5 / 840 Silver Mirror Bright
0050289 T5 1 x 28W G5 / 840 White Mirror Bright
0050304 T5 1 x 35W G5 / 840 Silver Mirror Bright
0050307 T5 1 x 35W G5 / 840 White Mirror Bright
0050319 T5 2 x 28W G5 / 840 White Mirror Bright
0050325 T5 2 x 28W G5 / 840 White Mirror Bright
0050334 T5 2 x 35W G5 / 840 Silver Mirror Bright
0050337 T5 2 x 35W G5 / 840 White Mirror Bright
0050789 T5 3 x 14W G5 / 840 White Mirror Bright
0050793 T5 4 x 14W G5 / 840 White Mirror Bright
0050740 T5 2 x 35W G5 / 840 White Satin Bright
0050734 T5 2 x 28W G5 / 840 Silver Satin Bright
0050736 T5 2 x 28W G5 / 840 White Satin Bright
0050742 T5 2 x 35W G5 / 840 Silver Satin Bright
0050744 T5 2 x 35W G5 / 840 White Satin Bright
0050811 T5 3 x 14W G5 / 840 White Satin Bright
0050812 T5 3 x14W G5 / 840 White Satin Bright
0050816 T5 4 x 14W G5 / 840 White Satin Bright

Asymmetric
0050292 T5 1 x 28W G5 / 840 Silver Mirror Bright
0050295 T5 1 x 28W G5 / 840 White Mirror Bright
0050310 T5 1 x 35W G5 / 840 SIlver Mirror Bright
0050313 T5 1 x 35W G5 / 840 White Mirror Bright

Emergency 3 hour - 4,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect
0050424 T5 2 x 28W G5 / 840 Silver Mirror Bright
0050427 T5 2 x 28W G5 / 840 White Mirror Bright
0050430 T5 2 x 28W G5 / 840 Silver Mirror Bright
0050433 T5 2 x 28W G5 / 840 White Mirror Bright
0050436 T5 2 x 35W G5 / 840 Silver Mirror Bright
0050439 T5 2 x 35W G5 / 840 White Mirror Bright
0050750 T5 2 x 28W G5 / 840 Silver Satin Bright
0050752 T5 2 x 28W G5 / 840 White Satin Bright
0050758 T5 2 x 35W G5 / 840 Silver Satin Bright
0050760 T5 2 x 35W G5 / 840 White Satin Bright
0050442 T5 2 x 35W G5 / 840 Silver Mirror Bright

Direct
0050445 T5 2 x 35W G5 / 840 White Mirror Bright
0050790 T5 3 x 14W G5 / 840 White Mirror Bright
0050794 T5 4 x 14W G5 / 840 White Mirror Bright
0050754 T5 2 x 28W G5 / 840 Silver Satin Bright
0050756 T5 2 x 28W G5 / 840 White Satin Bright
0050762 T5 2 x 35W G5 / 840 Silver Satin Bright
0050764 T5 2 x 35W G5 / 840 White Satin Bright
0050813 T5 3 x 14W G5 / 840 White Satin Bright
0050818 T5 4 x 14W G5 / 840 White Satin Bright

2-Lamp version - Silver

Luxline® Plus T5/T16 FHE
14/28/35W G5 
1350/2900/3650lm

Luxline® Plus T5/T16 FHO
424/49/54/80W G5
2000/4900/5000/7000lm

Asymmetric - T5 - 1 x 35W

Direct/Indirect - T5 - 2 x 35W

Direct - T5 - 2 x 35W

LIGHT SOURCE INCLUDED

Tomisto floating office - Kelluva, Finland

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Surface & suspended

Luxline® Plus T5/T16 FHE
14/28/35W G5 
13502900/3650lm

LIGHT SOURCE INCLUDED

2-Lamp version - White

Direct - T5 - 2 x 54W

Direct/Indirect - T5 - 2 x 54W

Luxline® Plus T5/T16 FHO
24/49/54/80W G5
2000/4900/5000/7000lm

Asymmetric - T5 - 1 x 49W

Electronic - 3,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect - Electronic FHE

0050713 T5 2 x 28W G5 / 830 White Satin Bright

0050719 T5 2 x 35W G5 / 830 Silver Satin Bright

0050721 T5 2 x 35W G5 / 830 White Satin Bright

Direct - Electronic FHE

0050715 T5 2 x 28W G5 / 830 Silver Satin Bright

0050717 T5 2 x 28W G5 / 830 White Satin Bright

0050723 T5 2 x 35W G5 / 830 Silver Satin Bright

0050725 T5 2 x 35W G5 / 830 White Satin Bright 

Asymmetric - Electronic FHE

0050236 T5 1 x 28W G5 / 830 White Mirror Bright

0050254 T5 1 x 35W G5 / 830 White Mirror Bright

Direct / Indirect - Electronic FHO

0050531 T5 1 x 49W G5 / 830 White Mirror Bright

0050513 T5 1 x 54W G5 / 830 White Mirror Bright

0050561 T5 2 x 49W G5 / 830 White Mirror Bright

0050549 T5 2 x 54W G5 / 830 White Mirror Bright

Direct - Electronic FHO

0050534 T5 1 x 49W G5 / 830 Silver Mirror Bright

0050537 T5 1 x 49W G5 / 830 White Mirror Bright

0050516 T5 1 x 54W G5 / 830 Silver Mirror Bright

0050519 T5 1 x 54W G5 / 830 White Mirror Bright

0050564 T5 2 x 49W G5 / 830 Silver Mirror Bright

0050567 T5 2 x 49W G5 / 830 White Mirror Bright

0050552 T5 2 x 54W G5 / 830 Silver Mirror Bright

0050555 T5 2 x 54W G5 / 830 White Mirror Bright

Asymmetric - Electronic FHO

0050540 T5 1 x 49W G5 / 830 Silver Mirror Bright

0050543 T5 1 x 49W G5 / 830 White Mirror Bright

0050525 T5 1 x 54W G5 / 830 White Mirror Bright

SILA (Vrije Sint-Lambertusscholen) - Westerlo, Belgium

For more information about the Organic Response range of 

products and its many benfi ts, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Surface & suspended 

DALI dimmable - 3,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect
0050281 T5 1 x 28W G5 / 830 Silver Mirror bright
0050284 T5 1 x 28W G5 / 830 White Mirror bright
0050299 T5 1 x 35W G5 / 830 Silver Mirror bright
0050302 T5 1 x 35W G5 / 830 White Mirror bright
0050320 T5 2 x 28W G5 / 830 White Mirror bright
0050731 T5 2 x 28W G5 / 830 Silver Satin Bright
0050733 T5 2 x 28W G5 / 830 White Satin Bright
0050739 T5 2 x 35W G5 / 830 Silver Satin Bright
0050741 T5 2 x 35W G5 / 830 White Satin Bright

Direct
0050287 T5 1 x 28W G5 / 830 Silver Mirror bright
0050326 T5 2 x 28W G5 / 830 White Mirror bright
0050338 T5 2 x 35W G5 / 830 White Mirror bright
0050735 T5 2 x 28W G5 / 830 Silver Satin Bright
0050737 T5 2 x 35W G5 / 830 White Satin Bright
0050743 T5 2 x 35W G5 / 830 Silver Satin Bright
0050745 T5 2 x 35W G5 / 830 White Satin Bright

Asymmetric
0050293 T5 1 x 28W G5 / 830 Silver Mirror bright
0050296 T5 1 x 28W G5 / 830 White Mirror bright
0050311 T5 1 x 35W G5 / 830 Silver Mirror bright
0050314 T5 1 x 35W G5 / 830 White Mirror bright

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2700/3650lm 

LIGHT SOURCE INCLUDED

2-Lamp version

Asymmetric - T5 - 1 x 35W

Direct / Indirect - T5 - 2 x 35W

Direct - T5 - 2 x 35W

Analogue 1-10V dimmable - 3,000K lamp

Code Light Source Colour of Housing Type
Direct / Indirect

0050359 T5 1 x 35W G5 / 830 Silver Mirror bright

Direct

0050347 T5 1 x 28W G5 / 830 Silver Mirror bright

0050350 T5 1 x 28W G5 / 830 White Mirror bright

0050365 T5 1 x 35W G5 / 830 Silver Mirror bright

0050368 T5 1 x 35W G5 / 830 White Mirror bright

0050383 T5 2 x 28W G5 / 830 Silver Mirror bright

0050386 T5 2 x 28W G5 / 830 White Mirror bright

0050395 T5 2 x 35W G5 / 830 Silver Mirror bright

0050398 T5 2 x 35W G5 / 830 White Mirror bright

0050796 T5 3 x 14W G5 / 830 White Mirror bright

0050797 T5 4 x 14W G5 / 830 White Mirror bright

0050781 T5 3 x 14W G5 / 830 White Mirror bright

0050785 T5 4 x 14W G5 / 830 White Mirror bright

0050817 T5 4 x 14W G5 / 840 White Satin Bright

Asymmetric

0050353 T5 1 x 28W G5 / 830 Silver Mirror bright

0050356 T5 1 x 28W G5 / 830 White Mirror bright

0050371 T5 1 x 35W G5 / 830 Silver Mirror bright

0050374 T5 1 x 35W G5 / 830 White Mirror bright

0050801 T5 3 x 14W G5 / 830 White Satin bright

0050802 T5 3 x 14W G5 / 830 White Satin bright

0050806 T5 4 x 14W G5 / 830 White Satin bright

0050807 T5 4 x 14W G5 / 830 White Satin bright

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Luxline® Plus T5/T16 FHO
24/49/54/80W G5
2000/4900/5000/7000lm
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RANA Surface & suspended

RANA Surface & suspended - Emergency 3 hour - 3,000K lamp

Code Light Source Colour of Housing Type

Direct / Indirect

0050401 T5 1 x 28W G5 / 830 Silver Mirror bright

0050404 T5 1 x 28W G5 / 830 White Mirror bright

0050413 T5 1 x 35W G5 / 830 Silver Mirror bright

0050416 T5 1 x 35W G5 / 830 White Mirror bright

0050425 T5 2 x 28W G5 / 830 Silver Mirror bright

0050437 T5 2 x 35W G5 / 830 Silver Mirror bright

0050440 T5 2 x 35W G5 / 830 White Mirror bright

0050751 T5 2 x 28W G5 / 830 Silver Satin Bright

0050753 T5 2 x 28W G5 / 830 White Satin Bright

0050759 T5 2 x 35W G5 / 830 Silver Satin Bright

0050761 T5/2 x 35W G5 / 830 White Satin Bright

Direct

0050410 T5 1 x 28W G5 / 830 White Mirror bright

0050431 T5 2 x 28W G5 / 830 Silver Mirror bright

0050443 T5 2 x 35W G5 / 830 Silver Mirror bright

0050446 T5 2 x 35W G5 / 830 White Mirror bright

0050782 T5 3 x 14W G5 / 830 White Mirror bright

0050786 T5 4 x 14W G5 / 830 White Mirror bright

0050755 T5 2 x 28W G5 / 830 Silver Satin Bright

0050757 T5 2 x 28W G5 / 830 White Satin Bright

0050763 T5 2 x 35W G5 / 830 Silver Satin Bright

0050765 T5 2 x 35W G5 / 830 White Satin Bright

0050803 T5 3 x 14W G5 / 830 White Satin bright

0050808 T5 4 x 14W G5 / 830 White Satin bright

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

LIGHT SOURCE INCLUDED

2-Lamp version

Bloem en Plant - Musselkanaal, Netherlands

Organic Response - 615mm x 615mm

Code Description

3,000K

0050191 RANA D W 1,092 314 T5 EB PRO+ 830 OR

0050192 RANA D W 1,092 414 T5 EB PRO+ 830 OR

4,000K

0050189 RANA D W 1,092 314 T5 EB PRO+ 840 OR

0050190 RANA D W 1,092 414 T5 EB PRO+ 840 OR

0050197 RANA D W 1,092 314 T5 EB PRO+ 840 OR E3

0050198 RANA D W 1,092 414 T5 EB PRO+ 840 OR E3

Legend: D = Direct; W = White, 830 = 3,000K Warm White lamp; 840 = 4,000K Neutral White lamp; 
OR = Organic Response; E3 = Emergency 3 hour

Organic Response - 1,183mm x 187mm

Code Description

3,000K

0050195 RANA D W 1,092 128 T5 EB PRO+ 830 OR

0050196 RANA D W 1,092 228 T5 EB PRO+ 830 OR

4,000K

0050193 RANA D W 1,092 128 T5 EB PRO+ 840 OR

0050194 RANA D W 1,092 228 T5 EB PRO+ 840 OR

0050199 RANA D W 1,092 128 T5 EB PRO+ 840 OR E3

For more information about the Organic Response range of 

products and its many benfits, please see Organic Response 

section 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Luxline® Plus T5/T16 FHO
24/49/54/80W G5
2000/4900/5000/7000lm 
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RANA Surface & suspended

Multiwatt

Code Light Source Colour of Housing Type

Direct / Indirect

0050215 T5 2 x 14/24W G5 Silver Mirror Bright

0050216 T5 2 x 14/24W G5 White Mirror Bright

0050223 T5 1 x 28W GS White Mirror Bright

0050484 T5 2 x 28/54W G5 Silver Mirror Bright

0050487 T5 2 x 28/54W G5 White Mirror Bright

0050496 T5 2 x 35/49/80W G5 Silver Mirror Bright

0050499 T5 2 x 35/49/80W G5 White Mirror Bright

Direct

0050457 T5 1 x 28/54W G5 White Mirror Bright

0050475 T5 1 x 35/49/80W G5 White Mirror Bright

0050490 T5 2 x 28/54W G5 Silver Mirror Bright

0050493 T5 2 x 28/54W G5 White Mirror Bright

0050502 T5 2 x 35/49/80W G5 Silver Mirror Bright

0050505 T5 2 x 35/49/80W G5 White Mirror Bright

Asymmetric

0050460 T5 1 x 28/54W G5 Silver Mirror Bright

0050463 T5 1 x 28/54W G5 White Mirror Bright

0050478 T5 1 x 35/49/80W G5 Silver Mirror Bright

0050481 T5 1 x 35/49/80W G5 White Mirror Bright

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
24/49/54/80W G5 
2000/4900/5000/7000lm

LIGHT SOURCE SUGGESTED

Asymmetric version

Consultation, planning and implementation

At each of our Sales Offices we have teams of experts to help you plan and implement your lighting. They can identify 

opportunities to reduce energy usage and costs within your premises through the seamless integration of detectors and 

luminaires; and if you have a unique application, they will arrange for that original ‘intelligent’ luminaire to meet your 

requirement.

RANA is designed to operate with these sensors to suit your every applications.
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Miniature PIR detector
PIR (Passive InfraRed): works on detecting 
the movement of body heat. Better 
suited to smaller spaces or where a 
defined detection pattern is required.
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Miniature Microwave detector
Microwave: sensitive to objects that 
move, with much greater coverage. 
Microwave detectors can detect through 
glass, therefore careful consideration on 
location is needed in certain applications.
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RANA Suspended with integrated sensor

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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RANA Surface & suspended - Accessories

RANA Surface & suspended

Code Description Colour Size

5050628 RANA ACC batches (10pcs) Silver -

5050604 Ceiling rose White -

5054686 Universal Suspension Kit 1.5M White -

5050622 Connection clips (10pcs) White -

5050568 SET 1 = suspension set, ceiling rose, cable clips, power supply white - 3 x 1.5mm

5050574 SET 2 = suspension set, ceiling rose, cable clips, power supply transparent - 3 x 1.5mm

5050580 SET 3 = suspension set, connection clip, cable fixations, through wiring 1,200mm - 3 x 1.5mm

5050586 SET 4 = suspension set, connection clip, cable fixations, through wiring 1,500mm - 3 x 1.5mm

5050598 Power supply transparent - 3 x 1.5mm

5050616 Through wiring 1,500mm - 3 x 1.5mm

5050571 SET 1 = suspension set, ceiling rose, cable clips, power supply white - 5 x 1.5mm2

5050583 SET 3 = suspension set, connection clip, cable fixations, through wiring 1,200mm - 5 x 1.5mm2

5050589 SET 4 = suspension set, connection clip, cable fixations, through wiring 1,500mm - 5 x 1.5mm2

5050601 Power supply transparent - 5 x 1.5mm2

0050581 Suspension set Square - -

Invisible Linear Interconnection 
system

A
cce

sso
rie

s

Insert Interconnection clip Take out the brand badge For mechanical clip Connect through-wire cables and interconnect bodies

Accessories sets
To be used for continuous installations including through wiring

Caption 2
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IVY 2

• T5 recessed & surface luminaires developed 

with circulation spaces, offices, meeting 

rooms and reception areas in mind

• Perfect for spaces where a quick and cost 

effective retrofit is needed

• Supplied in neutral white (4,000K)

• Available in three-way, four-way or 

asymmetric

• Three optics are available depending on visual 

and performance requirements - satin bright, 

mirror bright options

Control Gear: Electronic

Louvre:  Choice of mirror bright or satin louvre

Housing:  White (Closest RAL colour RAL 9003)
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Luxline® Plus T5/T16 FHE 
14 G5 1350lm

LIGHT SOURCE INCLUDED

Bright louvre - 4-Lamp

Bright louvre - 3-Lamp

Legend: BR = Bright louvre; EB = Electronic Ballast; SA = Satin 
Louvre;  SURF = SURFace mounted

Ivy 2 

• 14W T5 surface luminaire

• Available in Mirror bright or Satin bright louvres

• Available in three-way or four-way T5 versions (supplied 

with Sylvania T5 lamps)

• Achieves 81% LOR using the bright louvre 3 x 14W 

lamp 4,000K version

• High efficiency: up to 69lm/W (total system efficiency 

on bright louvre 3 x 14W 4,000K)

• Available in Neutral white (4,000K)

• Energy efficient electronic gear

• Easy access terminal block for quick installation

• Retained and hinged louvre for easy and safe lamp 

changing

• Complete with protective film, tubes and quick 

connector for easy installation

Bright Louvre

Code Description

0050820 IVY 2 3 x 14W 840 T5 EB BR SURF

Satin Louvre

Code Description

0050821 IVY 2 4 x 14W 840 T5 EB SA SURF

Dimensions (mm)    
Lamp  L  I  E e F f H

600 x 600mm module

3 x 14W BR / SA 596  596  574 574 500 265 52

Bright Louvre - 3 x 14W - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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DeltaWing LED & 
DeltaWing

• Large range of LED & fluorescent IP44 shallow profiled luminaires, 

with curved diffuser

• Suitable for both surface and suspended mounting (with accessory 

up to 1.2m)

• The range has been designed to fulfil a wide range of applications 

including educational environments, medical buildings, storage 

facilities and circulation areas including stairwells

• Benefits from extruded diffusers, providing high efficiency, whilst 

minimising glare

• It is constructed from high strength polycarbonate, with smooth 

surfaces for ease of cleaning and precision prisms for optimising 

light control

• The shallow design and side emitting diffuser optics spread light 

onto the ceiling creating a better lit environment

• Incorporates an internal reflector to maximise light output, and 

ensure internal components are not visible from below

• Additionally, integrated microwave sensors discreetly mounted 

behind the diffuser is offered as standard. This provides for 

lighting controls to be incorporated into a project, without the 

necessity of remote sensors

Control gear:  Electronic

Dimmable:  DALI dimmable

Sensor:  Sylvania microwave sensor

Emergency:  3 hour maintained

Diffuser:  Smooth Polycarbonate extruded diffusers

Housing:  White
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Deltawing LED

Electronic

Code Description

0044870 DELTAWING LED38 EB 3K 1200

0044872 DELTAWING LED50 EB 3K 1200

0044874 DELTAWING LED69 EB 3K 1200

0044871 DELTAWING LED39 EB 4K 1200

0044873 DELTAWING LED51 EB 4K 1200

0044875 DELTAWING LED72 EB 4K 1200

44

DALI dimmable

Code Description

0044882 DELTAWING LED38 DALI 3K 1200

0044884 DELTAWING LED50 DALI 3K 1200

0044887 DELTAWING LED72 DALI 4K 1200

0044885 DELTAWING LED51 DALI 4K 1200

0044883 DELTAWING LED39 DALI 4K 1200

0044886 DELTAWING LED69 DALI 3K 1200

DALI dimmable & Emergency 3 hour

Code Description

0044888 DELTAWING LED38 DALI 3K E3 1200

0044890 DELTAWING LED50 DALI 3K E3 1200

0044892 DELTAWING LED69 DALI 3K E3 1200

0044889 DELTAWING LED39 DALI 4K E3 1200

0044891 DELTAWING LED51 DALI 4K E3 1200

0044893 DELTAWING LED72 DALI 4K E3 1200

Microwave sensor & DALI dimmable

Code Description

0044894 DELTAWING LED38 DALI MW 3K 1200

0044896 DELTAWING LED50 DALI MW 3K 1200

0044898 DELTAWING LED69 DALI MW 3K 1200

0044895 DELTAWING LED39 DALI MW 4K 1200

0044897 DELTAWING LED51 DALI MW 4K 1200

0044899 DELTAWING LED72 DALI MW 4K 1200

Emergency 3 hour

Code Description

0044876 DELTAWING LED38 EB 3K E3 1200

0044878 DELTAWING LED50 EB 3K E3 1200

0044880 DELTAWING LED69 EB 3K E3 1200

0044877 DELTAWING LED39 EB 4K E3 1200

0044879 DELTAWING LED51 EB 4K E3 1200

0044881 DELTAWING LED72 EB 4K E3 1200

• Low profile surface and suspended LED diffuser 

luminaire

• DeltaWing LED is perfect to fulfil a wide range of 

applications, including educational environments, 

medical buildings, storage facilities and circulation 

areas including stairwells

• High performance: delivers up to 6,984lm (luminaire 

lumen output on 3,000K version), equating to 98lm/W 

(total system efficiency)

• Smooth Polycarbonate extruded diffuser provides high 

efficiency, while minimising glare

• Precision prisms designed to optimise light output and 

reduce glare

• Options of non-dimmable, DALI, 3 hour maintained 

Emergency and Integrated Microwave sensor as 

standard

• Integrated Microwave sensor mounted discretely 

behind the diffuser helps further reduce energy and 

maintenance bills

• Suitable for suspended mounting using wire suspension 

kit (to be ordered seperately)

• BESA box connection possibility standard on product

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

LIGHT SOURCE INCLUDED

DeltaWing LED - LED38 - 

3,000K

DeltaWing LED - LED69 - 

3,000K

DeltaWing LED - LED50 - 

3,000K

Legend: LED38 = 3828lm; LED50 = 5029lm; LED69 = 6984lm:  

EB = Electronic: DALI = DALI Dimmable: E3 = Emergency 3 hour: 

MW = Microwave Sensor, 3K = 3,000K Warm White; 4K = 4,000K 

Neutral White: 1200 = 1200mm length

Deltawing LED Performance Table
  
 
Description

 
Lumen Output 

(lm)  
Power 
Consumption (W)  

Efficiency 

(lm/W)
LED38  3,828  36 106

LED50 5,029 50 101

LED69 6,984 71 98

DeltaWing LED - LED40 - 

4,000K

DeltaWing LED - LED72 - 

4,000K

DeltaWing LED - LED51 - 

4,000K
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• 28W, 35W, 49W & 54W low profile surface diffuser 

luminaires

• Sleek luminaire, incorporating a shallow designed steel 

gear tray with side emitting diffuser optics

• Available in single or twin T5 versions

• Smooth Polycarbonate extruded diffusers provide high 

efficiency, while minimising glare

• Internal reflector ensures components are hidden from 

view

• Integrated Microwave sensors mounted discretely 

behind the diffuser helps further reduce energy and 

maintenance bills

• DALI Dimmable and 3 hour emergency versions 

available as standard

Luxline® Plus T5/T16 FHE
28/35W G5 2900/3650lm 

 

LIGHT SOURCE INCLUDED
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Legend: EB = Electronic Ballast ; E3 - Emergency 3 hour; 840 = 4,000K 

lamp

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Electronic

Code Description 
Watt 
(W)  

Lumen/Watt 
(Im/W

3044600 DELTAWING PRO IP44 128 EB 830 1 x 28  79

3044661 DELTAWING PRO IP44 135 EB 830  

3044662 DELTAWING PRO IP44 149 EB 830  

3044663 DELTAWING PRO IP44 154 EB 830  

3044667 DELTAWING PRO IP44 254 EB 830  

3044664 DELTAWING PRO IP44 228 EB 830  

3044595 DELTAWING PRO IP44 232 EB 830  

3044665 DELTAWING PRO IP44 235 EB 830  

3044600 DELTAWING PRO IP44 245 EB 840 2 x 54 62

3044601 DELTAWING PRO IP44 135 EB 840 1 x 35 79

3044604 DELTAWING PRO IP44 228 EB 840 2 x 28 64

3044591 DELTAWING PRO IP44 232 EB 840 2 x 32 64

3044605 DELTAWING PRO IP44 235 EB 840  

3044592 DELTAWING PRO IP44 245 EB 840  

3044606 DELTAWING PRO IP44 249 EB 840 2 x 49 62

3044607 DELTAWING PRO IP44 254 EB 840 2 x 54 50

3044596 DELTAWING PRO IP44 245 EB 830  

3044666 DELTAWING PRO IP44 249 EB 830  

Emergency 3 hours

Code Description 

Watt 
(W)  

Lumen/Watt 
(Im/W)

3044676 DELTAWING PRO IP44 128 EB E3 830 1 x 28 79

3044677 DELTAWING PRO IP44 135 EB E3 830 1 x 35 79

3044678 DELTAWING PRO IP44 149 EB E3 830 1 x 49 71

3044679 DELTAWING PRO IP44 154 EB E3 830 1 x 54 57

3044682 DELTAWING PRO IP44 249 EB E3 830 2 x 49 62

3044683 DELTAWING PRO IP44 254 EB E3 830 2 x 54 50

3044680 DELTAWING PRO IP44 228 EB E3 830 2 x 28 64

3044597 DELTAWING PRO IP44 232 EB E3 830 2 x 32 70

3044681 DELTAWING PRO IP44 235 EB E3 830 2 x 35 64

3044598 DELTAWING PRO IP44 245 EB E3 830 2 x 45 57

3044617 DELTAWING PRO IP44 135 EB E3 840 1 x 35 79

3044618 DELTAWING PRO IP44 149 EB E3 840 1 x 49 71

3044619 DELTAWING PRO IP44 154 EB E3 840 1 x 54 57

3044616 DELTAWING PRO IP44 128 EB E3 840 1 x 28 79

3044620 DELTAWING PRO IP44 228 EB E3 840 2 x 28 64

3044593 DELTAWING PRO IP44 232 EB E3 840 2 x 32 70

3044621 DELTAWING PRO IP44 235 EB E3 840 2 x 35 64

3044594 DELTAWING PRO IP44 245 EB E3 840 2 x 45 67

3044622 DELTAWING PRO IP44 249 EB E3 840 2 x 49 62

3044623 DELTAWING PRO IP44 254 EB E3 840 2 x 54 50

DeltaWing 

DALI dimmable

Code Description 
Watt 
(W)  

Lumen/Watt 
(lm/W)

3044668 DELTAWING PRO IP44 128 DBDA 830 1 x 28 79

3044669 DELTAWING PRO IP44 135 DBDA 830 1 x 35 79

3044670 DELTAWING PRO IP44 149 DBDA 830 1 x 49 71

3044671 DELTAWING PRO IP44 154 DBDA 830 1 x 54 57

3044672 DELTAWING PRO IP44 228 DBDA 830 2 x 28 64

3044673 DELTAWING PRO IP44 235 DBDA 830 2 x 35 64

3044674 DELTAWING PRO IP44 249 DBDA 830 2 x 49 62

3044675 DELTAWING PRO IP44 254 DBDA 830 2 x 54 50

3044608 DELTAWING PRO IP44 128 DBDA 840 1 x 28 79

3044609 DELTAWING PRO IP44 135 DBDA 840 1 x 35 79

3044610 DELTAWING PRO IP44 149 DBDA 840 1 x 49 71

3044611 DELTAWING PRO IP44 154 DBDA 840 1 x 54 57

3044612 DELTAWING PRO IP44 228 DBDA 840 2 x 28 64

3044613 DELTAWING PRO IP44 235 DBDA 840 2 x 35 64

3044614 DELTAWING PRO IP44 249 DBDA 840 2 x 49 62

3044615 DELTAWING PRO IP44 254 DBDA 840 2 x 54 50

1-lamp version

2-lamp version
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1-lamp version

2-lamp version

DeltaWing

DALI dimmable with Microwave sensor 
& Emergency 3 hour

Code

 

Description

 

Watt 
(W)

 

Lumen/ 
Watt 

(lm/W)

3,000K Lamp

3044708 DELTAWING PRO IP44 128 DBDA MW E3 830 1 x 28 79

3044709 DELTAWING PRO IP44 135 DBDA MW E3 830 1 x 35 79

3044710 DELTAWING PRO IP44 149 DBDA MW E3 830 1 x 49 71

3044711 DELTAWING PRO IP44 154 DBDA MW E3 830 1 x 54 57

3044712 DELTAWING PRO IP44 228 DBDA MW E3 830 2 x 28 64

3044713 DELTAWING PRO IP44 235 DBDA MW E3 830 2 x 35 64

3044714 DELTAWING PRO IP44 249 DBDA MW E3 830 2 x 49 62

3044715 DELTAWING PRO IP44 254 DBDA MW E3 830 2 x 54 50 

4,000K Lamp

3044648 DELTAWING PRO IP44 128 DBDA MW E3 840 1 x 28 79

3044649 DELTAWING PRO IP44 135 DBDA MW E3 840 1 x 35 79

3044650 DELTAWING PRO IP44 149 DBDA MW E3 840 1 x 49 71

3044651 DELTAWING PRO IP44 154 DBDA MW E3 840 1 x 54 57

3044652 DELTAWING PRO IP44 228 DBDA MW E3 840 2 x 28 64

3044653 DELTAWING PRO IP44 235 DBDA MW E3 840 2 x 35 64

3044654 DELTAWING PRO IP44 249 DBDA MW E3 840 2 x 49 64

3044655 DELTAWING PRO IP44 254 DBDA MW E3 840 2 x 54 50

DALI dimmable & Emergency 3 hour

Code

 

Description

 

Watt 
(W)

 

Lumen/
Watt

(lm/W)

3,000K Lamp

3044684 DELTAWING PRO IP44 128 DBDA E3 830 1 x 28 79

3044685 DELTAWING PRO IP44 135 DBDA E3 830 1 x 35 79

3044686 DELTAWING PRO IP44 149 DBDA E3 830 1 x 49 71

3044687 DELTAWING PRO IP44 154 DBDA E3 830 1 x 54 57

3044688 DELTAWING PRO IP44 228 DBDA E3 830 2 x 28 64

3044689 DELTAWING PRO IP44 235 DBDA E3 830 2 x 35 64

3044690 DELTAWING PRO IP44 249 DBDA E3 830 2 x 49 62

3044691 DELTAWING PRO IP44 254 DBDA E3 830 2 x 54 50 

4,000K Lamp

3044624 DELTAWING PRO IP44 128 DBDA E3 840 1 x 28 79

3044625 DELTAWING PRO IP44 135 DBDA E3 840 1 x 35 79

3044626 DELTAWING PRO IP44 149 DBDA E3 840 1 x 49 71

3044627 DELTAWING PRO IP44 154 DBDA E3 840 1 x 54 57

3044628 DELTAWING PRO IP44 228 DBDA E3 840 2 x 28 64

3044629 DELTAWING PRO IP44 235 DBDA E3 840 2 x 35 64

3044630 DELTAWING PRO IP44 249 DBDA E3 840 2 x 49 62

3044631 DELTAWING PRO IP44 254 DBDA E3 840 2 x 54 50
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Luxline® Plus T5/T16 FHE
28/35W G5 2900/3650lm 

 

LIGHT SOURCE INCLUDED

Legend: DBDA = DimmaBle DALI; E3 = Emergency 3 hour; MW = Sylvania 
MicroWave sensor; 830 = warm white lamp; 840 = neutral white lamp

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Microwave & DALI dimmable

Code

 

Description

 

Watt 
(W)

 

Lumen/ 
Watt 

(lm/W)

3,000K Lamp

3044700 DELTAWING PRO IP44 128 DBDA MW 830  

3044701 DELTAWING PRO IP44 135 DBDA MW 830  

3044702 DELTAWING PRO IP44 149 DBDA MW 830  

3044704 DELTAWING PRO IP44 228 DBDA MW 830  

3044705 DELTAWING PRO IP44 235 DBDA MW 830  

3044706 DELTAWING PRO IP44 249 DBDA MW 830  

3044707 DELTAWING PRO IP44 254 DBDA MW 830  

4,000K Lamp

3044640 DELTAWING PRO IP44 128 DBDA MW 840  

3044641 DELTAWING PRO IP44 135 DBDA MW 840  

3044642 DELTAWING PRO IP44 149 DBDA MW 840  

3044643 DELTAWING PRO IP44 154 DBDA MW 840  

3044647 DELTAWING PRO IP44 254 DBDA MW 840  

3044644 DELTAWING PRO IP44 228 DBDA MW 840  

3044645 DELTAWING PRO IP44 235 DBDA MW 840  

3044646 DELTAWING PRO IP44 249 DBDA MW 840  

Microwave & Emergency 3 hour

Code

 

Description

 

Watt 
(W)

 

Lumen/ 
Watt 

(lm/W)

4,000K Lamp

0044746 DELTAWING PRO IP44 128 EB MW E3 840  

0044747 DELTAWING PRO IP44 135 EB MW E3 840  

0044748 DELTAWING PRO IP44 149 EB MW E3 840  

0044749 DELTAWING PRO IP44 154 EB MW E3 840  

0044752 DELTAWING PRO IP44 249 EB MW E3 840  

0044750 DELTAWING PRO IP44 228 EB MW E3 840  

0044751 DELTAWING PRO IP44 235 EB MW E3 840  

0044753 DELTAWING PRO IP44 254 EB MW E3 840  

Microwave

Code

 

Description

 

Watt 
(W)

 

Lumen/ 
Watt 

(lm/W)

3,000K Lamp

0044740 DELTAWING PRO IP44 149 EB MW 830  

0044738 DELTAWING PRO IP44 128 EB MW 830  

0044741 DELTAWING PRO IP44 154 EB MW 830  

0044739 DELTAWING PRO IP44 135 EB MW 830  

0044742 DELTAWING PRO IP44 228 EB MW 830  

0044743 DELTAWING PRO IP44 235 EB MW 830  

0044745 DELTAWING PRO IP44 254 EB MW 830  

0044744 DELTAWING PRO IP44 249 EB MW 830  

4,000K Lamp

0044730 DELTAWING PRO IP44 128 EB MW 840  

0044731 DELTAWING PRO IP44 135 EB MW 840  

0044732 DELTAWING PRO IP44 149 EB MW 840  

0044733 DELTAWING PRO IP44 154 EB MW 840  

0044735 DELTAWING PRO IP44 235 EB MW 840  

0044737 DELTAWING PRO IP44 254 EB MW 840  

0044736 DELTAWING PRO IP44 249 EB MW 840  

0044734 DELTAWING PRO IP44 228 EB MW 840  
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DeltaWing Accessories

Accessories
Code

 
Description

3044720 Wing Suspension Kit

3044724 Wing Horizontal Wire Anchors

3044725 Wing Adjustable Bracket

3044726 Wing Secure Bracket

3044727 Wing 45° Support on 90° Corner

5050598 ACC Power 3Core T

5050601 ACC Power 5Core T

A
cce

sso
rie

s

Wing secure bracket

Wing adjustable bracket

Wing 45° Support On 90° Corner

Wing horizontal wire anchor

Wing secure bracket

Wing adjustable bracket

Wing 45° Support On 90° Corner

Wing horizontal wire anchor

 Dimensions (mm)
 Lamp T5 L I H F1 F2

 1 x 28/54W 1,218 201 85 1,050 1,130 
 1 x 35/49W 1,518 201 85 1,350 1,430
 2 x 28/54W 1,218 201 85 1,050 1,130
 2 x 35/49W 1,518 201 85 1,350 1,430

Spare Parts
Code

 
Description

3044721 Deltawing Diffuser Spare 28/54

3044722 Deltawing Diffuser Spare 32/35/45/49
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Sylmaster

• Range of stylish suspended & surface mounted linear luminaires 

available in either single or twin T5 & T8 lamps

• Specially designed for comfortable lighting in the commercial and 

education areas

• The original and modern design combines elegance with 

performance and visual comfort

• Strong body made of epoxy painted sheet steel and UV stabilised 

injected fl at end caps clipped on the body

Control gear:  Choice of electronic or magnetic

Emergency:  3 hour maintained

Optics:  Choice of mirror, satin, christmas tree

Housing:  Choice of white and silver
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Sylmaster T5 - PA Louvre 

• Satin bright aluminium louvre

• High output

• Visual comfort

• Wide distribution

PA louvre

Code Description 

White

0055722 SYLMASTER WH PA 2 x 28W A2 

0055723 SYLMASTER WH PA 2 x 35W A2 

Silver

0055724 SYLMASTER SI PA 2 x 28W A2 

0055725 SYLMASTER SI PA 2 x 35W A2 

Legend: WH = WHite; SI = SIlver; PA = PA louvre; A2 = 
Magnetic ballast 

Luxline® Plus T5/T16 FHE
28/35W G5 2900/3650lm

LIGHT SOURCE NOT INCLUDED

Satin bright louvre

Aluminium louvre with central V ballast 
cover and rounded cross blades

 Dimensions (mm)

 Lamp L I H F Heaviest Weight (Kg)

 2 x 28W 1,250 202 85 1,000  5
 2 x 35W 1,550 202 85 1,000  5

T5 - 2 x 28W T5 - 2 x 35W

Caption 6

Order mounting and system accessories 
separately

Sylmaster T5 - PL Louvre 

Luxline® Plus T5/T16 FHE
28/35W G5 2900/3650lm

LIGHT SOURCE NOT INCLUDED• White painted louvre

• High output

• Visual comfort

• Wide distribution

PL louvre

Code Description 

0055720 SYLMASTER WH PL 2 x 28W A2 

0055721 SYLMASTER WH PL 2 x 35W A2 

Legend: WH = WHite; PL = PL louvre; A2 = Magnetic ballast

White louvre

T5 - 2 x 28W T5 - 2 x 35W

 Dimensions (mm)

 Lamp L I H F Heaviest Weight (Kg)

 2 x 28W 1,250 202 85 1,000  5
 2 x 35W 1,550 202 85 1,000  5

Order mounting and system accessories 
separately
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Sylmaster T8 - Visual 60

• Mirror bright louvre

• High performances, LOR up to 55%

• Very low brightness louvre, L 200cd/m2, 65°

• Visual comfort

Electronic - 5-way terminal block

Code Description 

0055095 SYLMASTER 1 x 36W V60 HF 

0055085 SYLMASTER 1 x 58W V60 HF 

0055096 SYLMASTER 2 x 36W V60 HF 

0055086 SYLMASTER 2 x 58W V60 HF 

Magnetic ballast - 3-way terminal block

Code Description 

0055639 SYLMASTER 2 x 36W PC V60 

0055631 SYLMASTER 2 x 58W PC V60 

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

2-lamp version

1-lamp version

Mirror bright louvre with central V ballast 
cover and rounded cross blades

 Dimensions (mm)

 Lamp L I H F Heaviest Weight 
       (Kg)

 1 x 36W 1,250 202 85 1,000  4.2
 1 x 58W 1,550 202 85 1,000  5.2
 2 x 36W 1,250 202 85 1,000  5.7
 2 x 58W 1,550 202 85 1,000  7.1

T8 - 2 x 36W T8 - 2 x 58W

Caption 5

Legend: HF = High Frequency or Electronic ballast; ; PC = Parallel 
Compensated; V60 = Visual 60
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Sylmaster T8 - HR Louvre

Sylmaster T8 - PA Louvre 

• Satin bright aluminium louvre

• High output ratio, LOR up to 73%

• Wide distribution

Electronic - 5-way terminal block

Code Description 

0055115 SYLMASTER 2 x 36W PA A2 

0055099 SYLMASTER 2 x 58W PA A2 

Magnetic - 3-way terminal block

Code Description 

0055260 SYLMASTER 1 x 36W PA PC 

0055261 SYLMASTER 1 x 58W PA PC 

0055262 SYLMASTER 2 x 36W PA PC 

0055263 SYLMASTER 2 x 58W PA PC 

 Dimensions (mm)

 Lamp L I H F Heaviest Weight (Kg)

 1 x 36W 1,250 202 85 1,000  4.2
 1 x 58W 1,550 202 85 1,000  5.2
 2 x 36W 1,250 202 85 1,000  5.7
 2 x 58W 1,550 202 85 1,000  7.1

Legend: A2 = High Frequency or Electronic ballast;  
PC = Parallel Compensated

Satin bright louvre

Satin bright louvre with central V ballast 
cover and rounded cross blades

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

T8 - 2 x 36W T8 - 2 x 58W

Caption 2

Caption 3

• Satin bright louvre with white cross blade

• High output, LOR up to 62%

• Low brightness

• Visual comfort

Magnetic - 3-way terminal block

Code Description 

0055258 SYLMASTER 2 x 36W HR PC 

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

2-lamp version

Longitudinal mirrors in satin bright louvre 
sheet steel cross blades

2 x 36W

Legend: PC = Parallel Compensated; HR = HR louvre

 Dimensions (mm)
 Lamp L I H F Heaviest Weight  
       (Kg)

 2 x 36W 1,250 202 85 1,000  5.7
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Sylmaster T8 - White Louvre

Sylmaster T8 - Christmas Tree Louvre (LS) 

• Satin christmas tree louvre

• Low brightness 

• Visual comfort

Electronic - 5-way terminal block

Code Description 

0055087 SYLMASTER 1 x 58W LS HF 

0055094 SYLMASTER 2 x 36W LS HF   

0055088 SYLMASTER 2 x 58W LS HF  

Magnetic (PC & NC) - 5-way terminal block

Code Description 

0055131 SYLMASTER 1 x 36W LS PC NC 

0055132 SYLMASTER 2 x 36W LS PC NC 

0055134 SYLMASTER 2 x 58W LS PC NC 

Magnetic (PC) - 3-way terminal block

Code Description 

0055264 SYLMASTER 2 x 36W LS PC 

0055265 SYLMASTER 2 x 58W LS PC 

Legend: HF = High Frequency or Electronic ballast;  

NC = Non Compensated; PC = Parallel Compensated

Christmas Tree Louvre

 Dimensions (mm)
 Lamp L I H F Heaviest Weight (Kg)

 1 x 36W 1,250 202 85 1,000  4.2
 1 x 58W 1,550 202 85 1,000  5.2
 2 x 36W 1,250 202 85 1,000  5.7
 2 x 58W 1,550 202 85 1,000  7.1

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

T8 - 2 x 36W T8 - 2 x 58W

Caption 1

• Economic white louvre

• High output

• Wide distribution

Electronic - 5-way terminal block

Code Description 

0055089 SYLMASTER 1 x 36W HF 

0055090 SYLMASTER 1 x 58W HF 

0055091 SYLMASTER 2 x 36W HF 

0055092 SYLMASTER 2 x 58W HF 

Magnetic - 3-way terminal block

Code Description 

0055252 SYLMASTER 1 x 36W PC 

0055253 SYLMASTER 1 x 58W PC 

0055254 SYLMASTER 2 x 36W PC 

0055255 SYLMASTER 2 x 58W PC 

2-Lamp version

1-Lamp version

Legend: HF = High Frequency or Electronic ballast; PC = 
Parallel Compensated

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

T8 - 2 x 36W T8 - 2 x 58W

 Dimensions (mm)
 Lamp L I H F Heaviest Weight (Kg)

 1 x 36W 1,250 202 85 1,000  4.2
 1 x 58W 1,550 202 85 1,000  5.2
 2 x 36W 1,250 202 85 1,000  5.7
 2 x 58W 1,550 202 85 1,000  7.1

caption 5
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Sylmaster T8 - Asymmetrical 

• Asymmetric reflector

• Low glare

• High output

• Even illumination

Electronic - 5-way terminal block

Code Description 

0055097 SYLMASTER 1 x 36W AS HF 

0055098 SYLMASTER 1 x 58W AS HF  

Magnetic - 3-way terminal block

Code Description

0055250 SYLMASTER 1 x 36W AS PC 

0055251 SYLMASTER 1 x 58W AS PC 

Legend: HF = High Frequency or Electronic ballast; PC = 
Parallel Compensated

Luxline® Plus T8/T26
36/58W G13 3500/5200lm

LIGHT SOURCE NOT INCLUDED

Asymmetric Louvre

 Dimensions (mm)
 Lamp L I H F Heaviest Weight (Kg)

 1 x 36W 1,250 202 85 1,000  4.2
 1 x 58W 1,550 202 85 1,000  5.2

Asymmetrical Luminaire Installation

E average = 614 lux
Emin/Emax = 0.52

T8 - 1 x 58W

T8 - 1 x 36W

Caption 2

Caption 3

Caption 5
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Sylmaster Accessories 

In line connection

Supplied with a sheet steel fi shplate and its 4 screws

Code Description

5044007 In line kit

Suspension kit

Standard suspension kit including 2 steel fi shplates, 2 
brackets (one 5 way terminal block screwed), 2 covers 
and 4 adjustable cables (1.5m length)

Code Description

5044009 Suspension kit

Rapid suspension kit

This kit allows a faster installation thanks to Vario-clip cable 
length adjustable system. It includes also 2 steel brackets 
(one 5 way terminal block screwed), 2 covers 
and 4 adjustable cables (1.5m length)

Code Description

5044209 Sylwing SM in line kit single

 Dimensions (mm)
 Lamp A B C D E F G

 36W 48 1,200 1,246 120 246 1,000 125
 58W 48 1,500 1,546 120 546 1,000 275

A
cce

sso
rie

s

In Line Connection Suspension Kit Rapid Suspension Kit

1/2x5044009/5044209

1x5044008/5044208

Supply cable

3 x 1.5mm² supply cable for a suspension height from 
0.5mm to 1.5m

Code Description

5044010 Mains Supply Cable 3x1.5mm

In line single suspension kit

Supplied with a sheet steel fi shplate and its 4 screws, 1 
steel bracket (5 way terminal block screwed), 1 cover and 2 
adjustable cables (1.5m length)

Code Description

5044008 In line suspension kit

Rapid in line suspension kit

Supplied with a sheet steel fi shplate and its 4 screws. This kit 
allows a faster installation thanks to Vario-clip cable length 
adjustable system. It includes also a steel bracket (one 5 way 
terminal block screwed), 1 cover and 2 adjustable cables 
(1.5 m length)

Code Description

5044208 Rapid in line single suspension kit

Track suspension set adaptors

For mounting and connecting surface fl uorescents into track

Code Description

2011350 Max 4A one phase (L1)

Spacer Ø15mm Cable

Rapid In Line Single Suspension Kit

Supply Cable

Track Suspension Set Adaptors

In Line Single Suspension Kit

1/2x5044009/5044209

1x5044008/5044208



Harley Davidson dealership , Spy, Belgium
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Beacon Tune

Beacon TUNE is the first tuneable white LED spotlight 

from Concord. Offering unique customisation 

through 2 on-board potentiometers, colour tuning 

from a cool 4,300K down to a warm 2,100K and 

smooth dimming from 100-0%, allowing endusers 

the ability to tailor the lighting to their exact 

preference.

The colour and quality of light can greatly influence 

and determine the way in which artwork, objects or 

fabrics are visually perceived. Beacon TUNE will bring 

out the best in displays and exhibitions, with a high 

CRI of 90, making it the perfect lighting solution for 

Museums and Galleries.
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Beacon Tune 

LIGHT SOURCE INCLUDED

Black

White

16
7 

m
m

156 mm

Ø79
 m

m

Dimensions (mm)

• Tuneable white from 4,300K down to a warm 2,100K 

• Beacon Tune is a tuneable white LED spotlight - in 

keeping with the award-winning Beacon design

• Ideal for museum and gallery applications for changing 

atmosphere from warm to cool using the same 

spotlight

• Smooth on-board dimming from 100 to 0%

• Individual graduated on-board potentiometers - 

ensuring consistency and accuracy across all installed 

fixtures

• Available as a Spot (26°) or Flood (42°) beam option

• Total system power: 23W 

• Fixture lumens:  

- Spot (26°) = 1074lm  

- Flood (42°) = 978lm 

• High colour rendering index, Ra90

• IR/UV free light source without heat radiation

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70)

Spot

Code Description Colour

2059061 BEACON TUNE SPOT O/B DIM L3 White

2059062 BEACON TUNE SPOT O/B DIM L3 Black

Flood

Code Description Colour

2059063 BEACON TUNE FLOOD O/B DIM L3 White

2059064 BEACON TUNE FLOOD O/B DIM L3 Black

Accessories

Code Description Colour

2059220 BEACON TUNE PEAK Black

2052940 BEACON BARN DOORS Black

Beacon Tune - Spot

Beacon Tune - Flood

Legend: O/B DIM = Manual On board dimming; L3 = Three Circuit 

Track



Compton Verney, Warwickshire, UK



One Beam of Light Exhibition, Concord / Light Collective, London, UK
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Beacon Projector

Beacon Projector is part of the award winning 

Beacon/Beacon Muse range.

Consisting of three versions - Iris, Framing 

and Gobo. These impressive models meet the 

requirements for a fully adjustable projector in 

galleries, museum and retail applications.
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Beacon Projector - Iris 

LIGHT SOURCE INCLUDED
• The Beacon Projector – Iris combines the award 

winning Beacon housing with a connecting snoot, 

manual focusing lens and a high output 26W cutting-

edge LED

• The Iris component produces a circular beam which 

enables smaller objects to be pin pointed with light, 

where less than a 10º beam is necessary.

• IR/UV – free light source without heat radiation 

• High colour rendering index, typical Ra95

• Fully dimmable from 100% to 3% using discrete on-

board dimming (DALI 0%)

• Long life up to 50K hours

• Low maintenance and discrete lighting solution

Black Beacon Projector Iris

Silver Beacon Projector Iris

White Beacon Projector Iris

195.7mm

191mm

78.7mm

Dimensions (mm)

Beacon Projector Iris 3,000K

Code Omschrijving Colour

2055160 IRIS ADJ DIM L1 3K White

2055178 IRIS ADJ DIM L3 3K White

2055196 IRIS ADJ DIM SM 3K White

2055213 IRIS ADJ L3 DALI 3K White

2055163 IRIS ADJ DIM L1 3K Silver

2055181 IRIS ADJ DIM L3 3K Silver

2055199 IRIS ADJ DIM SM 3K Silver

2055215 IRIS ADJ L3 DALI 3K Silver

2055166 IRIS ADJ DIM L1 3K Black

2055184 IRIS ADJ DIM L3 3K Black

2055202 IRIS ADJ DIM SM 3K Black

2055217 IRIS ADJ L3 DALI 3K Black

Beacon Projector Iris 4,000K

Code Omschrijving Colour

2055169 IRIS ADJ DIM L1 4K White

2055187 IRIS ADJ DIM L3 4K White

2055205 IRIS ADJ DIM SM 4K White

2055219 IRIS AD L3 DALI 4K White

2055172 IRIS ADJ DIM L1 4K Silver

2055190 IRIS ADJ DIM L3 4K Silver

2055209 IRIS ADJ DIM SM 4K Silver

2055221 IRIS AD L3 DALI 4K Silver

2055175 IRIS ADJ DIM L1 4K Black

2055193 IRIS ADJ DIM L3 4K Black

2055211 IRIS ADJ DIM SM 4K Black

2055223 IRIS AD L3 DALI 4K Black
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Beacon Projector - Framing

LIGHT SOURCE INCLUDED
• The Beacon Projector – Framing combines the award 

winning Beacon housing with four adjustable arms 

allowing the beam to be framed to the desired size 

shape (square/rectangle – or irregular 4 sided shapes 

thus framing the object with light 

• High output 26W cutting-edge LED

• IR/UV – free light source without heat radiation 

• High colour rendering index, typical Ra97, R9 - 90

• Fully dimmable from 100% to 3% using discrete on-

board dimming (DALI 0%)

• Long life up to 50K hours

• Low maintenance and discrete lighting solution

Black Beacon Projector Framing

White Beacon Projector Framing

Silver Beacon Projector Framing

196.4mm

191.9mm

78.6mm

Dimensions (mm)

Beacon Projector Framing 3,000K

Code Description  Colour

2055136 FRAM O/B DIM L1 3,000K  White

2055177 FRAM O/B DIM L3 3,000K White

2055195 FRAM O/B DIM SM 3,000K White

2055154 FRAM DALI L3 3,000K White

2055162 FRAM O/B DIM L1 3,000K Silver

2055180 FRAM O/B DIM L3 3,000K Silver

2055198 FRAM O/B DIM SM 3,000K Silver

2055155 FRAM DALI L3 3,000K Silver

2055165 FRAM O/B DIM L1 3,000K Black

2055183 FRAM O/B DIM L3 3,000K Black

2055201 FRAM O/B DIM SM 3,000K Black

2055156 FRAM DALI L3 3,000K Black

Beacon Projector Framing 4,000K

Code Description Colour

2055168 FRAM O/B DIM L1 4,000K White

2055186 FRAM O/B DIM L3 4,000K White

2055204 FRAM O/B DIM SM 4,000K White

2055157 FRAM DALI L3 4,000K White

2055171 FRAM O/B DIM L1 4,000K Silver

2055189 FRAM O/B DIM L3 4,000K Silver

2055207 FRAM O/B DIM SM 4,000K Silver

2055158 FRAM DALI L3 4,000K Silver

2055174 FRAM O/B DIM L1 4,000K Black

2055192 FRAM O/B DIM L3 4,000K Black

2055153 FRAM O/B DIM SM 4,000K Black

2055159 FRAM DALI L3 4,000K Black

Legend: L1 = Single Circuit; L3 = Three Circuit;
SM = Surface Mount; O/B Dim = Manual On board dimming; 
DALI = DALI Track Dimming
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Beacon Projector - Gobo 

LIGHT SOURCE INCLUDED

215mm

185mm

78.6mm

• The Beacon Projector – Gobo gives the ability to project 

an image, pattern or wording onto most surfaces.

• Ideal for retail and display environments

• 3 types of Gobo material can be inserted: 

- acetate 

- metal

- glass

• High output 26W cutting-edge LED

• IR/UV – free light source without heat radiation 

• High colour rendering index, typical Ra97, R9 - 90

• Fully dimmable from 100% to 3% using discrete on-

board dimming (DALI 0%)

• Long life up to 50K hours

• Low maintenance and discrete lighting solution

Black Projector Gobo

Dimensions (mm)

CONCORD

Note: to purchase Gobos please contact Rosco Limited: 
www.rosco.com

Size ‘D’ Diameter 53.3mm

Beacon Projector Gobo 3,000K

Code Description Colour

2055161 GOBO O/B DIM L1 3,000K White

2055179 GOBO O/B DIM L3 3,000K White

2055197 GOBO O/B DIM SM 3,000K White

2055214 GOBO DALI L3 3,000K White

2055164 GOBO O/B DIM L1 3,000K Silver

2055182 GOBO O/B DIM L3 3,000K Silver

2055200 GOBO O/B DIM SM 3,000K Silver

2055216 GOBO DALI L3 3,000K Silver

2055167 GOBO O/B DIM L1 3,000K Black

2055185 GOBO DALI L3 L3 3,000K Black

2055203 GOBO O/B DIM SM 3,000K Black

2055218 GOBO DALI L3 3,000K Black

Beacon Projector Gobo 4,000K

Code Description Colour

2055170 GOBO O/B DIM L1 4,000K White

2055188 GOBO O/B DIM L3 4,000K White

2055206 GOBO O/B DIM SM 4,000K White

2055220 GOBO DALI L3 4,000K White

2055173 GOBO O/B DIM L1 4,000K Silver

2055191 GOBO O/B DIM L3 4,000K Silver

2055210 GOBO O/B DIM SM 4,000K Silver

2055222 GOBO DALI L3 4,000K Silver

2055176 GOBO O/B DIM L1 4,000K Black

2055194 GOBO O/B DIM L3 4,000K Black

2055212 GOBO O/B DIM SM 4,000K Black

2055224 GOBO DALI L3 4,000K Black

Legend: L1 = Single Circuit; L3 = Three Circuit;
SM = Surface Mount; O/B Dim = Manual On board dimming; 
DALI = DALI Track Dimming

Feilo Sylvania booth at Light + Building 2016 - Frankfurt, Germany



British Museum - London, England



Compton Verney Art Gallery, Gaydon, UK
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Beacon XL Muse

Beacon XL Muse is a new addition to the innovative and 

award winning Beacon Muse range of spotlights. Beacon XL 

Muse introduces an exciting new accent and display lighting 

concept using cutting-edge LED technology and ancient lens 

principles to create a fully adjustable spotlight. The soft-touch 

ring enables the end-user to manually adjust the beam to 

from a wide fl ood (70˚) down to a tight spot (10˚); without 

the need of any additional lenses or refl ectors.

Beacon XL Muse boasts a super high CRI of Ra97 with the 

R9 value at 90 - ensuring vibrant reds - the ideal spotlight 

for museum, gallery and retail applications where a high 

quality of light is required. Available with on-board, DALI or 

Bluetooth dimming. Bluetooth is a wireless technology that 

enables the end-user to easily control the light output via 

their smart device.
Narrow beam Medium Beam Wide Beam

Bluetooth 
enabled
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Beacon XL Muse

LIGHT SOURCE INCLUDED

Beacon XL Muse - adjustable beam from 10° spot to 70° flood

3,000K Spot

3,000K Wide

Beacon XL Muse - White

Beacon XL Muse - Black

Legend: O/B DIM = On-Board DIMming; L3 = Lytespan 3; 
BLE = Bluetooth; WHT = WHiTe; BLK = BLacK

• Unique adjustablity using soft-touch ring, enables beam 

control from a 10° spot to a 70° flood

     3,000K 4,000K

 Flood 70 deg   2,544lm  2,884lm

 Spot 10 deg  820lm 901lm

• Ideal for museum, gallery and retail applications

• Super high colour rendering index, Ra 97 typical

• Available in 3,000K or 4,000K colour temperatures

• On-board dimming, DALI or Bluetooth versions 

available

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard. Other colour 

available on request.

• Barn doors, Elongation lens, Honeycomb and Snoot 

accessories available

• IR/UV free light source without heat radiation 

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70)

Beacon XL MUSE - 3000K (97CRI)

Code Description Colour

On-board dim

2059319 XL MUSE 3K O/B DIM L3 WHT White

2059320 XL MUSE 3K O/B DIM L3 BLK Black

DALI

2059323 XL MUSE 3K DALI L3 WHT White

2059324 XL MUSE 3K DALI L3 BLK Black

Bluetooth

2059327 XL MUSE 3K BLE DIM L3 WHT White

2059328 XL MUSE 3K BLE DIM L3 BLK Black

Beacon XL MUSE - 4000K (97CRI)

Code Description Colour

On-board dim

2059321 XL MUSE 4K O/B DIM L3 WHT White

2059322 XL MUSE 4K O/B DIM L3 BLK Black

DALI

2059325 XL MUSE 4K DALI L3 WHT White

2059326 XL MUSE 4K DALI L3 BLK Black

Bluetooth

2059329 XL MUSE 4K BLE DIM L3 WHT White

2059330 XL MUSE 4K BLE DIM L3 BLK Black

4,000K Spot

4,000K Flood

205 157 198 161

45
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Beacon XL Muse

Casambi - Bluetooth dimming
• Wireless dimming of single or multiple luminaires with simple touch gestures on your smart phone

• Automatically form a wireless mesh network with the other Casambi enabled luminaires

• Set up simple or complex scenarios with single or multiple luminaires in them. All the luminaires in one 

scene can have different light levels according to the needs of the end-user. 

• Defi ne the security of the network. There are four different security levels for access control.

• Control luminaires visually, by adding photographs into the app to virtually recreate the room

• The Casambi enabled luminaires use Bluetooth Low Energy to form the direct connection and interac-

tion between a mobile device and the luminaires

• Free app is available to download on iPhone and Android devices 

Accessories

Code Description

2093113 XL MUSE ELONGATION LENS

2093114 XL MUSE HONEYCOMB BLK

2058323 XL MUSE BARN DOOR BLK

2058326 XL MUSE SNOOT BLK

A
cce

sso
rie

s

Elongation lens

Honeycomb

Snoot

Barn doors



Pushkin Museum - Moscow, Russia
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Beacon Muse II 

Beacon Muse II is the latest addition to the innovative and 

award winning Beacon Muse spotlight range. Beacon Muse 

II boasts improved optical control and provides an exciting 

accent and display lighting tool that uses cutting-edge 

LED technology and ancient lens principles to create a fully 

adjustable spotlight.

The unique soft-touch ring enables the end-user to manually 

adjust the beam to from a wide flood (55˚) down to a 

tight spot (8˚); without the need of any additional lenses 

or reflectors. Beacon Muse II boasts a super high CRI of 97 

with the R9 value at 90 -ensuring vibrant reds - the ideal 

spotlight for museum, gallery and retail applications where a 

high quality of light is required. Available with trailing edge, 

on-board dimming potentiometer, DALI or Casambi Wireless 

dimming.

Beacon Muse adjustable optics 
providing 10 degree tight spot for 
accent lighting for accentuating the 
texture, colour and shape of exhibits

Beacon Muse optics optimised to 
provide a 55 degree wide flood 
distribution for uniform vertical and 
horizontal illuminance and wall 
washing effects
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Beacon Muse II - 3,000K 

LIGHT SOURCE INCLUDED
• Unique adjustability using soft-touch ring, enables 

beam control from a tight 8º spot to a 55º flood

• Super high colour rendering index, Ra 97 typical with 

R9 value (saturated reds) at 90; ideal for museum and 

gallery applications

• Trailing Edge, on-board dimming potentiometer, DALI 

or Casambi Wireless versions available

• For mounting on 1-circuit track (Lytespan 1) or 3-circuit 

track (Lytespan 3)

• Available in 3,000K or 4,000K colour temperatures

• Snap fi t accessories (Elongation lens, Softener lens, 

Honeycomb filter, Barn door and Snoot)

• Monopoint accessory available for surface mounting

• IR/UV free light source without heat radiation § Energy 

Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Accessories

Code Description

2059758 BEACON SNOOT BLK

2059759 MUSE II SOFTENER LENS

2059760 MUSE II ELONGATION LENS

2059761 MUSE II HONEYCOMB BLK

2052940 BEACON BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Dimensions (mm)

Trailing edge dimmable - 21W

Code Description Colour

2059730 MUSE II 97 3K L1 TE BLK Black

2059731 MUSE II 97 3K L1 TE WHT White

2059742 MUSE II 97 3K L3 TE BLK Black

2059743 MUSE II 97 3K L3 TE WHT White

On-board dimming - 21W

Code Description Colour

2059732 MUSE II 97 3K L1 OB BLK Black

2059733 MUSE II 97 3K L1 OB WHT White

2059744 MUSE II 97 3K L3 OB BLK Black

2059745 MUSE II 97 3K L3 OB WHT White

Casambi Wireless - 21W

Code Description Colour

2059734 MUSE II 97 3K L1 CASM BLK Black

2059735 MUSE II 97 3K L1 CASM WHT White

2059748 MUSE II 97 3K L3 CASM BLK Black

2059749 MUSE II 97 3K L3 CASM WHT White

DALI Dimmable - 21W

Code Description Colour

2059746 MUSE II 97 3K L3+DALI BLK Black

2059747 MUSE II 97 3K L3+DALI WHT White

Versailles museum - Versailles, France

8° Spot

55° Flood

Elongation Lens

Honeycomb Filter Snoot

Barn Doors

Softener Lens

Monopoint Black

Monopoint White
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Beacon Muse II - 4,000K

Kuskovo The State Museum of Ceramics - Moscow, Russia

LIGHT SOURCE INCLUDED
• Unique adjustability using soft-touch ring, enables 

beam control from a tight 8º spot to a 55º flood

• Super high colour rendering index, Ra 97 typical with 

R9 value (saturated reds) at 90; ideal for museum and 

gallery applications

• Trailing Edge, on-board dimming potentiometer, DALI 

or Casambi Wireless versions available

• For mounting on 1-circuit track (Lytespan 1) or 3-circuit 

track (Lytespan 3)

• Available in 3,000K or 4,000K colour temperatures

• Snap fit accessories (Elongation lens, Softener lens, 

Honeycomb filter, Barn door and Snoot)

• Monopoint accessory available for surface mounting

• IR/UV free light source without heat radiation § Energy 

Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Accessories

Code Description

2059758 BEACON SNOOT BLK

2059759 MUSE II SOFTENER LENS

2059760 MUSE II ELONGATION LENS

2059761 MUSE II HONEYCOMB BLK

2052940 BEACON BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Dimensions (mm)

Trailing edge dimmable - 21W

Code Description Colour

2059736 MUSE II 97 4K L1 TE BLK Black

2059737 MUSE II 97 4K L1 TE WHT White

2059750 MUSE II 97 4K L3 TE BLK Black

2059751 MUSE II 97 4K L3 TE WHT White

On-board dimming - 21W

Code Description Colour

2059738 MUSE II 97 4K L1 OB BLK Black

2059739 MUSE II 97 4K L1 OB WHT White

2059752 MUSE II 97 4K L3 OB BLK Black

2059753 MUSE II 97 4K L3 OB WHT White

Casambi Wireless - 21W

Code Description Colour

2059740 MUSE II 97 4K L1 CASM BLK Black

2059741 MUSE II 97 4K L1 CASM WHT White

2059756 MUSE II 97 4K L3 CASM BLK Black

2059757 MUSE II 97 4K L3 CASM WHT White

DALI Dimmable - 21W

Code Description Colour

2059754 MUSE II 97 4K L3+DALI BLK Black

2059755 MUSE II 97 4K L3+DALI WHT White

8° Spot

55° Flood

Elongation Lens

Honeycomb Filter Snoot

Barn Doors

Softener Lens

Monopoint Black

Monopoint White

Legend: MUSE II = Beacon MUSE II; TE = Trailing Edge dimmable; 
OB = On-Board dimming; CASM = CASaMbi Wireless; L1 = 
Lytespan 1-circuit; L3 = Lytespan 3-circuit; WHT = WHiTe; BLK = 
BLacK



Cottingham Church, UK
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Beacon 

The Concord Beacon range of Spotlights is one of the most 

comprehensive on the market, offering both new cutting-

edge LED technology and a wide selection of traditional 

lamp sources, providing complete versatility for display and 

accent lighting applications. Beacon introduces a timeless but 

contemporary all die-cast aluminium design based around 

simple geometric shapes offering a selection of beam angles 

and additional fi lters and accessories to complete the range.

The Beacon LED spotlight introduces a new lighting 

dimension to retail and display spaces. Beacon meets 

the tough demands of these environments by providing 

good colour rendering, zero UV/IR radiation, reduction 

in maintenance costs and an energy saving solution over 

existing lamp sources such as low voltage halogen.
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LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon - 3,000K 

• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and 

display applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 

typical

• Narrow (12°), Medium (38°) and Wide (55°) beam 

options

• Trailing Edge, On-board dimming potentiometer or 

DALI versions available

• For mounting on 1-circuit track (Lytespan 1) or 

3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint fi nish as standard. Other 

colours available on request.

• Accessories available (Elongation lens, Softner lens, 

Honeycomb fi lter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Beacon - 93 CRI - 3,000K

Code Description

2059580 BCON 93 3K NB L1 TE BLK

2059581 BCON 93 3K NB L1 TE WHT

2059582 BCON 93 3K NB L1 OB BLK

2059583 BCON 93 3K NB L1 OB WHT

2059586 BCON 93 3K MB L1 TE BLK

2059587 BCON 93 3K MB L1 TE WHT

2059588 BCON 93 3K MB L1 OB BLK

2059589 BCON 93 3K MB L1 OB WHT

2059592 BCON 93 3K WB L1 TE BLK

2059593 BCON 93 3K WB L1 TE WHT

2059594 BCON 93 3K WB L1 OB BLK

2059595 BCON 93 3K WB L1 OB WHT

2059616 BCON 93 3K NB L3 TE BLK

2059617 BCON 93 3K NB L3 TE WHT

2059618 BCON 93 3K NB L3 OB BLK

2059619 BCON 93 3K NB L3 OB WHT

2059620 BCON 93 3K NB L3+DALI BLK

2059621 BCON 93 3K NB L3+DALI WHT

2059622 BCON 93 3K MB L3 TE BLK

2059623 BCON 93 3K MB L3 TE WHT

2059624 BCON 93 3K MB L3 OB BLK

2059625 BCON 93 3K MB L3 OB WHT

2059626 BCON 93 3K MB L3+DALI BLK

2059627 BCON 93 3K MB L3+DALI WHT

2059628 BCON 93 3K WB L3 TE BLK

2059629 BCON 93 3K WB L3 TE WHT

2059630 BCON 93 3K WB L3 OB BLK

2059631 BCON 93 3K WB L3 OB WHT

2059632 BCON 93 3K WB L3+DALI BLK

2059633 BCON 93 3K WB L3+DALI WHT

Narrow Beam

Medium Beam

Wide Beam

Legend: BCON = BeaCON; NB = Narrow Beam; MB = Medium 

Beam; WB = Wide Beam; L1 = Lytespan 1-circuit; L3 = Lytespan 

3-circuit; TE = Trailing Edge dimmable; OB = On-Board 

dimming; WHT = WHiTe; BLK = BLacK
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LIGHT SOURCE INCLUDED

Dimensions (mm)

xxxxxx

Beacon - 4,000K 

• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and 

display applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 

typical

• Narrow (12°), Medium (38°) and Wide (55°) beam 

options

• Trailing Edge, On-board dimming potentiometer or 

DALI versions available

• For mounting on 1-circuit track (Lytespan 1) or 

3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint fi nish as standard. Other 

colours available on request.

• Accessories available (Elongation lens, Softner lens, 

Honeycomb fi lter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Beacon - 93 CRI - 4,000K

Code Description

2059598 BCON 93 4K NB L1 TE BLK

2059599 BCON 93 4K NB L1 TE WHT

2059600 BCON 93 4K NB L1 OB BLK

2059601 BCON 93 4K NB L1 OB WHT

2059604 BCON 93 4K MB L1 TE BLK

2059605 BCON 93 4K MB L1 TE WHT

2059606 BCON 93 4K MB L1 OB BLK

2059607 BCON 93 4K MB L1 OB WHT

2059610 BCON 93 4K WB L1 TE BLK

2059611 BCON 93 4K WB L1 TE WHT

2059612 BCON 93 4K WB L1 OB BLK

2059613 BCON 93 4K WB L1 OB WHT

2059634 BCON 93 4K NB L3 TE BLK

2059635 BCON 93 4K NB L3 TE WHT

2059636 BCON 93 4K NB L3 OB BLK

2059637 BCON 93 4K NB L3 OB WHT

2059638 BCON 93 4K NB L3+DALI BLK

2059639 BCON 93 4K NB L3+DALI WHT

2059640 BCON 93 4K MB L3 TE BLK

2059641 BCON 93 4K MB L3 TE WHT

2059642 BCON 93 4K MB L3 OB BLK

2059643 BCON 93 4K MB L3 OB WHT

2059644 BCON 93 4K MB L3+DALI BLK

2059645 BCON 93 4K MB L3+DALI WHT

2059646 BCON 93 4K WB L3 TE BLK

2059647 BCON 93 4K WB L3 TE WHT

2059648 BCON 93 4K WB L3 OB BLK

2059649 BCON 93 4K WB L3 OB WHT

2059650 BCON 93 4K WB L3+DALI BLK

2059651 BCON 93 4K WB L3+DALI WHT

Narrow Beam

Medium Beam

Wide Beam

Legend: BCON = BeaCON; NB = Narrow Beam; MB = Medium 

Beam; WB = Wide Beam; L1 = Lytespan 1-circuit; L3 = Lytespan 

3-circuit; TE = Trailing Edge dimmable; OB = On-Board 

dimming; WHT = WHiTe; BLK = BLacK
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LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon - High Output  

• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and 

display applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 

typical

• Narrow (12°), Medium (38°) and Wide (55°) beam 

options

• Trailing Edge, On-board dimming potentiometer or 

DALI versions available

• For mounting on 1-circuit track (Lytespan 1) or 

3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint fi nish as standard. Other 

colours available on request.

• Accessories available (Elongation lens, Softner lens, 

Honeycomb fi lter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi cient solution 

with reduced maintenance costs

Narrow Beam

Medium Beam

Wide Beam

Beacon (High Output) - 85 CRI - 3000K

Code Description

2059652 BCON 85 3K NB L1 TE BLK

2059653 BCON 85 3K NB L1 TE WHT

2059654 BCON 85 3K MB L1 TE BLK

2059655 BCON 85 3K MB L1 TE WHT

2059656 BCON 85 3K WB L1 TE BLK

2059657 BCON 85 3K WB L1 TE WHT

2059664 BCON 85 3K NB L3 TE BLK

2059665 BCON 85 3K NB L3 TE WHT

2059666 BCON 85 3K MB L3 TE BLK

2059667 BCON 85 3K MB L3 TE WHT

2059668 BCON 85 3K WB L3 TE BLK

2059669 BCON 85 3K WB L3 TE WHT

Beacon (High Output) - 85 CRI - 4000K

Code Description

2059658 BCON 85 4K NB L1 TE BLK

2059659 BCON 85 4K NB L1 TE WHT

2059660 BCON 85 4K MB L1 TE BLK

2059661 BCON 85 4K MB L1 TE WHT

2059662 BCON 85 4K WB L1 TE BLK

2059663 BCON 85 4K WB L1 TE WHT

2059670 BCON 85 4K NB L3 TE BLK

2059671 BCON 85 4K NB L3 TE WHT

2059672 BCON 85 4K MB L3 TE BLK

2059673 BCON 85 4K MB L3 TE WHT

2059674 BCON 85 4K WB L3 TE BLK

2059675 BCON 85 4K WB L3 TE WHT

Discovery Museum - Newcastle, England

Legend: BCON = BeaCON; NB = Narrow Beam; MB = Medium 

Beam; WB = Wide Beam; L1 = Lytespan 1-circuit; L3 = Lytespan 

3-circuit; TE = Trailing Edge dimmable; OB = On-Board 

dimming; WHT = WHiTe; BLK = BLacK
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Beacon - Accessories

A
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Accessories

Code Description

2059772 BEACON ELONGATION LENS

2059774 BEACON SOFTNER LENS

2059773 BEACON HONEYCOMB

2059758 BEACON SNOOT

2052940 BEACON BARN DOORS

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Elongation Lens Softner Lens

Snoot

Honeycomb Filter

Barn Doors Monopoint Black

Monopoint White
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165

205

Ø11
3

85

LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon XL - 3,000K 

Narrow Beam

Medium Beam

Wide Beam

Legend: BCON XL = BeaCON XL; NB = Narrow Beam; MB = 

Medium Beam; WB = Wide Beam; L3 = Lytespan 3-circuit; OB = 

On-Board dimming; WHT = WHiTe; BLK = BLacK

• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and display 

applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 typical

• Narrow (15°), Medium (34°) and Wide (50°) beam 

options

• Non-dimmable, On-board dimming potentiometer or 

DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint finish as standard. Other colours 

available on request.

• Accessories available (Elongation lens, Honeycomb 

filter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Beacon XL - 93 CRI - 3,000K

Code Description

2059676 BCON XL 93 3K NB L3 BLK

2059677 BCON XL 93 3K NB L3 WHT

2059678 BCON XL 93 3K NB L3 OB BLK

2059679 BCON XL 93 3K NB L3 OB WHT

2059680 BCON XL 93 3K NB L3+DALI BLK

2059681 BCON XL 93 3K NB L3+DALI WHT

2059682 BCON XL 93 3K MB L3 BLK

2059683 BCON XL 93 3K MB L3 WHT

2059684 BCON XL 93 3K MB L3 OB BLK

2059685 BCON XL 93 3K MB L3 OB WHT

2059686 BCON XL 93 3K MB L3+DALI BLK

2059687 BCON XL 93 3K MB L3+DALI WHT

2059688 BCON XL 93 3K WB L3 BLK

2059689 BCON XL 93 3K WB L3 WHT

2059690 BCON XL 93 3K WB L3 OB BLK

2059691 BCON XL 93 3K WB L3 OB WHT

2059692 BCON XL 93 3K WB L3+DALI BLK

2059693 BCON XL 93 3K WB L3+DALI WHT
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Beacon XL - 4,000K 

Dimensions (mm)

Beacon XL - 93 CRI - 4000K

Code Description

2059694 BCON XL 93 4K NB L3 BLK

2059695 BCON XL 93 4K NB L3 WHT

2059696 BCON XL 93 4K NB L3 OB BLK

2059697 BCON XL 93 4K NB L3 OB WHT

2059698 BCON XL 93 4K NB L3+DALI BLK

2059699 BCON XL 93 4K NB L3+DALI WHT

2059700 BCON XL 93 4K MB L3 BLK

2059701 BCON XL 93 4K MB L3 WHT

2059702 BCON XL 93 4K MB L3 OB BLK

2059703 BCON XL 93 4K MB L3 OB WHT

2059704 BCON XL 93 4K MB L3+DALI BLK

2059705 BCON XL 93 4K MB L3+DALI WHT

2059706 BCON XL 93 4K WB L3 BLK

2059707 BCON XL 93 4K WB L3 WHT

2059708 BCON XL 93 4K WB L3 OB BLK

2059709 BCON XL 93 4K WB L3 OB WHT

2059710 BCON XL 93 4K WB L3+DALI BLK

2059711 BCON XL 93 4K WB L3+DALI WHT

165

205

Ø11
3

85

Narrow Beam

Medium Beam

Wide Beam

Legend: BCON XL = BeaCON XL; NB = Narrow Beam; MB = 

Medium Beam; WB = Wide Beam; L3 = Lytespan 3-circuit; OB = 

On-Board dimming; WHT = WHiTe; BLK = BLacK

LIGHT SOURCE INCLUDED
• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and display 

applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 typical

• Narrow (15°), Medium (34°) and Wide (50°) beam 

options

• Non-dimmable, On-board dimming potentiometer or 

DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint finish as standard. Other colours 

available on request.

• Accessories available (Elongation lens, Honeycomb 

filter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient solution 

with reduced maintenance costs
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165

205

Ø11
3

85

LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon XL - High Output 

Narrow Beam

Medium Beam

Wide Beam

Legend: BCON XL = BeaCON XL; NB = Narrow Beam; MB = 

Medium Beam; WB = Wide Beam; L3 = Lytespan 3-circuit; OB = 

On-Board dimming; WHT = WHiTe; BLK = BLacK

• A comprehensive range of efficient and high 

performing LED spotlights; ideal for retail and display 

applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI 85 typical

• Narrow (15°), Medium (34°) and Wide (50°) beam 

options

• Non-dimmable, On-board dimming potentiometer or 

DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint finish as standard. Other colours 

available on request.

• Accessories available (Elongation lens, Honeycomb 

filter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Beacon XL (High Output) - 85 CRI - 4000K

Code Description

2059718 BCON XL 85 4K NB L3 BLK

2059719 BCON XL 85 4K NB L3 WHT

2059720 BCON XL 85 4K MB L3 BLK

2059721 BCON XL 85 4K MB L3 WHT

2059722 BCON XL 85 4K WB L3 BLK

2059723 BCON XL 85 4K WB L3 WHT

Beacon XL (High Output) - 85 CRI - 3000K

Code Description

2059712 BCON XL 85 3K NB L3 BLK

2059713 BCON XL 85 3K NB L3 WHT

2059714 BCON XL 85 3K MB L3 BLK

2059715 BCON XL 85 3K MB L3 WHT

2059716 BCON XL 85 3K WB L3 BLK

2059717 BCON XL 85 3K WB L3 WHT
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Beacon XL - Accessories

A
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Elongation Lens SnootHoneycomb Filter

Barn Doors Monopoint Black Monopoint White

Accessories

Code Description

2058324 BCON XL/XXL ELONGATION LENS

2058325 BCON XL/XXL HONEYCOMB BLK

2058326 BCON XL/XXL SNOOT BLK

2058323 BCON XL/XXL BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK
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Beacon Accent 

From Concord’s award-winning Beacon Family, we present 

Beacon Accent. This range of LED spotlights has been 

specifi cally designed for museums, galleries and high-end 

retail where colour rendition plays an important and active 

role.

With a super high CRI of 97 and the R9 value (saturated red) 

at 90; the Beacon Accent range ensures for truer, richer and 

more vibrant colours.

The addition of the dark-light detail helps to reduce glare and 

increase visual comfort. Available in 3000K and 4000K CCT’s, 

dimming via an on-board potentiometer and a choice of 3 

beam angles – Intense Narrow, Medium and Wide.
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LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon Accent   

Intense Narrow Beam

Medium Beam

Wide Beam

Legend: BCON = BeaCON; ACT = ACcenT; NB = Narrow Beam; 

MB = Medium Beam; WB = Wide Beam; L1 = Lytespan 

1-circuit; L3 = Lytespan 3-circuit; OB = On-Board dimming; 

WHT = WHiTe; BLK = BLacK

• A comprehensive range of high quality accent LED 

spotlights; ideal for museum and gallery applications

• Super high colour rendering with CRI 97 typical; with 

R9 value at 90

• Low glare, dark-light detail for increased accentuation 

and visual comfort

• Intense Narrow (10°), Medium (37°) and Wide (52°) 

beam options

• Dimming via On-board potentiometer

• For mounting on 1-circuit track (Lytespan 1) or 3-circuit 

track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint finish as standard. Other colours 

available on request.

• Accessories available (Elongation lens, Softner lens, 

Honeycomb filter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Beacon Accent - 97 CRI - 3000K

Code Description

2059544 BCON ACT97 3K NB L1 OB BLK

2059545 BCON ACT97 3K NB L1 OB WHT

2059546 BCON ACT97 3K MB L1 OB BLK

2059547 BCON ACT97 3K MB L1 OB WHT

2059548 BCON ACT97 3K WB L1 OB BLK

2059549 BCON ACT97 3K WB L1 OB WHT

2059556 BCON ACT97 3K NB L3 OB BLK

2059557 BCON ACT97 3K NB L3 OB WHT

2059558 BCON ACT97 3K MB L3 OB BLK

2059559 BCON ACT97 3K MB L3 OB WHT

2059560 BCON ACT97 3K WB L3 OB BLK

2059561 BCON ACT97 3K WB L3 OB WHT

Beacon Accent - 97 CRI - 4000K

Code Description

2059550 BCON ACT97 4K NB L1 OB BLK

2059551 BCON ACT97 4K NB L1 OB WHT

2059552 BCON ACT97 4K MB L1 OB BLK

2059553 BCON ACT97 4K MB L1 OB WHT

2059554 BCON ACT97 4K WB L1 OB BLK

2059555 BCON ACT97 4K WB L1 OB WHT

2059562 BCON ACT97 4K NB L3 OB BLK

2059563 BCON ACT97 4K NB L3 OB WHT

2059564 BCON ACT97 4K MB L3 OB BLK

2059565 BCON ACT97 4K MB L3 OB WHT

2059566 BCON ACT97 4K WB L3 OB BLK

2059567 BCON ACT97 4K WB L3 OB WHT

130

190

Ø80

70
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Beacon Accent - Accessories
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Accessories

Code Description

2059772 BEACON ELONGATION LENS

2059774 BEACON SOFTNER LENS

2059773 BEACON HONEYCOMB

2059758 BEACON SNOOT

2052940 BEACON BARN DOORS

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK

Elongation Lens Softner Lens

Snoot

Honeycomb Filter

Barn Doors Monopoint Black

Monopoint White
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LIGHT SOURCE INCLUDED

Dimensions (mm)

Beacon XL Accent 

Intense Narrow Beam

Medium Beam

Wide Beam

Legend: BCON = BeaCON; ACT = ACcenT; NB = Narrow Beam; 

MB = Medium Beam; WB = Wide Beam; L1 = Lytespan 

1-circuit; L3 = Lytespan 3-circuit; OB = On-Board dimming; 

WHT = WHiTe; BLK = BLacK

• A comprehensive range of high quality accent LED 

spotlights; ideal for museum and gallery applications

• Super high colour rendering with CRI 97 typical; with 

R9 value at 90

• Low glare, dark-light detail for increased accentuation 

and visual comfort

• Intense Narrow (14°), Medium (33°) and Wide (44°) 

beam options

• Dimming via On-board potentiometer

• For mounting on 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour temperatures

• White or Black paint finish as standard. Other colours 

available on request.

• Accessories available (Elongation lens, Honeycomb 

filter, Barn door and Snoot)

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Beacon XL Accent - 97 CRI - 3000K

Code Description

2059568 BCON XL ACT97 3K NB L3 OB BLK

2059569 BCON XL ACT97 3K NB L3 OB WHT

2059570 BCON XL ACT97 3K MB L3 OB BLK

2059571 BCON XL ACT97 3K MB L3 OB WHT

2059572 BCON XL ACT97 3K WB L3 OB BLK

2059573 BCON XL ACT97 3K WB L3 OB WHT

Beacon XL Accent - 97 CRI - 4000K

Code Description

2059576 BCON XL ACT97 4K NB L3 OB BLK

2059577 BCON XL ACT97 4K NB L3 OB WHT

2059574 BCON XL ACT97 4K MB L3 OB BLK

2059575 BCON XL ACT97 4K MB L3 OB WHT

2059578 BCON XL ACT97 4K WB L3 OB BLK

2059579 BCON XL ACT97 4K WB L3 OB WHT

165

205

Ø11
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Beacon XL Accent - Accessories

A
cce

sso
rie

s

Elongation Lens SnootHoneycomb Filter

Barn Doors Monopoint Black Monopoint White

Accessories

Code Description

2058324 BCON XL/XXL ELONGATION LENS

2058325 BCON XL/XXL HONEYCOMB BLK

2058326 BCON XL/XXL SNOOT BLK

2058323 BCON XL/XXL BARN DOOR BLK

3020010 MONOPOINT L3 WHITE

3020080 MONOPOINT L3 BLACK



Mazda, Langenthal, Switzerland
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Beacon XXL

Beacon XXL is set to revolutionise retail and display lighting. 

A performance powerhouse, Beacon XXL can deliver an 

impressive output of 5762lm and a high quality, high 

intensity lit effect. A variety of CRIs, colour temperature and 

dimming options make the Beacon XXL the perfect LED 

replacement for traditional 70W CMI solutions.
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Beacon XXL

Dimensions (mm)

• Beacon XXL is an LED replacement for traditional 70W CMI 

spotlights, with an impressive output of up to 5762 fixture 

lumens

• Ideal for double height spaces, retail and display applications

• High colour rendering index, Ra 93 or 85 typical

• Available in 3000K or 4000K colour temperatures

• Non dimmable, On-board dimming and DALI versions 

available

• Narrow (21°), Medium (50°) or Wide (67°) beam options

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard. Other colour 

available on request.

• Barn doors, Elongation lens, Honeycomb and Snoot 

accessories available

• IR/UV free light source without heat radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70)

• LED technology provides an energy efficient solution with 

reduced maintenance costs

LIGHT SOURCE INCLUDED

167

15
7

Dimensions (mm)

113Ø

Dimension Font and size need to be standardised for catalogue and website 

4,000K - Narrow Beam

4,000K, Medium Beam

4,000K, Wide beam

3,000K (93CRI)

Code Description Finish
21º Narrow Beam

2092990 BCON XXL NB 3K L3 BLK Black

2092991 BCON XXL NB 3K L3 WHT White

2092992 BCON XXL NB O/B DIM 3K L3 BLK Black

2092993 BCON XXL NB O/B DIM 3K L3 WHT White

2092994 BCON XXL NB DALI 3K L3 BLK Black

2092995 BCON XXL NB DALI 3K L3 WHT White

50º Medium Beam

2093004 BCON XXL MB 3K L3 BLK Black

2093005 BCON XXL MB 3K L3 WHT White

2093006 BCON XXL MB O/B DIM 3K L3 BLK Black

2093007 BCON XXL MB O/B DIM 3K L3 WHT White

2093008 BCON XXL MB DALI 3K L3 BLK Black

2093009 BCON XXL MB DALI 3K L3 WHT White

67º Wide Beam

2093018 BCON XXL WB 3K L3 BLK Black

2093019 BCON XXL WB 3K L3 WHT White

2093020 BCON XXL WB O/B DIM 3K L3 BLK Black

2093021 BCON XXL WB O/B DIM 3K L3 WHT White

2093022 BCON XXL WB DALI 3K L3 BLK Black

2093023 BCON XXL WB DALI 3K L3 WHT White

4,000K (93CRI)

Code Description Finish
21º Narrow Beam

2093032 BCON XXL NB 4K L3 BLK Black

2093033 BCON XXL NB 4K L3 WHT White

2093034 BCON XXL NB O/B DIM 4K L3 BLK Black

2093035 BCON XXL NB O/B DIM 4K L3 WHT White

2093036 BCON XXL NB DALI 4K L3 BLK Black

2093037 BCON XXL NB DALI 4K L3 WHT White

50º Medium Beam

2093046 BCON XXL MB 4K L3 BLK Black

2093047 BCON XXL MB 4K L3 WHT White

2093048 BCON XXL MB O/B DIM 4K L3 BLK Black

2093049 BCON XXL MB O/B DIM 4K L3 WHT White

2093050 BCON XXL MB DALI 4K L3 BLK Black

2093051 BCON XXL MB DALI 4K L3 WHT White

67º Wide Beam

2093060 BCON XXL WB 4K L3 BLK Black

2093061 BCON XXL WB 4K L3 WHT White

2093062 BCON XXL WB O/B DIM 4K L3 BLK Black

2093063 BCON XXL WB O/B DIM 4K L3 WHT White

2093064 BCON XXL WB DALI 4K L3 BLK Black

2093065 BCON XXL WB DALI 4K L3 WHT White

Legend: BCON = Beacon; NB = Narrow Beam; MB = Medium 

Beam; WB = Wide Beam; HO = High Output; O/B DIM = On-Board 

DIMming; L3 = Lytespan 3 track; WHT = WHiTe; BLK = BLacK

167

15
7

Dimensions (mm)

113Ø

Beacon XXL 

Beacon XXL On-boarding dimming

Narrow Beam - Black 

Medium Beam - Black

Wide Beam - Black

On board dimming
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Beacon XXL

Dimensions (mm)

LIGHT SOURCE INCLUDED

167

15
7

Dimensions (mm)

113Ø

Dimension Font and size need to be standardised for catalogue and website 

4,000K - Narrow Beam - High Output

4,000K - Medium Beam - High Output

4,000K - Wide Beam - High Output

Legend: BCON = Beacon; NB = Narrow Beam; MB = Medium 

Beam; WB = Wide Beam; HO = High Output; O/B DIM = On-Board 

DIMming; L3 = Lytespan 3 track; WHT = WHiTe; BLK = BLacK

3,000K (85CRI) - High Output

Code Description Finish
21º Narrow Beam

2059307 BCON XXL NB HO 3K L3 BLK Black

2059308 BCON XXL NB HO 3K L3 WHT White

50º Medium Beam

2059311 BCON XXL MB HO 3K L3 BLK Black

2059312 BCON XXL MB HO 3K L3 WHT White

67º Wide Beam

2059315 BCON XXL WB HO 3K L3 BLK Black

2059316 BCON XXL WB HO 3K L3 WHT White

4,000K (85CRI) - High Output

Code Description Finish
21º Narrow Beam

2059309 BCON XXL NB HO 4K L3 BLK Black

2059310 BCON XXL NB HO 4K L3 WHT White

50º Medium Beam

2059313 BCON XXL MB HO 4K L3 BLK Black

2059314 BCON XXL MB HO 4K L3 WHT White

67º Wide Beam

2059317 BCON XXL WB HO 4K L3 BLK Black

2059318 BCON XXL WB HO 4K L3 WHT White

• Beacon XXL is an LED replacement for traditional 70W CMI 

spotlights, with an impressive output of up to 5,762 fixture 

lumens

• Ideal for double height spaces, retail and display applications

• High colour rendering index, Ra 93 or 85 typical

• Available in 3000K or 4000K colour temperatures

• Non dimmable, On-board dimming and DALI versions 

available

• Narrow (21°), Medium (50°) or Wide (67°) beam options

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard. Other colour 

available on request.

• Barn doors, Elongation lens, Honeycomb and Snoot 

accessories available

• IR/UV free light source without heat radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70)

• LED technology provides an energy efficient solution with 

reduced maintenance costs

Narrow Beam - White

Medium Beam - White 

Wide Beam - White

Beacon XXL 
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Beacon XXL - Accessories

A
cce
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Ø115mm 34mm

46mm

Ø
10

5m
m

Ø107mm 4mm

0.1mmØ105mm

277mm 9mm

27
7m

m

Accessories

Code Description

2058323 Beacon XXL Barn Doors BLK

2058324 Beacon XXL Elongation Lens

2058325 Beacon XXL Honeycomb BLK

2058326 Beacon XXL Snoot BLK

Barn Doors

Elongation Lens

Snoot

Honeycomb

Dimensions (mm)



Elephane Paname, Paris, France
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LIGHT SOURCE INCLUDED

Beacon Minor - Spot 

• Simple mains voltage LED spotlight perfect for the 

retail/shop lighting segment

• Direct connection to line voltage 200-240V, no need for 

external LED driver

• 13W Power Consumption

• Colour temperature: 3,000K and 4,000K

• Fixture Lumens: 594lm

• Available in Black and White

• Fresnel lens technology

• L1, L3 track and surface mount options

Beacon Minor Spot

Code Description Colour

Beacon Minor Spot - 3,000K

2056160 Beacon Minor L1 SPT 3K WHT  White

2056161 Beacon Minor L1 SPT 3K BLK  Black

2056162 Beacon Minor L3 SPT 3K WHT  White

2056163 Beacon Minor L3 SPT 3K BLK Black

2056164 Beacon Minor SM SPT 3K WHT White

2056165 Beacon Minor SM SPT 3K BLK Black

Beacon Minor Spot - 4,000K

2056172 Beacon Minor L1 SPT 3K WHT White

2056173 Beacon Minor L1 SPT 3K BLK Black

2056174 Beacon Minor L3 SPT 3K WHT White

2056175 Beacon Minor L3 SPT 3K BLK Black

2056176 Beacon Minor SM SPT 3K WHT White

2056177 Beacon Minor SM SPT 3K BLK Black

Spot L3 Track

Spot L3 Track

Spot Surface Mount

Dimensions (mm)

Beacon Spot 4,000K

135

19
4

87

99

76

Ø79

15
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Morata de Tajuña pharmacy, Spain
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LIGHT SOURCE INCLUDED

Beacon Minor - Flood 

Flood L3 Track

Flood L3 Track

Flood L1 Track

Dimensions (mm)

• Simple mains voltage LED spotlight perfect for the 

retail/shop lighting segment 

• Uniform flood effect

• Direct connection to line voltage 200-240V, no need for 

external LED driver 

• 13W Power Consumption 

• Colour temperature: 3,000K and 4,000K 

• Fixture Lumens: 623lm

• Available in Black and White

• L1, L3 track and surface mount options

Beacon Minor Flood

Code Description Colour

Beacon Minor Flood - 3,000K

2056166 Beacon Minor L1 FLD 3K WHT White

2056167 Beacon Minor L1 FLD 3K BLK Black

2056168 Beacon Minor L3 FLD 3K WHT White

2056169 Beacon Minor L3 FLD 3K BLK Black

2056170 Beacon Minor SM FLD 3K WHT White

2056171 Beacon Minor SM FLD 3K BLK Black

Beacon Minor Flood - 4,000K

2056178 Beacon Minor L1 FLD 4K WHT White

2056179 Beacon Minor L1 FLD 4K BLK Black

2056180 Beacon Minor L3 FLD 4K WHT White

2056181 Beacon Minor L3 FLD 4K BLK Black

2056182 Beacon Minor SM FLD 4K WHT White

2056183 Beacon Minor SM FLD 4K BLK Black

Beacon Flood 4,000K

135

19
4

87

99

76

Ø79

15
1

Zaraysk Kremlin Museum - Moscow, Russia
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LIGHT SOURCE INCLUDED

Beacon Major - Spot 

• Simple mains voltage LED spotlight perfect for the 

retail/shop lighting segment

• Direct connection to line voltage 200-240V, no need for 

external LED driver

• 27W Power Consumption

• Colour temperature: 4,000K

• Fixture Lumens: 1279lm

• Available in Black and White

• L1, L3 track and surface mount options

Beacon Major 4,000K - Spot

Code Description Colour

2056196 Beacon Major L1 SPT 4K WHT White

2056197 Beacon Major L1 SPT 4K BLK Black

2056198 Beacon Major L3 SPT 4K WHT White

2056199 Beacon Major L3 SPT 4K BLK Black

2056200 Beacon Major SM SPT 4K WHT White

2056201 Beacon Major SM SPT 4K BLK Black

156

Ø79

16
2

99

Dimensions (mm)

L1/L3 Track - Spot White

L1/L3 Track - Spot White

L1/L3 Track - Spot Black

156

Ø79

16
2

99

Joop! - Moscow, Russia
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156

Ø79

16
2

99

Dimensions (mm)

LIGHT SOURCE INCLUDED

Beacon Major - Flood 

• Simple mains voltage LED spotlight perfect for the 

retail/shop lighting segment

• Uniform flood effect

• Direct connection to line voltage 200-240V, no need for 

external LED driver

• 27W Power Consumption

• Colour temperature: 3,000K and 4,000K

• Fixture Lumens: 1551lm

• Available in Black and White

• L1, L3 track and surface mount options

Beacon Major 3,000K - Flood

Code Description Body Colour

2056190 Beacon Major L1 FLD 3K WHT White

2056191 Beacon Major L1 FLD 3K BLK Black

2056192 Beacon Major L3 FLD 3K WHT White

2056193 Beacon Major L3 FLD 3K BLK Black

2056194 Beacon Major SM FLD 3K WHT White

2056195 Beacon Major SM FLD 3K BLK Black

Beacon Major 4,000K - Flood

Code Description Body Colour

2056202 Beacon Major L1 FLD 4K WHT White

2056203 Beacon Major L1 FLD 4K BLK Black

2056204 Beacon Major L3 FLD 4K WHT White

2056205 Beacon Major L3 FLD 4K BLK Black

2056206 Beacon Major SM FLD 4K WHT White

2056207 Beacon Major SM FLD 4K BLK Black

L1/L3 Track - Flood White

L1/L3 Track - Flood White

L1/L3 Track - Flood Black

L1/L3 Track - Flood Black



Zaraysk Kremlin Museum - Moscow, Russia
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Beacon Wallwash LED

Beacon Wallwash LED utilizes a specially adapted asymmetric 

lens to provide a high quality wallwashing effect within any 

given display environment be it museums & galleries or retail. 

Uniform ceiling to fl oor vertical illuminance of up to 3.5 

metres in height at 4.5 metre spacings.
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Beacon Wallwash LED 

Dimensions (mm)

LIGHT SOURCE INCLUDED

Beacon Wallwash (front view)

3,000K

4,000K

Beacon Wallwash - White

Beacon Wallwash - Black

Beacon Wallwash (side view)

Legend: WW=WallWash; HO = High Output; O/B DIM = On-Board 
DIMming; L3 = Lytespan 3; WHT = WHiTe; BLK = BLacK

• Beacon Wallwash LED uses a specially adapted 

asymmetric lens to provide a punchy LED wallwash 

solution, upto 4,916lm

• Uniform ceiling to floor vertical illuminance up to 3.5m 

height at 4.5m spacings 

• Ideal for museum and gallery applications

• High colour rendering index, Ra 95 typical or 85 (High 

output version) typical

• Available in 3000K or 4000K colour temperatures

• Non dimmable, On-board dimming and DALI versions 

available

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard. Other colours 

available on request.

• IR/UV free light source without heat radiation 

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70) 

4,000K

Code Description Colour

2059080 BEACON WW LED 4K L3 BLK Black

2059081 BEACON WW LED 4K L3 WHT White

2059087 BEACON WW LED O/B DIM 4K L3 BLK Black

2059088 BEACON WW LED O/B DIM 4K L3 WHT White

2059094 BEACON WW LED DALI 4K L3 BLK Black

2059095 BEACON WW LED DALI 4K L3 WHT White

3,000K - High Output

Code Description Colour

2059101 BEACON WW LED HO 3K L3 BLK Black

2059102 BEACON WW LED HO 3K L3 WHT White

4,000K - High Output

Code Description Colour

2059108 BEACON WW LED HO 4K L3 BLK Black

2059109 BEACON WW LED HO 4K L3 WHT  White

3,000K

Code Description Colour

2059065 BEACON WW LED 3K L3 BLK Black

2059066 BEACON WW LED 3K L3 WHT White

2059067 BEACON WW LED O/B DIM 3K L3 BLK Black

2059068 BEACON WW LED O/B DIM 3K L3 WHT White

2059073 BEACON WW LED DALI 3K L3 BLK Black

2059074 BEACON WW LED DALI 3K L3 WHT White



Discovery Museum, Newcastle, UK



Morata de Tajuña Pharmacy - Morata de Tajuña, Spain
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Beacon Shelf

Beacon Shelf is just as the name suggests - designed 

specifi cally for lighting shelving in retail and display 

applications. The ‘scoop’ style refl ector and snoot focuses 

light on the products and display but also reduces glare 

whilst the customer is browsing through a store - enhancing 

the customers shopping experience. 
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Beacon Shelf 

Dimensions (mm)

LIGHT SOURCE INCLUDED

Beacon Shelf - front view

3,000K

4,000K

• Beacon Shelf LED is designed specifically for 

illuminating shelving and product displays

• Ideal for retail and display applications upto 4,400lm

• Colour rendering index, Ra 93 typical 

• Available in 3000K or 4000K colour temperatures 

• Non dimmable and DALI versions available 

• For mounting on 3-circuit track (Lytespan 3) 

• White or Black paint finishes as standard. Other colours 

available on request. 

• IR/UV free light source without heat radiation 

• Energy Class: A++, A+, A 

• Long lifetime: 50,000 hours life at 70% of the original 

output (L70) 

• LED technology provides an energy efficient solution 

with reduced maintenance costs 

Beacon Shelf - 3,000K

Code Description Colour 

2093073 BEACON SHELF 3K L3 BLK Black

2093074 BEACON SHELF 3K L3 WHT White

2093075 BEACON SHELF 3K DALI L3 BLK Black

2093076 BEACON SHELF 3K DALI L3 WHT White

Beacon Shelf - 4,000K

Code Description Colour 

2093077 BEACON SHELF 4K L3 BLK Black

2093078 BEACON SHELF 4K L3 WHT White

2093079 BEACON SHELF 4K DALI L3 BLK Black

2093080 BEACON SHELF 4K DALI L3 WHT White

Beacon Shelf - White

Beacon Shelf - Black

Beacon Shelf - side view

Legend: L3 = Lytespan 3; WHT = WHiTe, BLK = BLacK



Hervolario indigo Health Store, Madrid Spain



Ulster Folk and transport Museum - Ulster, Northern Ireland
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• Powerful LED spotlight

• Designed for museum and retail environments

• Ideal for double height spaces

• Unique adjustable lockable lens

• 15-50° Narrow beam or wide angle lens

• Retro industrial fi nish

* Available in black and white

LyteLab

• Powerful LED spotlight• Powerful LED spotlight

• Designed for museum and retail environments• Designed for museum and retail environments
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LIGHT SOURCE INCLUDED

LyteLab 

• Unique adjustable lockable lens allows the beam angle 

to adjust from 15-50º

• Ideal for flexible retail and double height spaces

• Total power consumption 43W providing energy 

saving solutions when compared to existing 100W HIT 

Capsule

• 800Lux at 5m (20,000 cd’s at 1m peak intensity)

• Dimmable via on board dimming and DALI driver 

options as standard

• Retro industrial finish – available in matt black and 

white

• 50K hours life @ 70% luminous flux providing 

maintenance free solutions

• CRI:85

• Architectural range of accessories including

- Barn Doors

- Elongation lens 

- Colour Filters

- Honeycomb

LyteLab - Black

Code Description Colour

2054430 Lytelab 3K On Board Dim L1 Black

2054431 Lytelab 3K On Board Dim L3 Black

2054432 Lytelab 3K On Board Dim SM Black

2054433 Lytelab 3K DALI Dim Black

2054434 Lytelab 4K On Board Dim L1 Black

2054435 Lytelab 4K On Board Dim L3 Black

2054436 Lytelab 4K On Board Dim SM Black

2054437 Lytelab 4K DALI Dim Black

Lytelab accessories

Code Description Colour

2054438 Lytelab Adjustable Barn Doors Black

2054440 Lytelab Elongation Lens Black

287

175

151

121

Dimensions (mm)

h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

8426

2107

936

527

337

234

cone 21º     = 1373 lm

Light distribution Light distribution

Lytelab - White

Code Description Colour

2057328 Lytelab 3K On Board Dim L1 White

2057329 Lytelab 3K On Board Dim L3 White

2057330 Lytelab 3K On Board Dim SM White

2057331 Lytelab 3K DALI Dim L3 White

2057332 Lytelab 4K On Board Dim L1 White

2057333 Lytelab 4K On Board Dim L3 White

2057334 Lytelab 4K On Board Dim SM White

2057335 Lytelab 4K DALI Dim L3 White

Lytelab 4K 21º

Lytelab 4K 48º



BBH Marketing - England
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Optimo

• The Optimo range can be tuned to enhance your unique retail and 

display application

• Innovative range of Spotlights with a coherent modern design 

language incorporating the latest light sources 

• Truly complete range of Spotlights: Uses a wide range of lamp 

technologies: LED solid state light, latest Sylvania lamp 

technologies: HID lamps, MR16 Halogen lamps, GU10 RefLED 

Coolfi t LED lamps and GU10 halogen lamps

• Twist & lock bezel design allows for quick and easy replacement of 

lamps, refl ectors and / or fi lters

• Unique and innovative 2 tone colour combinations made possible 

by body and trim concept

• 3 standard colours: Matte white, Silver & Matte black (all with black 

chassis)

• Incorporating latest driver technology for increased effi ciency

• Delivered fi tted with 36° refl ector (on LED & HID models only)

• 99.9% pure aluminium refl ector for best possible effi ciency

• Safety glass fi lters allow optimal effi ciency

Control Gear:  Electronic

Adjustment Angles:  0-90° tilt and 360° rotation

Track:  Available with Single or Three circuit 

track adaptor

Housing:   Die-cast aluminium chassis with 

Polycarbonate cover mouldings 

Cover mouldings:  Available in Matte white, Silver 

& Matte black. Custom colours 

available upon request - please 

consult your local salesforce for 

more information

Oprimo Large LED - White

Oprimo Small LED - Silver
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Optimo Large - LED 

Features

• 36W LED spotlight

• High light output and efficiency up to 2,832lm and 

79lm/W (luminaire output on 4,000K version)

• Unique passive heatsink design optimises thermal 

management allowing maximum performance, lumen 

maintenance and colour stability throughout the life of 

the product

• Available in warm white (3,000K) and neutral white 

(4,000K)

• Long life: 50,000 hours to L70

• LED binning of 3 MacAdam ellipses ensures colour 

consistency across your lighting scheme

• LED technology provides energy efficient solutions and 

reduced maintenance costs

• 80 CRI minimum

• No UV or IR radiation

• Instant light

3,000K

Code Description Body Colour

Single circuit

3089943 Optimo large LED WW LS1 WH White

3089944 Optimo large LED WW LS1 BL Black

3089945 Optimo large LED WW LS1 SI Silver

Three circuit

3089946 Optimo large LED WW LS3 WH White

3089947 Optimo large LED WW LS3 BL Black

3089948 Optimo large LED WW LS3 SI Silver

99.7

36.5
137.2

127.5

140

4,000K

Code Description Body Colour

Single circuit

3089949 Optimo Large LED NW LS1 WH White

3089950 Optimo Large LED NW LS1 BL Black

3089951 Optimo Large LED NW LS1 SI Silver

Three circuit

3089952 Optimo Large LED NW LS3 WH White

3089953 Optimo Large LED NW LS3 BL Black

3089954 Optimo Large LED NW LS3 SI Silver

Accessories

Code Description

3089958 Optimo large LED 12º Refl ector

3089962 Optimo large LED 24º Refl ector

3089966 Optimo large LED 50º Refl ector

3089970 Optimo large LED Meat fi lter

3089974 Optimo large LED Sun fi lter

LIGHT SOURCE INCLUDED

24º refl ector

Meat fi lter

50º refl ector

Sun fi lter

36˚

Legend: WW = Warm White; NW = Neutral White; LS1 = Single circuit 
track = LS3 Three circuit track; WH = WHite; BL = BLack; SI = SIlver

Warm white 3,000K

Neutral white 4,000K

Custom Colours 

(available on request)

Satin Chrome Matt Magenta

Powder Cyan Tour Yellow

Standard Colours

White Black Silver

Dimensions (mm) Standaert Vloerwerken - Gavere, Belgium
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Standard Colours

White Black Silver

Custom Colours 

(available on request)

Satin Chrome Matt Magenta

Powder Cyan Tour Yellow

Optimo Small - LED 

Features

• 20W LED spotlight

• High light output and efficiency up to 1,589lm and 

79lm/W (luminaire output on 4,000K lamp version)

• Unique passive heatsink design optimises thermal 

management allowing maximum performance, lumen 

maintenance and colour stability throughout the life of 

the product

• Available in warm white (3,000K) and neutral white 

(4,000K)

• LED binning of 3 MacAdam ellipses ensures colour 

consistency across your lighting scheme

• LED technology provides energy efficient solutions and 

reduced maintenance costs

• 80 CRI minimum

• No UV or IR radiation

• Instant light 

3,000K

Code Description Body Colour

Single circuit

3089919 Optimo small LED WW LS1 WH White

3089920 Optimo small LED WW LS1 BL Black

3089921 Optimo small LED WW LS1 SI Silver

Three circuit

3089922 Optimo small LED WW LS3 WH White

3089923 Optimo small LED WW LS3 BL Black

3089924 Optimo small LED WW LS3 SI Silver

4,000K

Code Description Body Colour

Single circuit

3089925 Optimo small LED NW LS1 WH White

3089926 Optimo small LED NW LS1 BL Black

3089927 Optimo small LED NW LS1 SI Silver

Three circuit

3089928 Optimo small LED NW LS3 WH White

3089929 Optimo small LED NW LS3 BL Black

3089930 Optimo small LED NW LS3 SI Silver

Accessories

Code Description

3089956 Optimo small LED 12º low Refl ector

3089960 Optimo small LED 24º low Refl ector

3089964 Optimo small LED 50º low Refl ector

3089968 Optimo small LED Meat fi lter

3089969 Optimo small LED Sun fi lter

LIGHT SOURCE INCLUDED

36˚

12º refl ector

Sun fi lter

24º refl ector

50º refl ector

99.7

152.2

36.5
137.4

100

78.2

Dimensions (mm)

Legend: WW = Warm White; NW = Neutral White; LS1 = Single 
circuit track = LS3 Three circuit track; WH = WHite; BL = BLack; 
SI = SIlver

Warm white 3,000K

Neutral white 4,000K

Jane D Style - Wagerem, Belgium
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Construction: Extruded aluminium profile.

 PVC liner housing 2 copper conductors

Total Max Load: 240 (230) VAC supply

 3840w (3680w)

 Single fuse rated at 16amps

 Supply cable 3 x 1.5mm2

Finish: Smooth polyester powder paint finish, 

 white RAL 9016, silver RAL 9006 or  

 black RAL 9005

• Polarised 16amp single circuit track system 

with two conductors

• Suitable for use with Concord single circuit  

adaptor types

• Choice of formats including low profile

• Universal feeds and couplers with polarisation 

determined during installation with 

polarisation tab

• Unique Push-up feed allows power to be fed 

on or off anywhere along the length of track

• Can be cut on site

• Broad range of universal suspensions

• Polarised and fully earthed to latest  

international standards

Lytespan 1
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Lytespan 1 Single Circuit Track System - Track Kits

Starter Track Kit

• Ideal for surface mounted runs

• Single length or to start a run

• Supplied with Track Unit, Plug-in Live End, End Caps  

and Surface Mount Clips

Joiner Track Kit

• Ideal for surface mounted runs

• Extends Starter Track to create straight runs

• Supplied with Track Unit, Plug-in Live Coupler and  

Surface Mount Clips

Starter Track Kit

Code Length (m) Weight (kg) Colour

2036010 1 0.57 White

2036011 2 1.09 White

2036012 3 1.61 White

2046525 1 0.57 Black

2046526 2 1.09 Black

2046527 3 1.61 Black

Starter Track Kit

Joiner Track Kit

Joiner Track Kit/Adjustable Coupler

Code Length (m) Weight (kg) Colour

2036013 2 1.06 White

2036014 3 1.58 White

2046528 2 0.57 Black

2046529 3 1.09 Black

Deri Museum - Debrecen, Hungary
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Lytespan 1 Single Circuit Track System - Track Units 

Standard Track Unit

• For single or continuous runs, bends and grids

• Ideal for surface mounting or suspension

• Order components and accessories separately

Recessed Track Unit

• For single or continuous straight runs

• Ideal for suspended ceilings

• Order components and accessories separately

1. Recessed Track Unit

Code Length (m) Weight (kg) Colour

2036022 1 0.67 White

2036023 2 1.19 White

2036024 3 1.71 White

Basic components required for a track scheme:
1. Track Unit
2. Live Feed: Feeds power onto track
3. Coupler: Only required if creating runs
4. End Cap: Safely terminates track ends
5. Suspensions: Safely and securely mounts track  
 Optional Accessories

Standard Track Unit

Recessed Track Unit

Standard Recessed

1. Standard Track Unit

Code Length (m) Weight (kg) Colour

2036015 1 0.52 White

2036016 2 1.04 White

2036017 3 1.56 White

2036018 1 0.52 Black

2036020 2 1.04 Black

2036021 3 1.56 Black

2046531 1 0.52 Silver

2046532 2 1.04 Silver

2046533 3 1.56 Silver
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All couplers can easily be converted to mechanical only couplers.
* Can be used to feed power on/off of track once internal wires are removed

Accessories

Code Description Finish Weight (kg)

2007631 Display Hook Suspends signs, cords etc Standard Track White Max Load 5.00

Push-up Live Feed

Plug-in Live Feed

Straight Plug-in Coupler

X Coupler

L Coupler

T Coupler

Flexible Coupler

End Cap

Display Hook

Lytespan 1 Single Circuit Track System - Components

2. Live Feeds

Code Description Finish Top

2011305 Push-up Live Feed Feeds power on or off anywhere along length of track Recessed & Standard Track White Universal

2011348 Plug-in Live Feed Feeds power on or off at end of track Standard Track White Universal

2011833 Push-up Live Feed Feeds power on or off anywhere along length of track Standard Track Black Universal

2011285 Plug-in Live Feed Feeds power on or off at end of track Standard Track Black Universal

4. Track or Starter Track 
See previous page for model numbers Standard Track Silver Mech/Elec

3. Couplers

Code Description Finish Top

2011303 Straight Plug-in Coupler Connects tracks mech/elec to create straight runs Standard Track White  Mech/Elec

2011379 L Coupler Couplers supplied with wires.* Polarisation determined on site Standard Track White Mech/Elec

2011381 T Coupler Couplers supplied with wires.* Polarisation determined on site Standard Track White Mech/Elec

2011383 X Coupler Couplers supplied with wires.* Polarisation determined on site  Standard Track White Mech/Elec

2036027 Flexible Coupler Closes to a minimum of 45º horizontally Standard Track White Mech/Elec

2011835 Straight Plug-in Coupler Connects tracks mech/elec to create straight runs Standard Track Black Mech/Elec

2011297 L Coupler Couplers supplied with wires.* Polarisation determined on site Standard Track Black Mech/Elec

2011299 T Coupler Couplers supplied with wires.* Polarisation determined on site Standard Track Black Mech/Elec

2036028 Flexible Coupler Closes to a minimum of 45deg horizontally Standard Track Black Mech/Elec

2046535 L Couplers supplied with wires* Polarisation determined on site Standard Track Silver Mech/Elec

2046536 T Couplers supplied with wires* Polarisation determined on site Standard Track Silver Mech/Elec

2046539 Flexible Coupler Closes to a minimum of 45deg horizontally Standard Track Silver Mech/Elec

5. End Cap

Code Description Finish

2011345 End Cap Must be used to safely terminate track ends Recessed & Standard Track White

2011283 End Cap Must be used to safely terminate track ends Standard Track Black

2046538 End Cap Must be used to safely terminate track ends Standard Silver
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Lytespan LP Single Circuit Track System 

• Slim, broad based, low profile for surface  

mounting, onto walls, ceilings or floors

• Track kits consisting of starter or joiner tracks  

with all the components needed for single or  

continuous straight runs

• Flexible coupler for bends

• Supplied with screws for surface mounting.  

Option of concealed method or through fixing  

using caps and covers supplied

• Couplers and end caps follow elegant profile  

of track

3 Straight Runs

3 Bends

7 Grids

7 Recessed

1 Standard or Recessed track

2 Live feed

3 Couplers

4 Flexible Coupler

5 Starter track

6 End cap

7 Torus Spotlight

1

3

4

5

6

2

7

This schematic drawing shows only some of the components 

available with Lytespan LP and is not meant to infer any particular 

arrangement or structural installation. Instructions provided with 

each component must be followed carefully.
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Lytespan LP Single Circuit Track System - Track Kits 

Starter Track Kit

• Ideal for surface mounted runs

• Single length or to start a run

• Supplied with Track Unit, Push-up Live Feed, End Caps  

and Mounting Screws and Screw Cap Covers

Joiner Track Kit

• Ideal for surface mounted runs

• Extends Starter Track to create straight runs.

• Supplied with Track Unit, Plug-in Live Coupler and  

Screws and Screw Cap Covers

Starter Track Kit

Joiner Track Kit

Standard LP

Starter Track Kit

Code Length (m) Weight (kg) Colour

2019502 1 0.60 White

2019503 2 1.20 White

2019504 3 1.80 White

2025709 1 0.60 Silver

2025710 2 1.20 Silver

2025711 3 1.80 Silver

2046525 1 0.60 Black

2046526 2 1.20 Black

2046527 3 1.80 Black

Joiner Track Kit

Code Length (m) Weight (kg) Colour

2019505 2 1.20 White

2019506 3 1.80 White

2025712 2 1.20 Silver

2025713 3 1.80 Silver

2046528 2 1.20 Black

2046529 3 1.80 Black
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Accessories

Code Description Weight (kg) Colour

2007631 Display Hook Suspends signs, cords etc Max load 5.00 White

Flexible Coupler

Display Hook

Concealed Fixing Starter track

(Single run only) Fixing screw supplied

• Slide PVC Conductor Strip from aluminium extrusion

• Slotted screw keyholes are revealed

• The extrusion can be used as a template

• Screws can be installed at the predetermined centres

• The track can then be offered up and the screws tightened

• PVC conductor strip can then be returned to  
the extrusion

Through Fixing Starter and Joiner track

(Continuous runs) Fixing screws and screw  
caps supplied

• Screw caps push into the track at determined distances

• Screw caps can be used as a drilling guide

• When track section is firmly fixed, screw cap covers are pushed on to  
conceal the screw heads.

Safety! Screw caps must be used

Flexible Coupler Closes to a minimum of 45º horizontally Can easily be converted to mechanical only

Couplers

Code Description Colour

2025994 Flexible Coupler* Mech/Elec White

2025995 Flexible Coupler* Mech/Elec Silver

2046530 Flexible Coupler* Mech/Elec Black

Lytespan LP Single Circuit Track System - Component



Ted Baker - England
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• Polarised 16amp three circuit track system 

with a common neutral

• Suitable for use with Concord, Lumiance and 

other European three circuit adaptors

• Each of the three circuits can be 

independently dimmed

• Unique Lytespan 3 ‘venturi’ trunk profile in 

standard or recessed form

• Lytebeam deep trunk profile with empty back 

channel for cable way, T5 or Lytespan 3 

module

• Couplers and feeds are pre-wired and 

polarised for ease of installation. 

• Broad range of universal suspensions

• Polarised and fully earthed to latest 

international standards

* When dimming – Other circuits cannot 

contain non-dimmable luminaires such as 

metal halide

Three Circuit Track System
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Planning Aid

• Lytespan 3 track features a polarisation channel running 

along one side of its entire length. (See opposite)

• All Lytespan 3 feeds and couplers except Live Ends are 

supplied pre-polarised, with wires for ease of installation

• When planning a scheme it is important that:

– The polarisation channel is continuous around corners 

and grids

– The layout shows the correct view from above

Three Circuit Track System

Polarisation Channel

Plug-in live End
UNIVERSAL
Polarity tab indicates correct way to wire

L Coupler
OUTSIDE

T Coupler
RIGHT

X Coupler
UNIVERSAL

L Coupler
INSIDE

T Coupler
LEFT

Push-up Feed
LEFT

Push-up Feed
RIGHT
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Three Circuit Track System 

 Planning from above

L Coupler
OUTSIDE

End Cap

X Coupler
UNIVERSAL

L Coupler
INSIDE

T Coupler
LEFT

T Coupler
RIGHT

L Coupler
INSIDE

L Coupler
INSIDE

Live End
UNIVERSAL
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Lytespan 3 Three Circuit Track System - Standard Track Kits 

Starter Track Kit

• Ideal for surface mounted runs

• Single length or to start a run

• Supplied with Track Unit, Push-up Live Feed, End Caps 

and Surface Mount Clips

Joiner Track Kit

• Ideal for surface mounted runs

• Extends Starter Track to create straight runs

• Supplied with Track Unit, Plug-in Live Coupler and 

Surface Mount Clips

Joiner Track Kit

Code Length (m) Weight (kg) Colour

2030736 3 2.90 White

Starter Track Kit

Joiner Track Kit

Standard

Emergency lighting solutions for track 
mounting

Starter Track Kit

Code Description Weight (Kg) Colour

L3 Starter Track White

2030732 L3 Starter Track 1M 0.925 White

2030733 L3 Starter Track 2M 1.85 White

2030734 L3 Starter Track 3M 2.75 White

L3 Starter Track Silver

2057410 L3 Starter Track 1M 0.925 Silver

2057411 L3 Starter Track 2M 1.85 Silver

2057412 L3 Starter Track 3M 2.75 Silver

Dimensions (mm) Eger castle - Eger, Hungary
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Lytespan 3 Three Circuit & DALI Track System

Standard Track Unit

• For single or continuous runs and grids

• Ideal for surface mounting or suspension

• Order components and accessories separately

Recessed Track Unit

• For single or continuous runs

• Ideal for suspended ceilings

• Order components and accessories separately

1. Standard Track Unit

Code Length (m) Weight (kg) Colour

2020760 1 0.90 White

2020762 2 1.80 White

2020751 3 2.70 White

2020761 1 0.90 Silver

2020763 2 1.80 Silver

2020759 3 2.70 Silver

2025500 1 0.90 Black

2025501 2 1.80 Black

2025502 3 2.70 Black

1. Recessed Track Unit

Code Length (m) Weight (kg) Colour

2020718 2 1.95 White

2020719 3 2.85 White

Standard Track Unit

Recessed Track Unit

Standard

Dimensions (mm)

Recessed



248 Track

Lytespan 3 Three Circuit & DALI Track System - Components 

4. End Cap

Code Description Finish

2020789 Must be used to safely terminate track ends White

2021317 Must be used to safely terminate track ends Silver

2025517 Must be used to safely terminate track ends Black

5. Accessories

Code Description  Weight (kg) Finish

2025697 Suspends signs, cords etc. Max load 5.00 White

Push-up Live Feed

Plug-in Live Feed

Straight Plug-in Coupler

L Coupler

T Coupler

X Coupler

Flexible Coupler

End Cap

Display Hook

1. Live Feeds

Code Description Finish Type

2027546 Push-Up Live Feed White Left

2027549 Push-Up Live Feed White Right

2020790 Plug-In Live White Universal

2020799 Live Feed Black Recessed

2027547 Push-Up Live Feed Silver Right

2027550 Push-Up Live Feed Silver Left

2021318 Plug-In Live Feed Silver Universal

2027548 Push-Up Live Feed Black Left

2027551 Push-Up Live Feed Black Right

2025507 Plug-In Live Feed Black Universal

2. DALI Live Feeds

Code Description Finish Type

2051485 Push-Up Live Feed White Right

2051488 Push-Up Live Feed White Left

2051486 Push-Up Live Feed Silver Right

2051489 Push-Up Live Feed Silver Left

2051487 Push-Up Live Feed Black Right

2051490 Push-Up Live Feed Black Left

3. Couplers/ DALI Couplers

Code Description Finish Type
2020797 Straight Plug-in Coupler Recessed Track  Mech/Elec
2020792 L Coupler* White Inside
2020793 L Coupler* White Outside
2051497 L Coupler* White Inside
2051500 L Coupler* White Outside
2020795 T Coupler* White Left
2020796 T Coupler* White Right
2051494 T Coupler* White Left
2051491 T Coupler* White Right
2020794 X Coupler* White Universal
2051503 X Coupler* White Universal
2020798 Flexible Coupler White Mech/Elec
2051506 Flexible Coupler White Mech/Elec
2027542 Straight Plug-in Coupler Silver Mech/Elec
2021315 L Coupler* Silver Inside
2021314 L Coupler* Silver Outside
2051498 L Coupler* Silver Inside
2051501 L Coupler* Silver Outside
2021310 Flexible Coupler Silver Mech/Elec
2051507 Flexible Coupler Silver Mech/Elec
2025508 Straight Plug-in Coupler Black Mech/Elec
2025511 L Coupler* Black Inside
2025512 L Coupler* Black Outside
2051499 L Coupler* Black Inside
2051502 L Coupler* Black Outside
2025514 T Coupler* Black Left
2025513 T Coupler* Black Right
2051496 T Coupler* Black Left
2051493 T Coupler* Black Right
2025515 X Coupler* Black Universal
2051505 X Coupler* Black Universal

2025516 Flexible Coupler Black Mech/Elec
2051508 Flexible Coupler Black Mech/Elec

Wires can be removed to create mechanical only connections. Once wires are removed couplers can be used to feed power on/off of track
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Lytebeam Three Circuit Direct/Indirect Track System - Track Units 

1. Standard Lytebeam Unit

Code Length (m) Weight (kg) Colour

2037837 2 5.00 White

2037838 3 7.50 White

2037841 2 5.00 Silver

2037842 3 7.50 Silver

1b. Indirect T5 batten module

Code Length (m) Lamp Type

9137867 1.186 28W T5

1a. Indirect L3 track module

Code Length (m) Colour

2037845 1.180 White

Luxline Plus T5 FHE T16 
28W G5 2640lm

Standard Lytebeam Unit

Standard Lytebeam Unit

Indirect L3 track module

1. Empty Back Channel for Cable Way

1a. L3 Track for Indirect Accent

Lytebeam Indirect L3 Modules – suggested spacings Lytebeam Indirect T5 Modules – suggested spacings

1b. T5 Fluorescent Modules for 
Indirect Ambient

Caption 1
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Lytebeam Three Circuit (Direct & Indirect) & DALI Track System

• Architectural three circuit and DALI deep beam section

• Indirect ambient lighting using T5 batten accessory

• Indirect accent lighting using L3 Track assembly

• Wide selection of suspension options, wires, rods and 

wall brackets

• Rigid section provides maximum suspension spacing of 

up to 4m

• Rear beam section may be used to carry other  

electrical services

• Wall brackets allow for wall to wall installation,  

maximum spacing 4m (longer with suspensions)

• Individual section, continuous runs and complex grids

• LED Emergency modules 

• Straight Runs

• Grids

• Bends

1  End Cap

2  ‘L’ Outside

3  ‘X’

4  ‘T’ Right

5  ‘I’ Inline Straight Connector

6  Single Wire Suspension

7  Wall Mounting Bracket

8  Mechanical/Electrical Single Wire Suspension

9  Push-up Live Feed

10 Twin Wire Suspension

11 Suspension Beam End

11

6

3

4
7

5

9

1

8

10

Concord DALI Track Adaptor

Emergency  
lighting solutions 
for track  
mounting
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Lytebeam Three Circuit Direct/Indirect Track System - Components

Basic components required for a track scheme:

1. Track Unit

1a. Indirect L3 track module

1b. Indirect T5 batten module

2 Live Feed: Feeds power onto track

6. Accessories

Code Description Colour Max Load (kg)

2025697 Display Hook Suspends signs, cords etc White 5.00

Push-up Live Feed

I – Straight Coupler L – Coupler Inside/outside 
(converts)

T – Left Hand and Right Hand X – Universal

Flexible Coupler – Universal

End Cap Beam End

Display Hook

1. Live Feeds

Code Description Colour Type
2027546 Push-Up Live Feed Feeds power on or off anywhere along length of track White Left
2027549 Push-Up Live Feed Feeds power on or off anywhere along length of track White Right
2027547 Push-Up Live Feed Feeds power on or off anywhere along length of track Silver Left

2027550 Push-Up Live Feed Feeds power on or off anywhere along length of track Silver Right

3. Couplers

Code Description Colour Type
2037853 I Straight Coupler Connects tracks to create straight runs White  Mech/Elec
2037854 L Coupler Polarised couplers supplied pre-wired for ease of installation* White Inside/Outside
2037855 T Coupler Polarised couplers supplied pre-wired for ease of installation* White Left
2037856 T Coupler Polarised couplers supplied pre-wired for ease of installation* White Right
2037858 I Straight Coupler Connects tracks to create straight runs Silver  Mech/Elec
2037860 L Coupler Polarised couplers supplied pre-wired for ease of installation* Silver Inside/Outside

5. End Cap

Code Description Colour

2037848 End Cap must be used to safely terminate track ends White

2037851 End Cap must be used to safely terminate track ends and provides suspension points White

2037850 End Cap must be used to safely terminate track ends Silver

2037852 End Cap must be used to safely terminate track ends and provides suspension points Silver

* Wires can be removed to create mechanical only connections. Once wires are removed couplers can be used to feed power 
on/off of track

* Wires can be removed to create mechanical only connections. Once wires are removed couplers can be used to feed power 
on/off of track

3. Coupler: Only required if creating runs

4. End Cap: Safely terminates track ends

5. Suspensions: Safely and securely mounts track

6. Optional Accessories

2. DALI Live Feeds

Code Description Colour Type
2051488 Push-Up Live Feed Feeds power on or off anywhere along length of track White Left
2051485 Push-Up Live Feed Feeds power on or off anywhere along length of track White Right
2051489 Push-Up Live Feed Feeds power on or off anywhere along length of track Silver Left
2051486 Push-Up Live Feed Feeds power on or off anywhere along length of track Silver Right

4. DALI Couplers

Code Description Colour Type

2051521 I Straight Coupler Connects tracks to create straight runs White  Mech/Elec

2051533 Flexible Coupler Closes to a minimum of 60º horizontally White Mech/Elec

2051528 L Coupler Polarised couplers supplied pre-wired for ease of installation* Silver Inside/Outside

Caption 1
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Universal Suspensions

• Rod and Floating suspensions provide rigid fixing up 

to 1m straight down from ceiling. Required for 

uneven loads or areas exposed to air movement

• Adjustable 3m wire suspensions provide the flexibility  

to fix from any angle, ideal for sloping ceilings 

• Longer lengths available as variants

• Clutch adjustment mechanism allows quick and  

easy installation and levelling. Excess wire can safely 

be removed

• Twin pivoting suspensions ideal for grids and corners

• Easy to wire mechanical and electrical rod and wire 

suspensions enable discrete mains supply

• Wall mounting brackets for wall to wall installations  

(Lytebeam only)
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Universal 3 Circuit & DALI Track Systems 

• Rod and Floating suspensions provide rigid fixing up to 

1m straight down from ceiling. Required for uneven 

loads or areas exposed to air movement

• Adjustable 3m wire suspensions provide the flexibility 

to fix from any angle, ideal for sloping ceilings Longer 

lengths available as variants

• Clutch adjustment mechanism allows quick and easy 

installation and levelling. Excess wire can safely be 

removed

• Twin pivoting suspensions ideal for grids and corners

• Easy to wire mechanical and electrical rod and wire 

suspensions enable discrete mains supply

• Wall mounting brackets for wall to wall installations 

(Lytebeam only)

Wire Suspensions

Code Description Length (m) Max Load (kg) Colour

2035031 Single Wire Suspension Length easily adjusted 3.00 20.00 Mech Only Chrome

2035016 Twin Wire Suspension Length easily adjusted 3.00 20.00 Mech Only Chrome

2035014 Single Wire Suspension Length easily adjusted 3.00 20.00 Single Circuit Elec/Mech White

2035017 Twin Wire Suspension Length easily adjusted 3.00 20.00 Single Circuit Elec/Mech White

2035015 Single Wire Suspension Length easily adjusted 3.00 20.00 Three Circuit Elec/Mech White

2035018 Twin Wire Suspension Length easily adjusted 3.00 20.00 Three Circuit Elec/Mech White

Recessed Mounting

Code Description Max Load (kg) Type

2010997 Suspension Bracket For fixing recessed track into suspended ceilings 25.00 Steel

Wall Mounting Bracket (For Lytebeam only)

Code Description Max Load (kg) Colour

2037846 Wall Mount Bracket 20.00 White

2037847 Wall Mount Bracket 20.00 Silver

Rod Suspensions

Code Description Length (m) Max Load (kg) Colour

2035020 Rod Suspension Can be cut on site from ceiling  

only +/5mm levelling adjustment

 

  0.50 - Mech Only White

2035023 Rod Suspension Can be cut on site from 

ceiling only +/5mm levelling adjustment

 

  1.00 25.00 Mech Only White

2035026 Rod Extension Screws onto Mechanical only 

rod suspensions Can not be cut on site. Max 

drop 3.00m +/5mm levelling adjustment

 

 

  0.50 25.00 Mech Only White

2035024 Rod Suspension Can be cut on site from ceiling 

side only +/5mm levelling adjustment

  

  1.00 25.00 Single Circuit Elec/Mech White

2035022 Rod Suspension Can be cut on site from ceiling 

side only +/5mm levelling adjustment

 

  0.50 - Three Circuit Elec/Mech White

2035025 Rod Suspension Can be cut on site from ceiling 

side only +/5mm levelling adjustment

 

  1.00 25.00 Three Circuit Elec/Mech White

Surface Mounting (Not suitable for Lytebeam)

Code Description Length (m) Max Load (kg) Colour

2011999 Mount Clip, Clip screw onto fixing surface. Track 

snaps onto back, secured with allen key supplied

  

  0.14 15.00 White

2011841 Mount Clip Clip screw onto fixing surface. Track 

snaps onto back, secured with allen key supplied

  

  0.14 15.00 Black

Wire suspensions - chrome

Rod suspensions - white

Single/three circuit - white

Single Wire 
Suspension
(Mech only)

Twin Wire 
Suspension
(Mech Only)

Single Wire 
Suspension
(Mech/Elec)

Twin Wire 
Suspension
(Mech/Elec)

* Length refers to distance from mounting surface to back of track
Max spacing for all Single Circuit and Three Circuit Track systems 1.2m
Max spacing for Lytebeam 4m
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Track Deflection Data

The data below gives an indication of the max distributed 

and point loads that can be taken before deflection of 

track will occur.

Do not exceed max load for individual suspensions.

Data is for max spacing or 1.2m

Lytebeam track deflection data and maximum load

Max spacing for all Lytebeam suspensions 4m

• Rod and Floating suspensions provide rigid fixing up to 

1m straight down from ceiling. Required for uneven 

loads or areas exposed to air movement

• Adjustable 3m wire suspensions provide the flexibility 

to fix from any angle, ideal for sloping ceilings Longer 

lengths available as variants

• Clutch adjustment mechanism allows quick and easy 

installation and levelling. Excess wire can safely be 

removed

• Twin pivoting suspensions ideal for grids and corners

• Easy to wire mechanical and electrical rod and wire 

suspensions enable discrete mains supply

• Wall mounting brackets for wall to wall installations 

(Lytebeam only)

Track System   Distributed   Point

Lytespan 1    7.40kg    4.60kg

Recessed Lytespan 1   21.60kg    13.50kg

Lytespan 3    32.00kg    20.00kg

Recessed Lytespan 3   46.00kg    28.50kg

Other Track Systems – Max spacing is 1.2m Maximum Allowable Load

0.75Kg

20Kg
Max

20Kg
Max

20Kg
Max

20Kg
Max

20Kg
Max

14.6Kg + (25.4KG Luminaires) Max = 40Kg

20Kg
Max

20Kg
Max14.6Kg + (25.4KG Luminaires) Max = 40Kg

29Kg + (31KG Luminaires) Max = 60Kg

Rod Extension
(Mech only)

Rod  
Suspension
(Mech/Elec)

Wall Mounting 
Bracket
(Lytebeam only)

Mount Clip
(Not Lytebeam)

Universal Suspensions Single & Three Circuit Track System

Lytebeam track deflection 
data and maximum load

Max spacing for all Lytebeam 
suspensions 4m
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LIGHT SOURCE INCLUDED

Lytespan 3 LED Emergency 

• LED 3 hour non-maintained emergency module

• LED solutions offers considerable extended lamp life

• Can avoid requirement for additional emergency 

solution

• Module can be installed anywhere along a Lytespan 3 

track installation

• Module consists of;

– Gear with inverter and LED driver for high power LED

connected to push-up live feed

– 1 LED housing and one green charge indicator

• Module easily fits into track with double ended track

fixings – feed connection discretely hidden behind 

module

• Not suitable for wall or floor mounting

• Unique to Concord L3 track (not for use on other 
track systems)

Emergency Module - for Three Circuit Track

Code Description Weight  
(kg)

Colour

2038962 Emergency Track Module 1.13 White

2038963 Emergency Track Module 1.13 Silver

Module fits into track with
double ended adaptor

Construction:  Die cast aluminium
Mounting:  Track: Metal track fixings Polycarbonate  

live feed
Control Gear:  3 hour non-maintained emergency Integral  

electronic gear
Battery:  Three cell NI-Cd/NiMH Battery 3.6V
Finish:  powder coated, white RAL 9016, silver RAL  

9006

Dimensions (mm)

55

51.5

175
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 LIGHT SOURCE INCLUDED

Lytebeam 3 LED Emergency

• Lytebeam LED 3 hour non-maintained emergency kit

• LED solutions offers considerable extended lamp life

• Can avoid requirement for additional emergency 

solution

• Kit can be installed anywhere along a Lytebeam track 

installation

• Kits consists; 

– Gear tray with inverter and LED driver for 2 x 1W LED’s 

– 2 LED housings and one green charge indicator

– 1m safety rear cover plate

• LED Housings easily clip into front of Lytebeam by 

drilling 2 x 12mm holes

• Gear fits into rear channel and connected to LED’s via 

terminal block

• Rear safety cover plate conceals gear tray and internal 

wiring

Emergency Kit - for Lytebeam

Code Description Weight (kg)

2038312 Lytebeam Emergency Kit 0.75

Discrete LED housings with 
green charge indicator in 
normal and emergency 
mode.

Inverter pack and driver 
housed in the back of 
Lytebeam track sections.

Construction:  Aluminium and steel
Control Gear:  3 hour non-maintained emergency

Inverter and Batteries
Battery:  Three cell NI-Cd/NiMH Battery 3.6V
Finish:  anodised LED Housings and rear cover

Dimensions (mm)
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Nanotrack 1 Single circuit track system

• For all Havells Sylvania spotlights with Single circuit 

adaptor

• Mechanical and electrical connection accessories

• T, L and X configuration without additional accessories

• Starter track 1 comes with live ends

• Single circuit track for surface mounting or suspending

Starter Track

Code Description (16A 4000W max)  

White

3019010 1,000mm Starter Track  

3019020 2,000mm Starter Track  

3019030 3,000mm Starter Track 

Matt Silver

3019060 1,000mm Starter Track 

3019070 2,000mm Starter Track 

3019080 3,000mm Starter Track 

Mechanical load

Track length  No. of Suspension wires Maximum allowable load

1,000mm  2  10Kg

2,000mm  3  15Kg

3,000mm  4  20Kg

1000 mm (2x5 kg max.)

3000 mm (4x5 kg max.)

2000 mm (3x5 kg max.)

200 mm max. 200 mm max.

200 mm max.

200 mm max.

3000 mm (4x5 kg max.)

200 mm max.

835
1

2

250 V - 16 A
3 x 1,5 mm  min. 

2

3

1

2

1000 mm (2x5 kg max.)

3000 mm (4x5 kg max.)

2000 mm (3x5 kg max.)

200 mm max. 200 mm max.

200 mm max.

200 mm max.

3000 mm (4x5 kg max.)

200 mm max.

835
1

2

250 V - 16 A
3 x 1,5 mm  min. 

2

3

1

2

1000 mm (2x5 kg max.)

3000 mm (4x5 kg max.)

2000 mm (3x5 kg max.)

200 mm max. 200 mm max.

200 mm max.

200 mm max.

3000 mm (4x5 kg max.)

200 mm max.

835
1

2

250 V - 16 A
3 x 1,5 mm  min. 

2

3

1

2

2

3 4

5

1

Starter Track - Silver 

Joiner Track - White

Joiner Track

Code Description (16A 4000W max)  

White

3019110 Joiner track 3,000mm  

Matt Silver

3019120 Joiner track 3,000mm  
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Flexible electrical coupler

A
cce

sso
rie

s

Electrical coupler

Pendant adaptor Single circuit Monopoint Single circuit Trackpoint adaptor
* Cannot be used with Single circuit versions of BriteSpot 

and HIT/CDM-T(C) spotlights

Monopoint LSI

Code Description  Colour

3020060 Single circuit Monopoint*  White

3020070 Single circuit Monopoint*  Matt silver

Trackpoint Adaptor

Code Description  Colour

3001930 Trackpoint adaptor Single circ.  Matt silver

Dimensions (mm)

Nanotrack 1 Single circuit track system

1000 mm (2x5 kg max.)

3000 mm (4x5 kg max.)

2000 mm (3x5 kg max.)

200 mm max. 200 mm max.

200 mm max.

200 mm max.

3000 mm (4x5 kg max.)

200 mm max.

835
1

2

250 V - 16 A
3 x 1,5 mm  min. 

2

3

1

2

Accessories/Connections

Code Description Colour

3001911 Live end small White

3001910 Live end large White

3019130 Mechanical coupler White

3019160 Electrical coupler White

3019180 Flexible el. coupler White

3019220 Steel wire suspension 1.5m White

3019550 Pendant adaptor White

3001912 Live end large Matt silver

3001913 Live end small Matt silver

3019170 Electrical coupler Matt silver

3019560 Pendant adaptor Matt silver

Mechanical coupler

Electrical coupler Single circuit Trackpoint adaptor Live end large
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263 Ascent 150 II

273 Ascent 100

283 Ascent 50

287 Ascent Performance Cones 

293 Insaver LED II

297 Insaver LED

303 Insaver

311 Insaver HE Topper LED

315 Insaver HO Topper LED

319 Syl-Lighter LED II

322 Syl-Lighter CFL

325 Nexo LED

329 Orbito LED

333 Sylfl at
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 263 DOWNLIGHTS

Ascent 150 II

Concord was the original designer and manufacturer of architectural downlights and had a registered patent on the term “downlighter”, which 

lasted from 1966 to 2006.

With over 40 years experience in downlighter technology, Concord introduced the Ascent 150 to redefi ne the genre of Low Energy Downlights, 

providing a cost effective and energy effi cient replacement for existing CFL downlights offering equivalent lumen output with greatly reduced 

power consumption. The new Ascent 150 II takes this to the next level with effi ciencies of up to 131lm/W using high effi ciency boards and a die 

cast aluminium heat sink to combine high output with long lifetime. The Ascent 150 II range replaces the original Concord, LED 150-TE II (versions 

available upon request).
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with  
accessories

• A true economic and efficient replacement for existing 

CF-L downlights suitable for a wide range of applications

• Efficacy upto 127lm/W (19W, 4,000K version)

• Long life, 50,000 hours plus at 70% luminous flux, fit 

and forget maintenance free lighting solution

• For workspace applications and very low glare < 200 

Cd/m/2 @ 65˚ and above

• Complimentary Wallwasher for the provision of vertical 

illuminance

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Wide selection of decorative accessories including 

floating glass rings and IP54 attachments

Ascent 150 II - Aluminium Reflector 

LIGHT SOURCE INCLUDED

Dimensions (mm)

4,000K versions  Ascent 150 II 1200  Ascent 150 II 1700

Fixture power (W) 10 14

Fixture Lumens (lm) 1,215 1,738

ULuminaire efficacy Lm/W  122 124

Ascent 150 II 1100/1200lm, 10W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059340 ASCENT 150 II 1100 3K STD 1,123 Standard

2059341 ASCENT 150 II 1100 3K DALI 1,123 DALI/Switch DIM

2059342 ASCENT 150 II 1100 3K STD EM 1,123 Standard EM

2059343 ASCENT 150 II 1100 3K DALI EM 1,123 DALI/Switch 

DIM emergency

 

4,000K

2059344 ASCENT 150 II 1200 4K STD 1,215 Standard

2059345 ASCENT 150 II 1200 4K DALI 1,215 DALI/Switch DIM

2059346 ASCENT 150 II 1200 4K STD EM 1,215 Standard Emergency

2059347 ASCENT 150 II 1200 4k DALI EM 1,215 DALI/Switch DIM 

emergency

 

Ascent 150 II 1600/1700lm, 14W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059348 ASCENT 150 II 1600 3K STD 1,600 Standard

2059349 ASCENT 150 II 1600 3K DALI 1,600 DALI/Switch DIM

2059350 ASCENT 150 II 1600 3K STD EM 1,600 Standard EM

2059351 ASCENT 150 II 1600 3K DALI EM 1,600 DALI/Switch 

DIM emergency

 

4,000K

2059352 ASCENT 150 II 1700 4K STD 1,738 Standard

2059353 ASCENT 150 II 1700 4K DALI 1,738 DALI/Switch DIM

2059354 ASCENT 150 II 1700 4K STD EM 1,738 Standard EM

2059355 ASCENT 150 II 1700 4k DALI EM 1,738 DALI/Switch DIM 

emergency

 

Ascent 150 II 10W - 3,000K

Ascent 150 II 10W - 4,000K

Ascent 150 II 14W - 3,000K

Ascent 150 II 14W - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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with  
accessories

• A true economic and efficient replacement for 

existing CF-L downlights suitable for a wide range of

applications

• Efficacy upto 127lm/w (19W, 4000K version)

• Long life, 50,000 hours plus at 70% luminous flux, fit 

and forget maintenance free lighting solution

• For workspace applications and very low glare < 200 

Cd/m/2 @ 65˚ and above

• Complimentary Wallwasher for the provision of vertical 

illuminance

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Wide selection of decorative accessories including 

floating glass rings and IP54 attachments

LIGHT SOURCE INCLUDED

Ascent 150 II - Aluminium Reflector

Dimensions (mm)

4,000K versions  Ascent 150 II 2400  Ascent 150 II 3400

Fixture power (W) 19 28

Fixture lumens (lm) 2,414 3,435

Efficacy Lm/W  127 123

Ascent 150 II 2200/2400lm, 19W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059356 ASCENT 150 II 2200 3K STD 2,246 Standard

2059357 ASCENT 150 II 2200 3K DALI 2,246 DALI/Switch DIM

2059358 ASCENT 150 II 2200 3K STD EM 2,246 Standard EM

2059359 ASCENT 150 II 2200 3K DALI EM 2,246 DALI/Switch 

DIM emergency

 

4,000K

2059360 ASCENT 150 II 2400 4K STD 2,414 Standard

2059361 ASCENT 150 II 2400 4K DALI 2,414 DALI/Switch DIM

2059362 ASCENT 150 II 2400 4K STD EM 2,414 Standard EM

2059363 ASCENT 150 II 2400 4K DALI EM 2,414 DALI/Switch DIM 

emergency

 

Ascent 150 II 3200/3400lm, 28W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059364 ASCENT 150 II 3200 3K STD 3,250 Standard

2059365 ASCENT 150 II 3200 3K DALI 3,250 DALI/Switch DIM

2059366 ASCENT 150 II 3200 3K STD EM 3,250 Standard EM

2059367 ASCENT 150 II 3200 3K DALI EM 3,250 DALI/Switch 

DIM emergency

 

4,000K

2059368 ASCENT 150 II 3400 4K STD 3,435 Standard

2059369 ASCENT 150 II 3400 4K DALI 3,435 DALI/Switch DIM

2059370 ASCENT 150 II 3400 4K STD EM 3,435 Standard EM

2059371 ASCENT 150 II 3400 4K DALI EM 3,435 DALI/Switch DIM 

emergency

 

Ascent 150 II -19W - 3,000K

Ascent 150 II - 19W - 4,000K

Ascent 150 II -28W - 3,000K

Ascent 150 II -28W - 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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with  
accessories

LIGHT SOURCE INCLUDED

Ascent 150 II - White Reflector

Dimensions (mm)

4,000K versions 

 Ascent 150 II 2400  Ascent 150 II 3400

Fixture Lumens (lm) 2,413 3,403

Actual Power (W) 19 28

Efficacy Lm/W  110 110

• A true economic and efficient replacement for existing 

CF-L downlights suitable for a wide range of applications

• Long life, 50,000 hours plus at 70% luminous flux, fit 

and forget maintenance free lighting solution

• 4,000K neutral white and 3,000K warm white options 

with typical colour rendering index of Ra85

• IP44 rated

• Wide selection of decorative accessories including 

floating glass rings and IP54 attachments

Ascent 150 II 2000/2400lm - 19W

Code Description Lumen 
output 
(lm)

 Type 

3,000K

2059446 ASCENT 150 II 2000 3K DALI WHT 2,082 DALI/Switch DIM

4,000K

2059448 ASCENT 150 II 2400 4K DALI WHT 2,413 DALI/Switch DIM Ascent 150 II 19W - 3,000K

Ascent 150 II 19W - 4,000K

Ascent 150 II 2900/3400lm - 28W

Code Description Lumen 
output 
(lm)

 Type 

3,000K

2059447 ASCENT 150 II 2900 3K DALI WHT 2,967 DALI/Switch DIM

4,000K

2059449 ASCENT 150 II 3400 4K DALI WHT 3,403 DALI/Switch DIM

2059450 ASCENT150 II 3400 4K DALIEM WHT 3,403 DALI/Switch DIM 

emergency

 

Ascent 150 II 28W - 3,000K

Ascent 150 II 28W - 4,000K

 * Emergency versions available on request

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ascent 150 II Round Accessories (Inc Plaster Up) 

A
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Ascent 150 Plaster Up Accessories

Code Description

2056146 ASNT150 PL UP RD SIL ACC

2056147 ASNT150 PL UP RD WHT ACC

2056148 ASNT150 PL UP RD BLK ACC

160mm Ø Accessories
Order separately

Code Description Weight (kg) Colour

2028614 Bezel Only 0.11 White Bezel

2028034 Clear Glass IP44 Cover 0.20 White Bezel

2028036 Etched Glass IP44 Cover 0.20 White

2039013 Polycarbonate IP54 Cover 0.18 White

2038980 Floating Frosted Glass Ring 0.50 White Bezel

2038984 Floating Glass Ring Blue Gel 0.50 White Bezel

2039021 Floating Profi le Cut Glass Disc 0.56 White

2028060 Floating Glass Disc Fully Etched 0.45 White

2034493 Floating Frosted Cylinder Blue Ring 0.16 White

2028549 Floating Frosted Cylinder Clear Ring 0.16 White

2028038 Bezel Only 0.11 Silver Bezel

2028600 Clear Glass IP44 Cover 0.20 Silver Bezel

2028602 Etched Glass IP44 Cover 0.20 Silver

2028608 Floating Glass Disc Fully Etched 0.45 Silver

2028612 Floating Frosted Cylinder Clear Ring 0.16 Silver

Silver Bezel

Floating Profi le Cut 

Glass Disc

White Bezel + IP54 Vandal 

Resistant Cover

Floating Frosted Glass Ring

White Bezel + IP44 

Glass Cover

Floating Frosted Cylinder 
Blue Ring

Floating Glass Ring 

Blue Gel

2056146

• A range of accessories designed to beautify and enhance ceilings

• For that minimalist, uncluttered look, choose one of our plaster up accessories available 

in various fi nishes

2056147 2056148

2059446 and 2056147
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Ascent 150 II Wallwasher

• A true economic and efficient replacement for 

existing CF-L downlights suitable for a wide range of

applications

• Long life, 50,000 hours plus at 70% luminous flux, fit 

and forget maintenance free lighting solution

• Cutting-edge nano diffuser technology provides 

excellent flashing with even illumination and reduction 

of multiple shadowing caused by individual LED chips.

• Highly reflective aluminised diffuser 99.98% super 

pure aluminium reflector irridescence free providing 

optimum visual comfort

• 3,000K warm white also available

• Cannot be used with 160mm accessories

LIGHT SOURCE INCLUDED

4,000K versions 

Ascent 150 II 1700  Ascent 150 II 3400

Fixture Lumens (lm) 1718 3405

Actual Power (W) 14 28

Efficacy Lm/W  123 122

Ascent 150 II 1600/1700lm Wallwash, 14W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059372 ASCENT 150 II WALL 1600 3K STD 1,613 Standard

2059373 ASCENT 150 II WALL 1600 3K DALI 1,613 DALI/Switch DIM

4,000K

2059374 ASCENT 150 II WALL 1700 4K STD 1,718 Standard

2059375 ASCENT 150 II WALL 1700 4K DALI 1,718 DALI/Switch DIM

Ascent 150 II 3200/3400lm Wallwash, 28W

Code Description Lumen 
output 
(lm)

Type 

3,000K

2059376 ASCENT 150 II WALL 3200 3K STD 3,222 Standard

2059377 ASCENT 150 II WALL 3200 3K DALI 3,222 DALI/Switch DIM

4,000K

2059378 ASCENT 150 II WALL 3400 4K STD 3,405 Standard

2059379 ASCENT 150 II WALL 3400 4K DALI 3,405 DALI/Switch DIM

Ascent 150 II 14W - 3,000K Ascent 150 II 14W - 4,000K

Ascent 150 II 28W - 3,000K Ascent 150 II 28W - 4,000K

Legend: WALL = Wallwash

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ascent 150 II Square - Aluminium Refl ector

LIGHT SOURCE INCLUDED

Ascent 150 II 10W 3,000K

Ascent 150 II 14W 3,000K

Ascent 150 II 19W 3,000K

Ascent 150 II 28W 3,000K

158

154

188

C/O = 175 SQ

Dimensions (mm)

• Utilising cutting edge LED chip technology

• Effi cacy upto 131lm/w 19w 4000k version

• A true economic and effi cient replacement for existing CF-L 

downlights

• For workspace applications and very low glare < 200 Cd/m/2 @ 

65° and below

• 4,000K neutral white and 3,000K warm white with typical colour 

rendering index of Ra85

Ascent 150 II SQ Performance matrix - Aluminium refl ector 4K 

Fixture power (W) 10W  14W  19W 28W

Fixture lumens 1,246lm 1,778m 2,483lm 3,512m

Luminaire effi cacy (lm/W) 125 127 131 125

Ascent 150 II 1100/1200lm, 10W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059380 ASCENT 150 II SQ 1100 3K STD 1,163 Standard

2059381 ASCENT 150 II SQ 1100 3K DALI 1,163 DALI/Switch DIM

2059382 ASCENT 150 II SQ 1100 3K STD EM 1,163 Standard EM

2059383 ASCENT 150 II SQ 1100 3K DALI EM 1,163 DALI/Switch 

DIM emergency

4,000K

2059384 ASCENT 150 II SQ 1200 4K STD 1,246 Standard

2059385 ASCENT 150 II SQ 1200 4K DALI 1,246 DALI/Switch DIM

2059386 ASCENT 150 II SQ 1200 4K STD EM 1,246 Standard EM

2059387 ASCENT 150 II SQ 1200 4k DALI EM 1,246 DALI/Switch DIM 

Emergency

Ascent 150 II 1600/1700lm, 14W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059388 ASCENT 150 II SQ 1600 3K STD 1600 Standard

2059389 ASCENT 150 II SQ 1600 3K DALII 1,600 DALI

2059390 ASCENT 150 II SQ 1600 3K STD EM 1,600 Standard EM

2059391 ASCENT 150 II SQ 1600 3K DALI EM 1,600 DALI/Switch 

DIM emergency

4,000K

2059392 ASCENT 150 II SQ 1700 4K STD 1,778 Standard

2059393 ASCENT 150 II SQ 1700 4K DALI 1,778 DALI/Switch DIM

2059394 ASCENT 150 II SQ 1700 4K STD EM 1,778 Standard EM

2059395 ASCENT 150 II SQ 1700 4K DALI EM 1,778 DALI/Switch DIM 

Emergency

Ascent 150 II 2300/2400lm, 19W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059396 ASCENT 150 II SQ 2300 3K STD 2,322 Standard

2059397 ASCENT 150 II SQ 2300 3K DALI 2,322 DALI/Switch DIM

2059398 ASCENT 150 II SQ 2300 3K STD EM 2,322 Standard EM

2059399 ASCENT 150 II SQ 2300 3K DALI EM 2,322 DALI/Switch 

DIM emergency

4,000K

2059400 ASCENT 150 II SQ 2400 4K STD 2,483 Standard

2059401 ASCENT 150 II SQ 2400 4K DALI 2,483 DALI/Switch DIM

2059402 ASCENT 150 II SQ 2400 4K STD EM 2,483 Standard EM

2059403 ASCENT 150 II SQ 2400 4K DALI EM 2,483 DALI/Switch DIM 

emergency

Ascent 150 II 3200/3500lm, 28W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059404 ASCENT 150 II SQ 3200 3K STD 3,284 Standard

2059405 ASCENT 150 II SQ 3200 3K DALI 3,284 DALI/Switch DIM

2059406 ASCENT 150 II SQ 3200 3K STD EM 3,284 Standard EM

2059407 ASCENT 150 II SQ 3200 3K DALI EM 3,284 DALI/Switch 

DIM emergency

4,000K

2059408 ASCENT 150 II SQ 3500 4K STD 3,512 Standard

2059409 ASCENT 150 II SQ 3500 4K DALI 3,512 DALI/Switch DIM

2059410 ASCENT 150 II SQ 3500 4K STD EM 3,512 Standard EM

2059411 ASCENT 150 II SQ 3500 4K DALI EM 3,512 DALI/Switch DIM 

emergency

Legend: SQ = Square

Have you considered the use of a lighting control 

solution? For more information on how you could 

achieve up to 65% energy savings, see Lighting 

controls section

175
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Ascent 150 II Square Accessories (inc Plaster Up)
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2056151

Ascent 150 II Square Plaster Up 
Accessories 

Code Description

2056149 ASNT150 PL UP SQ SIL ACC

2056150 ASNT150 PL UP SQ WHT ACC

2056151 ASNT150 PL UP SQ BLK ACC

2055782 ASNT150 SQ DROP GLASS

2055783 ASNT150 SQ KOMETA

2056150

• A range of accessories designed to  beautify and 

enhance any ceiling

• For that minimalist, uncluttered look, choose one of 

our plaster up accessories available in various fi nishes

• Need to throw light back toward the ceiling? Our 

square Kometa accessory is the perfect solution for 

tiled T-Grid  and plasterboard ceilings

2055783

2056149

2055782
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Ascent 150 Square Wallwasher

• A true economic and efficient replacement for existing 

CF-L wallwashers

• Suitable for a wide range of applications 

e.g. Retail or Display

• Complete ceiling to floor uniformity of light

• Provides excellent vertical illuminance utilising the latest 

LED technology

• High efficiency, high output and very high output 

versions depending upon your requirements

• Same ceiling cut out as Ascent 150 Square downlight 

model to enhance visual continuity within ceiling

• Lumen output (lm) 906 (17W) 1,195 (22W) 1,557 

(30W)

• CRI: 85

LIGHT SOURCE INCLUDED

Dimensions (mm)

2055988 High Effi ciency 17W - 
4,000K

2055992 High Output 22W 
- 4,000K

2055996 Very High Output 30W 
- 4,000K

Legend: SQWALL= Square Wallwash

Ascent 150 II SQWALL Performance matrix - Aluminium refl ector 

4K

Fixture power (W) 17W  22W  30W

Fixture lumens 906lm 1,195lm 1,557lm

Luminaire effi cacy (lm/W) 53 54 52

Ascent 150 II 1500/1550lm Wallwash, 30W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2055994 ASCENT 150 II SQWALL 1500 3K STD 1,521 Standard

2055995 ASCENT 150 II SQWALL 1500 3K DALI 1,521 DALI

4,000K

2055996 ASCENT 150 II SQWALL 1550 4K STD 1,557 Standard

2055997 ASCENT 150 II SQWALL 1550 4K DALI 1,557 DALI

Ascent 150 II 850/900lm WallWash, 17W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2055986 ASCENT 150 II SQWALL 850 3K STD 896 Standard

2055987 ASCENT 150 II SQWALL 850 3K DALI 896 DALI

4,000K

2055988 ASCENT 150 II SQWALL 900 4K STD 906 Standard

2055989 ASCENT 150 II SQWALL 900 4K DALI 906 DALI

Ascent 150 II 1000/1100lm Wallwash, 22W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2055990 ASCENT 150 II SQWALL 1000 3K STD 1,174 Standard

2055991 ASCENT 150 II SQWALL 1000 3K DALI 1,174 DALI

4,000K

2055992 ASCENT 150 II SQWALL 1100 4K STD 1,195 Standard

2055993 ASCENT 150 II SQWALL 1100 4K DALI 1,195 DALI

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ascent 100

Ascent 100, an efficient direct LED retrofit downlight for the original LED 100-TE lumminaire. Ascent 100 - ‘Heritage redesigned’ is designed for small 

ceiling appertures of 120mm and 160mm. A perfect lighting solution for corridors, circulation spaces and washrooms with typically half the wattage 

of traditional CFL.
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LIGHT SOURCE INCLUDED

Ascent 100 Architectural 120

4,000K 6W Round

4,000K 9W Round

• Direct LED retro fit for original LED 100 Arch (120) 

single CFL lamp offering

• Matching lumen levels and improved light distribution 

of original LED 100 CFL lamp equivalents 

• Typically half the power consumption compared to CFL

• Up to 104lm/W

• 120mm aperture

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Architectural reflector accepts range of decorative glass 

accessories from existing LED 100 120 Arch

• 6W, 9W, 13W versions equivalent of single 1 x 13W,  

1 x 18W, 1 x 26W CFL

• 22W versions which offer the performance circa  

2 x 26W CFL equivalent

Ø150

94

Ø120

Ø137 (CUT OUT)

LED100 CFL Equivalent  NEW Ascent100 (120)  Fixture Lumens Total Power  lm/W

1 x 13W Ascent100 ARCH/DECO 620 4K STD 120 621 6 104

1 x 18W Ascent100 ARCH/DECO 880 4K STD 120 881 9 98

1 x 26W Ascent100 ARCH/DECO 1200 4K STD 120 1,197 13 92

Approx 2 x 26W Ascent100 (ARCH ONLY) 1800 4K STD 120 1862 22 85

Ascent 100 Architectural 120

Ascent 100 Architectural 120 installed

ASCENT 100 (120) Performance table  
showing direct retrofit equivalent to CFL downlights

Dimensions (mm)

Ascent 100 Architectural 600/620lm - 6W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059045 Ascent 100 Archi 600 3K STD 607 Standard

2059046 Ascent 100 Archi 600 3K STD EM 607 Standard Emergency

2059049 Ascent 100 Archi 600 3K DALI 607 DALI

2059050 Ascent 100 Archi 600 3K DALI EM 607 DALI Emergency

4,000K

2059052 Ascent 100 Archi 620 4K STD 621 Standard

2059053 Ascent 100 Archi 620 4K STDEM 621 Standard Emergency

2059056 Ascent 100 Archi 620 4K DALI 621 DALI

2059057 Ascent 100 Archi 620 4K DALI EM 621 DALI Emergency

Ascent 100 Architectural 850/880lm - 9W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059071 Ascent 100 Archi 850 3K STD 852 Standard

2059072 Ascent 100 Archi 850 3K STD EM 852 Standard Emergency

2059075 Ascent 100 Archi 850 3K DALI 852 DALI

2059076 Ascent 100 Archi 850 3K DALI EM 852 DALI Emergency

4,000K

2059078 Ascent 100 Archi 880 4K STD 881 Standard

2059079 Ascent 100 Archi 880 4K STD EM 881 Standard Emergency

2059082 Ascent 100 Archi 880 4K DALI 881 DALI

2059083 Ascent 100 Archi 880 4K DALI EM 881 DALI Emergency

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ascent 100 Architectural 120 : Compatible 
Architectural Accessories 120 

Code Description

2028033 IP44 Clear Glass 120

2028035 IP44 Frost Glass 120

2039012 IP54 Poly Cover 120

2028033 2028035 2039012

A
cce

sso
rie

s
Ascent 100 Architectural 120 : Compatible 
Architectural Accessories 120 

Code Description

2028033 IP44 Clear Glass 120

2028035 IP44 Frost Glass 120

2039012 IP54 Poly Cover 120

2028033 2028035 2039012

A
cce

sso
rie

s

4,000K 13W Round

4,000K 22W Round

Ascent 100 Architectural 1100/1200lm - 13W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059085 Ascent 100 Archi 1100 3K STD 1,131 Standard

2059086 Ascent 100 Archi 1100 3K STD EM 1,131 Standard emergency

2059089 Ascent 100 Archi 1100 3K DALI 1,131 DALI

2059090 Ascent 100 Archi 1100 3K DALI EM 1,131 DALI Emergency

4,000K

2059092 Ascent 100 Archi 1200 4K STD 1,197 Standard

2059093 Ascent 100 Archi 1200 4K STD EM 1,197 Standard emergency

2059096 Ascent 100 Archi 1200 4K DALI 1,197 DALI

2059097 Ascent 100 Archi 1200 4K DALI EM 1,197 DALI Emergency

Ascent 100 Architectural 1700/1800lm - 22W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059287 Ascent 100 Archi 1700 3K STD 1,732 Standard

2059288 Ascent 100 Archi 1700 3K STD EM 1,732 Standard emergency

2059289 Ascent 100 Archi 1700 3K DALI 1,732 DALI

2059290 Ascent 100 Archi 1700 3K DALI EM 1,732 DALI Emergency

4,000K

2059292 Ascent 100 Archi 1800 4K STD 1,862 Standard

2059293 Ascent 100 Archi 1800 4K STD EM 1,862 Standard emergency

2059294 Ascent 100 Archi 1800 4K DALI 1,862 DALI

2059295 Ascent 100 Archi 1800 4K DALI EM 1,862 DALI Emergency

LIGHT SOURCE INCLUDED

Ascent 100 Architectural 120

Ascent 100 Architectural 120

Ascent 100 Architectural 120 installed

Have you considered the use of a lighting control 

solution? For more information on how you could 

achieve up to 65% energy savings, see Lighting 

controls section
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LIGHT SOURCE INCLUDED

Ascent 100 Decorative 120

4,000K 9W Round

LED100 CFL Equivalent  NEW Ascent100 (120)  Fixture Lumens Total Power  lm/W

1 x 18W Ascent100 ARCH/DECO 880 4K STD 120 881 9 98

1 x 26W Ascent100 ARCH/DECO 1200 4K STD 120 1,197 13 92

• Direct LED retro fit for original LED 100 Deco (120) 

single CFL lamp offering

• Matching lumen levels and improved light distribution 

of original LED 100 CFL lamp equivalents 

• Typically half the power consumption compared to CFL

• Up to 98lm/W

• 120mm aperture

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Decorative reflector accepts ‘snap fit’ polycarbonate 

accessories from existing LED Deco 120 offering

• New kometa accessory ring creates a diffused indirect 

halo of light onto the ceiling for decorative effect

• 9W, 13W, versions equivalent of single 1 x 18W,  

1 x 26W

Ø150

94

Ø120

Ø137 (CUT OUT)

4,000K 13W Round

Ascent 100 Decorative 120

Ascent 100 Decorative120 + Kometa 
accessory

Dimensions (mm)

ASCENT 100 (120) Performance table showing 
direct retrofit equivalent to CFL downlights

Ascent 100 Decorative 850/880lm - 9W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059155 Ascent 100 Deco 850 3K STD 852 Standard

2059156 Ascent 100 Deco 850 3K STD EM 852 Standard emergency

2059159 Ascent 100 Deco 850 3K DALI 852 DALI

2059160 Ascent 100 Deco 850 3K DALI EM 852 DALI Emergency

4,000K

2059162 Ascent 100 Deco 880 4K STD 881 Standard

2059163 Ascent 100 Deco 880 4K STD EM 881 Standard emergency

2059166 Ascent 100 Deco 880 4K DALI 881 DALI

2059167 Ascent 100 Deco 880 4K DALI EM 881 DALI Emergency

Ascent 100 Decorative 1100/1200lm - 13W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059169 Ascent 100 Deco 1100 3K STD 1,131 Standard

2059170 Ascent 100 Deco 1100 3K STD EM 1,131 Standard emergency

2059173 Ascent 100 Deco 1100 3K DALI 1,131 DALI

2059174 Ascent 100 Deco 1100 3K DALI EM 1,131 DALI Emergency

4,000K

2059176 Ascent 100 Deco 1200 4K STD 1,197 Standard

2059177 Ascent 100 Deco 1200 4K STD EM 1,197 Standard emergency

2059180 Ascent 100 Deco 1200 4K DALI 1,197 DALI

2059181 Ascent 100 Deco 1200 4K DALI EM 1,197 DALI Emergency

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ascent 100 Decorative 120 Accessories 

A
cce

sso
rie

s

2028039

20280472028043

2059235 2028041

Ascent 100 Deco 120: Compatible Deco 
Accessories 120 

Code Description

2059235 Ascent100 Kometa 120

2028039 IP44 Clear Diffuser 120

2028041 IP44 Opal Diffuser 120

2028043 IP44 Prismatic Diffuser 120

2028045 IP44 Asymetrical Lens 120

2028047 Opal Dropped Ring 120

2028045
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LIGHT SOURCE INCLUDED

Ascent 100 Architectural 160

94

Ø189

Ø160

Ø178 (CUT OUT)

• Direct LED retro fit for original LED 100 Arch (160) 

single CFL lamp offering

• Matching lumen levels and improved light distribution 

of original LED 100 CFL lamp equivalents 

• Typically half the power consumption compared to CFL

• Up to 102lm/W

• 160mm aperture

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Architectural reflector accepts range of decorative glass 

accessories from existing LED 100 160 Arch

• 17W, 25W, 35W versions equivalent of single 1 x 32W, 

1 x 42W, 2 x 32W

LED100 CFL Equivalent  NEW Ascent100 (120)  Fixture Lumens Total Power  lm/W

1 x 32W Ascent100 ARCH/DECO 1700 4K STD 160 1,733 17 102

1 x 42W Ascent100 ARCH/DECO 2350 4K STD 160 2,393 25 96

Approx 2 x 32W Ascent100 (ARCH ONLY) 3150 4K STD 160 3,181 35 91

 Ascent 100 Architectural 160

Ascent 100 Architectural 160 installed

Dimensions (mm)

ASCENT 100 (160) Performance table showing
Direct retrofit equivalent to CFL downlights

4,000K 17W Round

Ascent 100 Architectural 1650/1700lm - 17W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059113 Ascent 100 Archi 1650 3K STD 1,666 Standard

2059114 Ascent 100 Archi 1650 3K STD EM 1,666 Standard emergency

2059117 Ascent 100 Archi 1650 3K DALI 1,666 DALI

2059118 Ascent 100 Archi 1650 3K DALI EM 1,666 DALI Emergency

4,000K

2059120 Ascent 100 Archi 1700 4K STD 1,733 Standard

2059121 Ascent 100 Archi 1700 4K STD EM 1,733 Standard emergency

2059124 Ascent 100 Archi 1700 4K DALI 1,733 DALI

2059125 Ascent 100 Archi 1700 4K DALI EM 1,733 DALI Emergency

4,000K 25W Round

Ascent 100 Architectural 2250/2350lm - 25W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059127 Ascent 100 Archi 2250 3K STD 2,291 Standard

2059128 Ascent 100 Archi 2250 3K STD EM 2,291 Standard emergency

2059131 Ascent 100 Archi 2250 3K DALI 2,291 DALI

2059132 Ascent 100 Archi 2250 3K DALI EM 2,291 DALI Emergency

4,000K

2059134 Ascent 100 Archi 2350 4K STD 2,393 Standard

2059135 Ascent 100 Archi 2350 4K STD EM 2,393 Standard emergency

2059138 Ascent 100 Archi 2350 4K DALI 2,393 DALI

2059139 Ascent 100 Archi 2350 4K DALI EM 2,393 DALI Emergency

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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4,000K Very High Output Round

4,000K Very Very High Output Round

LIGHT SOURCE INCLUDED

Ascent 100 Architectural 160

Ascent 100 Architectural Very High Output - 25W  
Ø 160

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059127 Ascent 100 Archi VHO 3K STD 2291 Standard

2059128 Ascent 100 Archi VHO 3K STD EM 2291 Standard emergency

2059131 Ascent 100 Archi VHO 3K DALI 2291 DALI

2059132 Ascent 100 Archi VHO 3K DALI EM 2291 DALI Emergency

4,000K

2059134 Ascent 100 Archi VHO 4K STD 2393 Standard

2059135 Ascent 100 Archi VHO 4K STD EM 2393 Standard emergency

2059138 Ascent 100 Archi VHO 4K DALI 2393 DALI

2059139 Ascent 100 Archi VHO 4K DALI EM 2393 DALI Emergency

Ascent 100 Architectural 160 : Compatible 
Architectural Accessories 160 

Code Description

2028034 IP44 Clear Glass 160

2028048 IP44 Frost Glass 160

2039013 IP54 Poly Cover 160

Ascent 100 Architectural 160

Ascent 100 Architectural 160 installed

2028034 2028048 2039013

A
cce

sso
rie

s

Ascent 100 Architectural 3000/3150lm - 35W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059297 Ascent 100 Archi 3000 3K STD 2,997 Standard

2059298 Ascent 100 Archi 3000 3K STD EM 2,997 Standard emergency

2059299 Ascent 100 Archi 3000 3K DALI 2,997 DALI

2059300 Ascent 100 Archi 3000 3K DALI EM 2,997 DALI Emergency

4,000K

2059302 Ascent 100 Archi 3150 4K STD 3,181 Standard

2059303 Ascent 100 Archi 3150 4K STD EM 3,181 Standard emergency

2059304 Ascent 100 Archi 3150 4K DALI 3,181 DALI

2059305 Ascent 100 Archi 3150 4K DALI EM 3,181 DALI Emergency

Have you considered the use of a lighting 

control solution? For more information on how 

you could achieve up to 65% energy savings, 

see Lighting controls section
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LIGHT SOURCE INCLUDED

Ascent 100 Decorative 160

4,000K 17W Round

LED100 CFL Equivalent  NEW Ascent100 (120)  Fixture Lumens Total Power  lm/W

1 x 32W Ascent100 ARCH/DECO 1700 4K STD 160 1,733 17 102

1 x 42W Ascent100 ARCH/DECO 2350 4K STD 160 2,393 25 96

4,000K 25W Round

• Direct LED retro fit for original LED 100 Deco (160) 

single CFL lamp offering

• Matching lumen levels and improved light distribution 

of original LED 100 CFL lamp equivalents 

• Typically half the power consumption compared to CFL

• Up to 102lm/W

• 160mm aperture

• 4,000K neutral white, colour rendering index Ra80

• 3,000K warm white also available

• Decorative reflector accepts ‘snap fit’ polycarbonate 

accessories from existing LED Deco 160 offering

• New kometa accessory ring creates a diffused indirect 

halo of light onto the ceiling for decorative effect

• 17W, 25W versions equivalent of single 1 x 32W,  

1 x 42W

94

Ø189

Ø160

Ø178 (CUT OUT)

Ascent 100 Decorative 160

Ascent 100 Decorative 160 installed 
(accessory required)

Dimensions (mm)

Ascent 100 (160) Performance table showing 
Direct retrofit equivalent to CFL downlights

Ascent 100 Decorative 1650/1700lm - 17W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059197 Ascent 100 Deco 1650 3K STD 1,666 Standard

2059198 Ascent 100 Deco 1650 3K STD EM 1,666 Standard emergency

2059201 Ascent 100 Deco 1650 3K DALI 1,666 DALI

2059202 Ascent 100 Deco 1650 3K DALI EM 1,666 DALI Emergency

4,000K

2059204 Ascent 100 Deco 1700 4K STD 1,733 Standard

2059205 Ascent 100 Deco 1700 4K STD EM 1,733 Standard emergency

2059208 Ascent 100 Deco 1700 4K DALI 1,733 DALI

2059209 Ascent 100 Deco 1700 4K DALI EM 1,733 DALI Emergency

Ascent 100 Decorative 2250/2350lm - 25W

Code Description Lumen 
output 
(lm)

 Type

3,000K

2059211 Ascent 100 Deco 2250 3K STD 2,291 Standard

2059212 Ascent 100 Deco 2250 3K STD EM 2,291 Standard emergency

2059215 Ascent 100 Deco 2250 3K DALI 2,291 DALI

2059216 Ascent 100 Deco 2250 3K DALI EM 2,291 DALI Emergency

4,000K

2059218 Ascent 100 Deco 2350 4K STD 2,393 Standard

2059219 Ascent 100 Deco 2350 4K STDEM 2,393 Standard emergency

2059222 Ascent 100 Deco 2350 4K DALI 2,393 DALI

2059223 Ascent 100 Deco 2350 4K DALI EM 2,393 DALI Emergency
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Ascent 100 Decorative 160 Accessories 

A
cce

sso
rie

s

20280402028036

2028044 2028046 2028048

2028042

Ascent 100 Deco 160: Compatible Deco 
Accessories 160 

Code Description

2059236 Asct100 Kometa 160 (New)

2028040 IP44 Clear Diffuser 160

2028042 IP44 Opal Diffuser 160

2028044 IP44 Opal Diffuser 160

2028046 IIP44 Wallwasher 160

2028048 Opal Dropped Ring 160



Police station - Jumet, Belgium
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Ascent 50

Ascent 50 an effi cient, super shallow LED downlighter with a depth of only 50mm, available in round or square die cast aluminium housing it 

provides the perfect lighting solution for circulation spaces and areas with shallow recess depth.
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LIGHT SOURCE INCLUDED

Ascent 50 

• Super slim highly efficient LED downlight with only 

50mm recessing depth

• A true economic and efficient replacement for existing

CF-L downlights

• Provides optimum efficiency with up to 90 lumens per 

circuit watt

• Long life, 50,000 hours plus @ 70% luminous flux, fit

and forget maintenance free lighting solution

• Using new XLamp technology from CREE

• 3,000K & 4,000K CCT options typical CRI Ra80

• Round and Square Die Cast Housing options available

• Uniformity of design with the same housing 120mm 

aperture for all options (high efficiency, standard 

output, high output & very high output)

with 
accessories 

with 
accessories

Ascent 50 Standard Output Round

Code Description Type

2052688 Ascent 50 STD SO 4,000K

2052689 Ascent 50 STD Emg SO 4,000K

2052696 Ascent 50 DALI SO 4,000K

Ascent 50 High Output Round

Code Description Type

2052658 Ascent 50 STD HO 3,000K

2052666 Ascent 50 DALI HO 3,000K

2052690 Ascent 50 STD HO 4,000K

2052691 Ascent 50 STD Emg HO 4,000K

4,000K High Efficiency Round

4,000K High Output Round

4,000K Standard Output Square

2076 Im

4,000K High Output Square

Ascent 50 High Efficiency Round

Code Description Type

2052654 Ascent 50 STD HE 3,000K

2052662 Ascent 50 DALI HE 3,000K

2052686 Ascent 50 STD HE 4,000K

2052687 Ascent 50 STD Emg HE 4,000K

2052694 Ascent 50 DALI HE 4,000K

2052695 Ascent 50 DALI Emg HE 4,000K

Ascent 50 High Efficiency Square

Code Description Type

2052670 Ascent 50 STD HE 3,000K

2052678 Ascent 50 DALI HE 3,000K

2052702 Ascent 50 STD HE 3,000K

2052703 Ascent 50 STD Emg HE 4,000K

2052710 Ascent 50 DALI HE 4,000K

2052711 Ascent 50 DALI Emg HE 4,000K

Ascent 50 Standard Output Square

Code Description Type

2052672 Ascent 50 STD SO 3,000K

2052680 Ascent 50 DALI SO 3,000K

2052704 Ascent 50 STD SO 4,000K

2052705 Ascent 50 STD Emg SO 4,000K

2052712 Ascent 50 DALI SO 4,000K

2052713 Ascent 50 DALI Emg SO 4,000K

Ascent 50 High Output Square

Code Description Type

2052674 Ascent 50 STD HO 3,000K

2052682 Ascent 50 DALI HO 3,000K

2052706 Ascent 50 STD HO 4,000K

2052707 Ascent 50 STD Emg HO 4,000K

2052714 Ascent 50 DALI HO 4,000K

2052715 Ascent 50 DALI Emg HO 4,000K



Downlights 285

Ascent 50 Accessories 

Accessories for round version only

Ascent 50 Accessories 120mmØ Accessories 
Order separately

Code Description Colour

2028033 Clear Glass IP44 Cover White

2028035 Etched Glass IP44 Cover White

2039012 Polycarbonate IP54 Cover White

2028599 Clear Glass IP44 Cover Silver

2028601 Etched Glass IP44 Cover Silver

2052226 Polycarbonate IP54 Cover Silver

120

150 Ceiling ring

130x130

120

150 Ceiling ring

130

50

50

Luminaire Description 4,000K  Forward Current Fixture Lumens Total Circuit Watts Lumens per Circuit Watt

Ascent 50 High Efficiency   350mA 1,107 15W 74

Ascent 50 Standard Output  500mA 1,423 21W 68

Ascent 50 High Output  700mA 1,730 29W 60

Luminaire Description 3,000K  Forward Current Fixture Lumens Total Circuit Watts Lumens per Circuit Watt

Ascent 50 High Efficiency   350mA 972 15W 65

Ascent 50 Standard Output  500mA 1,228 21W 58

Ascent 50 High Output  700mA 1,477 29W 51

Round

Square

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

TOTAL 

W  

Total 

Im/W

Ascent 50 LED  500mA  1,423 21 68

LED 100 TE 1 x 26W 1,188 27 44



Grand Arcade - Wigan, England
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Ascent Performance Cone

In theory, lighting spaces with high ceilings is not a difficult task, however the reality can be more complex. Walls need to be evenly and 

proportionately lit and general illumination and light distribution with the necessary spacing needs to be established. Accent of objects such as 

planters, statues, information booths or reception desks needs to be crisp and stand out from the general illumination; the standard 40º cut-off 

across the Performance Cone range provides a beam ideal for this type of accent lighting. 

Darklight reflectors have pre-determined cut-off angles, which, within the reflector, ensure it appears dark. When using darklight reflectors the visual 

appearance in the ceiling is the same regardless of which lamps or beam angles are used, resulting in no direct or reflected glare. Darklight reflectors 

only appear illuminated when encroaching within the cut off angle.

Wall-washers are designed to give an even transition to the wash between the ceiling and floor and appear visually undifferentiated from the 

downlights. 
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Ascent Performance Cone 

In theory, lighting spaces with high ceilings is not a 

difficult task, however the reality can be more complex. 

Walls need to be evenly and proportionately lit and 

general illumination and light distribution with the 

necessary spacing needs to be established. Accent of 

objects such as planters, statues, information booths or 

reception desks needs to be crisp and stand out from the 

general illumination; the standard 40º cut-off across the 

Performance Cone range provides a beam ideal for this 

type of accent lighting. 

Darklight reflectors have pre-determined cut-off angles, 

which, within the reflector, ensure it appears dark. 

When using darklight reflectors the visual appearance 

in the ceiling is the same regardless of which lamps or 

beam angles are used, resulting in no direct or reflected 

glare. Darklight reflectors only appear illuminated when 

encroaching within the cut off angle.

Wall-washers are designed to give an even transition 

to the wash between the ceiling and floor and appear 

visually undifferentiated from the downlights. 

Wide beam

Single or double height ceiling

Can be used for single or double height ceilings

Wide beam

Double height ceiling

Can be used for double height ceilings

Wide beam

Single height ceiling

Can be used for single height ceilings

Double wallwasher

Single or double height ceiling

Narrow beam

Single or double height ceiling

Narrow beam

Double height ceiling

Narrow beam

Single height ceiling
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Square

Ascent Performance Cone

Performance Cone Downlight  
Round 49 degree flood beam

Code Description Colour Temp (K)

2052600 LED 45W Performance Cone DALI 3,000

2052616 LED 45W Performance Cone DALI 4,000

Performance Cone Accent Downlight 
Round 14 degree spot beam

Code Description Colour Temp (K)

2052601 LED 45W Performance Cone DALI 3,000

2052617 LED 45W Performance Cone DALI 4,000

• Shielded cut-off angle of 40˚ is used to provide the 

perfect balance between horizontal and vertical 

illuminance

• Concord Performance Cone diffuser technology 

optimises visual comfort by effectively increasing the 

size of the light source thus reducing the luminance in 

the luminaires

• The Cone glass diffuser produces a soft even beam 

ideal for ambient lighting of large open spaces such as 

airport terminals, hotel atria, museums and galleries

• Long life, 50,000 hours plus @ 70% luminous flux, fit 

and forget maintenance free lighting solution

• 2,300 fixture lumens a true equivalent to 100W 

low voltage capsule lamp using half the power 

consumption

Round

3,000K

3,000K

LIGHT SOURCE INCLUDED

3,000K versions Performance Cones 
 
  49 deg 14 deg

Fixture Lumens (lm) 2,378 1,411

Actual Power (W)   45 45
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Round

LIGHT SOURCE INCLUDED

Ascent Performance Cone Wallwashers 

• Shielded cut-off angle of 40˚ is used to provide the 

perfect balance between horizontal and vertical 

illuminance

• Concord Performance Cone diffuser technology 

optimises visual comfort by effectively increasing the 

size of the light source thus reducing the luminance in 

the luminaires

• The Cone glass diffuser produces a soft even beam 

ideal for ambient lighting of large open spaces such as 

airport terminals, hotel atria, museums and galleries

• Long life, 50,000 hours plus @ 70% luminous flux, fit 

and forget maintenance free lighting solution

• 2300lm fixture lumens a true equivalent to 100W low 

voltage capsule lamp using half the power consumption

Performance Cone Wallwash Double 
Round

Code Description Colour Temp (K)

2052603 LED 45W Performance Cone Wallwash 

Double DALI

 3,000 

2052619 LED 45W Performance Cone Wallwash 

Double DALI

 4,000 

3,000K versions Performance 
Cones Double Wall Wash 
 
Fixture Lumens (lm) 2280

Actual Power (W)   45



Grosvenor House - London, England
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Insaver LED II

Control Gear: Electronic

Dimmable:  Analogue 1-10V dimmable and DALI

 dimmable (DALI dimmable benefits from  

 a Switch Dim function)

Emergency:  3 hours maintained

Reflector:  Segmented reflector

Housing:  Advanced Graphite Composite (AGC)  

 heat sink

• Insaver LED II has been redesigned from the ground up to 

provide our most efficient Insaver to date, with a 

completely new and innnovate quick installation system

• Insaver LED II is now available in both recessed and surface 

mounted options

• LumiClip: A new and innovative quick installation system 

- all in a single, simple, secure and rapid method (no more 

high tension spring clips)

• Segmented reflector: Chosen for optimal LED thermal 

efficiency, and allows for higher efficacies to be achieved

• Advanced Graphite Composite (AGC) heat sink: 50% 

lighter in weight than aluminium

• Magnetic contact point: Innovative and tool-free 

attachment point for accessories, located in the centre of 

the reflector

• Isotera ready versions available in LO versions - 

revolutionary contactless power system for LED lighting, for 

faster, simpler, safer lighting schemes that you change 

again and again that saves money into the bargain

• To view our complete installation video, visit:  

https://youtu.be/z9ESnBXQm68
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Insaver LED II - Recessed

Recessed

LIGHT SOURCE INCLUDED

90º 90º

75º

300

450

600

75º

60º 60º

105º 105º

(cd/klm)
C0 - C180

45º 45º

15º 15º 30º
= 100%

30º 0º

C90 - C270

Insaver LED II

• Up to 2,400lm (luminaire lumen output on Insaver LED 

II 150mm HO) - perfect for twin lamp CFL replacement

• Up to 114lm/W (luminaire efficacy on Insaver LED II 

150mm LO) - 45% more than our previous generation

• Low glare UGR<19 accessory accessory availble (order 

separately)

• Available in Electronic, DALI dimmable (benefits from a 

Switch Dim function, Analogue 1-10V dimmable or 3 

hour emergency versions

• Shallow recess depth of 87mm

• Accessories available: 

- UGR<19 reflector (magnetic attachment) 

- Drop flute, a new take on traditional drop diffusers 

(magnetic attachment) 

- IP44 clear polycarbonate cover (attached using twist 

and lock system)

• Plus versions include GST Wieland connector

• Less maintenance is required due to the long lifetime 

of 50,000hrs

• Energy class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Low Output

Code Description

3,000K

3098100 Insaver LED II 150 Low Output WW EB

3098188 Insaver LED II 150 Low Output WW EB Plus

3098102 Insaver LED II 150 Low Output WW 1-10

3098104 Insaver LED II 150 Low Output WW DALI

3098106 Insaver LED II 150 Low Output WW IS

3098108 Insaver LED II 150 Low Output WW EB E3

3098110 Insaver LED II 150 Low Output WW 1-10 E3

3098112 Insaver LED II 150 Low Output WW DALI E3

4,000K

3098101 Insaver LED II 150 Low Output NW EB

3098103 Insaver LED II 150 Low Output NW 1-10

3098105 Insaver LED II 150 Low Output NW DALI

3098107 Insaver LED II 150 Low Output NW IS

3098109 Insaver LED II 150 Low Output NW EB E3

3098111 Insaver LED II 150 Low Output NW 1-10 E3

3098113 Insaver LED II 150 Low Output NW DALI E3

169
Cut out 150

87

High Output

Code Description

3,000K

3098114 Insaver LED II 150 High Output WW EB

3098189 Insaver LED II 150 High Output WW EB Plus

3098116 Insaver LED II 150 High Output WW 1-10

3098118 Insaver LED II 150 High Output WW DALI

3098122 Insaver LED II 150 High Output WW EB E3

3098124 Insaver LED II 150 High Output WW 1-10 E3

3098126 Insaver LED II 150 High Output WW DALI E3

4,000K

3098115 Insaver LED II 150 High Output NW EB

3098117 Insaver LED II 150 High Output NW 1-10

3098119 Insaver LED II 150 High Output NW DALI

3098123 Insaver LED II 150 High Output NW EB E3

3098125 Insaver LED II 150 High Output NW 1-10 E3

3098127 Insaver LED II 150 High Output NW DALI E3

Accessories

Code Description

3098128 Insaver LED II 150 & 175 UGR19 accessory

3098129 Insaver LED II 150 drop flute

3098150 Insaver LED II 150 IP44 cover

UGR<19 Reflector – Magnetic IP44 Cover – Twist & Lock

Drop Flute – Magnetic

Dimensions (mm)

LumiClip system & Advanced Graphite 
Composite (AGC) heat sink

Segmented reflector

Legend: WW = Warm White; NW = Neutral white, EB = Electronic Ballast; 1-10 = Analogue 1-10V dimmable; DALI = DALI dimmable  
Plus3 = includes wieland connectors and dust cover; E3 = 3 hour integral emergency version; ISotera = w/o driver for use with an Isotera 
control system

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver LED II - Surface Mounted 

High Output

Code Description
3,000K

3098174 Insaver LED II 150 High Output WW EB Surface Mounted

3098176 Insaver LED II 150 High Output WW 1-10 Surface Mounted

3098178 Insaver LED II 150 High Output WW DALI Surface Mounted

4,000K

3098175 Insaver LED II 150 High Output NW EB Surface Mounted

3098177 Insaver LED II 150 High Output NW 1-10 Surface Mounted

3098179 Insaver LED II 150 High Output NW DALI Surface Mounted

208

188

90.7

196.6

Low Output

Code Description

3,000K

3098168 Insaver LED II 150 Low Output WW EB Surface Mounted

3098170 Insaver LED II 150 Low Output WW 1-10 Surface Mounted

3098172 Insaver LED II 150 Low Output WW DALI Surface Mounted

4,000K

3098169 Insaver LED II 150 Low Output NW EB Surface Mounted

3098171 Insaver LED II 150 Low Output NW 1-10 Surface Mounted

3098173 Insaver LED II 150 Low Output NW DALI Surface Mounted

Surface mounted

Surface mounted with emergency modular

Accessories

Code Description

3098128 Insaver LED II 150 UGR19 accessory

3098129 Insaver LED II 150 drop flute

3098150 Insaver LED II 150 IP44 cover

3098180 Insaver LED II 150mm High Output - Surface 

Mounted - E3 Module

UGR<19 Reflector – Magnetic IP44 Cover – Twist & Lock

Drop Flute – Magnetic

LIGHT SOURCE INCLUDED

90º 90º

75º

300

450

600

75º

60º 60º

105º 105º

(cd/klm)
C0 - C180

45º 45º

15º 15º 30º
= 100%

30º 0º

C90 - C270

Insaver LED II

• Up to 2,400lm (luminaire lumen output on Insaver LED 

II 150mm HO) - perfect for twin lamp CFL replacement

• Up to 114lm/W (luminaire efficacy on Insaver LED II 

150mm LO) - 45% more than our previous generation

• Low glare UGR<19 accessory accessory availble (order 

separately)

• Available in Electronic, DALI dimmable, 1-10V 

dimmable or 3 hour emergency versions 

- DALI dimmable benefits from a Switch Dim function 

- For surface mounted 3 hour emergency versions, 

order separately the E3 module

• Accessories available: 

- UGR<19 reflector (magnetic attachment) 

- Drop flute, a new take on traditional drop diffusers 

(magnetic attachment) 

- IP44 clear polycarbonate cover (attached using twist 

and lock system)

• Plus versions include GST Wieland connector

• Less maintenance is required due to the long lifetime 

of 50,000hrs

• Energy class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Dimensions (mm)

Surface mounted

Surface mounted emergency module

Segmented reflector with UGR<19 accessory

Legend: WW = Warm White; NW = Neutral White EB = Electronic Ballast; 1-10 = 
Analogue 1-10V dimmable; DALI = DALI dimmable

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver LED

Control Gear: Electronic

Dimmable:  Analogue 1-10V, DALI and Leading /  

 Trailing edge dimmable

Emergency:  Remote 3 hours maintained

Reflector:  Scratch proof facetted reflector

Housing:  Die-cast aluminum

• Low recess depth 110mm

• LED technology

• Quick and easy to install

• Extensive choice of accessories

• Optimised photometric performance

• Ideal for applications such as lobbies, 

residential areas, hallways, open-space offices, 

meetings rooms and any location that requires 

long service hours and high switching cycles



298 Downlights

Ø90
Ø75
Ø90
Ø75

Insaver 75 LED & Insaver 75 LED High Output (HO)

• 16W LED white downlight

• Ideal for applications such as reception areas, offices, 

general public circulation areas, corridors or and any 

location that requires long service hours and high 

switching cycles

• Insaver 75 LED HO Square 4,000K delivers 1,146lm 

(luminaires lumen output), equating to 72lm/W (total

system efficiency)

• Insaver 75 LED Square 4,000K delivers 897lm 

(luminaires lumen output), equating to 56lm/W (total

system efficiency)

• Choice of 3,000K warm white or 4,000K neutral white

colour temperature

• Quick and easy to install

• LED technology provides energy efficient solution and 

reduced maintenance costs and long lifetime

LIGHT SOURCE INCLUDED

Insaver 75 LED High Output (HO)

Code Description

Round - White

3097176 Insaver 75 LED RS 16W WW EB WH

3097177 Insaver 75 LED RS 16W NW EB WH

3097110 Insaver 75 LED RS 16W WW 1-10V WH

3097111 Insaver 75 LED RS 16W NW 1-10V WH

Square - White

3097178 Insaver 75 LED SQ RS 16W WW EB WH

3097179 Insaver 75 LED SQ RS 16W NW EB WH

3097112 Insaver 75 LED SQ RS 16W WW 1-10V WH

3097113 Insaver 75 LED SQ RS 16W NW 1-10V WH

Square - Silver

3097180 Insaver 75 LED SQ RS 16W WW EB SIL

3097181 Insaver 75 LED SQ RS 16W NW EB SIL

3097114 Insaver 75 LED SQ RS 16W WW 1-10V SIL

Insaver 75 LED - Round

Insaver 75 LED - Square

Insaver 75 LED Round Insaver 75 LED Square

Dimensions (mm)

IInsaver 75 LED HO - Round Insaver 75 LED HO - Square

Legend: RD = RounD; SQ - Square; HO = High Output;  
EB = Electronic Ballast; L/T = Leading / Trailing Edge Dimmable; 
WW = Warm White; NW = Neutral White; WH = White;  
SIL = SILver

Insaver 75 LED

Code Description

Round - White

3097100 Insaver 75 LED RD 16W WW L/T WH

3097101 Insaver 75 LED RD 16W NW L/T WH

Square - White

3097104 Insaver 75 LED SQ 16W WW L/T WH

3097105 Insaver 75 LED SQ 16W NWL/T WH

Legend: RS = Round; SQ - Square; WW = Warm White;  
NW = Neutral White; WH = White; 1-10V = Analogue 1-10V 
dimmable

IInsaver 75 LED - Round Insaver 75 LED - Square

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver 175 LED - Low Profile

Insaver 175 LED - Low Glare

Insaver 175 LED

Top Rear View

Insaver 175 LED Low Profile Insaver 175 LED Low Glare

with  
accessories

Insaver 175 LED 

Low Profile

Code Description

3,000K

3097188 INSAVER 175 LED RS 38W WW EB LP

3097195 INSAVER 175 LED RS 38W WW PL3 EB LP*

3097148 INSAVER 175 LED RS 38W WW DB LP

3097152 INSAVER 175 LED RS 38W WW DALI LP

3097213 INSAVER 175 LED RS 38W WW EB E3 LP 

3097150 INSAVER 175 LED RS 38W WW DB E3 LP

3097154 INSAVER 175 LED RS 38W WW DALI E3 LP

4,000K

3097189 INSAVER 175 LED RS 38W NW EB LP

3097149 INSAVER 175 LED RS 38W NW DB LP

3097153 INSAVER 175 LED RS 38W NW DALI LP

3097214 INSAVER 175 LED RS 38W NW EB E3 LP

3097155 INSAVER 175 LED RS 38W NW DALI E3 LP

• 38W power consumption

• Light output up to 2,757lm

• High efficacy - up to 73lm/W

• Low weight, facetted, scratch-resistant polycarbonate 

reflector

• 2 versions - low recess depth ( 100mm) and low glare

LIGHT SOURCE INCLUDED

Low Glare

Code Description

3,000K

3097190 INSAVER 175 LED RS 38W WW EB LG

3097196 INSAVER 175 LED RS 38W WW PL3 EB LG*

3097156 INSAVER 175 LED RS 38W WW DB LG

3097160 INSAVER 175 LED RS 38W WW DALI LG 

3097215 INSAVER 175 LED RS 38W WW EB E3 LG 

3097162 INSAVER 175 LED RS 38W WW DALI E3 LG

4,000K

3097191 INSAVER 175 LED RS 38W NW EB LG

3097157 INSAVER 175 LED RS 38W NW DB LG 

3097161 INSAVER 175 LED RS 38W NW DALI LG 

3097216 INSAVER 175 LED RS 38W NW EB E3 LG

3097159 INSAVER 175 LED RS 38W NW DB E3 LG

3097163 INSAVER 175 LED RS 38W NW DALI E3 LG

Ø152

128

Ø190.5
Ø190.5

Ø178 Ø178

128

Ø190.5
Ø190.5

Ø178

Dimensions (mm)

*Plus3 versions include installed supply cord with male GSTF/3 
plug and dust cover and mounting plate 

Legend: RS = Round; EB = Electronic Ballast; PL3 = PLus3 version; 
DB = Analogue 1-10V dimmable; DALI = DALI dimmable; E = 
Emergency 3 hour; WW = Warm White; NW = Neutral White; LP 
= Low Profile; LG = Low Glare

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver LED Accessories 

Insaver 75 LED Accessories

Code Description

3097166 Round Deco Ring White

3097167 Round Deco Ring Silver

Insaver 175 LED Accessories

Code Description

3097173 Clear Glass IP44

3097174 Deco Ring White

3097175 Deco Ring Silver

3005550 Floating glass

Clear Glass Cover (IP44) Deco Ring White Floating Glass

A
cce
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s

Deco Ring Silver

Banquet Sports Hall - Quaregnon, Belgium



Price Water Cooper - Birmingham, England 
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Insaver

Control Gear: Electronic

Dimmable:  Analogue 1-10V or DALI dimmable

Emergency:  Remote 3 hours maintained

Reflector:  Scratch proof facetted reflector

Housing:  Choice of white or silver bezel

• Low recess depth (115mm)

• High light output ratio up to 71%

• Quick and easy to install

• Extensive choice of accessories

• Optimised photometric performance 

according to EN12464-1
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Ø228

Ø240

Insaver HE 175 Open 

White bezel

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate.

Legend: EB = Electronic Ballast; PL3 = Plus3 version;  

DB = Analogue 1-10V dimmable; E3 = Emergency 3 hour

Ø178

Ø190

• High light output ratio 68-70%

• Scratch resistant reflector

• Extensive choice of accessories

• Electronic gear

Electronic

Code Description

3025810 INSAVER 175 HE 13W EB

3025860 INSAVER 175 HE 18W EB

3025910 INSAVER 175 HE 26W EB

Ø178

Ø190

175 Open HF

175 Open HF emergency/DSI/DSI Emg

Lynx®-DE TC-DEL  
13W G24q-1 900lm 
18W G24q-2 1215lm 
26W G24q-3 1800lm

LIGHT SOURCE INCLUDED (SELECTED MODELS)

Dimensions (mm)

TC-DEL - 13W

TC-DEL - 18W

TC-DEL - 26W

Analogue 1-10V dimmable

Code Description

3025880 INSAVER 175 HE 18W DB

3025930 INSAVER 175 HE 26W DB

Electronic Plus3*

Code Description

3025812 INSAVER 175 HE 13W PL3 EB

3025862 INSAVER 175 HE 18W PL3 EB

3025912 INSAVER 175 HE 26W PL3 EB

Emergency 3 hour

Code Description

3094056 INSAVER 175 HE 26W PL2 EB E3

Ø240
Ø228245×140

125

13
0

225 Open HF emergency/DSI/DSI Emg

Insaver HE 225 Open 

• High light output ratio up to 71%

• Scratch resistant reflector

• Extensive choice of accessories

• Stylish surface mounted version

Electronic

Code Description

3029570 INSAVER 255 HE 2 x 18W EB

3029580 INSAVER 255 HE 2 x 26W EB

Insaver HE 225 Open

Lynx®-DE TC-DEL  
18W G24q-2 1215lm 
26W G24q-3 1800lm

225 Open HF

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate

Legend: EB = Electronic Ballast; PL3 = Plus3 version; DB = 

Analogue 1-10V dimmable; E3 = Emergency 3 hour

 LIGHT SOURCE INCLUDED SELECTED MODELS)

Dimensions (mm)

TC-DEL - 2 x 18W

TC-DEL - 2 x 26W

Emergency 3 hour

Code Description

3094059 INSAVER 255 HE 2 x 18W EB E3

3094062 INSAVER 255 HE 2 x 26W EB E3

Analogue 1-10V dimmable

Code Description

3029610 INSAVER 255 HE 2 x 18W DB

3029620 INSAVER 255 HE 2 x 26W DB

Electronic Plus3*

Code Description

3029572 INSAVER 255 HE 2 x 18W PL3 EB

3029582 INSAVER 255 HE 2 x 26W PL3 EB

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver HE 225 Wallwasher & Surface

Ø228

Ø240

• Optimised reflector for even ceiling to wall illumination

• Basic appearance of the Insaver HE range

Wallwasher

Code Description 

Electronic

3033300 INSAVER 255 WALLWASHER HE 2 x 18W EB 

3033310 INSAVER 255 WALLWASHER HE 2 x 26W EB 

Electronic Plus3*

3033302 INSAVER 255 WALLWASHER HE 2 x 18W PL3 EB 

*Plus3 versions include installed supply cord with male 

GSTF/3 plug and dust cover and mounting plate

White bezel

Lynx®-DE TC-DEL  
18W G24q-2 1200lm 
26W G24q-3 1800lm

Wallwasher
minimum recess dimensions:
580×500×200mm

LIGHT SOURCE INCLUDED (SELECTED MODELS)

Dimensions (mm)

Ø245

Surface

Code Description 

Electronic

3033800 INSAVER255 SURFACE HE 2 x 18W EB 

3033810 INSAVER255 SURFACE HE 2 x 26W EB 

Insaver 225 Surface

225 Surface

TC-DEL - 2 x 18W TC-DEL - 2 x 26W

Legend: EB = Electronic Ballast; PL3 = Plus3 version

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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• Scratch proof polycarbonate reflector

• Quick and easy to install

• ‘Floating’ fresnel diffuser

• Closed fixture with IP34 classification

Ø178

Ø190

Ø178

Ø190

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate

Legend: EB = Electronic Ballast; PL3 = Plus3 version;  

E3 = Emergency 3 hour

Insaver HE 175 Cone 

White bezel

Lynx®-DE TC-DEL   
13W G24q-1 900lm 
18W G24q-2 1215lm 
26W G24q-3 1800lm

175 Cone HF  
minimum recess dimensions: 400 x 400 x 115mm

175 Cone HF emergency,  
minimum recess dimensions: 465 x 490 x 170mm

LIGHT SOURCE INCLUDED (SELECTED MODELS)

Dimensions (mm)

TC-DEL - 13W

TC-DEL - 18W

TC-DEL - 26W

Caption 1

Electronic

Code Description 

3033030 INSAVER 175 HE CONE 13W EB 

3033080 INSAVER 175 HE CONE 18W EB 

3033130 INSAVER 175 HE CONE 26W EB

Electronic Plus3*

Code Description 

3033032 INSAVER 175 HE CONE 13W PL3 EB 

3033082 INSAVER 175 HE CONE 18W PL3 EB 

3033132 INSAVER 175 HE CONE 26W PL3 EB 

Emergency 3 hour

Code Description 

3033100 INSAVER 175 HE CONE 18W PL2 EB 

3033150 INSAVER 175 HE CONE 26W PL2 EB 

Insaver HE 225 Cone

• Scratch proof polycarbonate reflector

• ‘Floating’ fresnel diffuser

• Quick and easy to install

• Extensive choice of accessories

• Closed fixture with IP34 classification

Electronic

Code Description

3033180 INSAVER 225 HE CONE 2 x 18W EB

3033230 INSAVER 225 HE CONE 2 x 26W EB

Ø228

Ø240

Ø228

Ø240

White bezel

Lynx®-DE TC-DEL   
18W G24q-2 1200lm 
26W G24q-3 1800lm

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate

Legend: EB = Electronic Ballast; PL3 = Plus3 version;  

E3 = Emergency 3 hour

225 Cone HF
minimum recess dimensions:500 x 500 x 120mm

225 Cone HF emergency
minimum recess dimensions:465 x 490 x 170mm

LIGHT SOURCE INCLUDED SELECTED MODELS)

TC-DEL - 2 x 18W TC-DEL - 2 x 26W

Electronic Plus3*

Code Description

3033182 INSAVER 225 HE CONE 2 x 18W PL3 EB

3033232 INSAVER 225 HE CONE 2 x 26W PL3 EB

Emergency 3 hour

Code Description

3033200 INSAVER 225 HE CONE 2 x 18W EB E3

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver HE 175 Topper

• Ideal for humid areas

• Opal diffuser

• Quick and easy to install

• Uniform light distribution

Electronic

Code Description

3033530 INSAVER 175 HE TOPPER 13W EB

3033580 INSAVER 175 HE TOPPER 13W EB

3033630 INSAVER 175 HE TOPPER 26W EB

Accessories

Code Description Colour

3005960 Deco trim 175 round White

3005970 Deco trim 175 round Silver

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate

Legend: EB = Electronic Ballast; PL3 = Plus3 version;  

E3 = Emergency 3 hour

Lynx®-DE TC-DEL   
13W G24q-1 900lm 
18W G24q-2 1215lm 
26W G24q-3 1800lm

Ø178

Ø190175 Topper HF
minimum recess dimensions:400 x 400 x 115mm

White bezel

Deco Trim Round

LIGHT SOURCE INCLUDED (SELECTED MODELS)

Dimensions (mm)

TC-DEL - 13W

TC-DEL - 18W

TC-DEL - 26W

Electronic Plus3*

Code Description

3033532 INSAVER 175 HE TOPPER 13W PL3 EB

3033582 INSAVER 175 HE TOPPER 18W PL3 EB

3033632 INSAVER 175 HE TOPPER 26W PL3 EB

Lynx®-DE TC-DEL   
18W G24q-2 1215lm 
26W G24q-3 1800lm

Insaver HE 225 Topper 

• Ideal for humid areas

• Opal diffuser

• Quick and easy to install

• Uniform light distribution

Electronic

Code Description

3033680 INSAVER 225 HE TOPPER 2 x 18W EB

3033780 INSAVER 225 HE TOPPER 2 x 26W EB

Ø228 Accessories

Code Description Colour

3005980 Deco trim 225 round White

3005990 Deco trim 225 round Silver

3004887 Mounting plate Insaver 225

*Plus3 versions include installed supply cord with male GSTF/3 

plug and dust cover and mounting plate

Legend: EB = Electronic Ballast; PL3 = Plus3 version;  

E3 = Emergency 3 hour; PFC = Power Factor Correction

225 Topper HF
minimum recess dimensions: 500 x 500 x150mm

Deco Trim Round Mounting Plate  
Insaver 225

LIGHT SOURCE INCLUDED (SELECTED MODELS)

Dimensions (mm)

TC-DEL - 2 x 18W

TC-DEL - 2 x 26W

Electronic Plus3*

Code Description

3033682 INSAVER 225 HE TOPPER 2 x 18W PL3 EB

3033782 INSAVER225 HE TOPPER 2 x 26W PL3 EB

White bezel

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Insaver Open & Cone Accessories 

Insaver HE 175 Cone Accessories

Code Description Colour

3006940 PC dotted cover (IP44)

3006950 Etched decorative glass cover (IP44)

3006920 Clear glass cover (IP44)

3006960 Aluminium cross louvre

3005550 Floating glass

3005960 Deco trim 175 round White

3005970 Deco trim 175 round White

Insaver HE 225 Open & Cone Accessories

Code Description Colour

3005700 PC dotted cover (IP44)

3005710 Etched decorative glass cover (IP44)

3005740 Clear glass cover (IP44)

3005720 Aluminium cross louvre

3005570 Floating glass

3005980 Deco trim 225 round White

3005990 Deco trim 225 round Silver

3004887 Mounting plate Insaver 225

Insaver HE 225 Wallwasher Accessories

Code Description Colour

3005740 Clear glass cover (IP44)

3005980 Deco trim 225 round White

3005990 Deco trim 225 round Silver

PC Dotted Cover (IP44)

Deco Trim Round

Etched Decorative Glass
Cover (IP44)

Clear Glass Cover (IP44)

Mounting Plate Insaver 225

Floating Glass

Aluminium Cross Louvre

A
cce
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s

Emergency power supply

Code Description

3029820  Emergency power supply unit 10-38W  

self-maintained 3h, recharge time 24h

3000520 Replacement battery pack for 3029820

The emergency power supply unit must be ordered separately



Jumet Police station - Jumet, Belgium
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Insaver HE Topper LED

Control gear:  Electronic
Sensor:  Sylvania PIR sensor
Housing:  Die-cast aluminium

• Range of low recess LED downlights with 

integrated presence detection

• Suited for multiple applications such as 

bathrooms, washrooms or corridors that are 

not continuously occupied and require low 

maintenance 

• 150mm ceiling cut-out size and has two 

colour temperatures: warm white (3,000K) 

and neutral white (4,000K)

• Offers integrated presence detection and LED 

technology, providing an energy efficient 

solution with reduced maintenance costs and 

long lifetime
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LIGHT SOURCE INCLUDED

Insaver HE Topper LED

Dimensions (mm)

Electronic ballast

Code
 

Description
 

3033918 Insaver 150 HE Topper LED WW 

3033919 Insaver 150 HE Topper LED NW 

46

40

25

Ø145

Ø165

1.20 mm

Insaver HE LED

Warm white

Neutral white

• 8W LED white downlight

• Ideal for applications such as bathrooms, washrooms or 

public toilets

• IP44 rating allows for installation in applicable zone 1 

wet areas

• Insaver HE Topper LED is available with Electronic ballast 

and Plus3 (GST 18 Wieland plug)

• High performance: delivers 499 lm (luminaire lumen 

output on 4,000K version), equating to 62lm/W (total 

system efficiency)

• Non-PIR versions can be connected to and controlled 

from a master PIR version, providing a consistent prod-

uct design throughout a space

• Warm white (3,000K) or Neutral white (4,000K)

• Quick and easy to install

• LED lifetime: 50,000 hours

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Legend: WW = Warm White, NW = Neutral White; Plus3 = GST 
18 Wieland plug

Electronic ballast Plus3

Code
 

Description
 

3033922 Insaver 150 HE Topper LED WW Plus3 

3033923 Insaver 150 HE Topper LED NW Plus3 

Insaver HE Topper LED
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LIGHT SOURCE INCLUDED

Insaver HE Topper LED - PIR sensor

Dimensions (mm)

 

Insaver HE LED with integrated PIR sensor

Warm white

Neutral white

• 9W LED white downlight

• Ideal for applications such as bathrooms, washrooms or 

public toilets

• IP44 rating allows for installation in applicable zone 1 

wet areas

• Insaver HE Topper LED is available with Sylvania Passive 

Infra Red (PIR) sensor and / or Plus3 (GST 18 Wieland 

plug)

• High performance: delivers 499lm (luminaire lumen 

output on 4,000K version), equating to 55lm/W (total 

system efficiency)

• Sylvania PIR sensor helps you cut energy costs by up 

to 60%, reduces carbon emissions and helps you 

comply with carbon reduction legislation and building 

regulations

• Non-PIR versions can be connected to and control-

led from a master PIR version, providing a consistent 

product design throughout a space

• Warm white (3,000K) or Neutral white (4,000K)

• Quick and easy to install

• LED lifetime: 50,000 hours

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs 

Legend: WW = Warm White, NW = Neutral White; PIR = Passive infraRed 
sensor; Plus3 = GST 18 Wieland plug

Insaver HE Topper LED with integrated PIR 
sensor

Electronic ballast with integrated PIR sensor

Code
 Description  

3033920 Insaver 150 HE Topper LED WW PIR 

3033921 Insaver 150 HE Topper LED NW PIR 

Electronic ballast Plus3 with integrated PIR sensor

Code  Description  

3033924 Insaver 150 HE Topper LED WW PIR Plus3 

3033925 Insaver 150 HE Topper LED NW PIR Plus3 
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Insaver HO Topper LED II

Control gear: Electronic

Dimmable:  Analogue 1-10V and DALI dimmable 

Housing:  Die-cast aluminium

Colour:  White bezel (RAL 9003) 

• New and improved range of LED downlights 

perfect for the replacement of CFL luminaire 

solutions

• Benefits from less maintenance and 50% 

more energy efficiency than a CFL downlight, 

with a lifetime of 50,000 hours

• With its IP44 rating, the range is perfect for 

corridors, WCs, areas of high public 

circulation and reception areas

• Delivers an improved overall performance; it 

now offers higher outputs of up to  

2,289 lumens (Round 240 4,000K version)

• Reaches a higher efficacy of up to 99lm/W 

(Round 195 4,000K version)

• The range now includes a solution for 225mm 

ceiling cut outs

• With the inclusion of a loop-in loop-out 

facility, security cable attachment and a recess 

depth of less than 65mm, the Syl-Lighter LED 

II provides a simple yet effective installation 

solution
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Insaver HO Topper LED II

Insaver HO Topper LED II - Round - 150

Ø145 mm

45
 m

m

Ø165 mm

33 mm

23
 m

m

Insaver HO Topper LED II - Round - 150

Code Description

Electronic ballast

3033930 Insaver HO Topper LED II 150 RO 12W WW 

3033931 Insaver HO Topper LED II 150 RO 12W NW 

Analogue 1-10V dimmable

3033932 Insaver HO Topper LED II 150 RO 12W WW 1-10V

3033933 Insaver HO Topper LED II 150 RO 12W NW 1-10V

DALI dimmable

3033934 Insaver HO Topper LED II 150 RO 12W WW DALI

3033935 Insaver HO Topper LED II 150 RO 12W NW DALI

Insaver HO Topper LED II - Round - 165

Complete Insaver LED II

Close-up view

Face view

LIGHT SOURCE INCLUDED
• Insaver HO Topper LED II is available in 4 different round 

body sizes: 165mm, 195mm, 220mm & 240mm

• Insaver HO Topper LED II 165 12W delivers a 1,134 

lumen output (4,000K) - perfect for 1 x 26W CFL 

replacement

• Insaver HO Topper LED II  195 15W delivers a 1,480 

lumen output (4,000K) - perfect for 1 x 32W/2 x 18W 

CFL replacement

• Insaver HO Topper LED II 220 21W delivers a 1,989 

lumen output (4,000K) - perfect for 1 x 42W CFL 

replacement

• Insaver HO Topper LED II 240 25W delivers a 2,289 

lumen output (4,000K) - perfect for 2 x 26W CFL 

replacement

• Choice of 3,000K (warm white) or 4,000K (neutral 

white)

• Shallow recess depth of <65mm

• Can replace existing large CFL downlights using a 

225mm ceiling cut out (Syl-Lighter LED II 240)

• Energy efficient electronic gear including analogue 

1-10V and DALI dimmable options

• 3 hour emergency pack available (To be ordered in 

addition to the luminaire)

• Loop in-Loop out facility with red push fit terminal 

block for quick wiring

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at L70 (L80: 30,000 

hours, L90: 15,000 hours)

Round 150
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Insaver HO Topper LED II

caption 1

55
 m

m

33 mm

23
 m

m

Ø195 mm
Ø175 mm

60
 m

m

51 mm

27
 m

m

Ø220 mm
Ø205 mm

65
 m

m51 mm

27
 m

m

Ø240 mm
Ø225 mm

Insaver HO Topper LED II - Round - 175

Code Description

Electronic ballast

3033936 Insaver HO Topper LED II 175 RO 15W WW

3033937 Insaver HO Topper LED II 175 RO 15W NW

Analogue 1-10V dimmable

3033938 Insaver HO Topper LED II 175 RO 15W WW 1-10V

3033939 Insaver HO Topper LED II 175 RO 15W NW 1-10V

DALI dimmable

3033940 Insaver HO Topper LED II 175 RO 15W WW DALI

3033941 Insaver HO Topper LED II 175 RO 15W NW DALI

Insaver HO Topper LED II - Round - 205

Code Description

Electronic ballast

3033942 Insaver HO Topper LED II 205 RO 21W WW 

3033943 Insaver HO Topper LED II 205 RO 21W NW 

Analogue 1-10V dimmable

3033944 Insaver HO Topper LED II 205 RO 21W WW 1-10V

3033945 Insaver HO Topper LED II 205 RO 21W NW 1-10V

DALI dimmable

3033946 Insaver HO Topper LED II 205 RO 21W WW DALI

3033947 Insaver HO Topper LED II 205 RO 21W NW DALI

Insaver HO Topper LED II - Accessories

Code Description

3031832  Insaver HO Topper LED 
150/175/205/225 II EMG Pack

 

Insaver HO Topper LED II - Round - 225

Code Description

Electronic ballast

3033948 Insaver HO Topper LED II 225 RO 25W WW 

3033949 Insaver HO Topper LED II 225 RO 25W NW 

Analogue 1-10V dimmable

3033950 Insaver HO Topper LED II 225 RO 25W WW 1-10V

3033951 Insaver HO Topper LED II 225 RO 25W NW 1-10V

DALI dimmable

3033952 Insaver HO Topper LED II 225 RO 25W WW DALI

Insaver HO Topper LED II - Round - 175

Insaver HO Topper LED II - Round - 205

350mm

10
0m

m
50

m
m

Insaver HO Topper LED II - Emergency PackLoop-In Loop-Out Box

LIGHT SOURCE INCLUDED

Insaver HO Topper LED II - Round - 175

Insaver HO Topper LED II - Round - 220

Insaver HO Topper LED II - Round - 240

Round - 2205Round - 175 Round - 225

Insaver HO Topper LED II - Round - 225
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Syl-Lighter LED II

Control gear: Electronic

Dimmable:  Analogue 1-10V and DALI dimmable 

Housing:  Die-cast aluminium

Colour:  White bezel (RAL 9003) 

• New and improved range of LED downlights 

perfect for the replacement of CFL luminaire 

solutions

• Benefits from less maintenance and 50% 

more energy efficiency than a CFL downlight, 

with a lifetime of 50,000 hours

• With its IP44 rating, the range is perfect for 

corridors, WCs, areas of high public 

circulation and reception areas

• Delivers an improved overall performance; it 

now offers higher outputs of up to  

2,289 lumens (Round 240 4,000K version)

• Reaches a higher efficacy of up to 99lm/W 

(Round 195 4,000K version)

• The range now includes a solution for 225mm 

ceiling cut outs

• With the inclusion of a loop-in loop-out 

facility, security cable attachment and a recess 

depth of less than 65mm, the Syl-Lighter LED 

II provides a simple yet effective installation 

solution
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LIGHT SOURCE INCLUDED

Syl-Lighter LED II 

• Syl-Lighter LED II is available in 4 different round body 

sizes: 165mm, 195mm, 220mm & 240mm

• Syl-Lighter LED II 165 12W delivers a 1,134 lumen out-

put (4,000K) - perfect for 1 x 26W CFL replacement

• Syl-Lighter LED II 195 15W delivers a 1,480 lumen 

output (4,000K) - perfect for 1 x 32W/2 x 18W CFL 

replacement

• Syl-Lighter LED II 220 21W delivers a 1,989 lumen out-

put (4,000K) - perfect for 1 x 42W CFL replacement

• Syl-Lighter LED II 240 25W delivers a 2,289 lumen out-

put (4,000K) - perfect for 2 x 26W CFL replacement

• Choice of 3,000K (warm white) or 4,000K (neutral 

white)

• Shallow recess depth of <65mm

• Can replace existing large CFL downlights using a 

225mm ceiling cut out (Syl-Lighter LED II 240)

• Energy efficient electronic gear including analogue 

1-10V and DALI dimmable options

• 3 hour emergency pack available (To be ordered in ad-

dition to the luminaire)

• Loop in-Loop out facility with red push fit terminal 

block for quick wiring

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at L70 (L80: 30,000 

hours, L90: 15,000 hours)

Round - 165

Code Description

Electronic ballast

3031800 Syl-Lighter LED II 165 RO 12W WW

3031801 Syl-Lighter LED II 165 RO 12W NW

Analogue 1-10V dimmable

3031830 Syl-Lighter LED II 165 RO 12W WW 1-10V

3031831 Syl-Lighter LED II 165 RO 12W NW 1-10V

DALI dimmable

3031806 Syl-Lighter LED II 165 RO 12W WW DALI

3031807 Syl-Lighter LED II 165 RO 12W NW DALI

Ø155 mm

45
 m

m

Ø165 mm

33 mm

23
 m

m

Round - 165mm - 3,000K Round - 165mm - 4,000K

Round - 165

Syl-Lighter LED II - Round - 165

Complete Syl-Lighter LED II

Close-up view

Face view
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Round - 195

Code Description
Electronic ballast

3031808 Syl-Lighter LED II 195 RO 15W WW

3031809 Syl-Lighter LED II 195 RO 15W NW

Analogue 1-10V dimmable

3031810 Syl-Lighter LED II 195 RO 15W WW 1-10V

3031811 Syl-Lighter LED II 195 RO 15W NW 1-10V

DALI dimmable

3031812 Syl-Lighter LED II 195 RO 15W WW DALI

3031813 Syl-Lighter LED II 195 RO 15W NW DALI

Round - 220

Code Description
Electronic ballast

3031816 Syl-Lighter LED II 220 RO 21W WW

3031817 Syl-Lighter LED II 220 RO 21W NW

Analogue 1-10V dimmable

3031818 Syl-Lighter LED II 220 RO 21W WW 1-10V

3031819 Syl-Lighter LED II 220 RO 21W NW 1-10V

DALI dimmable

3031820 Syl-Lighter LED II 220 RO 21W WW DALI

3031821 Syl-Lighter LED II 220 RO 21W NW DALI

Round - 240

Code Description
Electronic ballast 

3031824 Syl-Lighter LED II 240 RO 25W WW

3031825 Syl-Lighter LED II 240 RO 25W NW

Analogue 1-10V dimmable

3031826 Syl-Lighter LED II 240 RO 25W WW 1-10V

3031827 Syl-Lighter LED II 240 RO 25W NW 1-10V

DALI dimmable

3031828 Syl-Lighter LED II 240 RO 25W WW DALI

3031829 Syl-Lighter LED II 240 RO 25W NW DALI

Accessories

Code Description

3031832 Syl-Lighter LED II 165/195/220/240 EMG Pack

Round - 195mm - 3,000K Round - 195mm - 4,000K

LIGHT SOURCE INCLUDED

Round - 220mm - 3,000K Round - 220mm - 4,000K

Round - 240mm - 3,000K Round - 240mm - 4,000K

55
 m

m

33 mm

23
 m

m

Ø195 mm
Ø175 mm

60
 m

m

51 mm

27
 m

m

Ø220 mm
Ø205 mm

65
 m

m51 mm

27
 m

m

Ø240 mm
Ø225 mm

Round - 220Round - 195 Round - 240

350mm

10
0m

m
50

m
m

Syl-Lighter LED II - Emergency PackLoop-In Loop-Out Box

Syl-Lighter LED II 

caption 2

Syl-Lighter LED II - Round - 195

Syl-Lighter LED II - Round - 220

Syl-Lighter LED II - Round - 240
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Syl-Lighter CFL

Ø195
Ø220

• Ideal for humid areas

• Glass cover and lamps included

• Quick and easy to install

• Uniform light distribution

• Supplied with 4,000K lamp

Chrome

Syl-Lighter
minimum recess dimensions:
magnetic: 700x300x130mm
HF: 500x500x130mm

LIGHT SOURCE INCLUDED

Dimensions (mm)

TC-DEL - 2 x 18W

TC-DEL - 2 x 26W

Electronic

Code Description 

3031520 SYL-LIGHTER TC-DEL 2 x 18W EB 

3031530 SYL-LIGHTER TC-DEL 2 x 26W EB 

Legend: EB = Electronic Ballast
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Nexo LED

Control Gear: Electronic

Housing:  White

• Round and square downlights

• Developed for use in areas such as bathrooms 

or wet areas as well as corridors, back of 

house and any location that requires long 

service hours and high switching cycles

• Nexo LED is available in 2 different body 

styles: 170mm round & 155 x 155mm square

• Nexo LED offers a recessed diffuser for an 

improved visual comfort 

• Easy to install with a very small recess depth 

(92mm); making it a contractor’s first choice
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Nexo LED 

Square - 155mm Round - 170mm

Dimensions (mm)

Nexo LED Square 3,000K Nexo LED Square 4,000K

Nexo LED Round 3,000K

Square

Code Description

3033101 Nexo LED SQ 155 WW

3033102 Nexo LED SQ 155 NW

Nexo LED Square

Nexo LED Round

LIGHT SOURCE INCLUDED• 15W LED downlight

• Ideal for applications such as corridors, back of house 

areas and any location that requires long service hours 

with high switching cycles

• IP44 rating allows for installation in applicable zone 1 

wet areas

• Nexo LED is available in 2 different body styles: 

Ø170mm round and 155 x 155mm square

• Recessed diffuser for an improved visual comfort

• Nexo LED Square 4,000K delivers 1,036lm (luminaire 

lumen output), equating to 69lm/W (total system 

efficiency)

• Choice of 3,000K (Warm white) or 4,000K (Neutral 

white)

• Small recess depth (92mm)

• Quick and easy to install

• Lifetime: 35,000 hour

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

Nexo LED Round 4,000K

Legend: SQ = Square; RO = Round; WW = Warm White, 
NW = Neutral White

Round

Code Description

3033103 Nexo LED RO 170 WW

3033104 Nexo LED RO 170 NW
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Orbito LED

Control Gear: Electronic

Housing:  White

• Developed for use in bathrooms or wet areas 

as well as corridors, back of house and any 

location that requires long service hours and 

high switching cycles

• Highly efficient with up to 75lm/W (total 

system efficiency on Orbito Round 4,000K 

version) at only 5W of power consumption

• The range comes including driver, offers a 

loop-in/loop-out feature and is easy to install 

with a very small recess depth (91mm); 

making it a contractor’s first choice
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Dimensions (mm)

LIGHT SOURCE INCLUDED

Orbito LED 

• 5W LED downlight

• IP44 rating allows for use in applicable zone 1 wet 

areas

• Detachable LED driver allows for use in low ceiling void 

areas

• Highly effient LED downlight - up to 75lm/W (total 

system efficiency on Orbito Round 4,000K version)

• Choice of 3,000K (Warm white) or 4,000K (Neutral 

white)

• Small recess depth (91mm)

• Quick and easy to install

• Loop-in/loop-out wiring capability

• LED lifetime: 30,000 hours

• Energy Class: A++, A+, A

• No UV or IR radiations

• LED technology provides energy efficient solution and 

reduced maintenance costs

Round LED accent downlights

Code Description

3079501 Orbito LED 5W WW

3079502 Orbito LED 5W NW

58
 m

m

Ø115 mm

Ø95 mm

Ø115 mm

91
 m

m

Ø95 mm

35
 m

m

73 mm

light distributionlight distribution

Orbito LED 3,000K Orbito LED 4,000K

Orbito LED with driver positioned 
on top of the luminaire

caption 1

caption 2

Legend: WW = Warm White; NW = Neutral White

caption 4

Orbito LED with driver positioned
on the side of the luminaire

Orbito LED with driver positioned
on top of the luminaire

caption 5

caption 6
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SylFlat LED

Control gear: Electronic

Dimmable:  Leading / trailing edge 

Housing:  Die-cast aluminium

• The SylFlat LED family provides the perfect 

integrated LED solution for the replacement 

of traditional CFL downlights.

• The range is offered in 3 different lumen 

packages for the round version and one 

lumen package for the square version and is 

available in both 3,000K and 4,000K CCT’s.

• With a recess depth as low as 22mm (SylFlat 

1000lm Recessed Dimmable), an integrated 

Loop-In Loop- Out (LILO for dimmable 

versions)
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SylFlat LED Non Dimmable 

SylFlat LED recessed round

SylFlat LED recessed square

• 113W, 18W & 23W LED recessed or surface mounted 

non dimmable LED downlights

• Ideal for applications such as corridors, back of house 

and any location that requires long service hours and 

high switching SylFlat LED is available in round or 

square form factor: 

- SylFlat LED round recessed is available in 2 different 

cut outs: 150mm and 200mm diameters 

- SylFlat LED square recessed is available in 1 cut out: 

200 x 190mm 

- SylFlat LED square surface mounted is available in 1 

dimension: 40 x 220mm 

- SylFlat LED round surface mounted is available in 2 

dimensions: 40 x 165mm and 40 x 220mm

• SylFlat LED benefits from back lit LED design and opal 

diffuser providing uniform light distribution

• Choice of 3,000K (warm white) or 4,000K (neutral 

white)

• High lumen output - up to 2,000lm (SylFlat 2,000lm 

Round 4,000K)

• Cost effective product - will help you comply with 

Building regulations - up to 87lm/W (SylFlat LED 

2,000lm Round 4,000K)

• Small LED luminaire: 

- SylFlat LED recessed depth as low as <27mm (SylFlat 

LED Recessed 1000LM) 

- SylFlat LED surfaced mounted height of 40mm

• Integrated driver makes easier and quicker installation

• Energy Class: A++

• LED technology provides energy efficient solution and 

reduced maintenance costs

SylFlat Recessed Non Dimmable Round

Code Description

1,000lm

0053289 SYLFLAT 1000 ROUND 3000K

0053294 SYLFLAT 1000 ROUND 4000K

1,400lm

0053290 SYLFLAT 1400 ROUND 3000K

0053295 SYLFLAT 1400 ROUND 4000K

2,000lm

0053293 SYLFLAT 2000 ROUND 3000K

0053297 SYLFLAT 2000 ROUND 4000K

SylFlat Recessed Non Dimmable Square

Code Description
1,400lm

0053292 SYLFLAT 1400 SQUARE 3000K

0053296 SYLFLAT 1400 SQUARE 4000K

SylFlat Surface mounted Non Dimmable 
Round

Code Description

1,000lm

0053298 SYLFLAT SURFACE 1000 ROUND 3000K

0053302 SYLFLAT SURFACE 1000 ROUND 4000K

1,400lm

0053299 SYLFLAT SURFACE 1400 ROUND 3000K

0053303 SYLFLAT SURFACE 1400 ROUND 4000K

2,000lm

0053301 SYLFLAT surface 2000 ROUND 3000K

0053305 SYLFLAT surface 2000 ROUND 4000K

SylFlat Surface mounted Non Dimmable 
Square

Code Description

1,400lm

0053300 SYLFLAT SURFACE 1400 SQUARE 3000K

0053304 SYLFLAT SURFACE 1400 SQUARE 4000K

LIGHT SOURCE INCLUDED

40

Ø165

40

220X220

40

Ø220
Ø150

Ø165

27

200X190

225X225

27

Ø200

Ø220

27

SylFlat LED 1,000 round SylFlat LED 1,400 / 2,000 round SylFlat LED 1,400 square

SylFlat LED surface mounted non dimmable

SylFlat LED 1,000 round SylFlat LED 1,400 / 2,000 round SylFlat LED 1,400 square

SylFlat LED recessed non dimmable

Dimensions (mm)

SylFlat LED non dimmable 

1,000 round 4,000K

SylFlat LED non dimmable 

1,400 square 4,000K

SylFlat LED non dimmable 

1,400 round 4,000K

SylFlat LED non dimmable 

2,000 round 4,000K

Have you considered 

the use of a lighting 

control solution? For 

more information on how 

you could achieve up to 

65% energy savings, see 

Lighting controls section
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SylFlat LED Dimmable 

SylFlat LED recessed mounted round

SylFlat LED recessed mounted square

• 13W, 18W & 23W LED recessed or surface mounted 

dimmable LED downlights

• Ideal for applications such as corridors, back of house 

and any location that requires long service hours and 

high switching. Achieve up to 60% extra savings with 

SylFlat LED dimmable downlights

• SylFlat LED is available in round or square form factor: 

- SylFlat LED round recessed is available in 2 different 

cut outs: 155mm and 205mm diameters 

- SylFlat LED square recessed is available in 1 cut out: 

206 x 206mm 

- SylFlat LED round surface mounted is available in 2 

dimensions: 39 x 172mm and 39 x 226mm 

- SylFlat LED square surface mounted is available in 1 

dimension: 39 x 226mm

• SylFlat LED benefits from edge lit LED design and opal 

diffuser providing uniform light distribution

• Choice of 3,000K (warm white) or 4,000K (neutral 

white)

• High lumen output - up to 2,220lm (SylFlat 2,000lm 

Round 4,000K)

• Cost effective product - will help you comply with 

Building regulations - up to 99lm/W (SylFlat LED 

1,600lm Round 4,000K)

• Small LED luminaire: 

- SylFlat LED recessed depth as low as <22mm (SylFlat 

LED Recessed 1,000lm) 

- SylFlat LED surfaced mounted height of 39mm

• Quick and easy to install with the inclusion of a loop in 

lop out box

• Energy Class: A++

• LED technology provides energy efficient solution and 

reduced maintenance costs

LIGHT SOURCE INCLUDED

SylFlat LED 1,000 round SylFlat LED 1,400 / 2,000 round SylFlat LED 1,400 square

SylFlat LED surface mounted dimmable

SylFlat LED 1,000 round SylFlat LED 1,400 / 2,000 round SylFlat LED 1,400 square

SylFlat LED recessed dimmable

Dimensions (mm)

SylFlat LED dimmable 1,000 

round 4,000K

SylFlat LED dimmable 1,400 

square 4,000K

SylFlat LED dimmable 1,400 

round 4,000K

SylFlat LED dimmable 2,000 

round 4,000K

206X206

226X226

2526

Ø205

Ø222

39

Ø5,00

190
170
138

226X226

39

Ø139
Ø119
Ø87

Ø172

Ø5,00

39

Ø226

Ø5,00

Ø190
Ø170
Ø138

22

Ø155

Ø172

SylFlat Recessed Dimmable Round

Code Description

1,000lm

0053308 SYLFLAT DIM 1000 ROUND 3000K

0053313 SYLFLAT DIM 1000 ROUND 4000K

1,600lm

0053309 SYLFLAT DIM 1600 ROUND 3000K

0053314 SYLFLAT DIM 1600 ROUND 4000K

2,000lm

0053312 SYLFLAT DIM 2000 ROUND 3000K

0053316 SYLFLAT DIM 2000 ROUND 4000K

SylFlat Recessed Dimmable Square

Code Description

1,400lm

0053311 SYLFLAT DIM 1400 SQUARE 3000K

0053315 SYLFLAT DIM 1400 SQUARE 4000K

SylFlat Surface mounted Dimmable Round

Code Description

1,000lm

0053317 SYLFLAT SURFACE DIM 1000 ROUND 3000K

0053321 SYLFLAT SURFACE DIM 1000 ROUND 4000K

1,600lm

0053318 SYLFLAT SURFACE DIM 1600 ROUND 3000K

0053322 SYLFLAT SURFACE DIM 1600 ROUND 4000K

2,000lm

0053320 SYLFLAT SURFACE DIM 2000 ROUND 3000K

0053324 SYLFLAT SURFACE DIM 2000 ROUND 4000K

SylFlat Surface mounted Dimmable Square

Code Description

1,400lm

0053319 SYLFLAT SURFACE DIM 1400 SQUARE 3000K

0053323 SYLFLAT SURFACE DIM 1400 SQUARE 4000K

Have you considered 

the use of a lighting 

control solution? For 

more information on how 

you could achieve up to 

65% energy savings, see 

Lighting controls section
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339 Myriad V

355 Myriad Adjustable 

361 Beacon Recessed Adjustable

365 Ocullo LED V2

369 Signo

375 Stello Comfort LED

379 Motto

383 Motto Trend LED

387 Inset

393 Instar

401 Start Spot

405  Synergie LED 450 

409  SylFire LED

413  SylFire

416 Lumidriver

417 Lumitronic transformers

418 Recess box

A
C

C
EN

T D
O

W
N

LIG
H

TS
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Myriad V

The Myriad range is designed to create innovative interior lighting and is ideal for a range of applications - offering the ability to mix a number of 

different colour temperature LED light sources with a range of reflector and bezel colours - giving a uniform and yet flexible appearance throughout a 

scheme.

Myriad V provides a range of Trim and Trimless versions with a choice of decorative accessories for the IP20 versions and the option for plaster up kits 

for a smooth finish, both IP20 and IP65.

Myriad Deco allows for a choice of black, silver or white reflectors and a choice of bezel colours in both Round and Square versions.
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LIGHT SOURCE INCLUDED

*IP20 housing with selected accessories

NOTE: EMG versions are Electrical Class 1 and NON emg 
versions are CLass 2

Myriad V LED 

• Accent downlight range up to 975lm 3,000K, up to 

1057lm 4,000K

• Total circuit power 15w

• 30 degree beam angle

• Architectural accessories offering a choice of visual 

effects 

• Choice of colour temperatures warm 2,700K, 3,000K 

and neutral 4,000K

• Emergency versions pass through cut out

• New completely flush plaster up accessory ring for 

clean ceiling lines and smooth finish

• For plaster up version order Myriad V LED + Plaster up 

accessory 

• Long life up to 50K hours, fit and forget maintenance 

free lighting solution

• For housing only version, order Myriad V LED (not 

applicable for IP65 versions) + accessory 

30º Housing Only

(order accessory seperately)

Code  Description

2,700K

2057921 Electronic / Phase Dimmable 

2057922 DALI Dimmable 

2057923 Electronic / Phase Dim Emergency 

2057924 DALI Emergency  

3,000K

2049513 Electronic / Phase Dimmable 

2049519 DALI Dimmable 

2049514 Electronic / Phase Dim Emergency 

2049520 DALI Emergency 

4,000K

2049515 Electronic / Phase Dimmable 

2049521 DALI Dimmable 

2049516 Electronic / Phase Dim Emergency 

2049522 DALI Emergency 

30º IP65 Glass White Bezel

Code  Description  

2,700K

2057925 Electronic / Phase Dimmable 

2057927 Electronic / Phase Dim Emergency 

3,000K

2049525 Electronic / Phase Dimmable 

2049537 DALI Dimmable 

2049526 Electronic / Phase Dim Emergency 

2049538 DALI Emergency 

4,000K

2049529 Electronic / Phase Dimmable 

2049541 DALI Dimmable 

2049530 Electronic / Phase Dim Emergency 

2049542 DALI Emergency 

Trimless (plaster up version)

Trim

975975

1015 1015

4,000K 30º IP65

3,000K 30º Housing only

30º IP65 Glass Chrome Bezel

Code  Description 

2,700K

2057929 Electronic / Phase Dimmable 

2057930 DALI Dimmable 

2057931 Electronic / Phase Dim Emergency 

2057932 DALI Emergency 

3,000K

2049527 Electronic / Phase Dimmable 

2049539 DALI Dimmable 

2049528 Electronic / Phase Dim Emergency 

2049540 DALI Emergency 

4,000K

2049531 Electronic / Phase Dimmable 

2049543 DALI Dimmable 

2049532 Electronic / Phase Dim Emergency 

2049544 DALI Emergency 

72

76

Dimensions (mm)

*

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Myriad V LED Round Accessories 

Decorative Accessories – round

Code Description Colour

2049561 Kometa Ring White

2049565 Bezel + Floating Micro Glass Stack White

2017359 Bezel + Cover Glass White

2017375 Bezel + Opal Dish White

2017401 Bezel + Floating Clear Glass White

2017378 Bezel + Metal Ring White

2017398 Bezel + Kick Defl ector White

2017362 Bezel + Frosted Shallow Ring White

2017369 Bezel + Frosted Deep Ring White

2017370 Bezel + Blue Deep Ring White

2017358 Bezel + Cover Glass Silver

2017374 Bezel + Opal Dish Silver

2017400 Bezel + Floating Clear Glass Silver

2017361 Bezel + Frosted Shallow Ring Silver

2017368 Bezel + Blue Deep Ring Silver

2017357 Bezel + Cover Glass Bright Chrome

2017373 Bezel + Opal Dish Bright Chrome

2017365 Bezel + Frosted Deep Ring Bright Chrome

2017364 Bezel + Frosted Deep Ring Gold

A
cce

sso
rie

s Bezel + Cover Glass

Bezel + Kick Defl ector Bezel + Frosted Shallow Ring

Bezel + Frosted Glow Ring

Bezel + Opal Dish Bezel + Floating Clear Glass

Bezel + Metal Ring

Kometa Ring Bezel + Floating Micro Glass Stack

These accessories will not function with IP65 models.

OPTICAL Accessories

Code Description Colour

2052730 Accent spot 10˚ lens accessory White

2052731 Accent spot 10˚ lens accessory Silver

2052732 Accent spot 10˚ lens accessory Chrome

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

8100

cd/klm

DLOR = 0.99 ULOR = 0.00 DFF = 1.00

h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

4047

1012

450

253

162

112

cone 16º Φ    = 523 lm

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

8100

cd/klm

DLOR = 0.99 ULOR = 0.00 DFF = 1.00

h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

4047

1012

450

253

162

112

cone 16º Φ    = 523 lm

Plaster up Accessories for IP65 versions

Code Description

2056911 (Silver) shallow trim to fi t with bezel 

2056912 (White) shallow trim to fi t with bezel

2056913 (Black) shallow trim to fi t with bezel

These accessories will not function with IP65 models.

2056913

2056911 2056912
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LIGHT SOURCE INCLUDED

Myriad Deco Fixed - Spot 28 degrees 

3,000K

2,700K

72

76

Dimensions (mm)

IP20 Housing Only - Spot 2,700K

Code

 

Description

 

Reflector 
Colour

2057957 Electronic / Phase Dimmable Silver

2057958 DALI Dimmable Silver

2057959 Electronic / Phase Dim Emergency Silver

2057960 DALI Emergency Silver

2057981 Electronic / Phase Dimmable White

2057982 DALI Dimmable White

2057983 Electronic / Phase Dim Emergency White

2057984 DALI Emergency White

2058005 Electronic / Phase Dimmable Black

2058006 DALI Dimmable Black

2058007 Electronic / Phase Dim Emergency Black

2058008 DALI Emergency Black

IP20 Housing Only - Spot 3,000K

Code

 

Description

 

Reflector 
Colour

2057961 Electronic / Phase Dimmable Silver

2057962 DALI Dimmable Silver

2057963 Electronic / Phase Dim Emergency Silver

2057964 DALI Emergency Silver

2057985 Electronic / Phase Dimmable White

2057986 DALI Dimmable White

2057987 Electronic / Phase Dim Emergency White

2057988 DALI Emergency White

2058009 Electronic / Phase Dimmable Black

2058010 DALI Dimmable Black

2058011 Electronic / Phase Dim Emergency Black

2058012 DALI Emergency Black

IP20 Housing Only - Spot 4,000K

Code

 

Description

 

Reflector 
Colour

2057965 Electronic / Phase Dimmable Silver

2057966 DALI Dimmable Silver

2057967 Electronic / Phase Dim Emergency Silver

2057968 DALI Emergency Silver

2057989 Electronic / Phase Dimmable White

2057990 DALI Dimmable White

2057991 Electronic / Phase Dim Emergency White

2057992 DALI Emergency White

2058013 Electronic / Phase Dimmable Black

2058014 DALI Dimmable Black

2058015 Electronic / Phase Dim Emergency Black

2058016 DALI Emergency Black

• 15W LED light engine mimic MR16 50W perfect for 

domestic installations

• Offers Silver, White and Black reflectors to match any 

interior

• New 2,700K colour temperature offering (Amber 

Warm White) perfect for domestic installations. Plus 

3000K (Warm White) and 4,000K (Neutral White)

• Order bezel trim seperately

4,000K

Silver Reflector

White Reflector

Black Reflector

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 1046 15 70

3,000K Silver Reflector 932 15 62 

4,000K Silver Reflector 1116 15 74 

Trim (Bezel) Accessories 
Order Separately to fit IP20 Housing

Code

 

Description

 

Reflector 
Colour

2059059 White Trim (Bezel) White

2059060 Silver Trim (Bezel) Silver

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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LIGHT SOURCE INCLUDED

Myriad Deco Fixed - Flood 46 degrees 

3,000K

2,700K

72

76

Dimensions (mm)

• 15W LED light engine mimic MR16 50W perfect for 

domestic installations

• Offers Silver, White and Black reflectors to match any 

interior

• New 2,700K colour temperature offering (Amber 

Warm White) perfect for domestic installations. Plus 

3,000K (Warm White) and 4,000K (Neutral White)

• Order bezel trim seperately

4,000K

Silver Reflector

White Reflector

Black Reflector

IP20 Housing Only - Flood 2,700K

Code

 

Description

 

Reflector
Colour

2057969 Electronic / Phase Dimmable Silver

2057970 DALI Dimmable Silver

2057971 Electronic / Phase Dim Emergency Silver

2057972 DALI Emergency Silver

2057993 Electronic / Phase Dimmable White

2057994 DALI Dimmable White

2057995 Electronic / Phase Dim Emergency White

2057996 DALI Emergency White

2058017 Electronic / Phase Dimmable Black

2058018 DALI Dimmable Black

2058019 Electronic / Phase Dim Emergency Black

2058020 DALI Emergency Black

IP20 Housing Only - Flood 3,000K

Code

 

Description

 

Reflector
Colour

2057973 Electronic / Phase Dimmable Silver

2057974 DALI Dimmable Silver

2057975 Electronic / Phase Dim Emergency Silver

2057976 DALI Emergency Silver

2057997 Electronic / Phase Dimmable White

2057998 DALI Dimmable White

2057999 Electronic / Phase Dim Emergency White

2058000 DALI Emergency White

2058021 Electronic / Phase Dimmable Black

2058022 DALI Dimmable Black

2058023 Electronic / Phase Dim Emergency Black

2058024 DALI Emergency Black

IP20 Housing Only - Flood 4,000K

Code

 

Description

 

Reflector
Colour

2057977 Electronic / Phase Dimmable Silver

2057978 DALI Dimmable Silver

2057979 Electronic / Phase Dim Emergency Silver

2057980 DALI Emergency Silver

2058001 Electronic / Phase Dimmable White

2058002 DALI Dimmable White

2058003 Electronic / Phase Dim Emergency White

2058004 DALI Emergency White

2058025 Electronic / Phase Dimmable Black

2058026 DALI Dimmable Black

2058027 Electronic / Phase Dim Emergency Black

2058028 DALI Emergency Black

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 889 15 59

3,000K Silver Reflector 790 15 53 

4,000K Silver Reflector 947 15 63 

Trim (Bezel) Accessories 
Order Separately to fit IP20 Housing

Code

 

Description

 

Reflector 
Colour

2059059 White Trim (Bezel) White

2059060 Silver Trim (Bezel) Silver

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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LIGHT SOURCE INCLUDED

Myriad Deco - IP65 Spot White Bezel 

3,000K

2,700K

72

76

Dimensions (mm)

4,000K

Silver Reflector

White Reflector

Black Reflector

IP65 Spot with White Bezel 2,700K

Code

 

Description

 

Reflector 
Colour

2059237 Electronic / Phase Dimmable Silver

2059238 DALI Dimmable Silver

2059239 Electronic / Phase Dim Emergency Silver

2059240 DALI Emergency Silver

2058856 Electronic / Phase Dimmable White

2058857 DALI Dimmable White

2058858 Electronic / Phase Dim Emergency White

2058859 DALI Emergency White

2058880 Electronic / Phase Dimmable Black

2058881 DALI Dimmable Black

2058882 Electronic / Phase Dim Emergency Black

2058883 DALI Emergency Black

IP65 Spot with White Bezel 3,000K

Code

 

Description

 

Reflector 
Colour

2059241 Electronic / Phase Dimmable Silver

2059242 DALI Dimmable Silver

2059243 Electronic / Phase Dim Emergency Silver

2059244 DALI Emergency Silver

2058860 Electronic / Phase Dimmable White

2058861 DALI Dimmable White

2058862 Electronic / Phase Dim Emergency White

2058863 DALI Emergency White

2058884 Electronic / Phase Dimmable Black

2058885 DALI Dimmable Black

2058886 Electronic / Phase Dim Emergency Black

2058887 DALI Emergency Black

IP65 Spot with White Bezel 4,000K

Code

 

Description

 

Reflector 
Colour

2059245 Electronic / Phase Dimmable Silver

2059246 DALI Dimmable Silver

2059247 Electronic / Phase Dim Emergency Silver

2059248 DALI Emergency Silver

2058864 Electronic / Phase Dimmable White

2058865 DALI Dimmable White

2058866 Electronic / Phase Dim Emergency White

2058867 DALI Emergency White

2058888 Electronic / Phase Dimmable Black

2058889 DALI Dimmable Black

2058890 Electronic / Phase Dim Emergency Black

2058891 DALI Emergency Black

• 15W LED light engine mimic MR16 50W perfect for 

domestic installations

• Silver, White and Black reflectors to match any interior

• New 2,700K colour temperature offering (Amber Warm 

White) perfect for domestic installations.

• 3,000K (Warm White) and 4,000K (Neutral White)

• 28 degree beam

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 1046 15 70

3,000K Silver Reflector 932 15 62 

4,000K Silver Reflector 1116 15 74 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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LIGHT SOURCE INCLUDED

Myriad Deco - IP65 Flood White Bezel

3,000K

2,700K

72

76

Dimensions (mm)

• 15W LED light engine mimic MR16 50W perfect for 

domestic installations

• Offers Silver, White and Black reflectors to match any 

interior

• New 2,700K colour temperature offering (Amber 

Warm White) perfect for domestic installations. Plus 

3,000K (Warm White) and 4,000K (Neutral White)

• 46 degree beam

4,000K

Silver Reflector

White Reflector

Black Reflector

IP65 Flood with White Bezel 2,700K

Code

 

Description

 

Reflector 
Colour

2059249 Electronic / Phase Dimmable Silver

2059250 DALI Dimmable Silver

2059251 Electronic / Phase Dim Emergency Silver

2059252 DALI Emergency Silver

2058868 Electronic / Phase Dimmable White

2058869 DALI Dimmable White

2058870 Electronic / Phase Dim Emergency White

2058871 DALI Emergency White

2058892 Electronic / Phase Dimmable Black

2058893 DALI Dimmable Black

2058894 Electronic / Phase Dim Emergency Black

2058895 DALI Emergency Black

IP65 Flood with White Bezel 3,000K

Code

 

Description

 

Reflector 
Colour

2059253 Electronic / Phase Dimmable Silver

2059254 DALI Dimmable Silver

2059255 Electronic / Phase Dim Emergency Silver

2059256 DALI Emergency Silver

2058872 Electronic / Phase Dimmable White

2058873 DALI Dimmable White

2058874 Electronic / Phase Dim Emergency White

2058875 DALI Emergency White

2058896 Electronic / Phase Dimmable Black

2058897 DALI Dimmable Black

2058898 Electronic / Phase Dim Emergency Black

2058899 DALI Emergency Black

IP65 Flood with White Bezel 4,000K

Code

 

Description

 

Reflector 
Colour

2059257 Electronic / Phase Dimmable Silver

2059258 DALI Dimmable Silver

2059259 Electronic / Phase Dim Emergency Silver

2059260 DALI Emergency Silver

2058876 Electronic / Phase Dimmable White

2058877 DALI Dimmable White

2058878 Electronic / Phase Dim Emergency White

2058879 DALI Emergency White

2058900 Electronic / Phase Dimmable Black

2058901 DALI Dimmable Black

2058902 Electronic / Phase Dim Emergency Black

2058903 DALI Emergency Black

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 889 15 59

3,000K Silver Reflector 790 15 53 

4,000K Silver Reflector 947 15 63 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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LIGHT SOURCE INCLUDED

Myriad Deco - IP65 Spot with Chrome Bezel

3,000K

2,700K

72

76

Dimensions (mm)

4,000K

Silver Reflector 

White Reflector

Black Reflector

• IP65 15W LED light engine mimic MR16 50W perfect 

for domestic installations

• Offers Silver, White and Black reflectors to match any 

interior

• New 2,700K colour temperature offering (Amber Warm 

White) perfect for domestic installations.

• 3,000K (Warm White) and 4,000K (Neutral White)

• 28 degree beam

IP65 with Chrome Bezel - Spot 4,000K

Code

 

Description

 

Reflector 
Colour

2058912 Electronic / Phase Dimmable Silver

2058913 DALI Dimmable Silver

2058914 Electronic / Phase Dim Emergency Silver

2058915 DALI Emergency Silver

2058936 Electronic / Phase Dimmable White

2058937 DALI Dimmable White

2058938 Electronic / Phase Dim Emergency White

2058939 DALI Emergency White

2058960 Electronic / Phase Dimmable Black

2058961 DALI Dimmable Black

2058962 Electronic / Phase Dim Emergency Black

2058963 DALI Emergency Black

IP65 with Chrome Bezel - Spot 2,700K

Code

 

Description

 

Reflector 
Colour

2058904 Electronic / Phase Dimmable Silver

2058905 DALI Dimmable Silver

2058906 Electronic / Phase Dim Emergency Silver

2058907 DALI Emergency Silver

2058928 Electronic / Phase Dimmable White

2058929 DALI Dimmable White

2058930 Electronic / Phase Dim Emergency White

2058931 DALI Emergency White

2058952 Electronic / Phase Dimmable Black

2058953 DALI Dimmable Black

2058954 Electronic / Phase Dim Emergency Black

2058955 DALI Emergency Black

IP65 with Chrome Bezel - Spot 3,000K

Code

 

Description

 

Reflector 
Colour

2058908 Electronic / Phase Dimmable Silver

2058909 DALI Dimmable Silver

2058910 Electronic / Phase Dim Emergency Silver

2058911 DALI Emergency Silver

2058932 Electronic / Phase Dimmable White

2058933 DALI Dimmable White

2058934 Electronic / Phase Dim Emergency White

2058935 DALI Emergency White

2058956 Electronic / Phase Dimmable Black

2058957 DALI Dimmable Black

2058958 Electronic / Phase Dim Emergency Black

2058959 DALI Emergency Black

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 1046 15 70

3,000K Silver Reflector 932 15 62 

4,000K Silver Reflector 1116 15 74 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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LIGHT SOURCE INCLUDED

Myriad Deco - IP65 Flood with Chrome Bezel

3,000K

2,700K

72

76

Dimensions (mm)

• IP65 15W LED light engine mimic MR16 50W perfect 

for domestic installations

• Offers Silver, White and Black reflectors to match any 

interior

• New 2,700K colour temperature offering (Amber Warm 

White) perfect for domestic installations.

• 3,000K (Warm White) and 4,000K (Neutral White)

• 46 degree beam

4,000K

Silver Reflector

White Reflector

Black Reflector

IP65 with Chrome Bezel - Flood 2,700K

Code

 

Description

 

Reflector 
Colour

2058916 Electronic / Phase Dimmable Silver

2058917 DALI Dimmable Silver

2058918 Electronic / Phase Dim Emergency Silver

2058919 DALI Emergency Silver

2058940 Electronic / Phase Dimmable White

2058941 DALI Dimmable White

2058942 Electronic / Phase Dim Emergency White

2058943 DALI Emergency White

2058964 Electronic / Phase Dimmable Black

2058965 DALI Dimmable Black

2058966 Electronic / Phase Dim Emergency Black

2058967 DALI Emergency Black

IP65 with Chrome Bezel - Flood 4,000K

Code

 

Description

 

Reflector 
Colour

2058924 Electronic / Phase Dimmable Silver

2058925 DALI Dimmable Silver

2058926 Electronic / Phase Dim Emergency Silver

2058927 DALI Emergency Silver

2058948 Electronic / Phase Dimmable White

2058949 DALI Dimmable White

2058950 Electronic / Phase Dim Emergency White

2058951 DALI Emergency White

2058972 Electronic / Phase Dimmable Black

2058973 DALI Dimmable Black

2058974 Electronic / Phase Dim Emergency Black

2058975 DALI Emergency Black

IP65 with Chrome Bezel - Flood 3,000K

Code

 

Description

 

Reflector 
Colour

2058920 Electronic / Phase Dimmable Silver

2058921 DALI Dimmable Silver

2058922 Electronic / Phase Dim Emergency Silver

2058923 DALI Emergency Silver

2058944 Electronic / Phase Dimmable White

2058945 DALI Dimmable White

2058946 Electronic / Phase Dim Emergency White

2058947 DALI Emergency White

2058968 Electronic / Phase Dimmable Black

2058969 DALI Dimmable Black

2058970 Electronic / Phase Dim Emergency Black

2058971 DALI Emergency Black

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

2,700K Silver Reflector 1046 15 70

3,000K Silver Reflector 932 15 62 

4,000K Silver Reflector 1116 15 74 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad V LED Square - White Reflector 

• Square decorative downlight with a white reflector and 

choice of additional accessories 

• Energy efficient light source with far superior luminous 

flux per watt than existing Low Voltage Halogen 

• IP44 with the appropriate accessory

• New range of Architectural accessories each providing a 

different lit dimension 

• Choice of colour temperatures 2,700K, 3,000K, 4,000K

• Luminaires supplied complete with LED drivers 

• Emergency versions pass through cut out 

• New completely flush plaster up accessory ring for 

clean ceiling lines and smooth finish 

• Total circuit power I5W

• For housing only versions, order corresponding  bezel  

or decorative accessory (not applicable for IP65 versions) 

e.g. 2058996 (Housing Only) + 2056488 (Bezel + Cover 

glass) 

• For plaster up versions, order corresponding/relevant  

plaster up accessory e.g.

 Housing only - 2058996 + 2056909

LIGHT SOURCE INCLUDED

Dimensions (mm)

64

72

with accessories

MYRIADSQ HOUS FLD 3K ELE

MYRIAD SQ LED 3000K
2056308

 180º120º

90º
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1080

cd

MYRIADSQ HOUS FLD 4K ELE

MYRIAD SQ LED 4000K
2056314
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3,000K

4,000K

MYRIADSQ HOUS SPT 3K ELE

MYRIAD SQ LED 3000K
2056272
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MYRIAD SQ LED 4000K
2056278
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Myriad Square Spot - Housing Only

Code

 

Description

 

Myriad Square Spot - White Reflector 2,700K 

2058996 Electronic / Phase Dimmable 

2058997 DALI Dimmable 

2058998 Electronic / Phase Dim Emergency 

2058999 DALI Emergency 

Myriad Square Spot - White Reflector 3,000K 

2056286 Electronic / Phase Dimmable 

2056288 DALI Dimmable 

2056287 Electronic / Phase Dim Emergency 

2056289 DALI Emergency 

Myriad Square Spot - White Reflector 4,000K 

2056292 Electronic / Phase Dimmable 

2056294 DALI Dimmable 

2056293 Electronic / Phase Dim Emergency 

2056295 DALI Emergency 

Myriad Square Flood - Housing Only

Code

 

Description

 

Myriad Square Flood - White Reflector 2,700K 

2059000 Electronic / Phase Dimmable 

2059001 DALI Dimmable 

2059002 Electronic / Phase Dim Emergency 

2059003 DALI Emergency 

Myriad Square Flood - White Reflector 3,000K

2056322 Electronic / Phase Dimmable 

2056324 DALI Dimmable 

2056323 Electronic / Phase Dim Emergency 

2056325 DALI Emergency 

Myriad Square Flood - White Reflector 4,000K

2056328 Electronic / Phase Dimmable 

2056330 DALI Dimmable 

2056329 Electronic / Phase Dim Emergency 

2056331 DALI Emergency 

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

3,000K Spot 958 15 64

4,000K Spot 983 15 65 

3,000K Flood 879 15 59

4,000K Flood 911 15  61

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad V LED Square - Silver Reflector 

Myriad Square Spot - Housing Only

Code

 

Description

 
Myriad Square Spot - Silver Reflector 2,700K 

2057933 Electronic / Phase Dimmable 

2057934 DALI Dimmable 

2057935 Electronic / Phase Dim Emergency 

2057936 DALI Emergency 

Myriad Square Spot - Silver Reflector 3,000K

2056274 Electronic / Phase Dimmable 

2056276 DALI Dimmable 

2056275 Electronic / Phase Dim Emergency 

2056277 DALI Emergency 

Myriad Square Spot - Silver Reflector 4,000K 

2056280 Electronic / Phase Dimmable 

2056282 DALI Dimmable 

2056281 Electronic / Phase Dim Emergency 

2056283 DALI Emergency 

Myriad Square Flood - Housing Only

Code

 

Description

 
Myriad Square Flood - Silver Reflector 2,700K 

2057937 Electronic / Phase Dimmable 

2057938 DALI Dimmable 

2057939 Electronic / Phase Dim Emergency 

2057940 DALI Emergency 

Myriad Square Flood - Silver Reflector 3,000K 

2056310 Electronic / Phase Dimmable 

2056312 DALI Dimmable 

2056311 Electronic / Phase Dim Emergency 

2056313 DALI Emergency 

Myriad Square Flood - Silver Reflector 4,000K

2056316 Electronic / Phase Dimmable 

2056318 DALI Dimmable 

2056317 Electronic / Phase Dim Emergency 

2056319 DALI Emergency 

Dimensions (mm)

MYRIADSQ HOUS FLD 3K ELE

MYRIAD SQ LED 3000K
2056308
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3,000K

MYRIADSQ HOUS SPT 3K ELE

MYRIAD SQ LED 3000K
2056272
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3,000K

LIGHT SOURCE INCLUDED

with accessories

• Square decorative downlight with a silver reflector and 

choice of additional accessories 

• Energy efficient light source with far superior luminous 

flux per watt than existing Low Voltage Halogen 

• IP44 with the appropriate accessory

• New range of Architectural accessories each providing a 

different lit dimension 

• Choice of colour temperatures 2,700K, 3,000K, 4,000K

• Luminaires supplied complete with LED drivers 

• Emergency versions pass through cut out 

• New completely flush plaster up accessory ring for 

clean ceiling lines and smooth finish 

• Total circuit power I5W

• For bezel version, order Myriad V LED Square + 

coloured bezel accessory 

• For plaster up version, order Myriad V LED Square + 

Plaster up accessory

• For plaster up versions, order corresponding/relevant  

plaster up accessory e.g.

 IP65 model - 2057925 + 2056912

 Housing only - 2057933 + 2056908

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

3,000K Spot 958 15 64

4,000K Spot 983 15 65 

3,000K Flood 879 15 59 

4,000K Flood 911 15 61 

64

72

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad V LED Square - Black Reflector 

Dimensions (mm)

MYRIADSQ HOUS SPT 3K ELE

MYRIAD SQ LED 3000K
2056272

 180º120º

90º

60º

30º  0º 30º

60º

90º
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3600

cd h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

3438

859

382

215

138

95

cone 25º     = 958 lmΦ

3,000K

LIGHT SOURCE INCLUDED

with accessories

• Square decorative downlight with a black reflector and 
choice of additional accessories 

• Energy efficient light source with far superior luminous 
flux per watt than existing Low Voltage Halogen 

• IP44 with the appropriate accessory

• New range of Architectural accessories each providing a 
different lit dimension 

• Choice of colour temperatures 2,700K, 3,000K, 4,000K

• Luminaires supplied complete with LED drivers 

• Emergency versions pass through cut out 

• New completely flush plaster up accessory ring for 
clean ceiling lines and smooth finish 

• Total circuit power I5W

• For bezel version, order Myriad V LED Square + 
coloured bezel accessory 

• For plaster up version, order Myriad V LED Square + 
Plaster up accessory

• For plaster up versions, order corresponding/relevant  
plaster up accessory e.g.

 Housing only - 2059004 + 2056910

Myriad Square Spot - Housing Only

Code

 

Description

 
Myriad Square Spot - Black Reflector 2,700K 

2059004 Electronic / Phase Dimmable 

2059005 DALI Dimmable 

2059006 Electronic / Phase Dim Emergency 

2059007 DALI Emergency 

Myriad Square Spot - Black Reflector 3,000K 

2056298 Electronic / Phase Dimmable 

2056300 DALI Dimmable 

2056299 Electronic / Phase Dim Emergency 

2056301 DALI Emergency 

Myriad Square Spot - Black Reflector 4,000K 

2056304 Electronic / Phase Dimmable 

2056306 DALI Dimmable 

2056305 Electronic / Phase Dim Emergency 

2056307 DALI Emergency 

MYRIADSQ HOUS FLD 3K ELE

MYRIAD SQ LED 3000K
2056308

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

1080

cd h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

1063

266

118

66

43

30

cone 55º     = 879 lmΦ

3,000K

Myriad Square Flood - Housing Only

Code

 

Description

 
Myriad Square Flood - Black Reflector 2,700K 

2059008 Electronic / Phase Dimmable 

2059009 DALI Dimmable 

2059010 Electronic / Phase Dim Emergency 

2059011 DALI Emergency 

Myriad Square Flood - Black Reflector 3,000K 

2056334 Electronic / Phase Dimmable 

2056336 DALI Dimmable 

2056335 Electronic / Phase Dim Emergency 

2056337 DALI Emergency 

Myriad Square Flood - Black Reflector 4,000K

2056340 Electronic / Phase Dimmable 

2056342 DALI Dimmable 

2056341 Electronic / Phase Dim Emergency 

2056343 DALI Emergency 

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

3,000K Spot 958 15 64

4,000K Spot 983 15 65 

3,000K Flood 879 15 59 

4,000K Flood 911 15 61 

64

72

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad V LED Square Accessories 

A
cce

sso
rie

s

Myriad Square Accessories

Code Description

2056901 MYRIAD White Bezel Square Only

2056902 MYRIAD Silver Bezel Square Only

2056903 MYRIAD White Bezel Square+Float Glass

2056904 MYRIAD Silver Bezel Square+Float Glass

2056905 MYRIAD Kometa Square

2056906 MYRIAD White Bezel Dropped Square

2056907 MYRIAD Silver Bezel Dropped Square

2056488  MYRIAD White Bezel Square & Glass IP44

2056489  MYRIAD Silver Bezel Square & Glass IP442056272 + 2056901 2056284 + 2056901 2056296 + 2056902

Plaster Up Accessories 
(Colour quoted applies to the trim only and not 

the reflector)

Code Description

2056908 MYRIAD Plaster Up Square Silver trim 

2056909 MYRIAD Plaster Up Square White trim

2056910 MYRIAD Plaster Up Square Black Trim

2056903 2056905 2056906

2056907

2059004 + 2056910 2057933 + 2056910 2056316 + 2056908

2058996 + 2056908 2058996 + 2056909
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Myriad V LED Square IP65 Chrome Bezel - Silver Reflector

• New high output high efficiency LED downlight 

modules 

• IR/UV - free light source without heat radiation 

• Energy efficient light source with far superior luminous 

flux per watt than existing Low Voltage Halogen 

• Dimmable options including DALI as standard 

• IP65 

• Choice of colour temperatures: 2,700K, 3,000K and 

4,000K

• Luminaires supplied complete with LED driver 

• Emergency versions passes through cut out 

• Total circuit power I5WChrome Bezel Silver Reflector

64

72

LIGHT SOURCE INCLUDED

Dimensions (mm)

Myriad Square - IP65 Chrome Bezel

Code Description
Myriad Square Spot - IP65 Housing Silver Reflector 2,700K 

2057949 Electronic / Phase Dimmable 

2057950 DALI Dimmable 

2057951 Electronic / Phase Dim Emergency 

2057952 DALI Emergency 

Myriad Square Spot - IP65 Housing Silver Reflector 3,000K

2056418 Electronic / Phase Dimmable  

2056420 DALI Dimmable 

2056419 Electronic / Phase Dim Emergency 

2056421 DALI Emergency 

Myriad Square Spot - IP65 Housing Silver Reflector 4,000K

2056424 Electronic / Phase Dimmable 

2056426 DALI Dimmable 

2056425 Electronic / Phase Dim Emergency 

2056427 DALI Emergency 

MYRIADSQ HOUS FLD 3K ELE

MYRIAD SQ LED 3000K
2056308
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MYRIAD SQ LED 4000K
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2056272

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

3600

cd

MYRIADSQ HOUS SPT 4K ELE

MYRIAD SQ LED 4000K
2056278

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

3600

cd

h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

3438

859

382

215

138

95

cone 25º     = 958 lmΦ

h
(m)
1.0

2.0

3.0

4.0

5.0

6.0
2.0 1.0 0 1.0 2.0

diameter (m)

Emax
(lx)

3119

780

347

195

125

87

cone 27º     = 983 lmΦ
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Myriad Square Flood - IP65 Chrome Bezel

Code  Description 

Myriad Square Flood - IP65 Housing Silver Reflector 2,700K 

2057953 Electronic / Phase Dimmable 

2057954 DALI Dimmable 

2057955 Electronic / Phase Dim Emergency 

2057956 DALI Emergency 

Myriad Square Flood - IP65 Housing Silver Reflector 3,000K

2056454 Electronic / Phase Dimmable 

2056456 DALI Dimmable 

2056455 Electronic / Phase Dim Emergency 

2056457 DALI Emergency 

Myriad Square Flood - IP65 Housing Silver Reflector 4,000K

2056460 Electronic / Phase Dimmable 

2056462 DALI Dimmable 

2056461 Electronic / Phase Dim Emergency 

2056463 DALI Emergency 

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

3,000K Spot 958 15 64

4,000K Spot 983 15 65 

3,000K Flood 879 15 59 

4,000K Flood 911 15 61 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad V LED Square IP65 White Bezel - Silver Reflector

• New high output high efficiency LED downlight 

modules 

• IR/UV - free light source without heat radiation 

• Energy efficient light source with far superior luminous 

flux per watt than existing Low Voltage Halogen 

• Dimmable options including DALI as standard 

• IP65

• Choice of colour temperatures: 2,700K, 3,000K and 

4,000K

• Luminaires supplied complete with LED driver 

• Emergency versions passes through cut out 

• Total circuit power I5WWhite Bezel Silver Reflector

64

72

LIGHT SOURCE INCLUDED

Dimensions (mm)

Myriad Square - IP65 White Bezel

Code
 

Description
   

Myriad Square Spot - IP65 Housing Silver Reflector 2,700K 

2057941 Electronic / Phase Dimmable  

2057942 DALI Dimmable 

2057943 Electronic / Phase Dim Emergency 

2057944 DALI Emergency 

Myriad Square Spot - IP65 Housing Silver Reflector 3,000K

2056346 Electronic / Phase Dimmable 

2056348 DALI Dimmable 

2056347 Electronic / Phase Dim Emergency 

2056349 DALI Emergency 

Myriad Square Spot - IP65 Housing Silver Reflector 4,000K

2056352 Electronic / Phase Dimmable 

2056354 DALI Dimmable 

2056353 Electronic / Phase Dim Emergency 

2056355 DALI Emergency 

MYRIADSQ HOUS FLD 3K ELE

MYRIAD SQ LED 3000K
2056308
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4,000K

Myriad Square Flood - IP65 White Bezel

Code

 

Description

  

Myriad Square Flood - IP65 Housing Silver Reflector 2,700K 

2057945 Electronic / Phase Dimmable 

2057946 DALI Dimmable 

2057947 Electronic / Phase Dim Emergency 

2057948 DALI Emergency 

Myriad Square Flood - IP65 Housing Silver Reflector 3,000K

2056382 Electronic / Phase Dimmable 

2056384 DALI Dimmable 

2056383 Electronic / Phase Dim Emergency 

2056385 DALI Emergency 

Myriad Square Flood - IP65 Housing Silver Reflector 4,000K

2056388 Electronic / Phase Dimmable 

2056390 DALI Dimmable 

2056389 Electronic / Phase Dim Emergency 

2056391 DALI Emergency 

 

Lumen output 

(lm)  

Power 

Consumption 

(W)
 

Efficacy 

(lm/W)  

3,000K Spot 958 15 64

4,000K Spot 983 15 65 

3,000K Flood 879 15 59 

4,000K Flood 911 15 61 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

NOTE: EMG versions are Electrical Class 1 and NON emg versions 
are Class 2
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Myriad Adjustable

Myriad Adjustable the  next generation in accent downlighting,  has the ability to place light wherever you want to create ambiance and drama.  

Ideal for a diverse range of applications, Myriad Adjustable is adjustable through 25° tilt and 360° rotation and features a wide 24° beam angle. 

Designed to be similar in appearance with other models in the Myriad range this offers uniformity within a lighting scheme. 

The usual benefi ts of LED technology apply here in the form of long life, low maintainance and high quality of light
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Myriad Adjustable - Round 

LIGHT SOURCE INCLUDED
• Unique adjustable LED accent downlight delivering 

warm and comforting light

• Place light where you need it with a 25° tilt angle

• 24° beam angle provides a rich beam of light

• Features efficient LED technology an ideal Halogen 

replacement

• 15 Watt Power Consumption

• Lumen output: 527lm (2,700K), 652lm (3,000K), 677lm 

(4,000K)

• CRI: 85

• Complimentary internal body and  bezel colours

• Choice of versions White or Silver Bezels

• Ideal for high end residential solutions, receptions and 

hospitality

Myriad Adjustable Round - 2,700K

Code Description Housing 
Colour

2058029 Electronic / Phase Dimmable White Bezel White

2058030 DALI Dimmable White Bezel White

2058031 Electronic / Phase Dimmable Silver Bezel White

2058032 DALI Dimmable Silver Bezel White

2058033 Electronic / Phase Dimmable White Bezel Black

2058034 DALI Dimmable White Bezel Black

2058035 Electronic / Phase Dimmable Silver Bezel Black

2058036 DALI Dimmable Silver Bezel Black

115

76

Myriad Adjustable Round - 3,000K

Code Description Housing 
Colour

2056208 Electronic / Phase Dimmable White Bezel White

2056209 DALI Dimmable White Bezel White

2056210 Electronic / Phase Dimmable Silver Bezel White

2056211 DALI Dimmable Silver Bezel White

2056216 Electronic / Phase Dimmable White Bezel Black

2056217 DALI Dimmable White Bezel Black

2056218 Electronic / Phase Dimmable Silver Bezel Black

2056219 DALI Dimmable Silver Bezel Black

Myriad Adjustable Round - 4,000K

Code Description Housing 
Colour

2056212 Electronic / Phase Dimmable White Bezel White

2056213 DALI Dimmable White Bezel White

2056214 Electronic / Phase Dimmable Silver Bezel White

2056215 DALI Dimmable Silver Bezel White

2056220 Electronic / Phase Dimmable White Bezel Black

2056221 DALI Dimmable White Bezel Black

2056222 Electronic / Phase Dimmable Silver Bezel Black

2056223 DALI Dimmable Silver Bezel Black

Dimensions (mm)

2,700K

3,000K

4,000K

White Housing, White Bezel

White Housing, Silver Bezel

Black Housing, White Bezel

Black Housing, Silver Bezel
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116

72 x 72

Myriad Adjustable - Square 

• Unique adjustable LED accent downlight delivering 

warm and comforting light

• Place light where you need it with a 25° tilt angle

• 24° beam angle provides a rich beam of light

• Features ultra efficient LED technology an ideal Halogen 

replacement

• 15 Watt Power Consumption

• Lumen output: 527lm (2,700K), 652lm (3,000K), 677lm 

(4,000K)

• CRI: 85

• Complimentary internal body and  bezel colours

• Choice of versions, Silver or White bezels

• Ideal for high end residential solutions, receptions and 

hospitality

Myriad Adjustable Square - 2,700K

Code Description Housing 
Colour

2058037 Electronic / Phase Dimmable White Bezel White

2058038 DALI Dimmable White Bezel White

2058039 Electronic / Phase Dimmable Silver Bezel White

2058040 DALI Dimmable Silver Bezel White

2058041 Electronic / Phase Dimmable White Bezel Black

2058042 DALI Dimmable White Bezel Black

2058043 Electronic / Phase Dimmable Silver Bezel Black

2058044 DALI Dimmable Silver Bezel Black

Myriad Adjustable Square - 3,000K

Code Description Housing 
Colour

2056224 Electronic / Phase Dimmable White Bezel White

2056225 DALI Dimmable White Bezel White

2056226 Electronic / Phase Dimmable Silver Bezel White

2056227 DALI Dimmable Silver Bezel White

2056232 Electronic / Phase Dimmable White Bezel Black

2056233 DALI Dimmable White Bezel Black

2056234 Electronic / Phase Dimmable Silver Bezel Black

2056235 DALI Dimmable Silver Bezel Black

Myriad Adjustable Square - 4,000K

Code Description Housing 
Colour

2056228 Electronic / Phase Dimmable White Bezel White

2056229 DALI Dimmable White Bezel White

2056230 Electronic / Phase Dimmable Silver Bezel White

2056231 DALI Dimmable Silver Bezel White

2056236 Electronic / Phase Dimmable White Bezel Black

2056237 DALI Dimmable White Bezel Black

2056238 Electronic / Phase Dimmable Silver Bezel Black

2056239 DALI Dimmable Silver Bezel Black

LIGHT SOURCE INCLUDED

2,700K

3,000K

4,000K

Dimensions (mm)

White Housing, White Bezel

White Housing, Silver Bezel

Black Housing, White Bezel

Black Housing, Silver Bezel
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72

116

176

Myriad Adjustable - Twin

• Unique adjustable LED accent downlight delivering 

warm and comforting light

• Place light where you need it with a 25° tilt angle

• 24° beam angle provides a rich beam of light

• Features ultra efficient LED technology - an ideal 

Halogen replacement

• 30 Watt Power Consumption

• Lumen output: 1054lm (2,700K), 1304lm (3,000K), 

1354lm (4,000K)

• CRI: 85

• Complimentary internal body and  bezel colours

• Ideal for high end residential solutions, receptions and 

hospitality

Myriad Adjustable Twin - 2,700K

Code Description Housing 
Colour

2056242 Electronic / Phase Dimmable White Bezel White

2056243 DALI Dimmable White Bezel White

2056240 Electronic / Phase Dimmable White Bezel Black

2056241 DALI Dimmable White Bezel Black

Myriad Adjustable Twin - 3,000K

Code Description Housing 
Colour

2056246 Electronic / Phase Dimmable White Bezel White

2056247 DALI Dimmable White Bezel White

2056244 Electronic / Phase Dimmable White Bezel Black

2056245 DALI Dimmable White Bezel Black

Myriad Adjustable Twin - 4,000K

Code Description Housing 
Colour

2056250 Electronic / Phase Dimmable White Bezel White

2056251 DALI Dimmable White Bezel White

2056248 Electronic / Phase Dimmable White Bezel Black

2056249 DALI Dimmable White Bezel Black

Dimensions (mm)

LIGHT SOURCE INCLUDED

Each 2,700K twin luminaire 
contains 2 of the above 
modules

Each 3,000K twin luminaire 
contains 2 of the above 
modules

Each 4,000K twin luminaire 
contains 2 of the above 
modules

Black Housing, White Bezel

White Housing, White Bezel

Black Housing, White Bezel
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72

116

176

Myriad Adjustable - Twin

• Unique adjustable LED accent downlight delivering 

warm and comforting light

• Place light where you need it with a 25° tilt angle

• 24° beam angle provides a rich beam of light

• Features ultra efficient LED technology an ideal Halogen 

replacement

• 30 Watt Power Consumption

• Lumen output: 1,054lm (2,700K), 1,304lm (3,000K), 

1,354lm (4,000K)

• CRI: 85

• Complimentary internal body and  bezel colours

• Ideal for high end residential solutions, receptions and 

hospitality

Each 2,700K twin luminaire 
contains 2 of the above 
modules

Each 3,000K twin luminaire 
contains 2 of the above 
modules

Each 4,000K twin luminaire 
contains 2 of the above 
modules

Dimensions (mm)

LIGHT SOURCE INCLUDED

Myriad Adjustable Twin - 2,700K

Code
 

Description
 

Housing 
Colour

2056255 Electronic / Phase Dimmable Silver Bezel Black

2056256 DALI Dimmable Silver Bezel Black

2056257 Electronic / Phase Dimmable Silver Bezel White

2056258 DALI Dimmable Silver Bezel White

Myriad Adjustable Twin - 3,000K

Code
 

Description
 

Housing 
Colour

2056259 Electronic / Phase Dimmable Silver Bezel Black

2056260 DALI Dimmable Silver Bezel Black

2056261 Electronic / Phase Dimmable Silver Bezel White

2056262 DALI Dimmable Silver Bezel White

Myriad Adjustable Twin - 4,000K

Code
 

Description
 

Housing 
Colour

2056263 Electronic / Phase Dimmable Silver Bezel Black

2056264 DALI Dimmable Silver Bezel Black

2056265 Electronic / Phase Dimmable Silver Bezel White

2056266 DALI Dimmable Silver Bezel White

Myriad Adjustable Twin Accessories

Code
 

Description
 

Trim 
Colour

2056252 MYRD AD TWIN PL UP KIT Black

2056253 MYRD AD TWIN PL UP KIT White

2056254 MYRD AD TWIN PL UP KIT Silver

2056252

2056254

2056253

Black Housing, Silver Bezel

Black Housing, Silver Bezel

2056242 + 2056253 (installed plaster up kit)



JAB Showroom - Paris, France
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BRA (Beacon 
Recessed Adjustable)

The Beacon Recessed Adjustable spotlight introduces a new 

lighting dimension to retail and display space. It meets the 

tough demands of these environments by providing high 

quality colour rendering , zero UV/IR radiation, reduction 

in maintenance costs and an energy saving solution over 

existing lamp sources such as low voltage halogen.
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Dimensions (mm)

Spot - 3,000K

Flood - 4,000K

Round, White

Beacon Recessed Adjustable Muse LED - 26W 

• Adjustable optics provides wide flood 65 degrees which 

can be adjusted to 10º spot without the need for 

additional lenses and reflectors

• Energy efficient light source with far superior luminous 

flux per watt than existing Low Voltage Halogen

• Upto 626lm 4,000k 65 degree

• Dimmable via Trailing edge and Dali as standard

• Beacon offers high CRI minimum 90 (typical 95) ideal 

for museums, galleries and high end shop lighting 

applications

• Total Circuit Power 30W

26W Non Dimmable 3,000K

Code Description Type Colour

2052895 Beacon Recessed Adjustable 26W Round White

50

40

165

160

174

Accessories

Code Description

2049498 Beacon LED Coloured Gel Pack

2047193 Elongation Lens

2052940 Adjustable Barn Doors

26W Non Dimmable 4,000K

Code Description Type Colour

2052896 Beacon Recessed Adjustable 26W Round White

26W Trailing Edge Dimmable 3,000K

Code Description Type Colour

2052897 Beacon Recessed Adjustable 26W Round White

26W Trailing Edge Dimmable 4,000K

Code Description Type Colour

2052898 Beacon Recessed Adjustable 26W Round White

26W DALI Dimmable 3,000K

Code Description Type Colour

2052911 Beacon Recessed Adjustable 26W Round White

26W DALI Dimmable 4,000K

Code Description Type Colour

2052912 Beacon Recessed Adjustable 26W Round White

Round

Adjustable Barn Doors

LIGHT SOURCE INCLUDED



Cafe 1809, Hildenborough, UK
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Control gear:  Electronic 

Finish:  Powder coated white

Ocullo LED V2

• The Ocullo LED is `the’ solution for lighting in retail 

whether it is for display lighting or wider general 

lighting

• With lumen packages ranging from 3,000lm to 

4,000lm the Ocullo provides the quantity of light 

necessary to effectively illuminate a retail space 

(replacing a 35W and 50W HID lamp)

• With 90 CRI across the entire range as standard, 

Ocullo provides brilliant quality of light thereby 

providing true expressions of colour

• With the utilisation of the specially designed sparkle 

ring, the Ocullo LED can effectively replicate the 

sparkle effect observed with traditional HID 

solutions and with effective thermal management, 

the Ocullo can deliver high quality light at a very low 

wattage

• The Ocullo LED is available in Mono (Round and 

Square), Duo and Trio versions. It is offered with a 

host of beam angle accessories ensuring you have 

full freedom and flexibility in the lighting of the end 

user space
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LIGHT SOURCE INCLUDED

Ocullo LED V2 - Round

Ocullo LED V2 Round

Round

Code Description

Mono

3032404 Ocullo LED V2 RD Mono WW WH

3032405 Ocullo LED V2 RD Mono NW WH

Mono High Output

3032408 Ocullo LED V2 RD Mono WW WH HO

3032409 Ocullo LED V2 RD Mono NW WH HO

Ocullo LED Round  

Accessories

Code Description

3033450 Ocullo LED Narrow Beam Reflector

3033451 Ocullo LED Wide Beam Reflector

3033452 Ocullo LED Flood Beam Reflector

• Perfect fitting for the Retail channel with its high lumen 

package and quality of light

• Available with 3,000lm and 4,000lm outputs allowing 

for the replacement of 35W and 50W CMI lamp 

sources

• 90CRI as standard delivering excellent light quality

• The use of an optimised bright aluminium design 

utilising a light distribution band we can replicate the 

sparkle effect of traditional CMI light sources 

• High efficiency, will help you comply with Building 

regulations – up to 91lm/W (total system efficiency on 

Ocullo LED LO 4,000K version)

• Available in warm white (3,000K) or neutral white 

(4,000K)

• Supplied with LED driver (non-dimmable)

• Fully adjustable head allowing for gimbular adjustability

• Low maintenance cost with 50,000 hours life 

expectancy

• Energy Class: A++, A+, A

• LED technology provides energy efficient solution and 

reduced maintenance costs

Ocullo LED Round HO

Ocullo LED V2 Round

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Ocullo LED V2 Round High 

Output
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Square – Mono

Code Description

Mono

3032431 Ocullo LED V2 SQ Mono WW WH

3032432 Ocullo LED V2 SQ Mono NW WH

Mono High Output

3032443 Ocullo LED V2 SQ Mono WW WH HO

3032444 Ocullo LED V2 SQ Mono NW WH HO

Square – Duo 

Code Description

Duo

3032433 Ocullo LED V2 SQ Duo WW WH

3032434 Ocullo LED V2 SQ Duo NW WH

Duo High Output

3032445 Ocullo LED V2 SQ Duo WW WH HO

3032446 Ocullo LED V2 SQ Duo NW WH HO

Square – Trio 

Code Description

Trio

3032435 Ocullo LED V2 SQ Trio WW WH

3032436 Ocullo LED V2 SQ Trio NW WH

Trio High Output

3032447 Ocullo LED V2 SQ Trio WW WH HO

3032448 Ocullo LED V2 SQ Trio NW WH HO

Accessories

Code Description

3033450 Ocullo LED Narrow Beam Reflector

3033451 Ocullo LED Wide Beam Reflector

3033452 Ocullo LED Flood Beam Reflector

Ocullo LED Square – Mono 

Ocullo LED V2 - Square

Ocullo LED V2 Square – Mono

Ocullo LED V2 Square – Mono 

Ocullo LED V2 Square – Duo

Ocullo LED V2 Square – Duo 

Ocullo LED V2 Square – Trio

Ocullo LED V2 Square – Trio

LIGHT SOURCE INCLUDED

Ocullo LED Square – Duo

Ocullo LED Square – Trio   

HO Ocullo LED Square – Mono HO  Ocullo LED Square – Duo 

HO  Ocullo LED Square – Trio HO  

• Perfect fitting for the Retail channel with its high lumen 

package and quality of light

• Available with 3,000lm and 4,000lm outputs allowing 

for the replacement of 35W and 50W CMI lamp 

sources

• 90CRI as standard delivering excellent light quality

• The use of an optimised bright aluminium design 

utilising a light distribution band we can replicate the 

sparkle effect of traditional CMI light sources 

• High efficiency, will help you comply with Building 

regulations – up to 91lm/W (total system efficiency on 

Ocullo LED LO 4,000K version)

• Available in warm white (3,000K) or neutral white 

(4,000K)

• Supplied with LED driver (non-dimmable)

• Fully adjustable head allowing for gimbular adjustability

• Low maintenance cost with 50,000 hours life 

expectancy

• Energy Class: A++, A+, A

• LED technology provides energy efficient solution and 

reduced maintenance costs

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Renault showroom - Madrid, Spain
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Signo

Control gear:  Electronic

Dimmable:  Depending on lamp specifi cations 

 (please refer to ordering guide)

Adjustment angles:  60º tilt and 355º rotation

Refl ector:  New optimised refl ector for high LOR 

 (+80%, optimised for Sylvania Superia 

 CMI-T)

Housing:  Solid die-cast aluminium housing

Finish:  Powder coated white, silver and black

• For mains or low voltage halogen and high 

intensity discharge lamps

• Now with integrated LED technology

• Recessed and adjustable versions

• Unique friction system, for optimal adjustment
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Signo 115

Ø130

Ø115

11
5

60
°

Signo 115 

Dimensions (mm)

• New Signo 115 versions and LED retrofit

• RefLED lamp now utilises RefLED Coolfit lamp

producing high thermal eficiency

• LED versions: dimmable fitting

• Low recess depth of 115mm

• Solid die-cast aluminium housing

• Unique friction system inside the housing, for optimal

adjustment

• New square reflector technology and gold and silver 

reflector

LIGHT SOURCE INCLUDED

Legend: WH = White;

RefLED Superia ES50
V2.1 5.5W GU10 25° = 
1375cd/ 380lm 

Signo 115 LED - White

LED Retrofit

Code Description Watt 
(W)

Beam 
Angle 
(º)

Body 
Colour

3040013 Signo 115 LED 5.5W WW 40º WH 5.5 40 White
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Signo 155 LED HO

Dimensions (mm)

• Adjustable recessed ‘elbow’ downlight perfect for retail 

applications

• Unique friction system inside the housing for optimal 

adjustment

• 60º tilt and 355º rotation

• High Output LED version with up to 3,750lm (luminaire 

lumen output for 4,000K version), equating to 94lm/W.

• Choice of 3,000K (Warm white) or 4,000K (Neutral 

white)

• Complete die cast aluminium housing providing excellent 

thermal management and high efficacy

• Low recess depth of 140mm

• Secure installation with three spring system

• Energy class: A++, A+, A

• LED technology provides an energy efficient solution with 

reduced maintenance costs

LIGHT SOURCE INCLUDED

Legend: WH = White; SI = Silver matt; BL = Black; WW = Warm White; NW = Neutral White

Signo 155 LED HO

Code

 

Description

 

Watt 
(W)

 

Beam 
Angle 
(º)  

Body 
Colour

3040051 SIGNO 155 LED HO 40W WW WH 40 36 White

3040052 SIGNO 155 LED HO 40W NW WH 40 36 White

Neutral white - 4,000K Warm white - 3,000K
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Signo 205

Ø225
Ø205

17
0

60
°

Dimensions (mm)

Miro 20 square reflector Stucco gold square reflector

LED square reflector silver LED square reflector gold

HID

Code Description Watt 
(W)

Beam 
Angle 
(º)

Body 
Colour

3000880 Signo 205 HIT/CMI-T WH 35/70 42 White

Accessories

Code Description 

3040034 LED Square refl ector gold

3040035 LED Square refl ector silver

3037270 Stucco gold square refl ector

• Brand new dedicated LED version with up to 2900lm

luminaire lumen

• Existing versions: 35/70W Superia CMI-T

• LED versions: driver included 

• Unique friction system inside the housing, for optimal

adjustment

• New optimised reflector for High LOR (+80%, 

optimised for Sylvania Superia CMI-T)

• New square reflector technology

Signo 205 LED - White

LIGHT SOURCE INCLUDED

HID - Superia CMI-T
35/70W G12 4000/7300lm

light distribution

light distribution

600

180°

0°

150° 150°120°

90° 90°

120°

1200

1800

2400

3000

50

light distribution

600

180°

0°

150° 150°120°

90° 90°

120°

1200

1800

2400

3000

50

Signo 205 - CMI-T 150W Signo 205 - CMI-T - 150W

Signo 205 LED

Legend: WH = White; SI = Silver matt; BL = Black; WW = Warm 
White; NW = Neutral White

LED

Code Description Watt 
(W)

Beam 
Angle 
(º)

Body 
Colour

3040022 Signo 205 LED WW WH 40 40 White

3040023 Signo 205 LED WW SI 40 40 Matt Silver

3040024 Signo 205 LED WW BL 40 40 Black

3040025 Signo 205 LED NW WH 38 40 White

3040026 Signo 205 LED NW SI 38 40 Matt Silver

3040027 Signo 205 LED NW BL 38 40 Black



Centro Comercial Bahía Sur - Cadiz, Spain



Standaert Vloerwerken - Gavere, Belgium
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Control gear:  Electronic 

Dimmable:  Leading / trailing edge

Adjustment angles:  25º tilt (on Adjustable versions only)

Refl ector: Comes with 1 sand blasted 

 aluminium refl ector. Choose from a

 large range of coloured refl ectors (on

 Fixed versions only) 

Finish:  White

Stello Comfort LED

• Range of fi xed and adjustable accent and 

display LED downlights developed for 

Hospitality, Retail and High-end Residential 

applications

• Now upgraded with SunDim technology 

(selected models) smoothly adjust the colour 

temperature of our fi ttings with a simple 

phase dimmer and without the need of any 

additional controls 

• With a cutting edge and yet simple design, 

the range is guaranteed to enhance your 

decor

• High performance with up to 730lm 

(luminaire lumen output on 4,000K version)

• The range offers fl exibility in design: choose 

from a wide range of coloured refl ectors (on 

Fixed versions only)

• Comes ready to install with its LED driver and 

making it a contractor’s fi rst choice
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Stello Comfort LED - Fixed

Dimensions (mm)
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Stello Comfort LED - Fixed 
- 3,000K
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Stello Comfort LED - Fixed 
- 4,000K

• 13W LED white downlight

• Now upgraded with SunDim technology (selected

items) 

• Delivers up to 730lm (luminaire lumen output on 

4,000K version), equating to 56lm/W (total system

efficiency)

• The deepened LED position provides low glare and 

comfort lighting 

• Stello Comfort LED includes a leading / trailing edge

dimmable driver

• IP rating allows for application in humid areas 

• Choice of warm white (3,000K) or neutral white

(4,000K)

• Comes with a sand blasted aluminum reflector 

• Wide range of Stello reflectors to choose from 

• Reflectors can be replaced with other Stello reflector 

accessories easily and by hand 

• Includes Loop in Loop Out connectivity as standard 

making ease of installation even easier 

• No UV or IR radiations

• LED lifetime: 35,000 hours

• Energy Class: A++, A+, A 

• LED technology provides an energy efficient solution 

with reduced maintenance costs 

• Stello Comfort is also available ready with Isotera 

solution. Please consult your local salesforce or our 

website for more information - 

www.havells-sylvania.com

Fixed

Code Description

Stello Comfort

3079361 Stello Comfort LED FiX 40˚ WW 

3079362 Stello Comfort LED FiX 40˚ NW

Stello Comfort SunDim

3079365 Stello Comfort LED FIX SD

Ø80

Ø90

100

Sand blasted aluminium 

White

LIGHT SOURCE INCLUDED

Legend: WW = Warm White; NW = Neutral white

Stello Comfort LED - Fixed

Chrome aluminium 

Black Gold

Cone - White 

Elipse white Cone white

Stello Comfort LED fixed reflector

Code Description

3079371 Stello Comfort Fixed refl ector - Sand Blast 

Aluminium

3079372 Stello Comfort Fixed refl ector - Chrome Aluminium

3079373 Stello Comfort Fixed refl ector - Black

3079374 Stello Comfort Fixed refl ector - Gold

3079375 Stello Comfort Fixed refl ector - White

3079376 Stello Comfort Fixed refl ector - Cone white

3079377 Stello Comfort Fixed refl ector - Ellipse white

3079378 Stello Comfort Fixed refl ector - Half white

SMOOTH DIMMING

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Stello Comfort LED - Adjustable

• 13W LED white adjustable accent and display 

downlight

• Now upgraded with SunDim technology (selected 

items)

• The deepened LED position provides low glare and 

comfort lighting

• Perfect for hospitality and residential lighting 

applications

• Delivers up to 744lm (luminaire lumen output on 

4,000K version), equating to 57lm/W (total system 

efficiency)

• Stello Comfort LED includes a leading / trailing edge 

dimmable driver

• Adjustable version 25˚ tiltable

• Choice of warm white (3,000K) or neutral white 

(4,000K)

• Comes with a sand blasted aluminum reflector

• Includes Loop in Loop Out connectivity as standard 

making ease of installation even easier

• No UV or IR radiations

• LED lifetime: 35,000 hours

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

• Stello Comfort is also available ready with Isotera 

solution. Please consult your local salesforce or our 

website for more information -  

www.havells-sylvania.com

Adjustable

Code Description

Stello Comfort

3079363 Stello Comfort LED ADJ 40˚ WW

3079364 Stello Comfort LED ADJ 40˚ NW

Stello Comfort LED Adjustable SunDim

3079366 Stello Comfort LED ADJ SD

LIGHT SOURCE INCLUDED

Legend: ADJ = ADJustable; WW = Warm White, NW = Neutral 
White, FIX = FIxed; SD = SunDim

Dimensions (mm)

Stello Comfort LED - Adjustable 
- 3,000K

Stello Comfort LED - Adjustable 

- 4,000K

Stello Comfort LED - Adjustable 

SMOOTH DIMMING

Morata de Tajuña Pharmacy - Morata de Tajuña, Spain

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Feilo Sylvania showroom - Le Plessis Belleville, France
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Motto

• Modular downlight system

• Available in 2 sizes and different lamp 

technologies

Control gear:  Electronic

Dimmable:  Depending on lamp specifications  

 (please refer to ordering guide)

Finish:  Choice of white, matt silver or brushed  

 aluminium
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Motto 110

• For HIT/CMI-TC, lamps 

• HIT versions are supplied with glass cover - IP44

• Low recess depth of 125mm 

• 25º tilt and 355º rotation 

• Easy relamping 

Motto 110

Code Description 

White 

3035230 MOTTO 110 HIT WH 

Ø110

Ø127

For use with Lumitronic transformers and 
Lumipower gear

HIT / BRITESPOT  
minimum recess dimensions:  
400 x 400 x125mm

White

HID - Superia CMI-TC  
35/70W G8.5 
4000/7300lm

LIGHT SOURCE NOT INCLUDED

Dimensions (mm)

• Low recess depth

• Easy relamping

• HIT version supplied with glass cover

Motto 144

Code Description 

White

3035460 MOTTO 144 HIT WH 

Ø163

°52 °52

16
0

Ø144

Ø163
Ø144

11
0

Ø163

°52 °52

10
0

Ø144

Ø163

10
0

°52 °52

Ø144

HIT/CMI-T

minimum recess dimensions: 400 x 400 x 160mm

HST/SDW-TG

minimum recess dimensions: 400 x 400 x 160mm

Motto 144 Recessed

LIGHT SOURCE NOT INCLUDED

Superia CMI-T
35W/70W G12
4000/7300lm

Dimensions (mm)



Huysmans Opticians - Benelux



Huysmans Opticians - Benelux
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Control gear:  Electronic

Adjustment angles:  Tiltable in 2 directions, 2x25º tilt 

Housing:  Choice of matt white or brushed 

 aluminium

Motto Trend LED

• Range of modern and trendy accent 

downlights with a unique lens aesthetic

• Ideal solution for multiple hospitality and 

residential applications such as corridors, 

receptions, living and dinning areas

• Motto Trend LED just got better with the 

addition of the round form factor

• The range comes with a single 7 Watt LED chip 

mounted on twin rotational bezels offerings 

fi nite adjustment within any location, 

producing a dynamic and uniform light
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LIGHT SOURCE INCLUDED

Motto Trend LED - Square

Mono Duo Trio

Mono - White

Dimensions (mm)

Mono

Code Description 

White

3035903 Motto Trend Mono LED Square WH 36° WW 

3035923 Motto Trend Mono LED Square WH 36° NW 

Brushed Aluminium

3035904 Motto Trend Mono LED Square BA 36° WW 

3035924 Motto Trend Mono LED Square BA 36° NW 

Duo

Code Description 

White

3035909 Motto Trend Duo LED Square WH 36° WW 

3035929 Motto Trend Duo LED Square WH 36° NW 

Brushed Aluminium

3035910 Motto Trend Duo LED Square BA 36° WW 

Legend: NW = Neutral White, WW = Warm White

• Unique LED optics

• Mono, duo and trio versions

• 36º beam angle

• Recommended use with CC 1,050mA LED driver, 

power consumption 7W, with up to 440lm

• For lower lumen output, can be combined with 350mA

or 700mA driver

• The Motto Trend LED range is also available ready with 

Isotera solution. Please consult the Isotera chapter for 

more information

Duo - White

Trio - Brushed aluminium

Motto Trend - Mono - 36º

Caption 1

Motto Trend Lumidriver

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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White

Ø90

Ø103

Motto Trend LED - Round 

• 7W LED white downlight

• Ideal for multiple hospitality and residential applications 

such as corridors, receptions, living and dinning areas

• Modern and Trendy design with unique lens aesthetic

• Recommended use with Lumidriver CC 1,050mA LED 

driver, power consumption 7W with up to 435lm - For 

more information see Lumidriver information on back 

cover

• Can be run at up to 2,000mA providing a lumen 

output of up to 620lm

• Available in Warm white (3,000K) or Neutral white 

(4,000K)

• Cast Aluminium body, improves heat dissipation

• The Motto Trend LED range is also available ready with 

Isotera solution. Please consult the Isotera chapter for 

more information

Mono

Code Description

White

3035935 Motto Trend LED Round WH 36˚ WW

3035936 Motto Trend LED Round WH 36˚ NW

Brushed Aluminium

3035937 Motto Trend LED Round BA 36˚ WW

3035938 Motto Trend LED Round BA 36˚ NW

LIGHT SOURCE INCLUDED

Brushed Aluminium

Dimensions (mm)

light distribution

Motto Trend LED Mono Round

Villeneuve Mall - Schmiede, Luxemburg

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Control gear: Electronic

Dimmable: Depending on lamp specifications 

(please refer to ordering guide)

Adjustment angles:  Up to 2 x 30º tilt (selected on model)

Housing: Choice of 8 body finishes (Selected 

models)

Inset

• Available in several coloured finishes

• Easy installation and relamping
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Inset Kit LED - IP44
minimum recess dimensions:
400 × 400 × 140mm
200 × 200 × 100mm

75 swing
minimum recess dimensions:
200×200×85mm

75 swing IP44 indoor/outdoor
minimum recess dimensions:
400×400×140mm
200×200×100mm

30° 30°

85

25°25°

10
0

Ø75

Ø83

Ø75

Ø95

75 swing
minimum recess dimensions:
200×200×85mm

75 swing IP44 indoor/outdoor
minimum recess dimensions:
400×400×140mm
200×200×100mm

30° 30°

85

25°25°

10
0

Ø75

Ø83

Ø75

Ø95

Inset Kit LED - IP23
minimum recess dimensions:
200 × 200 × 85mm

Inset Kit LED 

Features

• Ideal for indoor or outdoor hospitality accent and 

display lighting applications such as bathrooms, 

wellness areas, terraces or porches - humid and 

outdoor applications achievable with IP44 versions only

• Available in several colour finished: white, brushed 

aluminium or anthracite

• Available in warm white (3,000K) or neutral white /

cool white (4,000K)

• The Inset Kit LED comes with high quality Sylvania LED

lamps

• Easy installation and relamping

• Replacement for Halogen

RefLED Superia ES50 V2.1 (5.5W GU10 40° 
380/ 400/ 420lm)

Code Description 

IP23

3001731 Inset Trend Swing GU10 5.5W 40° WH WW

3001732 Inset Trend Swing GU10 5.5W 40° WH NW

3001733 Inset Trend Swing GU10 5.5W 40° BA WW

3001734 Inset Trend Swing GU10 5.5W 40° BA NW

IP44

3001735 Inset Trend IP44 GU10 5.5W 40° WH WW

3001736 Inset Trend IP44 GU10 5.5W 40° BA WW

RefLED+ ES50 V2 Lamp

Code Description 

IP23

3001770 Inset Trend Swing REF+ V2 5W 40° WH WW

3001771 Inset Trend Swing REF+ V2 5W 40° WH NW

3001772 Inset Trend Swing REF+ V2 5W 40° BA WW

3001773 Inset Trend Swing REF+ V2 5W 40° BA NW

IP23 Dimmable

3001778 Inset Trend Swing REF+ V2 5.5W 40° WH WW DIM 

3001779 Inset Trend Swing REF+ V2 5.5W 40° WH NW DIM

IP44

3001774 Inset Trend IP44 REF+ V2 5W 40° WH WW

3001775 Inset Trend IP44 REF+ V2 5W 40° WH NW

LIGHT SOURCE INCLUDED

Inset Kit LED - Brushed 
aluminium - IP23 version

RefLED ES50 3.6W GU10 36° 240lm, 5W 
GU10 36° 345lm, 6W GU10 36° 425lm

Code Description 

IP23

3001760 INSTR SW REFLED WH WW DIM

3001761 INSTR SW REFLED WH NW DIM

3001762 INSTR SW RELED BA WW DIM

3001763 INSTR SW REFLED BA NW DIM

IP44

3001764 INSTR SW IP44 REFLED WH WW DIM

3001765 INSTR SW IP44 REFLED WH NW DIM

3001766 INSTR SW IP44 REFLED BA WW DIM

3001767 INSTR SW IP44 REFLED BA NW DIM

Outdoor LED

Code Description

3074220 Inset trend Swing REFLED+ 40˚ 40°

3074225 Inset trend Swing REFLED+ 40˚ 40° WH NW

* For full list of compatible dimmers, please visit
www.sylvania-lamps.com

Legend: WH = White; BA = Brushed Aluminium; AN = Anthracite; 
WW = Warm

* **

* IP44 version 

** IP23 version

IP44 - White

IP23 - Silver 

Inset Kit LED - White - IP44
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RefLED+ ES50 V2 5W 370lm 40°

75 Swing IP44 concrete
minimum recess dimensions:
Ø75 × 120mm

LIGHT SOURCE NOT INCLUDED

Inset Trend 75 Swing 

Chrome

Inset Trend Swing Concrete

RefLED+ ES50 V2
5W GU10 40° = 670/700/745cd

White Brushed Aluminium Anthracite

Ø75

Ø95

Ø75

Ø95

75 Swing IP44 indoor/outdoor
minimum recess dimensions:
400 × 400 × 140mm

200 × 200 × 100mm

Dimensions (mm)

• Compact design 

• Available in several coloured finishes 

• Easy installation and relamping

IP44 Indoor

Code Description Colour

3084061 IINSET TR SW IP44 INDOOR BA EX-LMP Brushed Alu.

3084060 INSET TR SW IP44 INDOOR WH EX-LMP White

IP44 Outdoor

Code Description Colour

3099390 INSET TR SW IP44 OUTDOOR AN EX-LMP Anthracite

3084030 INSET TR SW IP44 OUTDOOR WH EX-LMP White

Swing

Code Description Colour

3083510 INSET TR SW IP44 OUTDOOR AN EX-LMP Anthracite

3083530 INSET TREND 75 SW ES50 CH EX-LMP Chrome

3083520 INSET TREND 75 SW ES50 SI EX-LMP Silver

3083500 NSET TREND 75 SW ES50 WH EX-LMP White

For easy mounting on isolated ceilings, Recess 
boxes are available

*20º IP44 Concrete

**25º IP44 Indoor & Outdoor

* **

Inset Trend 75 Swing

SilverChrome

75 Swing
minimum recess dimensions:
200 × 200 × 85mm

Ø75

Ø83
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62 Flush
minimum recess dimensions:
200 x 200 × 85mm

LIGHT SOURCE NOT INCLUDED

LIGHT SOURCE NOT INCLUDED

Inset Trend 62 Flush

• Compact design 

• Available in several coloured finishes 

• Easy installation and relamping  

62 Flush

Code Description Colour

3083560 INSET TREND 62 FL ES50 BN EX-LMP Brushed Nickel

3083550 INSET TREND 62 FL ES50 WH EX-LMP White

RefLED+ ES50 V2 
5W GU10 40° = 670/700/745cd

RefLED+ ES50 V2
5W GU10 40° = 670/700/745cd

White Brushed Nickel

Ø62

Ø82

Antique gold bezel

Dimensions (mm)

For easy mounting on isolated ceilings, 
Recess boxes are available

Legend: WH = WHite; BA = Brushed Aluminium; SI = SIlver; 
CH = CHrome; AG = Antique Gold 

• Compact design 

• Available in 2 coloured finishes 

• Easy installation thanks to its round cut-out

• Comfort version with anti-glare baffle

Swing

Code Description Colour

3084005 INSET TREND SQ FL SW BN EX-LMP Brushed Nickel

3084000  INSET TREND SQ FL SW WH White

Inset Trend Swing

Legend: WH = WHite; BI = Brushed Iron 

* only applies to Opal version

*

Opal

Code Description Colour

3084025 INSET TREND SQ OPAL SW BN EX-LMP Brushed Nickel

3084020 INSET TREND SQ OPAL SW WH EX-LMP White

For easy mounting on isolated ceilings, 
Recess boxes are available

Inset Trend Square

Square Opal
minimum recess dimensions:
400 x 400 x 150mm

Square Swing
minimum recess dimensions:
400 x 400 x 130mm

75 x 75

105 x 105

92 x 92

105 x 105

Dimensions (mm)
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 393 ACCENT DOWNLIGHTS

Control gear:  Electronic

Adjustment angles:  Choice from fi xed and tilt options

Housing:  Choice of white, brushed aluminium,

  chrome or anthracite (selected

 models)

Instar

• Ideal for hospitality and residential lighting 

applications such as receptions, living and 

dining areas

• Large range of LED & Halogen accent 

downlights
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LIGHT SOURCE INCLUDED

Instar Pro LED

Round - Brushed Aluminium

White

3,000K 4,000K

Instar Pro LED

Code Description Body 

Colour

White

3079381 Instar Pro LED Adjustable White 36° WW White

3079382 Instar Pro LED Adjustable White 36° NW White

Brushed Aluminium

3079383 Instar Pro LED Adjustable Brushed Aluminium 36° WW  Brushed Aluminium

3079384 Instar Pro LED Adjustable Brushed Aluminium 36° NW Brushed Aluminium

• 12W LED white accent downlights

• Outstanding performace, up to 810lm (luminaire lumen 

output)

• Efficient luminaire with up to 68lm/W (total system 

efficiency)

• Comes complete and ready to install with its dimmable 

LED driver driver

• Available in white or brushed aluminium finishes

• Choice of warm white (3,000K) and neutral white

(4,000K)

• A small 75mm round cut out is required

• The Instar Pro LED range is also available ready with 

Isotera solution. Please consult the Isotera chapter for

more information

Dimensions (mm)

Legend: WW = Warm White; NW = Neutral white

Hotel - Barcelona, Spain
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Instar Eco Kit LED

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

45°

30°101

Instar Eco kit LED - 4,000K lamp

light distribution

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

45°

30°102

Instar Eco kit LED - 3,000K lamp

light distribution

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

45°

30°100

Instar Eco kit LED- 2,700K lamp

light distribution

• 10W LED downlight

• Now upgraded with SunDim technology (selected 

items) 

• Available in fixed and adjustable versions

• Energy efficient Electronic and Phase dimmable options

• Comes complete and ready to install with its LED driver

• Outstanding performance, up to 515lm - on 4,000K 

lamp options

• Available in white and brushed aluminium finishes

• Choice of warm white (3,000K), neutral white (4,000K) 

and amber white (2,700K)

• A small 68mm round cut out is required, giving the 

ability to place your light source almost anywhere due 

to a shallow luminaire depth of 49.9mm (using the Eco 

Fixed kit)

LIGHT SOURCE INCLUDED

White - Fixed

Brushed aluminium - Adjustable

Dimensions (mm)

Instar Eco kit LED- 2,700K lamp 

Instar Eco kit LED - 3,000K lamp

Instar Eco kit LED - 4,000K lamp

Fixed & dimmable

Code  Description

2,700K

3079348 Instar Eco kit LED White 36º 2,700K Dimmable

3079349 Instar Eco kit LED Brushed aluminium 36º 2,700K Dimmable

3,000K

3079341 IInstar Eco kit LED White 36º WW Dimmable 

3079342 Instar Eco kit LED Brushed Aluminium 36º WW Dimmable

4,000K

3079343 Instar Eco kit LED White 36º NW Dimmable 

3079344 Instar Eco kit LED Brushed Aluminium 36º NW Dimmable 

Adjustable & dimmable

Code  Description

2,700K

3079455 Instar Eco kit LED White 36º 2,700K Adjustable Dimmable

3079456 Instar Eco kit LED Brushed aluminium 36º 2,700K Adjustable Dimmable

3,000K

3079451 Instar Eco kit LED White 36º WW Adjustable Dimmable 

3079452 Instar Eco kit LED Brushed Aluminium 36º WW Adjustable Dimmable

4,000K

3079453 Instar Eco kit LED White 36º NW Adjustable Dimmable 

3079454 Instar Eco kit LED Brushed Aluminium 36º NW Adjustable Dimmable 

Instar Eco kit LED - Adjustable Instar Eco kit LED - Fixed

Legend: NW = Neutral White; WW = Warm White

SunDim Instar Kit LED

Code Description

Instar Eco Kit LED Fixed SunDim

3079315 Instar Eco Kit LED WH FIX SD

3079316 Instar Eco Kit LED BA FIX SD

Instar Eco Kit LED Adjustable SunDim

3079317 Instar Eco Kit LED WH ADJ SD

3079318 Instar Eco Kit LED BA ADJ SD

Legend: ADJ = Adjustable; FIX = FIxed; SD = SunDim

SMOOTH DIMMING

44

* **

* Fixed versions

** Adjustable versions
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LIGHT SOURCE INCLUDED

Instar Mini LED

Round - White

Square - Chrome

Round Square

Dimensions (mm)

• Power consumption 1W (350mA) or 3W (700mA)

• Easy to install: Plug and play connecting system with

strain relief

• Tiltable 2 x 25º

• 2 Beam angles 45º

• Same stylish appearance as Instar Trend Swing LED

• Instar Mini LED 4 pack comes complete with:

- 4 x Instar Mini LED luminaire 

- 1 x driver

- T connector cables

Round - Single Pack

Code Description 
White

3080618 Instar Mini Round LED 3W NW 45º 

3080621 Instar Mini Round LED 3W WW 45º 

3080624 Instar Mini Round LED 3W Blue 45º 

Chrome

3080619 Instar Mini Round LED 3W NW 45º 

3080622 Instar Mini Round LED 3W WW 45º 

Brushed Iron

3080620 Instar Mini Round LED 3W NW 45º 

3080623 Instar Mini Round LED 3W WW 45º 

3080626 Instar Mini Round LED 3W Blue 45º 

Square - Single pack

Code Description 

White

3080627 Instar Mini Square LED 3W NW 45º 

3080630 Instar Mini Square LED 3W WW 45º 

Chrome

3080628 Instar Mini Square LED 3W NW 45º 

3080631 Instar Mini Square LED 3W WW 45º 

Brushed Iron

3080629 Instar Mini Square LED 3W NW 45º 

3080632 Instar Mini Square LED 3W WW 45º 

3080635 Instar Mini Square LED 3W Blue 45º 

Legend: NW = Neutral White, WW = Warm White

Instar Mini LED - 45º

Caption 3

Instar
Mini LED

Lumidriver

Round - 4 pack

Code Description 

White

3080644 Instar Mini LED 3W WW 45º 

3080646 Instar Mini LED Blue 45º 

Brushed Iron

3080643 Instar Mini LED 3W NW 45º 

3080645 Instar Mini LED 3W WW 45º 

3080647 Instar Mini LED Blue 45º 

Square - Brushed iron

For use with Lumidriver

Ø41

Ø52

41 x 41

52 x 52
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LIGHT SOURCE NOT INCLUDED

Instar Trend 75 Swing IP44 Indoor & Outdoor

• Compact designed 

• Quick and easy installation

IP44 Indoor

Code Description Colour

3079060 INSTAR TREND SWING INDOOR IP44 WH White

3079061 INSTAR TREND SWING INDOOR IP44 BA Brushed Aluminium

3079063 INSTAR TREND SWING INDOOR IP44 CH Chrome

IP44 Outdoor

Code Description Colour

3079034 INSTAR TREND SWING OUTDOOR IP44 AN Anthracite

Ø75

Ø95

Legend: WH = WHite; BA = Brushed Aluminium; SI = SIlver; CH = CHrome; 
AG = Antique Gold; BG = Brushed Gold; AN = ANthracite 

White ChromeBrushed Aluminium Anthracite

White bezel

LED - RefLED Superia MR16
8W GU5.3 40º = 930cd

75 Swing IP44 Indoor & Outdoor
minimum recess dimensions:
400 × 400 × 140mm 
250 × 250 × 100mm

Dimensions (mm)

For use with Lumidriver transformers  

For easy mounting on isolated ceilings, Recess boxes are 
available

LED - RefLED Superia MR16

Residential - Finland
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LIGHT SOURCE NOT INCLUDED

Instar Trend 75 Swing, Cone & Comfort

• Compact designed aluminium housing

• Available in several finishes

• Swing, cone or comfort version

• Comfort version with anti-glare baffle

• Easy installation and relamping

75 Swing

Code Description Colour

3078500 INSTAR TREND 75 SWING WH White

3078510 INSTAR TREND 75 SWING BA Brushed Aluminium

75 Cone

Code Description Colour

3078700 INSTAR TREND 75 CONE WH White

3078710 INSTAR TREND 75 CONE BA Brushed Aluminium

Ø75

Ø83

Ø76

Ø88

Legend: WH = WHite; BA = Brushed Aluminium; SI = SIlver; CH = 
CHrome; AG = Antique Gold; BL = BLack; BG = Brushed Gold 

For use with Lumitronic transformers

For easy mounting on isolated ceilings, Recess 
boxes are available

LED - RefLED Superia MR16
8W GU5.3 40º = 930cd

Instar Trend 75 Swing

Instar Trend 75 Cone

Instar Trend 75 Comfort

75 Cone/Comfort  
minimum recess dimensions:  
200 × 200 × 140mm  
200 × 200 × 85mm

75 Swing  
minimum recess dimensions:  
200 × 200 × 140mm  
200 × 200 × 85mm

Dimensions (mm)

Caption 4

White Brushed Aluminium

LED - RefLED Superia MR16

De Kraker - Turnhout, Belgium
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Instar 90 Cone

LIGHT SOURCE NOT INCLUDED

Instar Trend Square

• Compact designed aluminium housing

• Available in several finishes

• Swing, cone or comfort version

• Comfort version with anti-glare baffle

• Easy installation and relamping

Legend: WH = WHite; BI = Brushed Iron

LED - RefLED Superia MR16
8W GU5.3 40º = 930cd

Square bezel

Inset Trend Comfort

Square Swing
minimum recess dimensions:
400 × 400 × 110mm

Square Swing Comfort / Opal
minimum recess dimensions:
400 × 400 × 150mm

Dimensions (mm)

Square

Code Description Colour

White

3079000 INSTAR TREND SQUARE SWING WH White

3079010 INSTAR TREND SQUARE SWING COMFORT WH White

3079020 INSTAR TREND SQUARE SWING OPAL WH White

Brushed Iron

3079005 INSTAR TREND SQUARE SWING BI Brushed Iron

3079015 INSTAR TREND SQUARE SWING COMFORT BI Brushed Iron

3079025 INSTAR TREND SQUARE SWING OPAL BI Brushed Iron

* Instar Trend Opal

*

For use with Lumitronic transformers 

For easy mounting on isolated ceilings, Recess boxes 
are available

75 x 75

105 x 105

92 x 92

105 x 105

LED - RefLED Superia MR16

Havells Sylvania offices - Helsinki, Finland

• Instar 90 355º rotation

• High comfort level

LIGHT SOURCE NOT INCLUDED

Legend: WH = WHite SI = SIlver 

90 Cone

LED - RefLED Superia MR16
8W GU5.3 40º = 930cd

90 Cone

Code Description Colour

3020650 INSTAR 90 CONE COOL 50 WH White

3020670 INSTAR 90 CONE COOL 50 SI Matt Silver

For use with Lumitronic transformers

LED - RefLED Superia MR16

Ø90

Ø105

90 Cone  

minimum recess dimensions:  

400 x 400 x 110mm  

190 x 220 x 110mmDimensions (mm)
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Control gear:  Electronic

Adjustment angle:  30º tilt

Housing:  Polycarbonate

Start Spot

• A range of integrated LED value downlights 

combining high lumen efficacy with great 

aesthetic

• Available in both IP20 and IP65

• IP20 version has a unique lens to replicate the 

halogen sparkle effect. It also can be 

adjustable to 30 degree tilt
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LIGHT SOURCE INCLUDED

*Fixed Models

 **Tilt models

Start Spot

IP20 - Tilt

IP65 - Fixed

* ** **

Tilt - IP20

Code Description Lumen Output 

0053543 START SPOT LED 5.5W IP20 3000K 400

0053544 START SPOT LED 5.5W IP20 4000K 450

Fixed - IP65

Code Description Lumen Output 

0053545 START SPOT LED 6.5W IP65 3000K 475

0053546 START SPOT LED 6.5W IP65 4000K 525

• Integrated LED accent downlight with high lumen

efficacy

• IP20 version available in tilt and with unique lens design

• IP65 version fixed with frosted lens

• Low profile of 58mm (60mm including bezel)

• Cut-out of 65-74mm allows direct replacement of most 

halogen spots installation on the market

• Energy class: A++, A+, A

• Low maintenance: 30,000 hours LED life expectancy

3,000K 5.5W IP20

4,000K 5.5W IP20

3,000K 6.5W IP20

4,000K 6.5W IP20

Dimensions (mm)
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Start Spot

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

SylFire LED

Accent Downlights

Start Waterproof

Weatherproof

Start PaneLED 2

Recessed Modular

SylCircle LED

Ambient Decorative

LED Pipe 

Ambient Decorative

SylBattem 

Industrial

SylFlat 

Downlights 

CHEER LED Strip

Ambient Decorative

LED Batten Link

 Industrial
Sylveo LED

Floodlights

StartFlood

Floodlights

Start LED Highbay

Industrial
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Synergie LED 450

Control gear:  Electronic

Dimmable:  Dimmable (selected models only)

Adjustment angles:  20º tilt 

Housing:  Large choice of bezel combination

• Change your luminaire like you change your lamp

• A range of innovative integrated LED downlights

• Ideal for residential applications to give any room 

a touch of colour

• Removable bezels means you can mix and match 

your colour choices to create your own individual 

effect  

• An LED integrated downlight comes with a GU10 

base that means the product can be retrofitted to 

any existing GU10 lampholder

• Made in the Sylvania LED Centre of Excellence in 

Tienen, Belgium. Available with all the premium 

quality features you would expect from Sylvania
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Synergie LED 450 

LIGHT SOURCE INCLUDED
• Easy install - GU10 base allows retrofit install (no wiring 

or tools required*)

• Create your own downlight – mix and match bezels

with simple click fit system

• Unique heatsink – designed to work specifically with

downlight to guarantee

• lifetime of 25 000hrs

• Tilting – 20 degree

• Single point light source creates the halogen optical 

effect

• High lumen efficacy of 82lm/W (5.5W = 450lm)

• Large beam angle of 40 degrees

• Available in 3,000K

Synergie LED 450

Code Description Body 
Colour

Synergie LED 450 Non-Dimmable

0053558 SYNERGIE LED 450LM GU10 WH 830 White

0053560 SYNERGIE LED 450LM GU10 CHR 830 Chrome

0053562 SYNERGIE LED 450LM GU10 BA 830 Brushed Aluminum

0053566 SYNERGIE LED 450LM GU10 BLUE/FROST 830 Blue Outer / Frost Inner

Synergie LED 450 Dimmable

0053559 SYNERGIE LED 450LM GU10 WH 830 DIM White

0053561 SYNERGIE LED 450LM GU10 CHR 830 DIM Chrome

0053563 SYNERGIE LED 450LM GU10 BA 830 DIM Brushed Aluminum

0053570 SYNERGIE LED 450LM GU10 BLUE/FROST 830 DIM Blue Outer / Frost Inner

Synergie LED 450 Accessories

0053574 SYNERGIE BEZELS GOLD ROUND Brushed Gold

0053571 SYNERGIE BEZELS BLACK ROUND Brushed Black

0053575 SYNERGIE BEZELS PLATINUM GREY ROUND Brushed Plat. Grey

0053573 SYNERGIE BEZELS WHITE/FROST SQUARE White Outer / Frost Inner

0053558 0053560

0053562 0053566

0053574 0053571

0053575 0053573

90mm

75mm

60
.5
m

m

Dimensions (mm)





Residential - England
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SylFire LED

• Range of fire rated accent downlights 

provides protection to people in a building by 

the provision of a fire barrier

• Perfect for residential applications such a new 

build accommodation

• Fire rated for 30, 60 and 90 minutes ceilings 

and meets building regulations parts B, E, C

• Unique centralising ring which helps to 

maintain the luminaire in the cut-out hole, 

ensuring the intumescent material expands 

evenly in all directions when activated

• Silicone gasket prevents from moisture ingress 

– and offers protection to IP65 rating

• All EVO LED range items will be identified 

with the EVO range yellow flag

Control gear:  Electronic

Dimmable:  Dimmable

Adjustment angles:  20º tilt (depends on model)

Housing:  Choice of chrome, brushed  

 aluminium and white
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Fixed - White

Fixed - Brushed aluminium Chrome bezel

Tilt - Chrome

SylFire LED 

• 10W LED accent downlights

• Very shallow recess depth for applications where ceiling space is 

limited

• Fire rated for 30, 60 and 90 minutes ceilings

• Meets UK buildings regulations Part B (fire safety), Part C (moisture 

- fixed versions) and Part E (acoustic)

• All steel construction for maximum protection from fire and noise

• Fully protected from ceiling insulation

• Silicone gasket to prevent moisture ingress - protected to IP65

• Impresive performance, up to 650lm (luminaire lumen output on 

neutral white version)

• Highly efficient with up to 65lm/W (total system efficiency on 

4,000K version)

• Choice of warm white (3,000K) or neutral white (4,000K)

• Dimmable, supplied complete with driver

• Unique lens aesthetic

• Replaceable front bezel without the need for tools

• Loop in / Loop out terminal blocks with push fit connectors for a

quick and easy installation

• No UV or IR radiation

• LED technology provides energy efficient solution and reduced 

maintenance costs

• 50,000 hours lifetime

• All EVO LED range items will be identified with the EVO range

yellow flag

Fixed - Dimmable

Code Description Colour
3,000K

0059801 SYLFIRE LED WHITE FIX 3K DIMMABLE DC White

0059807 SYLFIRE LED CHR FIX 3K DIMMABLE DC Chrome

0059813 SYLFIRE LED BST FIX 3K DIMMABLE DC Brushed Aluminium

4,000K

0059803 SYLFIRE LED WHITE FIX 4K DIMMABLE DC White

0059809 SYLFIRE LED CHR FIX 4K DIMMABLE DC Chrome

0059815 SYLFIRE LED BST FIX 4K DIMMABLE DC Brushed Aluminium

FIRE RATED
30, 60, 90 minutes

SylFire LED - 4,000K

SylFire LED - 3,000K

SylFire LED - Fixed

Ø90

11
5

75

Ø68

Tilt - Dimmable

Code Description Colour
3,000K

0059804 SYLFIRE LED WHITE TLT 3K DIMMABLE DC White

0059810 SYLFIRE LED CHR TLT 3K DIMMABLE DC Chrome

0059816 SYLFIRE LED BST TLT 3K DIMMABLE DC Brushed Aluminium

4,000K

0059805 SYLFIRE LED WHITE TLT 4K DIMMABLE DC White

0059811 SYLFIRE LED CHR TLT 4K DIMMABLE DC Chrome

0059817 SYLFIRE LED BST TLT 4K DIMMABLE DC Brushed Aluminium

SylFire LED - Tilt

Ø92

Ø86

11
7

77

LIGHT SOURCE INCLUDED

SylFire LED Exploded view

SylFire LED - Fixed SylFire LED - Tilt

SylFire LED - 3,000K

SylFire LED - 4,000K

Legend: FIX = FIXed; TLT = TiLT; CHR = CHRome; BST = Brushed STeel; DC = includes LED 
driver (dim)

Dimensions (mm)



Accent Downlights 411

SylFire LED 

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

Start Waterproof

Weatherproof

Start PaneLED 2

Recessed Modular

SylCircle LED

Ambient Decorative

LED Pipe 

Ambient Decorative

SylBattem 

Industrial

SylFlat 

Downlights 

CHEER LED Strip

Ambient Decorative

LED Batten Link

 Industrial
Sylveo LED

Floodlights

StartFlood

Floodlights

Start LED Highbay

Industrial
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SylFire

• Fire Rated Downlights maintain the integrity 

of a ceiling in the event of a fire 

• Prevent fire spreading through the cut hole to 

the upper level

• A complete range of fire rated downlights to 

meet all parts of the UK Building regulatory 

standards

• Three types with three finishes

• Designed by Concord

• Fully tested by British Research Establishment

Control gear:  Electronic

Dimmable:  Depending on lamp specifications  

 (please refer to ordering guide)

Adjustment angles:  30º tilt (depends on model)

Housing:  Choice of white, chrome or brushed  

 steel
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LIGHT SOURCE NOT INCLUDED

SylFire Fire Rated Downlights - Compact

• Ultra compact

• 20° adjustable tilt. 40° tilt control

• Approved to 30, 60 & 90 minutes rating test

• Meets building regulations parts B, E, C & L1A 

(UK only)

• Unique centralising ring

• All steel construction

• Available in three body colours

Fixed

Code Description Colour

0059504 QPAR51 50W GU10 White

0059501 QPAR51 50W GU10 Chrome

0059507 QPAR51 50W GU10 Brushed Steel

Ø78
Ø70

86

RefLED+ ES50 V2 
5W GU10 40° = 
670/700/745cd

Fixed

White bezel

Chrome bezel

Brushed Steel bezel

Can be dimmed with most types of leading and trailing edge 
dimmers. Thermally protected against overload and short 
circuit. Soft start for longer lamp life. Supplied with Hi-Spot 
ES50 lamp 25° / Coolfit 50W lamp 38°

Hi-Spot® ES50/ESD50 Superia

Ø94

10
5

Ø86

Dimensions (mm)  

Tilt

Code Description Colour

0059743 QPAR51 GU10 White

0059740 QPAR51 GU10 Chrome

0059746 QPAR51 GU10 Brushed Steel

2 x 20º Tilt

Tilt  Fixed

Halogen - Hi-Spot® 
ES50/ESD50 Superia
35W GU10 25° = 
800cd/ 180lm
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SylFire Fire Rated Downlights - Compact - IP65

• Borosilcate glass

• Approved to 30, 60 & 90 minutes rating test

• Meets building regulations parts B, E, C & L1A  

(UK only)

• Moisture seal

• All steel construction

• Available in three body colours

IP65

Code Description Colour

0059745 QPAR51 GU10 White

0059742 QPAR51 GU10 Chrome

0059748 QPAR51 GU10 Brushed Steel

Ø94

10
5

Ø86

LIGHT SOURCE NOT INCLUDED

RefLED+ ES50 V2 
5W GU10 40° = 670/700/745cd

Can be dimmed with most types of leading and trailing edge 
dimmers. Thermally protected against overload and short 
circuit. 

Chrome bezel

White bezel

Brushed Steel bezel

Dimensions (mm)

Caption 1

Hi-Spot® ES50/ESD50 Superia

Halogen - Hi-Spot® ES50 Superia 50W 
GU10 25º = 800cd  
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Lumidriver

Lumidriver Dimmable LED Accessories

Code Description

3036246 Lumidriver LED Synchron cable (for use 

with 3036240 & 3036243)

Lumidriver

A
cce

sso
rie

s

Dimmable Constant Current & Constant Voltage

Description  1-10V & PUSH 
MEDIUM
350mA 15W, 
500mA 22W, 
700mA 25W,
24VDC 20W

 Trailing or 
Leading edge 
dimmer** 
350mA 17W,
500mA 24W, 
700mA 32W,
24VDC 20W

   

Code  3036240  3036241 
Instar Trend Swing LED 12W 2pcs 2pcs / 3pcs 
Instar Comfort LED 12W 2pcs 2pcs / 3pcs
Instar Mini LED 3W 15pcs / 6pcs 17pcs / 10pcs
Motto Trend LED Mono 7pcs / 6pcs 8pcs / 8pcs
Motto Trend LED Mono 7pcs / 6pcs 4pcs / 4pcs
Motto Trend LED Trio 2pcs / 2pcs 2pcs / 2pcs

Non dimmable Constant Current 

Description  Lumidriver
LED CC 
350mA 4W

 Lumidriver
LED CC
350mA 
8W

 Lumidriver
LED CC
350mA 
18W 

 Lumidriver
LED CC
700mA 
4W 

 Lumidriver
LED CC
700mA 
12W

 Lumidriver
LED CC
800mA 
12W

 Lumidriver
LED CC
1050mA 
22W

 Lumidriver
LED CC
500mA 
20W

   

Code  3036288  3036297  3036298  3036289  3036299  3036253  3036247  3036287 
Instar Trend Swing LED 12W - 1pcs 3pcs - 1pcs - - -
Instar Comfort LED 12W - 1pcs 3pcs - 1pcs - - -
Instar Mini LED 3W 1pcs 8pcs 18pcs 1pcs 4pcs - - -
Instar Eco Kit LED 10W EB - - - - - 1pcs - -
Motto Trend LED Mono 1pcs 4pcs 9pcs 1pcs 3pcs - 3pcs -
Motto Trend LED Duo  1pcs 2pcs 4pcs - 2pcs - 1pcs -
Motto Trend LED Trio - 1pcs 3pcs - 1pcs - 1pcs -

Dimmable Constant Current

Description  Lumidriver LED 
CV & CC
1-10V & Push 
Medium 350-
700mA 15-25W

Lumidriver LED 
LC Dimmer 
350-700mA/ 
24V 17-32W

 Lumidriver LED
1-10V & Push 
XL 350-1050mA 
25-50W

Lumidriver 
LED 1-10V 
& Push XL 
350-1050mA 
25-50W

Code  3036252 3036254 3036243 3036244 
Instar Trend Swing LED 12W - - 4pcs -
Instar Comfort LED 12W - - 4pcs -
Instar Mini LED 3W - - 25pcs/16pcs -
Instar Eco Kit LED 10W DB - 1pcs - -
Stello Comfort LED 13W EB 1pcs - - -
Motto Trend LED Mono  - - 12pcs/12pcs/7pcs -
Motto Trend LED Duo  - - 6pcs/6pcs/4pcs -
Motto Trend LED Trio - - 4pcs/4pcs/2pcs -
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Lumitronic Transformers

• Electronic transformers with 60, 105 and 150VA output

• Easy to install

• Can be dimmed with most types of leading and trailing 

edge dimmers. The 50-150VA version only with trailing 

edge

• Thermally protected against overloads and short circuits

• Soft start for a longer lamp life

• The 105 and 150VA types allow loop-in/loop-out 

primary wiring and have 2 pairs of output terminals

Accessories

Code Description

3006120 Lumiblock, 6-way terminal block with 25cm cable

3006110 Lumiflex, 2m connecting cable*

3006150 Lumicord, 1m extension cable*

20-60VA

35-105VA

50-150VA

Lumiblock

Lumicord

Lumiflex 20W 35W 50W 75W 100W

60VA  1 1 1 - -
105VA 3 3 2 1 1
150VA 3 3 3 2 1

20W 35W 50W 75W 100W

60VA  3 1 1 - -
105VA 5 3 2 - -
150VA 6 4 3 - -

The following lamps can be connected directly to the transformers

Via a Lumiblock, the following lamps can be connected

*Max 50W, max 70ºC

Lumitronic

Code Description LxWxH (mm)

3008030 20-60VA 91 x 28 x 41

3008040 35-105VA 146 x 26 x 38

3008050 50-150VA 148 x 30 x 46

Caption 1
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Recess Box

• For use in insulated ceilings

• Easy mounting on false ceiling

• Keeps fixture and ceiling from overheating

• Made of strong polypropylene

• F-mark ‘roof’

• Small and large box available

Recess Box

Code Model L x W x H (mm) Colour

3007935 Small 220 x 200 x 100 Red

3007940 Medium 300 x 300 x 150 Red

3007950 Large 545 x 300 x 150 Red

Small

Large
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Myriad V Solid State

• New high output high efficiency LED 

• Architectural Pendant modules

• IR/UV – free light source without heat 

radiation

• Energy efficient light source with far superior 

luminous flux per watt than existing Low 

Voltage Halogen

• Long life 50K hours, fit and forget 

maintenance free lighting solution

• Dimmable options including DALI as standard

• A choice of colour temperatures 2,700K, 

3,000K and 4,000K

• Remote gear and Surface mounting options

• Available in White Ral 9016, Silver Ral 9006  

& Black Ral 9005 

• Luminaires supplied complete with LED drivers
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Myriad V Solid State Pendant - Silver

• High output high efficiency LED Architectural Pendant 
modules

• IR/UV – free light source without heat radiation

• Energy efficient light source with far superior luminous 
flux per watt than existing Low Voltage Halogen

• Long life up to 50,000K hours, fit and forget 
maintenance free lighting solution

• Choice of colour temperatures 2,700K, 3,000K and 
4,000K

• Remote gear and Surface mounting options

• Available in White Ral 9016, Silver Ral 9006  
& Black Ral 9005

• Luminaires supplied complete with LED drivers

• Total circuit power I5W

Remote Gear

Code  Description  

2,700K

2058976 Myriad Pendant LED Phase Dim Remote Gear

2058977 Myriad Pendant LED DALI Dim Remote Gear

3,000K

2049586 Myriad Pendant LED Phase Dim Remote Gear

2049592 Myriad Pendant LED DALI Dim Remote Gear

4,000K

2049588 Myriad Pendant LED Phase Dim Remote Gear

2049594 Myriad Pendant LED DALI Dim Remote Gear

Surface Mounted

Code  Description  

2,700K

2058978 Myriad Pendant LED Phase Dim Surface Mounted 

2058979 Myriad Pendant LED DALI Dim Surface Mounted 

3,000K

2049550 Myriad Pendant LED DALI Dim Surface Mounted 

2049556 Myriad Pendant LED DALI Dim Surface Mounted 

4,000K

2049552 Myriad Pendant LED Phase Dim Surface Mounted 

2049558 Myriad Pendant LED DALI Dim Surface Mounted 

Remote Gear

Surface Mounted Polished 
Chrome Housing for Silver & 
Black Pendant White housing 
for White pendants

LIGHT SOURCE INCLUDED

Dimensions (mm)

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

3,000K

Dorjoux shop - Hornu, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Myriad V Solid State Pendant - Black & White 

• New high output high efficiency LED Architectural 
Pendant modules

• IR/UV – free light source without heat radiation

• Energy efficient light source with far superior luminous 
flux per watt than existing Low Voltage Halogen

• Long life up to 50,000K hours, fit and forget 
maintenance free lighting solution

• Dimmable options including DALI as standard

• Choice of colour temperatures very 2,700K, 3,000K 
and 4,000K

• Remote gear and Surface mounting options

• Available in White Ral 9016, Silver Ral 9006 & Black 
Ral 9005

• Luminaires supplied complete with LED drivers

• Total circuit power I5W

White - Remote gear

Code Description 

2,700K

2058980 Myriad Pendant LED Phase Dim Remote Gear 

2058981 Myriad Pendant LED DALI Dim Remote Gear 

3,000K

2049585 Myriad Pendant LED Phase Dim Remote Gear 

2049591 Myriad Pendant LED DALI Dim Remote Gear 

4,000K

2049587 Myriad Pendant LED Phase Dim Remote Gear 

2049593 Myriad Pendant LED DALI Dim Remote Gear 

White - Surface mounted

Code Description 

2,700K

2058982 Myriad Pendant LED Phase Dim Surface Mounted 

2058983 Myriad Pendant LED DALI Dim Surface Mounted 

3,000K

2049549 Myriad Pendant LED Phase Dim Surface Mounted 

2049555 Myriad Pendant LED DALI Dim Surface Mounted 

4,000K

2049551 Myriad Pendant LED Phase Dim Surface Mounted 

2049557 Myriad Pendant LED DALI Dim Surface Mounted 

Black - Remote gear

Code Description 

2,700K

2058984 Myriad Pendant LED Phase Dim Remote Gear 

2058985 Myriad Pendant LED DALI Dim Remote Gear 

3,000K

2049597 Myriad Pendant LED Phase Dim Remote Gear 

2049600 Myriad Pendant LED DALI Dim Remote Gear 

4,000K

2049598 Myriad Pendant LED Phase Dim Remote Gear 

2049601 Myriad Pendant LED DALI Dim Remote Gear 

Black - Surface mounted

Code Description 

2,700K

2058986 Myriad Pendant LED Phase Dim Surface Mounted 

2058987 Myriad Pendant LED DALI Dim Surface Mounted 

3,000K

2049579 Myriad Pendant LED Phase Dim Surface Mounted 

2049582 Myriad Pendant LED DALI Dim Surface Mounted 

4,000K

2049580 Myriad Pendant LED Phase Dim Surface Mounted 

2049583 Myriad Pendant LED DALI Dim Surface Mounted 

LIGHT SOURCE INCLUDED

Dimensions (mm)

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Dorjoux shop - Hornu, Belgium

4,000K
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Control Gear: Integral HF electronic gear

Emergency: Integral, 3hr maintained

Diffuser: Polycarbonate, satin opal, UV stabilised

IP65 Housing:  Polycarbonate, clear, UV stabilised

IP20 Rose: Polycarbonate, white 

Trim:   Aluminium polyester powder coated 

white RAL 9016, or brushed aluminium

Suspension:  Mechanical/electrical, 4m white 

electrical cable and stainless steel 

suspension wire, adjustable on site

• Direct/indirect light distribution

• Integral emergency options - suitable for use 

on defined escape routes

• Tamper resistant

• Main body of the fitting is IP65 rated to 

reduce dust ingress (Ceiling rose rated to 

IP20)

Cassini
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Cassini Pendant Planar / Radius 

• Direct/indirect light distribution

• Integral Emg options - suitable for use on defined 

escape routes

• Tamper resistant

• Main body of the fitting is IP65 rated to reduce  

dust ingress

• (Ceiling rose rated to IP20)

• LED options available

Cassini Planar Pendant

Code Description

White

4065629 Cassini Planar Pendant 38W TC-DD HF

Brushed Aluminium

4065633 Cassini Planar Pendant 38W TC-DD HF

4065636 Cassini Planar Pendant 2 x 26W TC-DEL HF Emg

Cassini Radius Pendant

Code Description

White

4065637 Cassini Radius Pendant 38W TC-DD HF

4065638 Cassini Radius Pendant 38W TC-DD HF Emg

4065639 Cassini Radius Pendant 2 x 26W TC-DEL HF

Brushed Aluminium

4065642 Cassini Radius Pendant 38W TC-DD HF Emg

4065643 Cassini Radius Pendant 2 x 26W TC-DEL HF

Chrome

4065645 Cassini Radius Pendant 38W TC-DD HF

4065646 Cassini Radius Pendant 38W TC-DD HF Emg

Lynx-DE TC-DEL 
26W G24q-3 1800lm

LIGHT SOURCE INCLUDED

Lynx® - QE  
338W GR10q 2850lm

Planar

Radius 

For matching wall mounted versions see 
Ambient Decorative

Planar model Radius model

Dimensions (mm)



Mazda showroom - Croydon, England
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Control gear:  Electronic

Dimmable:  Analogue 1-10V

Refl ector:  Vacuum metalised Polycarbonate

Housing:  Choice of 4 standard colours: gloss  

 black, matt white, satin silver and matt  

 rust. Custom colours available upon  

 request – please consult your local sales  

 force for more information

 • Built to IP65 standard (with standard cable). 

Highly resistant to corrosion and sea mist - 

ISO 9227 (equivalent to ASTM B117)

•  Wire to base pluggable connection for a 

quick and easy installation

•  LED technology: Reduced energy and 

maintenance costs. No harmful UV or IR 

radiation. Long lifetime – more than 50,000 

hours

•  Design that fi ts the contemporary cubic 

design trend and ensures continuity of design 

across a lighting scheme

InVerto
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InVerto Pendant 

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour

Electronic Integral

3080049 InVerto Pendant NW Eb Black Gloss black

3070050 InVerto Pendant NW Eb White Matt white

3080051 InVerto Pendant NW Eb Silver Satin silver

3080052 InVerto Pendant NW Eb Rust Matt rust

Electronic Remote

3080061 InVerto Pend Rmt NW Eb Black Gloss black

3080062 InVerto Pend Rmt NW Eb White Matt white

3080063 InVerto Pend Rmt NW Eb Silver Satin silver

3080064 InVerto Pend Rmt NW Eb Rust Matt rust

Analogue 1-10V dimmable Integral

3080053 InVerto Pendant NW 1-10v Black Gloss black

3080054 InVerto Pendant NW 1-10v White Matt white

3080055 InVerto Pendant NW 1-10v Silver Satin silver

3080056 InVerto Pendant NW 1-10v Rust Matt rust

Analogue 1-10V dimmable Remote

3080065 InVerto Pend Rmt NW 1-10v Black Gloss black

3080066 InVerto Pend Rmt NW 1-10v White Matt white

3080067 InVerto Pend Rmt NW 1-10v Silver Satin satin

3080068 InVerto Pend Rmt NW 1-10v Rust Matt rust

3,000K

Code Description Body Colour

Electronic Integral

3080109 InVerto Pendant WW Eb Black Gloss black

3080110 InVerto Pendant WW Eb White Matt white

3080111 InVerto Pendant WW Eb Silver Satin silver

3080112 InVerto Pendant WW Eb Rust Matt rust

Electronic Remote

3080121 InVerto Pend Rmt WW Eb Black Gloss black

3080122 InVerto Pend Rmt WW Eb White Matt white

3080123 InVerto Pend Rmt WW Eb Silver Satin silver

3080124 InVerto Pend Rmt WW Eb Rust Matt rust

Analogue 1-10V dimmable Integral

3080113 InVerto Pendant WW 1-10v Black Gloss black

3080114 InVerto Pendant WW 1-10v White Matt white

3080115 InVerto Pendant WW 1-10v Silver Satin silver

3080116 InVerto Pendant WW 1-10v Rust Matt rust

Analogue 1-10V dimmable Remote

3080125 InVerto Pend Rmt WW 1-10v Black Gloss black

3080126 InVerto Pend Rmt WW 1-10v White Matt white

3081027 InVerto Pend Rmt WW 1-10v Silver Satin silver

3080128 InVerto Pend Rmt WW 1-10v Rust Matt rust

• 16W (high efficiency) or 21W (high output) pendant 

luminaire - only applies on integral driver version

• Adjustable pendant cable (1.7m as supplied)

• Integral or remote driver options

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust

• Freedom of installation - only applies on integral driver 

version: 350mA or 450mA LED driver, resulting in 16W 

and 21W respectively 2 settings:

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W

• Optional colour braided cables for contemporary 

aesthetic look (IP21 rating)

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory

Legend: NW - Neutral White, WW - Warm White, Eb - Electronic 

Ballast, 1-10V - 1-10V analogue ballast; RMT = Remote driver (non 

switchable)

RoHS WEEE

Matt 
White

Standard colours

Custom paint fi nish suggestions 
(available upon request)

Custom colour cables available upon request – 
please consult your local sales force for more info

Gloss 
Orange

Gloss 
Black

Gloss 
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Gloss Gloss Gloss Gloss Matt Matt 

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Also available in the InVerto range:

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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InVerto Pendant 

1500
max

32

110

110

179

110

102

1700 max

52

110

110

102

Dimensions (mm)

Morata de Tajuña Pharmacy - Morata de Tajuña, Spain
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Control gear:  Electronic 

Diffuser:  Diffusing optic made from frosted  

 toughened glass 

Housing:  Aluminium housing material

• LED pendant luminaires developed for a wide 

range of hospitality environments

• Contemporary curved design and diffused 

ambient light, they will add drama to any 

restaurant dining area, cafe, lounge space or 

office reception

• Available in a high quality gloss black or gloss 

white colour finish, suiting a myriad of 

interiors and making it the ideal choice for 

interior designers

• Constructed from a single piece of high 

quality spun aluminium with a diameter of 

600mm, polycarbonate diffuser and an easy 

to adjust 2m suspension cable

Nephos V2
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Nephos V2

20
00

600

20
0

57

Electronic

Code Description

Gloss black

3097945 NEPHOS 600 LED V2 GLOSS BLACK WW EB

3097942 NEPHOS 600 LED V2 GLOSS BLACK NW EB

Gloss white

3097944 NEPHOS 600 LED V2 GLOSS WHITE WW EB

3097943 NEPHOS 600 LED V2 GLOSS WHITE NW EB

DALI dimmable

Code Description

Gloss black

3097939 NEPHOS 600 LED V2 GLOSS BLACK WW DALI

3097941 NEPHOS 600 LED V2 GLOSS BLACK NW DALI

Gloss white

3097940 NEPHOS 600 LED V2 GLOSS WHITE WW DALI

3097938 NEPHOS 600 LED V2 GLOSS WHITE NW DALI

• High-end decorative LED pendant with a contemporary 

curved design

• Perfect for hospitality and residential applications; can 

be used in restaurants, bars, reception areas or lounge 

spaces

• Available in gloss black and gloss white colour finishes 

to suit either a high brightness reception, or an 

ambient lounge space

• Diffused (direct) light provides a soft and ambient 

lighting effect

• Aluminium housing material

• 600mm diameter, can be used as a feature pendant or 

in a group

• Delivers up to 2,127lm (4000K luminaire lumen 

output)

• Easy to adjust 2,000mm suspension cable

• Available in warm white (3000K) and neutral white 

(4000K)

• Energy efficient electronic gear including DALI 

dimmable versions as standard

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

LIGHT SOURCE INCLUDED

Nephos - White

Nephos - Black

Dimensions (mm)

Nephos 3,000K Nephos 4,000K

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Harley Davidson showroom - Spy, Belgium
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Pento XL 370 

• 370mm diameter reflector

• Highly efficient Polycarbonate reflector with aluminium 

look

• For compact fluorescent lamps

• Stylish appearance in combination with high  

light output

• Integral electronic gear

LIGHT SOURCE NOT INCLUDED

Lynx®-TE TC-TEL  
32W GX24q-3 2400lm

Lynx®-TE TC-TEL  
42W GX24q-4 3200lm 

Pento XL  
Maximum drop height 4M

Pento XL 370

Dimensions (mm)

Electronic

Code Description 

3061250 PENTO XL320 TC-T 4 x 32W EB 

3061220 PENTO XL320 TC-T 2 x 42W EB 

Legend: EB = Electronic Ballast

OCLC Org - Leiden, Netherlands
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 Control Gear: Electronic

Dimmable:  Dimmable LED Filament 

Housing: Unique hand blown glass luminaire

  available in 3 designs

SylCone Retro

• Feilo Sylvania is pleased to announce that its new range of decorative 

luminaires and lamps, Sylvania SylCone Retro has won the ‘Product 

Design 2016’ accolade at the prestigious Red Dot Awards. Discover 

SylCone Retro at: https://youtu.be/FNAbqE39zsY 

• The new SylCone Retro is a unique range of hand blown glass 

luminaires combined with the latest LED fi lament technology

• Beautifully designed, it mixes contemporary aesthetics and technology 

with the popular retro look and feel of incandescent lighting

• The range is available with a choice of sleek and compact metal 

pendants specifi cally designed to enhance the product

• SylCone has a high lumen effi cacy of 104lm/W and is dimmable 

allowing the end user fl exibility to create ambient lighting for every 

occasion

• The color temperature of 2,000K replicates the warm comforting glow 

of incandescent lighting. However, the benefi ts of LED technology 

means there is an 85% energy saving than incandescent and a longer 

lifetime of 15,000hrs (15 years/2.7hrs per day)

• With the ability to mix and match  lamp shapes with metal pendants, 

the end user can create their perfect luminaire

• A luminaire that replicates the contemporary design trend of the retro 

incandescent lamp and fi tting but has all the benefi ts of the latest LED 

technology
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SylCone Retro

LIGHT SOURCE INCLUDED
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• Unique hand blown glass luminaire available in 3 

designs

• Combines contemporary aesthetics and technology 

with the popular retro look and feel of incandescent

• A range of fittings specifically designed to enhance the 

aesthetic of the product (only glass and metal visible)

• Fittings include sleek and compact metal pendants, 

surface fixture and table lights including dimmer

• Colour temperature of 2,000K replicates warm glow 

effect of incandescent lighting

• Dimmable LED Filament allows end user to create 

perfect ambient lighting

• High lumen efficacy of 104lm/W

• Long lifetime of 15,000 hours

• Energy Class: A++

Discover SylCone Retro at: https://youtu.be/FNAbqE39zsY

SylCone GA200 

SylCone GX200

SylCone DC200 
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SylCone Retro Luminaires 

• Black SylCone Retro Pendant and lamps (43114-6) 

• Other colour options of SylCone Retro Pendants 
available

• Black surface light (43306)

• Black table lights includes dimmer

Code Description

0043314 SylCone Pendant Black Retro GA200

0043315 SylCone Pendant Black Retro DC200

0043316 SylCone Pendant Black Retro GX200

0043306 SylCone Surface Black Retro DC200

0043307 SylCone Table Black Retro GA200 EU

0043308 SylCone Table Black Retro ST64 EU 

0043298 SylCone Table Black GA200 UK

0043299 SylCone Table Black Retro ST64 UK
Dimensions (mm)

SylCone Surface DC200

Sylcone GA200 UK Sylcone GA200 EU

Sylcone ST64 UK Sylcone ST64 EU
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SylCone Retro
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ToLEDo SylCone Retro GA200 ToLEDo SylCone Retro DC200

ToLEDo SylCone Retro GX200
Dimensions (mm)

Pendant Black Pendant Brass

Pendant Copper Pendant Nickel

ToLEDo SylCone Retro Lamps 

• Lamps available individually

• Diameter 200mm

Code Description

0027117 ToLEDo SylCone Retro GA200

0027118 ToLEDo SylCone Retro DC200

0027119 ToLEDo SylCone Retro GX200
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SylCone Pendants
• Pendants available individually 1650mm cord length

• Base pendant designed to cover dimmer electronics 
(only glass/metal visible)

• Flexible base pendant means it will fi t all market 
standard lamp types (E27)

Code Description

0043310 SylCone Pendant Black

0043311 SylCone Pendant Brass

0043312 SylCone Pendant Copper

0043313 SylCone Pendant Nickel

Dimensions (mm)

LIGHT SOURCE INCLUDED
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SylCone Retro on the Feilo Sylvania Light + Building 2016 booth



EAST restaurant, Essentai mall - Almati, Kazakhstan
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447 Glace

451 Colossal

455 Cassini 

461 Opaline 

465 InVerto 

471 Giotto LED

479 Giotto

486 Clio LED

488 Fresco

489 Archos LED

491 LumiStrip

499 Lumina 

504 Cielo 

507 SylCircle

510 Start bulkhead IP65 LED

513  CHEER LED Strip

517 Convenio

521 Sylstick

524 Elite

525 LED Pipe 800/1500

527 LS range



Northampton high school - Northampton, England



 447 AMBIENT DECORATIVE

Glace

Glace represents the ultimate in ambient lighting. Featuring cutting edge LED technology, this super slim architecturally designed luminaire is the 

ultimate in minimalist design.



448 Ambient Decorative

Glace - Round 

• Super slim architectural design provides ultra modern 

minimalism with cutting-edge LED technology

• Utilises low power super efficient LED array providing 

perfect homogenous light distribution

• Superior fixture lumens when compared to existing 

38W TC-DD (High Output version)

• Aesthetic round architectural form

• Wall and ceiling mounting

• Compatible with remote microwave sensors with 

presence detection, lux and daylight management for 

optimum energy saving solutions

• 50,000 hrs life at 70% of the original output L70

• Integral LED emergency options

• DALI dimming versions as standard 

• Ease of installation with place and lock fixing 

mechanism 

• The perfect solutions for corridors, modern circulation 

spaces and high end reception areas and foyers

• White & Black front trims available on request

Glace 4,000K HO Round

Glace 4,000K HE Round

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

Lamp 

W  

TOTAL 

W  

Total 

Im/W

Glace LED  HE 15W/500mA  1,052  NA 515 71

Glace LED HO 20W/700mA 1,431 NA 20 71

Cassini 28W 2D 675 28 32 21

Cassini  2 x 26W TC D 1,332 25 56 23.8

LIGHT SOURCE INCLUDED

3,000K

Code Description 

2059780 GLACE 3K HE ROUND V2

2059781 GLACE 3K HE ROUND EMG V2

2059782 GLACE 3K DALI HE ROUND V2

2059783 GLACE 3K DALI HE ROUND EMG V2

2059784 GLACE 3K HO ROUND V2

2059785 GLACE 3K HO ROUND EMG V2

2059786 GLACE 3K DALI HO ROUND V2

2059787 GLACE 3K DALI HO ROUND EMG V2

400

54

Round

4,000K

Code Description 

2059788 GLACE 4K HE ROUND V2

2059789 GLACE 4K HE ROUND EMG V2

2059790 GLACE 4K DALI HE ROUND V2

2059791 GLACE 4K DALI HE ROUND EMG V2

2059792 GLACE 4K HO ROUND V2

2059793 GLACE 4K HO ROUND EMG V2

2059794 GLACE 4K DALI HO ROUND V2

2059795 GLACE 4K DALI HO ROUND EMG V2

Northampton high school - Northampton, England

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

HE = High Effi ciency HO = High Output



Lords Cricket Ground Hospitality 
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Colossal

The circular Concord Colossal ambient luminaire is 

characterised by its minimalist styling. Colossal is 

designed to compliment any interior whether it is 

surface mounted or as a pendant.

Manufactured with a slim powder coated aluminium 

frame in simple white, Colossal is not only beautiful 

to look at it is also highly efficient with an output of 

3,800 lumens and 120lm/W Efficacy. This is achieved 

through the use of a polycarbonate opal diffuser 

combined with LED technology. With a diameter of 

Ø450mm x 70mm

Colossal is one of those luminaires you just have to 

look at and admire its simple curves.
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Colossal 

• Circular architectural surface mounted or suspended 

ambient luminaire

• Excellent LED chromacity (3 SDCM)

• Aluminium housing with polycarbonate opal diffuser 

for a comfortable visual uniformity

• Output of 3,800 lumens and 120lm/W (4000K)

• Ø450mm diameter

• DALI options availble, along with 3 hour integral 

emergency

• Long lifetime of 50,000 hours (L70)

4,000K

LIGHT SOURCE INCLUDED

Ø 450mm 3,000K

Code Description 

4061170 Colossal 450 3K

4061171 Colossal 450 3K DALI

4061172 Colossal 450 3K E3

4061173 Colossal 450 3K DALI E3

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Ø 450mm 4,000K

Code Description 

4061174 Colossal 450 4K

4061175 Colossal 450 4K DALI

4061176 Colossal 450 4K E3

4061177 Colossal 450 4K DALI E3

Accessories

Code Description 

4061178 Colossal EB 2M WIRE SUSPENSION SET

4061179 Colossal DALI 2M WIRE SUSPENSION SET

Dimensions (mm)





Coed-y-Garn Primary School 



 455 AMBIENT DECORATIVE

Control Gear: Integral electronic gear

Emergency: Integral, 3hr maintained

Diffuser: Polycarbonate, satin opal, UV stabilised

IP65 Housing: Polycarbonate, clear 

Housing/Trim: Aluminium, powder coated white  

 RAL 9016 or brushed aluminium. 

 Other RAL colours and finishes available  

 to special order.

Cassini

• Two contemporary styles – Planer and Radius

 • Satin glass effect diffuser for high LOR and  

excellent diffusion

• Ceiling or wall mounted

 • Integral emergency options – suitable for use 

on defined escape routes

• Halo backlight

• Tamper resistant locking feature

• IP65 for wet areas
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Cassini Planar LED 

• Significant energy savings compared to traditional CFL 

and 2D fixtures

• Excellent flashing provides perfect homogenous 

light distribution 

• Unique feature allowing a choice between High Output 

or High efficiency with the flick of a switch

• 50,000 hrs life at 70% of the original output L70 

• Halo backlight

• IP65 fitting resistant to dust and water jet ingress

• Tamper resistant locking feature 

• Ceiling or wall mounted 

• Integral emergency options – suitable for use on 

defined escape routes

• Low profile fitting 

• Choice of White and Brushed Aluminium trim finishes

• Compatible with remote microwave sensors for 

maximum energy savings

LIGHT SOURCE INCLUDED

3,000K

Code Description

White

4054920 Cassini Planar 3,000K 400mm

4054921 Cassini Planar 3,000K 400mm Emergency

4054922 Cassini Planar 3,000K DALI 400mm

4054923 Cassini Planar 3,000K DALI 400mm Emergency

Brushed Aluminium

4055048 Cassini Planar 3,000K 400mm

4055049 Cassini Planar 3,000K 400mm Emergency

4055050 Cassini Planar 3,000K DALI 400mm

4055051 Cassini Planar 3,000K DALI 400mm Emergency

Dimensions (mm)

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

Lamp 

W  

TOTAL 

W  

Total 

Im/W

Cassini LED Planar 3K  HE 350mA  666  NA 12 56

Cassini LED Planar 3K HO 700mA 1,244 NA 22 57

Cassini LED Planar 4K HE 350mA 725 NA 12 60

Cassini LED Planar 4K HO 700mA 1,354 NA 22 62

Cassini 28W 2D 675 28 32 21

Cassini  2 x 26W TC D 1,332 25 56 23.8

4,000K

Code Description

Brushed Aluminium

4055052 Cassini Planar 4,000K 400mm

4055053 Cassini Planar 4,000K 400mm Emergency

4055054 Cassini Planar 4,000K DALI 400mm

4055055 Cassini Planar 4,000K DALI 400mm Emergency

White

4054924 Cassini Planar 4,000K 400mm

4054925 Cassini Planar 4,000K 400mm Emergency

4054926 Cassini Planar 4,000K DALI 400mm

4054927 Cassini Planar 4,000K DALI 400mm Emergency

Cassini Planar - Brushed Aluminium

Cassini Planar - White

HE = High Effi ciency HO = High Output
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Cassini Planar 

• Halo backlight

• IP65 fitting resistant to dust and water jet ingress

• Tamper resistant locking feature

• Ceiling or wall mounted

• Integral emergency options – suitable for use on 

defined escape routes

• Low profile fitting

• Choice of white and brushed aluminium trim finishes

• High frequency gear

400mmØ

Code Description

White

4065219 Cassini Planar 2 x 18W TC-DEL

4065221 Cassini Planar 2 x 18W TC-DEL Emergency

4065211 Cassini Planar 28W TC-DD

4065213 Cassini Planar 28W TC-DD Emergency

Brushed Aluminium

4065220 Cassini Planar 2 x 18W TC-DEL

4065222 Cassini Planar 2 x 18W TC-DEL Emergency

4065212 Cassini Planar 28W TC-DD

4065214 Cassini Planar 28W TC-DD Emergency

500mmØ

Code Description

White

4065277 Cassini Planar 2 x 26W TC-DEL

4065279 Cassini Planar 2 x 26W TC-DEL Emergency

4065269 Cassini Planar 38W TC-DD HF

4065271 Cassini Planar 38W TC-DD HF Emergency

Brushed Aluminium

4065278 Cassini Planar 2 x 26W TC-DEL

4065280 Cassini Planar 2 x 26W TC-DEL Emergency

4065270 Cassini Planar 38W TC-DD HF

4065272 Cassini Planar 38W TC-DD HF Emergency

Lynx®-QE
28/38W GR10q 2050/2850lm

Lynx®-T
18W GX24d-2 1210lm
26W GX24d-3 1800lm

LIGHT SOURCE INCLUDED

Dimension (mm)    

400Ø 500Ø

Cassini Planar - Brushed Aluminium

Cassini Planar - White
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Cassini Radius LED 

• Significant energy savings compared to traditional CFL 

and 2D fixtures 

• Excellent flashing provides perfect homogenous 

light distribution 

• Unique feature allowing a choice between High Output 

or High efficiency with the flick of a switch

• 50,000 hrs life at 70% of the original output L70 

• Halo backlight 

• IP65 fitting resistant to dust and water jet ingress

• Tamper resistant locking feature 

• Ceiling or wall mounted 

• Integral emergency options – suitable for use on 

defined escape routes

• Low profile fitting 

• Choice of White and Brushed Aluminium trim finishes

• Compatible with remote microwave sensors for 

maximum energy savings

LIGHT SOURCE INCLUDED

3,000K

Code Description

White

4054928 Cassini Radius 3,000K 400mm

4054929 Cassini Radius 3,000K 400mm Emergency

4054930 Cassini Radius 3,000K DALI 400mm

4054931 Cassini Radius 3,000K DALI 400mm Emergency

Brushed Aluminium

4055056 Cassini Radius 3,000K 400mm

4055057 Cassini Radius 3,000K 400mm Emergency

4055058 Cassini Radius 3,000K DALI 400mm

4055059 Cassini Radius 3,000K DALI 400mm Emergency

Dimensions (mm)

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

Lamp 

W  

TOTAL 

W  

Total 

Im/W

Cassini LED Radius 3K  HE 350mA  648  NA 12 54

Cassini LED Radius 3K HO 700mA 1,214 NA 22 55

Cassini LED Radius 4K HE 350mA 705 NA 12 59

Cassini LED Radius 4K HO 700mA 1,320 NA 22 60

Cassini 28W 2D 675 28 32 21

Cassini  2 x 26W TC D 1,332 25 56 23.8

4,000K

Code Description

White

4054932 Cassini Radius 4,000K 400mm

4054933 Cassini Radius 4,000K 400mm Emergency

4054934 Cassini Radius 4,000K DALI 400mm

4054935 Cassini Radius 4,000K DALI 400mm Emergency

Brushed Aluminium

4055060 Cassini Radius 4,000K 400mm

4055061 Cassini Radius 4,000K 400mm Emergency

4055062 Cassini Radius 4,000K DALI 400mm

4055063 Cassini Radius 4,000K DALI 400mm Emergency

Cassini Radius - Brushed Aluminium

Cassini Radius - White

HE = High Effi ciency HO = High Output
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Cassini Radius 

• Halo backlight

• IP65 fitting resistant to dust and water jet ingress

• Tamper resistant locking feature

• Ceiling or wall mounted

• Integral emergency options – suitable for use on 

defined escape routes

• Low profile fitting

• Choice of white, brushed aluminium and chrome 

trim finishes

• High frequency gear

400mmØ

Code Description

White

4065223 Cassini Radius 2 x 18W TC-DEL

4065217 Cassini Radius 28W TC-DD Emergency

Brushed Aluminium

4065224 Cassini Radius 2 x 18W TC-DEL

4065226 Cassini Radius 2 x 18W TC-DEL Emergency

4065216 Cassini Radius 28W TC-DD

4065218 Cassini Radius 28W TC-DD Emergency

500mmØ

Code Description

White

4065281 Cassini Radius 2 x 26W TC-DEL

4065283 Cassini Radius 2 x 26W TC-DEL Emergency

4065273 Cassini Radius 38W TC-DD HF

4065275 Cassini Radius 38W TC-DD HF Emergency

Brushed Aluminium

4065282 Cassini Radius 2 x 26W TC-DEL

Chrome

4065627 Cassini Radius 2 x 26W TC-DEL

4065628 Cassini Radius 2 x 26W TC-DEL Emergency

LIGHTING SOURCE INCLUDED

Dimensions (mm)

400mmØ

Lynx®-DE 
28/38W GR10q 2050/2850lm

Lynx®-T 
18W GX24d-2 1210lm
26W GX24d-3 1800lm

500mmØ

Cassini Radius - Brushed Aluminium

Cassini Radius - White

caption 3
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Control Gear: Integral electronic gear

Emergency: Integral, 3hr maintained

Diffuser: Polycarbonate, opal or satin prismatic

Housing/Trim: Aluminium, RAL 9016, brushed aluminium  

 or polished clear lacquered for chrome  

 effect. Other RAL colours and finishes  

 available to special order

Opaline

• Opal diffuser providing even diffusion, 

eliminating glare spot

• Ceiling or wall mounted

 • Integral emergency options – suitable for use 

on defined escape routes

• High-output 2 x 36W TC-F option
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Opaline - 450mmØ 

• Ceiling or wall mounted

• Optional prismatic diffuser

• IP 44 Kit for bathrooms and wet areas

• Nightlight version available

38W

Code Description 

White

4038141 Opaline 38W TC-DD

4059903 Opaline 38W TC-DD Emergency

Brushed Aluminium

4062825 Opaline 38W TC-DD

4062826 Opaline 38W TC-DD Emergency

Chrome

4038139 Opaline 38W TC-DD

4059895 Opaline 38W TC-DD Emergency

Accessories (order separately)

Code Description

4056720 IP44 Kit - Upgrades standard Opaline to IP44

4064489 Prismatic Diffuser

2 x 18W

Code Description

White

4038147 Opaline 2 x 18W TC-DEL

4038418 Opaline 2 x 18W TC-DEL Emergency

Brushed Aluminium

4062834 Opaline 38W TC-DD Emergency

Chrome

4038145 Opaline 2 x 18W TC-DEL

Lynx®-QE
38W GR10q 2850lm

Lynx®-T
18W G24q-2 1210lm

Lynx®-S
7/9W G23 425/600lm

With  
Accessories

LIGHT SOURCE INCLUDED

Dimensions (mm)

50mm required for cable access if using Semi-recessing kit
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Opaline - 550mmØ 

• New high output 2x36W TCF versions

• Ceiling or wall mounted

2 x 26W

Code Description

White

4038205 Opaline 2 x 26W TC-DEL

4038422 Opaline 2 x 26W TC-DEL Emergency

2 x 36W

Code Description 

White

4065663 Opaline 2 x 36W TC-F Emergency

Brushed aluminium

4065664 Opaline 2 x 36W TC-F Emergency

Lynx®-T
26W G24q-2 1800lm

LIGHT SOURCE INCLUDED

Dimensions (mm)

50mm required for cable access if using Semi-recessing kit



25th North row - London, England
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InVerto

Control Gear: Electronic

Dimmable: Analogue 1-10V dimmable

Diffuser: Vacuum metalised Polycarbonate

Housing: Choice of 4 standard colours: gloss 

 black, matt white, satin silver and matt 

 rust. Custom colours available upon 

 request - please consult your local sales 

 force for more information

• Built to IP65 standard. Highly resistant to 

corrosion and sea mist - ISO 9227 (equivalent 

to ASTM B117)

• Wire to base pluggable connection for a quick 

and easy installation

• LED technology: reduced energy and 

maintenance costs. No harmful UV or IR 

radiation 

• Long lifetime - more than 50,000 hours

• Design that fi ts the contemporary cubic 

design trend and to ensure continuity of 

design across a lighting scheme
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InVerto Direct 

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour

Electronic

3080025 Inverto Direct NW Eb Black Gloss black

3080026 Inverto Direct NW Eb White Matt white

3080027 Inverto Direct NW Eb Silver Satin silver

3080028 Inverto Direct NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080029 Inverto Direct NW 1-10v Black Gloss black

3070030 Inverto Direct NW 1-10v White Matt white

3080031 Inverto Direct NW 1-10v Silver Satin silver

3080032 Inverto Direct NW 1-10v Rust Matt rust

Legend: NW = Neutral White; WW = Warm White; EB = 
Electronic Ballast; 1-10V = 1-10V analogue ballast; BLK = 
BLacK; WHT = WHiTe; SIL = SILver; RU = Rust

3,000K

Code Description Body Colour

Electronic

3080085 Inverto Direct WW Eb Black Gloss black

3080086 Inverto Direct WW Eb White Matt white

3080087 Inverto Direct WW Eb Silver Satin silver

3080088 Inverto Direct WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080089 Inverto Direct WW 1-10v Black Gloss black

3080090 Inverto Direct WW 1-10v White Matt white

3080091 Inverto Direct WW 1-10v Silver Satin silver

3080092 Inverto Direct WW 1-10v Rust Matt rust

• 16W (high efficiency) or 21W (high output) Direct 

luminaire 

• Freedom of installation: 350mA or 450mA LED driver, 

resulting in 16W and 21W respectively  

2 settings: 

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W 

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory 

• Wire to base with pluggable connection for easy 

installation

• Suitable for looping

RoHS

WEEE

Matt 
White

Custom paint fi nish suggestions 
(available upon request)

Gloss 
Orange

Gloss
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Standard colours

Also available in the InVerto range:

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

102

110

162

110

110

Dimensions (mm)

OCLC Org - Leiden, Netherlands
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InVerto Surface mounted 

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour

Electronic

3080073 Inverto Surface NW Eb Black Gloss black

3080074 InVerto Surface NW Eb White Matt white

3080075 InVerto Surface NW Eb Silver Satin silver

3080076 InVerto Surface NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080077 InVerto Surface NW 1-10v Black Gloss black

3080078 InVerto Surface NW 1-10v White Matt white

3080079 InVerto Surface NW 1-10v Silver Satin silver

3070080 InVerto Surface NW 1-10v Rust Matt rust

Legend: NW = Neutral White; WW = Warm White; EB = 
Electronic Ballast; 1-10V = 1-10V analogue ballast; BLK = 
BLacK; WHT = WHiTe; SIL = SILver; RU = Rust

3,000K

Code Description Body Colour

Electronic

3080133 InVerto Surface WW Eb Black Gloss black

3080134 InVerto Surface WW Eb White Matt white

3080135 InVerto Surface WW Eb Silver Satin silver

3080136 InVerto Surface WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080137 InVerto Surface WW 1-10v Black Gloss black

3080138 InVerto Surface WW 1-10v White Matt white

3080139 InVerto Surface WW 1-10v Silver Satin silver

3060140 InVerto Surface WW 1-10v Rust Matt rust

• 16W (high efficiency) or 21W (high output) Surface 

mounted luminaire 

• Freedom of installation: 350mA or 450mA LED driver, 

resulting in 16W and 21W respectively 

2 settings: 

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory 

• Wire to base with pluggable connection for easy 

installation 

• Suitable for looping

RoHS

WEEE

Matt 
White

Custom paint fi nish suggestions 
(available upon request )

Gloss 
Orange

Gloss
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Standard colours

Also available in the InVerto range:

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

102

110

110

162

110

102

Dimensions (mm)
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InVerto Direct/Indirect 

4,000K

Code Description Body Colour

Electronic

3080037 InVerto Dir/Ind NW Eb Black Gloss black

3080038 InVerto Dir/Ind NW Eb White Matt white

3080039 InVerto Dir/Ind NW Eb Silver Satin silver

3070040 InVerto Dir/Ind NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080041 InVerto Dir/Ind NW 1-10v Black Gloss black

3080042 InVerto Dir/Ind NW 1-10v White Matt white

3080043 InVerto Dir/Ind NW 1-10v Silver Satin silver

3080044 InVerto Dir/Ind NW 1-10v Rust Matt rust

LIGHT SOURCE INCLUDED

3,000K

Code Description Body Colour

Electronic

3080097 InVerto Dir/Ind WW Eb Black Gloss black

3080098 InVerto Dir/Ind WW Eb White Matt white

3080099 InVerto Dir/Ind WW Eb Silver Satin silver

3090200 InVerto Dir/Ind WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080101 InVerto Dir/Ind WW 1-10v Black Gloss black

3080102 InVerto Dir/Ind WW 1-10v White Matt white

3080103 InVerto Dir/Ind WW 1-10v Silver Satin silver

3080104 InVerto Dir/Ind WW 1-10v Rust Matt rust

Legend: NW = Neutral White; WW = Warm White; EB = Electronic 
Ballast; 1-10V = Analogue 1-10V dimmable

• 31W Direct/Indirect LED luminaire 

• Provides a uniform light, while offering a high light 

output of up to 1843lm (2 x 922lm) at 60lm/W

• 4 standard colours: Gloss black, Matt white, Satin silver 

and Matt rust

• Wire to base with pluggable connection for easy 

installation 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory

• Suitable for looping

RoHS

WEEE

Standard 40° beam angle

120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

10001000

Matt 
White

Standard colours

Custom paint fi nish suggestions 
(available upon request)

Gloss 
Orange

Gloss
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Also available in the InVerto range:

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

185

110

162

220

110

Dimensions (mm)
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Havells Sylvania booth Light & Building 2014 - Frankfurt, Germany



Banquet Sports Hall - Quaregnon, Belgium
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Control gear:  Electronic

Dimmable:  Analogue 1-10V or DALI dimmable

Emergency: 1 or 3 hour integral emergency  

 available

Diffuser: Polycarbonate, satin opal

Housing:  White

Protections:  IP44 & IK10

Giotto LED

• Curved opaque (opal) diffuser for even light 

distribution

• Ideal in general lighting as well as in public 

areas 

• 50,000 hour life expectancy with low 

maintenance

• Tool-free installation

• Ideal for applications that require long service 

hours and high switching cycles

• Available with microwave sensor technology



472 Ambient Decorative

10

Ø335

Ø335

Ø335

Ø335

Ø387

41

67

32

110

32

Giotto LED 335 

LIGHT SOURCE INCLUDED

Recesssed

Surface mounted

Giotto 335 LED recessed

Minimum recess dimensions: 405 x 405 x 41mm

Giotto 335 LED surface mounted

Dimension (mm)

Recessed

Code Description 

Electronic

3032819 Giotto 335 LED rec NW 

3032820 Giotto 335 LED rec WW 

Analogue 1-10V dimmable

3032849 Giotto 335 LED rec NW 

3032850 Giotto 335 LED rec WW 

DALI dimmable

3032871 Giotto 335 LED rec NW 

3032872 Giotto 335 LED rec WW 

Electronic with microwave sensor V2

3034833 Giotto 335 LED rec NW 

3034834 Giotto 335 LED rec NW 

Analogue 1-10V dimmable with microwave sensor V2

3034937 Giotto 335 LED rec NW 

3034938 Giotto 335 LED rec WW 

Emergency 3 hour

3032825 Giotto 335 LED rec NW 

3032826 Giotto 335 LED rec WW 

• Available in 3,000K and 4,000K

• 1500lm luminaire lumen (in 4,000K) replaces 38W DD 

lamp using only 19W

• Recessed or surface mounted versions available

• Utilising a brand new Giotto MW sensor, we can now 

very easily control the Microwave sensor functionality 

with the use of dip switches 

• Our integrated sensor is shadow free with a 3 step 

dimming control and master and slave functionality

• The Microwave sensor allows the ability to set detection 

area, hold time, daylight sensor, stand-by period 

(corridor function), stand-by dimming level

Surface mounted

Code Description 

Electronic

3032821 Giotto 335 LED sur NW 

3032822 Giotto 335 LED sur WW 

Analogue 1-10V dimmable

3032851 Giotto 335 LED sur NW 

3032852 Giotto 335 LED sur WW 

DALI dimmable

3032873 Giotto 335 LED sur NW 

3032874 Giotto 335 LED sur WW 

Electronic with microwave sensor V2

3034835 Giotto 335 LED sur NW 

3034836 Giotto 335 LED sur WW 

Analogue 1-10V dimmable with microwave sensor V2

3034939 Giotto 335 LED sur NW 

3032940 Giotto 335 LED sur NW 

Emergency 3 hour

3032827 Giotto 335 LED sur NW 

3032828 Giotto 335 LED sur WW 

Analogue 1-10V dimmable & emergency 3 hour

3032857 Giotto 335 LED sur NW 

3032858 Giotto 335 LED sur WW 

DALI dimmable & emergency 3 hour

3032879 Giotto 335 LED sur NW 

3032880 Giotto 335 LED sur WW 

Recessed

Surface Mounted

Ø335

Ø335

Ø335

Ø335

Ø387

41

67

32

110

32

Legend: rec = recessed; sur = surface mounted;  
NW = neutral white; WW = warm white; MW = MicroWave 
sensor Version 2

caption 2

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Giotto LED 305 

LIGHT SOURCE INCLUDED

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Recessed

Surface mounted

Giotto 305 LED recessed Giotto 305 LED surface mounted

Dimensions (mm)

• Low power consumption at 20W 

• 1,200lm luminaire lumens replaces 28W DD lamp

• Recessed or surface mounted versions available

• Ideal for general lighting in public areas

• Utilising a brand new Giotto MW sensor, we can now 

very easily control the Microwave sensor functionality 

with the use of dip switches 

• Our integrated sensor is shadow free with a 3 step 

dimming control and master and slave functionality

• The Microwave sensor allows the ability to set detection 

area, hold time, daylight sensor, stand-by period 

(corridor function), stand-by dimming level 

• Low maintenance costs and up to 50,000hrs life 

expectancy

Legend: rec = recessed; sur = surface mounted; NW = neutral 
white; WW = warm white

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Surface mounted

Recessed

Recessed

Code Description 

Electronic

3032917 Giotto 305 LED rec NW 

3032918 Giotto 305 LED rec WW 

Analogue 1-10V dimmable

3030174 Giotto 305 LED rec NW 

3030173 Giotto 305 LED rec WW 

Electronic with microwave sensor V2

3034921 Giotto 305 LED rec NW 

3034922 Giotto 305 LED rec WW 

Analogue 1-10V dimmable with microwave sensor V2

3034929 Giotto 305 LED rec NW 

3034930 Giotto 305 LED rec WW 

Emergency 3 hour

3032925 Giotto 305 LED rec NW 

3032926 Giotto 305 LED rec WW 

Analogue 1-10V dimmable & emergency 3 hour

3032929 Giotto 305 LED rec NW 

3032930 Giotto 305 LED rec WW 

DALI dimmable & emergency 3 hour

3032933 Giotto 305 LED rec NW 

3032934 Giotto 305 LED rec WW 

Surface mounted

Code Description 

Electronic

3032919 Giotto 305 LED sur NW 

3032920 Giotto 305 LED sur WW 

Analogue 1-10V dimmable

3030172 Giotto 305 LED sur NW 

3030171 Giotto 305 LED sur WW 

Electronic with microwave sensor V2

3034923 Giotto 305 LED sur NW EB 

3034924 Giotto 305 LED sur WW EB 

Analogue 1-10V dimmable with microwave sensor V2

3034931 Giotto 305 LED sur NW 

3034932 Giotto 305 LED sur WW 

Emergency 3 hour

3032927 Giotto 305 LED sur NW 

3032928 Giotto 305 LED sur WW 

Analogue 1-10V dimmable & emergency 3 hour

3032931 Giotto 305 LED sur NW 

3032932 Giotto 305 LED sur WW 

DALI dimmable & emergency 3 hour

3032935 Giotto 305 LED NW 

3032936 Giotto 305 LED WW 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Giotto LED 235 

LIGHT SOURCE INCLUDED

Surface mounted

Trend ring

• 720lm luminaire lumen replaces 16W DD lamp / 2 x 

9W TC-SEL

• Surface and recessed mountable (low 41mm depth 

recessed version)

• Available as analogue 1-10V dimmable

Recessed

Code Description 

Electronic

3032889 Giotto 235 LED rec NW 

3032890 Giotto 235 LED rec WW 

Analogue 1-10V dimmable

3032841 Giotto 235 LED rec NW 

3032842 Giotto 235 LED rec WW 

Surface mounted

Code Description 

Electronic

3032891 Giotto 235 LED sur NW 

3032892 Giotto 235 LED sur WW 

Analogue 1-10V dimmable

3032843 Giotto 235 LED sur NW 

3032844 Giotto 235 LED sur WW 

Legend: rec = recessed; sur = surface mounted; NW = neutral 
white; WW = warm white

Recessed

Surface mounted

Ø235

92

Giotto 235 LED surface mounted

Dimensions (mm)

Ø255
Ø235

50

41

Giotto 235 LED recessed 
Minimum recessed dimensons:
435 x 435 x 41mm

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Giotto LED Accessories 

A
cce

sso
rie

s

Trend Ring GridDeco Trim 

Eyelid

Giotto 235 LED - Grid

Ø235

92

Giotto 235 LED - Eyelid

Dimensions (mm)

Ø400

32

Ø387

32

Giotto 335 LED - Deco trimGiotto 335 LED - Trend ring

Giotto 305 LED - Deco trimGiotto 305 LED - Trend ring

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Giotto 235 Surface Accessories

Code Description Colour

3005100 Deco Trim White

3005800 Trend Ring Brushed aluminium

3005310 Eyelid accessory Silver

3005330 Grid accessory Silver

Giotto 305 Surface Accessories

Code Description Colour

3005130 Deco trim White

3005140 Deco trim Silver

3005810 Trend ring Brushed aluminium

Giotto LED 335 Surface Accessories

Code Description Colour

3005160 Deco Trim White

3005170 Deco Trim Silver

3005820 Trend Ring Brushed aluminium

Ø300

32

Ø360

32

Giotto 235 LED - Trend ring

Trend ring

Residential - Finland
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Giotto LED 200 & LED 200 Numberlight 

• 16W power consumption @ 500mA, resulting in lower 

running costs

• Output up to 785lm (neutral white), creates safe 

havens of light in public areas

• Low maintenance, up to 50,000 hours life expectancy

• Able to operate in low temperatures

LIGHT SOURCE INCLUDED

Giotto LED 200

Code Description 

Electronic

3032811 Giotto 200 LED sur nw 

3032812 Giotto 200 LED sur ww 

Giotto 200

Surface mounted

Dimensions (mm)

Giotto LED 200 - Numberlight

Code Description 

Electronic ballast

3032813 Giotto 200 LED sur nw No.L 

3032814 Giotto 200 LED sur ww No.L 

Surface mounted Numberlight

Giotto 200 Numberlight

Dimensions (mm)

Legend: No. L = numberlight; sur = surface mounted; 
nw = neutral white; ww = warm white

Legend: sur = surface mounted; nw = neutral white; 
ww = warm white

Giotto LED 200

Caption 1

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Klohershave - Northern Europe



Standhuizen - Belgium
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Control gear:  Choice of magnetic or electronic

Emergency: Integral, 3hr maintained

Diffuser:  Polycarbonate, satin opal

Housing:  White

Protection:  IP44, IK10

Giotto CFL

• Compact circular ceiling or wall mounted  

luminaires

• For energy savings Compact Fluorescent Lamps

• Robust, high impact, vandal resistant range of 

luminaires

• Choice of deco trims and accessories
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Ø335

Giotto 335 

• Very low recess depth of 41mm (recessed mounted 

versions)

• Different accessories available

• Not suitable for use with Amalgam lamps

Recessed

Code Description 
Electronic

3030770 GIOTTO 335 2 x 18W ELECTR 

3030780 GIOTTO 335 1 x 38W ELECTR 

Emergency 3 hour*

3094073 GIOTTO 335 REC 2 x 18W E HF EMERG 

3094074 GIOTTO 335 REC 1 x 38W E HF EMERG 

Ø335

Ø335

Surface mounted

Code Description 
Electronic

3030580 GIOTTO 335 SURF 1 x 18W ELECTR 

3030790 GIOTTO 335 SURF 1 x 38W ELECTR 

3030810 GIOTTO 335 SURF 2 x 18W ELECTR 

Emergency 3 hour**

3030560 GIOTTO 335 SURF 1 x 28W EMERG 

LIGHT SOURCE INCLUDED

* Supplied complete with 3hr remote emergency pack

** Supplied complete with 3hr integral emergency

Legend: ELECTR = ELECTRonique; E = Electronic;  

HF = High Frequency or Electronic; EMERG = EMERGency

Lynx®-L
18W 2G11 1200lm

Lynx®-QE
28/38W GR10q 2050/2850lm

335 recessed  
Minimum recess dimensions: 
435 x 435 x 41mm 335 surface mounted

Recessed 

Dimensions (mm)

2 x 18W

38W

Surface mounted

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Legend: E = Electronic; HF = High Frequency or 

Electronic; ELEC = ELECtronic; EMERG = EMERGency; 

REC = RECessed; SURF = SURFace mounted

10

Ø305

Ø325

Giotto 305 

• Very low recess depth of 41mm

• Accessories available

• Not suitable for use with Amalgam lamps

Recessed

Code Dimensions 
Electronic

3094071 GIOTTO 305 REC 1 x 28W E HF 

Emergency 3 hour*

3094072 GIOTTO 305 REC 1 x 28W E HF EMERG 

Magnetic Electronic Starter

3030140 GIOTTO 305 1 x 28W EST PFC 

Surface mounted

Code Dimensions 
Electronic

3030740 GIOTTO 305 SURF 1 x 24W ELECT 

3030170 GIOTTO 305 SURFACE 1 x 28W ELECT 

Magnetic Electronic Starter

3030150 GIOTTO 305 SURFACE 1 x 28W EST P 

Lynx®-QE
38W GR10q 2850lm

Recessed

* Supplied complete with 3 hour remote emergency pack

305 Recess  
Minimum recessed dimensions: 
435 x 435 x 41mm

Dimensions (mm)

28W

LIGHT SOURCE INCLUDED

Caption 2

Surface mounted

Ø305

305 surface mounted

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ø235

Ø255

Giotto 235 & 235 A 

• Very low recess depth of 41mm  

(recessed mounted versions)

• Not suitable for use with Amalgam lamps

• Energy saving

• Vandal-resistant

• Various accessories available

Giotto 235 - Surface mounted

Code Description 

Electronic

3030290 GIOTTO 235 SURFACE 2 x 9W ELECTR  

Magnetic

3030010 GIOTTO 235 SURFACE 2 x 9W 

Magnetic/Plus*

3002650 GIOTTO 235 SURFACE 2 x 9W + LAMP 

Magn. el. starter

3030050 GIOTTO 235 SURFACE 1 x 16W EST 

Ø235

Giotto 235 - Recessed

Code Description 

Electronic

3030310 GIOTTO 235 2 x 9W ELECTR 

Magnetic

3030000 GIOTTO 235 2 x 9W 

Magnetic/Plus*

3002600 GIOTTO 235 2 x 9W + LAMP 

Magn. el. starter

3030030 GIOTTO 235 1 x 16W EST

LIGHT SOURCE INCLUDED

Giotto 235 - Recessed

235 recessed  
 
Minimum recess dimensions: 
435 x 435 x 41mm

235 surface mounted

Giotto 235 A - Recessed

Code Description 

3030060 GIOTTO 235A 11W 

Giotto 235 A - Surface mounted

Code Description 

3030070 GIOTTO 235A 11W SURFACE 

Ø235

Ø255
Ø235

235A recessed  
 
Minimum recess dimensions: 
335 x 335 x 41mm

235 A surface mounted

Dimensions (mm)

9W

2 x 9W

A60 - 60W

Lynx®-DE
18W G24Q-2 1215lm

Lynx®-QE
16W GR10q 1050lm

Mini-Lynx® Fast Start
11W E27 600lm

Caption 1

Caption 4

Legend: EST = Electronic STarter; ELECTR = ELECTRonic

Giotto 235 - Surface

Giotto 235A - Recessed

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Giotto Accessories 

A
cce

sso
rie

s

Grid EyelidDeco Trim

Trend Ring

Trend Ring

Ø235

92

Giotto 235 - GridGiotto 235 - Eyelid

Giotto 235 Surface Accessories

Code Description Colour

3005100 Deco Trim White

3005800 Trend Ring Brushed aluminium

3005310 Eyelid accessory Silver

3005330 Grid accessory Silver

Giotto 305 Surface Accessories

Code Description Colour

3005130 Deco trim White

3005140 Deco trim Silver

3005810 Trend ring Brushed aluminium

Giotto LED 335 Surface Accessories

Code Description Colour

3005160 Deco Trim White

3005170 Deco Trim Silver

3005820 Trend Ring Brushed aluminium

Ø400

32

Ø387

32

Giotto 335 - Deco trimGiotto 335 - Trend ring

Giotto 305 - Deco trimGiotto 305 - Trend ring

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Ø305

Ø325Ø305

Ø360

32

104

41

62

Ø360

32

Giotto 235 - Trend ring

Caption 1

Caption 2

Caption 3

Giotto 235 - Deco trim

Dimensions (mm)
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Giotto 235 Oval & Oval deco 

• Decorative design

• Energy saving

• Available with photocell

• With dawn-dusk accessory

• Surface mounted

• Not suitable for use with Amalgam lamps

Oval

Code Description 

3031000 GIOTTO OVAL 1 x 10/13W WH 

3031020 GIOTTO OVAL 1 x 10/13W BL 

Oval deco

Code Description 

Magnetic electronic starter

3031080 GIOTTO OVAL DECO 1 x 10/13W WH 

magnetic electronic starter + photocell

3031100 GIOTTO OVAL DECO 1 x 10/13W BL 

3031180 GIOTTO OVAL PHOTOC 1 x 10/13W BL 

Lynx®-D 
10/13W GX24q-1 600/900lm

LIGHT SOURCE INCLUDED

Oval

Oval Deco

Oval

Dimensions (mm)

Legend: WH = WHite; BL = BLack; PHOTOC = PHOTOCell

Giotto Oval - 10W

Giotto Oval deco - 10W

Residential - Finland

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Ø335

Giotto Trend & Trend Deco 

• Compact circular ceiling or wall mounted luminaire

• Opal body for halo backlight (Deco version only)

• Robust, impact resistant

• Remote 3hr emergency versions available on request

• Not suitable for use with Amalgam lamps

Giotto Trend 335 - deco ring

Code Description Type

Opal diffuser/white body 

3032530 GIOTTO TREND 335 2X18W E Electronic

3032520 GIOTTO TREND 335 2X18W Magnetic

Ø385

LIGHT SOURCE INCLUDED

Giotto Trend 235

Code Description Type

Opal diffusor / white body 

3032650 GIOTTO TR 235 DECO 2 x 9W SI E Electronic

3032640 GIOTTO TR 235 DECO 2 x 9W SI Magnetic

Giotto Trend Deco 335 (supplied with deco 
ring)

Code Description Type

Opal/opal white ring

3032630 GIOTTO TR 335 DECO 2 x 18W WH E Electronic

3032620 GIOTTO TR 335 DECO 2 x 18W WH Magnetic

Opal/opal silver ring

3032670 GIOTTO TR 335 DECO 2 x 18W SI Electronic

3032660 GIOTTO TR 335 DECO 2 x 18W SI E Magnetic

Giotto Trend 335 

Giotto Trend Deco

Giotto Trend Deco 335Giotto Trend 335

Lynx®-D 
18W GX24q-2 1200lm

Lynx®-SE
9W 2G7 600lm

18W

9W

Legend: E = Electronic; WH = WHite, SI = SIlver

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Clio LED 

LIGHT SOURCE INCLUDED
• Perfect solution for corridors, circulation spaces and 

foyers or applicable zone 1 bathroom and wet areas 

thanks to its IP44 rating

• Available in 10W, 15W, 20W and 25W versions

• White body available in 3 sizes: 280mm, 320mm and 

430mm

• Can be wall and ceiling mounted

• Very even and uniform light distribution with a halo 

lighting effect on the wall surface

• High performance, up to 2,200lm, making it the 

perfect 1x38W TC-DD replacement (luminaire lumen 

output on Clio LED 430 4,000K version)

• High efficiency, will help you comply with building 

regulations - up to 89lm/W (total system efficiency on 

Clio LED 430 4,000K version)

• Available in warm white (3,000K) and neutral white 

(4,000K)

• Supplied with LED driver (non-dimmable)

• Loop in-loop out capabilities on all versions

• Surface wiring available on all sizes

• IK07 diffuser

• Now with integral on/off microwave sensor in the Clio 

430, providing further energy saving opportunities

• Low maintenance cost at 40,000 hours life expectancy 

(L70)

• Energy Classs: A++, A+, A

• LED technology provides energy efficient solution and 

reduced maintenance costs

280 High Output

Code Description

3079105 Clio 280 HO LED 3,000K

3079106 Clio 280 HO LED 4,000K

320 Low Output

Code Description

3079103 Clio 320 LO LED 3,000K

3079104 Clio 320 LO LED 4,000K

320 High Output

Code Description

3079101 Clio 320 HO LED 3,000K

3079102 Clio 320 HO LED 4,000K

Clio LED 320Clio LED 430

Dimensions (mm)

Legend: HO = High Output; LO = Low Output

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Clio LED 430 with integral on/off 
microwave sensor

Code Description

3089108 Clio 430 LED 3,000K MW

3089109 Clio 430 LED 4,000K MW

Clio LED 430

Code Description

3079108 Clio 430 LED 3,000K

3079109 Clio 430 LED 4,000K
Clio LED 420 4,000K

Clio LED 320 LO 4,000K

Clio LED 320 HO 4,000K

Clio LED 280 4,000K

Clio LED 280
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Fresco 

10

• Surface mounting, semi-recessed and pendant

• Energy-saving compact fluorescent lamp T16-R (4,000K) 

or TC-DD (3,500K) included

• Soft back lighting with halo effect

• Prestigious design: Red Dot, IF design award

• Colour = Silver grey

Fresco 300

Code Description Diffuser

3042660 FRESCO 300 1 x 16W TC-DD EL +LMP Opal

3042670 FRESCO300 1 x 22W T5 EL +LMP Transparent

Ø310

Fresco 300/400 accessories

Code Description Colour

3042390 Pendant Set Silver Grey

Ø400

Fresco 400

Code Description Diffuser

3042690 FRESCO 400 1 x 28W TC-DD EL +LMP Opal

3042710 FRESCO 400 1 x 40W T5 EL +LMP Transparent

3042720 FRESCO 400 1 x 55W T5 EL +LMP Transparent

LIGHT SOURCE INCLUDED

Dimensions (mm)

TC-D - 16W T16-R - 22W

TC-D - 28W T16-R - 55W

T16-R - 40W

Lynx®-QE
16/28/38W GR10q 
1050/2050/2850lm

T5 Circline Plus T16-R
40W 2GX13 3200lm

Legend: +LMP = + LaMP; EL = ELectronic; 830 = 3,000K lamp

Havells Sylvania offices - Helsinki, Finland
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Archos LED 

Warm white (3,000K)

Neutral white (4,000K)

LIGHT SOURCE INCLUDED

4,000K

Code Description

3031402 Archos LED WH NW OPAL

3031404 Archos LED WH NW OPAL EMG

341

10
3.

7

128.2

• 10W LED surface mounted white bulkhead

• The opal diffuser provides uniform, homegenous light

• Perfect for hospitality, industrial and logistical 

applications.

• Robust, vandal resistant construction

• IP65 for both indoor and outdoor applications

• Impresive performance, up to 734lm (luminaire lumen 

output on 4,000K version)

• Up to 73lm/W (total system efficiency on 4,000K 

version)

• Choice of warm white (3,000K) or neutral white 

(4,000K)

• Quick and easy to install

• No UV or IR radiations

• LED lifetime: 50,000 hours

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

3,000K

Code Description

3031401 Archos LED WH WW OPAL

3031403 Archos LED WH WW OPAL EMG

Dimensions (mm)



Emirates cable car - London, England
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LumiStrip

Control Gear:  Electronic

Dimmable:  Range incorporates: Analogue 1-10V  

 dimmable, DALI dimmable, phase or  

 trailing and leading edge - LED drivers  

 ordered separately from our Lumidriver  

 range (for more information, please  

 consult the Lumidriver and How to  

 order pages)

Protection:  Choice of IP20, IP65 & IP67 ratings,  

 with the IP65 & IP67 versions suitable  

 for outdoor use 

Accessories:  A selection of aluminium housing  

 profiles also available; A range of  

 solder-less connections are available to  

 make LumiStrip easy to install in long  

 lengths (can cut and reuse excess  

 lengths)

• Flexible and decorative LED solution for use in applications 

such as hotels, restaurants, bars, feature and cove lighting

• 2 ranges, 4 versions: LumiStrip High Output Pro, LumiStrip 

High Output, LumiStrip Pro, LumiStrip

• LumiStrip IP65 is a 5m IP65 covered flexible very low-profile 

high brightness LED strip (cuttable every 50mm)

• LumiStrip IP67 is a 5m IP67 covered flexible very low-profile 

high brightness LED strip (cuttable every 50mm)

• LumiStrip IP20 is a 5m flexible, very low-profile high 

brightness LED strip (cuttable every 100mm)

• Available in amber white (2,700K), warm white (3,000K) 

and neutral white (4,000K)

• RGB versions allow for a space to be enhanced with colour

• 500mm flying lead to connect to driver (both ends on IP6x 

versions)

• LumiStrip IP20 versions come as standard with 3M tape

• LumiStrip IP65 and IP67 comes with 25x200mm clear PC 

mounting strips with 3M adhesive tape, screw kits and 10 

end caps and sealant
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LumiStrip High Output

LIGHT SOURCE INCLUDED

LumiStrip HO Pro - warm white (3,000K) 

LumiStrip HO neutral white (4,000K)

• LumiStrip High Output PRO: 106W 5m reel equipped 

with 600 LEDs offering up to 1,724lm/m and 81lm/W

• LumiStrip High Output: 82W 5m reel equipped with 

420 LEDs offering up to 1,470lm/m and 90lm/W

• Available in warm white (3,000K) and neutral white

(4,000K)

• Perfect upgrade for cove installations using 21W or

24W T5 lamps

• LED lifetime (LumiStrip High Output & LumiStrip High

Output Pro): 40,000 hours (L70)

LumiStrip High Output - Pro

Code Description

3036970 LumiStrip HO PRO IP20 5M WW

3036971 LumiStrip HO PRO IP20 5M NW

3036972 LumiStrip HO PRO IP65 5M WW

3036973 LumiStrip HO PRO IP65 5M NW

LumiStrip High Output

Code Description

3036968 LumiStrip HO IP20 5M WW

3036969 LumiStrip HO IP20 5M NW

3036974 LumiStrip HO IP65 5M WW

3036975 LumiStrip HO IP65 5M NW

3
12

5000

500
500

14

414
5020

500

LumiStrip HO - IP20 - Single colour LumiStrip HO - IP65 - Single colour

Dimensions (mm)

LumiStrip HO Pro - IP20 LumiStrip HO Pro - IP65

LumiStrip HO - IP20 LumiStrip HO - IP65

Legend: WW = Warm White; NW = Neutral White

S.V. Zulte Wagerem stadium - Wagerem, Belgium
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LumiStrip Pro

LumiStrip Pro IP20

ILumiStrip Pro IP20 LumiStrip Pro IP67

• LumiStrip Pro is a 5m reel equipped with 600 LEDs

offering up to 525lm/m and 55lm/W

• Available in amber white (2,700K), warm white

(3,000K), neutral white (4,000K) and RGB

Lumistrip Pro

Code Description Type

3036937 LumiStrip PRO IP20 5M 2,700K Amber white

3036887 LumiStrip PRO IP20 5M WW Warm White

3036888 LumiStrip PRO IP20 5M NW Neutral White

3036893 LumiStrip PRO IP20 5M RGB RGB

3036938 LumiStrip PRO IP65 5M 2,700K Amber white

3036901 LumiStrip PRO IP67 5M WW Warm White

3036902 LumiStrip PRO IP67 5M NW Neutral White

3036907 LumiStrip PRO IP67 5M RGB RGB

5000

500

3

8

500

14

414
5020

500

5020

500

8

10.8

500

612.8

5000

500

2

10

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

LumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colour

• LumiStrip is a 5m reel equipped with 300 LEDs 

offering up to 359lm/m and 75lm/W

• Available in warm white (3,000K), neutral white

(4,000K) and RGB

Lumistrip

Code Description Type

3036880 LumiStrip IP20 5M WW Warm White

3036881 LumiStrip IP20 5M NW Neutral White

3036886 LumiStrip IP20 5M RGB RGB

3036894 LumiStrip IP67 5M WW Warm White

3036895 LumiStrip IP67 5M NW Neutral White

3036900 LumiStrip IP67 5M RGB RGB

LIGHT SOURCE INCLUDED

Legend: WW = Warm White; NW = Neutral White; 
,2700K = Amber white

5000

500

3

8

500

14

414
5020

500

5020

500

8

10.8

500

612.8

5000

500

2

10

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

LumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colourLumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colour

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

LumiStrip

LIGHT SOURCE INCLUDED

LumiStrip IP20

ILumiStrip Pro IP20 LumiStrip Pro IP67Legend: WW = Warm White; NW = Neutral White

5000

500

3

8

500

14

414
5020

500

5020

500

8

10.8

500

612.8

5000

500

2

10

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

LumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colour

5000

500

3

8

500

14

414
5020

500

5020

500

8

10.8

500

612.8

5000

500

2

10

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

LumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colour

LumiStrip - IP20 - Single colour LumiStrip - IP65 - Single colour

LumiStrip - IP20 - RGB LumiStrip - IP67 - Single colour

Dimensions (mm)
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 Non Dimmable Constant Voltage

    
 

Lumidriver CV 
24VDC 12W

 

Lumidriver CV 
24VDC 20W

 

Lumidriver CV 
24VDC 60W

  

Lumidriver CV
24VDC 100W

  

Lumidriver CV 
24VDC 150W

 

Description
Code 3036291 3036292 3036293 3036294 3036239
LumiStrip 300 LED, Single Colour 24W Max 2.5M Max 4.1M √ √ √
LumiStrip 300 LED, RGB 36W Max 1.6M Max 2.7M √ √ √
LumiStrip Pro 600 LED Single Colour 48W Max 1.2M Max 2M √ √ √
LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M √ √
LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M √ √
LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M √

Dimmable Constant Voltage 24V

LED CV & 
CC 1-10V & 

Push Medium 
350-700mA 

15-25W

 

LED LC Leading/
Trailing Dimmer 
350-700mA/24V 

17-32W

 

CV 24VDC 
75W DALI

 

CV 24VDC 
120W 1-10V

 

CV 24VDC 120W 
DALI Interface + 
Lumidriver LED 

Sync. Cable (order 
in additional to 

3036237)

   
 

3036240  3036241 3036236  3036237  3036238 + 3036246 
Max 4.1M Max 4.5M √ √ √
Max 2.7M Max 3M √ √ √
Max 2M Max 2.3M √ √ √
Max 1.3M Max 1.5M √ √ √
Max 1.2M Max 1.3M - √ √
Max 0.9M Max 0.9M - √ √

LumiStrip Accessories 

LumiStrip white aluminium
profi le

A
cce

sso
rie

s

Aluminium Profiles

Code Description

3036930 LumiStrip Alu Profi le Opal 1m

3036928 LumiStrip Alu Profi le Opal 2m

3036929 LumiStrip Alu Profi le Accessory Kit (additional 4 

end caps + 10 brackets)

3036945 LumiStrip L Profi le Alu Opal 1M

3036946 LumiStrip L Profi le Alu Opal 2M

Accessories

Code Description

3036926 IP20 HO Straight CONN x 10

3036915 IP20 Straight CONN + 1m Lead

3036916 IP67 Straight CONN X 5

3036927 IP65 HO Straight CONN x 5

3036917 IP67 Corner CONN 100mm X 5

3036914 IP67 Endcaps x 10

3036920 IP67 RGB Straight CONN X 5

3036921 IP67 RGB Corner CONN 100mm X 5

3036908 RGB Controller incl unit

3036924 RBG Controller with DMX Input

3036925 RGB Amplifi er 10 Amp

3036909 RGB Amplifi er 30 Amp

LumiStrip aluminium ‘L’ corner 
profi le

IP67 Straight Connector

IP67 corner connector IP67 endcap IP67 RGB corner connector

RGB controller unit

        

Code 3036291 3036292 3036293 3036294 3036239Code 3036291 3036292 3036293 3036294 3036239
LumiStrip 300 LED, Single Colour 24W Max 2.5M Max 4.1M LumiStrip 300 LED, Single Colour 24W Max 2.5M Max 4.1M 
LumiStrip 300 LED, RGB 36W Max 1.6M Max 2.7M LumiStrip 300 LED, RGB 36W Max 1.6M Max 2.7M 
LumiStrip Pro 600 LED Single Colour 48W Max 1.2M Max 2M LumiStrip Pro 600 LED Single Colour 48W Max 1.2M Max 2M 
LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M 
LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M 
LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M 

        

Code 3036291 3036292 3036293 3036294 3036239Code 3036291 3036292 3036293 3036294 3036239
LumiStrip 300 LED, Single Colour 24W Max 2.5M Max 4.1M LumiStrip 300 LED, Single Colour 24W Max 2.5M Max 4.1M 
LumiStrip 300 LED, RGB 36W Max 1.6M Max 2.7M LumiStrip 300 LED, RGB 36W Max 1.6M Max 2.7M 
LumiStrip Pro 600 LED Single Colour 48W Max 1.2M Max 2M LumiStrip Pro 600 LED Single Colour 48W Max 1.2M Max 2M 
LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M 
LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M 
LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M 

        

Code 3036291 3036292 3036293 3036294 3036239Code 3036291 3036292 3036293 3036294 3036239

LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M LumiStrip Pro 600 LED RGB 72W Max 0.8M Max 1.3M Max 4.1M 
LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M LumiStrip High Output 420 LED 82W Max 0.7M Max 1.2M Max 3.6M 
LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M 

      

3036240  3036241 3036236  3036237  3036238 + 3036246 3036240  3036241 3036236  3036237  3036238 + 3036246 
Max 4.1M Max 4.5M Max 4.1M Max 4.5M 
Max 2.7M Max 3M Max 2.7M Max 3M 
Max 2M Max 2.3M Max 2M Max 2.3M 
Max 1.3M Max 1.5M Max 1.3M Max 1.5M 
Max 1.2M Max 1.3M - Max 1.2M Max 1.3M - 
Max 0.9M Max 0.9M - Max 0.9M Max 0.9M - 

    

Code 3036291 3036292 3036293 3036294 3036239Code 3036291 3036292 3036293 3036294 3036239

LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M LumiStrip High Output Pro 600 LED 106W Max 0.6M Max 1M Max 3M Max 4.7M 

3036291 3036292 3036293

3036294 

3036240 3036241

3036239

Non dimmable Constant Voltage 24VDC Dimmable Constant Voltage 24VDC

    

Code 3036291 3036292 3036293 3036294 3036239Code 3036291 3036292 3036293 3036294 3036239
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LumiStrip - How to order guide 

Example Scheme 1 (standard lengths)

Item Code Description Qty

LED strip 3036887 LumiStrip Pro IP20 48W 5M WW 2

LED driver 3036294 Lumidriver CV 24V 100W 1

Connector 3036917 IP67 corner connector (5 pack) 1

Example Scheme 2 (custom lengths)

Item Code Description Qty

LED strip 3036901 LumiStrip Pro IP67 48W 5M WW 2

LED driver 3036294 Lumidriver CV 24V 100W 1

Connector 3036917 IP67 corner connector (5 pack) 1

IP67 end cap 3036914 IP67 end caps (10 pack) 1

LumiStrip 48W

100W
LumiDriver

 

Corner
connector

1M

2M
4M IP67 end cap (as the LumiStrip

has been cut to length)

 

100W
LumiDriver

LumiStrip 
48W

Connector

4M

5M reel

Basic Starter Kit

3036291

3036239

3036292 3036240 30362413036293 3036294

Non dimmable Constant Voltage  24VDC Dimmable Constant Voltage  24VDC

LumiDriver (24V constant voltage)

+

3036291

3036239

3036292 3036240 30362413036293 3036294

Non dimmable Constant Voltage  24VDC Dimmable Constant Voltage  24VDC

LumiDriver

Continuous Lines

+

IP65 / IP67

Select appropriate driver to accommodate power consumption of entire length.

• e.g. 100W for 2 x 48W LumiStrip Pros

  e.g. 50W for 2 x 24W LumiStrips

Example Scheme 1 (standard lengths) Example Scheme 2 (custom lengths)
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LumiStrip RGB & DMX set-up drawings

RGB Controller including unit

24V  e.g. 3036294

3036924

+
+
-

R
G
B

DM X P ower

RGB LumiStrip / LumiPanel

Amplifier
3036925 / 3036909

+
+
-

R
G
B RGB LumiStrip / LumiPanel

3036924

+
+
-

R
G
B

DM X P ower

rellortnoC X
M

D
6296300 .g.e

+
+
-

R
G
B RGB LumiStrip / LumiPanel

Power Supply
24V  e.g. 3036294

Power Supply
24V  e.g. 3036294

Power Supply
24V  e.g. 3036294

RGB LumiStrip / LumiPane l

To next DMX input... upto 9 x “slave” 3036924 can be connected on 300m max. DMX bus, with daisy-chain topology.

Upto 19 x 3036925 can be controlled from the output of one 3036924 if wired in parallel, if

DMX
+
-

Gnd.

Amplifier
3036925 / 3036909

max. in parallel

... daisy-chain (series)

...

Ex
am

pl
e 

D
M

X 
ca

bl
e:

 B
el

de
n 

98
41

2-
co

re
, s

cr
ee

ne
d,

 2
4A

W
G

 m
in

.
Power Supply
24V  e.g. 3036294

3036908

+
+
-

R
G
B

Power

RGB LumiStrip / LumiPanel

Amplifier
3036925 / 3036909

+
+
-

R
G
B RGB LumiStrip / LumiPanel

+
+
-

R
G
B RGB LumiStrip / LumiPanel

Power Supply
24V  e.g. 3036294

Power Supply
24V  e.g. 3036294

Upto 19 x 3036925 can be controlled from the output of one 3036908 if wired in parallel. Upto 9 if a series chain is used.

Amplifier
3036925 / 3036909

max. in parallel

... daisy-chain (series)

...

RGB Controller with DMX Input
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LumiStrip LED strip lighting

De Haven VAn Renesse - Renesse, Netherlands EAST restaurant, Essentai mall - Almati, Kazakhstan

Architecture Museum - Rottherdam, Netherlands Office - Belgium
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Lumina

Control Gear: Integral LED driver

Housing: White aluminium body

• New range of ambient & decorative LED wall 

lights consisting of multiple decorative styles

• Suitable for use in any hospitality or residential 

application such as reception areas, hallways 

and lounge spaces

• With a 2,700K colour temperature it provides 

a soft and ambient lighting effect

• Lumina LED provides direct/indirect ambient 

light with an efficacy of up to 87lm/W; up to 

50% more energy efficient than equivalent 

products using traditional lamp sources
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Lumina LED wall lights

• Lumina is a new range of ambient and decorative LED 

wall lights

• 8 different styles available, all with a consistent theme 

and design

• Indirect lighting provides a soft lighting effect, perfect 

for hospitality or residential applications

• Crisp and clean beams of LED light

• 2,700K amber white colour temperature provides a 

warm and ambient glow

• White aluminium bodies

• Integral LED driver included (non-dimmable)

• Energy Class: A++, A+, A

• Long lifetime: 30,000 hours life at 70% of the original 

output L70

• LED technology provides an energy efficient solution 

with reduced maintenance costs

CUBE LED

• 6W ambient and decorative LED wall light

• Comes in a cubic horizontal shape

• Generates a Direct & Indirect light

• Cube delivers 291lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039982 Lumina Cube LED 2,700K Direct / Indirect

PULSE LED

• 6W ambient and decorative LED wall light

• Comes in a cubic horizontal shape

• Generates a direct & indirect light

• Pulse delivers 314lm (luminaire lumen output) 

Code
 
Description

 
Light 

Distribution

3039980 Lumina Pulse LED 2,700K Direct / Indirect

LIGHT SOURCE INCLUDED

CUBE LED

PULSE LED

Dimensions (mm)

CUBE LED

PULSE LED
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Lumina 

SYNC LED

• 6W ambient and decorative LED wall light

• Comes in a rectangular vertical shape

• Generates a Direct & Indirect light

• Pulse delivers 272lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039981 Lumina Sync LED 2,700K Direct / Indirect

CURVE LED

• 6W ambient and decorative LED wall light

• Comes in a rectangular horizontal shape

• Generates a Direct & Indirect light

• Curve delivers 355lm (luminaire lumen output)

Code

 

Description

 

Light 
Distribution

3039983 Lumina Curve LED 2,700K Direct / Indirect

FLARE LED

• 12W ambient and decorative LED wall light

• Comes in a rectangular vertical shape

• Generates an Indirect light

• Flare delivers 469lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039984 Lumina Flare LED 2,700K Indirect

LIGHT SOURCE INCLUDED

SYNC LED

CURVE LED

FLARE LED

SYNC LED

CURVE LED

FLARE LED

Dimensions (mm)
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Lumina LED wall lights

LIGHT SOURCE INCLUDED

Dimensions (mm)

WAVE LED

• 6W ambient and decorative LED wall light

• Can be mounted either horizontally or vertically

• Generates a Direct & Indirect light

• Wave delivers 211lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039987 Lumina Wave LED 2,700K Direct / Indirect

BLADE LED

• 6W ambient and decorative LED wall light

• Comes in a rectangular horizontal shape

• Generates an Indirect light

• Blade delivers 274lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039985 Lumina Blade LED 2,700K Indirect

EDGE LED

• 12W ambient and decorative LED wall light

• Comes in a rectangular horizontal shape

• Generates an Indirect light

• Edge delivers 620lm (luminaire lumen output)

Code
 

Description
 

Light 
Distribution

3039986 Lumina Edge LED 2,700K Indirect

BLADE LED

EDGE LED

WAVE LED

BLADE LED

EDGE LED

WAVE LED
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Cielo 

• Diffuse light

• Easy to install

• Floating glass accessory

• Indirect lighting for closed versions

Cielo 75

Dimensions (mm)

Cielo 13/75

Lynx®-D 
10/13W GX24q-1 600/900lm

* Cielo13/75

*
LIGHT SOURCE INCLUDED

Cielo 75 - Opal Polycarbonate

Code Description 

3026550 CIELO 75 DIFFUSOR WS/OPAL 

Legend: WS = Wall Surface; OPAL = OPAL Polycarbonate; 
WH = WHite

• Good light efficiency and energy saving

• Modern and compact design

• Integrated electronic ballast

• Long lamp life

Plani Lux

Code Description Colour

3025280 PLANI LUX 1 x 11W WHITE White

3025290 PLANI LUX 1 x 11W CHROME Chrome

Lynx®-SE
11W 2G7 900lm

LIGHT SOURCE INCLUDED
 

Wall

TC-SEL - 11W

Dimensions (mm)

Plani Lux 



Residential - Finland
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 Control Gear:    Electronic 

Diffuser: PMMA, white opal 

Housing: White 

Protections: IP44, IK03

SylCircle

 • New range of wall or ceiling mounted LED 

luminaires. 

• The simple and robust (IK03) white opal 

diffuser allows the luminaire to cast a uniform 

warm light across the room 

• The range has an IP44 rating ensuring it is 

safe for installing in a bathroom or wet areas

• Available in Warm White (3,000K), Neutral 

White (4,000K) and in four different sizes - 

SylCircle is a practical fi tting that is ideal for 

the majority of applications in your home

• Now available with integral microwave sensor
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SylCircle LED

• Perfect solution for hallways, kitchens or bathroom and 

wet areas thanks to its IP44 rating 

• Available in four diameters: 180mm, 260mm, 340mm 

or 380mm 

• Can be wall or ceiling mounted

• 18W microwave sensor version allows for automatic 

on/off presence control, providing further energy cost 

savings 

• Even and uniform light distribution 

• High performance, up to 1,500lm 

• Supplied with LED driver (non-dimmable) 

• Low maintenance with 30,000 hours LED life 

expectancy 

• Energy Class: A++, A+, A 

3

W D

Front view

Side View

Dimensions (mm)

Code D W
0043280 / 0043260 180  75

0043261  260  85

0043282 / 0043262

 0043264 / 0043265  340  95

LIGHT SOURCE INCLUDED

SylCircle 6W 350lm SylCircle 12W 800lm 

SylCircle 18W 1100lm SylCircle 24W 1500lm

Sylcircle LED

Item Code Description

SylCircle - 180mm

0043280 SYLCIRCLE 6W 350LM 3000K

0043260 SYLCIRCLE 6W 350LM 4000K

SylCircle - 260mm

0043281 SYLCIRCLE 12W 800LM 3000K

0043261 SYLCIRCLE 12W 800LM 4000K

SylCircle - 340mm

0043282 SYLCIRCLE 18W 1100LM 3000K

0043262 SYLCIRCLE 18W 1100LM 4000K

SylCircle - 340mm with integrated microwave sensor

0043264 SYLCIRCLE SENSOR 18W 1100LM 3000K

0043265 SYLCIRCLE SENSOR 18W 1100LM 4000K

SylCircle - 380mm

0043283 SYLCIRCLE 24W 1500LM 3000K

0043263 SYLCIRCLE 24W 1500LM 4000K
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SylCircle LED

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

LED Pipe 

Ambient Decorative

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

CHEER LED Strip

Ambient Decorative

Start Waterproof

Weatherproof

SylFlat 

Downlights 

Start LED Highbay

Industrial
LED Batten Link

 Industrial

Sylveo LED

Floodlights

StartFlood

Floodlights

SylBattem 

Industrial
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Start Bulkhead LED IP65 

• A range of exterior LED bulkheads

• Start Bulkhead LED IP65 is perfect for interior and 

exterior applications includinging residential and 

commerical entrance ways

• Available in round and oval shapes with 2 sizes (small 

and large)

• Robust design meets IK08 requirements

• Comes complete with a 2 meter cable for ease of 

installation

• High efficient thermal design: ta -10°C - +40°C

• High performance: delivers up to 1,867lm (luminaire 

lumen output on 4000K version), and up to 93lm/W 

(total system efficiency)

• High performance: delivers up to 1,830lm (luminaire 

lumen output on 3000K version), and up to 81lm/W 

(total system efficiency)

• Available in warm white (3,000K) and Neutral White 

(4,000K)

• Energy class: A++, A+, A

• Long lifetime: 25,000 hours life at 70% of the original 

output L70

4,000K Round

4,000K Oval

LIGHT SOURCE INCLUDED

Round

Code Description 

Small

0049175 Start Bulkhead LED IP65 ROUND 4K 1100LM

0049181 Start Bulkhead LED IP65 ROUND 3K 950LM

Large

0049176 Start Bulkhead LED IP65 ROUND 4K 1500LM

0049177 Start Bulkhead LED IP65 ROUND 4K 1875LM

0049182 Start Bulkhead LED IP65 ROUND 3K 1450LM

0049183 Start Bulkhead LED IP65 ROUND 3K 1825LM

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Oval

Code Description 

Small

0049178 Start Bulkhead LED IP65 OVAL 4K 1100LM

0049184 Start Bulkhead LED IP65 OVAL 3K 950LM

Large

0049179 Start Bulkhead LED IP65 OVAL 4K 1500LM

0049180 Start Bulkhead LED IP65 OVAL 4K 1875LM

0049185 Start Bulkhead LED IP65 OVAL 3K 1450LM

0049186 Start Bulkhead LED IP65 OVAL 3K 1825LM

18480.5
80.5 324

223

333

7878 122

193

Round (mm)

Oval (mm)

Small Large

Small Large
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Control Gear: Electronic 

Colour: Tuneable white / RGB

Protection: IP20

Accessories: Complete kit with LED Strip, driver,  

 remote control and power source 

CHEER All-in-One LED Strip

• Flexible and decorative LED solution for use in 

residential applications

• LED Strip offers both RGB and Tuneable White 

(2,200K to 6,500K) 

• Complete kit available in 2m or 5m; includes 

LED Strip, driver, remote control and power 

source

• LED Strip comes with self-adhesive tape on 

back of strip (cuttable every 20cm)



514 Ambient Decorative

CHEER All-in-One LED Strip 

• LED flexi-strip for illumination and mood lighting – 

relax from candle white to active cool white or RGB 

spectrum

• Available in 2m and 5m kits with remote control, driver 

and power supply

• Available with UK or Euro Plug

• Luminous flux of 400lm/m @ 2700K)

• Lifetime 20,000hrs

• Energy class: A++, A+, A

Euro plug

Code Description

0053254 Cheer All-in-One LED Strip 2m Euro Plug

0053255 Cheer All-in-One LED Strip 5m Euro Plug

LIGHT SOURCE INCLUDED

Cheer All-in-One LED strip kit 2m

Cheer All-in-One LED strip kit 5m

Dimensions (mm)

RGB - Blue RGB - Green RGB - Red Warm White 2700K Cool White 4000K

UK plug

Code Description

0053256 Cheer All-in-One LED Strip 2m UK Plug

0053257 Cheer All-in-One LED Strip 5m UK Plug
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CHEER All-in-One LED Strip 

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

Start Waterproof

Weatherproof

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

LED Pipe 

Ambient Decorative

SylBattem 

Industrial

SylFlat 

Downlights 

SylCircle LED

Ambient Decorative

LED Batten Link

 Industrial
Sylveo LED

Floodlights

StartFlood

Floodlights

Start LED Highbay

Industrial
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Convenio

• The new CONVENIO family with its contemporary and 

minimalist design accentuates lighting effect almost 

perfectly. 

• The ultra slim design (15mm - including mounting bracket) 

allows the product to be surfaced mounted and have a 

minimal effect on its surrounding. However, it has a high 

lumen output that will illuminate any under cabinet, wall 

or ceiling to great effect.

• Combining ease of install (simply screw bracket to wall 

and push fi t light in place) with a simple modular 

connection means the end user to create endless lighting 

possibilities. The comprehensive range of CONVENIO 

accessories available allows the lighting system to be 

expanded and to seamlessly go up, down or around 

corners.

• CONVENIO is a range of products that create a linear 

modular lighting system with seamless linking between 

products such as linear light, linear spot light and spot 

light.
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Convenio

• CONVENIO is a range of products that create a modular 

lighting system covering most of spot, linear and area 

lighting applications

• Unified electrical and mechanical interface allows the 

customer to create a variety of lighting schemes

• Contemporary and minimalist ultra slim design

• Seamless mounting brackets for easy installation

• CONVENIO Linear is a slim homogenous LED linear 

light used for undercabinet, wall and ceiling lighting 

applications

• CONVENIO Linear Spot light is used for wall washing or 

suspended table lamp applications

• CONVENIO Spot is a LED Spot light used for accent 

lighting with a high lumen output of 400lm

• Various accessories (flat corner, Inside corner, outside 

corner, dimmable sensor switch) available for 

personalisation

• Available in warm white and RGBW (coming soon)

Convenio

Code Description

0043322 CONVENIO LINEAR WH 12V 3000K L400 KIT EU

0043320 CONVENIO LINEAR WH 12V 3000K L400 KIT UK

0043323 CONVENIO LINEAR WH 12V 3000K L600 KIT EU

0043324 CONVENIO LINEAR WH 12V 3000K L600 KIT UK

0043327 CONVENIO LINEAR SPOT 12V WH 3000K L400 KIT EU

0043321 CONVENIO LINEAR SPOT 12V WH 3000K L400 KIT UK

0043329 CONVENIO SPOT 12V WH 3000K L200 KIT EU

0043330 CONVENIO SPOT 12V WH 3000K L200 KIT UK

LIGHT SOURCE INCLUDED

CONVENIO Linear Spot ideal for uplighting or wall washing 

Modular connections means it is simple to install and you can connect various lighting options together

Convenio Spot ideal for spot lighting

15

L1

L2

98

30

Dimmensions (mm)

Code L1 L2

0043320/1/2/5/7/8  372 400

0043323/4/5 572 600

0043333/400433370043338

0043329 / 30 / 31



Ambient Decorative 519

Convenio Accessories 

A
cce

sso
rie

s

Singles lengths of linear 

(400/600mm)

Spot (200mm)Linear spot (400mm) 

Various corners - flat corner (lit 

or unlit)

Accessories

Code Description

0043325 CONVENIO LINEAR WH 12V 3000K L400

0043326 CONVENIO LINEAR WH12V 3000K L600

0043328 CONVENIO LINEAR SPOT 12V WH 3000K L400

0043331 CONVENIO SPOT 12V WH 3000K L200

0043333 CONVENIO FLAT CORNER WH 12V 3000K

0043334 CONVENIO FLAT CORNER WH 12V

0043337 CONVENIO INSIDE CORNER WH 12V 3000K

0043338 CONVENIO OUTSIDE CORNER WH 12V 3000K

0043335 CONVENIO CONNECTOR

0043332 CONVENIO TOUCH SENSOR SWITCH

0043339 LED Driver 12V 36W EU

0043336 LED Driver 12V 36W UK

Kits

Linear (available in 400/600 options) Linear Spot Spot

High Power LED Drivers for larger 

systems

Dimmable Touch Sensor

Inside and outside corners (lit)

Connector

Comprehensive range of accessories - flat, inner and outer corners with touch sensor dimmer

Unified electrical and mechanical connection within CONVENIO allows for easy upgrade to smart control, sensor technology and RGBW
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Power: Battery operated 

Detection: Sensor (selected models)

Housing: Choice of Pearl White or Black

SylStick

  • The new SylStick Range of portable lights 

have been designed for various lighting 

applications where no suitable electrical 

socket is available

• It has a delightful uniform light output that 

will brighten any dark areas in the home 

especially if you don’t want to switch on the 

main lighting scheme

• It is ideal for closets, drawers, stairs, corridors, 

and bathrooms or it can be used as a reading 

or torch light

• The slim contemporary triangular design 

means it can be discreetly positioned 

anywhere within the home

• The innovative mounting bracket can be 

mounted in 3 different directions horizontally 

and vertically. It is easy to install with 

self-adhesive tape or screws

• An optional brightness and motion sensor will 

ensure the light will automatically switch on 

at night when a person/motion is detected
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SylStick

Pearl White non sensor

Pearl White sensor

Black non sensor

Dimensions (mm)

Caption 2

27
m

m

28mm180mm

180mm

27
m

m

28mm

31mm

• Battery operated linear light for various applications 

where no electrical socket is available

• Ideal for closets, drawers, stairs, corridors, and 

bathrooms or it can be used as a reading or torch light

• Delightful uniform diffused light

• Vertical and horizontal tiltable in 3 positions

• Easy to install with self-adhesive tape or screws

• Sensor detection range within 3m and 120°

• 3xAAA Batteries required and last 4 hours at ‘on’ mode

• Colour temperature: Cool White 4,000K

SylStick

Code Description

Pearl White

0053270 SYLSTICK WH BATTERY POWERED

0053271 SYLSTICK WH BATTERY POWERED WITH SENSOR

Black

0053272 SYLSTICK BK BATTERY POWERED

0053273 SYLSTICK BK BATTERY POWERED WITH SENSOR

Black sensor

LIGHT SOURCE INCLUDED

0053271
0053273

AUTO

SENSOR 20 sec

OFF

Sensor
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Elite Mirror and Shaverlight 

• Slim Profile for surface mounting

• Vertical or Horizontal mounting

• Separate switching for lamp and shaver socket

• Dual Voltage (120V/240V) Shaver Sockets available

Elite shaverlight with push plate and shaver 
socket

Code Description Colour

0053400 ELITE WHITE 11W LYNX-S PUSHP+SHAVS White

0053401 ELITE CHROME 11W LYNX-S PUSHP+SHAVS Chrome

Elite shaverlight with pull cord and  
shaver socket

Code Description Colour

0053402 ELITE WHITE 11W LYNX-S PULLC+SHAVS White

0053403 ELITE CHROME 11W LYNX-S PULLC+SHAVS Chrome

Elite mirror light with push plate

Code Description Colour

0053404 ELITE WHITE 11W LYNX-S PUSHP White

0053405 ELITE CHROME 11W LYNX-S PUSHP Chrome

Elite mirror light with pull cord

Code Description Colour

0053406 ELITE WHITE 11W LYNX-S PULLC White

0053407 ELITE CHROME 11W LYNX-S PULLC Chrome

Lynx®-S
11W G23 900lm

LIGHT SOURCE INCLUDED

Surface mounted

Shaver socket

Chrome version

50 mm

480 mm

92 mm

50 mm

480 mm

92 mm

Dimensions (mm)

Caption 2

Legend: PUSHP = PUSH Plate; PULLC = PULL Cord; SHAVS = SHAver 
Socket

Bathroom zones

11W



Ambient Decorative 525

LED PIPE 800

• 800 Lumen output

• Ideal for cove lighting and secondary illumination 

• Driver integrated, direct input (mains voltage)

• Seamless linking - up to 10m

• Tiltable mounting bracket included 

• High quality robust PC extrusion tube 

• Uniform light distribution 

• Easy installation by mounting brackets (2x non-tiltable 

+ 2x tiltable included)

• Up to 75lm/W

• Available in approximately 300/600/900/1,200mm 

length 

• Available in 3,000K and 4,000K

• Low maintenance with 30,000 hours lifetime

• Energy class: A++, A+, A

• All EVO LED range items will be identified with the 

EVO range yellow flag

300mm

Code Description Length 
(mm)

0051000 LED PIPE 300LM 4W L300 3,000K 300

0051004 LED PIPE 300LM 4W L300 4,000K 300

L1

W

H

L2

600mm

Code Description Length 
(mm)

0051001 LED PIPE 525LM 7W L600 3,000K 600

0051005 LED PIPE 525LM 7W L600 4,000K 600

Accessory

Code Description Length 
(mm)

0051008 LED PIPE EURO SWITCH CABLE 1,500

0051009 LED PIPE UK SWITCH CABLE 1,500

0051010 3 x LED PIPE Connecting cable 750

Dimensions (mm)   
    Type  L1  L2  W H

4W  270  282  24 36

7W 570  582  24 36

10W  870  882  24 36

14W 1,170  1,182  24 36

LED PIPE 4W 3,000K LED PIPE 9W 3,000K

LED PIPE 7W 3,000K LED PIPE 14W 3,000K

Tilting Bracket

Seamless Linking

LIGHT SOURCE INCLUDED

1,200mm

Code Description Length 
(mm)

0051003 LED PIPE 1050LM 14W L1,200 3,000K 1,200

0051007 LED PIPE 1050LM 14W L1,200 4,000K 1,200

900mm

Code Description Length 
(mm)

0051002 LED PIPE 750LM 10W L900 3,000K 900

0051006 LED PIPE 750LM 10W L900 4,000K 900
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LED PIPE 1500

• 1500 Lumen Output

• LED T5 batten 1,500lm/m high lumen output ideal for 

direct lighting such as under cabinet or in kitchens 

• Available in approximately 300/600/900/1200mm 

length 

• Driver integrated, direct input 220-240V 

• Uniform light distribution 

• Seamless linking - up to 10m 

• Tiltable mounting bracket included 

• High quality robust PC extrusion tube 

• Easy installation by mounting brackets ( 2 non-tiltable 

+ 2 tiltable included) 

• Available in warm white 3,000K or neutral white 

4,000K 

• Low maintenance with 30,000 hours LED life 

expectancy 

• Energy class: A++, A+, A

• LED technology provides energy efficient solution and 

reduced maintenance costs 

L1

W

H

L2
Dimensions (mm)   
Type  L1  L2  W H

6W  270  282  24 36

11W 570  582  24 36

17W  870  882  24 36

22W 1,170  1,182  24 36

Tilting Bracket

Seamless Linking

LIGHT SOURCE INCLUDED

300mm

Code Description Length 
(mm)

 

0051015 LED PIPE 1500 520LM 6W L300 3000K 300

0051019 LED PIPE 1500 520LM 6W 4000K L300 300

600mm

Code Description Length 
(mm)

 

0051016 LED PIPE 1500 1000LM 11W L600 3000K 600

0051020 LED PIPE 1500 1000LM 11W L600 4000K 600

Accessory

Code Description Length 
(mm)

 

0051008 LED PIPE EURO SWITCH CABLE 1,500

0051009 LED PIPE UK SWITCH CABLE 1,500

0051010 3 x LED PIPE Connecting cable 750

LED PIPE 6W 3,000K

LED PIPE 11W 3,000K

LED PIPE 17W 3,000K

LED PIPE 22W 3,000K

1,200mm

Code Description Length 
(mm)

 

0051018 LED PIPE 1500 2000LM 22W L1200 3000K 1,200

0051022 LED PIPE 1500 2000LM 22W L1200 4000K 1,200

0051023 LED PIPE 1500 2000LM TOP ENTRY 22W L1200 3000K 1,200

0051024 LED PIPE 1500 2000LM TOP ENTRY 22W L1200 4000K 1,200

900mm

Code Description Length 
(mm)

 

0051017 LED PIPE 1500 1500LM 17W L900 3000K 900

0051021 LED PIPE 1500 1500LM 17W L900 4000K 900
LED PIPE 1500 includes switch

LED PIPE 1500 Cable Top Entry 
variant
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LS LED 

 

• Ultra slim cross section

• Silver housing and end-caps

• Integrated switch

• Structured diffuser for even light distribution

• 120° light beam

• Connect up to 10 luminaires in a row with direct 

connectors or flexible leads for wider spacing or corner 

connections

• Main cable with EURO-plug, direct and flexible 

connectors included

• Stainless steel mounting clips for easy installation 

included

• Available in 830 Homelight

• Mounting support for 90° tilt mounting supplied

• LED technology: energy and maintenance savings of up 

to 75%

3,000K

Code Description Length (mm)

0050990 LS LED 600 10.2W 3,000K 600

0050991 LS LED 900 15.3W 3,000K 900

0050994 LS LED 1200 20.5W 3,000K 1,200

630

915

1205

Mounting clip

Supporter

Wires Connector

Dimensions (mm)

600mm - 10.2W

900mm - 15.3W

1,200mm - 20.5W

LIGHT SOURCE INCLUDED

4,000K

Code Description Length (mm)

0050997 LS LED 600 10.2W 4,000K 600

0050998 LS LED 900 15.3W 4,000K 900

0050999 LS LED 1200 20.5W 4,000K 1,200
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LS100 / LS110 T5 Cabinet Lite 

• Shallow cross section 23mm x 70mm

• Satin silver finish

• Aluminium body with white (LS110) or satin silver finish 

(LS100)

• Ribbed diffuser for even light distribution

• Main cables and connector Included

• High frequency ballast

LS100

Code Description  Colour

0056952 LS 100 8W T5 830  Silver

0056953 LS 100 13W T5 830  Silver

0056954 LS 100 14W T5 830  Silver

0056955 LS 100 21W T5 830  Silver

0056956 LS 100 28W T5 830  Silver

0056957 LS 100 35W T5 830  Silver

LS110

Code Description  Colour

0056946 LS 110 8W T5 830  White

0056947 LS 110 13W T5 830  White

0056948 LS 110 14W T5 830  White

0056949 LS 110 21W T5 830  White

0056950 LS 110 28W T5 830  White

0056951 LS 110 35W T5 830  White

 Dimensions (mm)

 Lamp  L I H

 8W 328 31 72 

 13W 557 31 72 

 14W 589 31 72 

 21W 889 31 72 

 28W 1,189 31 72 

 35W 1,489 31 72

Luxline® Plus T5/T16 FHE
14/21/28/35W G5 
1350/2100/2900/3650lm

LIGHT SOURCE INCLUDED

LS100

Caption 1

Legend: 830 = 3,000K lamp

Accessories

Code Description  

0056984 LS100 / LS 110 / LS 200 Euro cable 1,000mm 

0056985 LS100 / LS 110 / LS 200 UK cable 1,000mm 

LS100 - 14W

LS110 - 13W
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LS200 T5 Cabinet Lite 

• Shallow cross section 23 x 43mm

• White extruded Polycarbonate housing

• Ribbed diffuser for even light distribution

• Durable Switch

• High frequency ballast

3,000K lamp

Code Description Colour

0056958 LS200 6W T5 830  White

0056959 LS200 8W T5 830  White

0056960 LS200 8W T5 830  White

0056961 LS200 21W T5 830  White

0056962 LS200 28W T5 830  White

0056963 LS200 35W T5 830  White

4,000K lamp

Code Description Colour

0056964 LS200 6W T5 840  White

0056965 LS200 8W T5 840  White

0056966 LS200 14W T5 840  White

0056967 LS200 21W T5 840  White

0056968 LS200 28W T5 840  White

0056969 LS200 35W T5 840  White

6,000K lamp

Code Description Colour

0056970 LS200 6W T5 860  White

0056971 LS200 8W T5 860  White

0056972 LS200 14W T5 860  White

0056973 LS200 21W T5 860  White

0056974 LS200 28W T5 860  White

0056975 LS200 35W T5 860  White

Luxline® Plus T5/T16 FHE
14/21/28/35W G5  
1350/2100/2900/3650lm

LIGHT SOURCE INCLUDED

 Dimensions (mm) 
 Lamp  L I H

 6W 275 23 43 

 8W 355 23 43 

 14W 595 23 43 

 21W 900 23 43 

 28W 1,215 23 43 

 35W 1,505 23 43

Legend: 830 = 3,000K lamp; 840 = 4,000K lamp; 860 = 6,000K 
lamp

21W
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LS400 T8 Super Lite 

• Shallow cross section 35 x 60mm

• White housing and end caps

• Ribbed diffuser for even light distribution

• High frequency ballast

3,000K

Code Description Colour

0050980 LS400 18W T8 830 White

0050981 LS400 30W T8 830 White

0050982 LS400 36W T8 830 White

0050983 LS400 58W T8 830 White

 Dimensions (mm)

 Lamp  L I H

 18W 650 35 60 

 30W 955 35 60 

 36W 1,040 35 60 

 58W 1,560 35 60

Luxline® Plus T8/T26
18/36/58/70W G13 
1350/3350/5200/6200lm

LIGHT SOURCE INCLUDED

Legend: 830 = 3,000K lamp

18W
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Car wash 
• High humidity 
• Cleanser 
• Wax

Technical rooms 
• Chemicals 
• High temperature 
• Vibrations 
• Chloric gases

Chemical industry 
• Acids 
• Petrol 
• Vibrations

Storage / warehouse 
• Dust  
• High & low temperatures  
• Shocks 

Indoor car parks & transit areas  
• CO² pollution  
• Humidity  
• Shocks 

Mechanical industry 
• Grease, Oil 
• Dust 
• Vibrations 
• Impact

Laundry 
• Humidity 
• Cleanser 
• High temperature 
• Disinfectant

Hospital  
• Disinfectant  
• High & low temperature

Food processing 
• Disinfectant 
• Fat  
• Humidity

Introduction

Applications:

• Underground car parks

• Warehouses

• Industrial areas

• Changing rooms

• Gateways

• Garages

• Loading bays
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Introduction

Sylproof Tubular LED 

• Diffuser: Extruded PolyCarbonate (PC) 

• IP66 

• IK10 

• LED 

• Emergency version available on request 

• Microwave sensor available 

• 304L Stainless steel end caps 

• 304L Stainless steel fixing brackets for surface 

mounting

Sylproof Tubular

• Diffuser: Extruded PolyCarbonate (PC)

• IP66

• IK10

• T5 fluorescent tubes

• Emergency version available on request

• Microwave sensor available

• 304L Stainless steel end caps

• 304L Stainless steel fixing brackets for surface 

mounting

Start Tubular

• Diffuser: Extruded PolyCarbonate (PC)

• IP66

• IK08

• T5 fluorescent tubes

• Emergency version available on request

• Microwave sensor available

Sylproof Superia LED G2

• Body: PolyCarbonate (PC)

• Diffuser: PolyCarbonate (PC)

• IP65

• IK08

• LED technology

• Emergency version available

• Stainless steel tamper proof clips

Sylproof Superia

• Body: PolyCarbonate (PC)

• Diffuser: Choice of PolyCarbonate (PC) or Acrylic

• IP65

• IK08 (Acrylic IK02)

• T8 & T5 Fluorescent lamps

• Dimmable & emergency versions available

• Rapid through wiring versions available

• Stainless steel tamper proof clips

• Microwave sensor version also available

Sylproof LED

• Body: PolyCarbonate (PC) 

• Diffuser: PolyCarbonate

• IP65 

• IK08

• LED technology  

• Dimmable & emergency versions available

Start Waterproof LED:

• Body: PolyCarbonate (PC)

• Diffuser: PolyCarbonate

• IP65

• IK08

• LED technology

Start Waterproof

• Body: PolyCarbonate (PC)

• Diffuser: Choice of PolyCarbonate (PC) or Acrylic

• IP65

• IK08 (Acrylic IK03)

• T5 & T8 Fluorescent lamps

• Rapid through wiring 

• Stainless steel clip

Hydroproof 2

• Body: Glass-reinforced polyester (SMC)

• Diffuser: High Quality PolyStyrene (HQPS) or 

PolyCarbonate (PC)

• IP67

• IK08 (HQPS IK02)

• T8 & T5 Fluorescent lamps

• Emergency version available

• Through wiring

• Stainless steel clip

Sylfog

• Body: Glass fibre-reinforced polyester body (GRP) 

Protection Tube in PC or PMMA

• IP65

• IK08 with tube TM (IK07 Tube TP, IK02 single version)

• Through wiring 

• Normal version: Temperatures -5 to 25ºC; Low (-25ºC) / 

Very Low Temp (-50ºC) / High Temp (+60ºC) available

Batten LED Link & Batten LED

• Body: PolyCarbonate (PC)

• IP65

• IK08 

• Linkable through wiring (Batten LED Link only)

• Complete with stainless steel mounting bracket
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IP and IK ratings

Ingress protection ratings (IP) 

The resistive performance of fittings to solids and liquids is indicated by the  

IP (Ingress Protection) prefix followed by two numbers.

The first number indicates the measure of protection against the ingress of solids. For instance: 

The second number indicates the measure of protection against the ingress of liquids. For instance: 

Ingress Protection (IP) Specification Guide

Protection against the ingress of solid objects IP.1X Protection against the ingress of liquids IP.X1

IP 
No.

Example Protection 
against 
contact and 
ingress of 
objects

Tests Symbol IP 
No.

Example Protection 
against 
contact and 
ingress of 
water

Tests Symbol

50
Protected 
against solid 
objects greater 
than 50mm ø 

A large surface of the 
body, such as a hand 
(but no protection 
against deliberate 
access). Solid objects 
exceeding 50 mm in 
diameter. 

Protected 
against 
dripping 
water

Dripping water (vertically falling 
drops) shall have no harmful effect

12.5

Protected 
against solid 
objects greater 
than 12mm ø

Fingers or similar 
objects not exceeding 
80 mm in length.  
Solid objects exceeding 
12mm in diameter.

15°

Protected 
against 
dripping 
water when 
tilted up to 
15°

Vertically dripping water shall 
have no harmful effect when the 
enclosure is tilted at any angle up 
to 15° from its normal position

Protected 
against solid 
objects greater 
than 2.5mm ø

Tools, wires, etc., 
of diameter or 
thickness greater than 
2.5mm. Solid objects 
exceeding 2.5mm in 
diameter.

60° Protected 
against 
spraying 
water

Water falling as a spray at an 
angle up to 60° from the vertical 
shall have no harmful effect

Protected 
against solid 
objects greater 
than 1.0mm ø

Wires or strips of 
thickness greater than 
1.0mm. Solid objects 
exceeding 1.0 mm  
in diameter.

Protected 
against 
splashing 
water

Water splashed against the 
enclosure from any direction hall 
have no harmful effect

Dust protected Ingress of dust is not 
totally prevented but 
dust does not enter 
in sufficient quantity 
to interfere with 
satisfactory operation 
of the equipment.

Ø6.3

Protected 
against 
water jets

Water projected by a nozzle 
against the enclosure from any 
direction shall have no harmful 
effect

Dust tight No ingress of dust.

Ø12.5

Protected 
against 
heavy seas

Water from heavy seas or water 
projected in powerful jets shall 
not enter the enclosure in harmful 
quantities

15cm

1m

Protected 
against the 
effects of 
immersion

Ingress of water in a harmful 
quantity shall not be possible when 
the enclosure is immersed in water 
under defined conditions of pressure 
and time

m
Protected 
against 
submersion

The equipment is suitable for 
continuous submersion in water
under conditions which shall be 
specified by the manufacturer.

NOTE Normally, this will mean that 
the equipment is hermetically sealed. 
However, with certain types of 
equipment, it can mean that water 
can enter but only in such a manner 
that it produces no harmful effects.

23

6867

23

65
44 44
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IP and IK ratings

IK ratings
Degree of Impact Protection EN62262. 

IK rating system is an International classification showing degrees of protection provided by luminaires against external 

mechanical impacts.

Number Measure of protection 
– impact energy (joules)

Test 

No protection to this standard -

0.15 0.20 kg impact

0.20 0.20 kg impact

0.35 0.20 kg impact

0.50 0.20 kg impact

0.70 0.20 kg impact

1.00 0.50 kg impact from 200mm

2.00 0.50 kg impact from 400mm

5.00 1.70 kg impact from 295mm

10.00 5.00 kg impact from 200mm

20.00 5.00 kg impact from 400mm

When higher impact energy protection is required 50 joules is recommended.

PC Diffuser  

PC = PolyCarbonate characteristics  

• Good impact resistance  

• Good resistance against ageing  

• Fair UV resistance  

• Excellent transparency  

• Halogen & Silicon free  

• Good heat resistance  

• Stainless steel diffuser clip

PMMA Diffuser  

PMMA = PolyMethylMethAcrylate characteristics  

• Excellent resistance against ageing  

• Hard, strong, scratch-resistant  

• Good UV resistance  

• Excellent transparency  

• Halogen & Silicon free  

• Fair heat resistance

Acrylic Diffuser

SAN = Styrol-Acrylnitril Characteristics

• Good chemical resistance  

• Most of the SAN material can be used for  the food industry  

• Good resistance against water, aqueous salt solutions, detergent solutions  

• Limit resistance against alcohol, oil, fat 

• Fair UV resistance  

• Good resistance against ageing  

• Stainless steel diffuser clip
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The effects of chemicals on materials

No material can withstand the effects of every chemical. The effects of chemicals 

vary widely. The accompanying tables therefore only provide a brief overview of 

frequently encountered applications and chemical effects and is provided for 

guidance only. The information given is valid under the following conditions: the 

chemical substance listed in the table is an element and not part of a chemical 

compound.

Since some of our luminaires are made of plastic materials, their resistance against 

chemical products may be limited or even nil. Consult this list before using 

aggressive detergents, disinfectants or installing the luminaire in chemical 

hazardous areas (as car washes, swimming pools, industrial kitchens, industrial 

laundries, slaughterhouses, stables, cultivation farms, etc ...) or in case of doubt, 

please contact us. For these conditions, appropriate products (like stainless steel 

clips, etc...) are available.

 PMMA PC GRP
 Soap Soap Soap
 Soda solution Ajax Soda solution  
   2-5%
 Petrol pure Dor Special GRP  
   cleaner
 Ajax Fewa  Turpentine
 Dor Plexiclear  Warm water 
 Fewa  Pril Clear alcohol 
 Plexiclear  Sidolin
 Pril  Silicon oil  
  Graffiti cleaner  
  Kerosene

Chemical Resistance Table

Chemical Chart

Caption5

  SLYPROOF TUBULAR START TUBULAR  SYLPROOF SUPERIA HYDROPROOF 2 START WATERPROOF

    BODY PC  BODY GRP BODY PC
    

l                      l                            l = Resistant = Semi-Resistant = Non-Resistant

This information should only be used as a guide. The true chemical compatibility can only be determined under the actual conditions in the final application. 
Please contact your local representative if any additional information is required.

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l l l l l l l

l l l l l l l l

l l l l l l l l

l l  l l  l l l l

l l l l l l l l

l l  l l l l l l

l l l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l  l l l l l l

l l l l l l l l

l l l l l l l l

l l  l l l l l l

l l  l l l l l l

l l l l l l l l

l l l l l l l l

l l l l l l l l

l l l l l l l l

Ammonia <25%

Acetic Acid <5%

Acetic Acid <10%

Acetic Acid <30%

Alcohol <30%

Aluminium Chloride

Aluminium Sulphate

Ammonium Nitrate

Ammonium Phosphate 10%

Boric Acid

Carbon Dioxide

Carbon Monoxide

Carbon Tetrachloride

Caustic Soda 2%

Ether

Formic Acid 10%

Gallic Acid

Glycerin

Hydrocarbon

Hydrochloric Acid 15%

Hydraulic Oil

Kerosene

Lactic acid

Linseed oil

Lubricating Oil

Mineral Spirit

Nitric Acid 10%

Hydrogen Peroxide (Perhydrol)

Petroleum

Phenol

Seawater

Sodium chloride

Sodium hydroxide 10%

Sulphuric acid 37.5% - Battery

Turpentine

Vegetable oils

Xylene

Diffuser 
PC

 

Diffuser 
PC

 

Diffuser 
Acrylic

 

Diffuser  
PC

 

Diffuser 
PC RAPID 
Versions  

Diffuser 
PMMA

 

Diffuser 
PC

 

Diffuser 
PC
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Control Gear:  Electronic

Dimmable:  DALI dimmable

Microwave sensor:  Sylvania microwave sensor

Diffuser:  Extruded Polycarbonate UV stabilised 

850º diffuser

Protection:  IP66, IK10

Sylproof Tubular LED

• Sylproof tubular LED is a range of 

weatherproof luminaires that offers IP66 

protection against moisture and dust

• Ideal solution for indoor applications such as 

car parks, transit areas, storage / warehouses 

as well as under canopy for external locations

• Impressive performance: 49W twin 4,000K 

delivers 5,821lm (luminaire lumen output), 

equating to 120lm/W (total system efficiency)

• Energy efficient electronic drivers including 

DALI dimmable and DALI dimmable with 

microwave sensor as standard to achieve 

further savings

• Comes ready to install with 304L stainless 

steel fixing brackets for ceiling mounting and 

304L Stainless steel end caps



542 Weatherproof

light distribution light distribution

49W - 4.000K 49W - 3.000K32W - 4.000K 32W - 3.000K

light distribution light distribution

Sylproof Tubular LED

• LED technology provides energy efficient solution and 

reduced maintenance costs

• LED Tubular luminaire with attractive opaque acrylic  

appearance

• RAPID versions with Wieland and connector for fast 

installation

• Impresive performance: 49W twin 4,000K delivers 

5,821lm (luminaire lumen output), equating to 

120lm/W (total system efficiency)

• Warm white (3,000K) and, neutral white (4,000K)

• Energy efficient Electronic drivers including DALI 

dimmable and DALI dimmable with microwave sensor 

versions as standard

• O ring sealing for a high protection class: IP66

• 304L Stainless steel fixing brackets for ceiling mounting

• 304L Stainless steel end caps

• 40,000 hours life at 70% of the original output L70

LIGHT SOURCE INCLUDED

Electronic

Code Description

3,000K

0047586 SYLPROOF TUBULAR LED SINGLE 600 EB WW RAP

0047587 SYLPROOF TUBULAR LED SINGLE 1,200 EB WW RAP

0047588 SYLPROOF TUBULAR LED SINGLE 1,500 EB WW RAP

0047589 SYLPROOF TUBULAR LED TWIN 600 EB WW RAP

0047590 SYLPROOF TUBULAR LED TWIN 1,200 EB WW RAP

0047591 SYLPROOF TUBULAR LED TWIN 1,500 EB WW RAP

4,000K

0047580 SYLPROOF TUBULAR LED SINGLE 600 EB NW RAP

0047581 SYLPROOF TUBULAR LED SINGLE 1,200 EB NW RAP

0047582 SYLPROOF TUBULAR LED SINGLE 1,500 EB NW RAP

0047583 SYLPROOF TUBULAR LED TWIN 600 EB NW RAP

0047584 SYLPROOF TUBULAR LED TWIN 1,200 EB NW RAP

0047585 SYLPROOF TUBULAR LED TWIN 1,500 EB NW RAP

66

DALI dimmable

Code Description

3,000K

0047604 SYLPROOF TUBULAR LED SINGLE 600 DALI WW RAP

0047605 SYLPROOF TUBULAR LED SINGLE 1,200 DALI WW RAP

0047606 SYLPROOF TUBULAR LED SINGLE 1,500 DALI WW RAP

0047607 SYLPROOF TUBULAR LED TWIN 600 DALI WW RAP

0047608 SYLPROOF TUBULAR LED TWIN 1,200 DALI WW RAP

0047609 SYLPROOF TUBULAR LED TWIN 1,500 DALI WW RAP

4,000K

0047598 SYLPROOF TUBULAR LED SINGLE 600 DALI NW RAP

0047599 SYLPROOF TUBULAR LED SINGLE 1,200 DALI NW RAP

0047600 SYLPROOF TUBULAR LED SINGLE 1,500 DALI NW RAP

0047601 SYLPROOF TUBULAR LED TWIN 600 DALI NW RAP

0047602 SYLPROOF TUBULAR LED TWIN 1,200 DALI NW RAP

0047603 SYLPROOF TUBULAR LED TWIN 1,500 DALI NW RAP

Emergency 3 hour

Code Description

0047593 SYLPROOF TUBULAR LED SINGLE 1,200 EB NW RAP E3

0047594 SYLPROOF TUBULAR LED SINGLE 1,500 EB NW RAP E3

0047596 SYLPROOF TUBULAR LED TWIN 1,200 EB NW RAP E3

0047597 SYLPROOF TUBULAR LED TWIN 1,500 EB NW RAP E3

Legend: RAP = RAPid versions; EB = Electronic Ballast; DALI = DALI 
dimmable; MW = Sylvania MicroWave sensor; NW = Neutral White 
(4,000K) lamp; WW = Warm White (3,000K) lamp

light distribution light distribution

49W - 4.000K 49W - 3.000K32W - 4.000K 32W - 3.000K

light distribution light distribution

49W - 3,000K 49W - 4,000K

32W - 3,000K 32W - 4,000K

light distribution light distribution

49W - 4.000K 49W - 3.000K32W - 4.000K 32W - 3.000K

light distribution light distribution

light distribution light distribution

49W - 4.000K 49W - 3.000K32W - 4.000K 32W - 3.000K

light distribution light distribution

F max.*

L

W

H

* Clips fit everywhere along length of fitting providing additional flexibility in its installation

Dimensions (mm)

Lamp L W H F

600  738  112  115 500

1,200 1,338 112 115 1,100

1,500 1,638 112 115 1,400

caption 5

Technical data

• For ambient temperatures -20°C to 25°C with electronic 
control gear

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Harley Davidson showroom - Spy, Belgium
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Sylproof Tubular LED

Electronic & Microwave sensor (ON/OFF)

Code Description

3,000K

0047616 SYLPROOF TUBULAR LED SINGLE 600 EB MW WW RAP

0047617 SYLPROOF TUBULAR LED SINGLE 1,200 EB MW WW RAP

0047618 SYLPROOF TUBULAR LED SINGLE 1,500 EB MW WW RAP

0047619 SYLPROOF TUBULAR LED TWIN 600 EB MW WW RAP

0047620 SYLPROOF TUBULAR LED TWIN 1,200 EB MW WW RAP

0047621 SYLPROOF TUBULAR LED TWIN 1,500 EB MW WW RAP

4,000K

0047610 SYLPROOF TUBULAR LED SINGLE 600 EB MW NW RAP

0047611 SYLPROOF TUBULAR LED SINGLE 1,200 EB MW NW RAP

0047612 SYLPROOF TUBULAR LED SINGLE 1,500 EB MW NW RAP

0047613 SYLPROOF TUBULAR LED TWIN 600 EB MW NW RAP

0047614 SYLPROOF TUBULAR LED TWIN 1,200 EB MW NW RAP

0047615 SYLPROOF TUBULAR LED TWIN 1,500 EB MW NW RAP

DALI dimmable & microwave sensor 
(100%-10%-0%)

Code Description

3,000K

0047628 SYLPROOF TUBULAR LED SINGLE 600 DALI MW WW RAP

0047629 SYLPROOF TUBULAR LED SINGLE 1,200 DALI MW WW RAP

0047630 SYLPROOF TUBULAR LED SINGLE 1,500 DALI MW WW RAP

0047631 SYLPROOF TUBULAR LED TWIN 600 DALI MW WW RAP

0047632 SYLPROOF TUBULAR LED TWIN 1,200 DALI MW WW RAP

0047633 SYLPROOF TUBULAR LED TWIN 1,500 DALI MW WW RAP

4,000K

0047622 SYLPROOF TUBULAR LED SINGLE 600 DALI MW NW RAP

0047623 SYLPROOF TUBULAR LED SINGLE 1,200 DALI MW NW RAP

0047624 SYLPROOF TUBULAR LED SINGLE 1,500 DALI MW NW RAP

0047625 SYLPROOF TUBULAR LED TWIN 600 DALI MW NW RAP

0047626 SYLPROOF TUBULAR LED TWIN 1,200 DALI MW NW RAP

0047627 SYLPROOF TUBULAR LED TWIN 1,500 DALI MW NW RAP

LIGHT SOURCE INCLUDED

66

Legend: RAP = RAPid versions; EB = Electronic Ballast; DALI = DALI 
dimmable; MW = Sylvania MicroWave sensor; NW = Neutral White 
(4,000K) lamp; WW = Warm White (3,000K) lamp

Bracket

End cap - Exploded view

Accessories

Code Description

0042490 Tubular antivandal kit

0042491 Tubular 3P splitter connector

0042492 Tubular 5P splitter connector

Features

• Dual adjustable sensitivities (on 

and off)

• Wide detection area (see 

diagram below)

• Uses microwave technology for 

better detection

• IR handset for override-on/off, 

and sensitivity adjustment.

• Should not be used if mounted 

on suspension cables or 

areas sensitive to vibration / 

movement

Sylvania Microwave Sensor

Code Description

0041562 Programming handset for lux level sensing and 

dimming detectors

0041546 Handheld programming device

A
cce

sso
rie

s
Antivandal kit Anti-vandal kit fi tted on 

connector
3P or 5P splitter connector

Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

7m

Detection Pattern

Handheld programming deviceProgramming handset

Have you considered the use of a lighting control 

solution? For more information on how you could 

achieve up to 65% energy savings, see Lighting 

controls section
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Control Gear:  Electronic

Dimmable:  DALI dimmable

Microwave sensor:  Sylvania microwave sensor

Diffuser:  Extruded Polycarbonate UV stabilised 

850º diffuser IK06

Sylproof Tubular

• Sylproof tubular range of T5 weatherproof 

luminaires offers IP66 protection against 

moisture and dust. The range provides an 

ideal solution for indoor applications such as 

car parks, transit areas, storage / warehouses 

as well as under canopy for external locations

• The range is not only stylish but delivers high 

performance: up to 89lm/W 1 x 35W lamp 

package)

• It also offers a wide variety of energy effi cient 

electronic gear trays including DALI dimmable. 

• All versions are available with Sylvania 

microwave sensor to achieve further savings

• The range comes ready to install with 304L 

stainless steel fi xing brackets for ceiling 

mounting and 304L Stainless steel end caps
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Sylproof Tubular

Electronic

Code Description 

4,000K Lamp

0042450 SYLPROOF TUBULAR IP66 114 EB 840 RAP

0042400 SYLPROOF TUBULAR IP66 128 EB 840 RAP

0042401 SYLPROOF TUBULAR IP66 135 EB 840 RAP

0042402 SYLPROOF TUBULAR IP66 149 EB 840 RAP

0042403 SYLPROOF TUBULAR IP66 154 EB 840 RAP

0042451 SYLPROOF TUBULAR IP66 180 EB 840 RAP

0042452 SYLPROOF TUBULAR IP66 214 EB 840 RAP

0042404 SYLPROOF TUBULAR IP66 228 EB 840 RAP

0042405 SYLPROOF TUBULAR IP66 235 EB 840 RAP

0042406 SYLPROOF TUBULAR IP66 249 EB 840 RAP

3,000K Lamp

0042470 SYLPROOF TUBULAR IP66 114 EB 830 RAP

0042424 SYLPROOF TUBULAR IP66 128 EB 830 RAP

0042425 SYLPROOF TUBULAR IP66 135 EB 830 RAP

0042426 SYLPROOF TUBULAR IP66 149 EB 830 RAP

0042427 SYLPROOF TUBULAR IP66 154 EB 830 RAP

0042471 SYLPROOF TUBULAR IP66 180 EB 830 RAP

0042472 SYLPROOF TUBULAR IP66 214 EB 830 RAP

0042428 SYLPROOF TUBULAR IP66 228 EB 830 RAP

0042429 SYLPROOF TUBULAR IP66 235 EB 830 RAP

0042430 SYLPROOF TUBULAR IP66 249 EB 830 RAP

1066

Features

• 14W, 28W, 35W, 49W, 54W and 80W weatherproof 

luminaires

• Available in single and twin versions (supplied with 

Sylvania lamps)

• Rapid Wieland connectors supplied as standard 

allowing for quick and easy installation

• High output luminaire with up to 89lm/W (1 x 35W 

lamp package)

• Warm white (3,000K) and neutral white (4,000K) 

versions as standard

• Energy efficient electronic and DALI dimmable gear tray 

options - Emergency versions available on request

• All versions available with Sylvania microwave sensor 

as standard - please order separate Handset control to 

modify sensor factory settings

• Vandal and heat resistant robust polycarbonate 

extrusion

• 304L Stainless steel end caps with a high protection 

class: IP66

• 304L Stainless steel fixing brackets for surface 

mounting (anti-vandal kit available)

• Anti-rotation tab prevents gear tray movements

• Extruded polycarbonate UV stabilised 850° diffuser 

IK10

For chemical chart, please see the Chemical chart page in 

the introduction part of the Weatherproof chapter

1-Lamp exploded version

2-Lamp exploded version

LIGHT SOURCE INCLUDED

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

200

300

400

600

00

Tubular 1 x 49W Narrow re�ector

light distribution light distribution

80

Tubular 2 x 35W

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

00

100
150
200
250

Asymmetric re�ector

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

160

320

00

Wide re�ector

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

00

160

320

COSS optic

light distribution

1 x 49W

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
49/54/80W G5 4900/5000/7000lm

Technical data

• For ambient temperatures  0ºC to 25ºC with electronic control 
gear

• T5 lamps under 10°C may have difficulties to start

S.V. Zulte Wagerem stadium - Wagerem, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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DALI Dimmable

Code Description

4,000K Lamp

0042453 SYLPROOF TUBULAR IP66 114 DBDA 840 RAP

0042408 SYLPROOF TUBULAR IP66 128 DBDA 840 RAP

0042409 SYLPROOF TUBULAR IP66 135 DBDA 840 RAP

0042410 SYLPROOF TUBULAR IP66 149 DBDA 840 RAP

0042411 SYLPROOF TUBULAR IP66 154 DBDA 840 RAP

0042454 SYLPROOF TUBULAR IP66 180 DBDA 840 RAP

0042455 SYLPROOF TUBULAR IP66 214 DBDA 840 RAP

0042412 SYLPROOF TUBULAR IP66 228 DBDA 840 RAP

0042413 SYLPROOF TUBULAR IP66 235 DBDA 840 RAP

0042414 SYLPROOF TUBULAR IP66 249 DBDA 840 RAP

3,000K Lamp

0042473 SYLPROOF TUBULAR IP66 114 DBDA 830 RAP

0042432 SYLPROOF TUBULAR IP66 128 DBDA 830 RAP

0042433 SYLPROOF TUBULAR IP66 135 DBDA 830 RAP

0042434 SYLPROOF TUBULAR IP66 149 DBDA 830 RAP

0042435 SYLPROOF TUBULAR IP66 154 DBDA 830 RAP

0042474 SYLPROOF TUBULAR IP66 180 DBDA 830 RAP

0042475 SYLPROOF TUBULAR IP66 214 DBDA 830 RAP

0042436 SYLPROOF TUBULAR IP66 228 DBDA 830 RAP

0042437 SYLPROOF TUBULAR IP66 235 DBDA 830 RAP

0042438 SYLPROOF TUBULAR IP66 249 DBDA 830 RAP

       Dimensions (mm)
L       W       H          F

14W                       738     112     115      500
28/54W                1338     112     115    1100
35/49W                1618     112     115    1400

L
W

H

F max.

Legend: RAP = RAPid versions; EB = Electronic Ballast;  
DBDA = DALI dimmable; MW = Sylvania MicroWave sensor;  
840 = 4,000K lamp; 830 = 3,000K lamp

Dimensions (mm)
  
Lamp L W H F

14W  738 112 115 500

28/54W 1,338 112 115 1,100

35/49/80W 1,618 112 115 1,400

1066

LIGHT SOURCE INCLUDED

Anti Vandal Screws (accessory)

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

200

300

400

600

00

Tubular 1 x 49W Narrow re�ector

light distribution light distribution

80

Tubular 2 x 35W

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

00

100
150
200
250

Asymmetric re�ector

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

160

320

00

Wide re�ector

light distribution

105°105°

90°90°

75°75°

60°60°

45°45°

30°30°
15° 15°0°

00

160

320

COSS optic

light distribution

2 x 35W

Anti-rotation tab

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
49/54/80W G5 4900/5000/7000lm

S.V. Zulte Wagerem stadium - Wagerem, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Sylproof Tubular
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Electronic Microwave Sensor Ballast (On/Off) 

Code Description

4,000K Lamp

0042459 SYLPROOF TUBULAR IP66 114 EB MW840 RAP

0042460 SYLPROOF TUBULAR IP66 128 EB MW 840 RAP

0042461 SYLPROOF TUBULAR IP66 135 EB MW 840 RAP

0042462 SYLPROOF TUBULAR IP66 149 EB MW 840 RAP

0042463 SYLPROOF TUBULAR IP66 154 EB MW 840 RAP

0042464 SYLPROOF TUBULAR IP66 180 EB MW 840 RAP

0042465 SYLPROOF TUBULAR IP66 214 EB MW 840 RAP

0042466 SYLPROOF TUBULAR IP66 228 EB MW 840 RAP

0042467 SYLPROOF TUBULAR IP66 235 EB MW 840 RAP

0042468 SYLPROOF TUBULAR IP66 249 EB MW 840 RAP

3,000K Lamp

0042479 SYLPROOF TUBULAR IP66 114 EB MW 830 RAP

0042480 SYLPROOF TUBULAR IP66 128 EB MW 830 RAP

0042481 SYLPROOF TUBULAR IP66 135 EB MW 830 RAP

0042482 SYLPROOF TUBULAR IP66 149 EB MW 830 RAP

0042483 SYLPROOF TUBULAR IP66 154 EB MW 830 RAP

0042484 SYLPROOF TUBULAR IP66 180 EB MW 830 RAP

0042485 SYLPROOF TUBULAR IP66 214 EB MW 830 RAP

0042486 SYLPROOF TUBULAR IP66 228 EB MW 830 RAP

0042487 SYLPROOF TUBULAR IP66 235 EB MW 830 RAP

0042488 SYLPROOF TUBULAR IP66 249 EB MW 830 RAP

Sylproof Tubular

1066

Sylvania Microwave Sensor

Legend: RAP = RAPid versions; EB = Electronic Ballast;  
DBDA = DALI dimmable; MW = Sylvania MicroWave sensor;  
840 = 4,000K lamp; 830 = 3,000K lamp

DALI dimmable & microwave sensor (10% / 
100% pre programmed)

Code Description

4,000K Lamp

0042456 SYLPROOF TUBULAR IP66 114 DBDA MW 840 RAP

0042416 SYLPROOF TUBULAR IP66 128 DBDA MW 840 RAP

0042417 SYLPROOF TUBULAR IP66 135 DBDA MW 840 RAP

0042418 SYLPROOF TUBULAR IP66 149 DBDA MW 840 RAP

0042419 SYLPROOF TUBULAR IP66 154 DBDA MW 840 RAP

0042457 SYLPROOF TUBULAR IP66 180 DBDA MW 840 RAP

0042458 SYLPROOF TUBULAR IP66 214 DBDA MW 840 RAP

0042420 SYLPROOF TUBULAR IP66 228 DBDA MW 840 RAP

0042421 SYLPROOF TUBULAR IP66 235 DBDA MW 840 RAP

0042422 SYLPROOF TUBULAR IP66 249 DBDA MW 840 RAP

3,000K Lamp

0042476 SYLPROOF TUBULAR IP66 114 DBDA MW 830 RAP

0042440 SYLPROOF TUBULAR IP66 128 DBDA MW 830 RAP

0042441 SYLPROOF TUBULAR IP66 135 DBDA MW 830 RAP

0042442 SYLPROOF TUBULAR IP66 149 DBDA MW 830 RAP

0042443 SYLPROOF TUBULAR IP66 154 DBDA MW 830 RAP

0042477 SYLPROOF TUBULAR IP66 180 DBDA MW 830 RAP

0042478 SYLPROOF TUBULAR IP66 214 DBDA MW 830 RAP

0042444 SYLPROOF TUBULAR IP66 228 DBDA MW 830 RAP

0042445 SYLPROOF TUBULAR IP66 235 DBDA MW 830 RAP

0042446 SYLPROOF TUBULAR IP66 249 DBDA MW 830 RAP

LIGHT SOURCE INCLUDED

Luxline® Plus T5/T16 FHE  
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
49/54/80W G5 4900/5000/7000lm

BMW Sneyers - Herentals, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Sylproof Tubular - Accessories 

Accessories

Code Description

0042490 Tubular antivandal kit

0042491 Tubular 3P splitter connector

0042492 Tubular 5P splitter connector

Features

• Dual adjustable sensitivities (on 

and off)

• Wide detection area (see 

diagram below)

• Uses microwave technology for 

better detection

• IR handset for override-on/off, 

and sensitivity adjustment.

• Multi-fixture grouped control 

options available on request

• Should not be used on 

suspension cables or areas 

sensitive to vibration / 

movement

Sylvania Microwave Sensor

Code Description

0041562 Programming handset for lux level sensing and 

dimming detectors

0041546 Handheld programming device

A
cce

sso
rie

s

Antivandal kit Anti-vandal kit fi tted on 
connector

3P or 5P splitter connector

Gelatin filter Opal diffuser Wide reflector Narrow reflector Asymmetric reflector COSS optic

Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

7m

Detection Pattern

Items on request - please consult your local salesforce
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 551 WEATHERPROOF

Control Gear:  Electronic

Dimmable:  DALI dimmable

Microwave sensor:  Sylvania microwave sensor

Diffuser:  Extruded Polycarbonate UV stabilised 

850º diffuser IK08

Start Tubular

• The new Start Tubular range of T5 

weatherproof luminaires offer IP66 protection 

against dust and moist environments, making 

it an ideal solution for industrial installations 

such as: railway environments or storage 

facilities or even underground / subways 

locations

• Start Tubular is available in single and twin 

versions and comes fitted with Sylvania T5 

fluorescent tubes. The range delivers high 

performance with up to 6,245lm and 95lm/W 

(1 x 35W lamp package)

• Additionally, with its transparent 

Polycarbonate fixing brackets for ceiling 

mounting and anti-rotation tab, Start Tubular 

is easy to maintain and install
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Start Tubular

Electronic Ballast

Code Description

4,000K Lamp

0042300 START TUBULAR IP66 114 EB 840

0042340 START TUBULAR IP66 128 EB 840

0042341 START TUBULAR IP66 135 EB 840

0042342 START TUBULAR IP66 149 EB 840

0042343 START TUBULAR IP66 154 EB 840

0042301 START TUBULAR IP66 180 EB 840

0042302 START TUBULAR IP66 214 EB 840

0042344 START TUBULAR IP66 228 EB 840

0042345 START TUBULAR IP66 235 EB 840

0042346 START TUBULAR IP66 249 EB 840

3,000K Lamp

0042320 START TUBULAR IP66 114 EB 830

0042364 START TUBULAR IP66 128 EB 830

0042365 START TUBULAR IP66 135 EB 830

0042366 START TUBULAR IP66 149 EB 830

0042367 START TUBULAR IP66 154 EB 830

0042321 START TUBULAR IP66 180 EB 830

0042322 START TUBULAR IP66 214 EB 830

0042368 START TUBULAR IP66 228 EB 830

0042369 START TUBULAR IP66 235 EB 830

0042370 START TUBULAR IP66 249 EB 830

DALI Dimmable

Code Description

4,000K Lamp

0042303 START TUBULAR IP66 114 DBDA 840

0042348 START TUBULAR IP66 128 DBDA 840

0042349 START TUBULAR IP66 135 DBDA 840

0042350 START TUBULAR IP66 149 DBDA 840

0042351 START TUBULAR IP66 154 DBDA 840

0042304 START TUBULAR IP66 180 DBDA 840

0042305 START TUBULAR IP66 214 DBDA 840

0042352 START TUBULAR IP66 228 DBDA 840

0042353 START TUBULAR IP66 235 DBDA 840

0042354 START TUBULAR IP66 249 DBDA 840

3,000K Lamp

0042323 START TUBULAR IP66 114 DBDA 830

0042372 START TUBULAR IP66 128 DBDA 830

0042373 START TUBULAR IP66 135 DBDA 830

0042374 START TUBULAR IP66 149 DBDA 830

0042375 START TUBULAR IP66 154 DBDA 830

0042324 START TUBULAR IP66 180 DBDA 830

0042325 START TUBULAR IP66 214 DBDA 830

0042376 START TUBULAR IP66 228 DBDA 830

0042377 START TUBULAR IP66 235 DBDA 830

0042378 START TUBULAR IP66 249 DBDA 830

• 14W, 28W, 35W, 49W, 54W & 80W weatherproof 
luminaires

• Available in single and twin versions (supplied with 
Sylvania lamps)

• High gloss RAL 9016 painted gear tray providing up to 
81% LOR

• Warm white (3,000K) and neutral white (4,000K)

• Energy efficient electronic and DALI dimmable gear tray 
options - Emergency versions available on request

• All versions available with Sylvania microwave sensor as 
standard

• Vandal and heat resistant robust polycarbonate 
extrusion

• White polycarbonate end caps for a high protection 
class: IP66

• Extruded polycarbonate UV stabilised 850° diffuser IK08

• Transparent polycarbonate fixing brackets for ceiling 
mounting

For chemical chart, please see the Chemical chart page  
in the introduction part of the Weatherproof chapter

LIGHT SOURCE INCLUDED

66

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
49/54/80W G5 
4900/5000/7000lm

Legend: EB = Electronic Ballast; DBDA = DALI dimmable; MW 
= Sylvania MicroWave sensor; 840 = 4,000K lamp; 830 = 
3,000K lamp

1-Lamp exploded version

2-Lamp exploded version
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Technical data
• For ambient temperatures  0ºC to 25ºC 

with electronic control gear

• T5 lamps under 10°C may have difficulties 
to start

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Electronic & Microwave Sensor Ballast

Code Description

4,000K Lamp

0042309 START TUBULAR IP66 114 EB MW 840

0042310 START TUBULAR IP66 128 EB MW 840

0042311 START TUBULAR IP66 135 EB MW 840

0042312 START TUBULAR IP66 149 EB MW 840

0042313 START TUBULAR IP66 154 EB MW 840

0042314 START TUBULAR IP66 180 EB MW 840

0042315 START TUBULAR IP66 214 EB MW 840

0042316 START TUBULAR IP66 228 EB MW 840

0042317 START TUBULAR IP66 235 EB MW 840

0042318 START TUBULAR IP66 249 EB MW 840

3,000K Lamp

0042329 START TUBULAR IP66 114 EB MW 830

0042330 START TUBULAR IP66 128 EB MW 830

0042331 START TUBULAR IP66 135 EB MW 830

0042332 START TUBULAR IP66 149 EB MW 830

0042333 START TUBULAR IP66 154 EB MW 830

0042334 START TUBULAR IP66 180 EB MW 830

0042335 START TUBULAR IP66 214 EB MW 830

0042336 START TUBULAR IP66 228 EB MW 830

0042337 START TUBULAR IP66 235 EB MW 830

0042338 START TUBULAR IP66 249 EB MW 830

DALI Dimmable & Microwave Sensor

Code Description

4,000K Lamp

0042306 START TUBULAR IP66 114 DBDA MW 840

0042356 START TUBULAR IP66 128 DBDA MW 840

0042357 START TUBULAR IP66 135 DBDA MW 840

0042358 START TUBULAR IP66 149 DBDA MW 840

0042359 START TUBULAR IP66 154 DBDA MW 840

0042307 START TUBULAR IP66 180 DBDA MW 840

0042308 START TUBULAR IP66 214 DBDA MW 840

0042360 START TUBULAR IP66 228 DBDA MW 840

0042361 START TUBULAR IP66 235 DBDA MW 840

0042362 START TUBULAR IP66 249 DBDA MW 840

3,000K Lamp

0042326 START TUBULAR IP66 114 DBDA MW 830

0042380 START TUBULAR IP66 128 DBDA MW 830

0042381 START TUBULAR IP66 135 DBDA MW 830

0042382 START TUBULAR IP66 149 DBDA MW 830

0042383 START TUBULAR IP66 154 DBDA MW 830

0042327 START TUBULAR IP66 180 DBDA MW 830

0042328 START TUBULAR IP66 214 DBDA MW 830

0042384 START TUBULAR IP66 228 DBDA MW 830

0042385 START TUBULAR IP66 235 DBDA MW 830

0042386 START TUBULAR IP66 249 DBDA MW 830

Start Tubular

Anti-rotation tabs

Bracket

End cap

Cable Gland

W

L

F max.

H

Dimensions (mm)
  
Lamp L W H F

14W  678 118 119 500

21/39W 978 118 119 800

28/54W 1,278 118 119 1100

35/49W 1,578 118 119 1,400

Legend: EB = Electronic Ballast; DBDA = DALI dimmable;  
MW = Sylvania MicroWave sensor; 840 = 4,000K lamp;  
830 = 3,000K lamp
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LIGHT SOURCE INCLUDED

66

Luxline® Plus T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

Luxline® Plus T5/T16 FHO
49/54/80W G5 
4900/5000/7000lm

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Start Tubular - Accessories 

Sylvania microwave sensor

Code Description

0041562 Programming handset for lux level sensing and 

dimming detectors

0041546 Handheld programming device

Features

• Dual adjustable sensitivities (on 

and off)

• Wide detection area (see 

diagram below)

• Uses microwave technology for 

better detection

• IR handset for override-on/off 

and sensitivity adjustment

• Multi-fixture grouped control 

options available on request

• Should not be used on 

suspension cables or areas 

sensitive to vibration / 

movement

Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

7m

Detection Pattern

Handheld programming deviceProgramming handset

Gelatin filter Opal diffuser Wide reflector Narrow reflector Asymmetric reflector COSS optic
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Tubular 1 x 49W Tubular 2 x 35W Wide reflector Narrow reflector Asymmetric reflector COSS optic
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Blackpool Hospital - Blackpool, England



 557 WEATHERPROOF

Control Gear:  Electronic

Dimmable:  Analogue 1-10V and DALI dimmable

Emergency:  Emergency 3 hour

Diffuser:  Vandal and heat UV stabilised 

Polycarbonate body and diffuser IK08

Sylproof Superia LED G2

• The range is the perfect solution for 

applications such as covered car parks, 

storage areas, industrial environments and 

under canopy applications

• The range benefits from a Polycarbonate 

diffuser and body offering IP65 protection 

against moist and dust, and an impact rating 

of IK08

• Sylproof Superia LED comes complete with 

stainless steel tamper proof clips as standard 

and the diffuser is retained for easy 

maintenance
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Sylproof Superia LED G2

LIGHT SOURCE INCLUDED

1-Lamp version

6,500K - 79W

light distribution

Dimensions Single 
tube (mm) 

X Y

665 390
1,265 800
1,565 940

6,500K - 79W

2-Lamp version

• 665mm, 1265mm, 1565mm single and twin 

weatherproof LED luminaires

• Impresive performance, up to 7,544lm (luminaire 

lument output on 79W twin / double version)

• High efficiency, will help you comply with Building 

regulations up to 101lm/W (on 40W single version)

• Available in neutral cool white (6,500K)

• 3 hour emergency versions available as standard

• UV stabilised polycarbonate body and diffuser

• Linear prisms designed to optimise light output and to 

reduce glare

• Stainless steel fixing brackets for ceiling mounting

• Extra long life with 50,000hours

For chemical chart, please see the Chemical chart page
in the introduction part of the Weatherproof chapter

Electronic

Code Description 

Single Lamp

0047850 SYLPROOF SUPERIA LED G2 665MM SINGLE CW

0047852 SYLPROOF SUPERIA LED G2 1265MM SINGLE CW

0047854 SYLPROOF SUPERIA LED G2 1565MM SINGLE CW

Twin/Double Lamp

0047851 SYLPROOF SUPERIA LED G2 665MM TWIN CW

0047853 SYLPROOF SUPERIA LED G2 1265MM TWIN CW

0047855 SYLPROOF SUPERIA LED G2 1565MM TWIN CW

Y

98

94

94

X

Y

Legend: CW = Cool White,  E3 = Emergency 3 hours

2-Lamp exploded view

6,500K - 40W

light distribution

Slyproof Superia LED single Slyproof Superia LED twin / double

6,500K - 40W

Technical data 
• For ambient temperatures -20°C to 25°C 

with electronic control gear
caption 3

Emergency 3 hour

Code Description 

Single Lamp

0047856 SYLPROOF SUPERIA LED G2 1265MM SINGLE CW E3

0047858 SYLPROOF SUPERIA LED G2 1565MM SINGLE CW E3

Twin/Double Lamp

0047857 SYLPROOF SUPERIA LED G2 1265MM TWIN CW E3

0047659 SYLPROOF SUPERIA LED G2 1565MM TWIN CW E3

Dimensions Twin/
Double tube (mm) 

X Y

665 390
1,265 800
1,565 940

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Autographe SA garage - Brabant Wallon



Alfonso Martin Car Park - Madrid, Spain



 561 WEATHERPROOF

Control Gear:  Electronic and magnetic

Dimmable:  Analogue 1-10V and DALI dimmable

Emergency:  Emergency 1 hour and Emergency 3 hour

Diffuser:  Vandal and heat resistant body made of 

Polycarbonate

Sylproof Superia

• Sylproof Superia is deal for use in industrial 

applications, warehouses, storage areas, 

workfloors car parks

• The range benefits from Polycarbonate (IK07) 

or acrylic (IK02) diffuser and IP65 rating

• Various wattages in T5, T8 FHE and FHO 

single and twin lamps

• Comes complete with stainless steel clips as 

standard, the diffuser is retained for easy 

maintenance
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Sylproof Superia Polycarbonate - T8

2,0 Joule

0.5kg

40cm

Luxline Plus® T8/T26
18/36/58/70W G13 
1350/3350/5200/6200lm

1 x 58W

2 x 58W

LIGHT SOURCE NOT INCLUDED

Magnetic Parallel Compensated
Code Description

0056134 Sylproof Superia PC 1 x 18 LLB

0056135 Sylproof Superia PC 1 x 36 LLB

0056136 Sylproof Superia PC 1 x 58 LLB

0056137 Sylproof Superia PC 1 x 70 LLB

0056138 Sylproof Superia PC 2 x 18 LLB

0056139 Sylproof Superia PC 2 x 36 LLB

0056140 Sylproof Superia PC 2 x 58 LLB

Electronic
Code Description

0056145 Sylproof Superia PC 1 x 18 EB

0056146 Sylproof Superia PC 1 x 36 EB

0056147 Sylproof Superia PC 1 x 58 EB

0056148 Sylproof Superia PC 1 x 70 EB

0056149 Sylproof Superia PC 2 x 18 EB

0056150 Sylproof Superia PC 2 x 36 EB

0056151 Sylproof Superia PC 2 x 58 EB

0056152 Sylproof Superia PC 2 x 70 EB

Emergency 3 hour
Code Description

0056172 Sylproof Superia PC 1 x 36 E3

0056173 Sylproof Superia PC 1 x 58 E3

0056174 Sylproof Superia PC 1 x 70 E3

0056176 Sylproof Superia PC 2 x 36 E3

0056177 Sylproof Superia PC 2 x 58 E3

0056178 Sylproof Superia PC 2 x 70 E3

Analogue 1-10V Dimmable
Code Description

0056183 Sylproof Superia PC 1 x 18 DB10

0056184 Sylproof Superia PC 1 x 36 DB10

0056185 Sylproof Superia PC 1 x 58 DB10

0056186 Sylproof Superia PC 1 x 70 DB10

0056188 Sylproof Superia PC 2 x 36 DB10

0056189 Sylproof Superia PC 2 x 58 DB10

0056190 Sylproof Superia PC 2 x 70 DB10

• Vandal and heat resistant robust PolyCarbonate body

• UV stabilised PolyCarbonate (IK07)

• Linear prisms designed to optimise light output and 

reduce glare

• T8 and T5 versions

• Stainless steel clips with optional anti vandal screws, 

polyurethane sealing gasket

• Stainless steel fixing brackets for ceiling mounting

• Retained diffuser for easy maintenance

• Aluminium reflector (optional)

• 1 hour and 3hour emergency versions available

• 3-way automatic terminal block (for cross-sections up 

to 2.5mm

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Dimensions (mm)    
Lamp  L l H F

1x18/14/24 – 2x14/24W  662  92  99  400

1x36/28/54 – 2x28W  1,265  92  99  900

1x58/35/49/80 – 2x35/49W  1,565  92  99  930

1x70W   1,865  92  99  1,026

2x18W   662 137  99  400

2x36/54W   1,265  137  99 900

2x58W   1,565  137  99  930

2x70W   1,865  137  99  1,026

DALI Dimmable

Code Description 

0056073 Sylproof Superia PC 1 x 36 DALI Wired 

0056072 Sylproof Superia PC 2 x 18 DALI Wired

0056075 Sylproof Superia PC 2 x 36 DALI Wired 

DALI Dimmable & Emergency 3 hour
Code Description 

0056074 SYLPROOF SUPERIA PC 1 x 36 E3 DALI WIRED 

0056076 SYLPROOF SUPERIA PC 2 x 36 E3 DALI WIRED 

Magnetic Non Compensated
Code Description 

0056122 SYLPROOF SUPERIA PC 1 x 18 LLB NC 

0056123 SYLPROOF SUPERIA PC 1 x 36 LLB NC 

0056124 SYLPROOF SUPERIA PC 1 x 58 LLB NC

0056127 SYLPROOF SUPERIA PC 2 x 36 LLB NC 

0056128 SYLPROOF SUPERIA PC 2 x 58 LLB NC 

Emergency 1 hour
Code Description 

0056166 SYLPROOF SUPERIA PC 1 x 36 EB E1 

0056167 SYLPROOF SUPERIA PC 1 x 58 EB E1 

0056169 SYLPROOF SUPERIA PC 2 x 36 EB E1 

0056170 SYLPROOF SUPERIA PC 2 x 58 EB E1 

Technical data
• For ambient temperatures 0ºC to 25ºC with electronic control 

gear

• T8 lamps used under 0°C and T5 lamps under 10°C may have 
difficulties to start

1-Lamp version

Legend: LLB = Low Loss Ballast = Magnetic ballast;  EB = Electronic ballast; DB10 = Analogue 1-10V dimmable; E1 = Emergency 1 hour;  

E3 = Emergency 3 hours; MW = Microwave sensor; MWDBC = MicroWave DimmaBle 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section



Weatherproof 563

Legend: EB = Electronic ballast; PC = PolyCarbonate; E1 = 
Emergency 1 hour; E3 = Emergency 3 hour; DB10 = Analogue 
1-10V dimmable; DBDA = DALI dimmable; MW = MicroWave 
sensor

Electronic

Code Description 

0056195 Sylproof Superia PC 1 x 14 EB 

0056230 Sylproof Superia PC 1 x 24 EB 

0056196 Sylproof Superia PC 1 x 28 EB 

0056197 Sylproof Superia PC 1 x 35 EB 

0056231 Sylproof Superia PC 1 x 49 EB 

0056232 Sylproof Superia PC 1 x 54 EB 

0056233 Sylproof Superia PC 1 x 80 EB 

0056198 Sylproof Superia PC 2 x 14 EB 

0056234 Sylproof Superia PC 2 x 24 EB 

0056199 Sylproof Superia PC 2 x 28 EB

0056200 Sylproof Superia PC 2 x 35 EB 

0056235 Sylproof Superia PC 2 x 49 EB 

0056236 Sylproof Superia PC 2 x 54 EB 

Emergency 3 hour

Code Description 

0056212 Sylproof Superia PC 1 x 28 E3 

0056213 Sylproof Superia PC 1 x 35 E3 

0056215 Sylproof Superia PC 2 x 28 E3 

0056216 Sylproof Superia PC 2 x 35 E3 

0056248 Sylproof Superia PC 1 x 49 E3 

0056249 Sylproof Superia PC 1 x 54 E3 

0056250 Sylproof Superia PC 1 x 80 E3 

0056252 Sylproof Superia PC 2 x 49 E3 

0056253 Sylproof Superia PC 2 x 54 E3 

DALI Dimmable

Code Description 

0056397 Sylproof Superia PC 1 x 14 DBDA 

0056398 Sylproof Superia PC 1 x 24 DBDA 

0056399 Sylproof Superia PC 1 x 28 DBDA 

0056400 Sylproof Superia PC 1 x 35 DBDA 

0056401 Sylproof Superia PC 1 x 49 DBDA 

0056402 Sylproof Superia PC 1 x 54 DBDA 

0056403 Sylproof Superia PC 1 x 80 DBDA 

0056404 Sylproof Superia PC 2 x 28 DBDA 

0056405 Sylproof Superia PC 2 x 35 DBDA 

0056406 Sylproof Superia PC 2 x 49 DBDA 

0056407 Sylproof Superia PC 2 x 54 DBDA 

DALI Dimmable & Emergency 3 hour

Code Description 

0056408 Sylproof Superia PC 1 x 28 DBDA E3 

0056409 Sylproof Superia PC 1 x 35 DBDA E3 

0056410 Sylproof Superia PC 1 x 49 DBDA E3 

0056411 Sylproof Superia PC 1 x 54 DBDA E3 

0056412 Sylproof Superia PC 1 x 80 DBDA E3 

0056413 Sylproof Superia PC 2 x 28 DBDA E3 

0056414 Sylproof Superia PC 2 x 35 DBDA E3 

0056415 Sylproof Superia PC 2 x 49 DBDA E3 

0056416 Sylproof Superia PC 2 x 54 DBDA E3 

Microwave & Microwave dimmable 
To be used with controller - 0041546. Please consult 

Lighting Controls chapter

Code Description 

Microwave

0056419 Sylproof Superia PC 1 x 35 MW 

0056420 Sylproof Superia PC 1 x 49 MW 

0056421 Sylproof Superia PC 2 x 35 MW 

0056422 Sylproof Superia PC 2 x 49 MW 

Microwave & DALI dimmable

0056423 Sylproof Superia PC 1 x 35 MW DBDA 

0056424 Sylproof Superia PC 1 x 49 MW DBDA 

0056425 Sylproof Superia PC 2 x 35 MW DBDA

0056426 Sylproof Superia PC 2 x 49 MW DBDA 

Analogue 1-10V Dimmable

Code Description 

0056276 Sylproof Superia PC 1 x 24 DB10 

0056221 Sylproof Superia PC 1 x 28 DB10 

0056222 Sylproof Superia PC 1 x 35 DB10 

0056277 Sylproof Superia PC 1 x 49 DB10 

0056279 Sylproof Superia PC 1 x 80 DB10 

0056224 Sylproof Superia PC 2 x 28 DB10 

0056225 Sylproof Superia PC 2 x 35 DB10 

0056281 Sylproof Superia PC 2 x 49 DB10 

Sylproof Superia Polycarbonate - T5

caption 2

LIGHT SOURCE NOT INCLUDED

Luxline Plus T5/T16 FHE
14/28/35W G5 
1350/2900/3650lm 

2,0 Joule

0.5kg

40cm

Emergency 1 Hour

Code Description 

0056206 Sylproof Superia PC 1 x 28 EB E1 

0056241 Sylproof Superia PC 1 x 49 EB E1 

0056209 Sylproof Superia PC 2 x 28 EB E1 

0056210 Sylproof Superia PC 2 x 35 EB E1 

0056245 Sylproof Superia PC 2 x 49 EB E1 

0056246 Sylproof Superia PC 2 x 54 EB E1 

2-Lamp version

Technical data

• For ambient temperatures  0ºC to 25ºC with electronic control 

gear

• T5 lamps under 10°C may have difficulties to start

1 x 49W

2 x 35W

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Sylproof Superia - Acrylic

1-Lamp version

• Vandal and heat resistant robust Acrylic body

• UV stabilised Acrylic (IK02) diffuser

• Linear prisms designed to optimise light output and 

reduce glare

• T8 and T5 versions

• Stainless steel clips with optional anti vandal screws, 

polyurethane sealing gasket

• Stainless steel fixing brackets for ceiling mounting

• Retained diffuser for easy maintenance

• Aluminium reflector (optional)

• 1 hour and 3 hour emergency versions available

• 3-way automatic terminal block (for cross-sections up 

to 2.5mm²)

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Luxline Plus® T5/T16 FHE
28/35W G5 2900/3650lm 

Luxline® Plus T5/T16 FHO
49/54/80W G5 4900/5000/7000lm

0,2 Joule

200g

10cm

T8 - Magnetic Parallel compensated

Code Description 

0056305 Sylproof Superia Acrylic 1 x 18W LLB 

0056306 Sylproof Superia Acrylic 1 x 36W LLB 

0056307 Sylproof Superia Acrylic 1 x 58W LLB 

0056308 Sylproof Superia Acrylic 2 x 18W LLB 

0056309 Sylproof Superia Acrylic 2 x 36W LLB 

0056310 Sylproof Superia Acrylic 2 x 58W LLB 

T8 - Electronic

Code Description 

0056320 Sylproof Superia Acrylic 1 x 18W EB 

0056321 Sylproof Superia Acrylic 1 x 36W EB 

0056322 Sylproof Superia Acrylic 1 x 58W EB 

0056323 Sylproof Superia Acrylic 2 x 18W EB 

0056324 Sylproof Superia Acrylic 2 x 36W EB 

0056325 Sylproof Superia Acrylic 2 x 58W EB 

Technical data

• For ambient temperatures 0ºC to 25ºC with electronic 

control gear

• T8 lamps used under 0°C and T5 lamps under 10°C 

may have difficulties to start

Legend: LLB = Low Lost Ballast; EB = Electronic Ballast; DB10 = Analogue 1-10V dimmable; NC = Non Compensated

1 x 58W

2 x 58W

Luxline® Plus T8/T26
18/36/58W G13 1350/3350/5200lm

LIGHT SOURCE NOT INCLUDED

T5 - Electronic

Code Description  

0056340 Sylproof Superia Acrylic 1 x 28W EB FHE 

0056341 Sylproof Superia Acrylic 1 X 35W EB FHE 

0056342 Sylproof Superia Acrylic 1 x 49W EB FHO 

0056343 Sylproof Superia Acrylic 1 x 54W EB FHO 

0056344 Sylproof Superia Acrylic 1 x 80W EB FHO 

0056345 Sylproof Superia Acrylic 2 X 28W EB FHE 

0056346 Sylproof Superia Acrylic 2 X 35W EB FHE 

0056347 Sylproof Superia Acrylic 2 x 49W EB FHO 

0056348 Sylproof Superia Acrylic 2 x 54W EB FHO 

Dimensions (mm)    
Lamp  L l H F

1x14/24 – 2x14/24W  662  92  99  400

1x28/54 – 2x28W  1,265  92  99  900

1x35/49/80 – 2x35/49W  1,565  92  99  930 Dimensions (mm)

T5 - Analogue 1-10V dimmable

Code Description  

0056355 Sylproof Superia Acrylic 1 x 28W DB10 FHE 

0056418 Sylproof Superia Acrylic 1 x 49W DB10 FHO  

0056358 Sylproof Superia Acrylic 1 x 80W DB10 FHO 

0056359 Sylproof Superia Acrylic 2 x 28W DB10 FHE 

0056362 Sylproof Superia Acrylic 2 X 54W DB10 FHO 

2-Lamp version

T5 - Multiwatt

Code Description 

0056191 Sylproof Superia Acrylic 11 x 28W / 1 x 54W

0056192 Sylproof Superia Acrylic 135/149/180

0056194 Sylproof Superia Acrylic 2 x 35W /2 x 49W

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Sylproof Superia - Rapid

T8 Electronic

Code Description Type

Rapid Single

0056155 Sylproof Superia PC 136 EB 840 RAPS

0056156 Sylproof Superia PC 158 EB 840 RAPS

0056157 Sylproof Superia PC 236 EB 840 RAPS

0056158 Sylproof Superia PC 258 EB 840 RAPS

Rapid Double

0056159 Sylproof Superia PC 136 EB 840 RAPD

0056160 Sylproof Superia PC 158 EB 840 RAPD

0056161 Sylproof Superia PC 236 EB 840 RAPD

0056162 Sylproof Superia PC 258 EB 840 RAPD

Luxline® Plus T5/T16 FHO
49/54W G5 4900/5000lm 

Luxline® Plus T5/T16 FHE
28/35W G5 2900/3650lm

Rapid

Dimensions (mm)    
Lamp  L l H F

1 x 36/28/54 – 2 x 28W  1,265  92  99  900

1 x 58/35/49 – 2 x 35/49W  1,565  92  99  930

2 x 36/54W   1,265  137  99 900

2 x 58W   1,565  137  99  930

• Ready-to-install weatherproof luminaire 

• Fast electrical connection x 1 (Rapid Single) x 2 (Rapid 

Double) 

• Including 4,000K lamp and internal 3-pole through 

wiring (through wiring on Rapid Double only) 

• Available in T5 or T8 Sylvania fluorescent tubes

• 3-way automatic terminal block (for cross-sections up 

to 2.5mm²)

Legend: EB = Electronic ballast; RAP.S = RAPid Single; 
RAP.D = RAPid Double

Polycarbonate - 2 x 58W

Polycarbonate - 1 x 49W

Polycarbonate - 2 x 54W

Luxline® Plus T8/T26
36/58W G13 3350/5200lm

LIGHT SOURCE INCLUDED

Technical data

• For ambient temperatures 0ºC to 25ºC with electronic 

control gear

• T8 lamps used under 0°C and T5 lamps under 10°C 

may have difficulties to start

T5 Electronic

Code Description Type

Rapid Single

0056259 Sylproof Superia PC 135 EB 840 RAPS

0056260 Sylproof Superia PC 228 EB 840 RAPS

0056261 Sylproof Superia PC 235 EB 840 RAPS

0056262 Sylproof Superia PC 149 EB 840 RAPS

0056263 Sylproof Superia PC 154 EB 840 RAPS

0056264 Sylproof Superia PC 180 EB 840 RAPS

0056265 Sylproof Superia PC 249 EB 840 RAPS

0056266 Sylproof Superia PC 254 EB 840 RAPS

Rapid Double

0056270 Sylproof Superia PC 128 EB 840 RAPD

0056271 Sylproof Superia PC 135 EB 840 RAPD

0056272 Sylproof Superia PC 228 EB 840 RAPD

0056201 Sylproof Superia PC 235 EB 840 RAPD

0056273 Sylproof Superia PC 149 EB 840 RAPD

0056274 Sylproof Superia PC 154 EB 840 RAPD

0056275 Sylproof Superia PC 180 EB 840 RAPD

0056202 Sylproof Superia PC 249 EB 840 RAPD

0056417 Sylproof Superia PC 254 EB 840 RAPD

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Sylproof Superia - Accessories

Through wiring kit

Code Description Size

5056807 Superia Tw 1 x 36/28/54 - 2 x 28 5 x 1.5mm2

5056808 Superia Tw 1 x 58/35/49/80 - 2 x 35/49 5 x 1.5mm2

5056811 Superia Tw 2 x 36/54 5 x 2.5mm2

5056812 Superia Tw 2 x 58 5 x 2.5mm2

Reflector

Code Description Packaging Qty

5056828 Superia Reflector 1 x 36/28/54 - 2 x 28 (x5) 5 pieces per pack

5056829 Superia Reflector 1 x 58/35/49/80 - 2 x 35/49 (x5) 5 pieces per pack

5056831 Superia Reflector 2 x 36/54 (x5) 5 pieces per pack

5056832 Superia Reflector 2 x 58 (x5) 5 pieces per pack

Through wiring

A
cce

sso
rie

s

Components

Code Description Packaging Qty

5056802 Sylproof Superia ceiling bracket (x2) 2 pieces per pack

5056803 Sylproof Superia diffuser clip (x2) 2 pieces per pack

PC Diffuser

Code Description

5056820 Sylproof Superia PC diffuser 1 x 18/14/24 - 2 x 14/24

5056821 Sylproof Superia PC diffuser 1 x 36/28/54 - 2 x 28

5056822 Sylproof Superia PC diffuser 1 x 58/35/49/80 - 2 x 35/49

5056823 Sylproof Superia PC diffuser 1 x 70

5056824 Sylproof Superia PC diffuser 2 x 18

5056825 Sylproof Superia PC diffuser 2 x 36/54

5056826 Sylproof Superia PC diffuser 2 x 58

5056827 Sylproof Superia PC diffuser 2 x 70

Reflector

Components PC Diffuser

Acrylic Diffuser

Acrylic diffuser

Code Description

5056814 Sylproof Superia Acrylic diffuser 1 x 18/14/24 - 2 x 14/24

5056815 Sylproof Superia Acrylic diffuser 1 x 36/28/54 - 2 x 28

5056816 Sylproof Superia Acrylic diffuser 1 x 58/35/49/80 - 2 x 35/49

5056817 Sylproof Superia Acrylic diffuser 2 x 18

5056818 Sylproof Superia Acrylic diffuser 2 x 36/54

5056819 Sylproof Superia Acrylic diffuser 2 x 58
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Control Gear:  Electronic 

Dimmable:  DALI dimmable 

Emergency:  Emergency 3 hour

Diffuser:  UV stabilised polycarbonate body and 

diffuser

Protection:  IP65, IK08

Sylproof LED

• 662mm, 1,265mm & 1,565mm single and 

twin weatherproof LED luminaires

• Perfect retrofit of T5 fluorescent luminaires:

  - 12W LED equivalent to 18W T5

  - 23W LED equivalent to 36W T5

  - 37W LED equivalent to 58W T5

• Impressive performance, up to 7,270lm 

(luminaire lumen output on 4,000K 1,565mm 

twin version)

• High efficiency, will help you comply with 

Building regulations - up to 102lm/W (on 

4,000K 1,265mm single version)

• Optimized design - reminiscent to T5 look and 

feel with all the benefits of LED.
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Sylproof LED 

Dimensions (mm)   
 L I H F

Single 662mm  662  83  91  390

Twin 662mm  662  123  91  390

Single 1,265mm  1,265  83  91  855

Twin 1,265mm  1,265  123  91  855

Single 1,565mm  1,565  83  91  955

Twin 1,565mm  1,565  123  91  955

F

L
I

H

Exploded view

Top view

662mm - Single version 
- 12W

1,265mm -Twin/Double 
version- 44W

1,265mm - Single version 
- 23W

1,565mm - Twin/Double 
version- 75W

662mm - Twin/Double 
version- 23W

1,565mm - Single version 
- 37W

• 662mm, 1,265mm & 1,565mm single and twin 

weatherproof LED luminaires

• Impressive performance, up to 7,270lm (luminaire 

lumen output on 1,565mm twin version)

• High efficiency, will help you comply with Building 

regulations - up to 102lm/W (on 1,265mm Single 

version)

• Available in neutral white (4,000K) or cool white 

(6,500K)

• UV stabilised polycarbonate body and diffuser

• Linear prisms designed to optimise light output and to 

reduce glare

• Stainless steel fixing brackets for ceiling mounting

• Energy Class: A++, A+, A

• Extra long life with 50,000 hour

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

LIGHT SOURCE INCLUDED

4,000K

Code Description

Electronic

0047880 SYLPROOF LED 12W 662MM S 4,000K

0047881 SYLPROOF LED 23W 662MM T 4,000K

0047882 SYLPROOF LED 23W 1265MM S 4,000K

0047883 SYLPROOF LED 44W 1265MM T 4,000K

0047884 SYLPROOF LED 37W 1565MM S 4,000K

0047885 SYLPROOF LED 75W 1565MM T 4,000K

Emergency 3 hour

0047886 SYLPROOF LED 23W 1265MM S 4,000K E3

0047887 SYLPROOF LED 44W 1265MM T 4,000K E3

0047888 SYLPROOF LED 37W 1565MM S 4,000K E3

0047889 SYLPROOF LED 75W 1565MM T 4,000K E3

DALI Dimmable

0047900 SYLPROOF LED 1265MM S 4,000K DALI

0047901 SYLPROOF LED 1265MM T 4,000K DALI

0047902 SYLPROOF LED 1565MM S 4,000K DALI

0047903 SYLPROOF LED 1565MM T 4,000K DALI

6,500K

Code Description

Electronic

0047890 SYLPROOF LED 12W 662MM S 6,500K

0047891 SYLPROOF LED 23W 662MM T 6,500K

0047892 SYLPROOF LED 23W 1265MM S 6,500K

0047893 SYLPROOF LED 44W 1265MM T 6,500K

0047894 SYLPROOF LED 37W 1565MM S 6,500K

0047895 SYLPROOF LED 75W 1565MM T 6,500K

Emergency 3 hour

0047896 SYLPROOF LED 23W 1265MM S 6,500K E3

0047897 SYLPROOF LED 44W 1265MM T 6,500K E3

0047898 SYLPROOF LED 37W 1565MM S 6,500K E3

0047899 SYLPROOF LED 75W 1565MM T 6,500K E3

DALI Dimmable

0047904 SYLPROOF LED 1,265MM S 6,500K DALI

0047905 SYLPROOF LED 1,265MM T 6,500K DALI

0047906 SYLPROOF LED 1,565MM S 6,500K DALI

0047407 SYLPROOF LED 1,565MM T 6,500K DALI

Accesories

Code Description

0045600 WATERPROOF SUSPENSION CHAIN 1M 

D

Legend: S = Single body; T = Twin body; E3 = Emergency 3 hour; 

DALI = DALI dimmable

*Please note that the battery for Emergency fixtures consumes 

5W additional than standard

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Control Gear:  Electronic

Body:  UV stabilised polycarbonate 

Diffuser:  UV stabilised polycarbonate

Start Waterproof LED

• The new Start Waterproof LED is a complete 

range of weatherproof luminaires

• The luminaires are a simple but effective 

solution for covered car parks, storage areas, 

industrial environments and under canopy 

applications

• Start Waterproof LED is a cost efficient 

solution with impressive performance, up to 

8,500lm (luminaire lumen output on 6,500K 

80W twin version)

• Start Waterproof LED has an opal diffuser that 

helps to limit glare and gives a more even 

coverage of light

• The range also benefits from a UV stabilised 

polycarbonate body and diffuser - no yellow 

discolouration over time
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Start Waterproof LED 

Dimensions (mm)   
L I H F

Single 662mm  662  83  91  390

Twin 662mm  662  123  91  390

Single 1,265mm  1,265  83  91  855

Twin 1,265mm  1,265  123  91  855

Single 1,565mm  1,565  83  91  955

Twin 1,565mm  1,565  123  91  955

I

H

F

H

662mm - Single version 
4,000K 

1,265mm -Twin/Double 
version 4,000K 

1,265mm - Single version 
4,000K 

1,565mm - Twin/Double 
version- 75W 4,000K

662mm - Twin/Double 
version 4,000K

1,565mm - Single version - 
37W 4,000K

LIGHT SOURCE INCLUDED

Accesories

Code Description

0045600 WATERPROOF SUSPENSION CHAIN 1M 

• 662mm, 1,265mm and 1,565mm single and twin lamp 

weatherproof LED luminaires

• Cost efficient solution with impressive performance, up 

to 8,500lm (luminaire lumen output on 6,500K 80W 

twin version)

• High efficiency, will help you comply with Building 

regulations - up to: 113lm/W (on 6,500K 40W single 

version 1,565mm version)

• Opal diffuser helps to limit glare and gives a more even 

coverage of light

• Stainless steel fixing brackets for ceiling mounting

• Suspension mounting option available

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• LED technology provides energy efficient solution and 

reduced maintenance costs

4,000K - Neutral white

Code Description

662mm

0047870 START WATERPROOF LED 662MM S 4,000K

0047871 START WATERPROOF LED 662MM T 4,000K

1,265mm

0047872 START WATERPROOF LED 1265MM S 4,000K

0047873 START WATERPROOF LED 1265MM T 4,000K

1,565mm

0047874 START WATERPROOF LED 1565MM S 4,000K

0047875 START WATERPROOF LED 1565MM T 4,000K

0047803 START WATERPROOF LED 1565MM T NW 6500LM

6,500K - Cool white

Code Description

662mm

0047800 START WATERPROOF LED 662MM S 6,500K

0047801 START WATERPROOF LED 662MM T 6,500K

1,265mm

0047876 START WATERPROOF LED 1265MM S 6,500K

0047877 START WATERPROOF LED 1265MM T 6,500K

1,565mm

0047878 START WATERPROOF LED 1565MM S 6,500K

0047879 START WATERPROOF LED 1565MM T 6,500K

0047805 START WATERPROOF LED 1565MM T CW 6500LM

Legend: S = Single; T = Twin / Double; LM = Lumens; NW: Neutral 

White CW: Cool White



Weatherproof 575

Start Waterproof LED 

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

LED Pipe 

Ambient Decorative

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

CHEER LED Strip

Ambient Decorative

Battern LED Link

Weatherproof

SylFlat 

Downlights 

SylCircle LED

Ambient Decorative

SylBattem 

Industrial
Start LED Highbay

Industrial

Sylveo LED

Floodlights

StartFlood

Floodlights
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Start Waterproof - T8 

LIGHT SOURCE INCLUDED (RAPID MODELS ONLY)

Dimensions (mm)   
Lamp L W H F Kg

1x18W 662 83 91 390 0.9

1x36W 1,265 83 91 855 1.5

1x58W 1,565 83 91 955 1.8

2x18W 662 123 91 390 1.2

2x36W 1,265 123 91 855 2.0

2x58W 1,565 123 91 955 2.4

L

F

H H

W

2-lamp version

1-lamp version

* Polycarbonate diffusor
** Acrylic

* **

3

Electronic

Code Description

0045400 START WATERPROOF PC 1 x 18W EB

0045402 START WATERPROOF PC 1 x 36W EB

0045404 START WATERPROOF PC 1 x 58W EB

0045401 START WATERPROOF PC 2 x 18W EB

0045403 START WATERPROOF PC 2 x 36W EB

• Available in 1 and 2 lamp options

• Available in 28W, 35W, 49W and 54W

• Vandal resistant robust PolyCarbonate body

• Injection moulded PolyCarbonate UV stabilised 850° 

diffuser IK08

• Stainless steel clips

• Surface mounting brackets supplied

• UV Resistant Polycarbonate

• Retained diffuser for easy maintenance

• RAPID versions available with 840 tubes, 3 pole 

connectors and through wiring

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Rapid electronic

Code Description

0045424 START WATERPROOF PC 2 X 36W EB RAP.S

0045425 START WATERPROOF PC 2 X 58W EB RAP.S

0045426 START WATERPROOF PC 2 X 36W EB RAP.D

0045427 START WATERPROOF PC 2 X 58W EB RAP.D

Luxline® Plus T8/T26
18/36/58W G13 1350/3350/5200lm

180°120° 120°

90°

60°

90°

60°

DLOR = 0.59 ULOR = 0.10 DFF = 0.85
30° 0° 30°

180 η = 59%I (cd/klm)

180°120° 120°

90°

60°

30° 0° 30°

90°

60°

DLOR = 0.54 ULOR = 0.07 DFF = 0.88

180 η = 54%I (cd/klm)

180°120° 120°

90°

60°

90°

60°

DLOR = 0.60 ULOR = 0.10 DFF = 0.85
30° 0° 30°

180 η = 60%I (cd/klm)

180°120° 120°

90°

60°

30° 0° 30°

90°

60°

DLOR = 0.60 ULOR = 0.08 DFF = 0.88

180 η = 60%I (cd/klm)

Polycarbonate - 1 x 36W

Polycarbonate - 2 x 36W

Polycarbonate - 1 x 58W

Polycarbonate - 2 x 58W

Legend: EB = Electronic Ballast; PC = PolyCarbonate; RAP.S 
= RAPid Single; RAP.D = RAPid Double ; LLB PC = Low Loss 
Ballast Parallel Compensated 

Technical data

• For ambient temperatures 0ºC to 25ºC with electronic 

control gear

• T8 lamps used under 0°C and T5 lamps under 10°C 

may have difficulties to start
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Start Waterproof - T5 

Polycarbonate

Code Description

0042500 START WATERPROOF PC 1 X 28W EB

0042501 START WATERPROOF PC 1 X 35W EB

0042502 START WATERPROOF PC 1 X 49W EB

0042509 START WATERPROOF PC 1 X 54W EB

0042503 START WATERPROOF PC 2 X 28W EB

0042504 START WATERPROOF PC 2 X 35W EB

0042505 START WATERPROOF PC 2 X 49W EB

0042510 START WATERPROOF PC 2 X 54W EB

Rapid

Code Description

0042506 START WATERPROOF PC 2 X 28W EB RAPID S 840

0042507 START WATERPROOF PC 2 X 35W EB RAPID S 840

0042508 START WATERPROOF PC 2 X 49W EB RAPID S 840

0042511 START WATERPROOF PC 2 X 54W EB RAPID S 840

• Available in 1 and 2 lamp options

• Available in 28W, 35W, 49W and 54W

• Vandal resistant robust PolyCarbonate body

• Injection moulded PolyCarbonate UV stabilised 850°

diffuser IK08

• Stainless steel clips

• Surface mounting brackets supplied

• UV Resistant Polycarbonate

• Retained diffuser for easy maintenance

• RAPID versions available with 840 tubes, 3 pole 

connectors and through wiring

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

LIGHT SOURCE INCLUDED (RAPID MODELS ONLY)

2-lamp version

1-lamp version

Luxline Plus® T5/T16 FHE  
28/35W G5 2900/3650lm 

Luxline® Plus T5/T16 FHO  
49/54W G5 4900/5000lm

Dimensions (mm) 
Lamp L W H F Kg

1 x 28/54W 1,265 83 91 855 1.5

1 x 35/49W 1,565 83 91 955 1.8

2 x 28/54W 1,265 123 91 855 2.0

2 x 35/49W 1,565 123 91 955 2.4

L

F

H H

W

Technical data
• For ambient temperatures 0ºC to 25ºC with 

electronic control gear

• T8 lamps used under 0°C and T5 lamps under 

10°C may have difficulties to start

1 x 49W

2 x 35W
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Control Gear:  Electronic and magnetic

Emergency:  Emergency 3 hour

Body:  Made from extremely resistant glass-

reinforced Polyester (SMC)

Diffuser:  High Quality PolyStyrene (HQPS) or 

Polycarbonate with internal system 

for high light output and broad light 

dispersion

Hydroproof 2

• Hydroproof 2 is a range of T8 and T5 

industrial luminaires developed to be used in 

the most challenging environments

• With its chemical resistance, it is perfectly 

suited for applications such as: technical 

rooms / clean rooms, car wash, mechanical 

and chemical industries

• The range benefits from a high protection 

class of IP67 and IK08 ratings

• Its injection moulded diffuser is designed to 

optimise light output and minimise glare
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Hydroproof 2 - T8

2-lamp version exploded view

1-lamp version exploded view

LIGHT SOURCE NOT INCLUDED

HQPS - Magnetic

Code Description

0045320 Hydroproof 2 HQPS 118 T8 LLB NC

0045321 Hydroproof 2 HQPS 136 T8 LLB NC

0045322 Hydroproof 2 HQPS 158 T8 LLB NC

0045323 Hydroproof 2 HQPS 218 T8 LLB NC

0045324 Hydroproof 2 HQPS 236 T8 LLB NC

0045325 Hydroproof 2 HQPS 258 T8 LLB NC

0045326 Hydroproof 2 HQPS 118 T8 LLB PC

0045327 Hydroproof 2 HQPS 136 T8 LLB PC

0045328 Hydroproof 2 HQPS 158 T8 LLB PC

0045330 Hydroproof 2 HQPS 236 T8 LLB PC

0045331 Hydroproof 2 HQPS 258 T8 LLB PC

HQPS - Electronic

Code Description

0045332 Hydroproof 2 HQPS 118 T8 EB

0045333 Hydroproof 2 HQPS 136 T8 EB

0045334 Hydroproof 2 HQPS 158 T8 EB

0045335 Hydroproof 2 HQPS 218 T8 EB

0045336 Hydroproof 2 HQPS 236 T8 EB

0045337 Hydroproof 2 HQPS 258 T8 EB

Polycarbonate - Magnetic

Code Description

0045338 Hydroproof 2 PC 118 T8 LLB NC

0045339 Hydroproof 2 PC 136 T8 LLB NC

0045340 Hydroproof 2 PC 158 T8 LLB NC

0045342 Hydroproof 2 PC 236 T8 LLB NC

0045343 Hydroproof 2 PC 258 T8 LLB NC

0045344 Hydroproof 2 PC 118 T8 LLB PC

0045345 Hydroproof 2 PC 136 T8 LLB PC

0045346 Hydroproof 2 PC 158 T8 LLB PC

0045348 Hydroproof 2 PC 236 T8 LLB PC

0045349 Hydroproof 2 PC 258 T8 LLB PC

Polycarbonate - Electronic

Code Description

0045350 Hydroproof 2 PC 118 T8 EB

0045351 Hydroproof 2 PC 136 T8 EB

0045352 Hydroproof 2 PC 158 T8 EB

0045353 Hydroproof 2 PC 218 T8 EB

0045354 Hydroproof 2 PC 236 T8 EB

0045355 Hydroproof 2 PC 258 T8 EB

* Polycarbonate diffusor
** HQPS diffusor

* **

Legend: EB = Electronic ballast; HQPS = High Quality PolyStyrene; 
PC = PolyCarbonate; LLB NC = Low Loss Ballast Non compensated; 
LLB PC = Low Loss Ballast Parallel Compensated 

HQPS - 2 X 58W

• Body made from extremely resistant glass-reinforced 

polyester (SMC)

• Protection against chemicals (Please contact your local 

sales office for full listing)

• User-friendly and long lasting materials

• Diffuser made of High Quality PolyStyrene (HQPS) or 

polycarbonate with internal prism system for high light 

output and broad light dispersion

• Stainless steel closure clips ensure permanent pressure 

between diffuser and housing to guarantee IP rating

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Luxline® Plus T8/T26
18/36/58W G13 1350/3350/5200lm

Technical data
• For ambient temperatures -20ºC to +25ºC with 

magnetic ballast 0ºC to 25ºC with electronic control 

gear

• T8 lamps used under 0°C

Dimensions (mm) Weight (KG)
Model T8 Model T5 L W H F  Clips Kg

1 x 18W 1 x 14/24W 702 102 108 500 6 1.9

1 x 36W 1 x 28W 1,312 102 108 800 8 2.8

1 x 58W 1 x 35/49W 1,612 102 108 1,100 10 3.7

2 x 18W 2 x 14/24W 702 172 108 500 6 1.9

2 x 36W 1 x 54W/2 x 28W 1,312 172 108 800 8 2.8

2 x 58W 1 x 80W 1,612 172 108 1,100 10 3.7

F

W

H

L
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Hydroproof 2 - T5

2-lamp version

1-lamp version

LIGHT SOURCE NOT INCLUDED

* Polycarbonate diffusor
** HQPS diffusor

* **

Hydroproof 2 HQPS 249 T5 EB

HQPS - Electronic

Code Description

0045565 Hydroproof 2 HQPS 114 T5 EB

0045566 Hydroproof 2 HQPS 128 T5 EB

0045567 Hydroproof 2 HQPS 135 T5 EB

0045568 Hydroproof 2 HQPS 214 T5 EB

0045569 Hydroproof 2 HQPS 228 T5 EB

0045570 Hydroproof 2 HQPS 235 T5 EB

0045571 Hydroproof 2 HQPS 124 T5 EB

0045572 Hydroproof 2 HQPS 154 T5 EB

0045573 Hydroproof 2 HQPS 149 T5 EB

0045574 Hydroproof 2 HQPS 180 T5 EB

0045575 Hydroproof 2 HQPS 224 T5 EB

0045576 Hydroproof 2 HQPS 254 T5 EB

0045577 Hydroproof 2 HQPS 249 T5 EB

Polycarbonate - Electronic

Code Description

0045578 Hydroproof 2 PC 114 T5 EB

0045579 Hydroproof 2 PC 128 T5 EB

0045580 Hydroproof 2 PC 135 T5 EB

0045581 Hydroproof 2 PC 214 T5 EB

0045582 Hydroproof 2 PC 228 T5 EB

0045583 Hydroproof 2 PC 235 T5 EB

0045588 Hydroproof 2 PC 124 T5 EB

0045589 Hydroproof 2 PC 154 T5 EB

0045590 Hydroproof 2 PC 149 T5 EB

0045591 Hydroproof 2 PC 180 T5 EB

0045592 Hydroproof 2 PC 224 T5 EB

0045593 Hydroproof 2 PC 254 T5 EB

0045594 Hydroproof 2 PC 249 T5 EB

Legend: LLB = Low Loss ballast; EB = Electronic ballast; HQPS 
= High Quality PolyStyrene; PC = PolyCarbonate; LLB NC = 
Low Loss Ballast Non compensated; LLB PC = Low Loss Bal-
last Parallel Compensated

Luxline Plus® T5/T16 FHE
14/28/35W G5 1350/2900/3650lm

F

W

H

L

Dimensions (mm) Weight (KG)
Model T5 L W H F Clips Kg

1 x 14/24W 702 102 108 500 6 1.9

1 x 28W 1,312 102 108 800 8 2.8

1 x 35/49W 1,612 102 108 1,100 10 3.7

2 x 14/24W 702 172 108 500 6 1.9

1 x 54W/2 x 28W 1,312 172 108 800 8 2.8

1 x 80W/2 x 35/49W 1,612 172 108 1,100 10 3.7

Dimensions (mm)

Technical data
• For ambient temperatures 0ºC to 25ºC with electronic 

control gear

• T5 lamps under 10°C may have difficulties to start
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Hydroproof 2 - Accessories 

Accessories

Code Description

0045276 HP2 Brackets for Single Lamp Fixture (x2)

0045277 HP2 Brackets for Twin Lamp Fixture (x2)

0045278 HP2 10 Stainless Steel Clips

0045279 HP2 Bag with Waterproof Washer Set

0045280 HP2 5 Black Plugs for M20 Glands IP67

0045281 HP2 Through Wiring 1 x 58 - 2 x 49 5 x 1.5mm2

0045282 HP2 Through Wiring 36/28/54W 5 x 2.5mm2

0045283 HP2 Through Wiring 58/35/49/80 5 x 2.5mm2

Mirror Reflector

Code Description

0045284 HP2 Mirror Reflector 1 x 28W or 1 x 36W

0045285 HP2 Mirror Reflector 1 x 35/49W or 1 x 58W

0045286 HP2 Mirror Reflector 2 x 35/49W

0045287 HP2 Mirror Reflector 2 x 36W

0045288 HP2 Mirror Reflector 2 x 28W or 2 x 54W

0045289 HP2 Mirror Reflector 2 x 58W

HQPS diffuser

Code Description

0045290 HP2 Spare Diffuser 1 x 18/14/24W

0045291 HP2 Spare Diffuser 1 x 36/28W

0045292 HP2 Spare Diffuser 1 x 58/35/49W

0045293 HP2 Spare Diffuser 2 x 18/14/24W

0045294 HP2 Spare Diffuser 2 x 36/28W - 1 x 54W

0045295 HP2 Spare Diffuser 2 x 58/35/49W - 1 x 80W

Polycarbonate diffuser

Code Description

0045296 HP2 Spare Diffuser 1 x 18/14/24W PC

0045297 HP2 Spare Diffuser 1 x 36/28W PC

0045298 HP2 Spare Diffuser 1 x 58/35/49W PC

0045299 HP2 Spare Diffuser 2 x 18/14/24W PC

0045300 HP2 Spare Diffuser 2 x 36/28W - 1 x 54W PC

0045301 HP2 Spare Diffuser 2 x 58/35/49W - 1 x 80W PC

A
cce

sso
rie

s
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Sylfog T8

• Glass fibre-reinforced polyester body (GRP) Protection 

Tube in PC or PMMA

• Clipped T5/16mm threaded ring lampholder

• Mounting clip made of stainless steel, with variable 

mounting points

• Through-wiring 2 x 1,5mm²

• Suitable for ceiling, pendant and horizontal wall 

mounting

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Accessories

Code Description 

5042029 Dia 26 mm protective collar 

5042030 Dia 38mm protective collar 

5042031 Dia 50mm protective collar 

Protection Tube

Code Description

Methacrylate

5042032 SYLFOG TUBE PROT TM 18W

5042034 SYLFOG TUBE PROT TM 36W

Polycarbonate

5042036 SYLFOG TUBE PROT TP 18W POLYCARBONATE

5042037 SYLFOG TUBE PROT TP 36W POLYCARBONATE

5042038 SYLFOG TUBE PROT TP 58W POLYCARBONATE

1 x 36W

2 x 36W

* With tube TM
** With tube TP
*** Simple Version

*

Dimensions (mm)

Lamp L l I’ H Heaviest  
     weight (kg)

1 x 18 628 77 59 139 2.1

1 x 36 1,238 77 59 139 2.8

1 x 58 1,538 77 59 139 3.5

2 x 18 628 77 217 80 2.9

2 x 36 1,238 77 217 80 4.4

2 x 58 1,538 77 217 80 5.3

WITH METHACRYLATE & POLYCARBONATE PROTECTION UNIT 

Wattages LOR UTE DFF

1 x 18 82% 0.54G+ 0.28T 66%

1 x 36 82% 0.54G+ 0.28T 66%

1 x 58 82% 0.54G+ 0.28T 66%

2 x 18 80% 0.49G+ 0.31T 61%

2 x 36 80% 0.49G+ 0.31T 61%

2 x 58 80% 0.49G+ 0.31T 61%

SIMPLE VERSION

Wattages LOR UTE DFF

1 x 18 81% 0.50H+ 0.31T 62%

1 x 36 81% 0.50H+ 0.31T 62%

1 x 58 81% 0.50H+ 0.31T 62%

2 x 36 95% 0.50G+ 0.37T 61%

2 x 58 95% 0.50G+ 0.37T 61%

EXAMPLE OF ORDER

Sylfog 2 x 36W with methacrylate protection tube:

Sylfog 2 x 36W 5042004

Methacrylate protection tube 36W (2x) 5042034

Ø50 mm protective collar (4x) 5042031

LIGHT SOURCE INCLUDED

Luxline® Plus T8/T26
18/36/58W G13 1350/3350/5200lm

*

*** **

**

1-Lamp Version

2-Lamp Version

Electronic

Code Description

5042044 SYLFOG / ARESA 1 x 18W HF

5042045 SYLFOG / ARESA 1 x 36W HF

5042046 SYLFOG / ARESA 1 x 58W HF

5042048 SYLFOG / ARESA 2 x 36W HF

5042049 SYLFOG / ARESA 2 x 58W HF

Legend: HF = High Frenquency or Electronic ballast; PC = Magnetic 

Parallel compensated; NC = Magnetic Non compensated;  

TM - Tube Methacrylate
Technical data 

• For ambient temperatures -20ºC to +25ºC with 

magnetic ballast 0ºC to 25ºC with electronic 

control gear 

• T8 lamps used under 0°C
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Sylfog T8 - Parabolic tube

• Protection Tube in clear PC or PMMA

• With centring and retaining springs

• RPM or RPP ribbed prismatic internal

• HRM or HRP with internal mirror reflector wide and 

narrow beam

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

WITH REFLECTOR TUBE HRM  
+ HRP INTENSIVE

Wattages LOR UTE  DFF

1 x 18 81% 0.81C  100%

1 x 36 81% 0.81C  100%

1 x 58 81% 0.81C  100%

2 x 36 81% 0.81C  100%

2 x 58 81% 0.81C  100%

WITH REFLECTOR TUBE RPM

Wattages LOR UTE  DFF

1 x 36 73% 0.73D  100%

1 x 58 73% 0.73D  100%

2 x 36 76% 0.76D  100%

2 x 58 76% 0.76D  100%

WITH REFLECTOR TUBE HRM  
+ HRP EXTENSIVE

Wattages LOR UTE  DFF

1 x 58 76% 0.76C  100%

2 x 58 76% 0.76C  100%

Parabolic Tube with Internal  
Reflector (RPM)

Code Description

5056681 SYLFOG PARABOLIC TUBE +INT REFLECTOR RPM 58W

Parabolic Tube + High Output Int.  
Reflector (HRM)

Code Description

Narrow

5056703 SYLFOG PARA TUBE +HO INT REF HRM 18W

5056704 SYLFOG PARA TUBE +HO INT REF HRM 36W

5056705 SYLFOG PARA TUBE +HO INT REF HRM 58W

Wide

5056708 REFLECTOR HRM 58W EXT

Parabolic Tube + High Output Int.  
Reflector (HRP)

Code Description Type

Wide

5056714 SYLFOG PARA TUBE +HO INT REF HRP 58W Wide

EXAMPLE OF ORDER

Sylfog with methacrylate protection tube:

Sylfog 1 x 36W 5042045

Reflector RPM 36W (1x) 5056680

Ø38 mm protective collar (2x) 50420301-Lamp Version

Legend: RPM = tube with internal reflector; HRM / HRP = High output 
internal reflector; +INT = + INTernal reflector; PARA = PARAbolic tube; 
HO = High Output; REF = REFlector
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Sylfog T8 Low (-25°C), Very Low Temp (-50°C) & High Temp (+60°C)

LIGHT SOURCE INCLUDED

Luxline® Plus T8/T26
36/58W G13 3350/5200lm

Sylfog T8 High Temp (+60°C)

1 x 58W

1 x 36W

Dimensions (mm)
SYLFOG T8 -25°C  
Lamp L l I’ H Heaviest  

     weight (kg)

1 x 36 1,270 77 106 160 3.8

1 x 58 1,580 77 106 160 4.9

2 x 58 1,570 77 280 160 9.5

SYLFOG T8 -50°C
1 x 36 1,270 77 106 160 6.2

1 x 58 1,570 77 106 160 7.2

2 x 58 1,570 77 280 160 9.5

SYLFOG T8 +60°C
1 x 36 1,270 77 76 139 3.7

1 x 58 1,570 77 76 139 4.8

Sylfog T8 Low (-25°C)
Sylfog T8 Low (-25°C) one silicate glass Ø38mm 
internal tube, and a Ø50mm internal polycarbonate 
protective one, electrical equipment and starter for 
standard 36W and 58W lamps

Sylfog T8 Very Low Temp (-50°C) 
Sylfog T8 Very Low Temp (-50°C) one polycarbonate 
Ø50mm internal protective tube, compensated 
electrical equipment and starter for standard 36W or 
58W lamps

Sylfog T8 Low (-25°C), Very Low Temp (-50°C):

• High luminous efficiency, adjustable, closed specular 

reflectors

• Glass fibre-reinforced polyester body (GRP)

• Through-wiring 3 x 1,5mm²

• Operates in temperatures down to -50°C

Sylfog T8 High Temp (+60°C):

• Glass fibre-reinforced polyester body (GRP) Protective 

tubes in silicate glass resistant to acids and detergents

• Completely waterproof and consistent optical 

performance

• Operates in temperatures up to +60°c

For chemical chart, please see the Chemical chart page in the 
introduction part of the Weatherproof chapter

Sylfog Low (-25°C) / Very Low Temp (-50°C) 
- Magnetic 

Code Description

-25º very low temp

5042039 SYLFOG / ISLAND -25°C 1 x 36W RPM

5042040 SYLFOG / ISLAND -25°C 2 x 58W RPM

5042051 SYLFOG / ISLAND -25°C 2 x 58W RPM

-50º Magnetic

5042042 SYLFOG / GROENLAND -50°C 1 x 58W RPM

Sylfog TS High Temp (+60°C) - Magnetic 
Non Compensated

Code Description 

5042022 SYLFOG / HOGGAR TS 1 x 36W NC +60° 

5042023 SYLFOG / HOGGAR TS 1 x 58W NC +60° 

Slyfog T8 -25ºC / 50ºC

Slyfog T8 +60ºC

Bahrain Theatre - Bahrain
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LIGHT SOURCE INCLUDED

Sylfog Tubular T5

• Water resistant depths down to 25 metre; resistant to 

water pressure; resistance against oils

• Opal PMMA optic with anodised aluminium reflector 

for 180° lighting distribution

• Bayonet fix ends for easy maintenance and installation

• For T5 lamps

For chemical chart, please see the Chemical chart page 
in the introduction part of the Weatherproof chapter

Sylfog TS Tubular - Electronic

Code Description

5042063 SYLFOG TUBULAR IP68 1 x 35W

Luxline Plus® T5/T16 FHE  
28/35W G5 2900/3650lm

1 x 35W

Product Description  
Tubular housing in PO (impact resistant PMMA), completely 
sealed, largely resistant against acid and alkaline solutions.
Sliding gear tray in extruded aluminium. End caps in white 
PBTP polyester including a transparent silicone gasket.  
M20 cable gland supplier on one side (opposite with a 
grommet). Stainless steel fixing clips included.  
For further details, please refer to our chemical chart

Electrical components  
A2 electronic ballast 220–240 V 50/60 Hz

Installation  
Suitable for ceiling mounting, pendant, horizontal or vertical 
wall mounting. Variable fixing centres using fixing clips.

Light distribution  
180°. 360° on request using a transparent gear tray.

On request  
Dimmable electronic ballast, grid, reflector (aluminium high-
gloss anodised). Polycarbonate or glass housings, through-
wiring versions max 6 x 1,5mm².

Dimensions (mm)
Lamp L Heaviest  
  weight (kg)

1 x 35 2,144 3

Wattages LOR UTE  DFF

1 x 35 84% 0.69G+ 0.16T 81%

25m

Other configurations using clear polycarbonate tube with either 
transparent or aluminium gear available on request

Technical data 

• For ambient temperatures 0ºC to 25ºC with electronic 
control gear
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Batten LED Link

 Control Gear: Electronic

Body:  White

Protection:  IP65 & IK08

• The new Batten LED Link is a versatile range 

of slimline LED waterproof luminaires that 

provide an ideal solution for interior and 

exterior applications such as workshops, 

garages and outdoor covered spaces

• The improved design allows the luminaire to 

be easily linked to another luminaire through 

an IP65 rated connector

• The range has been increased to include a 

higher lumen output offer with a Twin Batten 

LED Link delivering a performance of up to 

5,410lm (93lm/W)

• Available in 1,200mm and 1,500mm lengths 

(approx.) - the product can be a slimline 

replacement for single and twin 36W / 58W 

fl uorescent waterproof battens

• This robust luminaire (IK08 / IP65) is ideal for 

task lighting and all luminaires are available in 

warm white (3,000K) or neutral white 

(4,000K).
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LIGHT SOURCE INCLUDED

Batten LED Link 

• Slimline versatile LED waterproof batten

• Linkable (through wiring)

• Batten LED 1,200mm replaces 1 x 36W LFL or 

2 x 36W LFL

• Batten LED 1,200mm replaces 1 x 58W LFL or 

2 x 58W LFL

• Complete with stainless steel mounting brackets

• Instant light

• Available in warm white (3,000K) or neutral white 

(4,000K)

• High lumen efficacy up to 105lm/W

• Energy Class: A++, A+, A

• Low maintenance with 30,000 hours LED life 

expectancy

Batten LED Link

Code Description
Single

0045140 BATTEN LED LINK 24W 1,200 830

0045141 BATTEN LED LINK 24W 1,200 840

0045144 BATTEN LED LINK 32W 1,500 830

0045145 BATTEN LED LINK 32W 1,500 840

Twin

0045142 BATTEN LED TWIN LINK 48W 1,200 830

0045143 BATTEN LED TWIN LINK 48W 1,200 840

0045146 BATTEN LED TWIN LINK 55W 1,500 830

0045147 BATTEN LED TWIN LINK 55W 1,500 840

65 08
IK

Batten LED Link - 1,200mm 
- 3,000K

Batten LED Link - 1,200mm 
- 4,000K

Batten LED Twin Link - 
1,200mm - 3,000K

Batten LED Twin Link - 
1,200mm - 4,000K

Batten LED Twin Link - 
1,500mm - 3,000K

Batten LED Twin Link - 
1,500mm - 4,000K

Twin Batten LED Linked

Twin Batten LED terminl

Batten LED Link 

Ø 43.8

52
.8

L1

L2

L3

54

80

L1

L2

L3

Batten LED Twin Link

Battern LED Link - Dimension (mm)

Code L1 L2 L3

Single 1,200mm  1291 1246 1078

Single 1,500mm  1588 1543 1378

Battern LED Twin Link - Dimension

Code L1 L2 L3

Twin 1,200mm   1253 1200 1078

Twin 1,500mm   1553 1500 1378

Technical data

• For ambient temperatures -20°C to 25°C with electronic 
control gear
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Batten LED Link

Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

LED Pipe 

Ambient Decorative

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

CHEER LED Strip

Ambient Decorative

Start Waterproof

Weatherproof

SylFlat 

Downlights 

SylCircle LED

Ambient Decorative

SylBattem 

Industrial
Start LED Highbay

Industrial

Sylveo LED

Floodlights

StartFlood

Floodlights
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595 Syl-Line

603  HSX G2 Retrofi t

607 HSX Syl-Line

611 Fast Trunking System

615 SylBatten LED

621 Sylfast range

626 Sylref-E

629 Start LED Highbay

632   Iliah

633  Yaren

634  Sportsbay 

637 SylRack
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Control Gear: Electronic

Dimmable: DALI dimmable

Emergency:: 3 hour emergency

Housing: Steel construction

Finish: White or silver anodized finishes

Syl-Line

• Range of versatile suspended and surface 

mounted LED luminaires

• Perfect solution for retrofit and new 

applications

• Able to create modular lighting installations 

with ease, the range is suitable for open 

plan applications such as hypermarkets, 

superstores, warehouses, assembly halls or 

warehouses

• High performance and efficiency: delivers 

6,535lm (luminaire lumen output on 

Double Asymmetric version), equating to 

133lm/W (total system efficiency)   without 

natural light can be lit effectively

• Multitude of optic and diffuser choices, the 

range suits a broad spectrum of projects
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Syl-Line 

• Continuous LED high performance suspended and 

surface mounted luminaires

• Specifically designed for open space applications such 

as hypermarkets or superstores, warehouses, assembly 

halls or storage areas

• 1,720mm or 3,440mm electronic modules

• High performance and efficiency: delivers 6,535lm 

(luminaire lumen output on Double Asymmetric 

version), equating to 133lm/W (total system efficiency)

• Choose between 5, 8 or 10 core trunking systems

• Energy efficient Electronic gear including DALI 

dimmable and Emergency versions as standard

• Choose between narrow, wide and double asymmetric 

light distribution

• Available in neutral white (4,000K) - Warm white 

(3,000K) on request

• Available in white and silver anodized finishes

• Prepared for easy mechanical and electrical connection 

of continuous line

• Plug-and-Play internal electrical connectors

• Quick mechanical connection system via metallic link-

plates

• Made at our Saint-Etienne factory, France

• Less maintenance is required due to the long lifetime 

of 50,000hrs

• Energy class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

LIGHT SOURCE INCLUDED

Syl-Line white double asymmetric beam

White trunking White Double Asymmetric electrical unit Syl-Line – Suspension kit Syl-Line – White Double Asymmetric

Silver trunking Silver Narrow (or wide) electrical unit Syl-Line – Suspension kit Syl-Line – Silver Narrow (or Wide)

Syl-Line silver narrow or wide beam

+

+

+

+

=

=

Syl-Line - Wide beam Syl-Line - Narrow beam Syl-Line - Double asymmetricSyl-Line - Wide beam Syl-Line - Narrow beam Syl-Line - Double asymmetric

Syl-Line - Wide beam Syl-Line - Narrow beam Syl-Line - Double asymmetric

Syl-Line - Wide beam Syl-Line - Narrow beam

Syl-Line - Double asymmetric

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Syl-Line - Electrical units - White  

Electronic

Code Description

0042112 Syl-Line GT3R 4K WD WH

0042113 Syl-Line GT3R 4K NR WH

0042114 Syl-Line GT3R 4K DASY WH

DALI dimmable & Emergency 3 hour 
EMPRO

Code Description

0042138 Syl-Line GT3R 4K DALI WD WH EMPRO

0042139 Syl-Line GT3R 4K DALI NR WH EMPRO

0042140 Syl-Line GT3R 4K DALI DASY WH EMPRO

DALI dimmable

Code Description

0042130 Syl-Line GT3R 4K DALI WD WH

0042131 Syl-Line GT3R 4K DALI NR WH

0042132 Syl-Line GT3R 4K DALI DASY WH

Emergency 3 hour

Code Description

0042117 Syl-Line GT3R 4K WD WH EM

0042118 Syl-Line GT3R 4K NR WH EM

0042119 Syl-Line GT3R 4K DASY WH EM

DALI dimmable & Emergency 3 hour

Code Description

0042134 Syl-Line GT3R 4K DALI WD WH EM

0042135 Syl-Line GT3R 4K DALI NR WH EM

0042136 Syl-Line GT3R 4K DALI DASY WH EM

LIGHT SOURCE INCLUDED

Syl-Line - White electrical unit - Profile view

75

75

1720

3440

71

71

Legend: GT3R = 3 row LED board; 4K = Neutral white (4,000K); 
WD = Wide beam; NR = Narrow beam; DASY = Double 
asymmetric beam; DALI = DALI dimmable; EM = Emergency 3 
hour; EMPRO = DALI addressable emergency; SI = Silver

Dimensions (mm)

Syl-Line - White electronic or DALI dimmable 

electrical unit - Side view

Havells Sylvania factory - Saint-Etienne, France

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Syl-Line - Electrical units - Silver 

LIGHT SOURCE INCLUDED

Syl-Line - Silver electrical unit - Profile view

75

75

1720

3440

71

71

Legend: GT3R = 3 row LED board; 4K = Neutral white (4,000K); 
WD = Wide beam; NR = Narrow beam; DASY = Double 
asymmetric beam; DALI = DALI dimmable; EM = Emergency 3 
hour; EMPRO = DALI addressable emergency; SI = Silver

Dimensions (mm)

Electronic

Code Description

0042150 Syl-Line GT3R 4K WD SI

0042151 Syl-Line GT3R 4K NR SI

0042152 Syl-Line GT3R 4K DASY SI

DALI dimmable

Code Description

0042168 Syl-Line GT3R 4K DALI WD SI

0042169 Syl-Line GT3R 4K DALI NR SI

0042170 Syl-Line GT3R 4K DALI DASY SI

Emergency 3 hour

Code Description

0042155 Syl-Line GT3R 4K WD SI EM

0042156 Syl-Line GT3R 4K NR SI EM

0042157 Syl-Line GT3R 4K DASY SI EM

DALI dimmable & Emergency 3 hour

Code Description

0042172 Syl-Line GT3R 4K DALI WD SI EM

0042173 Syl-Line GT3R 4K DALI NR SI EM

0042174 Syl-Line GT3R 4K DALI DASY SI EM

DALI dimmable & Emergency 3 hour 
EMPRO

Code Description

0042176 Syl-Line GT3R 4K DALI WD SI EMPRO

0042177 Syl-Line GT3R 4K DALI NR SI EMPRO

0042178 Syl-Line GT3R 4K DALI DASY SI EMPRO

Syl-Line - Silver 3 hour emergency electrical 
unit - Side view

Aveve Herentals - Herentals, Belgium 

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Syl-Line - Trunk & Accessories

Trunk - Silver

Code Description

5 - Core Trunking

0042091 Syl-Line 3.44M TRUNKING 5 CORE SI

0042092 Syl-Line 1.72M TRUNKING 5 CORE SI

8 - Core Trunking

0042093 Syl-Line 3.44M TRUNKING 8 CORE SI

0042094 Syl-Line 1.72M TRUNKING 8 CORE SI

10 - Core Trunking

0042095 Syl-Line 3.44M TRUNKING 10 CORE SI

0042096 Syl-Line 1.72M TRUNKING 10 CORE SI

End Feed

0042097 Syl-Line END FEED SI

0042098 Syl-Line MIDDLE FEED SI

Cover

0042101 Syl-Line COVER 3R SI

Trunk - White

Code Description

5 - Core Trunking

0042070 Syl-Line 3.44M TRUNKING 5 CORE WH

0042071 Syl-Line 1.72M TRUNKING 5 CORE WH

8 - Core Trunking

0042072 Syl-Line 3.44M TRUNKING 8 CORE WH

0042073 Syl-Line 1.72M TRUNKING 8 CORE WH

10 - Core Trunking

0042074 Syl-Line 3.44M TRUNKING 10 CORE WH

0042075 Syl-Line 1.72M TRUNKING 10 CORE WH

End Feed

0042076 Syl-Line END FEED WH

0042077 Syl-Line MIDDLE FEED WH

Cover

0042080 Syl-Line COVER 3R WH

Suspension options

Code Description

0042255 Syl-Line SURFACE BRACKET 10PCS

0042256 Syl-Line SUSPENSION SET KIT 6M

0042257 Syl-Line SUSPENSION SET KIT 6M 10PCS

0042258 Syl-Line SUSPENSION SET KIT 3M 10PCS

0042259 Syl-Line SURFACE MNT KIT 6M

0042260 Syl-Line SURFACE MNT KIT 6M 10PCS

0042261 Syl-Line SURFACE MNT KIT 3M 10PCS

Syl-Line - End feed white or silver Syl-Line - Middle feed white 

or silver
Syl-Line - Cover white or silver

Syl-Line - Bracket Syl-Line - Suspension kit Syl-Line - Surface mounted kit

LIGHT SOURCE INCLUDED

Syl-Line - White trunk

Syl-Line - Silver trunk

BMW Sneyers - Herentals, Belgium

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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Syl-Line - How to specify

Length in mm  Electrical Units  1720mm Trunking  3440mm Trunking  Suspension Sets  Starters Feeds

1,720  1  1  - 2  1

3,440  2  - 1  3  1

5,160  3  1  1  3  1

6,880  4  - 2  3  1

8,600  5  1  2  4  1

10,320  6  - 3  4  1

12,040  7  1  3  5  1

13,760  8  - 4  5  1

15,480  9  1  4  6  1

17,200  10  - 5  6  1

18,920  11  1  5  7  1

20,640  12  - 6  7  1

22,360  13  1  6  8  1

24,080  14  - 7  8  1

25,800  15  1  7  9  1

27,520  16  - 8  9  1

29,240  17  1  8  10  1

30,960  18  - 9  10  1

32,680  19  1  9  11  1

34,400  20  - 10  11  1

36,120  21  1  10  12  1

37,840  22  - 11  12  1

39,560  23  1  11  13  1

41,280  24  - 12  13  1

43,000  25  1  12  14  1

44,720  26  - 13  14  1

46,440  27  1  13  15  1

48,160  28  - 14  15  1

49,880  29  1  14  16  1

51,600  30  - 15  16  1

53,320  31  1  15  17  1

55,040  32  - 16  17  1

56,760  33  1  16  18  1

58,480  34  - 17  18  1

60,200  35  1  17  19  1

61,920  36  - 18  19  1

Syl-Line Double Asymmetric in our Havells  

Sylvania factory – Newhaven, England

Syl-Line with emergency mode active – Newhaven, England
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Syl-Line - Ease of installation

Install Suspension at recommended spacing’s Clip trunking sections into suspension sets Each trunking run starts with a line End

Align the Line End with trunking unit and slide the 
connections together

Align the Line End with trunking unit and slide the 
connections together

Align the Line End with trunking unit and slide the connections 
together

Align the Line End with trunking unit and slide the 
connections together

The trunking unit makes both the mechanical and 
electrical connections

Slide catch over hook to make mechanical fix

Electrical connection is made the through WAGO 
Connector Select phases 1, 2 or 3

Electrical connection is made the through WAGO 
Connector

Slide catch over hook to make mechanical fix

Secure electrical unit to trunking with security cable Click electrical unit into trunking Install End Cap

For more information on the Sylvania Syl-Line range, thanks to visit our YouTube page to view our Syl-Line videos or alternatively consult your 

local salesforce.
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HSX G2 Retrofit

• The new HSX G2 from Sylvania is a range of surface 

and suspended LED luminaires designed to retrofit onto 

T5 and T8 trunking systems. 

• The smart design allows the end user to upgrade their 

existing estate from fluorescent to LED without having 

to change their trunking system. The fixtures are 

perfect for retail, industry, manufacturing, airports or 

data centres

• HSX G2 not only delivers high performance but also 

high efficiency with up to 8,592lm (luminaire lumen 

output on 58W version), equating to 148lm/W (total 

system efficiency)

• HSX G2 offers the same aesthetics as the fluorescent 

version (non dotting) and is easy to install with its plug 

connector; making it the perfect retrofit solution

• The HSX G2 electrical unit can be simply and quickly 

attached to the existing trunking through the 

innovative clip design with the average installation time 

of a 2,256mm section at just over one minute. This 

solution has not only been designed around the quality 

of light but also around the speed of installation and 

energy saving (up to 60%).

Control Gear:  Electronic 

Dimmable:  DALI dimmable 

Housing:  Aluminium or powder coated steel

Finish:  White (RAL9016)
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HSX G2 Retrofit 

• 29W and 58W LED surface and suspended luminaires

• HSX G2 Retrofit is perfect for retail, industry, 

manufacturing, airports or data centres

• Enables an update of existing estate by upgrading 

from fluorescent to LED without having to change the 

existing trunking

• Available with a white sheet steel reflector and a 

PMMA Diffuser

• Available in 1,125mm or 2,255mm modules

• High performance: delivers 8,592lm (luminaire lumen 

output on 58W version), equating to 148lm/W (total 

system efficiency)

• Available in neutral white (4,000K)

• Integrated LED solution that has the same aesthetics as 

the fluorescent version (non dotting)

• Energy efficient electronic gear including, DALI 

dimmable and 3 hour emergency versions as standard

• Ease of installation through the plug connector

• Innovative clip design allows quick and simple 

installation of the electrical unit (average installation 

time just over a minute)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L700

DALI Dimmable

Code Description Length (mm)

0041985 HSX G2 RETRO 9C LED4 NW DALI 1131 1,131

0041986 HSX G2 RETRO 9C LED8 NW DALI 2256 2,256

DALI Dimmable & Emergency 3 hour

Code Description Length (mm)

0041987 HSX G2 RETRO 9C LED8 NW DALI 2256 EM 2,256 4,000K

LIGHT SOURCE INCLUDED

Profile view

Side view

HSX POWER FEED EXT HSX END FEED

HSX SPARE LOOM

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Accessories

Code Description

0042295 HSX POWER FEED EXT

0042294 HSX END FEED

0042296 HSX SPARE LOOM

0041988 HSX400 CLIP X 1

0041989 HSX TECTON CLIP X 1

0042299 HSX G2 GEARTRAY INFILL PLATE

Legend: 9C = 9 core wiring loom; NW = 4,000K Neutral White; DALI = DALI 
dimmable; EM = Emergency 3 hour

Dimensions (mm)
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Control Gear:  Electronic 

Dimmable:  Analogue 1-10V dimmable or DALI  

 dimmable 

Emergency:  3 hour emergency 

Housing:  Steel construction 

Finish:  White 

HSX Syl-Line

• The new HSX Syl-Line combines the best 

features of the HSX and Syl-Line product 

ranges - the robustness of Syl-Line trunking 

with the non dotting opal effect of HSX 

providing similar aesthetics to traditional 

fluorescent systems with the energy saving 

benefits of LED

• The range is perfect for retail, industry, 

manufacturing, airports or data centres 

applications

• HSX Syl-Line is available in either 1,720mm or 

3,440mm and offers high performance: 

delivers 6,660lm (luminaire lumen output on 

72W version), equating to 93lm/W (total 

system efficiency)

• The range benefits from an innovative clip 

design that allows quick and simple 

installation of the electrical unit (average 

installation time of the gear tray at just over a 

minute) – making it a contractor’s first choice!
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HSX Syl-Line - Gear trays

Profile view

Gear trays

Code

 

Description

 

Length 
(mm)

Electronic

0042292 HSXSYL LED NW EB 1720 WB 1,720

Analogue 1-10 dimmable

0042290 HSXSYL LED NW 1-10V 1720 WB 1,720

DALI dimmable

0042288 HSXSYL LED NW DALI 1720 WB 1,720

Emergency 3 hour

0042293 HSXSYL LED NW EB 1720 EM WB 1,720

Analogue 1-10V dimmable & Emergency

0042291 HSXSYL LED NW 1-10V 1720 EM WB 1,720

DALI dimmable & Emergency 3 hour

0042289 HSXSYL LED NW DALI 1720 EM WB 1,720

LIGHT SOURCE INCLUDED• 72W LED surface and suspended luminaires

• Extended offering of alternative optics for Syl-Line 

trunking

• Available with a white sheet steel reflector and a 

PMMA Diffuser

• Available in 1,720mm (same length as standard Syl-Line 

gear trays and trunking)

• High performance: delivers 6,660lm (luminaire lumen 

output on 72W version), equating to 93lm/W (total 

system efficiency)

• Available in neutral white (4,000K)

• Integrated LED solution that has the same aesthetics as 

the fluorescent version (non dotting)

• Energy efficient electronic gear including Analogue 

1-10V dimmable, DALI dimmable and 3 hour 

emergency versions as standard

• Innovative clip design allows quick and simple 

installation of the electrical unit (average installation 

time of the gear tray at just over a minute)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

Syl-Line HSX - 4,000K

Select a gear tray – 6 options to choose 
from

Choose your trunking unit - 
2 lengths available

End feed HSX Syl-Line

+ + =

Side view

How to order HSX Syl-Line

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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HSX Syl-Line - Trunk & Accessories

Dimensions (mm)

LIGHT SOURCE INCLUDED

230-240V~

230-240V~

≤ 500 A A

≤ 200 ≤ 200

230-240V~
≤ 500 A A

≤ 200

≤ 200 ≤ 200 ≤ 200≤ 200

A B
MCB 16A

Tybe B 
≤ 1720 1720 x 12

≤ 3440 3440 x 6

Trunk

Code Description Length 
(mm)

5 - Core Trunking

0042070 Syl-Line 3.44M TRUNKING 5 CORE WH 3,440

0042071 Syl-Line 1.72M TRUNKING 5 CORE WH 1,720

8 - Core Trunking

0042072 Syl-Line 3.44M TRUNKING 8 CORE WH 3,440

0042073 Syl-Line 1.72M TRUNKING 8 CORE WH 1,720

End Feed

0042076 Syl-Line END FEED WH -

0042077 Syl-Line MIDDLE FEED WH -

Cover

0042080 Syl-Line COVER 3R WH -

Suspension options

Code Description

0042255 Syl-Line SURFACE BRACKET 10PCS

0042256 Syl-Line SUSPENSION SET KIT 6M

0042257 Syl-Line SUSPENSION SET KIT 6M 10PCS

0042258 Syl-Line SUSPENSION SET KIT 3M 10PCS

0042259 Syl-Line SURFACE MNT KIT 6M

0042260 Syl-Line SURFACE MNT KIT 6M 10PCS

0042261 Syl-Line SURFACE MNT KIT 3M 10PCS

End feed Middle feed 

Cover Bracket

Suspension Surface mounted kit

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section
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 Control Gear: Electronic

Dimmable: Analogue 1-10V or DALI dimmable

Housing: Steel construction

Finish: Solid white pre-painted

Fast Trunking System

• High performance suspended and surface 

mounted luminaires utilising T5 

fl uorescent tubes

• The range combines high light output 

and fl exibility to create modular lighting 

solutions that can be customised to fi t 

your individual needs

• Specially designed for open-space 

application, for example hypermarkets or 

superstores, shelf-lighting, assembly halls 

or storage areas
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Fast Trunking System 

1478mm 2956 mm
3m Rail only (Side view)1.5m rail (Side view) 

LIGHT SOURCE NOT INCLUDED

2-lamp version

Luxline® Plus T5/T16 FHE
35W G5 3650lm

• 35W, 49W or 80W T5 high performance surface or 

suspended industrial luminaire

• 1,500mm or 3,000mm length modules built in 0.6mm 

thick steel pre-painted in white 

• Prepared for easy mechanical and electrical connection 

of continuous line 

• Available in 1 or 2 lamp versions 

• Electronic ballast

Classic satin refl ector 
2 x 49W

Asymmetric satin 
refl ector 2 x 49W

Double Asymmetric Satin 
2 x 49W

Rail without refl ector 
2 x 49W

Classic white refl ector 
2 x 49W

Intensive bright aluminium
2 x 49W

Luxline® Plus T5/T16 FHO
49/80W G5 4900/7000lm

Electronic

Code

 

Description

 

Rail length and lamps 
arrangement 1,500mm  

Rail length and lamps 
arrangement 3,000mm

1 lamp

0059910 FTS 1500 135 T5 EB 1 x 35W N/A

0059911 FTS 1500 149 T5 EB 1 x 49W N/A

0059912 FTS 1500 180 T5 EB 1 x 80W N/A

2 lamp

0059913 FTS 1500 235W T5 EB 2 x 35W N/A

0059914 FTS 1500 249W T5 EB 2 x 49W N/A

0059915 FTS 1500 280W T5 EB 2 x 80W N/A

1 lamp + 1 lamp

0059916 FTS 3000 135+135 T5 EB 1 x 35W 1 x 35W

0059917 FTS 3000 149+149 T5 EB 1 x 49W 1 x 49W

0059918 FTS 3000 180+180 T5 EB 1 x 80W 1 x 80W

2 lamp + 2 lamp

0059919 FTS 3000 235+235 T5 EB 2 x 35W 2 x 35W

0059920 FTS 3000 249+249 T5 EB 2 x 49W 2 x 49W

0059921 FTS 3000 280+280 T5 EB 2 x 80W 2 x 80W

Dimensions (mm)

FTS = Fast Trunking System; EB = Electronic Ballast
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Fast Trunking System Accessories

Symmetric Wide Refl ector

A
cce

sso
rie

s

Rail + Double Asymmetric Refl ector

Rail + Asymmetric Refl ectorRail + Intensive Refl ector

• Wide symmetric reflector, white painted steel 

• Wide symmetric reflector, aluminium satinised 

• Asymmetric reflector, aluminium satinised 

• Intensive symmetric reflector, bright aluminium 

• Double-asymmetric reflector, aluminium satinised 

• All reflectors are available in single packs or packs of 10 

• All reflectors are available for linear or corner connection mounting

Reflectors

Code Description Packaging Qty

Single Pack

0059978 Symmetric Wide Refl ector, White, For Linear Connected Rails Single Pack

0059979 Symmetric Wide Refl ector, White, For Rectangular Connected (X,L or T) Rails Single Pack

0059980 Symmetric Satinised Aluminium Refl ector, For Linear Connected Rails Single Pack

0059981 Symmetric Satinised Aluminium Refl ector, For Rectangular 

Connected (X,L or T) Rails

 Single Pack

0059982 Asymmetric Satinised Aluminium Refl ector, For Linear Connected Rails Single Pack

0059983 Symmetric Intense Bright Aluminium Refl ector, For Linear Connected Rails Single Pack

0059985 Double-Asymmetric Satinised Aluminium Refl ector, For Linear 

Connected Rails

 Single Pack

10 Pack

0059986 Symmetric Wide Refl ector, White, For Linear Connected Rails 10 Pack

0059988 Symmetric Satinised Aluminium Refl ector, For Linear Connected Rails 10 Pack

0059989 Symmetric Satinised Aluminium Refl ector, For Rectangular Connected 

(X,L or T) Rails

 10 Pack

0059990 Asymmetric Satinised Aluminium Refl ector, For Linear Connected Rails 10 Pack

0059991 Symmetric Intense Bright Aluminium Refl ector, For Linear Connected Rails 10 Pack

0059993 Double-Asymmetric Satinised Aluminium Refl ector, For Linear Connected Rails 10 Pack

0059994 Spring rail fi xation 10 Pack

Rail only (profile view)

90mm

50
m

m

60
m

m

Rail + Asymmetric reflector (profile view)Rail + Intensive reflector (profile view) Rail + Double-Asymmetric ReflectorRail + Classic reflector (profile view)

90mm

128mm

12
8m

m

50
m

m

Dimensions (mm)

Rail + Classic reflector 

(profile view)

Rail + Intensive 

reflector (profile 

view)

Rail + Asymmetric 

reflector (profile 

view)

Rail + Double-

Asymmetric Reflector

End cap

Chain suspensionWire suspension

• T, L or X-connectors with flexible positioning for complex applications

• Adjustable suspension sets

• Endcaps

• Top covers (1,500mm)

• Power supply sets

Universal mechanical connector

Universal mechanical connectorUniversal mechanical connector

Wire suspension set

Accessories

Code Description Packing Qty

Single Pack

0059960 Wire Suspension Set 3,000mm Single Pack

0059962 Wire Suspension Set 6,000mm Single Pack

0059964 Chain Suspension Set 3,000mm Single Pack

0059968 Optional Endcap For Rail Single Pack

0059972 Power Supply Connector 5 Pole Single Pack

0059973 Power Supply Connector 3 Pole Single Pack

0059974 Cross Connector Set 5 Pole Single Pack

0059975 Cross Connector Set 5 + 3 Pole Single Pack

0059976 Cable Hood For Power Supply Or Connectors Single Pack

10 Pack

0059977 PVC Top Cover 1,500mm 10 Pack

0059961 Wire Suspension Set 3,000mm 10 Pack

0059963 Wire Suspension Set 6,000mm 10 Pack

0059965 Chain Suspension Set 3,000mm 10 Pack

0059969 Optional Endcap For Rail 10 Pack

0059971 Universal Mechanical Connector (L,T,X) 10 Pack

Rail only (profile view)

90mm

50
m

m

60
m

m

Rail + Asymmetric reflector (profile view)Rail + Intensive reflector (profile view) Rail + Double-Asymmetric ReflectorRail + Classic reflector (profile view)

90mm

128mm

12
8m

m

50
m

m
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Control Gear: Electronic, DALI

Dimmable:  DALI dimmable 

Emergency:  3 hour emergency 

Housing: Roll-formed steel

Finish: White

SylBatten

• The new SylBatten is a complete range of LED battens to replace 

traditional T8 battens (600mm, 1,200mm and 1,500mm)

• The range is perfect for lighting large industrial areas such as 

corridors, warehouses, back of house areas or general purpose 

spaces

• SylBatten is available in either 3,000K warm white, 4,000K 

neutral white or 6,000K daylight

• 4,000K version delivers up to 8,348lm (luminaire lumen output), 

and up to 108lm/W (total system efficiency); while 6,000K 

version offers up to 8,724lm (luminaire lumen output), and up 

to 113lm/W (total system efficiency)

• What’s more, SylBatten comes in various options of non-

dimmable, DALI dimmable, 3 hour maintained emergency and 

integrated PIR (presence detection) as standard

• An option of symmetric or asymmetric reflectors are additionally 

available for each version

• The range also offers ease of installation through the 2 part 

housing push-in design

• All EVO LED range items will be identified with the EVO range 

yellow flag
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SylBatten  

• A full range of LED Battens to replace traditional T8 

battens (600mm, 1,200mm and 1,500mm)

• High performance: delivers up to 8,348lm (luminaire 

lumen output on 4,000K version), and up to 108lm/W

(total system efficiency)

• High performance: delivers up to 8,724lm (luminaire 

lumen output on 6,000K version), and up to 113lm/W

(total system efficiency)

• Available in neutral white (4,000K),  warm white

(3,000K) or daylight (6,000K)

• Options of electronic, DALI dimmable, 3 hour 

emergency or integrated PIR (presence detection) as 

standard

• Emergency version maintains same length as standard 

product for continuity

• Ease of installation through the 2 part housing push-in 

design

• Ability to through wire

• End cap incorporates 20mm conduit knock out, if

required

• Continuous linking available with the assistance of a 

coupling piece

• Suitable for direct fix and suspension

• BESA box connection  possibility standard on product

• Safety cable included

• Asymmetric and symmetric reflectors available as 

accessories

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original

output L70

• All EVO LED range items will be identified with the EVO

range yellow flag

Electronic

Code Description Length (mm)

3,000K warm white

0045176 SYLBATTEN LED1 WW TP3 605

0045177 SYLBATTEN LED2 WW TP3 605

0045178 SYLBATTEN LED3 WW TP3 1205

0045179 SYLBATTEN LED5.5 WW TP3 1205

0045180 SYLBATTEN LED4 WW TP3 1505

0045181 SYLBATTEN LED8 WW TP3 1505

4,000K neutral white

0045170 SYLBATTEN LED1 NW TP3 605

0045171 SYLBATTEN LED2 NW TP3 605

0045172 SYLBATTEN LED3 NW TP3 1205

0045173 SYLBATTEN LED5.5 NW TP3 1205

0045174 SYLBATTEN LED4 NW TP3 1505

0045175 SYLBATTEN LED8 NW TP3 1505

6,000K daylight

0045182 SYLBATTEN LED1 6,000K TP3 605

0045183 SYLBATTEN LED2 6,000K TP3 605

0045184 SYLBATTEN LED3 6,000K TP3 1205

0045185 SYLBATTEN LED5.5 6,000K TP3 1205

0045186 SYLBATTEN LED4 6,000K TP3 1505

0045187 SYLBATTEN LED8 6,000K TP3 1505

LIGHT SOURCE INCLUDED

SylBatten 3,000K SylBatten 4,000K

SylBatten 6,000K

Legend: NW = 4,000K Neutral White; WW = 3,000K Warm White; 
6,000K = Daylight; LED1 = 1000lm; LED2 = 2000lm;  
LED3 = 3000lm; LED5.5 = 5500lm; LED4 = 4000lm;  
LED8 = 8000lm; DALI = Dali dimmable; E3 = 3 hour maintained 
Emergency; TP3 = Through Plug 3 Core (non dim)

SylBatten

SylBatten with symmetric reflector
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DALI dimmable & Emergency 3 hour

Code Description Length (mm)

4,000K neutral white

0045208 SYLBATTEN LED3 NW DALI TP6 E3  1205

0045209 SYLBATTEN LED5.5 NW DALI TP6 E3 1205

0045210 SYLBATTEN LED4 NW DALI TP6 E3 1505

0045211 SYLBATTEN LED8 NW DALI TP6 E3 1505

6,000K daylight

0045212 SYLBATTEN LED3 6,000K DALI TP6 E3 1205

0045213 SYLBATTEN LED5.5 6,000K DALI TP6 E3 1205

0045214 SYLBATTEN LED4 6,000K DALI TP6 E3 1505

0045215 SYLBATTEN LED8 6,000K DALI TP6 E3 1505

L

W1

W

H

H1

DALI dimmable

Code Description Length (mm)

4,000K neutral white

0045188 SYLBATTEN LED1 NW DALI TP5 605

0045189 SYLBATTEN LED2 NW DALI TP5 605

0045190 SYLBATTEN LED3 NW DALI TP5 1205

0045191 SYLBATTEN LED5.5 NW DALI TP5 1205

0045192 SYLBATTEN LED4 NW DALI TP5 1505

0045193 SYLBATTEN LED8 NW DALI TP5 1505

6,000K daylight

0045194 SYLBATTEN LED1 6,000K DALI TP5 605

0045195 SYLBATTEN LED2 6,000K DALI TP5 605

0045196 SYLBATTEN LED3 6,000K DALI TP5 1205

0045197 SYLBATTEN LED5.5 6,000K DALI TP5 1205

0045198 SYLBATTEN LED4 6,000K DALI TP5  1505

0045199 SYLBATTEN LED8 6,000K DALI TP5 1505

Emergency 3 hour

Code Description Length (mm)

4,000K neutral white

0045200 SYLBATTEN LED3 NW TP4 E3 1205

0045201 SYLBATTEN LED5.5 NW TP4 E3 1205

0045202 SYLBATTEN LED4 NW TP4 E3 1505

0045203 SYLBATTEN LED8 NW TP4 E3 1505

6,000K daylight

0045204 SYLBATTEN LED3 6,000K TP4 E3 1205

0045205 SYLBATTEN LED5.5 6,000K TP4 E3 1205

0045206 SYLBATTEN LED4 6,000K TP4 E3  1505

0045207 SYLBATTEN LED8 6,000K TP4 E3 1505

Integrated PIR

Code Description Length (mm)

4,000K neutral white

0045216 SYLBATTEN LED3 NW TP3 PIR 1305

0045217 SYLBATTEN LED5.5 NW TP3 PIR  1305

0045218 SYLBATTEN LED4 NW TP3 PIR 1605

0045219 SYLBATTEN LED8 NW TP3 PIR 1605

6,000K daylight

0045220 SYLBATTEN LED3 6,000K TP3 PIR 1305

0045221 SYLBATTEN LED5.5 6,000K TP3 PIR 1305

0045222 SYLBATTEN LED4 6,000K TP3 PIR 1605

0045223 SYLBATTEN LED8 6,000K TP3 PIR 1605

Dimensions (mm)  
Version  L  H W

600mm (LED1 & 2) 605 76 66

1,200mm (LED3 & 5.5) 1,205 76 66

1,500mm (LED4 & 8) 1,505 76 66

1,200mm PIR (LED3 & 5.5) 1,305 76 66

1,500mm PIR (LED4 & 8) 1,605 76 66

LIGHT SOURCE INCLUDED

SylBatten  

Integrated PIR - 4,000K Integrated PIR - 6,000K

SylBatten lit up

SylBatten face view

SylBatten end cap

SylBatten with integrated PIR sensor

Legend: NW = 4,000K Neutral White; WW = 3,000K Warm White; 6,000K = Daylight; LED1 = 1000lm; LED2 = 2000lm;  

LED3 = 3000lm; LED5.5 = 5500lm; LED4 = 4000lm;  

LED8 = 8000lm; DALI = Dali dimmable; E3 = 3 hour maintained Emergency; TP4 = Through Plug 4 Core (non dim emergency);  

TP5 = Through Plug 5 Core (DALI); TP6 = Through Plug 6 Core (DALI Emergency).

Organic Response

Code Description

0045238 SYLBATTEN LED3 NW TP5 OR

0045239 SYLBATTEN LED5.5 NW TP5 OR

0045240 SYLBATTEN LED4 NW TP5 OR

0045241 SYLBATTEN LED8 NW TP5 OR

0045242 SYLBATTEN LED4 NW TP6 OR E3

0045243 SYLBATTEN LED8 NW TP6 OR E3
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SylBatten 

A
cce

sso
rie

s

CouplingSymmetric reflectorSuspension set

Accessories

Code Description

0045230 SylBatten Suspension Set

0045231 SylBatten Symmetric Reflector 600

0045232 SylBatten Asymmetric Reflector 600

0045233 SylBatten Symmetric Reflector 1200

0045234 SylBatten Asymmetric Reflector 1200

0045235 SylBatten Symmetric Reflector 1500

0045236 SylBatten Asymmetric Reflector 1500

0045237 Sylbatten Coupling

SylBatten with asymmetric reflectorSylBatten with symmetric reflector 
-Face view and lit up

SylBatten with symmetric reflector SylBatten with asymmetric 
reflector -Face view and lit up
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Also in the Evo LED range...

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

LED Pipe 

Ambient Decorative

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

CHEER LED Strip

Ambient Decorative

Start Waterproof

Weatherproof

SylFlat 

Downlights 

SylCircle LED

Ambient Decorative

SylBatten - EVO LED range 

Start LED Highbay

Industrial
LED Batten Link

 Industrial

Sylveo LED

Floodlights

StartFlood

Floodlights
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Control Gear: Available with magnetic or electronic

Emergency:  3 hours emergency as an option 

Housing: Roll-formed steel

Finish: White

Sylfast range

• A wide range of T5 & T8 battens and 

accessories

 • Ideal for lighting large industrial areas, 

corridors, warehouses or general  

purpose spaces



622 Industrial 

Sylfast T5 

• T5 high performance battens

• Fast connection system with Wieland connector

• Slim body

• Made of roll-formed steel

• Punch out holes on both ends

• 3 poles Wieland connector on both ends

• Through wiring 3 x 1.5mm2

T5 FHE

Code Description

0046301 SYLFAST / SSE-T5 1 x 14W EB

0046302 SYLFAST / SSE-T5 1 x 21W EB

0046303 SYLFAST / SSE-T5 1 x 28W EB

0046304 SYLFAST / SSE-T5 1 x 35W EB

T5 FHO

Code Description

0046318 SYLFAST / SSE T5 1 x 18W EB

0046382 SYLFAST / SSE T5 1 x 24W EB

0046383 SYLFAST / SSE T5 1 x 39W EB

0057580 SYLFAST / SSE T5 1 x 80W EB

Accessories

Code Description

5046208 Polycarbonate Diffuser 14W/24W

5046210 Polycarbonate Diffuser 21W/39W

5046211 Polycarbonate Diffuser 28W/54W

5046212 Polycarbonate Diffuser 35W/49W/80W

1-lamp version

2-Lamp version     

* 850ºC using 
the diffuser

*

Luxline® Plus T5/T16 FHE
14/21/28/35W G5 
1350/2100/2900/3650lm

Luxline® Plus T5/T16 FHO
24/39/49/54/80W G5 
2000/3500/4900/5000/7000lm

Dimensions (mm) T5  
Lamp  L  l H F

1 x 14/24W 578  33.4 64 450

1 x 21/39W 878  33.4 64 700

1 x 28/54W 1,178  33.4 64 900

1 x 35/49/80W 1,478  33.4 64 900

1 x 49W  1,478  33.4 64 900

1 x 80W  1,478  33.4 64 900

STANDARD
Wattages LOR

1 x 14W 94%

1 x 21W 94%

1 x 28W 94%

1 x 35W 94%

 
WITH DIFFUSER
Wattages LOR

1 x 14W 89%

1 x 21W 89%

1 x 28W 89%

1 x 35W 89%

LIGHT SOURCE NOT INCLUDED

Dimensions (mm)

1 x 35W

2 x 35W

T5 FHE connection

Code Description

0057520 SYLFAST / SSE T5 1 x 14W A2 CONNECT

0057521 SYLFAST / SSE T5 1 x 21W A2 CONNECT

0057522 SYLFAST / SSE T5 1 x 28W A2 CONNECT

0057523 SYLFAST / SSE T5 1 x 35W A2 CONNECT

T5 Connect

Code Description Wieland

5057540 SSE-T5 Connect 0.0m

T5 FHO connection

Code Description

0057531 SYLFAST / SSE T5 1 x 39W A2 CONNECT

0057532 SYLFAST / SSE T5 1 x 49W A2 CONNECT

0057533 SYLFAST / SSE T5 1 x 54W A2 CONNECT

0057534 SYLFAST / SSE T5 1 x 80W A2 CONNECT

T5 FHE connection

T5 Connect

T5 FHO connection   

Legend: A2 = Electronic ballast
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Sylfast 2 T8 

• T8 battens and accessories 

• Available with Electronic or Magnetic ballast

• 3 hour emergency versions as options 

• BESA connection 

Electronic

Code Description

Single lamp

0084728 1 x 18W High Frequency Single with lamp

0084729 1 x 36W High Frequency Single with lamp

0084730 1 x 58W High Frequency Single with lamp

0084731 1 x 70W High Frequency Single with lamp

Twin lamp

0084732 2 x 18W High Frequency Twin with lamp

0084733 2 x 36W High Frequency Twin with lamp

0084734 2 x 58W High Frequency Twin with lamp

0084735 2 x 70W High Frequency Twin with lamp

1-Lamp version

Luxline® Plus T8/T26
18/36/58/70W G13 
1350/3350/5200/6200lm

2-Lamp version

LIGHT SOURCE INCLUDED

Dimensions (mm)

* 850ºC using 
the diffuser

*

H

H
1

W

H

H
1

W L

1-Lamp 2-Lamp
Dimensions (mm) 

Model No. of L W H H1

No. lamp (mm) (mm) (mm) (mm)

0084720 1 x 18W 614.4 61.5 56.5 99.5

0084721 1 x 36W 1,223.4 61.5 56.5 99.5

0084722 1 x 58W 1,524.4 61.5 56.5 99.5

0084726 2 x 58W 1,524.4 61.5 56.5 101

Emergency 3 hour

Code Description

Single lamp

0084749 1 x 36W High Frequency Single with lamp

0084750 1 x 58W High Frequency Single with lamp

0084751 1 x 70W High Frequency Single with lamp

Twin lamp

0084753 2 x 36W High Frequency Twin with lamp

0084754 2 x 58W High Frequency Twin with lamp

0084755 2 x 70W High Frequency Twin with lamp

Magnetic

Code Description

Single lamp

0084720 SYLFAST 1 x 18W SINGLE WITH LAMP

0084721 SYLFAST 1 x 36W SINGLE WITH LAMP

0084722 SYLFAST 1 x 58W SINGLE WITH LAMP

Twin/Double lamp

0084726 SYLFAST 2 x 58W TWIN WITH LAMP

• Universal reflectors

• Wire guards

• Prismatic or opal diffusers

Diffuser

Code Description 

Prismatic Diffuser

0084758 121.9cm / 4 ft Prismatic diffuser 1 x 36W

0084759 121.9cm / 4 ft Prismatic diffuser 2 x 36W

0084760 121.9cm / 5 ft Prismatic diffuser 1 x 58W 

0084761 121.9cm / 2 ft Prismatic diffuser 2 x 58W 

0084762 188.9cm / 6 ft Prismatic diffuser 1 x 70W

0084763 188.9cm / 6 ft Prismatic diffuser 2 x 70W 

Opal Diffuser

0084769 121.9cm / 4 ft Opal diffuser 2 x 36W 

1-Lamp version

A
cce

sso
rie

s
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Magnetic

Code Description

Non Compensated

0046080 SYLFAST T8 1 x 15W NC

0046081 SYLFAST T8 1 x 18W NC

0046082 SYLFAST T8 1 x 30W NC

0046083 SYLFAST T8 1 x 36W NC

0046084 SYLFAST T8 1 x 36W NC

0046085 SYLFAST T8 2 x 18W NC

0046086 SYLFAST T8 2 x 36W NC

0046087 SYLFAST T8 2 x 36W NC

Parallel Compensated

0046089 SYLFAST T8 1 x 30W PC

0046090 SYLFAST T8 1 x 36W PC

0046091 SYLFAST T8 1 x 58W PC

0046092 SYLFAST T8 2 x 58W PC

0046093 SYLFAST T8 2 x 58W PC

Sylfast T8 

Electronic

Code Description

0046100 SYLFAST T8 1 x 18W EB

0046101 SYLFAST T8 1 x 36W EB

0046102 SYLFAST T8 1 x 58W EB

0046103 SYLFAST T8 2 x 18W EB

0046104 SYLFAST T8 2 x 36W EB

0046105 SYLFAST T8 2 x 58W EB

• T8 battens

• Made of roll-formed steel 

• Punch out holes on both ends 

• 3-pole terminal block

Luxline® Plus T8/T26
18/36W G13 1350/3350lm

LIGHT SOURCE NOT INCLUDED 

Dimensions (mm)  
Lamp  L  I  H  F 

1 x 15  471  51  74  340

1 x 18  617  51  74  455

1 x 30  925  51  74  600

1 x 36  1,227  51  74  800

1 x 58  1,527  51  74  800

2 x 18  617  102  80  455

2 x 36  1,227  102  80  800

2 x 58  1,527  102  80  800

  
Wattages  LOR  UTE  DFF

1 x 36  92%  0.65H+0.27T  71%

1 x 58  94%  0.67H+0.27T  71%

2 x 36  89%  0.53GH+0.36T  60%

2 x 58  91%  0.54GH+0.37T  59%

1 x 36W

1 x 58W

Dimensions (mm)

1-Lamp

Luxline® Plus special length T8/T26
15/30W G13 950/2400lm

Legend: EB = Electronic Ballast; 1-10V = Analogue 1-10V 
dimmable; A2 = Electronic ballast; NC = Magnetic Non 
Compensated; PC = Magnetic Parallel Compensated

Analogue 1-10V dimmable

Code Description

0046106 SYLFAST T8 1 x 18W 1-10V

0046107 SYLFAST T8 1 x 36W 1-10V

0046108 SYLFAST T8 1 x 58W 1-10V

0046109 SYLFAST T8 2 x 36W 1-10V

Emergency 3 hour

Code Description

0046110 SYLFAST T8 1 x 36W EB E3

0046111 SYLFAST T8 2 x 36W EB E3

0046112 SYLFAST T8 1 x 58W EB E3

0046113 SYLFAST T8 2 x 58W EB E3

2-Lamp
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Sylfast T8 - Reflector 

• White painted reflector for symmetrical direct or 

asymmetrical lighting distribution 

• Made of coated steel sheet

• Diffuser optics for wide lighting distribution

• Clear, opal or ridged opal version

• Easy installation

Sylfast T8 - Diffuser 

Dimensions (mm) Reflector 

Lamp  L  I  H  

Heaviest 

weight (kg)

1x36  1,227  208  110  2.33

1x58  1,527  208  110  2.85

2x36  1,227  238  68  1.90

2x58  1,527  238  68  2.40

T8 + Reflectors 
Wattages  LOR   UTE DFF

1 x 36  79%  0.79E  100%

1 x 58  80%  0.80E  100%

2 x 36  75%  0.75E  100%

2 x 58  76%  0.76E  100%

Dimensions (mm) REFLECTOR  

Lamp L  I  H  

Heaviest 

weight (kg)

1 x 18  618  51  80  0.24

1 x 36  1,227  51  80  0.46

1 x 58  1,527  51  80  0.56

Clear & opal diffusers

Dimensions (mm)

Dimensions (mm)

1 x 36W 1 x 58W

Reflectors

Code Description

0046169 SYLFAST / SSE T8 REFLECTOR 1 x 36W

0046170 SYLFAST / SSE T8 REFLECTOR 1 x 58W

0046171 SYLFAST / SSE T8 REFLECTOR 2 x 36W

0046172 SYLFAST / SSE T8 REFLECTOR 2 x 58W

Clear diffuser

Code Description

0046065 SYLFAST T8 CLEAR DIFFUSER 1 x 18W

0046066 SYLFAST T8 CLEAR DIFFUSER 1 x 36W

0046067 SYLFAST T8 CLEAR DIFFUSER 1 x 58W

Opal diffuser

Code Description

0046060 SYLFAST T8 OPAL DIFFUSER 1 x 18W

0046061 SYLFAST T8 OPAL DIFFUSER 1 x 36W

0046062 SYLFAST T8 OPAL DIFFUSER 1 x 58W
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Sylref-E - White painted reflector

• T8 battens

• White coated body 

• Numerous applications 

• Fast installation 

• Functional accessories
Luxline® Plus T8/T26
18/36W G13 1350/3350lm

Electronic

Code Description

0052104 SYLREF 1 x 36W WHITE EB

0052105 SYLREF 2 x 36W WHITE EB

0052106 SYLREF 1 x 58W WHITE EB

0052068 SYLREF 2 x 58W WHITE EB

0054009 SYLREF 3 x 58W WHITE EB

Magnetic

Code Description

Parallel compensated

0052060 SYLREF 1 x 36W WHITE LLB PC

0052061 SYLREF 1 x 58W WHITE LLB PC

0052062 SYLREF 2 x 36W WHITE LLB PC

0052063 SYLREF 2 x 58W WHITE LLB PC

Serie compensated

0052064 SYLREF 2 x 58W WHITE LLB SC

White Painted Grid

Code Description

9091912 36W module

9091913 58W module

0098292 White painted grid end caps

0052120 Fixing jaws (pair)

Protective Grid

Code Description

9056510 58W module

0056482 Protective grid end caps

9056511 Fixing brackets (2 needed per grid)

LIGHT SOURCE NOT INCLUDED

1 x 36W

2 x 36W

3 x 58W

White painted grid Protective grid

Dimensions (mm)   
Lamp  L  I  l’ H  F  f 

Heaviest 

weight (kg)

1 x 36  1,227  111  218  94  1,000  700  3.4

1 x 58  1,527  111  218  94  1,000  700  3.9

2 x 36  1,227  111  218  94  1,000  700  4.0

2 x 58  1,527  111  218  94  1,000  700  5.0

3 x 58  1,527  111  218  94  1,000  700  6.1

Protective Grid 
Wattages  LOR   UTE DFF

1 x 36  79%  0.79E  100%

1 x 58  80%  0.80E  100%

2 x 36  75%  0.75E  100%

2 x 58  76%  0.76E  100%

White Painted Grid 
Wattages  LOR   UTE DFF

2 x 36  51%  0.51CD  100%

2 x 58  51%  0.51CD  100%

3 x 58  51%  0.51CD  100%

White Painted Reflector 
Wattages  LOR   UTE DFF

1 x 36  84%  0.84EG  100%

1 x 58  84%  0.84EG  100%

2 x 36  82%  0.82EG  100%

2 x 58  82%  0.82EG  100%

3 x 58  81%  0.81E  100%

(1) with painted grid
(2) with protective grid

(1) (2)

Caption 8

White painted grid end caps

Fixing jaws Fixing brackets

Protective grid end caps

Legend: EB = Electronic Ballast; LLB = Low Loss Ballast or magnetic 
Ballast; PC = Parallel Compensated; SC = Serie Compensated

2-Lamp version

3-Lamp version
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Sylref-E - Brilliant aluminium reflectors

LIGHT SOURCE NOT INCLUDED

2 x 36W

Dimensions (mm)
  
Lamp  L  I  H  F  f 

Heaviest 

weight (kg)

2 x 36W  1,227  111  218  1,000  700  4.0

2 x 58W  1,527  111  218  1,000  700  5.0

3 x 58W 1,527  111  218  1,000  700  6.1

Wattages  LOR   UTE DFF

2 x 36W  88%  0.88DE  100%

2 x 58W  92%  0.92DE  100%

• T8 battens

• Brilliant aluminium reflector

• Numerous applications 

• Fast installation 

• Functional accessories

Luxline® Plus T8/T26
18/36W G13 1350/3350lm

Electronic

Code Description

0054063 SYLREF 2 x 36W ALUMINIUM EB

0054064 SYLREF 2 x 58W ALUMINIUM EB

0054065 SYLREF 3 x 58W ALUMINIUM EB

Magnetic (Parellel Compensated)

Code Description

0054067 SYLREF 2 x 36W ALUMINIUM LLB

0054068 SYLREF 2 x 58W ALUMINIUM LLB

0054069 SYLREF 3 x 58W ALUMINIUM LLB

White Painted Grid

Code Description

9091912 36W module

9091913 58W module

0098292 White painted grid end caps

0052120 Fixing jaws (pair)

Protective Grid

Code Description

9056510 58W module

0056482 Protective grid end caps

9056511 Fixing brackets (2 needed per grid)

(1) with painted grid
(2) with protective grid

(1) (2)

Caption 5

Legend: EB = Electronic Ballast; LLB = Low Loss Ballast or magnetic 
Ballast; PC = Parallel Compensated

White painted grid Protective grid

White painted grid end caps

Fixing jaws Fixing brackets

Protective grid end caps
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Start LED Highbay

• Start LED Highbay is a range of industrial 

fixtures developed for applications including 

storage facilities, retail, manufacturing, 

airports and data centres

• Start LED Highbay is available in 2 versions 

(Small - 10,000lm and Large - 20,000lm) and 

2 beam angles (medium or wide beam), 

allowing you to choose the best option 

depending on the job at hand

• Start LED Highbay delivers high performance: 

up to 21,573lm (luminaire lumen output on 

Large version), equating to 114 lm/W (total 

system efficiency)

• Being part of the EVO LED range of luminaires 

means Start LED Highbay has been developed 

for efficiency, functionality and reliability; 

making it the go-to range for installers and 

contractors

Control Gear:  Electronic 

Dimmable:  DALI dimmable 

Housing:  Light weight magnesium alloy 

Finish:  Grey 
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Start LED Highbay - EVO LED range 

LIGHT SOURCE INCLUDED

95W version

190W version
95W Wide 4,000K 95W Medium 4,000K

190W Wide 4,000K

• 95W and 190W LED high bay fixtures

• Start LED Highbay is perfect for applications including 

storage facilities, retail, manufacturing, airports or data 

centres

• Available in two beam angles:- 55º medium beam: 

suitable for aisles or high ceilings where more light is 

needed on the floor surface- 85º wide beam: suitable 

for general open area applications

• Lightweight magnesium alloy housing enabling ease of 

installation

• High performance: delivers 21,573 lm (luminaire lumen 

output on 190W version), with up to 114lm/W (total 

system efficiency)

• Available in neutral white (4,000K)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

• To discover more about the Start LED Highbay range, 

please visit: https://youtu.be/GQZ0VlpEdvE 

Small - 10,000lm

Code Description

Wide beam

0039310 START LED HIGHBAY 4,000K 10KLM EB WIDE

0039314 START LED HIGHBAY 4,000K 10KLM DALI WIDE

Medium beam

0039311 START LED HIGHBAY 4,000K 10KLM EB MEDIUM

0039315 START LED HIGHBAY 4,000K 10KLM DALI MEDIUM

Ø280.4

15
0

10
00

Ø400

17
4

10
00

Large - 20,000lm

Code Description

Wide beam

0039312 START LED HIGHBAY 4,000K 20KLM EB WIDE

0039316 START LED HIGHBAY 4,000K 20KLM DALI WIDE

Medium beam

0039313 START LED HIGHBAY 4,000K 20KLM EB MEDIUM

0039317 START LED HIGHBAY 4,000K 20KLM DALI MEDIUM

Dimensions (mm)

190W Medium 4,000K

95W version 190W version

Legend: 4,000K = 4,000K Neutral White;  
10KLM = 10,000 lumens; 20KLM = 20,000 lumens;  
EB = Electronic; WIDE = Wide beam;  
MEDIUM = Medium beam

Accessory

Code Description

0039320 START LED HIGHBAY Flood bracket
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Also in the Evo LED range...

Start LED Highbay - EVO LED range 

Start Flat PanelLED

Recessed Modular

StartSpot

Accent Downlights

LED Pipe 

Ambient Decorative

Start PaneLED 2

Recessed Modular

SylFire LED

Accent Downlights

CHEER LED Strip

Ambient Decorative

Start Waterproof

Weatherproof

SylFlat 

Downlights 

SylCircle LED

Ambient Decorative

Start LED Highbay

Industrial
LED Batten Link

 Industrial

Sylveo LED

Floodlights

StartFlood

Floodlights

SylBattem 

Industrial
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Iliah 

SHP-S
250/410W E40 30200/52500lm

HSI-SX
250/400W E40 22300/40000lm

LIGHT SOURCE INCLUDED 
(FOR ITEMS MARKED AS ‘SET’)

45° 45°

C0-C180 C90-C270

105° 105°

90° 90°

75° 75°

60° 60°

30°

120° 120°

135° 135°

30°15°15° 0°

180°165°150° 150°165°

η = 97%I (cd/klm)

140
120
100
80

40

Aluminium with glass

PMMA without glass

PMMA with glass

45°

15° 0° 15°

C0-C180 C90-C270

105°

90°

75°

60°

45°

30°

105°

90°

75°

60°

30° η = 75%I (cd/klm)

160

240

320

Aluminium wide

45° 45°

C0-C180 C90-C270

105° 105°

90° 90°

75° 75°

60° 60°

30°

120° 120°

135° 135°

30°15°15° 0°

180°165°150° 150°165°

η = 96%I (cd/klm)

120
100
80

60
40

PMMA IP44

PMMA IP20

• 250W and 400W high bay luminaire

• Delivered as sets containing: body, reflector, lamp & 

accessories* (*if required) 

• Die cast aluminium control gear housing 

• Lamp compartment separated from main housing 

• Thermal gasket allowing excellent heat dissipation

Complete Set

Code Description

Aluminium Wide

0039200 ILIAH SHP-S 250W Alu Wide IP23 SET

0039201 ILIAH HSI-SX 250W Alu Wide IP23 SET

0039216 ILIAH SHP-S 250W Alu Wide IP65 SET

0039217 ILIAH HSI-SX 250W Alu Wide IP65 SET

0039203 ILIAH HSI-SX 400W Alu Wide IP23 SET

0039218 ILIAH SHP-S 400W Alu Wide IP65 SET

0039219 ILIAH HSI-SX 400W Alu Wide IP65 SET

PMMA

0039228 ILIAH SHP-S PSM588 250W IP44 SET

0039229 ILIAH HSI-SX PSM588 250W IP44 SET

0039212 ILIAH SHP-S PSM588 250W IP20 SET

0039213 ILIAH HSI-SX PSM588 250W IP20 SET

Dimensions (mm)

Aluminium without glass

* **

* with front glass
** with front glass

De kraker shop - Turnhout, Belgium

Complete Set without lamp 
(order lamp seperately)

Code Description

Aluminium Wide

0039208 ILIAH Alu Wide 400W IP65 SET W/O LAMP

0039209 ILIAH Alu Wide250W IP65 SET W/O LAMP
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LIGHT SOURCE INCLUDED

Yaren

Wide

Code Description 

9039766 YARREN 250W E40 HSI-THX WIDE 

9039767 YARREN 400W E40 HSI-THX WIDE

9039774 YARREN 250W E40 HSI-THX WIDE+ AUX 

PROTECTION GLASS

 

 

Accessories

Code Description

9039790 Yaren hooks kit

9039791 Yaren bracket

9039788 Yaren glass panel & fixing kit

10

• 250W and 400W high bay luminaire

• Extra slim profile 

• Options for ta 30ºC or ta 35ºC 

• Emergency module available on request 

• Auxiliary lamps on request

*  with glass cover
**  with wire guard and traverse louvre
***  with polycarbonate cover

* ** ***

***

HSI-THX
245/400W E40 20000/36000lm

Dimensions (mm)

Lamp weight (kg)

250W HSI-THX 10.1

400W HSI-THX 11

E40 - 250W E40 - 400W

Brackets
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Sportsbay

LIGHT SOURCE INCLUDED

Accessories

Code Description

0057922 Polycarbonate Cover accessory kit

0057923 Connector - male

0057920 Fixation kit

Luxline® Plus T5/T16 FHO
49/80W G5 4900/7000lm

Legend: RAP = RAPid (supplied with lamps & Wieland connector); 

840 = 4,000K lamp

160

240

320

cd/klm � � 84%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

100

150

200

300

cd/klm � � 83%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

3 x 49W

4 x 49W

Connector - Male

Dimensions (mm)

3-Lamp version

Electronic

Code Description

0057908 Sportsbay Extensive 3 x 49W RAP. 840

0057909 Sportsbay Extensive 4 x 49W RAP. 840

0057910 Sportsbay Extensive 3 x 80W RAP. 840

0057911 Sportsbay Extensive 4 x 80W RAP. 840

• 49W & 80W T5 linear fluorescent high bay luminaires

• Available in three and four way versions (supplied with 

Sylvania fluorescent lamps)

• Designed for areas where wire guard helps to protect 

the lamps from impact, such as sports halls

• Can be used as a pendant or a surface mounted 

luminaire

• Neutral white (4,000K lamp)

• Energy efficient Electronic gear tray including 3 hour 

emergency versions as standard

• 2-circuit switching

• Rapid installation, pre-fitted with Wieland connector

• Retained diffuser for easy maintenance

• Conform to DIN VDE 0710-13 ball test standard

4-Lamp version

Emergency 3 hour

Code Description

0057912 Sportsbay Extensive 3 x 49W RAP. 840 3H Emer.

0057913 Sportsbay Extensive 4 x 49W RAP. 840 3H Emer.

0057914 Sportsbay Extensive 3 x 80W RAP. 840 3H Emer.

0057915 Sportsbay Extensive 4 x 80W RAP. 840 3H Emer.

School sports hall - Thieusies, Belgium
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Sports hall - Villenave d’Ornon, France
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Control Gear: Electronic

Emergency:  3 hour emergency 

PIR Sensor: Sylvania PIR (Passive Infra Red) sensor

Finish: White

SylRack

• T5 High Bay luminaire designed for 

warehouse and distribution centre 

applications

• Mounting Options: Surface or Suspended 

(with optional suspension kit)

• Available in three and four way versions and 

in wide or narrow beam

• Sensor versions available, helping achieve 

further energy savings
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LIGHT SOURCE INCLUDED

SylRack - Narrow Reflector 

• 49W and 80W T5 high bay luminaires

• Available in three and four way versions (supplied with 

Sylvania fluorescent lamps)

• Available in wide reflector or narrow reflector

• Can be used as a surface mounted or as a pendant

(with optional suspension kit)

• High performance with up to 23,114lm (luminaire 

lumen output on 4 x 80W version)

• Efficient luminaires that will help you comply with 

Building regulations - up to 85lm/W (total system 

efficiency on 4 x 49W version)

• Neutral white (4,000K)

• Energy efficient Electronic gear tray including 

Emergency 3 hour, DALI dimmable and Sylvania PIR 

(Passive Infra Red) sensor versions as standard

• 2-circuit switching (mains versions only)

• Polycarbonate Cover Accessory

Electronic Ballast

Code Description

0057864 SYL-RACK 349 EB NRW 840

0057865 SYL-RACK 380 EB NRW 840

0057866 SYL-RACK 449 EB NRW 840

0057867 SYL-RACK 480 EB NRW 840

DALI Dimmable

Code Description

0057868 SYL-RACK 349 DALI NRW 840

0057869 SYL-RACK 380 DALI NRW 840

0057870 SYL-RACK 449 DALI NRW 840

0057871 SYL-RACK 480 DALI NRW 840

DALI dimmable - PIR CELL 10%-100%

Code Description

0057872 SYL-RACK 349 DALI PIR NRW 840

0057873 SYL-RACK 380 DALI PIR NRW 840

0057874 SYL-RACK 449 DALI PIR NRW 840

0057875 SYL-RACK 480 DALI PIR NRW 840

Emergency 3 hour

Code Description

0057876 SYL-RACK 349 EB NRW 840 E3

0057877 SYL-RACK 380 EB NRW 840 E3

0057878 SYL-RACK 449 EB NRW 840 E3

0057879 SYL-RACK 480 EB NRW 840 E3

DALI dimmable & Emergency 3 hour

Code Description

0057880 SYL-RACK 349 DALI NRW 840 E3

0057881 SYL-RACK 380 DALI NRW 840 E3

0057882 SYL-RACK 449 DALI NRW 840 E3

0057883 SYL-RACK 480 DALI NRW 840 E3

DALI dimmable - PIR CELL 10%-100% & 
Emergency 3 hour

Code Description

0057884 SYL-RACK 349 DALI PIR NRW 840 E3

0057885 SYL-RACK 380 DALI PIR NRW 840 E3

0057886 SYL-RACK 449 DALI PIR NRW 840 E3

0057887 SYL-RACK 480 DALI PIR NRW 840 E3

H2H1

F1
F2

L2

L1

f

W

Legend: EB = Electronic Ballast; DALI = DALI dimmable; 
E3 = Emergency 3 hour; NRW = NaRroW beam;  
PIR = Passive Infra Red sensor; 840 = 4,000K T5 lamp

Dimensions (mm) 
L1 L2 W H1 H2 F1 F2

3/4 x 49/80W 1,550 1,630 370 124 175 1,588 1,350

H2H1

F1
F2

L2

L1

f

W

SylRack

SylRack with integrated PIR sensor

SylRack integrated PIR sensor

SylRack - Narrow beam -  
4 x 49W

SylRack - Narrow beam -  
4 x 80W

Accessories

Code Description

5054686 Suspension Kit*

0057888 Polycarbonate Cover**

* Not suitable for versions fitted with a PIR detector

** Not suitable for 80W Emergency producs

Luxline® Plus T5/T16 FHO
49/80W G5 4900/7000lm
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LIGHT SOURCE INCLUDED

SylRack - Wide Reflector 

Electronic Ballast

Code Description

0057840 SYL-RACK 349 EB WD 840

0057841 SYL-RACK 380 EB WD 840

0057842 SYL-RACK 449 EB WD 840

0057843 SYL-RACK 480 EB WD 840

DALI dimmable

Code Description

0057844 SYL-RACK 349 DALI WD 840

0057845 SYL-RACK 380 DALI WD 840

0057846 SYL-RACK 449 DALI WD 840

0057847 SYL-RACK 480 DALI WD 840

DALI dimmable - PIR CELL 10%-100%

Code Description

0057848 SYL-RACK 349 DALI PIR WD 840

0057849 SYL-RACK 380 DALI PIR WD 840

0057850 SYL-RACK 449 DALI PIR WD 840

0057851 SYL-RACK 480 DALI PIR WD 840

Emergency 3 hour

Code Description

0057852 SYL-RACK 349 EB WD 840 E3

0057853 SYL-RACK 380 EB WD 840 E3

0057854 SYL-RACK 449 EB WD 840 E3

0057855 SYL-RACK 480 EB WD 840 E3

DALI dimmable & Emergency 3 hour

Code Description

0057856 SYL-RACK 349 DALI WD 840 E3

0057857 SYL-RACK 380 DALI WD 840 E3

0057858 SYL-RACK 449 DALI WD 840 E3

0057859 SYL-RACK 480 DALI WD 840 E3

DALI dimmable - PIR CELL 10%-100% & 
Emergency 3 hour

Code Description

0057860 SYL-RACK 349 DALI PIR WD 840 E3

0057861 SYL-RACK 380 DALI PIR WD 840 E3

0057862 SYL-RACK 449 DALI PIR WD 840 E3

0057863 SYL-RACK 480 DALI PIR WD 840 E3

H2H1

F1
F2

L2

L1

f

W

Legend: EB = Electronic Ballast; DALI = DALI dimmable;  
E3 = Emergency 3 hour; NRW = NaRroW beam; WD = WiDe Beam 
PIR = Passive Infra Red sensor; 840 = 4,000K T5 lamp

Dimensions (mm) 
L1 L2 W H1 H2 F1 F2

3/4 x 49/80W 1,550 1,630 370 124 175 1,588 1,350

H2H1

F1
F2

L2

L1

f

W

SylRack

SylRack with integrated PIR sensor

SylRack integrated PIR sensor

SylRack - Wide beam - 4 x 49W SylRack - Wide beam - 4 x 80W

caption 6

Accessories

Code Description

5054686 Suspension Kit*

0057888 Polycarbonate Cover**

* Not suitable for versions fitted with a PIR detector

** Not suitable for 80W Emergency producs

Luxline® Plus T5/T16 FHO
49/80W G5 4900/7000lm
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 643 EMERGENCY

Control Gear: Electronic

Integral Sensor: Not applicable

Emergency: 3 hours

Reflector: None

Housing: Acrylic

Route LED 
Downlights
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RouteLED - Standard 

 

     Connection Details

1. White - ve Charge LED    
2. Black - ve Emitter
3. Green + ve Charge LED
4. Red + ve Emitter

3
1 2

4

Bi-Colour LEDØ50mm

300mm

5mm

27.7mm

Input Voltage 4V DC Max
Power Rating 700mA
Light Source Edison EDEW Series
Beam Angle 110º
Cut Out  Ø 43mm
Light Source Colour Cool White
Colour Temperature 6000K
Luminaire Output 194 Lumens
General CRI 70
Tc Max  80ºC LED Backplate
Wiring Method Series connection via C201 Series Plug
Dimensions Ø 50mm x 50mm

 Mounting To Wall Between Fittings
 Height 0.5 1.0 0.5 1.0
 2.5 4.1 3.3 9.5 8.1
 3.0 4.5 3.5 10.6 8.8
 4.0 4.9 3.5 12.1 9.6
 5.0 5.0 3.1 13.1 9.8
 6.0 4.9 2.3 13.8 9.6
 8.0 3.7 - 13.8 6.3

Spacing Table

• Miniature ceiling recessed non maintained 3hr 

emergency 3W

• Accent LED downlight with green charge indicator

• Stand alone unit complete with inverter module and 

Nickel-Cadmium battery pack

• Inverter and battery pack pass through the luminaire 

cut out

• Quick and easy installation with simple plug and socket 

connections

• Custom RAL colours available on request

LIGHT SOURCE INCLUDED

RouteLED - Standard

Code Description  Colour

9192132 RouteLED 3W Emg  White

9154072 DALI RouteLED  White

9150539 Selftest RouteLED  White

9150374 Surface RouteLED 3W Emg  White

9154085 Surface DALI RouteLED 3W Emg  White

9150511 Surface Selftest RouteLED  White

Caption 1

Surface Mounted Versions

Diameter 185mm x 40mm deep
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• Miniature ceiling recessed non maintained 3hr 

emergency 3W

• Accent LED downlight with green charge indicator

• Stand alone unit complete with inverter module and 

Nickel-Cadmium battery pack

• Inverter and battery pack pass through the luminaire 

cut out

• Quick and easy installation with simple plug and socket 

connections 

• Custom RAL colours available on request

RouteLED - Open Area

LIGHT SOURCE INCLUDED

 

9mm

300mm

Ø50mm

4
21

3

     Connection Details

1. White - ve Charge LED    
2. Black - ve Emitter
3. Green + ve Charge LED
4. Red + ve Emitter

27.7mm

Input Voltage 4V DC Max
Power Rating 700mA
Light Source Edison EDEW Series
Beam Angle 110º
Cut Out  Ø 43mm
Light Source Colour Cool White
Colour Temperature 6000K
Luminaire Output 207 lumens
General CRI 70
Tc Max  80ºC LED Backplate
Wiring Method Series connection via C201 Series Plug
Dimensions Ø 50mm x 50mm

 Mounting To Wall Between Fittings
 Height 0.5 1.0 0.5 1.0
 2.5 3.8 3.5 8.1 7.5
 3.0 4.4 3.9 9.3 8.6
 4.0 5.3 4.5 11.6 10.5
 5.0 6.1 3.6 13.7 11.8
 6.0 6.2 - 15.5 8.3

Spacing Table

RouteLED - Open Area

Code Description  Colour

9192134 RouteLED 3W Emg Open Area  White

9154043 RouteLED 3W Emg DALI Addressable  White

9154068 Selftest RouteLED Open Area  White

9154080 Surface RouteLED 3W Emg Open Area  White 

9154181 Surface DALI RouteLED 3W Emg Open Area  White

9154070 Surface Selftest RouteLED Open Area  White

Surface Mounted Versions

Diameter 185mm x 40mm deep
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RouteLED - Corridor

Input Voltage 4V DC Max
Power Rating 700mA
Light Source Edison EDEW Series
Beam Angle 125 deg x 50 deg
Cut Out  Ø 43mm
Light Source Colour Cool White
Colour Temperature 6,000K
Luminaire Output 197 lumens
General CRI 71
Tc Max  80ºC LED Backplate
Wiring Method Series connection via C201 Series Plug
Dimensions Ø 50mm x 50mm

 Mounting To Wall Between Fittings
 Height 0.5 1.0 0.5 1.0
 2.5 5.0 4.4 11.5 9.9
 3.0 5.6 4.9 12.7 11.1
 4.0 6.7 5.4 15.2 13.3
 5.0 7.5 4.1 17.5 14.1
 6.0 7.1 2.9 19.4 14.0
 8.0 4.7 - 20.0 9.2

Spacing Table
Along Corridor (Length)

11mm

     Connection Details

1. White - ve Charge LED    
2. Black - ve Emitter
3. Green + ve Charge LED
4. Red + ve Emitter

3
1 2

4

Ø50mm

300mm

27.7mm

 Mounting To Wall Between Fittings
 Height 0.5 1.0 0.5 1.0
 2.5 2.2 1.8 6.5 4.3
 3.0 2.3 1.9 6.6 4.5
 4.0 2.7 1.9 6.2 5.2
 5.0 2.8 1.9 6.9 5.4
 6.0 2.7 1.4 7.5 5.2
 8.0 2.3 - 7.5 3.6

Spacing Table
Along Corridor (Width)

• Miniature ceiling recessed non maintained 3hr 

emergency 3W

• Accent LED downlight with green charge indicator

• Stand alone unit complete with inverter module and 

Nickel-Cadmium battery pack

• Inverter and battery pack pass through the luminaire 

cut out

• Quick and easy installation with simple plug and socket 

connections

• Custom RAL colours available on request

RouteLED - Corridor

Code Description  Colour

9192136 RouteLED 3W Emg Corridor  White

9154044 RouteLED 3W Emg Corridor Lens DALI Addressable  White

9154069 Selftest RouteLED Corridor  White

9153981 Surface RouteLED 3W Emg Corridor  White

9154182 Surface DALI RouteLED 3W Emg Corridor  White

9153982 Surface Selftest RouteLED Corridor  White

LIGHT SOURCE INCLUDED

Surface Mounted Versions

Diameter 185mm x 40mm deep
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LIGHT SOURCE INCLUDED

Dimensions (mm)

RouteLed with corridor lens

RouteLED II 

• Miniature ceiling recessed non maintained 3hr 

emergency 2W

• Accent LED downlight with green charge indicator

• Stand alone unit complete with inverter module and 

Nickel-Metal Hydride battery pack

• Inverter and battery pack pass through a 40mm cutout

• Quick and easy installation with simple plug and socket 

connections 

• Outstanding performance - 9m open area and 19m 

corridor spacing (see table below)

RouteLED II

Code Description Type Lense Colour

2059459 RouteLED II Open Area Standard Open area White

2059460 RouteLED II Corridor Standard Corridor White

2059461 RouteLED II Open Area DALI DALI Open area White

2059463 Route LED Corridor DALI DALI Corridor White

2059462 RouteLED II SM Accessory Surface mount accessory - White

Ø45.5mm

61.0

8.4

5.5

Room Size 15 x 15m Open Area Lens   

Mounting height Wall to fi tting Fitting to fi tting Total Lux

2.7m 3m 9m 1.2lx

3m 3m 9m 1.3lx

4m 3m 9m 1.3lx

5m 3m 9m 1.2lx

6m 3m 9m 1.1lx

Open area - 200lm Corridor lens - 200lm

Spacing Table

Room Size 15 x 15m Corridor Lens   

Mounting height Wall to fi tting Fitting to fi tting Total Lux

2.7m 7.5m 19.9m 1lx

3m 7.5m 19.9m 1.1lx

4m 7.5m 19.9m 1lx

5m 7.5m 19.9m 1lx

6m 5.4m 12m 1.2lx

RouteLED II Accessory

Code Description Type Lense Colour

2059462 RouteLED II SM Accessory Surface mount accessory - White
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SYL Safe

This guide should be read in conjunction with current standards.

Legislation Changes & Requirements

The British Standard BS5266 has been revised to conform with the European Standard EN1838 (issued in the UK under reference BS EN1838/BS5266 Part 7) which 

specifies

luminous requirements for Emergency systems installed in premises. It also now calls up the luminaire product standard BS EN60598-2-22: 1999.

Emergency lighting is provided for use when the supply to the normal lighting fails and is therefore powered from a source independent of that supplying the normal 

lighting. For the purposes of this standard Emergency lighting is regarded as a generic term of which there are a number of forms.

Definitions

Emergency EXIT

A way out that is intended to be used in an 

Emergency.

ESCAPE ROUTE

A route designated for escape in 

the event of an Emergency.

Emergency ESCAPE 

LIGHTING

That part of Emergency lighting that provides 

illumination for the safety of people leaving a location 

or attempting to terminate a potentially dangerous process before 

doing so.

ESCAPE ROUTE LIGHTING

That part of Emergency escape lighting provided to ensure that the 

means of escape  can be effectively identified and safely used when 

the location is occupied.

Emergency OPEN AREA LIGHTING

In some countries this is known as anti-panic lighting. This relates 

to that part of Emergency escape lighting provided to avoid panic 

and provide illumination, allowing people to reach a place where an 

escape route can be identified.

HIGH RISK TASK AREA LIGHTING

That part of Emergency escape lighting that provides illumination for 

the safety of people involved in a potentially dangerous process or 

situation and to enable proper shut down procedures for the safety of 

the operator and other occupants of the premises.

Areas Covered/Levels of Illumination

DEFINED ESCAPE ROUTE

Based on 2m wide on the horizontal plane, preferably 1 lux but not less than 1 lux on the centre line. The lighting provided should operate 

within 5 seconds of the failure of the normal supply.

OPEN AREA (Sometimes referred to as ‘anti-panic’ lighting)

Not less than 0.5 lux at floor level of the open space. The ratio of max to min illuminance should be no greater than 40:1. 

These extracts are provided for guidance purposes. In order to fully comply with the many elements of the various applicable standards, a full and thorough 

assessment must be made.
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SYL Safe 

• Slimline white steel housing

• Wall or flush ceiling mounted

• White painted metal housings

• Silk screened legend panels

• Supplied arrow down as standard

LIGHT SOURCE NOT INCLUDED 
(SELECTED MODELS)

Syl-Safe

Code Type Type Description

Wall mounted

9136524 T5 8W Wall Mounted Exit Permanent

9137011 T5 8W Wall Mounted Exit Self Test Non-Maintained

9137012 T5 8W Wall Mounted Exit Self Test Permanent

Flush mounted

9137006 T5 8W Flush Mounted Exit Non-Maintained

9137007 T5 8W Flush Mounted Exit Permanent

9137008 T5 8W Flush Mounted Exit Self Test Non-Maintained

9137010 T5 8W Flush Mounted Exit Self Test Maintained

Left and right legends

Code Description Exit Type

Wall mounted

9137834 Legend only arrow left Wall Mounted Exit Sign Legend

9137835 Legend only arrow right Wall Mounted Exit Sign Legend

Flush mounted

9137832 Legend only arrow left Flush Mounted Exit Sign Legend

9137833 Legend only arrow right Flush Mounted Exit Sign Legend

Standard exit sign

Dimensions (mm)

Above luminaires are supplied with standard exit sign with arrow down legend. Left and right arrow versions available to order, 
see below.

Operation Non-Maintained Maintained Mains only

Light source 1 x 8 Watt T5

Construction  Steel enclosure and gear tray with screen 

 printed polycarbonate legend panel

Light output (mains) - 100lm 400lm

Light output (emerg) 400lm 100lm -

Battery 2.4V 4AH NiCd

Charge 250mA normal

Recharge period 24hours (14hrs for 1hr duration)

Input voltage 230Volt +/-10% ~ 50Hz

Power 9VA (max.)  21VA (max.) 13VA

Caption 3

Syl-Safe LED

Code Description Type

9154003 LED Exit Suspended Arrow Down / Left / Right

9153908 Recessed / Flush LED Exit Arrow Down

9150509 LED Exit Sign Arrow Down

LED Exit Suspended

Recessed / Flush LED Exit



650 Emergency

SYL Safe 

• IP65 Polycarbonate body

• Clear Fresnel lens

• Ceiling or Wall mounted

• White flame retardant body and lens impact resistant

• Hinged gear tray for ease of installation

and maintenance

LIGHT SOURCE NOT INCLUDED 
(SELECTED MODELS)

Syl-Safe IP65

Code Description Type

9136512 T5 8W Non-maintained

9136514 T5 8W Maintained

Syl-Safe IP65 Self Test

Code Description Type

9136513 T5 8W Non-maintained

9136515 T5 8W Maintained

Recessing Kit

Code Description

9136516 Recessing Kit

Suspended Sign Kit

Code Description Type

Arrow down

9137000 Arrow down Single

9137003 Arrow down Double

Arrow left

9137001 Arrow left Single

9137004 Arrow left Double

Arrow right

9137002 Arrow right Single

9127005 Arrow right Double

Dimensions (mm)

Syl-Safe LED

Code Description Type

9144944 LED M3 Exit Box Surface Mount

LED M3 Exit Box
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 655 FLOODLIGHTS

Sylveo LED  

Control gear:  Electronic

Housing:  Die-cast aluminium

Protection:  High protection class: IP66, Heavy-duty 

 housing: IK08

• The new Sylveo LED is a full range of outdoor 

& indoor LED floodlights to replace traditional 

HID

• The floodlights are perfect for lighting 

industrial areas, parking areas, building 

facades, billboards and small recreational 

facilities

• Sylveo LED comes in 5 sizes: Small, Medium, 

Large, Extra large and Extra extra large

• It is also available in narrow, wide or 

asymmetric beam angles - offering you a wide 

selection depending on the required 

application

• Sylveo LED not only delivers high 

performance: up to 30,412lm (luminaire 

lumen output on Sylveo Extra Extra large 

4,000K version); but also high efficiency: up 

to 109lm/W (total system efficiency on Sylveo 

LED Large 4,000K version)

• All EVO LED range items will be identified 

with the EVO range yellow flag



656 Floodlights

Sylveo LED

LIGHT SOURCE INCLUDED

66

3,000K

Code Description

Small

0049103 SYLVEO LED 3000LM NAR 3K

0049104 SYLVEO LED 3000LM WIDE 3K

0049105 SYLVEO LED 3000LM ASYM 3K

Medium

0049109 SYLVEO LED 8000LM NAR 3K

0049110 SYLVEO LED 8000LM WIDE 3K

0049111 SYLVEO LED 8000LM ASYM 3K

Large

0049115 SYLVEO LED 12000LM NAR 3K

0049116 SYLVEO LED 12000LM WIDE 3K

0049117 SYLVEO LED 12000LM ASYM 3K

Extra large

0049121 SYLVEO LED 20000LM NAR 3K

0049122 SYLVEO LED 20000LM WIDE 3K

0049123 SYLVEO LED 20000LM ASYM 3K

Extra Extra large

0049127 SYLVEO LED 30000LM NAR 3K

0049128 SYLVEO LED 30000LM WIDE 3K

0049129 SYLVEO LED 30000LM ASYM 3K

• A full range of outdoor & indoor LED floodlights to 

replace traditional HID

• Comes in 5 sizes: small, medium, large, extra large and 

extra extra large

• Narrow, wide or asymmetric beam angles

• Neutral white (4,000K) or warm white (3,000K)

• High performance: delivers up to 30,412lm (luminaire 

lumen output on Sylveo Extra Extra large 4,000K 

version)

• High efficiency: delivers up to 109lm/W (total system 

efficiency on Sylveo LED Large 4,000K version)

• High efficient thermal design: ta -45°C - +45°C

• Slim profile assures ease of installation

• Cable included with the product so no need to open 

the gear box during installation

• Comes complete with an adjustable bracket for 

mounting

• Universal pole top adapter available as an accessory for 

small, medium and large floodlights

• Long lifetime: 50,000 hours life

• Energy class: A++, A+, A

• All EVO LED range items will be identified with the EVO 

range yellow flag

Legend: 3K = 3,000K warm white; WIDE = WIDE beam; ASYM; 

ASYMmetric beam; NAR = NARrow beam

Sylveo LED - Small

Sylveo LED - Medium

Sylveo LED - Large

Sylveo LED - Extra large

Sylveo LED - Extra extra large

Small wide beam 3,000K 
neutral white

Small Asymmetric beam 3,000K 
neutral white

Medium wide beam 3,000K 
neutral white

Medium Asymmetric beam 
3,000K neutral white

Large wide beam 3,000K 
neutral white

Large Asymmetric beam 3,000K 
neutral white

Extra large wide beam 
3,000K neutral white

Extra large Asymmetric beam 
3,000K neutral white

Extra extra large wide beam 
3,000K neutral white

Extra extra large Asymmetric 
beam 3,000K neutral white



Floodlights 657

Sylveo LED

LIGHT SOURCE INCLUDED

66

4,000K

Code Description

Small

0049100 SYLVEO LED 3000LM NAR 4K

0049101 SYLVEO LED 3000LM WIDE 4K

0049102 SYLVEO LED 3000LM ASYM 4K

Medium

0049106 SYLVEO LED 8000LM NAR 4K

0049107 SYLVEO LED 8000LM WIDE 4K

0049108 SYLVEO LED 8000LM ASYM 4K

Large

0049112 SYLVEO LED 12000LM NAR 4K

0049113 SYLVEO LED 12000LM WIDE 4K

0049114 SYLVEO LED 12000LM ASYM 4K

Extra large

0049118 SYLVEO LED 20000LM NAR 4K

0049119 SYLVEO LED 20000LM WIDE 4K

0049120 SYLVEO LED 20000LM ASYM 4K

Extra Extra large

0049124 SYLVEO LED 30000LM NAR 4K

0049125 SYLVEO LED 30000LM WIDE 4K

0049126 SYLVEO LED 30000LM ASYM 4K

Legend: 4K = 4,000K Neutral White; WIDE = WIDE beam; 

ASYM; ASYMmetric beam; NAR = NARrow beam

Sylveo LED - Small

Small wide beam 4,000K 
neutral white

Small Asymmetric beam 4,000K 
neutral white

Medium wide beam 4,000K 
neutral white

Medium Asymmetric beam 
4,000K neutral white

Large wide beam 4,000K 
neutral white

Large Asymmetric beam 4,000K 
neutral white

Extra large wide beam 4,000K 
neutral white

Extra large Asymmetric beam 
4,000K neutral white

Extra extra large wide beam 
4,000K neutral white

Extra extra large Asymmetric 
beam 4,000K neutral white

21
9

21
9

205

173

49

33
3

33
3

290

247

66

344

299

39
2

39
2

12
1

98

496

39
2

39
2

12
1

98

648

603

39
2

39
2

12
1

98

Sylveo LED - Small Sylveo LED - Medium

Sylveo LED - Large Sylveo LED - Extra large

Sylveo LED - Extra extra large
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 659 FLOODLIGHTS

Control Gear: Magnetic

Housing: Die-cast aluminium

Finish: Grey

Protection: IP65 and IK08

Sylveo

• 70W to 400W fl oodlight range covering most 

requirements: Flood / Wide, Spot / Narrow 

and Asymmetric refl ectors

• The range of luminaires offers a variety of 

different lamp types giving you the freedom 

to create the perfect light for various 

applications 

• Fit for all indoor and outdoor lighting projects



660 Floodlights

Sylveo 1

LIGHT SOURCE INCLUDED

Dimensions (mm)

• 5mm toughened glass and silicon gaskets ensures IP65 

protection 

• Gore-Tex® screw-in vent constantly allows the 

floodlight to breathe with changing environmental 

conditions, avoiding condensation to develop in the 

unit

• Developed specifically for exterior environments:

 - Running temperature from -30°C to +40°C 

 - Wind exposed surface 0.11m2

 - Galvanised steel bracket, secured with stainless steel 

M10 screws

 - Goniometers in polyamide PA66 ensures a precise tilt

• Glass sturdily held in place with two adjustable clips at 

the top, and two rotary anti-loss hinges support at the 

bottom

• High optical performance for external use

Narrow

Code
 

Description
 

150W

0039801 Sylveo 1 HSI-TD 150W 

HSI-TD Metalarc NDL
70/150W Rx7s / Rx7s-24 
5800/12500lm

SHP-S TwinArc
150W E40 15500lm 

SHP-S TwinArc
70W E27 6000lm

HSI-TD Metalarc WDL
70/150W Rx7s / Rx7s-24 
5500/12500lm

Asymmetric Beam

Wide Beam

Narrow Beam

Wide

Code

 

Description

 

70W

0039805 Sylveo 1 HSI-TD 70W 

0039807 Sylveo 1 SHP-TS 70W 

100W

0039809 Sylveo 1 HSI-MP 100W 

150W

0039806 Sylveo 1 HSI-TD 150W 

0039808 Sylveo 1 SHP-TS 150W 

Asymmetric

Code
 

Description
 

70W

0039810 Sylveo 1 HSI-TD 70W 

150W

0039811 Sylveo 1 HSI-TD 150W 

0039813 Sylveo 1 SHP-TS 150W 

HSI-MP Metalarc WDL
70/100/150W E27 
5500/8500/13000lm

Protective grid Universal Pole Clamp

Accessories

Code Description

0039835 Protective grid

0039837 Universal Pole clamp
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Sylveo 2 

Dimensions (mm)

• 5mm toughened glass and silicon gaskets ensures IP65 

protection 

• Gore-Tex® screw-in vent constantly allows the  

floodlight to breathe with changing environmental 

conditions, avoiding condensation to develop in the 

unit

• Developed specifically for exterior environments:  

- Running temperature from -30°C to +40°C 

- Wind exposed surface 0.11m2 

- Galvanised steel bracket, secured with stainless  

steel M10 screws 

- Goniometers in polyamide PA66 ensures a precise  

tilt

• Glass sturdily held in place with two adjustable clips at 

the top, and two rotary anti-loss hinges support at the 

bottom

• High optical performance for external use

Narrow

Code  Description    

400W

0039821 Sylveo 2 HSI-TSX 400W 

0039823 Sylveo 2 SHP-TS 400W 

Narrow beam

Wide beam

Asymmetric beam

LIGHT SOURCE INCLUDED

SHP-S TwinArc
250/400W E40 
30000/52500lm

HSI-HX  
250/400W E40 
23000/37000lm 

Wide

Code
 

Description
 

250W

0039824 Sylveo 2 HSI-TSX 250W 

0039826 Sylveo 2 SHP-TS 250W  

400W

0039825 Sylveo 2 HSI-TSX 400W 

0039827 Sylveo 2 SHP-TS 400W 

Asymmetric

Code
 

Description
 

250W

0039828 Sylveo 2 HSI-TSX 250W 

0039830 Sylveo 2 SHP-TS 250W 

400W

0039829 Sylveo 2 HSI-TSX 400W  

0039831 Sylveo 2 SHP-TS 400W 

Protective grid

Accessories
Code  Description

0039838 Protective grid

0039837 Universal pole clamp

Universal Pole Clamp
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Start Flood  

Control Gear: Electronic - integrated LED driver

Housing: Die-cast aluminium

Finish: Black

Protection: IK07; Floodlight IP65 and PIR IP44

• The new Start Flood range of exterior LED 

floodlights incorporates the latest high 

powered COB LED technology into a slimline 

die-cast aluminium body 

• The standard floodlight version is IP65 

weatherproof (PIR IP44) and is available in 

both 3,000K and 4,000K 

• All products include 1m stripped cable making 

the product quick to install while the PIR 

version comes with a 8m range and 120º 

detection angle



664 Floodlights

Start Flood

LIGHT SOURCE INCLUDED

Start Flood 

LED Floodlight with PIR 

3,000K - 10W 4,000K - 10W

3,000K - 26W 4,000K - 26W 

3,000K - 50W 4,000K - 50W

• Slimline exterior LED floodlight with / without PIR

• Ideal for residential or small office / warehouse 

applications

• Durable die-cast aluminium body with tilting bracket

• PIR range is 8m with 120 degree detection angle

• Floodlight versions with PIR come with adjustable lux 

(0-1000 lux) and time levels (10 sec-12 min)

• Direct replacement for energy inefficient Halogen R7s 

(10W = 48W / 26W = 120W / 50W = 230W)

• High lumen efficacy of up to 94lm/W

• Quick and easy to install as includes 1m pre-wired 

stripped cable and fittings

• Energy class: A++, A+, A

• Long lifetime: 30,000 hours life at 70% of the original 

output L70

3,000K

Code Description

10W

0047830 START FLOOD LED 800LM 10W 3000K

0047832 START FLOOD LED 800LM 10W PIR 3000K

26W

0047822 START FLOOD LED 2100LM 26W 3000K

0047824 START FLOOD LED 2100LM 26W PIR 3000K

50W

0047826 START FLOOD LED 4400LM 50W 3000K

0047828 START FLOOD LED 4400LM 50W PIR 3000K

C

A

D C D

B
A

B

4,000K

Code Description

10W

0047831 START FLOOD LED 850LM 10W 4000K

0047833 START FLOOD LED 850LM 10W PIR 4000K

26W

0047823 START FLOOD LED 2300LM 26W 4000K

0047825 START FLOOD LED 2300LM 26W PIR 4000K

50W

0047827 START FLOOD LED 4700LM 50W 4000K

0047829 START FLOOD LED 4700LM 50W PIR 4000K

C

A

D C D

B
A

B

Dimensions (mm)   
Floodlight (IP65)  A  B C D

10W  149  113  122 49.3

26W  194.5  151.3  180  59.5

50W  268.3  220.7  220.7  70.8

Dimensions (mm)   
Floodlight with 

PIR (IP44)

  A  B C D 

10W  171  131.3  150  61.1

26W  213  181.1  181.1  69

50W  268.3  220.6  220.6  82

*PIR version

*

Slimline floodlight 
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FloodLED  

Control Gear: Electronic - integrated LED driver

Housing: Die-cast aluminium

Finish: Grey, RAL9007

Protection: IP65 and IK08

• FloodLED is a versatile range of LED-based 

floodlights suited for medium and small scale 

lighting projects

• Their high performance lies in their ultra-thin, 

rugged design

• The range offers choice between 3 colour 

temperatures and 2 beam angles



668 Exterior Floodlights

FloodLED 48

• Up to 6,000 Lumens

• 80W LED luminaire

• Ultraflat housing

• High efficient thermal design: ta -30°C - +60°C

• Tight binning selection of LEDs: CRI 75-80

• 3 light temperatures: 

 - 3,000K warm white

 - 4,000K neutral white

 - 6,500K cool white

• Wide beam angle at 42°

• Energy saving LED luminaire: up to 70lm/W

LIGHT SOURCE INCLUDED

Wide beam

Code Description 

0047715 FloodLED 48 6,500K Wide 

0047737 FloodLED 48 4,000K Wide 

0047738 FloodLED 48 3,000K Wide 

Accessories

Code Description

0039837 Universal Pole Clamp

Universal Pole Clamp

42º Wide Beam Wide Beam

449

300
343

405

Front view Side view

449

80

405

Top view

70

300
343

130
2-Ø10.5

Front View Top ViewSide View

Dimensions (mm)

A
cce

sso
rie

s
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FloodLED 12 

• Up to 1,700 Lumens

• 25W LED luminaire

• Ultraflat housing

• High efficient thermal design: ta -30°C - +60°C

• Tight binning selection of LEDs: CRI 75-80

• 3 light temperatures: 

 - 3,000K warm white

 - 4,000K neutral white

 - 6,500K cool white

• Wide beam angle at 42°

• Energy saving LED luminaire: up to 65lm/W

LIGHT SOURCE INCLUDED

Wide beam

Code Description 

0047703 FloodLED 12 6,500K Wide 

0047729 FloodLED 12 4,000K Wide 

0047730 FloodLED 12 3,000K Wide 

Accessories

Code Description

0039837 Universal Pole Clamp

Universal Pole Clamp

42º Wide Beam Wide Beam

286

215

250

Front view

286

250

82
63

Side view Top view

110

51

215

2-Ø10.5

Front View Top ViewSide View

Dimensions (mm)

Caption 2 A
cce
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FEH LED - 3,000K

FEH LED

Front view Back view

24
2.

0

25
1.

6

28
8.

3

273.4

• LED floodlight

• FEH LED is a versatile LED indoor & outdoor 
floodlight particularly suited to medium to 
small scale exterior lighting projects  

• High performance: delivers 6,918lm (luminaire 
lumen output on 3,000K version), equating to 
80lm/W (total system efficiency)

• 30 x 60° beam angle

• Retro-looking housing

• Available in Warm white (3,000K)

• High efficient thermal design: ta -30°C - 
+40°C

• Tight binning selection of LEDs: CRI 85

• High protection class: IP65

• Heavy-duty die-cast housing: IK07

• Easy to adjust lighting angle thanks to the 
turn and tilt scale

• Long lifetime: 50,000 hours life at 70% of the 
original output L70

• Less maintenance is required due to the long 
lifetime of 50,000hrs

• Energy Class: A++, A+, A

FEH LED

Code Description

0047749 FEH LED 30 x 60º 3,000K

LIGHT SOURCE INCLUDED

Front view Back view

Dimensions (mm) Gallo-Roman Museum – Tongeren, Belgium

FEH LED

FEH LED - Back view
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 FEH

LIGHT SOURCE NOT INCLUDED
• Robust die-cast and streamlined aluminium body

• High optical performance for external use

• Wind exposed surface 0.18m2

FEH

Code Description

0043180 FEH 500W R7s NOT LAMPED

0043181 FEH 1,000W R7s NOT LAMPED

0043182 FEH 1,500W R7s NOT LAMPED

0043583 FEH 2,000W R7s NOT LAMPED

Visor Accessory

Code Description

0043196 3 SIDED SCREEN FOR FEH500

90º

40
º

Protective grid Accessory

Code Description

0043200 GUARD GRILL FEH500

0043201 GUARD GRILL FEH1000

FEH 500W

FEH 1,000W

HDE QT-DE12
500/1000/1500/2000W R7s 
9250/22000/33000/44000lm

Dimensions (mm)   
  L P H Weight (kg)

FEH 500W 205 265 250 3.00

FEH 1,000W 275 265 250 3.30

FEH 1,500W 340 265 250 3.70

FEH 2,000W 455 265 250 5

HDE - 500W HDE - 1,000W

HDE - 2,000W

Caption 3

A
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Visor Protective grid

Gallo-Roman Museum - Tongeren, Belgium
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LIGHT SOURCE INCLUDED

Sylflood 

• High photometric performance

• Range suitable for the majority of outdoor applications

• Luminaire comes complete, including ballast and lamp

• Direct access to the lamp and the ballast

Sylflood 1

Code Description

Extensive

0039910 SYLFLOOD 1 Extensive + bulb HSI-TD 70W 4K

0039911 SYLFLOOD 1 Extensive + bulb HSI-TD 150W 4K

Asymmetric

0039912 SYLFLOOD 1 Asymmetric + bulb HSI-TD 70W 4K

0039913 SYLFLOOD 1 Asymmetric + bulb HSI-TD 150W 4K

HSI-TD Metalarc WDL
70/150W Rx7s / Rx7s-24 
5500/12500lm

HSI-TD Metalarc NDL
70/150W Rx7s / Rx7s-24 
5800/12500lm 

Dimensions (mm)

Sylflood 1 Extensive - HSI-

TD - 150W

Sylflood 1 Asymmetric - HSI-

TD - 150W

Sylflood 2 Extensive - HSI-

THX - 400W

Sylflood 2 Asymmetric - HSI-

THX - 400W

SHP-S TwinArc
250/400W E40 30000/52500lm

Sylflood 2

Code Description

Extensive

0039920 SYLFLOOD 2 Extensive + bulb SHP-TS 250W

0039921 SYLFLOOD 2 Extensive + bulb SHP-TS 400W

Asymmetric

0039922 SYLFLOOD 2 Asymmetric + bulb SHP-TS 250W

0039923 SYLFLOOD 2 Asymmetric + bulb SHP-TS 400W

Sylflood 1

Sylflood 2

HSI-HX 
250/400W E40 23000/37000lm
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Archflood

Control Gear: Magnetic

Housing: Die-cast aluminium

Finish: Grey, RAL9007

Protection: IP65 and IK08

• Range of 10 HID-based floodlights

• Archflood provides specifiers with maximum 

flexibility depending on project / application 

on hand

• All-weather construction is designed for easy 

aiming, simple cleaning and quick 

maintenance



676 Floodlights

Archflood 1 

488

Front view

488

478

234

Side view

• 250W and 400W luminaire

• Fully integrated control gear

• Narrow light beam at 8º as standard

• Adjustable lighting angle using tilt and turn features 

• High quality tempered glass

• High efficiency pure aluminium reflector

400W

Code Description

0049305 Archflood 1 Grey Narrow 400W E40 Magnetic Gear 

250W

Code Description

0049306 Archflood 1 Grey Narrow 250W E40 Magnetic Gear 

HSI-SX CL/P
250/400W E40 21000/42000lm

SHP-S  TwinArc
250/400W E40 30000/52500lm

LIGHT SOURCE NOT INCLUDED

Narrow Beam

8º Narrow Standard Beam

Front ViewSide View

Dimensions (mm)

Accessories

Code Description

0049307 Archflood 1 Grey Antiglare Shields

0039837 Universal Pole Clamp

Antiglare Shield Universal Pole Clamp

A
cce
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Archflood 3 

• 70W luminaire

• Narrow beam at 8°

• Adjustable lighting angle using tilt and turn features

• High quality tempered glass

• High efficiency pure aluminium reflector

• Fully integrated control gear

70W

Code Description

0049323 Archflood 3 Grey Narrow 70W G12 Magnetic Gear

CMI-T WDL/ NDL
70W G12 6700lm

LIGHT SOURCE NOT INCLUDED

334

Ø160

Ø194

Front view

334

Ø160

168

Ø194

120˚

Side view

Narrow Beam

8º Narrow Standard Beam

Front ViewSide View

Dimensions (mm)

Accessories

Code Description

0049335 Archflood 3 Grey Antiglare Shield 

0049337 Archflood 3 Lens wide radial max 70W

A
cce
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s

Antiglare Shield Lens Wide Redial
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Powerflood

Control Gear: Magnetic

Housing: Die-cast aluminium

Finish: Grey, RAL9007

Protection: IP65 and IK08

• High performance general performance 

floodlight

• Illuminates facades, sports halls / grounds

• Luminaire distributes narrow, wide or extra 

wide beam evenly, accurately and efficiently



680 Floodlights

Powerfl ood 1 

• 1,000W and 2,000W luminaire

• Rear access for easy lamp replacement

• Beams at 18°, 29° and 36°

• Adjustable lighting angle using tilt and turn features

• High quality tempered glass

• Protective front mesh

External gear boxes needed to be ordered separately

Narrow

Code Description Beam Angle (º)

0049380 Powerfl ood 1 Grey Narrow 1,000W HSI-TD 18

0049381 Powerfl ood 1 Grey Narrow 2,000W HSI-TD 18

556

438

Top view

470

286
Side view

HSI-TD
1000/2000W Cable 
90000/200000lm

LIGHT SOURCE NOT INCLUDED

18º Narrow Beam 29º Wide Beam 36º Extra Wide Beam

Narrow Beam Wide Beam Extra Wide Beam

Side View Top View

Dimensions (mm)

Powerflood 1 - Narrow

Powerflood 1 - Wide

Powerflood 1 - Extra wide

Wide

Code Description Beam Angle (º)

0049382 Powerfl ood 1 Grey Wide 1,000W HSI-TD 29

0049383 Powerfl ood 1 Grey Wide 2,000W HSI-TD 29

Extra Wide

Code Description Beam Angle (º)

0049384 Powerfl ood 1 Grey Extra Wide 1,000W HSI-TD 36

0049385 Powerfl ood 1 Grey Extra Wide 2,000W HSI-TD 36
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Accessories

Code Description

0049386 Powerflood External Gear Tray 1,000W

0049387 Powerflood External Gear Tray 2,000W

0039837 Universal Pole Clamp

A
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External Gear TrayUniversal Pole Clamp

Powerflood 1 Accessories 

Melico Salazar Theatre, San José,  Costa Rica
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FMD

LIGHT SOURCE NOT INCLUDED

55

Dimensions (mm)   
  L I P1 P2 H Weight (kg)

0039449 560 490 445 220 560  13

0039450 680 870 560 410 1,000  30

FMD Asymmetrical 

• Easy to install and maintain

• Asymmetrical distribution

HSI-T
1000/2000W E40 80000/200000lm

FMD 1,000W / 2,000W - Asymmetrical

Code Description

0039449 FMD ASYM 1,000W E40 NO LAMP EXT.GEAR REQ

0039450 FMD ASYM 2,000W E40 NO LAMP EXT.GEAR REQ

Gear tray

Code Description

9058350 GT HPS 1,000W 230V for SHP-S Lamp

9058351 GT MH 1,000W 230V for HSI-THX Lamp

9058352 GT MH 2,000W 380V (usable with and 

without ignitor) for HSI-TS lamp

FMD 1,000 AS  
3 holes Ø10mm
FMD 1,000  
3 holes Ø10mm
FMD 2,000  
5 holes Ø16.5mm

FMD 1,000 AS  
3 holes Ø25mm

FMD Asymmetrical - HSI-TX - 
1,000W

Caption 2

9058350 9058351





Main square - Kunszentmiklós, Hungary



 685 BURIED UPLIGHTS
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688 Inground 218

689 Inground 314



Main square - Kunszentmiklós, Hungary



 687 BURIED UPLIGHTS

Inground

Control gear:  Conventional Magnetic

Housing:  Die-cast aluminium

Finish:   Stainless Steel top ring (on selected models)

Protection:  IP67 and IK08

• HID-based floor recessed luminaires

• Illuminate parks, facades & pathways

• Their rugged build means they can bear a 

surface load of up to 5,000Kg (on selected 

models)



688 Buried Uplights

Inground 218

• 35W G12 buried uplight

• 218mm diameter

• Suitable for metal halide lamps

• Fully integrated magnetic gear

• Medium and wide light beam

• Surface load capacity of 5,000Kg

• Air pressure equalising valve

• Stainless steel ring

Medium beam

Code Description Watt (W)

0049354 Inground 218 Steel Medium 35W G12 Magnetic Gear 35

Wide beam

Code Description Watt (W)

0049358 Inground 218 Steel Wide 35W G12 Magnetic Gear 35

Ø218
Side view

281

Ø218

Top view

Medium Beam  Medium Beam

Wide Beam  Wide Beam

Asymmetric  Asymmetric

Top ViewSide View  

Dimensions (mm)

Superia CMI-T WDL/NDL 
35W G12 3750lm

 LIGHT SOURCE NOT INCLUDED

Accessories

Code Description

0049369 Inground 218 Recessed Mounting Box

A
cce

sso
rie

s

Drive Over - Surface Load  5,000KgStainless steel ring



Buried Uplights 689

Inground 314

• 70W & 150W G12 & RX7S buried uplight

• 314mm diameter

• Suitable for metal halide lamps

• Fully integrated magnetic gear

• Narrow, medium, wide and asymmetric light beam

• Surface load capacity of 5,000Kg

• Air pressure equalising valve

• Stainless steel ring

Ø314

Top view

Superia CMI-T WDL/NDL  
70/150W G12 6700/13500lm

Superia CMI-TC WDL/NDL  
70W G8.5 6700lm

LIGHT SOURCE NOT INCLUDED

Top View

Side View

Dimensions (mm)

Caption 1

Medium beam

Code Description Watt 
(W)

0049355 Inground 314 Steel Medium 70W G12 Magnetic Gear 70

0049356 Inground 314 Steel Medium 150W G12 Magnetic Gear 150

Wide beam

Code Description Watt 
(W)

0049359 Inground 314 Steel Wide 70W G12 Magnetic Gear 70

0049360 Inground 314 Steel Wide 150W G12 Magnetic Gear 150

Asymmetric beam

Code Description Watt 
(W)

0049363 Inground 314 Steel Asymmetric 70W RX7S Magnetic Gear 70

0049364 Inground 314 Steel Asymmetric 150W RX7S Magnetic Gear 150

Medium Beam Medium Beam

Wide Beam Wide Beam

Asymmetric Asymmetric

CMI-TD NDL  
70/150W Rx7s / Rx7s-24 6300/13000lm

Accessories

Code Description

0049372 Inground 314/420 Lens Wide Radial Max 150W

A
cce

sso
rie

s

Wide Spread Lens Stainless steel ring- Drive Over - Surface Load 3,000Kg
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 693 BOLLARDS

Control Gear: Electronic

Housing: Die-cast aluminium

Finish: Black RAL9005

Protection: IP54 and IK05

• The new Velite range is a sleek and stylish 

range of outdoor luminaires. Velite is perfect 

for lighting gardens, courtyards and exterior 

entrances. 

• Velite consists of wall mounted fixtures: 

square and round - with or without an 

integrated sensor; an adjustable direct/indirect 

wall mounted luminaire in 2 colours; as well 

as an L shaped wall mounted luminaire and 2 

sizes of L shaped bollards. 

• Velite L range bollards not only deliver high 

performance: at 570lm (luminaire lumen 

output); but also high efficiency: at 71lm/W 

(total system efficiency on Velite L range).

Velite



694 Bollards

• Velite is perfect for lighting courtyards, gardens and 

exterior entrances

• Design meets IK05 requirements

• Various sizes of die cast aluminium bollards

• High efficient thermal design: ta -20ºC to +45ºC

• High performance: delivers up to 570 lm (luminaire 

lumen output), and up to 71lm/W (total system 

efficiency)

• Available in warm white (3,000K)

• Energy class: A++, A+, A

• Lifetime: 25,000 hours life at 70% of the original 

output L70

L Range

Legend: 3000K = 3,000K Warm White; BK = Black

LIGHT SOURCE INCLUDED

L Range - Bollard

L Range

Code  Description 

0047811 Velite L bollard 0.5m BK 3000K

0047812 Velite L bollard 0.8m BK 3000K

Dimensions (mm)

Velite





696 Bollards3D Reid - Birmingham, England



 697 BOLLARDS

Onground

Control gear:  Magnetic

Housing:  Die-cast aluminium

Finish:   Grey, RAL9007

Protection:  IP55 and IK08* (*Onground 1 top glass is 

 IK02)

• Choose from a wide range of lamp 

technologies (LED, Compact Fluorescent 

Lamps integrated - CFLi - or High Intensity 

Discahrge - HID - Lamps) 26W, 35W or 60W 

bollards

• Comes in 2 different heights (600mm or 

900mm) and 3 different light patterns 

(Surround 360º, surround light beam in 3 or 4 

segments)



698 Bollards

Onground 1 

LIGHT SOURCE NOT INCLUDED
• 26W, 35W and 60W bollards

• Choose from: LED, Compact Fluorescent Lamps 

integrated (CFLi) or High Intensity Discharge (HID) 

lamps

• Suitable for LED retrofit lamps

• Tubular shape

• Available in 1 height: 900mm 

• 140mm diameter

• Fully integrated gear (where applicable)

• Generates a surround 360º light beam

• Die-cast aluminium body with a clear top and integral 

anti-glare rings

• Ground mounting accessories available

55

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º
60º

135135

DLOR = 0.33   ULOR = 0.14 DFF = 0.70

Ø150

900

Ø80

120°

21x12

140

75

Ø150

600

140

75

Ø150

900

Ø80

120°

21x12

140

75

Ø150

600

140

75

Dimensions (mm)

Front view - 900mm

Bottom view - 
Onground 1

900mm

Code

 

Description

 

Watt 
(W)  

Gear

 

Format

 

Type

 

Light 
distribution

0049406 Onground 1-900 GRY 60W E27 60 - Tube Clear Surround 360º

0049409 Onground 1-900 GRY 35W G12 MGR 35 Magnetic Tube Clear Surround 360º

Legend: GRY = Grey; MGR = Magnetic Gear; LLB = Low Loss Ballast or magnetic ballast; CFLi 
= Compact Fluorescent Lamps integrated; HID = High Intensity Discharge Lamps

LED - ToLEDo 
V3 GLS 
10W E27 810lm
(equivalent 60W)

CFLi - Mini-Lynx® 
Fast-Start Spiro 
15W E27 900lm

HID - Superia CMI-T WDL/NDL 
35W G12 4000lm

CFL - Lynx®-D 
26W G24d-3 1800lm

*

*IK02 top glass

Accessories

Code Description

0049405 Ground anchor Onground 1 + 3

3D Reid - Birmingham, England

Onground 1-900 Gry 60W E27



Bollards 699

Onground 2 

• 26W, 35W and 60W bollards

• Choose from: LED, Compact Fluorescent Lamps 

integrated (CFLi) or High Intensity Discharge (HID) 

lamps

• Suitable for LED retrofit lamps

• Tubular shape

• Available in 2 heights: 600mm or 900mm

• 140mm diameter

• Fully integrated gear (where applicable)

• Generates a 3 segments surround light beam

• Die-cast aluminium body with segmented opal top

• Ground mounting accessories available

LIGHT SOURCE NOT INCLUDED

55

Ø150

900

120

42

120

42

Ø150

600

120°

3xØ11

120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

2424

DLOR = 0.10   ULOR = 0.09 DFF = 0.53Onground 2 – 900 Gry 60W E27

Ø150

900

120

42

120

42

Ø150

600

120°

3xØ11

Ø150

900

120

42

120

42

Ø150

600

120°

3xØ11

Dimensions (mm)

Front view - 600mm Front view - 900mm 

- 900mmBottom view 
- Onground 2

900mm

Code

 

Description

 

Watt 
(W)  

Gear

 

Format

 

Type

 

Light 
distribution

0049418 Onground 2 -900 GRY 60W E27 60 - Tube Segmented 
Opal

 3 segments 
Surround

0049421 Onground 2- 900 GRY 35W G12 MGR 35 Magnetic Tube Segmented 
Opal

 3 segments 
Surround

Legend: GRY = Grey; MGR = Magnetic Gear; LLB = Low Loss Ballast or magnetic ballast; 
CFLi = Compact Fluorescent Lamps integrated; HID = High Intensity Discharge Lamps

LED - ToLEDo V3 GLS
10W E27 810lm
(equivalent 60W)  

CFLi - Mini-Lynx® 
Fast-Start Spiro 
15W (60W equivalent) 
E27 900lm

HID - Superia CMI-T WDL/ND
35W G12 4000lm

CFL Lynx®-D 
26W G24d-3 1800lm

Accessories

Code Description

0049404 Ground anchor Onground 2

600mm

Code

 

Description

 

Watt 
(W)  

Gear

 

Format

 

Type

 

Light 
distribution

0049419 Onground 2 - 600 GRY 60W E27 60 - Tube Segmented 
Opal

 3 segments 
Surround

0049423 Onground 2 - 600 GRY 35W G12 MGR 35 Magnetic Tube Segmented 
Opal

 3 segments 
Surround



700 Bollards

Onground 3 

• 26W, 35W and 60W bollards

• Choose from: LED, Compact Fluorescent Lamps 

integrated (CFLi) or High Intensity Discharge (HID) 

lamps

• Suitable for LED retrofit lamps

• Soft squared tube shape

• Available in 1 height: 900mm 

• 160mm diameter

• Fully integrated gear (where applicable)

• Generates a 4 segments surround light beam

• Die-cast aluminium body with segmented opal top

• Ground mounting accessories available

900mm

Code Description Watt 
(W)

Gear Format Type Light 
distribution

0049430 Onground 3 - 900 GRY 60W E27 60 - Soft squared 
tube

Segmented 
Opal

 4 segments 
Surround

0049433 Onground 3 - 900 GRY 35W G12 MGR 35 Magnetic Soft squared 
tube

 Segmented 
Opal

4 segments 
Surround

LIGHT SOURCE NOT INCLUDED

55

Ø160

900

193 139

193 139

Ø160

600

120°

3xØ11

Ø160

900

193 139

193 139

Ø160

600

120°

3xØ11

Dimensions (mm)

Onground 3-900 Gry 60W E27

Front view - 900mm

Bottom view - 
Onground 3

Legend: GRY = Grey; MGR = Magnetic Gear; LLB = Low Loss Ballast or magnetic ballast; 
CFLi = Compact Fluorescent Lamps integrated; HID = High Intensity Discharge Lamps

LED - ToLEDo V3 GLS
10W E27 810lm
(equivalent 60W)  

CFLi - Mini-Lynx®  
Fast-Start Spiro
15W (60W equivalent) E27 
900lm

HID - Superia CMI-T 
WDL/NDL 
35W G12 4000lm

CFL - Lynx®-D 
26W G24d-3 1800lm

Accessories

Code Description

0049405 Ground anchor Onground 1 + 3

120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

3030

DLOR = 0.13   ULOR = 0.13 DFF = 0.49

LVDT = 978/1556/2789 cd/m     = 830 lm





Bangor Recycling Centre - Bangor, Wales
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705 Brio IP55

710 Sterling LED Bulkhead

712 Monitor LED

716 InVerto Direct/  
 Indirect

717 InVerto Direct

718 InVerto Surface    
 Mounted

719  Inverto Pendant

720 Archos LED

724 Onwall 4

727 Velite

731 Start Bulkhead LED IP65



Derby Academy - Derby, England



 705 SURFACE WALL & CEILING

Brio IP55

Control Gear: Integral electronic gear

Emergency: Integral, 3hr maintained

Diffuser: Polycarbonate, satin opal

IP65 Housings/Trims: Pressure die-cast aluminium,  

 anti-corrosion pre-treated prior to  

 powder coating white RAL 9016,  

 black RAL 9005, silver RAL 9006

IP55 Retaining Screws: Stainless steel

IP55 

• Attractive tough IK10 impact resistant 

construction

• 104-119mm discrete profiles

• Hood and grille versions

• Aesthetically pleasing designs

• IP55 water jet proof

IP55 Vandal Resistant 

• Tough, functional IK10 impact resistant 

construction

• Sloped body and flush mounting make it 

ligature and vandal resistant

• Tamper resistant screws as standard

• Ideal for institutional environments



706 Surface Wall & Ceiling

Brio IP55 LED 

LIGHT SOURCE INCLUDED

10

Dimensions (mm)

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

TOTAL 

W  

Total 

Im/W

Brio LED  HE 350mA  665  9 74

3K HO 700mA 1,266 17 74

Brio LED HE 350mA 717 9 80

4K H) 700mA 1,371 17 81

Brio LED IP55 G2 4,000K

Code Description 

White

4063790 BRIO IP55 LED 4K WHT G2

4063791 BRIO IP55 LED 4K EM WHT G2

Silver

4063792 BRIO IP55 LED 4K SIL G2

4063793 BRIO IP55 LED 4K EM SIL G2

Black

4063794 BRIO IP55 LED 4K BLK G2

4063795 BRIO IP55 LED 4K EM BLK G2

• A range of exterior LED bulkheads which offer 

significant energy savings compared to traditional 2D 

fixtures

• Brio IP55 LED Bulkhead is perfect for interior and 

exterior applications including residential and 

commerical entrance ways

• Unique feature allowing a choice between High Output 

or High Efficiency with the flick of a switch

• Perfect homogenous light distribution

• Vandal resistant version available

• Available in 3,000K and 4,000K in either Black, White 

or Silver colour

• Robust design meets IK10 requirements

• Tamper proof key and screw accessories available for 

this range

• High performance: delivers up to 1,371 lm (luminaire 

lumen output on 4,000K version), and up to 81lm/W 

(total system efficiency)

• High performance: delivers up to 1,266 lm (luminaire 

lumen output on 3,000K version), and up to 74lm/W 

(total system efficiency)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

Brio LED IP55 G2 3,000K

Code  Description 

White

4063784 BRIO IP55 LED 3K WHT G2

4063785 BRIO IP55 LED 3K EM WHT G2

Silver

4063786 BRIO IP55 LED 3K SIL G2

4063787 BRIO IP55 LED 3K EM SIL G2

Black

4063788 BRIO IP55 LED 3K BLK G2

4063789 BRIO IP55 LED 3K EM BLK G2

3,000K High Efficiency

4,000K High Output

39
5

350

350

104



Surface Wall & Ceiling 707

Brio IP55 Vandal Resistant LED 

LIGHT SOURCE INCLUDED

10

Dimensions (mm)

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

TOTAL 

W  

Total 

Im/W

Brio LED  HE 350mA  665  9 74

3K HO 700mA 1,266 17 74

Brio LED HE 350mA 717 9 80

4K H) 700mA 1,371 17 81

Brio LED IP55 G2 Vandal Resistant 3,000K

Code Description 

White

4063803 BRIO IP55VR LED 3K WH G2

4063804 BRIO IP55VR LED 3K EM WH G2

Silver

4063805 BRIO IP55VR LED 3K SIL G2

4063806 BRIO IP55VR LED 3K EM SIL G2

Black

4063807 BRIO IP55VR LED 3K BLK G2

4063808 BRIO IP55VR LED 3K EM BLK G2

• A range of exterior LED bulkheads which offer 

significant energy savings compared to traditional 2D 

fixtures

• Brio IP55 LED Bulkhead is perfect for interior and 

exterior applications including residential and 

commerical entrance ways

• Unique feature allowing a choice between High Output 

or High Efficiency with the flick of a switch

• Perfect homogenous light distribution

• Vandal resistant version available

• Available in 3,000K and 4,000K in either Black, White 

or Silver colour

• Robust design meets IK10 requirements

• Tamper proof key and screw accessories available for 

this range

• High performance: delivers up to 1,371 lm (luminaire 

lumen output on 4,000K version), and up to 81lm/W 

(total system efficiency)

• High performance: delivers up to 1,266 lm (luminaire 

lumen output on 3,000K version), and up to 74lm/W 

(total system efficiency)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

Brio LED IP55 G2 Vandal Resistant 4,000K

Code  Description 

White

4063809 BRIO IP55VR LED 4K WH G2

4063810 BRIO IP55VR LED 4K EM WH G2

Silver

4063811 BRIO IP55VR LED 4K SIL G2

4063812 BRIO IP55VR LED 4K EM SIL G2

Black

4063813 BRIO IP55VR LED 4K BLK G2

4063814 BRIO IP55VR LED 4K EM BLK G2

3,000K High Efficiency

4,000K High Output

39
5

350

350

104



708 Surface Wall & Ceiling

Brio IP55 

• Attractive, tough IK10 impact resistant construction

• 104-119mm discrete profile

• Aesthetically pleasing designs

Standard

Code Description

White

4063645 28W TC-DD

Silver

4063649 28W TC-DD

Hood

Code Description

Black

4063665 2 x 18W TC-DEL

4063671 28W TC-DD

Silver

4063667 2 x 18W TC-DEL

4063673 28W TC-DD

4063680 2 x 18W TC-DEL

3 Bar Grille

Code Description

White

4063693 28W TC-DD

Silver

4063697 28W TC-DD

10

Lynx®-QE 2D 
28/38W GR10q 2050/2850lm

Lynx®-DE
18W GR10q 1215lm

LIGHT SOURCE INCLUDED

DLOR = 0.41 38W Standard

DLOR = 0.17 38w Hood

DLOR = 0.40 38W 3 Bar Grille

Dimensions (mm)



Aintree Race Course, Liverpool, United Kingdom



710 Surface Wall & Ceiling

Sterling Bulkhead LED G2

• A range of exterior LED bulkheads which offer 

significant energy savings compared to traditional 2D 

fixtures.

• Sterling Bulkhead LED is perfect for interior and exterior 

applications includinging residential and commerical 

entrance ways.

• Unique feature allowing a choice between High Output 

or High Efficiency with the flick of a switch

• Perfect homogenous light distribution

• Available in 3000K and 4000K in either Black or Silver 

colour

• Robust design meets IK10 requirements

• Hood, X bar and Grille accessories available for this 

range

• High performance: delivers up to 1,477 lm (luminaire 

lumen output on 4000K version), and up to 87lm/W 

(total system efficiency)

• High performance: delivers up to 1,325 lm (luminaire 

lumen output on 3000K version), and up to 78lm/W 

(total system efficiency)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

Sterling Bulkhead LED G2 3,000K

Code  Description 

Black

4063831 STER BLKHD LED 3K BLK G2

4063832 STER BLKHD LED 3K BLK EM G2

Silver

4063833 STER BLKHD LED 3K SIL G2

4063834 STER BLKHD LED 3K SIL EM G2

LIGHT SOURCE INCLUDED

Dimensions (mm)

Caption 1

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

TOTAL 

W  

Total 

Im/W

Sterling 3K  HE 350mA  665 9 74

Sterling 3K  HO 700mA 1,266 17 74

Sterling 4K HE 350mA 717 9 80

Sterling 4K  HO 700mA 1,371 17 81

Accessories  
Order in addition to fitting

Code Description
Black

4037279 Hood

4037280 3 Bar grille

Silver

4041005 Hood

4041007 X bar

Hood 3 Bar Grille

X Bar

Sterling Bulkhead LED G2 4,000K

Code  Description 

Black

4063835 STER BLKHD LED 4K BLK G2

4063836 STER BLKHD LED 4K BLK EM G2

Silver

4063837 STER BLKHD LED 4K SIL G2

4063838 STER BLKHD LED 4K SIL EM G2

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

360

cd/klm

DLOR = 0.95 ULOR = 0.05 DFF = 0.95

4,000K High Efficiency

 180º120º

90º

60º

30º  0º 30º

60º

90º

120º

180

cd/klm

DLOR = 0.52 ULOR = 0.02 DFF = 0.96

4,000K High Output

Legend: 3000K = 3K Warm White; 4K = 4,000K Neutral White; 

BLK = Black; SIL = Silver

HE = High Efficiency HO = High Output





712 Surface Wall & Ceiling

Monitor LED G2 

• A range of exterior LED bulkheads which offer 

significant energy savings compared to traditional 2D 

fixtures.

• Monitor LED is perfect for interior and exterior 

applications includinging residential and commerical 

entrance ways.

• Unique feature allowing a choice between High Output 

or High Efficiency with the flick of a switch

• Perfect homogenous light distribution.

• Available in 3000K and 4000K in either Black or Silver 

colour

• Robust design meets IK10 requirements

• Hood and Grill accessories available for this range

• High performance: delivers up to 1,493 lm (luminaire 

lumen output on 4000K version), and up to 88lm/W 

(total system efficiency)

• High performance: delivers up to 1,377 lm (luminaire 

lumen output on 3000K version), and up to 81lm/W 

(total system efficiency)

• Energy class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of the original 

output L70

LIGHT SOURCE INCLUDED

Monitor LED G2 4,000K

Code Description

Black

4063821 MONITOR LED 4K BLK G2

4063822 MONITOR LED 4K EM BLK G2

Silver

4063823 MONITOR LED 4K SIL G2

4063824 MONITOR LED 4K EM SIL G2

Accessories  
Order in addition to fitting

Code Description

Black

4046028 Hood

4046027 4 Bar grille

Silver

4045981 Hood

Technology Comparison Table
  
 

Description

 

Lamp/mA

 

Fixture 

Lumens  

TOTAL 

W  

Total 

Im/W

Monitor  HE 350mA  717  9 80

3K HO 700mA 1,377 17 81

Monitor HE 350mA 776 9 86

4K HO 700mA 1,493 17 88 Dimension (mm)

Monitor LED G2 3,000K

Code Description

Black

4063825 MONITOR LED 3K BLK G2

4063826 MONITOR LED 3K EM BLK G2

Silver

4063827 MONITOR LED 3K SIL G2

4063828 MONITOR LED 3K EM SIL G2







 715 SURFACE WALL & CEILING

InVerto

Control Gear: Electronic

Emergency: Integral 3 hours maintained

Diffuser: Vacuum metalised Polycarbonate

Housing: Choice of 4 standard colours: gloss 

 black, matt white, satin silver and matt 

 rust. Custom colours available upon 

 request - please consult your local sales 

 force for more information

• Built to IP65 standard. Highly resistant to 

corrosion and sea mist - ISO 9227 (equivalent 

to ASTM B117)

• Wire to base pluggable connection for a quick 

and easy installation

• LED technology: reduced energy and 

maintenance costs. No harmful UV or IR 

radiation. Long lifetime 

- more than 50,000 hours

• Design that fi ts the contemporary cubic 

design trend and to ensure continuity of 

design across a lighting scheme



716 Surface Wall & Ceiling

InVerto Direct/Indirect 

4,000K

Code Description Body Colour

Electronic

3080037 InVerto Dir/Ind NW Eb Black Gloss black

3080038 InVerto Dir/Ind NW Eb White Matt white

3080039 InVerto Dir/Ind NW Eb Silver Satin silver

3070040 InVerto Dir/Ind NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080041 InVerto Dir/Ind NW 1-10V Black Gloss black

3080042 InVerto Dir/Ind NW 1-10V White Matt white

3080043 InVerto Dir/Ind NW 1-10V Silver Satin silver

3080044 InVerto Dir/Ind NW 1-10V Rust Matt rust

LIGHT SOURCE INCLUDED

3,000K

Code Description Body Colour

Electronic

3080097 InVerto Dir/Ind WW Eb Black Gloss black

3080098 InVerto Dir/Ind WW Eb White Matt white

3080099 InVerto Dir/Ind WW Eb Silver Satin silver

3090200 InVerto Dir/Ind WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080101 InVerto Dir/Ind WW 1-10V Black Gloss black

3080102 InVerto Dir/Ind WW 1-10V White Matt white

3080103 InVerto Dir/Ind WW 1-10V Silver Satin silver

3080104 InVerto Dir/Ind WW 1-10V Rust Matt rust

Legend: NW - Neutral White, WW - Warm White, Eb - Electronic 
Ballast, 1-10V = Analogue, 1-10V Electronic Ballast

• 31W Direct / indirect luminaire 

• 4 standard colours: Gloss black, Matt white, Satin silver 

and Matt rust

• Wire to base with pluggable connection for easy 

installation 

• Provides a uniform light, while offering a high light 

output of up to 1843lm (2 x 922lm) at 60lm/W 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory

• Suitable for looping

RoHS

WEEE

Standard 40° beam angle

120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

10001000

185

110

162

220

110

Dimensions (mm)

Matt 
White

Standard colours

Custom paint fi nish suggestions 
(available upon request)

Gloss 
Orange

Gloss 
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Also available in the InVerto range:
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InVerto Direct 

102

110

162

110

110

Dimensions (mm)

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour

Electronic

3080025 Inverto Direct NW Eb Black Gloss black

3080026 Inverto Direct NW Eb White Matt white

3080027 Inverto Direct NW Eb Silver Satin silver

3080028 Inverto Direct NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080029 Inverto Direct NW 1-10v Black Gloss black

3070030 Inverto Direct NW 1-10v White Matt white

3080031 Inverto Direct NW 1-10v Silver Satin silver

3080032 Inverto Direct NW 1-10v Rust Matt rust

Legend: NW = Neutral White; WW = Warm White; EB = 
Electronic Ballast; 1-10V = 1-10V analogue ballast; BLK = 
BLacK; WHT = WHiTe; SIL = SILver; RU = Rust

3,000K

Code Description Body Colour

Electronic

3080085 Inverto Direct WW Eb Black Gloss black

3080086 Inverto Direct WW Eb White Matt white

3080087 Inverto Direct WW Eb Silver Satin silver

3080088 Inverto Direct WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080089 Inverto Direct WW 1-10v Black Gloss black

3080090 Inverto Direct WW 1-10v White Matt white

3080091 Inverto Direct WW 1-10v Silver Satin silver

3080092 Inverto Direct WW 1-10v Rust Matt rust

• 16W (high efficiency) or 21W (high output) Direct 

luminaire 

• Freedom of installation: 350mA or 450mA LED driver, 

resulting in 16W and 21W respectively  

2 settings: 

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W 

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory 

• Wire to base with pluggable connection for easy 

installation

• Suitable for looping

RoHS

WEEE

Matt 
White

Custom paint fi nish suggestions 
(available upon request)

Gloss 
Orange

Gloss
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Standard colours

Also available in the InVerto range:
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InVerto Surface mounted 

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour

Electronic

3080073 InVerto Surface NW Eb Black Gloss black

3080074 InVerto Surface NW Eb White Matt white

3080075 InVerto Surface NW Eb Silver Satin silver

3080076 InVerto Surface NW Eb Rust Matt rust

Analogue 1-10V dimmable

3080077 InVerto Surface NW 1-10V Black Gloss black

3080078 InVerto Surface NW 1-10V White Matt white

3080079 InVerto Surface NW 1-10V Silver Satin silver

3070080 InVerto Surface NW 1-10V Rust Matt rust

4,000K4,000K

Code

3080078

3080079

3070080

Legend: NW - Neutral White, WW - Warm White, Eb - 
Electronic Ballast, 1-10V = Analogue, 1-10V Electronic Ballast

3,000K

Code Description Body Colour

Electronic

3080133 InVerto Surface WW Eb Black Gloss black

3080134 InVerto Surface WW Eb White Matt white

3080135 InVerto Surface WW Eb Silver Satin silver

3080136 InVerto Surface WW Eb Rust Matt rust

Analogue 1-10V dimmable

3080137 InVerto Surface WW 1-10V Black Gloss black

3080138 InVerto Surface WW 1-10V White Matt white

3080139 InVerto Surface WW 1-10V Silver Satin silver

3060140 InVerto Surface WW 1-10V Rust Matt rust

• 16W (high efficiency) or 21W (high output) Surface 

mounted luminaire

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust

• Freedom of installation: 350mA or 450mA LED driver, 

resulting in 16W and 21W respectively 

2 settings:

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W 

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory

• Wire to base with pluggable connection for easy 

installation

• Suitable for looping

RoHS

WEEE

102

110

110

162

110

102

Dimensions (mm)

Matt 
White

Custom paint fi nish suggestions 
(available upon request )

Gloss 
Orange

Gloss 
Black

Gloss
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Standard colours

Also available in the InVerto range:

Caption 5

De Haven Van Renesse - Netherlands
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InVerto Pendant 

LIGHT SOURCE INCLUDED

4,000K

Code Description Body Colour 

Electronic Integral

3080049 InVerto Pendant NW Eb Black Gloss black

3070050 InVerto Pendant NW Eb White Matt white

3080051 InVerto Pendant NW Eb Silver Satin silver

3080052 InVerto Pendant NW Eb Rust Matt rust

Electronic Remote

3080061 InVerto Pend Rmt NW Eb Black Gloss black

3080062 InVerto Pend Rmt NW Eb White Matt white

3080063 InVerto Pend Rmt NW Eb Silver Satin silver

3080064 InVerto Pend Rmt NW Eb Rust Matt rust

Analogue 1-10V dimmable Integral

3080053 InVerto Pendant NW 1-10V Black Gloss black

3080054 InVerto Pendant NW 1-10V White Matt white

3080055 InVerto Pendant NW 1-10V Silver Satin silver

3080056 InVerto Pendant NW 1-10V Rust Matt rust

Analogue 1-10V dimmable Remote

3080065 InVerto Pend Rmt NW 1-10V Black Gloss black

3080066 InVerto Pend Rmt NW 1-10V White Matt white

3080067 InVerto Pend Rmt NW 1-10V Silver Satin satin

3080068 InVerto Pend Rmt NW 1-10V Rust Matt rust

3,000K

Code Description Body Colour

Electronic Integral

3080109 InVerto Pendant WW Eb Black Gloss black

3080110 InVerto Pendant WW Eb White Matt white

3080111 InVerto Pendant WW Eb Silver Satin silver

3080112 InVerto Pendant WW Eb Rust Matt rust

Electronic  Remote

3080121 InVerto Pend Rmt WW Eb Black Gloss black

3080122 InVerto Pend Rmt WW Eb White Matt white

3080123 InVerto Pend Rmt WW Eb Silver Satin silver

3080124 InVerto Pend Rmt WW Eb Rust Matt rust

Analogue 1-10V dimmable Integral

3080113 InVerto Pendant WW 1-10V Black Gloss black

3080114 InVerto Pendant WW 1-10V White Matt white

3080115 InVerto Pendant WW 1-10V Silver Satin silver

3080116 InVerto Pendant WW 1-10V Rust Matt rust

Analogue 1-10V dimmable Remote

3080125 InVerto Pend Rmt WW 1-10V Black Gloss black

3080126 InVerto Pend Rmt WW 1-10V White Matt white

3081027 InVerto Pend Rmt WW 1-10V Silver Satin silver

3080128 InVerto Pend Rmt WW 1-10V Rust Matt rust

• 16W (high efficiency) or 21W (high output) pendant 

luminaire - only applies on integral driver version

• Adjustable pendant cable (1.7m as supplied)

• Integral or remote driver options

• 4 standard colours: gloss black, matt white, satin silver 

and matt rust

• Freedom of installation - only applies on integral driver 

version: 350mA or 450mA LED driver, resulting in 16W 

and 21W respectively 2 settings:

– High efficiency: 16W providing 955lm at 60lm/W 

– High output: 21W providing 1,130lm at 54lm/W

• Optional colour braided cables for contemporary 

aesthetic look (IP21 rating)

• Comes with a 40° beam as standard. Narrow beam kit 

available as separate accessory

Legend: NW - Neutral White, WW - Warm White, Eb - Electronic 
Ballast, 1-10V - 1-10V analogue ballast; RMT = Remote driver 
(non switchable)

RoHS WEEE

Matt 
White

Standard colours

Custom paint fi nish suggestions 
(available upon request)

Custom colour cables available upon request – 
please consult your local sales force for more info

Gloss 
Orange

Gloss 
Black

Gloss 
Red

Satin 
Silver

Matt 
Green

Matt 
Rust

Matt 
Teal

Gloss Gloss Gloss Gloss Matt Matt 

Standard 40° beam angle

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º60º

20002000

Also available in the InVerto range:

1500
max

32

110

110

179

110

102

1700 max

52

110

110

102

Dimensions (mm)
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Archos LED 

Warm white (3,000K)

Neutral white (4,000K)

LIGHT SOURCE INCLUDED

4,000K

Code Description

3031402 Archos LED WH NW OPAL

3031404 Archos LED WH NW OPAL EMG

341

10
3.

7

128.2

• 10W LED surface mounted white bulkhead

• The opal diffuser provides uniform, homegenous light

• Perfect for hospitality, industrial and logistical 

applications.

• Robust, vandal resistant construction

• IP65 for both indoor and outdoor applications

• Impresive performance, up to 734lm (luminaire lumen 

output on 4,000K version)

• Up to 73lm/W (total system efficiency on 4,000K 

version)

• Choice of warm white (3,000K) or neutral white 

(4,000K)

• Quick and easy to install

• No UV or IR radiations

• LED lifetime: 50,000 hours

• Energy Class: A++, A+, A

• LED technology provides an energy efficient solution 

with reduced maintenance costs

3,000K

Code Description

3031401 Archos LED WH WW OPAL

3031403 Archos LED WH WW OPAL EMG

Dimensions (mm)
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Control Gear: Choice of magnetic or electronic

Housing: Die-cast aluminium

Finish: Grey, RAL9007

Protection: IP55 and IK08

• Create a whole range of dramatic light 

patterns that will transform exterior surfaces

• Wide range of body shapes, from cubic to 

tubular

• Large choice of lamp technologies (LED white, 

HID, Halogen or even LED retrofi t lamps) to fi t 

every brief

Onwall
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120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

30003000

DLOR = 0.38   ULOR = 0.38 DFF = 0.50

LVDT = 1810/776/478 cd/m     = 3100 lmOnwall 4 Gry DS 2 x 70W E27 HV 10°

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º

54005400

DLOR = 0.75   ULOR = 0.00 DFF = 1.00

LVDT = 1689/722/452 cd/m     = 1550 lmOnwall 4 Gry DS 70W E27 HV 30°

120º

90º

60º

90º

30º(Cd/1000lm) 30º0º

120º

180º150º 150º

60º

900900

DLOR = 0.34   ULOR = 0.34    DFF = 0.50

Onwall 4 Gry DS 2 x 75W HID 30º

120º

90º

60º

90º

30º (Cd/1000lm) 30º0º

120º180º

60º

18001800

DLOR = 0.69   ULOR = 0.00 DFF = 1.00

LVDT = 1404/530/320 cd/m     = 1550 lmOnwall 4 Gry SS 1 x 75W HID 30º

Onwall 4 

• 70W and 75W onwall luminaire

• Choose from: High Intensity Discharge lamps or E27 

based lamps (HV halogen, CFL retrofit or even LED 

retrofit lamps

• Comes in a tubular/round shape

• Fully integrated ballast (where applicable)

• Generates an up & down light beam

• Die-cast aluminium body with a clear glass

Legend: GRY = Grey, DS = Double Sided Light Output, 
SS = Single Side Light Output, MGR = Magnetic Gear, 
HV = High Voltage for standard bulbs

LED - RefLED PAR30 
Dimmable 
18.5 E27 25° = 
4600cd/ 900lm 

HID - Superia CMI-T WDL/NDL
70W G12 7300lm

LIGHT SOURCE NOT INCLUDED

Ø180

180
230

148

100

400432

0049079

Ø180

180
230

148

100

237285

0049080 / 0049084 / 0049086

65

Ø180

230

148

100

237285

0049083 / 0049085

55

Dimensions (mm)

0049079 

0049084

0049073

70W

Code Description Watt (W) Gear Shape Frost Light distribution

0049079 Onwall 4 Gry DS 2 x 70W 

G12 MGR

 2 x 70 Conventional Tubular/Round Clear Glass Up & down

0049080 Onwall 4 Gry DS 2 x 70W 

G12 MGR 

 1 x 70 Conventional Tubular/Round Clear Glass Up & down

75W

Code Description Watt (W) Gear Shape Frost Light distribution

0049083 Onwall 4 Gry DS 2 x 75W 

E27 HV
 2 x 75 Conventional Tubular/Round Clear Glass Up & down

0049084 Onwall 4 Gry SS 

1 x 75W E27 HV

 1 x 75 Conventional Tubular/Round Clear Glass Up & down

100W

Code Description Watt (W) Gear Shape Frost Light distribution

0049085 Onwall 4 Gry DS 2 x 100W 

E27 HV
 2 x 100 Conventional Tubular/Round Clear Glass Up & down

0049086 Onwall 4 Gry SS 1 

x 100W E27 HV

 1 x 100 Conventional Tubular/Round Clear Glass Up & down
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Control Gear: Electronic

Housing: Die-cast aluminium

Finish: White or Black RAL9016/RAL9005

Protection: IP54 and IK05

• The new Velite range is a sleek and stylish 

range of outdoor luminaires. Velite is perfect 

for lighting gardens, courtyards and exterior 

entrances. 

• Velite consists of wall mounted fixtures: 

square and round - with or without an 

integrated sensor; an adjustable direct/indirect 

wall mounted luminaire in 2 colours; as well 

as an L shaped wall mounted luminaire and 2 

sizes of L shaped bollards. 

• Velite not only delivers high performance: up 

to 830lm (luminaire lumen output on square 

and round wall mounted luminaire); but also 

high efficiency: up to 71lm/W (total system 

efficiency on Velite L range).

Velite
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• Velite is perfect for lighting courtyards, gardens and 

exterior entrances

• Design meets IK05 requirements

• Various shapes of die cast aluminium wall mounted 

luminaires

• Available with or without an integrated sensor

• High efficient thermal design: ta -20ºC to +45ºC

• High performance: delivers up to 830 lm (luminaire 

lumen output), and up to 69lm/W (total system 

efficiency)

• Available in warm white (3,000K)

• Energy class: A++, A+, A

• Lifetime: 25,000 hours life at 70% of the original 

output L70

Wall - Round

Wall - Round

Wall - Square

Wall - Square

Legend: 3000K = 3,000K Warm White; WH = White

LIGHT SOURCE INCLUDED

Wall Light

Code  Description 

0047815 Velite wall round WH 3000K

0047816 Velite wall square WH 3000K

0047817 Velite wall round sensor WH 3000K

0047818 Velite wall square sensor Wh 3000K

Dimensions (mm)

Velite
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• Velite is perfect for lighting courtyards, gardens and 

exterior entrances

• Design meets IK05 requirements

• Various shapes, sizes and colours of die cast aluminium 

wall mounted luminaires

• Range includes various wall mounted direct and direct/

indirect luminaires

• High efficient thermal design: ta -20ºC to +45ºC

• High performance: delivers up to 570 lm (luminaire 

lumen output), and up to 71lm/W (total system 

efficiency)

• Available in warm white (3,000K)

• Energy class: A++, A+, A

• Lifetime: 25,000 hours life at 70% of the original 

output L70

Adjustable

L Range

Legend: 3000K = 3,000K Warm White; Adjust = Adjustable; 

WH = White; BK = Black

LIGHT SOURCE INCLUDED

Adjustable Wall Light

Code  Description 

0047813 Velite wall adjust BK up and down 3000K

0047814 Velite wall adjust WH up and down 3000K

L Range - WallAdjustable

L Range

Code  Description 

0047810 Velite wall BK 3000K

Dimensions (mm)

Velite
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Start Bulkhead LED IP65 

• A range of exterior LED bulkheads

• Start Bulkhead LED IP65 is perfect for interior and 

exterior applications includinging residential and 

commerical entrance ways

• Available in round and oval shapes with 2 sizes (small 

and large)

• Robust design meets IK08 requirements

• Comes complete with a 2 meter cable for ease of 

installation

• High efficient thermal design: ta -10°C - +40°C

• High performance: delivers up to 1,867lm (luminaire 

lumen output on 4000K version), and up to 93lm/W 

(total system efficiency)

• High performance: delivers up to 1,830lm (luminaire 

lumen output on 3000K version), and up to 81lm/W 

(total system efficiency)

• Available in warm white (3,000K) and Neutral White 

(4,000K)

• Energy class: A++, A+, A

• Long lifetime: 25,000 hours life at 70% of the original 

output L70

4,000K Round

4,000K Oval

LIGHT SOURCE INCLUDED

Round

Code Description 

Small

0049175 Start Bulkhead LED IP65 ROUND 4K 1100LM

0049181 Start Bulkhead LED IP65 ROUND 3K 950LM

Large

0049176 Start Bulkhead LED IP65 ROUND 4K 1500LM

0049177 Start Bulkhead LED IP65 ROUND 4K 1875LM

0049182 Start Bulkhead LED IP65 ROUND 3K 1450LM

0049183 Start Bulkhead LED IP65 ROUND 3K 1825LM

Have you considered the use of a lighting control solution? 

For more information on how you could achieve up to 65% 

energy savings, see Lighting controls section

Oval

Code Description 

Small

0049178 Start Bulkhead LED IP65 OVAL 4K 1100LM

0049184 Start Bulkhead LED IP65 OVAL 3K 950LM

Large

0049179 Start Bulkhead LED IP65 OVAL 4K 1500LM

0049180 Start Bulkhead LED IP65 OVAL 4K 1875LM

0049185 Start Bulkhead LED IP65 OVAL 3K 1450LM

0049186 Start Bulkhead LED IP65 OVAL 3K 1825LM

18480.5
80.5 324

223

333

7878 122

193

Round (mm)

Oval (mm)

Small Large

Small Large





A commissioning-free lighting control 
system featuring Organic Response®

LUMINAIRES WITH INTEGRATED 
LIGHTING CONTROL
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Introduction

Organic Response-enabled luminaires deliver the most advanced lighting control 

solution to help you maximise energy savings and user comfort, without the 

drawbacks of traditional control systems:

• It is commissioning free 

• There are no compatibility issues as all controls are built into the 

luminaires 

• Complete fl exibility: the system automatically adjusts when the layout of 

a room changes

• No control cabling is required 

These advantages result in:

• 30% lower upfront investment compared to DALI1

• 35% additional saving compared to standard DALI controls2

• 68% reduction in energy costs vs. non-controlled situations3

Sources

1 Arup, 2015; 2 E.ON, 2015; 3 Team Catalyst, Lighting Art + Science, William Street 

project, 2014. 

Copies available on request.

With lighting accounting for around 30% of a commercial building’s total energy 

consumption, effective lighting can have a signifi cant impact on energy savings. 

Installing LED fi xtures can achieve an energy saving of 60%, but there is more we can 

do.

Of the energy consumption remaining after installation of LED fi xtures, advanced 

lighting control can save an additional 68%, bringing the total overall saving to 87%. 

It is therefore no surprise that many of today’s building codes and regulations require 

advanced controls in order to achieve the highest rating.

The British Council for Offi ces (BCO) recommends the inclusion of lighting controls 

to achieve compliance with Part L of the building regulations. BREEAM also gives two 

points for lighting controls that include daylight and presence sensing and individual 

light level controls for each luminaire. Organic Response technology achieves all of 

the above lighting requirements, including daylight linking, constant illumination and 

occupancy control.

Winner of the Lighting Controls category
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How Organic Response works

Feilo Sylvania’s Organic Response-enabled luminaires feature 

a Sensor Node that is integrated into each luminaire during 

manufacture. Each Sensor Node contains a motion sensor, 

infrared transmitter, infrared receiver, ambient light sensor 

and an intelligent microprocessor. As soon as a luminaire is 

connected to the power supply, it will start detecting.

Auto-commissioning

There is no need to commission the lighting control as 

Organic Responseenabled luminaires will automatically 

detect surrounding conditions and set light output 

accordingly. Simply install the luminaires, connect the power 

and you are done. No further commissioning is needed.

Luminaires will also automatically detect their neighbours 

and inform them whenever they detect presence, altering 

light levels to suit. This message is then relayed throughout 

the network, signalling to distant luminaires to turn on as 

well.

Maximum user comfort

The Organic Response control algorithm results in the 

highest level of user comfort possible. Each node lights 

up gradually on detection of an approaching occupant, 

preventing sudden light level changes that users perceive 

as uncomfortable. This means when sitting still in an empty 

room with no one else present, an occupant is not plunged 

into darkness. A typical PIR-based system uses one sensor 

for every 4 to 6 fixtures; however, an Organic Response-

enabled luminaire has its own Sensor Node, allowing 

detection of much smaller movements.

Impressive energy savings possible

Organic Response-enabled luminaires can control an area 

with much finer control than central control systems. This 

ensures that only luminaires that are required to adequately 

light a space are illuminated, leading to an additional 35% 

of energy saving on top of a standard DALI system. The 

systems operates such that a person sitting alone in an 

open plan office will only be lit by their nearest fixtures, 

or a luminaire next to a window will automatically detect 

daylight levels and dim its light output, while a luminaire at 

the other side of the room will increase its light level.
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How Organic Response works

Organic Response

Motion 
Sensor

Ambient  Light 
Sensor

Infrared 
Receiver

Status 
Indicator

Infrared 
Transmitter

Detect even the smallest of movements 

A typical PIR-based system uses one sensor for every 4 to 6 
fi xtures, but an Organic Response-enabled luminaire has 
its own Sensor Node, allowing detection of much smaller 
movements. This means that even when sitting still in an 
empty room with no one else present, an occupant is not 
plunged into darkness.

Intuitive app for advanced control setting 

The Organic Response system also has several advanced 

features that can be simply programmed with the Organic 

Response app. Lux levels for each luminaire can be 

individually adjusted in order to ensure the right regulatory 

lux level is achieved. Different profi les can be set to 

determine the optimal dimming profi le for specifi c areas, 

such as in an open-plan offi ce or for a corridor. Luminaires 

can also be assigned in zones with specifi c settings. These 

settings can be set to never turn off any hallway lights as 

long as one of the offi ces is occupied, or to keep certain 

zones ‘always on’; such as accent lighting on feature walls.
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A lifetime of saving you money

Whatever your project, be it new build or refurbishment and for 

a wide variety of applications, we can deliver cost savings that 

are extremely impressive.

Organic Response is one of the first lighting control solutions 

that makes sense from both a financial and user-comfort 

perspective. It is important for specifiers and lighting 

procurement officials to strike a fine balance between 

performance and cost. Adding controls to the lighting package 

ensures your system becomes even more efficient.

By using Organic Response-enabled luminaires, not only can you 

enjoy vastly superior lit environments, but you can also enjoy 

significant savings on capital expenditure as well as on operating 

costs.

To illustrate the strength of Organic Response in terms of 

Total Cost of Ownership (TCO), we have included example 

calculations on the opposite page for three common application 

scenarios. We are happy to run a set of calculations for your 

specific requirements – please contact us to learn more.

Organic Response is a sound financial investment, saving 
you money in every phase of a project’s lifecycle – from 
design and installation through to total cost of ownership – 
while also delivering the best possible light quality to your 
building occupants.
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Total cost of ownership examples

Hospital corridor

Data centre refurbishment

Open-plan office refurbishment

COMPARED TO INSTALLING LED 
LUMINAIRES ONLY:

1.9 years payback (instead of 2.3 
years)

68% additional saving in annual 
running costs (GBP)

COMPARED TO DALI:

10% reduction in capex

20% additional saving p.a.

Typically 1.5 years quicker payback

COMPARED TO INSTALLING LED 
LUMINAIRES ONLY:

2 years payback (instead of 2.8 years)

85% additional saving in annual running 
costs (GBP)

With no controls With OR enabled luminaires

Payback Time saving vs DALI 2.3 1.9

Annual Savings £3,344 £5,622 

Luminaire £8,671 £12,597 

Controls £ – £ –

Installation £770 £770 

Commissioning £ – £ –

TOTAL CAPEX £9,441 £13,367 

ECA Return (money off spend) £1,888 £2,673 

Annual Running (10p/kWh) £2,883 £606 

kWh 28,829 6,054 

kWh Saving 33,441 56,216 

Carbon saving 18,192 30,582 

System Cost DALI System Cost OR Enabled

Payback Time saving vs DALI 1.5

Annual savings £2,072 £2,820 

Luminaire £9,657 £16,761 

Controls £5,524 £ –

Installation £1,840 £726 

Commissioning £1,920 £ –

TOTAL CAPEX £18,941 £17,487 

ECA Return (money off spend) £3,788 £3,497 

Annual Running (10p/kWh) £1,111 £673 

kWh 11,111 6,731 

kWh saving 21,259 25,640 

Carbon saving 11,565 15,342 

With no controls With OR enabled luminaires

Payback Time saving vs DALI 2.8 2.0

Annual Savings £3,350 £6,273 

Luminaire £10,708 £15,231 

Controls £ – £ –

Installation £830 £830 

Commissioning £ – £ –

TOTAL CAPEX £11,538 £16,061 

ECA Return (money off spend) £2,308 £3,212 

Annual Running (7p/kWh) £3,262 £325 

kWh 46,606  4,641 

kWh Saving 47,586 89,551 

Carbon saving 25,887 48,754 

Reduction in cooling £4,187 £7,841 

PLEASE NOTE: Figures are indicative only. Pricing can vary based on the individual circumstance of the client.

Figures calculated for a data centre with 142 Twin 58W (118.4) Watt luminaires installed. The installation currently has no 

controls. Here we highlight potential savings possible by specifying OR-enabled luminaires. Our simulations show that we could 

achieve a saving of approximately 90% on energy consumption.

For this example, figures have been calculated for an open-plan office layout featuring 83 standard 600 x 600mm 64W T8 

luminaires. Taking into account the reduced installation and commissioning investment required, this scenario delivers impressive 

savings as well as reducing annual energy consumption from 32,370p/kwh to 6,731kwh; saving approximately £2,564 per year.

Figures calculated on 50W OR-enabled luminaires 600x600mm (49 standard and 17 emergency). Previously, the hospital was 

fitted with 66 4x18W luminaires, consuming 62,270kWh
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Key application areas – features and benefi ts

• Flexibility – Tenants can repartition space without 

recommissioning or moving sensors, as the Organic 

Response system will automatically adapt

•  Year-on-year improvements – Deliver energy savings 

year after year by leveraging collected data to retune 

the system, or integrate collected data with other 

BMS systems to improve other services, such as 

heating 

•  Control energy performance/ESOS improvements – 

Tenants often have little control over potential energy 

saving measures, such as the quality of insulation in a 

premises. Organic Response offers the opportunity to 

deliver signifi cant energy savings by a simple point by 

point replacement of the luminaires

• Prevent delays – The commissioning of a lighting 

control system can cause sign-off delays. As Organic 

Response functions as soon as power is connected 

to the luminaires, there are no delays; your building 

can open on time 

•  Adhere to planning requirements – There is 

increasing pressure to build energy effi cient buildings 

in order to get planning permission. Selecting 

Organic Response-enabled luminaires is a cost 

effective way to score additional points on your 

green building certifi cates, such as BREEAM

• Improved returns – Organic Response delivers a 

greener building, lower energy consumption and 

more comfortable lighting, which will attract higher 

rents 

•  Shorter rent-free periods – When new tenants come 

in, lighting does not need to be recommissioned, 

shortening moving-in periods so landlords can 

reduce rent-free periods 

•  Reduce maintenance costs – Malfunctioning lighting 

control systems are a common cause of maintenance 

calls. The simplicity of the Organic Response system, 

coupled with the system’s lack of a central point 

of failure, has been shown to signifi cantly reduce 

faults and consequently reduce the number of 

maintenance calls

TenantProperty Developer Building Owner

Offi ce Lighting
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• Lights on 24/7 – In healthcare environments, 

lights are often left on continuously in hallways 

and corridors when no one is there, as there is no 

acceptable dimming solution available that suit 

key hospital and health care facility requirements. 

Organic Response provides a very attractive solution:

•  Never enter a dark room – It is established best 

practice that no patient should enter a room in 

darkness. Organic Response-enabled luminaires 

illuminate as a person approaches an unlit area, 

ensuring that patients will never fi nd themselves in 

the dark

•  Organic Response does not interfere with wireless 

signals from medical equipment. Signals are 

transmitted via infrared technology, making it ideal 

for healthcare applications

•  Light when it is needed – Educational institutions 

often contain many areas that are intermittently 

used, like hallways and storage areas. Organic 

Response offers the perfect solution by allowing 

light to be dimmed in these areas when not in use

•  Out of hours – Organic Response is particularly 

suitable for environments such as universities – 

where facilities, such as libraries, are open for long 

hours and energy usage is large. In these areas in 

particular, an Organic Response dimming solution 

can deliver signifi cant energy savings

•  Schools and classrooms often feature many 

windows, and with Organic Response’s daylight 

sensors, illumination is tailored to utilise the existing 

daylight to the maximum, meaning no wasted 

lighting

•  Government and local authorities typically have 

higher energy effi ciency targets for their own 

buildings than the private sector may have. Organic 

Response is a perfect solution to help achieve 

targets such as BREEAM

•  Show visitors that you lead by example and are 

green. Lighting control is one of the few energy 

effi ciency measures that is immediately visible, 

highlighting your effort and dedication to energy 

saving and effi ciency

Healthcare Education Local Government

Healthcare, Education and 
Local Government

Key application areas – features and benefi ts
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• Increase power usage effectiveness – Installing 

more effi cient lighting and lighting control has been 

shown to increase the power usage effectiveness 

(PUE) in data centres by 25%. Using Organic 

Response, maximum increases in PUE are achieved 

without the risk of being left in the dark or the need 

for new wiring

•  Never left in the dark – Organic Response does not 

rely on timed lighting, instead every luminaire is 

equipped with a sensor. This ensures there are no 

‘black spots’, and even the smallest movement is 

noticed and responded to

•  No new wiring – Data centres often have a large 

amount of cables in the ceiling, with Organic 

Response there is no need to pull additional control 

wires 

•  Reduce heat production – Cooling is a substantial 

cost for data centres. By using Organic Response-

enabled luminaires, the heat produced by the 

lighting system is signifi cantly reduced; saving on the 

cost of running air conditioning systems

•  No wireless interference – The Organic Response 

system uses infrared technology signal transmission 

resulting in no wireless interference. This ensures 

no disruption of other vital systems within the data 

centre

•  High output when needed – Typically, lighting in data 

centres run at 1,000 Lux and is left on all the time. If 

high light output is needed, yet cost effi ciency is to 

be maintained, using the Organic Response system 

to achieve this same result works even better. The 

brighter the light required, the more energy you use 

and therefore, the bigger the saving achieved from 

using Organic Response to manage your lighting 

system

Owner-managed and co-located DATA Centres

Data Centres

Key application areas – features and benefi ts
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•  Reduce store downtime – Installation time is 

signifi cantly shorter with Organic Response, as 

no separate commissioning phase is needed. 

Work is completed when the power is connected, 

signifi cantly reducing the time of trading inactivity of 

the store

• Flexibility – The Organic Response system also supports 

zoning, which can be simply activated using any 

mobile phone in combination with the supplied 

dongle. This allows scenes to be set to suit each 

individual retail environment, removing the need 

for recommissioning of the system and the added 

expense of bringing in dedicated experts 

• Many stores have back-of-house areas of a substantial 

size that are not consistently used, such as storage 

rooms or offi ces. Organic Response-enabled 

luminaires can deliver energy savings to these areas

• Flexibility – With Organic Response’s fl exible control 

system, lighting can be programmed to suit any retail 

layout. This means no additional costs are incurred 

when you next wish to redesign your lighting system

Coming soon:

•  In-store analytics – Organic Response offers 

customer analytics. We can visualise all movement 

data coming from the independent Sensor Nodes 

and map this on a fl oor plan, allowing footfall to be 

analysed. This data gives you additional insight to 

adapt your store to maximise sales

Supermarkets and department stores

Retail

Key application areas – features and benefi ts
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Key application areas – features and benefi ts

•  Organic Response is utilised in countries such as 

Tonga and the Reunion Islands – where blackouts are 

common – to overcome electricity shortfalls, enabling 

the lights to stay on 

•  In such locations, DALI control and qualifi ed 

engineers are simply not available. Organic Response 

is ideally suited as an alternative solution 

– The number of project participants required is 

minimised. Only three are required: an energy 

supplier, electrician and Feilo Sylvania

– Rapid return on investment due to its simplicity of 

operation and energy saving capabilities

– The number of products you need to order is 

reduced. Organic Response is easy to program, 

simple and an inexpensive solution

•  Hallways and corridors – Many hotels decide against 

lighting control in these areas, as they are afraid that 

the system will respond too slow or detect people 

too late, resulting in people entering a dark hallway. 

As a consequence, such areas are often lit 24/7. 

The use of Organic Response solves this problem. 

As the sensor is integrated in the luminaire itself, 

there is no delay to processing signals. Organic 

Responseenabled luminaires relay signals to each 

other as a person approaches, ensuring that the 

space is illuminated before a person arrives

•  Security – The Organic Response system can be 

seamlessly integrated with the security system, 

allowing for detection of people wandering hallways 

at night, keeping your building secure

•  Back-of-house – Lighting is not always continuously 

needed in these areas. With Organic Response, you 

do not need to worry that the lighting is left on all 

the time costing money, or conversely if lighting is 

switched off, that staff are walking into unlit and 

potentially unsafe environments

•  Minimise downtime – Quick to fi t, with minimal 

commissioning and with integrated lighting control, 

overrunning installation risks are reduced with no 

incompatibility issues 

•  Gate lighting – With airports layouts positioning 

numerous gates across large areas, ensure gates 

are dimmed when not in use, yet pre-lit when 

approached

Coming soon:

•  Heat-mapping – With the use of heat-mapping, 

owners and operators can reduce cleaning costs, 

improve security and assign additional staff by 

knowing exactly what areas have been used and 

where people are

Overseas AreasHospitality Airports

Other Areas
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Key application areas – features and benefi ts

•  Allow your creative vision to be realised, delivering 

energy effi cient buildings that meet energy and 

performance targets – No compromise on your 

designs

•  Create alluring interiors without interfering with your 

designs – With no need for wall mounted control 

panels, interiors can be clean, clutter-free and more 

in tune with the building’s occupants

•  Improve the energy effi ciency and your building’s 

BREEAM, LEED or other certifi cate’s score at no extra 

cost

•  Reduce on-site headaches and cut installation time, 

as no separate wiring is required for the control 

system 

•  Keep trades to a minimum – There is no need to 

employ additional trades to separately commission 

the lighting control, as the luminaires automatically 

commission themselves. Any electrician can install 

the luminaire and turn it on, and immediately the 

system will confi gure itself

•  Reduce recommissioning costs – The system 

automatically adjusts when new partitions are added 

or the layout is changed, removing the need for 

complex recommissioning

•  Replace luminaires without recommissioning – 

Simply take the old luminaire out, put the new 

luminaire in and it will start communicating with its 

neighbours straight away

•  Make simple changes yourself without complex 

programming – You can dim the light level of 

a luminaire or increase its dwell time simply by 

pointing your mobile phone at the luminaire and 

clicking two buttons in the app

Architect Installer Maintenance Manager

Delivering value for all

•  Save time – By choosing luminaires with integrated 

lighting control, remove the need to create a 

separate lighting control plan

•  Your clients can enjoy an unprecedented level of 

engagement and feel in control of their lighting

•  Allow lux levels to be set easily to required levels 

in the lighting code using the simple-to-use app, 

ensuring you are compliant without ever overlighting 

a space

•  Deliver signifi cant energy savings to clients at a 

reduced capital expenditure, compared to what can 

be delivered with a DALI system

•  Maintain an ongoing relationship with your client 

by leveraging the data from the lighting controls 

system, to deliver further energy savings into the 

future

Lighting Designer Energy Consultant
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Integration in the Building Management System

Lighting control is only the fi rst step on the path to having an energy effi cient 

building. To create a truly effi cient building, we need to take a collaborative approach 

combining lighting control with the Building Management System (BMS).

The Organic Response Ethernet Gateway (EG) provides an external interface into 

the Organic Response Occupancy Information Cloud (OIC). This enables third party 

technologies, such as a Building Management System (BMS) to infl uence the lighting 

solution. As the link is through an Ethernet Gateway, the system is compatible with 

all major protocols, such as BACnet, KNX, LonWorks, Modbus.

Each EG will be confi gured with a unique IP address so that multiple EGs can be 

utilised on the same network. All commands issued to the EG via a TCP connection 

will be translated and passed to the attached Sensor Node, which will then inject 

these commands into the OIC. Sensor Nodes neighbouring the EG will receive these 

commands from the OIC and forward them on. Messages from the EG can be zone 

specifi c so that only specifi c Sensor Nodes will respond. Additionally, Sensor Nodes 

can be confi gured to pass on messages for a specifi c zone (other than their own), 

thus giving the EG the ability to control Sensor Nodes that may not be directly 

adjacent.

Even when connecting to an external interface, Organic Response remains 

completely wireless, commissioning free and autonomous.

solution. As the link is through an Ethernet Gateway, the system is compatible with 

utilised on the same network. All commands issued to the EG via a TCP connection 

these commands into the OIC. Sensor Nodes neighbouring the EG will receive these 

commands from the OIC and forward them on. Messages from the EG can be zone 

specifi c so that only specifi c Sensor Nodes will respond. Additionally, Sensor Nodes 
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Beyond lighting control

With a presence sensor installed in every luminaire in a building, we can collect 

valuable information about how the building is used. We have developed a number 

of cloud-based applications that gather all presence data from the Organic Response 

system, store it, analyse it and provide real-time advice on how to use your building 

in a more effi cient way.

The analytics we offer enable the dynamic opening and closing of areas of a fl exible 

workplace depending on the utilisation rate.

Based on information from the Sensor Nodes, we can determine whether a fl oor 

is currently full or if there are still workplaces available. The system can then 

automatically decide to open or close additional fl oors by communicating directly 

to the elevator and activating an illuminated sign or monitor at the entrance to 

communicate the area’s availability. Floors that are closed do not need to be heated 

or cleaned.

Another example is analysing the utilisation rate of lecture theatres and meeting 

rooms. In this example, separate buildings are analysed. Based on this information, 

rooms can be allocated effi ciently, making sure resources are used as needed.

We are continuously extending and increasing the functionality of our data analyses 

and more functionality becomes available on a weekly basis. Please discuss the 

potential for additional functionality with your sales representative. Our current 

system requires additional communication modules to be installed in the luminaire 

for our data functionality to work at the production stage. We encourage you to 

discuss the implication of this with your sales manager.
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Application & Specifications

The communication between Organic Response’s Sensor Nodes is based on 

an infra-red protocol. The advantage of this technology is that unlike other 

wireless communication protocols, it does not penetrate walls or ceilings. This 

means that two luminaires at either side of a wall will never see each other as 

neighbours even

if they are physically close to each other. There are several factors that govern 

the communication range of any one Sensor Node. These factors include 

the type of floor materials present, the mounted height of the luminaires, 

and distance between each luminaire. The diagram below illustrates the 

requirements to ensure that the system operates effectively.

Figure 1: Recommended height and distance between Sensor Nodes.
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The above diagram sets out the standard conditions for optimal performance 

of the Organic Response Sensor Nodes. However, in some cases it may be 

possible for the system to function in areas where the ceiling height exceeds 

3.7m (up to 5m in height).

In such circumstances, a site audit will be necessary to establish the suitability 

of the space for an Organic Response installation. Please contact your local 

representative who will be happy to arrange a site visit.

In cases where communication between two Sensor Nodes at either side of 

a wall is desired – such as requiring corridor lights to be left on so as long as 

an office is occupied – it is necessary to install a ‘wall-link’, which can then be 

connected to two luminaires to relay all messages.

Organic Response Sensor Nodes are at present not suitable for installation in 

IP-rated luminaires, however, the release of an IP-rated Sensor Node version is 

planned for 2016.
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A wide range of Organic Response-enabled luminaires

OUR ORGANIC RESPONSE-ENABLED PRODUCTS 

Offi celyte LED

Concord Offi celyte LED has Organic Response technology incorporated into the 

luminaire, offering fl exibility as well as out-of-box functionality and effi ciency. With 

a slim fully enclosed design profi le that meets building regulations, the Offi celyte 

LED Low Profi le includes a typical rating of 80 luminaire lumens per circuit Watt and 

a lumen output of up to 4,439lm, making it one of the most effi cient luminaires 

available on the market in its class

RANA 

The Sylvania RANA offers a dynamic approach to commercial lighting by suiting 

both retrofi t and new installations. To help create a harmonious lighting scheme, a 

complete range of recessed modular, surface and suspended luminaires are available, 

furthering the already impressive Sylvania Luminaires Offi ce portfolio.

Rubico 

Sylvania Rubico, which comes in both 600 x 600mm and 1,200 x 300mm sizes, 

provides contractors and end-users with a high-output, easy-to-install offi ce lighting 

solution at a competitive price. Rubico builds on the comprehensive portfolio of offi ce 

lighting products already under the Feilo Sylvania umbrella.

Start Panels

Start Panel LED family is a range of recessed, surface mounted and suspended LED 

luminaires for general indoor lighting applications; corridors, breakout areas, offi ces 

and meeting rooms. Start Panel LED range provides exceptional performance with 

unprecedented effi cacy of up 112lm/W and with integrated Organic Response 

technology makes for a highly effi cient money saving luminaire.

Sylbatten

SylBatten is a complete range of LED battens designed to replace traditional T8 

battens (600mm, 1,200mm and 1,500mm). The range is perfect for lighting large 

industrial areas such as corridors, warehouses, back of house areas or general purpose 

spaces. With ease of installation through the 2 part housing push-in design, gives you 

the ability to reduce installation costs even further.

See www.feilosylvania.com/en-int/organic-response/ for the full list of compatible 

products.
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Ordering Guide

Concord Officelyte low profile models

Code

 

Description

 

Voltage 
(V)

 

System power 
consumption 
(W)  

Lumen 
output 
(lm)  

Lumen / 
Watt 
(lm/W)  

UGR

 

Width 
(mm)

 

Length 
(mm)

 

Emergency 
3hr 
integrated  

Weight 
(kg)

Officelyte Low Profile – 600 x 600mm / 625 x 625mm modules 3,000K – Organic Response & Emergency 3 hours

2057420 Officelyte Lp Led He 3K 600 OR 220-240 42 3206 76 <19 600 600 No 6.3

2057421 Officelyte Lp Led He 3K 600 OR EM 220-240 45 3212 71 <19 600 600 Yes 8.0

2057424 Officelyte Lp Led Ho 3K 600 OR 220-240 54 4309 80 <19 600 600 No 6.3

2057425 Officelyte Lp Led Ho 3K 600 OR EM 220-240 59 4212 71 <19 600 600 Yes 8.0

2059225 Officelyte Lp Led He 3K 625 OR 220-240 42 3206 76 <19 625 625 No 6.3

2059227 Officelyte Lp Led Ho 3K 625 OR 220-240 54 4309 80 <19 625 625 No 8.0

Officelyte Low Profile – 600 x 600mm / 625 x 625mm modules 4,000K – Organic Response & Emergency 3 hours

2068212 Officelyte LP LED HE 4K 600 OR 220-240 34 3393 100 <19 600 600 No 6.3

2068213 Officelyte LP LED HE 4K 600 OR EM 220-240 37 3393 100 <19 600 600 Yes 8.0

2068215 Officelyte LP LED HO 4K 600 OR 220-240 48 4549 95 <19 600 600 No 6.3

2068216 Officelyte LP LED HO 4K 600 OR EM 220-240 51 4549 95 <19 600 600 Yes 8.0

2069229 Officelyte LP LED HE 4K 625 OR 220-240 34 3393 100 <19 625 625 No 6.3

2069231 Officelyte LP LED HO 4K 625 OR 220-240 48 4549 95 <19 625 625 No 8.0

Concord Officelyte low profile linear models

Officelyte Low Profile Linear – 1200 x 300mm modules 4,000K – Organic Response & Emergency 3 hours

2058154 Officelyte Linear 12x3 HE 4K S330G OR 220-240 34 3387 100 <19 1200 300 No 5.2

2058155 Officelyte Linear 12x3 HE 4K S330G OR EM 220-240 34 3387 100 <19 1200 300 Yes 6.9

2058159 Officelyte Linear 12x3 HO 4K S330G OR 220-240 48 4503 94 <19 1200 300 No 5.2

2058160 Officelyte Linear 12x3 HO 4K S330G OR EM 220-240 48 4503 94 <19 1200 300 Yes 6.9

2058164 Officelyte Linear 12x3 HE 4K S330 OR 220-240 34 3387 100 <19 1200 300 No 5.2

2058165 Officelyte Linear 12x3 HE 4K S330 OR EM 220-240 34 3387 100 <19 1200 300 Yes 6.9

2058169 Officelyte Linear 12x3 HO 4K S330 OR 220-240 48 4503 94 <19 1200 300 No 5.2

2058170 Officelyte Linear 12x3 HO 4K S330 OR EM 220-240 48 4503 94 <19 1200 300 Yes 6.9

2058194 Officelyte Linear 12x3 HE 4K S330A OR 220-240 34 3387 100 <19 1200 300 No 5.2

2058195 Officelyte Linear 12x3 HE 4K S330A OR EM 220-240 34 3387 100 <19 1200 300 Yes 6.9

2058199 Officelyte Linear 12x3 HO 4K S330A OR 220-240 48 4503 94 <19 1200 300 No 5.2

2058200 Officelyte Linear 12x3 HO 4K S330A OR EM 220-240 48 4503 94 <19 1200 300 Yes 6.9

2069235 Officelyte Linear 12x3 HE 4K OR 220-240 34 3387 100 <19 1200 300 No 5.2

2069239 Officelyte Linear 12x3 HO 4K OR EM 220-240 48 4503 94 <19 1200 300 Yes 6.9

Concord Officelyte Classic models

Officelyte Classic – 600 x 600mm modules 4,000K – Organic Response & Emergency 3 hours

2058992 Officelyte Classic LED HE 4K OR 220-240 34 2824 83 <19 600 600 No 6.5

2058993 Officelyte Classic LED HE 4K OR EM 220-240 34 2824 83 <19 600 600 Yes 8.2

2058994 Officelyte Classic LED HO 4K OR 220-240 48 3750 78 <19 600 600 No 6.5

2058995 Officelyte Classic LED HO 4K OR EM 220-240 48 3750 78 <19 600 600 Yes 8.2

Legend: 600 = 600 x 600mm module; 4000 = 4,000K Neutral White; OR = Organic Response; EM = Emergency 3 hours

Sylvania Rubico models

Rubico LED Gen 2 - 600 x 600mm modules 4,000K - Organic Response & Emergency 3 hours

0044548 RUBICO 600 50W LED 4000 OR 220-240 46 3656 79 <19 600 600 No 4.7

0044549 RUBICO 600 50W LED 4000 OR E3 220-240 46 3656 79 <19 600 600 Yes 5.5

Rubico Fluorescent - 600 x 600mm module - 4,000K - Organic Response & Emergency 3 hours

0044557 RUBICO 414 MPO 840 OR 220-240 56 3612 65 - 600 600 No 3.1

0044558 RUBICO 224 MPO 840 OR 220-240 50 2743 55 - 600 600 No 3.1

0044560 RUBICO 414 MPO 840 OR E3 220-240 56 3612 65 - 600 600 Yes 3.8

0044561 RUBICO 224 MPO 840 OR E3 220-240 50 2743 55 - 600 600 Yes 3.8

Legend: 600 = 600 x 600mm module; 4000 = 4,000K Neutral White; OR = Organic Response; E3 = Emergency 3 hours; 840 = 4,000K; EM = Emergency 3 hours

Legend: 840 = 4000K Neutral White; OR = Organic Response; E3 = Emergency 3 hours

Sylvania Sylbatten Models

Sylbatten Linear - 4,000K - Organic Response & Emergency

0045238 SYLBATTEN LED3 NW TP5 OR 220-240 27 2812 104 <25* 1305 66 No 3.1

0045239 SYLBATTEN LED5.5 NW TP5 OR 220-240 54 5630 104 <25* 1305 66 No 3.1

0045240 SYLBATTEN LED4 NW TP5 OR 220-240 40 4189 105 <25* 1605 66 No 3.8

0045241 SYLBATTEN LED8 NW TP5 OR 220-240 40 8348 104 <25* 1605 66 No 3.8

0045242 SYLBATTEN LED4 NW TP6 OR E3 220-240 40 4189 105 <25* 1605 66 Yes 4.2

0045243 SYLBATTEN LED8 NW TP6 OR E3 220-240 40 8348 104 <25* 1605 66 Yes 4.2

Sylvania Start Panel Models

Start Panel LED - 600 x 600mm - Organic Response

0047396 Start Panel LED UGR19 OR 600 WW 220-240 43 3829 89 <19 596 596 No 3.55

0047397 Start Panel LED UGR19 OR 600 NW 220-240 43 4239 99 <19 596 596 No 3.55

Legend: WW = Warm White 3000K; NW = Neutral White 4000K; OR = Organic Response

Legend: WW = Warm White 3000K; NW = Neutral White 4000K; OR = Organic Response; LED3 = 3000 lm; LED5.5 = 5500 lm; LED4 = 4000 lm; LED8 = 8000 lm; E3 = Emergency 3 hours; 

TP5 = Through Plug 5 Core (DALI); TP6 = Through Plug 6 Core (DALI Emergency);* Check accessories available
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Sylvania RANA models
Code

 

Description

 

Voltage 
(V)

 

System power 
consumption 
(W)  

Lumen 
output 
(lm)  

Lumen / 
Watt 
(lm/W)  

UGR

 

Width 
(mm)

 

Length 
(mm)

 

Emergency 
3hr 
integrated  

Weight 
(kg)

RANA LED Recessed - 600 x 600mm / 1200 x 300mm modules - 3,000K - Organic Response

0052286 RANA LED 600 CM+P 2*LL 3K OR 220-240 32 2,970 94 <19 600 600 No 4.0

0052287 RANA LED 600 CM+P 3*LL 3K OR 220-240 48 4,470 93 <19 600 600 No 3.7

0052285 RANA LED 1200 CM+P 1*LH 3K OR 220-240 32 2,898 92 <19 1200 1200 No 4.0

0052288 RANA LED 1200 CM+P 2*LH 3K OR 220-240 64 5,650 88 <19 1200 1200 No 3.8

RANA LED Recessed - 600 x 600mm / 625 x 625mm / 1200 x 300mm / 1250 x 312mm modules - 4,000K - Organic Response & Emergency 3 hours

0052290 RANA LED 600 CM+P 2*LL 4K OR 220-240 32 3,170 99 <19 600 600 No 4.0

0052291 RANA LED 600 CM+P 3*LL 4K OR 220-240 48 4,700 98 <19 600 600 No 3.7

0052298 RANA LED 600 CM+P 2*LL E3 4K OR 220-240 32 3,170 99 <19 600 600 Yes 5.0

0052299 RANA LED 600 CM+P 3*LL E3 4K OR 220-240 48 4,700 99 <19 600 600 Yes 4.7

0052294 RANA LED 625 CP 2*LL 4K OR 220-240 32 3,170 101 <19 625 625 No 4.0

0052295 RANA LED 625 CP 3*LL 4K OR 220-240 48 4,700 98 <19 625 625 No 3.7

0052289 RANA LED 1200 CM+P 1*LH 4K OR 220-240 32 3,135 98 <19 1200 300 No 4.0

0052292 RANA LED 1200 CM+P 2*LH 4K OR 220-240 64 6,050 95 <19 1200 300 No 3.8

0052297 RANA LED 1200 CM+P 1*LH E3 4K OR 220-240 37 3,135 86 <19 1200 300 Yes 5.0

0052300 RANA LED 1200 CM+P 2*LH E3 4K OR 220-240 69 6,050 88 <19 1200 300 Yes 4.8

0052293 RANA LED 1250 CP 1*LH 4K OR 220-240 32 3,135 98 <19 1250 312 No 4.0

0052296 RANA LED 1250 CP 2*LH 4K OR 220-240 64 6,050 95 <19 1250 312 No 3.8

RANA LED Surface - 615mm x 615mm / 1183mm x 187mm - 3,000K - Organic Response 

0051191 RANA LED D W CM+P 2*LL 3K OR 220-240 32 2,970 94 <19 615 615 No 5.1

0051192 RANA LED D W CM+P 3*LL 3K OR 220-240 48 4,470 93 <19 615 615 No 5.1

0051190 RANA LED D W CM+P 1*LH 3K OR 220-240 32 2,898 92 <19 1183 187 No 3.6

0051193 RANA LED D W CM+P 2*LH 3K OR 220-240 64 5,650 88 <19 1183 187 No 3.5

RANA LED Surface - 615mm x 615mm / 1183mm x 187mm - 4,000K - Organic Response & Emergency 3 hours  

0051195 RANA LED D W CM+P 2*LL 4K OR 220-240 32 3,170 99 <19 615 615 No 5.1

0051196 RANA LED D W CM+P 3*LL 4K OR 220-240 48 4,700 98 <19 615 615 No 5.1

0051194 RANA LED D W CM+P 1*LH 4K OR 220-240 32 3,135 100 <19 1183 187 No 3.6

0051197 RANA LED D W CM+P 2*LH 4K OR 220-240 64 6,050 95 <19 1183 187 No 3.5

0051199 RANA LED D W CM+P 2*LL E3 4K OR 220-240 32 3,170 99 <19 615 615 Yes 6.1

0051200 RANA LED D W CM+P 3*LL E3 4K OR 220-240 48 4,700 98 <19 615 615 Yes 6.1

0051198 RANA LED D W CM+P 1*LH E3 4K OR 220-240 32 3,135 100 <19 1183 187 Yes 4.6

RANA Recessed - 600 x 600mm / 1200 x 300mm modules - 3,000K/4,000K - Organic Response

0049996 RANA600 1092 314 T5 MPM PRO+ 830 OR 220-240 51 3,508 69 - 600 600 No 3.4

0049997 RANA600 1092 414 T5 MPM PRO+ 830 OR 220-240 68 3,669 54 - 600 600 No 3.5

0050000 RANA1200 1092 128 T5 MPM PRO+ 830 OR 220-240 62 2,386 75 - 1200 300 No 3.9

0050001 RANA1200 1092 228 T5 MPM PRO+ 830 OR 220-240 64 4,688 73 - 1200 300 No 3.6

0049994 RANA600 1092 314 T5 MPM PRO+ 840 OR 220-240 51 3,508 69 - 600 600 No 3.4

0049995 RANA600 1092 414 T5 MPM PRO+ 840 OR 220-240 68 3,669 54 - 600 600 No 3.5

0049998 RANA1200 1092 128 T5 MPM PRO+ 840 OR 220-240 32 2,386 75 - 1200 300 No 3.9

0049999 RANA1200 1092 228 T5 MPM PRO+ 840 OR 220-240 64 4,688 73 - 1200 300 No 3.6

0050002 RANA600 1092 314 T5 MPM PRO+ 840 OR E3 220-240 51 3,508 69 - 600 600 Yes 4.5

0050003 RANA600 1092 414 T5 MPM PRO+ 840 OR E3 220-240 68 3,669 54 - 600 600 Yes 4.6

0050004 RANA1200 1092 128 T5 MPM PRO+ 840 OR E3 220-240 32 2,386 75 - 1200 300 Yes 4.9

0050005 RANA1200 1092 228 T5 MPM PRO+ 840 OR E3 220-240 64 4,688 73 - 1200 300 Yes 4.6

RANA Surface - 615mm x 615mm / 1183mm x 187mm - 3,000K - Organic Response

0050191 RANA D W 1092 314 T5 EB PRO+ 830 OR 220-240 51 3,508 69 - 600 600 No 4.9

0050192 RANA D W 1092 414 T5 EB PRO+ 830 OR 220-240 68 3,669 54 - 600 600 No 5.0

0050195 RANA D W 1092 128 T5 EB PRO+ 830 OR 220-240 32 2,386 75 - 1200 300 No 3.7

0050196 RANA D W 1092 228 T5 EB PRO+ 830 OR 220-240 64 4,688 73 - 1200 300 No 3.2

RANA Recessed - 600 x 600mm / 1200 x 300mm modules - 4,000K - Organic Response & Emergency 3 hours

0050189 RANA D W 1092 314 T5 EB PRO+ 840 OR 220-240 51 3,508 69 - 600 600 No 4.9

0050190 RANA D W 1092 414 T5 EB PRO+ 840 OR 220-240 68 3,669 54 - 600 600 No 5.0

0050193 RANA D W 1092 128 T5 EB PRO+ 840 OR 220-240 32 2,386 75 - 1200 300 No 3.7

0050194 RANA D W 1092 228 T5 EB PRO+ 840 OR 220-240 64 4,688 73 - 1200 300 No 3.2

0050197 RANA D W 1092 314 T5 EB PRO+ 840 OR E3 220-240 51 3,508 69 - 600 600 Yes 5.7

0050198 RANA D W 1092 414 T5 EB PRO+ 840 OR E3 220-240 68 3,669 54 - 600 600 Yes 4.8

0050199 RANA D W 1092 128 T5 EB PRO+ 840 OR E3 220-240 32 2,386 75 - 1200 300 Yes 4.5

RANA Linear Surface/Suspended - 1150mm x 87mm - 3,000K - Organic Response

0051257 RANA LINEAR S 3KLM WW MPO OR W 220-240 31 2,783 93 <21 87 1150 No 3.1

0051269 RANA LINEAR S 3KLM WW LOUV+PRI OR W 220-240 26 3,116 120 <19 87 1150 No 3.1

0051282 RANA LINEAR S 3KLM WW OPAL OR W 220-240 30 3,053 102 <23 87 1150 No 3.1

RANA Linear Surface/Suspended - 1150mm x 87mm - 4,000K - Organic Response

0051256 RANA LINEAR S 3KLM NW MPO OR W 220-240 31 2,845 95 <21 87 1150 No 3.1

0051268 RANA LINEAR S 3KLM NW LOUV+PRI OR W 220-240 26 3,164 122 <19 87 1150 No 3.1

0051281 RANA LINEAR S 3KLM NW OPAL OR W 220-240 31 3,100 92 <23 87 1150 No 3.1

Legend: D = Direct, W = White; CM+P = COSSM+PRISM; LH = LED high output; LL = LED low output; E3 = Emergency 3 hours; 3K = 3,000K warm white; 4K = 4,000K neutral white; OR = Organic Response 

Legend: 600 = 600mm x 600mm module; 1200 = 1200mm x 300mm; 830 = 3,000K Warm White lamp; 840 = 4,000K Neutral White lamp; OR = Organic Response; E3 = Emergency 3 hours

Legend: D = Direct, W = White; CM+P = COSSM+PRISM; LH = LED high output; LL = LED low output; E3 = Emergency 3 hours; 3K = 3,000K warm white; 4K = 4,000K neutral white; OR = Organic Response

Legend: OPAL = Opal Diffuser, L+PRI = Louvre + Prismatic Diffuser, MPO = Micro-prismatic optic, W = White; WW = 3,000K warm white; NW = 4,000K neutral white; OR = Organic Response
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Accessories 

Accessories

Code Description

0041700 Organic Response IR Dongle V2.0

0041701 Organic Response Wall Switch 2 (6-Button)

0041702 Organic Response Sensor Node Link

0041703 Organic Response Ethernet Gateway 2

0041706 Organic Response Detached Sensor Kit with 50cm cable

0041707 Organic Response Detached Sensor Kit with 1 meter cable

A
cce

sso
rie

s

Organic Response Sensor 
Node Link
Provides the fl exibility to link together 

extra Sensor Nodes within your 

lighting scheme and allows occupancy 

information to be communicated 

across physical boundaries that 

would normally prevent infrared (IR) 

communications between two Organic 

Response enabled luminaires.

App for Apple IOS and Google 
Android
Download the app from the Apple 

App and Google Play Store (free) and 

use it to tailor your Organic Response 

system to suit your needs. Must 

be used in conjunction with the IR 

Dongle.

Sensor Node Kit
To be used in conjunction with 

selected Feilo Sylvania luminaires to 

achieve Organic Response-enabled 

capability, in cases where specifi c 

Organic Response-enabled luminaires 

are not available. One Sensor Node 

can be connected with up to six 

dimmable luminaires. 

See www.feilosylvania.com/

organicresponse for a full list of 

compatible luminaires.

Wall Switch
Enables users to control light scenes 

and the dimming of luminaires 

within a designated area. A typical 

application of the wall switch is to 

select a pre-programmed lighting 

scene to enhance a presentation. The 

wall switch is wireless and AA battery 

powered. Wall switches have a lifetime 

of fi ve years based on 20 button

presses per day..

IR Dongle
Allows for confi guration and 

customisation of your Organic 

Response installation. Simply attach 

the IR dongle to the audio port of 

your Apple IOS or Google Android 

device and use in conjunction with the 

Organic Response app.
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Case Studies

A large offi ce space in 
London, UK, benefi ts from 
immediate energy savings

Organic Response-enabled luminaires can be found on a wide variety 

of projects across the world. Organisations including retail outlets, 

commercial businesses and large charity organisations are benefi  ting 

from the energy saving credentials of this innovative lighting control 

solution. Here are three examples of businesses that have recently 

installed Organic Response and are reaping the rewards.

A prominent charity organisation based in Southwark, London, has selected Organic 

Response-enabled luminaires to refurbish their fi ve story, 2,000m2 offi  ce space; 

benefi tting from the energy saving potential of Organic Response technology.

Two hundred and forty Organic Response-enabled Concord Offi ceLyte LED recessed 

luminaires were used to illuminate the main open plan areas, as well as in both large and 

small meeting rooms.

By installing Feilo Sylvania luminaires with integrated lighting control, the organisation 

benefi tted from a reduced overall installation time and had handover deadlines 

comfortably met, thanks to the easy to install and commission luminaires.

Organic Response’s ability to be confi gured as soon as each part of the building was 

completed through its quick zone commissioning ensured that the project moved ahead 

swiftly. The organisation saw immediate lighting energy savings as soon as each zone 

was commissioned, thanks to the independent, yet connected, nature of each Organic 

Response-enabled luminaire.

Feilo Sylvania, has supplied its innovative Organic Response-enabled luminaires to 

provide an energy-effi cient lighting and control system at the all-new Eugene Decomble 

High School in France. A High Environmental Quality (HQE) approach was adopted for

the building, especially when it came to the lighting scheme as it represented the most 

important energy consumption.

Eugene Decomble High School is the result of merging two professional schools, Ashton 

and Haut du Val in Chaumont and has capacity for 431 students who are undertaking 

training in the automotive, industrial, building or public works sectors. The school 

construction plan involved restructuring the Ashton site, which was approx. 23,000m² 

and make it a showcase for eco-construction and sustainable development.

The project involved creating a lighting scheme for the school’s 25 classrooms, corridors 

and boarding house. Grzeszczak-Rigaud Architects worked with Engineering offi ce, 

Artelia, and Marseille based installers, Groupe SNEF, to install a lighting scheme that 

guaranteed the best visual comfort for the students and staff.

An Organic Response solution was implemented to suit the dimensions of the 

classrooms, two versions of the Organic Response-enabled luminaires were installed: 150 

fi xtures with a luminous fl ux of 3,210lm (2 x 15W) and 100 with a fl ux of 7,700 lm (3 x 

15W). The luminaires are equipped with a very low luminance grid and a microprismatic 

diffuser, associated to a colour temperature of 4,000K. The daylight sensors help to 

maintain the illuminance level of 450 lux on the tables, regardless of natural light 

contribution. The lighting management system operates as follows: as soon as someone 

enters the classroom, the fi rst set of luminaires lights up to 100%, the second set of 

luminaires located three meters further receive the information from the previous set and 

lights up to 80%. They in turn transmit a signal to the luminaires

located at 6m from there, which lights up to 60%.

Achieving the grade at 
Eugene Decomble High 
School 
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Case Studies

Organic Response-enabled 
luminaires are the perfect fi t for 
Fitness 24 Seven

Feilo Sylvania creates the 
perfect working environment 
In Pori, Finland

Fitness 24 Seven, one of the Nordic region’s fastest growing fi tness chains, is now 

benefi tting from Organic Response’s energy-effi cient and easily controlled lighting 

system at its gym in Turku, Finland.

As the gym is open 24 hours a day, seven days a week, the owners required a lighting 

solution that could easily and simply adapt to suit the occupant levels within building. 

Over 85 Sylvania RANA Organic Response-enabled luminaires were chosen to meet this 

demand.

“We want our customers to be able to use our facilities at a time that is convenient 

to them,” said Project manager Tiina Ruoho from Fitness 24 Seven. “In the past, our 

lighting was on all the time to make sure customers did not enter a dark space or have 

the lights turn off when they were still working out. This meant a lot of wasted light 

and expensive energy bills for us. We selected Organic Response-enabled luminaires 

from Feilo Sylvania because they met all of our criteria for an intelligent and energy-

effi cient lighting system.”

“We are delighted with the new lighting scheme. The fact we know the lighting is off 

when there is no one in the building and automatically comes on when a customer 

enters is fantastic. We can guarantee the comfort of our customers and save energy 

and money.”

Feilo Sylvania’s innovative Organic Response-enabled luminaires are providing an 

energy-effi cient lighting and control system at Länsipuisto 24, the base for the Finnish 

city of Pori’s IT department. The way the building had been constructed made a 

traditional wired controls system expensive and time consuming, so Organic Response’s 

intuitive and wireless controls solution proved to be the perfect choice.

The owners required an easy to use and instinctive lighting control solution that 

included motion sensors and no wall switches. “Other control solutions would require 

a lot of independent sensors, which would not work together,” said Janne Aaltonen, 

electrical specifi er from Etteplan Design Center Oy.

“It was also not possible to install the luminaires in the ideal places according to the 

fl oor plan and offi ce tables. For this reason, the lighting levels of most of the fi xtures 

had to dim down individually in order to create an even light level in the open offi ce 

space. I was very impressed how easy and fast this light level optimizing was done 

by Feilo Sylvania’s product manager with an Organic Response appsequipped mobile 

phone. The Organic Response solution proposed by Feilo Sylvania proved to be the 

ideal choice.”
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Introduction

Installing Lumiance professional lighting products just got even easier. Havells-Sylvania introduces Isotera, the 

revolutionary contactless power system for LED lighting, for faster, simpler, safer lighting schemes that you change 

again and again that saves money into the bargain.

Isotera controls luminaires over a ‘bus’ system without connectors and drivers. It’s contactless which means no hard-

wiring, no need to cut or pierce cable and no need for tools. You just clip a coupler anywhere you want on the orange 

bus cable. It literally takes seconds – a fraction of the time compared with conventional wiring. With coolrunning 

remote power, a single run of high-frequency cable and no polarity to worry about, planning, installation and checking 

are all easier. You might think all this flexibility would come at a premium but, in fact, you use fewer components, so 

you can save time, money and materials.

Faster installation
• Installation without tools

• No bus polarity – connect without errors

• Contactless – coupler connection does not cut cable or pierce insulation

• Easy verification of the installation – fewer potential points for wiring errors to creep in (e.g. Drivers or junction 

points)

• Fastest way of daisy-chaining luminaires

• Remote power supply

• Single uninterrupted cable

• Does not require computer-based commissioning Flexible

Flexible
• Can adapt with changes to the building by plug and play

• Position and reposition your LED luminaires at any point on the cable

• Any combination of LED luminaires can be clipped to orange twisted bus

• Orange twisted cable is easily extended

• Power and control can be planned separately: control groups can overlap multiple power hubs

Safe
• Power bus wiring is high frequency – 50kHz instead of 50Hz

• No exposed wiring

• No need for hard wiring

• Low voltage

Competitive
• Reduced installation time

• Simple to install / minimum skills required

• Easier project planning due to simplicity and flexibility of system

• Lower overall material costs – fewer components in the system compared with standard or modular wiring

Reliable
• Eliminate multiple points of failure by removing drivers, and replace with a robust power hub

• Couplers are more efficient than LED drivers: less heat and longer life

• Couplers do not contain large electrolytic capacitors, eliminating the driver’s “Achilles heel”, and giving longer life
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Easy installation

Simple 6 step installation process. 
You can also view our comprehensive installation video scanning the QR code or visiting: 

www.havells-sylvania.com/en_GB/downloads/videos

Connect the orange iBus cable to the power hub and press the reset button. 

The LED indicator on the power hub should turn green.

Easy Installation 1

Connect the couplers to the cable. Push the slider backwards and securely 

insert the cable in the front part the coupler.

Push the slider forward and insert the cable securely into the back part of 

the coupler. Note: Light will turn on between step 2 and 3.

Return the slider to its original position. It should now cover both parts of 

the cable fully and securely.

Repeat steps 2 to 4 for each luminaire that you are coupling to the cable. Enjoy your completed lighting installation.

Easy Installation 2

Master command – run from the power hub
Simply link the light switch, connected to a Switch-Interface Module, via its

RJ11 cable to the power hub. Turn on and off with the switch.

Master command – Connect to all couplers in a group
Simply link the light switch via its RJ11 cable to a coupler. Then extend a 

linking RJ11 to the next coupler using a 2-way adapter. Repeat as many times 

as needed. Turn on and off by pressing the switch briefl y. Dim up and down 

by holding down the switch.

Master command – Run from a single coupler
Simply link the light switch, fi tted with a Switch-Interface Module,

via its RJ11 cable to a coupler. Turn on and off by pressing the switch briefl y.

Dim up and down by holding down the switch.
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Cost and time savings with Isotera

Lumiance and Isotera together offer savings in time and money. With conventional lighting solutions, moving or adjusting LED luminaires can take both. But Isotera’s modular 

design and fast, simple method of fixing or changing components means fewer mistakes and less waste. The secret is contactless power, which speeds up installation and enables 

you to make changes at no extra cost. For example, in no time at all you can add in an energy saving sensor for presence/absence or daylight detection with no extra wiring.

Just compare the time it takes to cut, strip, twist, insert, screw and secure the wires for a fitting in the conventional way with simply snapping in a new luminaire. A downlight can 

usually take up to 10 minutes wire up but with Isotera it’s all done in seconds. That doesn’t just save labour: because you use less cable and fewer connectors (you don’t even need 

T-connectors), you soon start to make savings on materials too.

Lumiance’s high reputation for contemporary design, functionality and safety already make it the contractor’s first choice. Now, Isotera offers even greater flexibility and savings to 

make specifying easier than ever.

Isotera connected in series

Isotera connected in parallel

How to specify Isotera

Chose your LED luminaire!
If LED luminaire with Isotera are not listed, contact Havells-Sylvania, and we can supply a LED luminaire with the right size of coupler

Add up the total Wattage of all luminaires, and allow 4W/100m for cable
If this total is 200W or 500W then use a power hub to match.

If it’s 500W then split the LED luminaire between multiple power hubs, each supplying their own orange bus

Measure the total length of orange bus cable required

Do any luminaires need emergency battery power?
If so add an emergency module for each

Do you need controls?
Add sensors, switch-interface modules, cables to join them and multi-way connectors



Isotera 759

Isotera product range

The key elements of an Isotera installation is a LED luminaire connected to a coupler, rather than a driver. The coupler 

clips on to an orange cable and power is provided centrally by the power hub. Additionally, control is a simple ‘plug 

and play’ add-on using control cables.

Power hub
An ultra-effi cient bulk power converter which converts 230V AC mains into a low voltage high frequency AC (HFAC) 

which is then fed to the orange twisted pair bus..

Coupler
For delivering constant-current power to the LED luminaires. 15W, 30W and 50W versions available with a range of 

output currents.

iBus
A double-insulated twisted pair cable, connected at one end to the power hub and the other end shorted by an 

Insulation Displacement Connector (IDC) allowing the connection of mutiple LED luminaires of various drive currents.

The orange cable is double-insulated, LSOH, and supplied pre-fi tted with the connector for rapid connection to the 

power hub.

Emergency 3 hour module
Battery back-up, charging and selftest according to EN 62034.

Sensor
For occupancy / absence and daylight-linked dimming.

RJ-11 cables and connector
Quick and simple connection of controls to couplers.

Switch interface
Connect a retractive switch for on / off / dimming control. Multiple switchinterface modules may be connected for 

twoway switching. 

Note: available as “master” and “slave” versions.

Power hub Coupler Emergency 3 hour module

Sensor

iBus

RJ-11 cables and connector Switch interface

WINNER2013
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Lumiance and Isotera product range

Any constant current LED products can be powered by Isotera, for example, Concord or Sylvania Luminaires.

Please visit www.havells-sylvania.com to see our complete range of products.

Lumiance LED downlights, supplied 

fi tted with isotera couplers ready 

to use

Insaver LED

Control Gear:  Electronic

Dimmable:  Analogue 1-10V or DALI 

dimmable

Emergency:  Remote 3 hour 

maintained

Refl ector:  Scratch proof facetted 

refl ector

Housing:  Choice of white or silver 

bezel

• Low recess depth (115mm)

• LED technology

• Quick and easy to install

• Extensive choice of accessories

• Optimised photometric performance

• Ideal for applications such as lobbies, 

residential areas, hallways, open-space 

offi ces, meetings rooms and any location 

that requires long service hours and high 

switching cycles

Insaver HO Topper LED / Syl-Lighter 

LED

Control Gear:  Electronic

Housing:  White

• 12W to 25W LED downlights

• Low recess depth ( 90mm)

• Quick and easy to install

• Ideal for applications such as general 

public circulation areas, corridors and 

public toilets

Instar LED

Control Gear:  Electronic

Housing:  Choice of white, chrome 

or brushed iron

• Easy to install: Plug and play connecting 

system with strain relief

• Ideal for application such as Offi ces, 

Hospitality and high-end Residential

Motto Trend LED

Control Gear:  Electronic

Adjustment 

Angles:

  Tiltable in 2 directions,

2 x 25º tilt

Housing:  Choice of matt white or 

brushed aluminium

• Single 7W LED, results in a small footprint 

to aid installation

• ‘Plug & Play’ connection system

• Choice of 2 beam angles: 25º or 36º

• Ideal for Retail, Hospitality and high-end 

Residential lighting

Signo 155 LED & 205 LED

Control Gear:  Electronic

Adjustment 

Angles:

  60º tilt and 355º rotation

Refl ector:  New optimised refl ector 

for high LOR 

Housing:  Choice of matt white or 

brushed aluminium

Finish:  Powder coated white, 

silver and black

• Recessed and adjustable

• Unique friction system, for optimal 

adjustment

• Ideal for Retail, Showrooms applications, 

perfect for fashion and food stores
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Range overview

Power hub

Code Description Watt (W)

3099171 Isotera 200W Power hub 200

3099172 Isotera 500W Power hub 500

Coupler
Code

 

Description

 

Watt 
(W)

 

Output 
Current 

(mA)
3099153 Isotera Coupler IS-H-IC-15-1050-01 Upto 15W 1,050

3099154 Isotera Coupler IS-H-IC-15-200-01 Upto 15W 200

3099155 Isotera Coupler IS-H-IC-15-350-01 Upto 15W 350

3099156 Isotera Coupler IS-H-IC-15-700-01 Upto 15W 700

3099157 Isotera Coupler IS-H-IC-30-1050-01 15W to 30W 1,050

3099158 Isotera Coupler IS-H-IC-30-350-01 15W to 30W 350

3099159 Isotera Coupler IS-H-IC-30-500-01 15W to 30W 500

3099160 Isotera Coupler IS-H-IC-30-700-01 15W to 30W 700

3099161 Isotera Coupler IS-H-IC-50-1000-01 25W to 50W 1,000

3099162 Isotera Coupler IS-H-IC-50-1200-01 25W to 50W 1,200

3099163 Isotera Coupler IS-H-IC-50-700-01 25W to 50W 700

3099164 Isotera Coupler IS-H-IC-50-800-01 25W to 50W 800

3099165 Isotera Coupler IS-H-IC-50-900-01 25W to 50W 900

Cable

Code Description

3099173 Isotera Cable 10m

3099174 Isotera Cable 20m

3099175 Isotera Cable 50m

MultiSensor

Code Description

3099176 Isotera MultiSensor

Emergency 3 hour module

Code Description Watt (W)

3099177 Isotera Emergency 3 hour module 2W/2.5W/3W selectable

Switch interface

Code Description

3099178 Isotera Switch Interface Module Master (Blue)

3099179 Isotera Switch Interface Module Slave (Red)

RJ-11

Code Description

3099182 Isotera RJ-11 lead 3m

3099183 Isotera RJ-11 lead 5m

Control signal splitter connector

Code Description

3099180 Isotera control signal splitter connector 2W

3099181 Isotera control signal splitter connector 3W

3099184 Isotera socket to socket signal connector

Power hub

Emergency 3 hour module

Coupler

Switch interface

Cable

RJ-11

MultiSensor

Control signal splitter connector
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-50%-30% -50% -60%

Energy Efficient Lighting Controls

In a world where cost-saving gives competitive advantage, where Corporate-Social-Responsibility is central to your 

company’s brand-image, and where legislative compliance is crucial, deployment of lighting control systems answers 

these three challenges. Conservation of energy from automated controls can reduce lighting-related energy 

consumption by up to 60%. With a range of sophisticated products that enable immediate energy savings and simple 

operation, Feilo-Sylvania offers a complete end-to-end solution for lighting. From daylight-harvesting and digital 

dimming to emergency-testing and energy-use reporting, a bespoke system using DALI and Ethernet networks can be 

expanded from single rooms and corridors to complete building-wide control, optimising building running costs whilst 

maintaining comfort and safety. Control systems can also improve the simplicity of operation of lighting installations, 

automating regular switching patterns, regulating light levels and allowing entire floors or buildings to change from 

‘daytime’ to ‘night-time’ illumination settings at the press of a single button.

Feilo-Sylvania is able to arrange the planning and commissioning of a broad range of control systems tailored to meet 

the requirements of each specific installation from a simple luminaire including daylight linking to sophisticated PC 

controlled systems incorporating hundreds or thousands of luminaires. A brief summary of control principals and 

technologies follows, for further information on the range of control systems available please contact our sales office 

or your local sales representative.

Types of control

On/off switching
•  Local switch control

Lighting control at its most basic - the use of a local 

switch plate to turn light luminaire on and off as 

required.

• Occupancy sensing

Presence detection: lights on automatically when 

motion is detected. Lights off automatically when area is 

unoccupied for a period of time.

Absence detection: lights switched on manually by the 

user, lights off automatically.

PIR sensor: detects the movement of a warm body.

Microwave sensor: detects any small movement over a 

larger area.

• Timed control

Automates the switching on and off of luminaires during 

the day i.e. to ensure that all (or selected) luminaires are 

switched off at times when the building, or areas within 

the building, will be unoccupied. These timed events can 

also be based on an astronomical clock, allowing the 

automated times to be offset to sunrise and sunset. 

Switch Dim
A variety of different systems are available, but all work 

using mains voltage as a control signal. Depending on 

how long a conventional push-to-make switch is held 

down the ballast can interpret the signal either as a 

dimming or switching command. 

Allows fittings to be dimmed through the use of a local 

switch plate, providing a  greater degree of control to 

the occupants of the space.

DSI 
With this system both on/off and 1% - 100% power 

regulation are achieved by means of a digital signal 

broadcast to all of the ballasts on a control circuit 

(loop). Control requires the use of more sophisticated 

equipment. Control is usually achieved through the use 

of more sophisticated switch plates or remote control 

devices to recall and adjust desired dimming levels. 

The dimming curve used in DSI ballasts ensures that 

changes in light level are friendlier to the human eye 

when compared to the traditional 1-10V ballast.  With 

DSI there is the potential for a maximum of 100 ballasts 

per loop. 

Daylight Harvesting Systems 
Uses photocells to maintain an approximate illumination 

level within an area by either switching or dimming 

luminaires as the amount of daylight within an area 

increases or decreases.

1-10V Analogue
Analogue ballasts incorporate a dimming circuit 

which regulates the lamp power - typically between 

10-100% depending on lamp or luminaire type, 

normally controlled through either a linear or rotary 

potentiometer (dimmer). On/Off control requires a 

separate On/Off mains switch within the circuit.

Regulation parameters:

• No signal/connection = full output

• 10V = full output

• 1V = minimum output

Changes in light level tend to have a non-linear 

appearance to the human eye when the dimming is 

adjusted. The maximum number of ballasts on a circuit is 

dependent upon the total control circuit current and the 

potentiometer capacity. Any change to the system may 

require the system to be re-wired.

DALI - Digital Addressable Lighting Interface
DALI ballasts provide both power regulation and on/

off switching along with a degree of local intelligence 

within each ballast, reducing the complexity of the 

control system. In a DALI system each ballast on a loop 

can be individually addressed and controlled, providing 

potential to greatly reduce the wiring complexity and 

allowing changes to the system to be achieved by 

simply reprogramming the ballasts. Each DALI loop 

can accommodate a maximum of 64 ballasts and each 

ballast can be allocated to up to 16 control groups. A 

maximum of 16 pre-programmed scenes levels can also 

be programmed into each ballast, for easy recall by the 

control system.

Additionally DALI can provide:

•  Function checks of ballasts and lamps in each luminaire 

from a central position.

•  Storage of pre-programmed information in the ballast 

(e.g. pre-set illumination levels of fixture grouping).

Changes in light level tend to have a linear appearance 

when the dimmer is adjusted.
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Lighting Control Wiring diagrams 

Switch-DIM Ballast or Driver

L
N
Earth

Switch DIM input
Switch DIM input

M
ai

ns
 in

pu
t

Switch-DIM Ballast or Driver

L
N
Earth

Switch DIM input
Switch DIM input

Push-to-make
Retractive Switch

Note: SwitchDIM and low-voltage DSI must not be interconnected

To
 la

m
p(

s)
or

 L
ED

s
To

 la
m

p(
s)

or
 L

ED
s

Ballasts connected to the same input will operate together

The following guides provide examples of typical wiring diagrams and requirements for the four main types of control 

systems:

• Switch dim ballast – using local push to make switches

• 1-10V analogue dimmable ballast – Incorporating a dimmer circuit and controlled by local potentiometer

• Digital Serial Interface (DSI) – Requiring a control loop to send digital control signals and local switch plates or 

remote control device to control (usually requires programming)

• Digital Addressable Lighting Interface (DALI) – incorporating dimmer and local intelligence, requires a DALI bus 

and control devices or by sophisticated management systems

Switch Dim Ballasts
• All ballasts require a permanent mains supply

• Switch is push-to-make (retractive)

• Max number of ballast is governed by rating of the 

push-to-make switch

• All wiring is mains rated  

- Do not connect to a low voltage control equipment

1-10V Analogue Dimmable Ballasts 
• All external wiring ‘by others’ to comply with relevant 

standards

• Dimming control cable to be 2 core screened min 

0.75mm Polarity must be maintained. Use loop-in, 

loop-out method

• Separate switch required for on/off

1-10V Dimmable Ballast or Driver

L (switched)
N
Earth

Control input (1-10V)
0V

M
ai

ns
 in

pu
t

1-10V Dimmable Ballast or Driver

L (switched)
N
Earth

Control input (1-10V)
0V

Switch required to

Connect to potentiometer
or 1-10V signal from controller

to dim from min. to max.

To
 la

m
p(

s)
or

 L
ED

s
To

 la
m

p(
s)

or
 L

ED
s

1-10V ballasts connected to the same input will operate together
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Lighting Control Wiring diagrams

DSI - Digital Serial Interface
• All ballasts require a permanant mains supply

• DSI signal cable is a dedicated 2 core wired with a 

free-topology

• DSI controller may have various inputs

• There may be restrictions on number of ballasts on one 

controller typically a ballast requires 2mA and a typical 

controller may be able to supply upto 20mA, 100mA 

or, in some cases of larger controllers, upto 200mA.

• System may require ‘programming’

DALI - Digital Addressable Lighting Interface
• All ballasts require a permanat mains supply

• DALI data highway is dedicated 2 core cable 

• Use 1.5mm2 cable, 300m max, no loops

• System MAY require programming, unless broadcast-

DALI is being used where all ballasts always perform 

the same operations

DSI Ballast or Driver

L
N
Earth

DALI Input
DALI Input

M
ai

ns
 in

pu
t

DSI Ballast or Driver

L
N
Earth

DALI Input
DALI Input

To
 la

m
p(

s)
or

 L
ED

s
To

 la
m

p(
s)

or
 L

ED
s

DSI Low-Voltage
Control Signal

from control system

1.5mm2

Max. 300m

DSI ballasts connected to the same input will operate together

DALI Ballast or Driver

L
N
Earth

DALI Input
DALI Input

M
ai

ns
 in

pu
t

DALI Ballast or Driver

L
N
Earth

DALI Input
DALI Input

To
 la

m
p(

s)
or

 L
ED

s
To

 la
m

p(
s)

or
 L

ED
s

DALI Low-Voltage
Control Signal

from control system

1.5mm2

Max. 300m

DALI ballasts connected to the same DALI bus can be 
controlled together (broadcast) or independently (by group / channel)
This is dedined during the commissioning process
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Integrated controls within luminaires 

“Intelligent” Luminaires with Lighting Controls 
Built-In

Luminaires from across all of our brands (Sylvania, 

Lumiance and Concord) are available with controls built-

in, for occupancy detection and/or daylight harvesting.

Standard products include bulkhead and linear luminaires 

with occupancy detection and daylight harvesting built in.

Analogue Light Level Regulator

Grouped Control Behaviour

Individual sensor-equipped luminaires can be linked 

together to act in a group, where any sensor detecting 

motion can switch on the whole group. This enables 

larger areas to be controlled as one. Fixtures close to 

windows can still independently regulate their output 

according to daylight.

Speak to our sales team for more information and a 

bespoke solution for your project.

Analogue Light Level Regulator

For 1-10V linear luminaires: Clips onto the lamp in a 

linear luminaire, and provides a 1-10V control signal to 

the ballast.

Code:  P223409

Giotto LED range with integrated miniature microwave detector

The sensor in any luminaire seeing motion can 
illuminate all of the linked luminaire in the group

Organic Response

A highly intelligent smart lighting control solution that offers 

a high reduction in energy costs and power consumption.

Organic Response intelligent luminaires
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Lighting Control - Control Boxes LCMs

Lighting Control - Control Boxes LCMs

Code

 

Type

 

Motion

 

Light

 

Channels

 

Switched/
Dimming

2045812 1 Absence Daylight Dim All together DSI

2045813 2 Presence Daylight Dim All together DSI

2045814 3 Absence - All together Switched

2045815 4 Presence - All together Switched

2045817 6 Presence - 3 Channels Detector Overrides All Switched

2045818 7 Absence Daylight Dim 3 Channels DSI

2045819 8 Presence Daylight Dim 3 Channels DSI

2045823 9 Absence Daylight All together DALI

2045824 10 Presence Daylight All together DALI

2045825 11 Absence Daylight 2 Channels (AB,C) DALI

Our LCM (Lighting Control Module) range provides 

control of up to 10 luminaires. The controller unit can be 

configured to operate in a number of combinations and 

on request it is possible to have each channel controlled 

separately, channel A has 4 luminaire outputs,  

Channel B has 2 and Channel C has 4. Additional 

pluggable connections allows for the testing of 

emergency fittings and connections for a simple corridor 

hold feature.

Applications

• Schools

• Colleges

• Universities

• Hospitals

• Public buildings

• Commercial offices

Lighting Control Module

PIR Sensor
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Lighting Control Energy saving controls - LCMs 

Please note: Above items connect to a DSI or 1-10V LCM. Order RJ45 patch lead separately to connect detectors to LCM

Dimming detectors  
(to connect to LCMs with a dimming capability i.e. 1-10V/DSI/DALI output protocol)

Code Description

2040578 LCM PIR Sensor with dimming & infra red override control

Please note: Above items connect to a switched only lighting module Order RJ45 patch lead separately to connect detectors  
to LCM

Non dimming detectors  
(to connect switched only lighting module)

Code Description

2040819 LCM basic PIR Sensor

2040821 LCM Microwave Sensor with infra red override control

RJ45 Patch leads for sensor connection

Code Description

2041554 3m patch lead RJ45 to RJ45

2041555 5m patch lead RJ45 to RJ45 

2652200 8m patch lead RJ45 to RJ45

Please note:
Standard switched luminaire – 3 core
Standard switched luminaire with emergency facility – 4 core
Standard dimmable luminaire – 5 core
Standard dimmable luminaire with emergency facility – 6 core

Lighting Control Module

Cable looms (1mm2 & 6 pole connector to 
bare ends) for luminaire connection

Code Description Length (m) Cores

2041255 Cable loom 5 3

2041258 Cable loom 5 4

2041261 Cable loom 5 5

2041263 Cable loom 3 6

2041264 Cable loom 5 6

2041265 Cable loom 6 6

2657275 Cable loom 8 6
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Controls for colour-changing luminaires

Feilo Sylvania supports colour-changing luminaires from all three product brands (Concord, Lumiance and Sylvania) 

with compatible control systems.

How Does RGB Colour Mixing Work?
RGB colour mixing is an additive process: optically combining the output of red, green and blue coloured-lamps or 

LEDs to create the desired colour. A typical control system can vary the intensity of each of the three channels in steps 

of 1/255th of full-brightness, leading to 255 red x 255 blue x 255 green combinations, or a spectrum of 16.5 million 

possible colours.

What is DMX?
DMX (Digital MultipleX) is a lighting control protocol, originating from the entertainment industry, which is capable 

of transmitting the levels of up to 512 channels very rapidly, updating many times per second. The DMX control 

protocol is digital, which means that it sends the level-values for each channel as a stream of binary data using a single 

balanced cable. As such it is ideal for controlling arrays of colour-changing luminaires, where a luminaire may typically 

require three channels of control at a time: one for the RED level, one for the GREEN level and one for the BLUE level. 

Therefore to instruct a luminaire to emit purple light, for example, the red and blue channels would be set to a high 

level whilst the green channel would be instructed to be at zero brightness

The DMX signal is used for controlling a driver, and is not directly connected to the actual LEDs themselves because 

it is not a power signal. Regulated power for the LEDS (or other lamp types) is provided by the driver or control gear, 

which may be built into a luminaire or which may be remote.

DMX is wired in a daisy-chain topology, of up to 300m long with the “far end” terminated by connecting a 120R 

resistor between the + and – data conductors. There can be upto 32 “unit loads” connected to the DMX bus, where 

a typical luminaire has a unit load of “one”. For longer runs, or more luminaires, DMX repeaters/splitters or signal 

amplifiers are required. Some products, such as the Floodline RGB from Sylvania have a lower unit load, enabling 

longer chains of luminaires.

Typical System Block Diagram:

DMX Wiring
Recommended DMX cable: 

Belden 9841 (two-core screened 

cable)

Maximum DMX cable length: 

300m, wired as a daisy-chain (no 

loops, spurs. T’s or Y’s)

Maximum number of DMX 

devices per daisy-chain: 32 “unit 

loads”

DMX controller - Brushed Stainless Steel - 

0036930

Note: more advanced DMX control systems, signal distribution and programming are available on request.

DMX Controllers for use with Colour-Changing luminaires
0036926

0036927 Brushed Stainless Steel fascia, for Wall Mounted  DMX Controller

0036928 White fascia for above

0036929 Polished chrome fascia for above

0036930
 

DMX controller - Brushed Stainless Steel - 

0036926

Wall Mounted DMX Controller with LCD display. Requires a fascia, from the list below.

User controls: scroll wheel and buttons

Select colours, select sequences and adjust master speed/brightness

Outputs: 2 x DMX512.

Configurable terminals: switch input, or 0-10V output.

Professional line-level audio input for sound-to-light sequencing.

Built in time-clock with astronomical trigger function.

Built-in webserver for monitoring and colour/pattern recall.

Does not require a PC to configure or operate.

Key feature: Simple out-of-the-box quick setup for standard colours/luminaires.

Note: Comes with UK Plug - For EU plug please secure a UK to EU plug adapter.

Pre-programmable DMX controller

Configured from a PC via USB connection, using simple Windows software

1 x DMX output

Automatic replay without user interaction

Caption 1
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Caption 2

Products for use with Lumiance LumiStrip and LumiPanel
We have two colour-controllers for driving the LumiStrip and LumpPanel constant-voltage luminaires:

3036924 accepts a DMX input, such as from either DMX controller 0036926 or 0036930, along with a 24V DC input 

voltage from a PSU, and converts these into the three channels of constant-voltage output suitable for driving the 

Lumiance RGB Lumistrip. Use with Constant Voltage Power Supplies, such as 3036294 (100W, 24V)

A 5m RGB LumiStrip Pro requires 72W in total. 

3036908 is a driver without a DMX input, the colour selection is made via the three buttons on top, or via the radio 

control unit.

3036909 (30A) / 3036925 (10A) are RGB LED-Power Signal Boosters (for use with LumiStrip / LumiPanel colour 

controllers):

Takes an RGB signal input, along with a PSU, to increase the number of LumiStrip / LumiPanel units that can be 

controlled.

Notes on maximum system size for LumiStrip or LumiPanel RGB Systems: 
• One controller (3036908 or 3036924) connected to a 100W PSU may control upto 66 amplifi ers, wired in parallel, if 

there is no other load connected to the controller, because each amplifi er requires 1.5W.

• One controller, connected to a 100W PSU, may control upto 19 amplifi ers, if it is also driving a 5m LumiStrip

• Upto 9 amplifi ers may be wired in a series chain, with the output of one connected to the input of the next. 

DMX Control from the DIN-Rail Range

Combined DMX and DIN Rail controls
The Low-Voltage I/O module available in the DIN Rail Controls when used with the network processor also has the 

ability to output to DMX bringing your lighting controls together. It can output DMX for controlling simple colour-

selection or pre-defi ned colour-changing sequences. Please see DIN Rail controls for more details.

0041613 DIN Rail PSU

0041627 DIN Rail Network Processor - Contains the control behaviour defi nition, and also enables 

 web-browser control

0041626 DIN Rail LV I/O Module - For switch inputs, sensors, simple colour/sequence-selection via a DMX output  

 and DSI / 1-10v control

0041614 Control plate, wall-mounting

0041615 Fascia for control plate, Brushed Stainless Steel

Power Supply
24V  e.g. 3036294

3036924

+
+
-

R
G
B

DMX Power

RGB LumiStrip / LumiPanel

Amplifier
3036925 / 3036909

+
+
-

R
G
B RGB LumiStrip / LumiPanel

3036924

+
+
-

R
G
B

DMX Power

rellortnoC X
M

D
6296300 .g.e

+
+
-

R
G
B RGB LumiStrip / LumiPanel

Power Supply
24V  e.g. 3036294

Power Supply
24V  e.g. 3036294

Power Supply
24V  e.g. 3036294

RGB LumiStrip / LumiPanel

To next DMX input... upto 9 x “slave” 3036924 can be connected on 300m max. DMX bus, with daisy-chain topology.

Upto 19 x 3036925 can be controlled from the output of one 3036924 if wired in parallel, if

DMX
+
-

Gnd.

Amplifier
3036925 / 3036909

max. in parallel

... daisy-chain (series)

...
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Red

Orange

Yellow

Lawn Green

Green

Mint

Cyan

Deep Sky Blue

Blue

Moonlight Blue

Purple

Magenta

Deep Pink

RGB White

RGBW White

Long Rainbow Ripple

Long Rainbow Solid

Short Rainbow Ripple

Short Rainbow Solid

Hot Colours Ripple

Hot Colours Solid

Cold Colours Ripple

Cold Colours Solid

Controls for colour-changing luminaires
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DIN Rail Controls 

Introduction

A modular range of DIN-rail mounting control products, 

to enable system functionality to be made up of simple 

building-blocks.

Systems without a Network Processor module can 

perform scene-setting on 8 scenes or can control 8 

individual channels. Systems with a Network Processor 

can be commissioned to offer a wide variety of system 

operational behaviour across many scenes and channels, 

including control from a web-browser.

This range of products is ideally suited to control of DALI 

luminaires on a track system.

Typical system layout with DALI Track:

Modules

Code Description Size (U)

0041613 DIN Rail PSU 3

0041612 DIN Rail DALI Module - Connects to DALI track for control of DALI fixtures 6

0041627 DIN Rail Network Processor - Contains the control behaviour definition for systems with more than 

8 independent channels, and also enables web-browser control
 6 

0041626 DIN Rail LV I/O Module - For switch inputs, sensors, simple colour/sequence-selection via a 

DMX output and DSI / 1-10v control

 6 

0041628 DIN Rail Relay Module - 4 channels x 5A each, feed-through 6

0041611 DIN Rail Dimmer Module - 8 channels x 2A (750W) 9

0041614 Control plate, wall-mounting, 10 buttons -

0041615 Fascia for control plate, Brushed Stainless Steel -

0041616 Fascia for control plate, White -

0041622 Enclosure 1 x 12U 12

0041623 Enclosure 1 x 18U 18

0041624 Enclosure 2 x 12U 24

0041629 Network PIR and Lux Sensor -

Where one U is equivalent to the size of one MCB

DALI track controller

Control plate

230V AC fr om DB

DALI

Group 1 Group 2 Group 3

Group 6 Group 7 Group 8

Group 1 Group 2 Group 3

Group1 Group 2 Group 3

230V AC fr om DB

230V AC fr om DB

DALI

230V AC fr om DB

DALI

Track 1

Track 1

Track 2

Track 1

Track 2

OUTPUT

D
A

TA
P

O
W

E
R

DALI Control Module

DALI Module

0041612

DATADATA

RJ45 RJ45

Power Supply Module

PSU

0041613

MAINS 
IN

DATA 
BUS

DATA

RJ45

Upto 64 luminaires
per DALI module

Group 1 Group 2 Group 3

DALI

OUTPUT

D
A

TA
P

O
W

E
R

DALI Control Module

DALI Module

0041612

DATADATA

RJ45 RJ45

Power Supply Module

PSU

0041613

MAINS 
IN

DATA 
BUS

DATA

RJ45

Upto 64 luminaires
per DALI module

OUTPUT

D
A

TA
P

O
W

E
R

DALI Control Module

DALI Module

0041612

DATADATA

RJ45 RJ45

Power Supply Module

PSU

0041613

MAINS 
IN

DATA 
BUS

DATA

RJ45

OUTPUT

D
A

TA
P

O
W

E
R

DALI Control Module

DALI Module

0041612

DATADATA

RJ45 RJ45

Upto 64 luminaires
per DALI module

Upto 64 luminaires
per DALI module

230V AC fr om DB

230V AC fr om DB

230V AC fr om DB

Controls
Track 1

Controls
Track 2

Caption 2
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OriDIM Small Room Controls 

The OriDIM system is ideal for small rooms. The system can be controlled by a wall plate and/or a sensor, facilitating scene-setting in combination 
with optional occupancy detection and light-level regulation at the same time.

An interface is available to allow simple retractive switches to select scenes, or raise/lower light levels. Upto four circuits may be controlled 
independently.

Each circuit is connected to luminaires via an “addresser” interface, which broadcasts either an analogue, DSI or DALI control signal to the ballasts. 
Each interface may control upto 10 ballasts. Interfaces are available with a relay, to cut power to the ballasts when they are “Off” to save energy.

System key benefits:  
 - Ballasts do not require individual commissioning, making DALI control simple 
 - Either scene-setting or sensor control, or both may be used together

Code Description Function mA

0041634 Power supply Required for every system (200)

0041635 Wall plate Scene setting, system programming 16

0041630 PIR sensor Configurable for presence/absence 8

0041636 Switch interface Allows connection of up to 8 retractive switches 6

0041631 Interface for DSI/DALI channel Control up to 10 DSI or DALI ballasts together 8

0041632 Interface for DSI/DALI channel with switched output Control up to 10 DSI or DALI ballasts together, includes a relay to switch off the power 8

0041633 Interface for 1-10V channel with switched output Control up to 10 analogue ballasts together, includes a relay to switch off the power 8

0041638 Basic user handset OriDim, Direct Dim and 

PRM detectors

 User handset for simple scene setting, on off, raise + lower. - 

Luminaires

Addresser

Detector

Wall Plate

Power Supply Unit

Load Connection

Bus

Example system layout: Meeting room

• Sensors for presence and lux

• Independent control of each channel

• Control plate for set scenes - for meetings presentations etc

Wall Plate

PIR Sensor

Switch Interface

Interface for DSI/DALI Channel

Caption 4

Basic user handset
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PIR detectors - Ceiling-mounted 

Features

Switching detectors

• Presence / Absence detection functionality

• On / off switching via lux level sensing

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (10 sec to 30 min) before 

switching luminaires off

• Covers up to 7m diameter at a 2.8m mounting height

• Programmable via remote handset

• Additional user handsets available to control on/off

• IP55 version for damp environments (0041541)

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DALI or analogue dimming functionality

• Two channel flexibility (on all DALI detectors)

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• User handset available to control on/off, lux levels and 

pre-set scenes

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

Dimensions (mm)

Detection pattern

0041540
0041541
0041542
0041543

0041546

0041558

0041638

0041594

0041562

0041638

PIR detectors - Ceiling-mounted

Code  Description    
  

Load Rating at 230 
vac R/I/F & CF  

Load Rating at  
230 vac Time Delay

Occupancy-linked detectors with lux level sensing

0041540 Compact PIR presence/absence detector with lux level sensing, time 

delay function and infrared override

 10A 10 sec to 99 min 

0041541 As 0041540 plus suitable for damp environments (IP55) 10A 10 sec to 99 min

Occupancy-linked detectors with lux level sensing and dimming

0041542 PIR presence/absence detector with DALI dimming and time delay 

function (up to 20 ballasts)

 10A 10 sec to 99 min 

0041543 Occupancy detector with 1-10V analogue dimming output (up to 

10 ballasts)

 10A 10 sec to 99 min 

Accessories

Code Description  

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041561 User handset override on/off; lux up/lux down (lux level sensing & dimming models)

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

7m
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PIR detectors - Highbay 

Features

Switching detectors

• Presence / Absence detection functionality

• On / off switching via lux level sensing

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (10 sec to 99 min) before 

switching luminaires off

• Covers up to 40m diameter at a 15m mounting height

• Programmable via remote handset

• Additional user handsets available to control on/off

• Comes complete with IP65 gasket and adjustable 

masking shields to tailor detection zone

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DALI or analogue dimming functionality

• Two channel flexibility (on all DALI detectors)

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• User handset available to control on/off, lux levels and 

pre-set scenes

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

Dimensions (mm)

Detection pattern

0041546

0041558

0041638

0041594

0041562

PIR detectors - Ceiling-mounted

Code  Description    
  

Load Rating at 230 
vac R/I/F & CF  

Load Rating at  
230 vac Time Delay

Occupancy-linked detectors with lux level sensing

2657748 High Bay PIR Sensor with switched output 10A 10 sec to 99 min

Occupancy-linked detectors with lux level sensing and dimming

2657747 High Bay PIR Sensor with 1-10V  dimming 10A 10 sec to 99 min

2657746 High Bay PIR Sensor with DALI/DSI dimming 10A 10 sec to 99 min

Accessories

Code Description  

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

40m

15m
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PIR detectors - Batten Mounted 

Features

Switching detectors

• Presence / Absence detection functionality

• On / off switching via lux level sensing

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (10 sec to 99 min) before 

switching luminaires off

• Detection up to 7m high

• Programmable via remote handset

• Additional user handsets available to control on/off

• Batten mounted retrofit system

• Supplied with comprehensive fixing kit

• IP65 rated

• 1000mm cable

Dimming detectors

• DALI or analogue dimming functionality

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• User handset available to control on/off, lux levels and 

pre-set scenes

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

Dimensions (mm)

Detection pattern

0041546 0041638

0041562

PIR detectors - Ceiling-mounted

Code  Description    
  

Load Rating at 230 
vac R/I/F & CF  

Load Rating at  
230 vac Time Delay

Occupancy-linked detectors with lux level sensing

2657199 Batten Mount Sensor with switched output 2A 10 sec to 99 min

Occupancy-linked detectors with lux level sensing and dimming

0041595 Batten Mount Sensor with 1-10V  dimming 2A 10 sec to 99 min

2657746 Batten Mount Sensor with DALI/DSI dimming 2A 10 sec to 99 min

Accessories

Code Description  

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

Range

Height

Height Range

9m
16m

2.8m
7m
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Microwave detectors - Wall-mounted

• Up to 30m detection

• Low numbers of detectors required to cover a large 

area

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (15 seconds - 30 minutes)

• Holds load on until occupant is no longer detected

• Self contained

• No external control boxes, minimises installation time

• Voltage free contact option

• IP66 version also available

•  Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Multiple units can be used in parallel to cover areas 

such as ‘L shaped’ corridors

0041547*

0041549*

0041546

0041562

Dimensions (mm)

Microwave detectors - wall-mounted

Code Description  Load rating at 230 vac 
R/I/F & CF

 Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041547* Microwave occupancy detector with lux level sensing and time 

delay function

 10A 15 sec to 30 min 

0041549* As 0041547*, plus suitable for damp environments (IP66) rating 10A 15 sec to 30 min

Accessories

Code  Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

* Note that these products are only suitable for use in the following country(ies): UK. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

6m

30m

Area of high sensitivity Area of lower sensitivity

86

86 22

23

110

95

48 95

15

110

Zone 1

0041638
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Microwave detectors - Wall-mounted

• Up to 30m detection

• Low numbers of detectors required to cover a large 

area

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (15 seconds - 30 minutes)

• Holds load on until occupant is no longer detected

• Self contained

• No external control boxes, minimises installation time

• Voltage free contact option

• IP66 version also available

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Multiple units can be used in parallel to cover areas 

such as ‘L shaped’ corridors

Microwave detectors - Wall-mounted

Code
 
Description

 
Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041563* Microwave occupancy detector with lux level sensing 

and time delay function

 10A 15 sec to 30 min 

0041565* As 0041547*, plus suitable for damp environments (IP66) rating 10A 15 sec to 30 min

* Note that these products are only suitable for use in the following country(ies): Rest of Europe except UK, France, Portugal, Germany, 
Switzerland, Austria, Slovak Republic, Ireland. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041563*

0041565*

0041546

0041562

Dimensions (mm)

Zone 2 Rest of Europe - except UK , France,  
Portugal, Germany, Switzerland, Austria, Slovak Republic, Ireland

6m

30m

Area of high sensitivity Area of lower sensitivity

86

86 22

23

110

95

48 95

15

110

Accessories

Code Description  

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

0041638



Lighting Controls 779

Microwave detectors - Wall-mounted

• Up to 30m detection

• Low numbers of detectors required to cover a large 

area

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (15 seconds - 30 minutes)

• Holds load on until occupant is no longer detected

• Self contained

• No external control boxes, minimises installation time

• Voltage free contact option

• IP66 version also available

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Multiple units can be used in parallel to cover areas 

such as ‘L shaped’ corridors

Microwave detectors - Wall-mounted

Code
 

Description
 Load rating at 230 vac 

R/I/F & CF
 Load rating at 230 vac 

Time Delay

Occupancy-linked detectors with lux level sensing

0041567* Microwave occupancy detector with lux level sensing 

and time delay function

 10A 15 sec to 30 min  

0041569* As 0041547*, plus suitable for damp environments (IP66) rating 10A 15 sec to 30 min

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

0041567*

0041569*

0041546

0041562

Dimensions (mm)

* Note that these products are only suitable for use in the following country(ies): France, Portugal, Switzerland. Other countries by 
request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

110

95

48 95

15

110

6m

30m

Area of high sensitivity Area of lower sensitivity

86

86 22

23

Zone 3 

Caption 1

0041638
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Microwave detectors - Wall-mounted

• Up to 30m detection

• Low numbers of detectors required to cover a large 

area

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (15 seconds - 30 minutes)

• Holds load on until occupant is no longer detected

• Self contained

• No external control boxes, minimises installation time

• Voltage free contact option

• IP66 version also available

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Multiple units can be used in parallel to cover areas 

such as ‘L shaped’ corridors

Microwave detectors - Wall-mounted

Code Description
 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041571* Microwave occupancy detector with lux level sensing 

and time delay function

 10A 15 sec to 30 min 

0041573* As 0041547*, plus suitable for damp environments 

(IP66) rating

 10A   15 sec to 30 min 

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

* Note that these products are only suitable for use in the following country(ies): Germany, Austria, Slovak Republic. Other countries by 
request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041571*

0041573*

0041546

0041562

Zone 4 

Dimensions (mm)

110

95

48 95

15

110

6m

30m

Area of high sensitivity Area of lower sensitivity

86

86 22

23

Caption 1

0041638
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Microwave detectors - Wall-mounted

• Up to 30m detection

• Low numbers of detectors required to cover a large 

area

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Adjustable time delay (15 seconds - 30 minutes)

• Holds load on until occupant is no longer detected

• Self contained

• No external control boxes, minimises installation time

• Voltage free contact option

• IP66 version also available

• Box accessory enables surface mounting

• Can also control heating and ventilation loads

• Multiple units can be used in parallel to cover areas 

such as ‘L shaped’ corridors

Microwave detectors - Wall-mounted

Code
 

Description
 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041475* Microwave occupancy detector with lux level 

sensing and time delay function

 10A 15 sec to 30 min 

0041477* As 0041547*, plus suitable for damp environments (IP66) rating 10A 15 sec to 30 min

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

* Note that these products are only suitable for use in the following country(ies): Ireland. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041475*

0041477*

0041546

0041562

Dimensions (mm)

110

95

48 95

15

110

6m

30m

Area of high sensitivity Area of lower sensitivity

86

86 22

23

Zone 5 

0041638
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Microwave detectors - Ceiling-mounted

• Switching detectors

• Adjustable time delay

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Holds load on until occupant is no longer detected 

Self-contained unit

• No external control boxes, minimises installation time

• Voltage free contact option

Microwave detectors - Ceiling-mounted

Code  
Description

 Load rating at 230 vac 
R/I/F & CF

 Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041548* Microwave occupancy detector with lux level 

sensing and time delay function

 10A 15 sec to 30 min 

0041550* As 0041548*, plus suitable for damp environments 

(IP66) rating

 10A 15 sec to 30 min 

* Note that these products are only suitable for use in the following country(ies): UK. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041548*

0041550*

Dimensions (mm)

Zone 1 

86

86 22

23

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

10m

110

95

48 95

15

110

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors

0041546

0041562

0041638
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Microwave detectors - Ceiling-mounted

• Switching detectors

• Adjustable time delay

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Holds load on until occupant is no longer detected 

Self-contained unit

• No external control boxes, minimises installbijion time

• Voltage free contact option

Microwave detectors - Ceiling-mounted

Code
 

Description
 

Load rating at 230 vac 
R/I/F en CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041566* Microwave occupancy detector with lux level sensing 

and time delay function - IP66 rating

 10A 15 sec to 30 min 

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

* Note that these products are only suitable for use in the following country(ies): Rest of Europe except UK, France, Portugal, Germany, 
Switzerland, Austria, Slovak Republic, Ireland. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041564*

0041566*

0041546

0041562

Dimensions (mm)

86

86 22

23

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

10m

110

95

48 95

15

110

Zone 2 Rest of Europe - except UK , France,  
Portugal, Germany, Switzerland, Austria, Slovak Republic, Ireland

Caption 1

0041638
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Microwave detectors - Ceiling-mounted

• Switching detectors

• Adjustable time delay

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Holds load on until occupant is no longer detected 

Self-contained unit

• No external control boxes, minimises installation time

• Voltage free contact option

Microwave detectors - Ceiling-mounted

Code
 

Description
 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041568* Microwave occupancy detector with lux 

level sensing and time delay function

 10A 15 sec to 30 min 

0041570* As 0041548*, plus suitable for 

damp environments (IP66) rating

 10A 15 sec to 30 min 

* Note that these products are only suitable for use in the following country(ies): France, Portugal, Switzerland. Other countries by 
request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041546

0041562

0041568*

0041570*

Zone 3 

Dimensions (mm)

86

86 22

23

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

10m

110

95

48 95

15

110

Caption 1

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

0041638



Lighting Controls 785

Microwave detectors - Ceiling-mounted

• Switching detectors

• Adjustable time delay

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Holds load on until occupant is no longer detected 

Self-contained unit

• No external control boxes, minimises installation time

• Voltage free contact option

Microwave detectors - Ceiling-mounted

Code
 

Description
 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041572* Microwave occupancy detector with lux 

level sensing and time delay function

 10A 15 sec to 30 min 

0041574* As 0041548*, plus suitable for damp 

environments (IP66) rating

 10A 15 sec to 30 min 

* Note that these products are only suitable for use in the following country(ies): Germany, Austria, Slovak Republic. Other countries by 
request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041567*

0041569*

Zone 4 

Dimensions (mm)

86

86 22

23

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

10m

110

95

48 95

15

110

Caption 1

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

0041546

0041562

0041638
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Microwave detectors - Ceiling-mounted

• Switching detectors

• Adjustable time delay

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity

• Holds load on until occupant is no longer detected 

Self-contained unit

• No external control boxes, minimises installation time

• Voltage free contact option

Microwave detectors - Ceiling-mounted

Code

 

Description

 
Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy-linked detectors with lux level sensing

0041476*  10A 15 sec to 30 min 

0041478* As 0041548*, plus suitable for damp environments (IP66) rating 10A 15 sec to 30 min

* Note that these products are only suitable for use in the following country(ies): Ireland. Other countries by request.

Special voltage to order R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041476*

0041546*

Zone 5 

Dimensions (mm)

86

86 22

23

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

10m

110

95

48 95

15

110

Microwave occupancy detector with lux level 

sensing and time delay function

Caption 1

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

0041546

0041562

0041638
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2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Microwave detectors - Ceiling-mounted and tilt adjustable 

Switching detectors

• Occupancy detection and switching with lux level 

sensing

• Time delay function (10 second - 99 minutes)

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity, presence or absence detection 

functionality

• Programmable via remote handsets: 0041546 or 

0041562

• User handset available to control

• Accessory enables surface mounting

• The wall mounting bracket enables the adjustable 

microwave sensor, installed within a surface mounting 

back box, to be attached at a lower height than the 

ceiling, for example in a position below the level of 

direct/indirect luminaires

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DSI, DALI or 1-10V dimming versions

• Two channel flexibility: one switched, one dimming on 

DALI version

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• Can also control heating and ventilation loads

Microwave detectors - Ceiling-mounted and tilt adjustable

Code

 

Description

 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy linked detectors with lux level sensing

0041551* Adjustable head microwave presence/absence detector with lux 

level sensing, infrared override and time delay function

 10A 10 sec to 99 min 

0041556 Ceiling-mounted microwave detector switched - -

Occupancy-linked detectors with lux level sensing and dimming 

0041552* Adjustable head microwave presence/absence detector with dim-

ming and time delay function. DALI dimming output.

 10A 10 sec to 99 min 

0041553* Adjustable head microwave presence/absence detector for 1-10V 

analogue dimming output

 10A 10 sec to 99 min 

0041557 Ceiling-mounted microwave detector Direct Dim, DALI / DSI - -

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041592 Wall mounting bracket

0041593 Surface mounting back box extender ring for adjustable microwave sensor

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

* Note that these products are only suitable for use in the following country(ies): UK. Other countries by request.

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041556, 0041557

0041551*, 0041552*, 0041553*

0041546

0041558 / 0041560

0041592

0041562

0041593 / 0041594

Dimensions (mm)

Zone 1 

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

12 - 16m

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Sensitivity set to maximum  
Detector head position set to 80°

Sensitivity set to 80°  
Detector head position set to 80°

Sensitivity set to maximum  
Detector head position set to 0°

90˚

9285

74

0041638
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2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Microwave detectors - Ceiling-mounted and tilt adjustable

Switching detectors

• Occupancy detection and switching with lux level 

sensing

• Time delay function (10 second - 99 minutes)

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity Presence or absence detection 

functionality

• Programmable via remote handsets: 0041546 or 

0041562

• User handset available to control

• Accessory enables surface mounting

• The wall mounting bracket enables the adjustable 

microwave sensor, installed within a surface mounting 

back box, to be attached at a lower height than the 

ceiling, for example in a position below the level of 

direct/indirect luminaires

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DSI, DALI or 1-10V dimming versions

• Two channel flexibility: one switched, one dimming on 

DALI version

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• Can also control heating and ventilation loads

Microwave detectors - Ceiling-mounted and tilt adjustable 

Code

 

Description

 

Load rating at 230 vac 
R/I/F & CF  

Load rating at 230 vac 
Time Delay

Occupancy linked detectors with lux level sensing

0041579* Adjustable head microwave presence/absence detector with 

lux level sensing, infrared override and time delay function

 10A 10 sec to 99 min 

0041556 Ceiling-mounted microwave detector switched - -

Occupancy-linked detectors with lux level sensing and dimming

0041580* Adjustable head microwave presence/absence detector with 

dimming and time delay function. DALI dimming output

 10A 10 sec to 99 min 

0041581* Adjustable head microwave presence/absence detector for 

1–10V analogue dimming output

 10A 15 sec to 30 min 

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041592 Wall mounting bracket

0041593 Surface mounting back box extender ring for adjustable microwave sensor

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

* Note that these products are only suitable for use in the following country(ies): Rest of Europe - except UK , France, Portugal, Germany, 
Switzerland, Austria, Slovak Republic, Ireland. Other countries by request.

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041556, 0041557

0041579*, 0041580*,0041581*

0041546

0041558 / 0041560

0041592

0041562

0041593 / 0041594

Zone 2 Rest of Europe - except UK , France,  
Portugal, Germany, Switzerland, Austria, Slovak Republic, Ireland

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

12 - 16m

Sensitivity set to maximum  
Detector head position set to 80°

Sensitivity set to 80°  
Detector head position set to 80°

Sensitivity set to maximum  
Detector head position set to 0°

Dimensions (mm)

90˚

9285

74

0041638
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2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Microwave detectors - Ceiling-mounted and tilt adjustable

Switching detectors

• Occupancy detection and switching with lux  

level sensing

• Time delay function (10 second - 99 minutes)

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivity Presence or absence detection 

functionality

• Programmable via remote handsets: 0041546 or 

0041562

• User handset available to control

• Accessory enables surface mounting

• The wall mounting bracket enables the adjustable 

microwave sensor, installed within a surface mounting 

back box, to be attached at a lower height than the 

ceiling, for example in a position below the level of 

direct/indirect luminaires

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DSI, DALI or 1-10V dimming versions

• Two channel flexibility: one switched, one dimming on 

DALI version

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• Can also control heating and ventilation loads

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041592 Wall mounting bracket

0041593 Surface mounting back box extender ring for adjustable microwave sensor

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

* Note that these products are only suitable for use in the following country(ies): France, Portugal, Switzerland. Other countries by 
request.

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

Microwave detectors - Ceiling-mounted and tilt adjustable

Code

 

Description

 

Load rating at 230 
vac R/I/F & CF

 

Load rating at 230 
vac Time Delay

Occupancy linked detectors with lux level sensing

0041556 Ceiling-mounted microwave detector switched - -

Occupancy-linked detectors with lux level sensing and dimming

0041583* Adjustable head microwave presence/absence detector with 

dimming and time delay function. DALI dimming output.

 10A 10 sec to 99 min 

0041584* Adjustable head microwave presence/absence detector for 

1–10V analogue dimming output

 10A 15 sec to 30 min 

0041557 Ceiling-mounted microwave detector Direct Dim, DALI / DSI - -

0041556, 0041557

0041582*, 0041583*, 0041584*

0041546

0041558 / 0041560

0041592

0041562

0041593 / 0041594

Zone 3 

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

12 - 16m

Sensitivity set to maximum  
Detector head position set to 80°

Sensitivity set to 80°  
Detector head position set to 80°

Sensitivity set to maximum  
Detector head position set to 0°

Dimensions (mm)

90˚

9285

74

Caption 1

Caption 2

0041638
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2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Microwave detectors - Ceiling-mounted and tilt adjustable

Switching detectors

• Occupancy detection and switching with lux level 

sensing

• Time delay function (10 second - 99 minutes)

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivityPresence or absence detection 

functionality

• Programmable via remote handsets: 0041546 or 

0041562

• User handset available to control

• Accessory enables surface mounting

• The wall mounting bracket enables the adjustable 

microwave sensor, installed within a surface mounting 

back box, to be attached at a lower height than the 

ceiling, for example in a position below the level of 

direct/indirect luminaires

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DSI, DALI or 1-10V dimming versions

• Two channel flexibility: one switched, one dimming on 

DALI version

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• Can also control heating and ventilation loads

Microwave detectors - Ceiling-mounted and tilt adjustable

Code
 

Description
 

Load rating 230 vac 
R/I/F & CF  

Load rating 230 vac 
Time Delay

Occupancy linked detectors with lux level sensing

0041585* Adjustable head microwave presence/absence detector with 

lux level sensing, infrared override and time delay function

 10A 10 sec to 99 min 

0041556 Ceiling-mounted microwave detector switched - -

Occupancy-linked detectors with lux level sensing and dimming

0041586* Adjustable head microwave presence/absence detector with 

dimming and time delay function. DALI dimming output.

 10A 10 sec to 99 min 

0041587* Adjustable head microwave presence/absence detector for 

1–10V analogue dimming output

 10A 15 sec to 30 min 

0041557 Ceiling-mounted microwave detector Direct Dim, DALI / DSI - -

* Note that these products are only suitable for use in the following country(ies): Germany, Austria, Portugal. Other countries by request.

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

0041556, 0041557

0041585*, 0041586*, 0041587*

Dimensions (mm)

90˚

9285

74

Zone 4 

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

12 - 16m

Sensitivity set to maximum  
Detector head position set to 80°

Sensitivity set to 80°  
Detector head position set to 80°

Sensitivity set to maximum  
Detector head position set to 0°

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041592 Wall mounting bracket

0041593 Surface mounting back box extender ring for adjustable microwave sensor

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

0041546

0041558 / 0041560

0041592

0041562

0041593 / 0041594

0041638
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Microwave detectors - Ceiling-mounted and tilt adjustable

Switching detectors

• Occupancy detection and switching with lux level 

sensing

• Time delay function (10 second - 99 minutes)

• Dual sensitivity: independently configurable ON and 

OFF motion sensitivityPresence or absence detection 

functionality

• Programmable via remote handsets: 0041546 or 

0041562

• User handset available to control

• Accessory enables surface mounting

• The wall mounting bracket enables the adjustable 

microwave sensor, installed within a surface mounting 

back box, to be attached at a lower height than the 

ceiling, for example in a position below the level of 

direct/indirect luminaires

• Switching versions may be connected in parallel for 

larger areas, e.g. ‘L shaped corridors’

Dimming detectors

• DSI, DALI or 1-10V dimming versions

• Two channel flexibility: one switched, one dimming on 

DALI version

• Step-down illumination

• Scene setting and recall

• Lamp burn-in

• Control capacity: digital detectors up to 20 DALI 

dimming ballasts (10 if channel 1 relay used), analogue 

detectors up to 10 dimming ballasts

• Can also control heating and ventilation loads

Microwave detectors - Ceiling-mounted and tilt adjustable

Code
 

Description
 

Load rating 360 vac 
R/I/F & CF  

Load rating 360 vac 
Time Delay

Occupancy linked detectors with lux level sensing

0041588* Adjustable head microwave presence/absence detector with 

lux level sensing, infrared override and time delay function

 10A 10 sec to 99 min 

0041556 Ceiling-mounted microwave detector switched - -

Occupancy-linked detectors with lux level sensing and dimming

0041589* Adjustable head microwave presence/absence detector with 

dimming and time delay function. DALI dimming output.
 10A 10 sec to 99 min 

0041590* Adjustable head microwave presence/absence 

detector for 1–10V analogue dimming output

 10A 15 sec to 30 min 

0041557 Ceiling-mounted microwave detector Direct Dim, DALI / DSI - -

0041556, 0041557

0041588*, 0041589*, 0041590*

* Note that these products are only suitable for use in the following country(ies): Ireland. Other countries by request.

R = Resistive; I = Incandescent; Fluorescent; CF = Compact Fluorescent

Zone 5 

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

2.6m

6m
30m

2.6m

22m
6m

2.6m

25m
6m

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

Area of high sensitivity Area of lower sensitivity

 Area of  
high sensitivity

Area of 
lower sensitivity

2.8m

12 - 16m

Sensitivity set to maximum
Detector head position set to 80°

Sensitivity set to 80°
Detector head position set to 80°

Sensitivity set to maximum
Detector head position set to 0°

Dimensions (mm)

90˚

9285

74

Caption 1

Accessories

Code Description

0041546 Basic Handheld programming device with presets

0041558 Surface mounting back box

0041562 Professional Programming handset for lux level sensing and dimming detectors - full control of all parameters

0041592 Wall mounting bracket

0041593 Surface mounting back box extender ring for adjustable microwave sensor

0041594 Surface mounting back box extender ring

0041638 Basic user handset OriDim, Direct Dim and PRM detectors User handset for simple scene setting, on off, raise + lower

0041546

0041558 / 0041560

0041592

0041562

0041593 / 0041594

0041638
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Technical information

Ballast lumen factor BLF (%)
Refers to the ratio of light output from the lamp on emergency operation to the 

nominal light output. 

Beam Angle
Indicates how broadly the light is emitted from a reflector lamp. It can be thought of as 

an imaginary cone whose apex intersects the lamp face, and the breadth of the cone 

extends outwards to the point where luminous intensity has diminished to 50% of the 

centre beam value. 

Binning
The term binning refers to the variations which occur within a single production batch 

of LED’s such as chromaticity, lumen output and forward voltage. It is important that a 

specific bin has been identified and selected to ensure a uniform and constantly even 

lighting installation is achieved. If all the LED’s were selected from one production 

batch and used in the same luminaire or installation, there would be a mix of colour 

temperatures and brightness levels. For the lighting manufacturer / designer binning is an 

essential part of LED specification.

MacAdam ellipses methodology was created in 1943 for mathematically constructing 

ellipses around target points, something which became very useful for the lamp industry. 

ANSI C78.377 is now the standard for chromaticity specified by the American National 

Standards Institute. ANSI recommends that lamp manufacturers stay within a “4-step” 

ellipse. This means that, given a certain target point on the CIE diagram, manufacturers 

are given a fairly wide range of perceptible differences.  

Candela (cd)
The unit of measurement for luminous intensity, which refers to the quantity of light 

emitted in a particular direction. The symbol is cd.

Colour Correlated Temperature (CCT)
An incandescent light bulb is very close to a perfect black-body radiator, so its colour 

temperature is basically the temperature of the filament. However many light sources, 

such as fluorescent tubes or high intensity discharge lamps, emit light by processes 

other than thermal radiation and therefore it is not possible to apply the black-body 

spectrum. For these light sources it is possible to assign what is known as a colour 

correlated temperature (CCT). The CCT is the colour temperature of a black-body 

(Planckian) radiator which most closely matches the colour of the light emitted

from the lamp. 

Colour Rendering Index (CRI) 
The colour rendering of a light source is an indicator of its ability to realistically 

reproduce the colour of an object. The chart illustrates our ability to accurately 

determine colour depending on the colour rendering properties of the light source. 

The higher the colour rendering index (on a scale of 0 to 100) of the source the better 

our ability to perceive differences in colour, which is a considerable aid to highlighting 

fashion products and effective display of coloured artworks.

The CIE colour rendering index (CRI) is a method to determine how well a light source’s 

illumination of eight standardised colour patches compares to the illumination provided 

by a reference source. At Ra (8) the perceived colour shift of eight reference colours is 

measured as a percentage and averaged to give one number. However it is currently 

understood that due to the spectral power distribution of LED’s that instead of using the 

standard Ra8 it is important to include 7 additional colours which include red, yellow, 

blue & green and use Ra14 to ensure better results.

Colour Temperature
Colour temperature is a characteristic of visible light that plays a significant role in 

lighting applications. The colour temperature of a light source is the temperature of 

a perfect black-body radiator that radiates light of a similar appearance to that of the 

light source. The colour temperature is measured in units of absolute temperature; 

Kelvin (K).

Colour temperature works paradoxically to our cultural associations with colour, red as 

hot and blue as cold. On the black-body curve, blue occurs at higher temperatures than 

red. A good example is a candle which has a warm red orange appearance but in fact 

has a low Kelvin temperature, 1,850K. Therefore higher colour temperatures  

(5,000K more) are called cool colours (blueish white); lower colour temperatures 

(2,700K – 3,000K) are called warm colours (yellowish white through red).

0.9
520

700

380

10000

6000

Tc(ºK)
4000

3000 2500

2000 1500

460
470

480

490

0.8

0.7

0.6

0.5Y

X

X

X

Y

Y

0.4

0.3

0.2

0.1

0.0

0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

0.30 0.35 0.40

ANSI C78.377 3-steps Mac-Adam ellipses

0.45 0.50
0.30

0.35

0.40

0.45

2700K

BB Locus

3000K
3500K

4000K

4500K
5000K

5700K
6500K

+ Special Colours = Ra14

General Colours Ra8

+ Special Colours = Ra14

Chromaticity range chart

MacAdam ellipses 3

Hours

Re
la

tiv
e 

Li
gh

t O
ut

pu
t a

t T
j

/ 5 / 7 SDCM 
ex. 3000K

L80

L70

0.43

0.41

0.42

0.40

0.39

0.38

100%

90%

80%

70%

60%

50%
0 10K 20K

3.2

3.25

18.5

22

XX

XX

11
17.5

1.6

30K 40K 50K 60K 70K

0.41 0.42 0.43 0.44 0.45 0.46

Black Body Locus

2870K

3220K

3045K  +/- 135 K（5SDCM）

3045K  +/- 175 K（7SDCM）
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Anode
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1A (Ra>90)

1B (90>Ra>80)

2A (80>Ra>70)

2B (70>Ra>60)

3 (60>Ra>40)

4 (40>Ra>20)

Typical application

Accurate
Medical examination, colour
printing inspection, art galleries 

Good
Retail, showrooms, restaurants
o�ces etc

Moderate
O�ces, classrooms, security lighting
supermarkets, manual areas etc

Poor
Street lighting, parking areas etc

Not important
Street lighting 
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The Planckian locus shows the chromaticities of black-body light 
sources of various colour temperatures and lines of constant 
correlated colour temperature shown within the CIE chromaticity 
diagram

Warm White 3,000K Neutral White 4,000K
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Technical information

Dimmability
The Sylvania lamps range includes Dimmable LEDs lamps. Most conventional dimmers 

have been designed for incandescent lamps and are therefore rated for higher 

minimum loads (W) than LED lamps consume. There may therefore be some restrictions 

in terms of functionality of dimmers with individual LEDs – but when more than one 

lamp is used to increase the total loading, dimming becomes easier. For full list of 

dimmer compatibility, please consult your local salesforce.

Downward Flux Fraction (DFF)
The factor of the total LOR, which is downward, taking the combined ULOR and DLOR 

as 100%. Using Cassini as an example, the DLOR is 37% and the ULOR is 15% so the 

combined is 52%. If this is taken as 100% LOR, 72% is downward (37% divided by 

52%).

Drivers
Electronic devices that transform the high mains voltage into a constant current lower 

voltage for operating the LEDs. A miniature electronic driver is contained inside the base 

of each Sylvania LED lamp.

Glare
Discomfort glare is due to a high contrast between the source of light and the task. It is 

for that reason that luminance values are limited for certain tasks.

Heat Sink
A device used to conduct heat away from the LED sources and dissipate it to the 

surrounding air. The more efficiently an LED is cooled the greater its efficacy, light 

output and lifetime. Materials having excellent thermal properties and optimised 

cooling fin geometries are engineered into Feilo Sylvania lamps and luminaires to deliver 

the pinnacle of performance.

Infrared (IR) Radiation
Comprises electromagnetic waves in the spectral range between visible light and 

microwaves, which produce a heating effect when absorbed by materials. All lamps and 

luminaires produce infrared radiation, but the quantity emitted by LEDs is far lower than 

other technologies and this makes them ideal for reducing air conditioning load, as well 

as for the illumination of heat-sensitive goods.

Illuminance 
This definition determines the amount of light that covers a surface. If Ø is the luminous 

flux and S is the area of the given surface then the illuminance E is determined by 

E=Ø/S. The unit of illumination in SI system is lx, and in foot-pound system it is foot-

candle. One lx is the illuminance of 1 m² surface area uniformly lighted by 1 lm of 

luminous flux.

Junction Temperature (Tj)
The temperature of the Junction of the LED die inside the LED lamp. Measuring the 

LED die temperature by direct mechanical means is difficult and may lead to erroneous 

results. It is recommended that the Tj is calculated with manufacturer’s data through 

measurement of the temperature at the solder point (Tsp).

LED (Light Emitting Diode)
The semiconductor in the LEDs we provide emits blue light. The colour of the light 

ultimately depends on the phosphors used on the surface of the LED or lens.

Lens
An optical component having two refractive surfaces, at least one of which is either 

convex or concave. In LED lamps the function of a lens is to focus or disperse the light 

rays to achieve the desired beam angle or light distribution pattern.

Lifetime
LED lamps can have extremely long lives, however their light output diminshes as they 

age. They can carry on working until they are emitting less than 10% of their initial light 

output, but with so little light left they would be practically useless. Sylvania defines the 

lifetime of its LED lamps the same way as for other lamps: i.e. the burning hours until 

the light output has decreased to 70% of the initial value, or when 50% of a group 

of lamps will have failed – whichever is the soonest. The International Electrotechnical 

Commission (IEC) is currently preparing an international standard based on similar 

threshold values.

Light 
Light Electromagnetic radiation with a wavelength between 380-780nm. Ultraviolet 

light has a wavelength of less than 380nm whilst infrared light’s is greater than 720nm.

Lighting level
A measure of light falling on a particular point or surface. This unit is measured in lux. 

Light output ratio (LOR)
The ratio of the luminaire light output to lamp light output. The efficiency of the 

luminaire.

Lumen (lm)
Unit of luminous flux used to describe a quantity of light emitted by a source.

Lumen Maintenance
Rated Lumen Maintenance Life (Lxx): The elapsed operating time over which the LED 

light source will the percentage, xx, of its initial light output.

• L80 = Time to 80% lumen maintenance, in hours

• L70 = Time to 70% lumen maintenance, in hours

For LED lamps and luminaires, lumen maintenance is often shown as curves of relative 

lumen output over time for the LED under various operating conditions, such as drive 

current and junction temperature.

Luminance
The measure of brightness with which the eye perceives an illuminated surface from 

a certain direction. The luminous intensity per unit of visible surface of a light source 

(direct) or an illuminated surface (reflection). Luminance is indicated in candelas per 

square metre (cd/m2).

Luminous efficacy (lm/w)
Indicates how efficiently a light source converts electrical energy to light.

Luminous flux (lm)
The total light output of a light source measured in lumens.

Luminous intensity (cd)
The power of a source or illuminated surface to emit light in a particular direction, 

measured in candelas.

Lux (lux)
The unit of illuminance, equal to one lumen per square metre (lm/m2).

0.9
520

700

380

10000

6000

Tc(ºK)
4000

3000 2500

2000 1500

460
470

480

490

0.8

0.7

0.6

0.5Y

X

X

X

Y

Y

0.4

0.3

0.2

0.1

0.0

0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7

0.30 0.35 0.40

ANSI C78.377 3-steps Mac-Adam ellipses

0.45 0.50
0.30

0.35

0.40

0.45

2700K

BB Locus

3000K
3500K

4000K

4500K
5000K

5700K
6500K

+ Special Colours = Ra14

General Colours Ra8

+ Special Colours = Ra14

Chromaticity range chart

MacAdam ellipses 3

Hours

Re
la

tiv
e 

Li
gh

t O
ut

pu
t a

t T
j

/ 5 / 7 SDCM 
ex. 3000K

L80

L70

0.43

0.41

0.42

0.40

0.39

0.38

100%

90%

80%

70%

60%

50%
0 10K 20K

3.2

3.25

18.5

22

XX

XX

11
17.5

1.6

30K 40K 50K 60K 70K

0.41 0.42 0.43 0.44 0.45 0.46

Black Body Locus
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Chromaticity range of ANSI C78.377 (3000K)

3045K +/-  70 K（3SDCM）

14 Ø

11 Ø

Anode

Cathode

1A (Ra>90)

1B (90>Ra>80)

2A (80>Ra>70)

2B (70>Ra>60)

3 (60>Ra>40)

4 (40>Ra>20)

Typical application

Accurate
Medical examination, colour
printing inspection, art galleries 

Good
Retail, showrooms, restaurants
o�ces etc

Moderate
O�ces, classrooms, security lighting
supermarkets, manual areas etc

Poor
Street lighting, parking areas etc

Not important
Street lighting 
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Illuminance cone
This shows beam angle and illuminance figures at different heights.

Polar curve
The graphic representation of the luminous intensity in different directions. If two curves 

are plotted, the distributions are in two vertical planes. They are absolute values.

Recycling
Feilo Sylvania lamps and luminaires are extremely durable and do not contain any 

hazardous substances beyond the allowed threshold values as mentioned in the 

applicable EU legislation . Recycling of products shall be made in full compliance 

with the requirements of the Directive 2012/19/EU on waste electrical and electronic 

equipment (WEEE).

Reflector
An optical component having a reflective surface (the surface could be specular or 

diffusing depending on the job it is required to do) surface, which captures light 

rays from the source and bounces them back at a particular angle. Although more 

commonly used in incandescent and halogen lamps, some Sylvania LED lamps use 

reflectors to control their light instead of a lens.

Room index K
An index relating to the dimensions of a room influencing the amount of light emitted 

from the fitting onto the working surface. 

K =    a x b
       h x (a+b)

where: a = room length

b = room width

h = height between the luminaire and working surface

Spacing to height ratio (SHR)
Used to determine the maximum distance between luminaires. The ratio of the distance 

between adjacent luminaires to the the distance between the luminaire plane and the 

horizontal working plane.

Height

Spacing

Switching Frequency
LED lamps cannot be switched on and off indefinitely, but are rated to tolerate an 

impressive 60,000 switching cycles or more. 

TCO (Total Cost of Ownership) 

TCO includes all the costs over the entire life of a lamp or for a particular operating 

time. It covers procurement costs, electricity consumption costs, relamping costs and 

may even incorporate a reduction in the necessary air conditioning load. LEDs are 

presently more expensive to purchase than lamps based on other technologies, but their 

minimal energy consumption results in rapid payback when replacing incandescent and 

halogen lamps.

Transformer
A device for reducing the high mains voltage down to a lower voltage. A distinction is 

made between conventional (magnetic) transformers and electronic transformers. 

Uniformity ratio of illuminance
This indicates the degree of evenness of the light on the working surface and is shown 

as a ratio of the minimum to the mean lighting level on a surface. It becomes less even 

as the uniformity decreases. Typically you want 0.7 as a min for most schemes.

Ultra Violet (UV) radiation
Comprises electromagnetic waves in the spectral range between visible light and X-rays, 

which are invisible to the human eye but essential for all life (delivered via natural 

sunlight). Small amounts of UV are emitted by many light sources (e.g. Halogen and 

Discharge) and over time will cause fading of coloured objects being illuminated. Feilo 

Sylvania lamps and luminaires do not emit any UV radiation.

Utilisation factor
The ratio of the light flux which the reference surface receives to the total luminous flux. 

This is influenced by the shape of the room and selected luminaire and is expressed in 

the form of UF tables.

Technical information
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1 1 pack

1-10V 1-10V Analogue dimmable

3 hour emrg 3 hour emergency

3 PK 3 pack

10 10 pack

600 600 x 600mm

625 625 x 625mm

1200 1200 x 300mm

830 3,000K lamp

840 4,000K lamp

A2 

ALU ALUminium

AS ASymmetric optic

ASY ASYmmetric

ASYM ASYMmetric

BL BLack

BR Bright optic

BRI BRIght

CHR CHRome

CON CONnected

D Analogue 1-10V Dimmable

DALI Digital Adjustable Lighting Interface

DB Dimmable Ballast

DB10 1-10V Analogue dimmable

DBDA DALI Dimmable

DBLASYM DouBLe ASYMmetric

D/I Direct / Indirect

DIFF DIFFused light

DIR DIRected light

DO Double Optic

DSI Digital Serial Interface

DS Double Sided light output

E1 Emergency 1 hour

E3 Emergency 3 hour

EB Electronic Ballast

ELECTR ELECTRonic Ballast

EMG EMerGency

EST Electronic STarter

EX LMP EXcluding LaMP

EXTGEAR EXTernal GEAR tray

FTS Fast Trunking System

GRY GReY

GRY DIFF GReY DIFFuser

GST 

HE High Efficiency

HF High Frequancy = Electronic ballast

HO High Output

HQPS High Quality PolyStyrene

HR HR louvre

HRM / HRP High Output internal reflector

HV High Voltage

INS INSaver

LIN Linear

LLB Low Loss Ballast = Magnetic balalst

LLB NC Low Loss Ballast (= Magnetic ballast) Non Compensated

LLB PC Low Loss Ballast (= Magnetic ballast) Parallel Compensated

LS Christmas louvre

Magn. El. Starter Magnetic Electronic Starter

MECH CON MECHanical CONnection

MEDI MEDium

MGR Magnetic GeaR

M-LF MicroLynx®-F lamp

MPM 

MW MicroWave sensor

NARR NARRow

(LLB) NC (Low Loss Ballast = magnetic ballast) Non Compensated

No PFC No Power Factor Correction

NW Neutral White

PA PA louvre

PARA PARAbolic

(LLB) PC (Low Loss Ballast = magnetic ballast) Parallel Compensated

PC PolyCarbonate

PEND PENDant

PHOTO PHOTOcell

PL PL louvre

Plus3 GST 18 Wieland plug

PSM PriSMatic

PULLC PULL Cord

PUSHB PUSH Button

RAP.D RAPid Double

RAP.S RAPid Single

REC RECessed

REF REFlector

REFL REFLector

RGB Red Green Blue

RPM Tube with internal reflector

RU RUst

S Suspended

SA SAtin

SAT SATin

SEMI-REC SEMI-RECessed

SF Surface Mounted

SHAVS SHAVer Socket

SI Silver

SS Single Sided loight output

STE brushed STEel

STRPL STRIP Light

SURF SURFace mounted

SUSP SUSPension kit

SYM SYMmetric

TLT TiLT

UV Ultra Violet

V60 Visual 60 louvre

WHT WHiTe

W/O LMP WithOut LaMP

WT WhiTe optic

WW Warm White

Abbreviations

Abreviations  Meaning Abreviations  Meaning
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Emergency Lighting

Emergency lighting is a vital and necessary safety requirement for most building 

types. The safety it provides for occupants is paramount and not negotiable.

Product Safety

• All Feilo Sylvania carry the CE mark. They are designed to conform to BS EN 60.598 

2-22 and are manufactured in accordance with the quality system BS EN ISO 

9001:2000 under certificate number FM01687

• Any emergency lighting luminaire conversion other than by Feilo Sylvania to a CE 

marked luminaire invalidates this CE marking and its associated legal protection

Emergency Lighting Equipment

This comprises an inverter plus a set of batteries, which conform to BS EN 60.598 2-22 

and may be mounted:

• Integral within the luminaire (self contained – integral)

• Remote from, but within 1 metre of, the luminaire (self contained remote)

Non-maintained Operation

In this mode of operation the emergency lighting lamps are not normally energized. An 

automatic monitoring and switching system is provided to switch on the emergency 

lighting if the normal supply is interrupted

Maintained Operation

• A single lamp is used for both general and emergency modes

• In multi-lamp luminaires only one lamp will be used for the provision of emergency 

illumination

• Emergency lighting is provided for at least 3 hours (1 hour duration available to special 

order)

Maintained Remote Emergency Gear

Downlights are almost all with remote emergency packs. Linear and ambient fittings are 

likely to have emergency gear within the fitting. Where the housing design precludes 

integral gear a remote control box is provided complete with connection cables

Product Combined Operation (also known as Sustained)

• Separate lamps provide general and emergency illumination

• Emergency lighting is provided for at least 3 hours. (1 hour duration available to   

special order)

Self-testing

Automatic self-testing and monitoring of Feilo Sylvania luminaires is available to special 

order on a project basis

Central Battery

Feilo Sylvania luminaires for use with a central battery system are available to special 

order on a project basis

System Design
This guide should be read in conjunction with current standards

Legislation Changes & Requirements

The British Standard BS5266 has been revised to conform with the European Standard 

EN1838 (issued in the UK under reference BS EN1838/BS5266 Part 7) which specifies 

luminous requirements for emergency systems installed in premises. It also now calls up 

the luminaire product standard BS EN60598-2-22: 1999

Emergency lighting is provided for use when the supply to the normal lighting fails and 

is therefore powered from a source independent of that supplying the normal lighting. 

For the purposes of this standard emergency lighting is regarded as a generic term of 

which there are a number of forms

Definitions

Emergency Exit

An exit which is intended to be used in an emergency.

Escape Route

A route designated for escape in the event of an emergency

Emergency Escape Lighting

That part of emergency lighting that provides illumination for the safety of people 

leaving a location or attempting to terminate a potentially dangerous process before 

doing so.

Escape Route Lighting

That part of emergency escape lighting provided to ensure that the means of escape 

can be effectively identified and safely used when the location is occupied

Open Area Lighting

In some countries this is known as anti-panic lighting. This relates to that part of 

emergency escape lighting provided to avoid panic and provide illumination, allowing 

people to reach a place where an escape route can be identified

High Risk Task Area Lighting

That part of emergency escape lighting that provides illumination for the safety of 

people involved in a potentially dangerous process or situation and to enable proper 

shut down procedures for the safety of the operator and other occupants of the 

premises

Areas Covered/Levels of Illumination

Defined Escape Route

Based on 2m wide on the horizontal plane, preferably 1 lux but not less than 0.2 lux on 

the centre line. The lighting provided should operate within 5 seconds of the failure of

the normal supply

Open Area (Sometimes referred to as ‘anti-panic’ lighting)

Not less than 0.5 lux at floor level of the open space. The ratio of max to min 

illuminance should be greater than 40:1. 

These extracts are provided for guidance purposes. In order to fully comply with 

the many elements of the various applicable standards, a full and thorough 

assessment must be made
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Quality Registered

All lighting luminaires produced by Feilo Sylvania are designed, manufactured and 

tested under a quality assurance system in accordance with BS EN ISO 9001:2000, and 

are designed to comply with FM 01687. Also, the company also complies with the 

environmental management system, BS EN ISO14001;1996; certificate number 

EMS39002.

Compliance

The European Norm Electromechanical Certification (ENEC) has been adopted as a 

common mark of conformity with European Standards. A mark issued by any single 

national approbation body implies compliance with all seventeen international bodies. 

The ENEC mark now replaces the national test house symbol, and is appended by a 

number indicating from which test house the approbation originated. 

marking

The designated product(s) is (are) in conformity with the provisions of the following 

European Directives:

2006/95/EC

and amendments

 Directive of the European Parliment and of the Council of  

 12 December 2006 on harmonisation of the laws of  

 Member States relating to electrical equipment designed for 

 use within certain voltage limits.

2004/1 08/EC

and amendments

 Directive of the European Parliament and of the Council of  

 15 September 2004 on the and amendment approximation  

 of the laws ofthe Member States relating to 

 electromagnetic compatibility.

2009/125/EC

and amendments

 Directive of the European Parliament and of the Council of 

  21 October 2009 on the establishing a framework for the   

 setting of ecodesign requirements for energy-related   

 products.

2011/65/EU  Directive ofthe European Parliament and ofthe Council of 6  

 June 2011on the restriction of the use of certain hazardous 

 substances in electrical and electronic equipment.

Luminaire Classifications

Voltage

Fittings and transformers are supplied primarily for operation on 230/240V 50 Hz. For alternative 

electrical specifications contact Technical Support

Electrical protection

EN 60598

Class I – Luminaire which relies on an earthed metal case to offer protection 

from live parts in case of failure.

Class II – Luminaire which relies on two layers of insulation to offer protection 

from live parts in case of failure.

Class III – Luminaire relies on protection against electrical shock relies on supply 

at safely extra-low (SELV) and in which voltages higher than those of SELV are 

not generated

Classification of ballast-lamp circuit for energy efficency in lighting

With defined limiting value for each class
According to the CELMA (the European Federation of the National Associations of the 

manufactures of luminaires, control gears and lampholders) classification scheme the 

following classes and typical ballast types exist:

• Class B2: magnetic ballasts with low losses
• Class B1: magnetic ballasts with very low losses
• Class A3: electronic ballasts
• Class A2: electronic ballasts with reduced losses
• Class A1: dimmable electronic ballasts

Dimmable ballasts are classificated A1 if they fulfil the following requirements:

• at 100% light output setting the ballast fulfils at least the demands belonging to A3
• at 25% light output setting the total input power is equal to or less than 50% of the 

power at the 100% light output setting
• the ballast must be able to reduce the light output to 10% or less of the maximum 

light output

Electronic ballasts (conforming to CELMA energy efficiency scheme classes A1, A2 and 

A3) are major power savers. 

Radio suppression
EN 55015, EN 61000 & EN 61547 

Fittings comply with radio interference suppression and electromagnetic compatibility 

(EMC) regulations 

Degree of protection
EN 60529 

IP rating system is an International classification showing degrees of protection provided 

by luminaires against ingress by solid objects or moisture.

A1 A2 A3 B1

Banned Banned

DCB2
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Photometric Data

Illuminance cones

Cones are for single luminaires

Illuminance cones indicate beam spread, ie. a narrow, medium or broad beam of light. 

The illuminance values given (lux/Klm) are the maximum values within the beam for 

horizontal planes at various distances below the luminaire. The beam diameter, ie. the 

approximate size of the light coverage, is also given. The cone widths are calculated for 

an illuminance at the edge of the cone of 50% of the maximum. By spacing luminaires 

at the beam diameter for the appropriate height, the combined effect of adjacent cones 

is to produce an acceptable uniformity along the centre lines between luminaires  

(figure 1).

Polar Diagram of luminous intensity distribution

These provide a graphic representation of the distribution of light from a luminaire. 

Often referred to as polar curves, they indicate the intensity, measured in candelas (cd) 

per 1,000 lumens.

Note: If the fitting has a conventional lamp as light source, that is true. If a fitting has 

an LED as a light source we will publish figures as candelas.

Luminaire Classifications

Beam diameter (50%)

Beam angle

figure 1

FIG 4.

FIG 9.

FIG 8.

0.50

x

Max

Max Max
0.50

x

Max

LUX

Distance below lunimaire

The tables provided use luminaire Photometric data that has been measured and tested 

in accordance with British Standard EN13032-1 ‘Photometric Data for Luminaires’.

Additional photometric data can be provided upon request. 

All data is also available in EULUMDAT and IES NA formats.

A complementary lighting design service is also available, to provide guidance and 

recommendations and to ensure lighting solutions are tailored to customer 

requirements. Supporting this service are the latest computer software facilities enabling 

accurate predictions and performance checks to be carried out.

 180º120º

90º

60º

30º 0º 30º

60º

90º

120º

135

cd/klm

C =90

C =270
L A M P

C =0

C =180

45˚

30˚
15˚

0

90˚

DLOR = Downward light output ratio

ULOR = Upward light output ratio
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IP & IK Ratings

Ingress protection ratings (IP)

The resistive performance of fittings to solids and liquids is indicated by the  

IP (Ingress Protection) prefix followed by two numbers.

The first number indicates the measure of protection against the ingress of solids. For instance: 

The second number indicates the measure of protection against the ingress of liquids. For instance: 

Ingress Protection (IP) Specification Guide

Protection against the ingress of solid objects IP.1X Protection against the ingress of liquids IP.X1   

IP 
No.

Example Protection 
against 
contact and 
ingress of 
objects

Tests Symbol IP 
No.

Example Protection 
against 
contact and 
ingress of 
water

Tests Symbol

50
Protected 
against solid 
objects greater 
than 50mm ø 

A large surface of the 
body, such as a hand 
(but no protection 
against deliberate 
access). Solid objects 
exceeding 50mm in 
diameter. 

Protected 
against 
dripping 
water

Dripping water (vertically falling 
drops) shall have no harmful effect

12.5

Protected 
against solid 
objects greater 
than 12mm ø

Fingers or similar 
objects not exceeding 
80 mm in length.  
Solid objects exceeding 
12mm in diameter.

15°

Protected 
against 
dripping 
water when 
tilted up to 
15°

Vertically dripping water shall 
have no harmful effect when the 
enclosure is tilted at any angle up 
to 15° from its normal position

Protected 
against solid 
objects greater 
than 2.5mm ø

Tools, wires, etc., 
of diameter or 
thickness greater than 
2.5mm. Solid objects 
exceeding 2.5mm in 
diameter.

60° Protected 
against 
spraying 
water

Water falling as a spray at an 
angle up to 60° from the vertical 
shall have no harmful effect

Protected 
against solid 
objects greater 
than 1.0mm ø

Wires or strips of 
thickness greater than 
1.0mm. Solid objects 
exceeding 1.0mm  
in diameter.

Protected 
against 
splashing 
water

Water splashed against the 
enclosure from any direction hall 
have no harmful effect

Dust protected Ingress of dust is not 
totally prevented but 
dust does not enter 
in sufficient quantity 
to interfere with 
satisfactory operation 
of the equipment.

Ø6.3

Protected 
against 
water jets

Water projected by a nozzle 
against the enclosure from any 
direction shall have no harmful 
effect

Dust tight No ingress of dust.

Ø12.5

Protected 
against 
heavy seas

Water from heavy seas or water 
projected in powerful jets shall 
not enter the enclosure in harmful 
quantities

15cm

1m

Protected 
against the 
effects of 
immersion

Ingress of water in a harmful 
quantity shall not be possible when 
the enclosure is immersed in water 
under defined conditions of pressure 
and time

m
Protected 
against 
submersion

The equipment is suitable for 
continuous submersion in water
under conditions which shall be 
specified by the manufacturer.

NOTE Normally, this will mean that 
the equipment is hermetically sealed. 
However, with certain types of 
equipment, it can mean that water 
can enter but only in such a manner 
that it produces no harmful effects.

23

6867

23

65
44 44
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IP & IK Ratings

IK ratings
Degree of Impact Protection EN62262.

IK rating system is an International classification showing degrees of protection provided 

by luminaires against external mechanical impacts. 

c) shower without basin but with permanent fixed partition

permanent 
partition

0.10m

zone 1

zone 0

zone 2

zone 0

2.25m

ou
ts

id
e 

zo
ne

s

outside zones

IP ratings in damp areas

Application of IP ratings within damp locations

BS 7671: section 701 (17th Edition)

Guidance is provided by the above standard to the selection of luminaires within 

locations containing baths, showers and cabinets that contain a shower /and or 

bath along with the surrounding areas.

a) bath tub

outside zones

window 

recess 

zone 2

zone 1

zone 0

0.6m

2.25m
zone 2

ou
ts

id
e 

zo
ne

s

*Zone 1 if the space is accessible without the use of a tool. Spaces under 
the bath, accessible only with the use of a tool are outside the zones.

b) shower with basin 

outside zones

recessed 
luminaire

zone 1 zone 2

zone 0

0.6m

2.25m

ou
ts

id
e 

zo
ne

s

*

Number Measure of protection 
– impact energy (joules)

Test 

No protection to this standard -

0.15 0.20kg impact

0.20 0.20kg impact

0.35 0.20kg impact

0.50 0.20kg impact

0.70 0.20kg impact

1.00 0.50kg impact from 200mm

2.00 0.50kg impact from 400mm

5.00 1.70kg impact from 295mm

10.00 5.00kg impact from 200mm

20.00 5.00kg impact from 400mm

When higher impact energy protection is required 50 joules is recommended.
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Electrical protection

EN60598

Class I – Luminaire which relies on an earthed metal case to offer protection from 

live parts in case of failure.

 

Class II – Luminaire which relies on two layers of insulation to offer protection 

from live parts in case of failure.

  

Class III – Luminaire relies on protection against electrical shock relies on supply 

at safely extra-low (SELV) and in which voltages higher than those of SELV are 

not generated

Fittings made for mounting in or on furniture made of materials of unknown 

properties - Only applies to a German national standard for mounting luminaires 

on furniture. 

 Passes the 650˚ glow wire test in accordance with IEC 695-2-1.

Horizontal rotation

Vertical tilt

Safety isolating transformer

Electronic transformer

Electronic ballast/gear

HID lamp requires an external ignitor

Ceiling cut-out – round

Ceiling cut-out – square

Trailing edge dimmable (capacitive)

Leading edge dimmable (inductive)

Ingress protection

Impact protection

Minimum distance in metres permitted from lighted object

European Norms Electrical Certification

Allowed lamp operating positions

Universal burning position

Horizontal burning position

Vertical burning position

Incandescent Candle and Ball:

Base up not allowed

Lamp can be operated in luminaires without a protective shield

Lamp should be operated only in a luminaire provided with a protective shield

Lamp emits a high level of UV radiation

Reduced UV emissions

Cool beam reflector

Not dimmable

Protection against water contact

Internal ignitor

External ignitor

Ballast is required

Lamp should not be operated when the outer bulb is broken

Be aware of high temperatures when replacing lamp

Do not hold the lamp glass when installing or removing

Switch off power supply before replacing lamp

Do not touch lamp with bare fingers when replacing lamp

Energy saving

The equipment should not be disposed of in the normal waste stream.

Read instructions before use

Lamp complies with legal standards

German test lab and certifying body, VDE.

Green Point

Loop-in Loop-out / Luminaire can be looped

RoHS compliant

WEEE compliant

Warranty logo, please refer to intro pages for full details

Ball resistant luminaire

RAL is European colour matching system, we can offer variant colours on 

demand

Guide To Symbols

360°

DO NOT TOUCH

LAMP WITH

BARE FINGERS

> 300 °C

E

WARRANTY

WEEE
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Mains Voltage Tungsten Halogen Lamps

Note - Permanently dimming halogen lamps shortens lamp life. Dimmed halogen lamps should be run-up to full power at regular intervals to maintain optimum life    
          

Title Sylvania ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Useful 

Lumens 

(IL)

 Peak 

Intensity 

(Cd)

 Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Colour 

Rendering 

(Group)

Halogen PAR16 Hi-Spot ES50 Eco QPAR16 HAGSPAR 50 55 40 GU10 300 1,100 25 2,000 2,700 100 D

Clear Hi-Spot ES50 Superia QPAR16 HAGSPAR 50 55 50 GU10 330 1,360 25 3,000 2,700 100 D

Low Pressure Hi-Spot ES50 Superia QPAR16 HAGSPAR 50 55 50 GU10 330 550 50 3,000 2,700 100 D

              

Halogen PAR20 Hi-Spot ES63 QPAR63 HAGSPAR 62 64 50 GU10 380 1,500 25 2,500 2,750 100 D

Clear Hi-Spot ES63 QPAR63 HAGSPAR 62 64 75 GU10 700 2,500 50 2,500 2,750 100 D

Low Pressure Hi-Spot ES63 QPAR63 HAGSPAR 62 64 75 GU10 700 1,000 25 2,500 2,750 100 D

              

Halogen PAR20 Hi-Spot 63 QPAR20 HAPAR 65 88 50 E27 360 3,000 10 2,500 2,900 100 D

Clear Hi-Spot 63 QPAR20 HAPAR 65 88 50 E27 360 1,000 25 2,500 2,900 100 D

Low Pressure              

              

Halogen PAR25 Hi-Spot 80 QPAR80 HAPAR 81 108 50 E27 400 4,000 10 2,500 2,900 100 D

Clear Hi-Spot 80 QPAR80 HAPAR 81 108 50 E27 400 1,100 25 2,500 2,900 100 D

Low Pressure Hi-Spot 80 QPAR80 HAPAR 81 108 75 E27 670 5,500 10 3,000 2,900 100 D

 Hi-Spot 80 QPAR80 HAPAR 81 108 75 E27 670 1,300 25 3,000 2,900 100 D

Halogen PAR30 Hi-Spot 95 QPAR30 HAPAR 97 88 75 E27 640 6,900 10 2,500 2,900 100 D

Clear Hi-Spot 95 QPAR30 HAPAR 97 88 75 E27 640 2,200 30 2,500 2,900 100 D

Low Pressure Hi-Spot 95 QPAR30 HAPAR 97 88 100 E27 980 10,000 10 3,000 2,900 100 D

 Hi-Spot 95 QPAR30 HAPAR 97 88 100 E27 980 3,500 30 3,000 2,900 100 D

UV Stop

UV Stop

UV Stop

UV Stop

UV Stop
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LED Lamps
 
              
Title Sylvania  ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Useful 

Lumens 

(IL)

 Peak 

Intensity 

(Cd)

Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Colour 

Rendering 

(Group)

LED Reflector RefLED Coolft - - 51 56 5.5 GU10 345 1,200 25 50,000 2,700/ 

3,000/ 

4,000

 85 1B 

 

 RefLED Superia - - 51 56 7.5 GU10 345 1,200 25 25,000 2,700/ 

3,000/ 

4,000

 85 1B 

 

 

 

 Hi-Spot RefLED PAR20 - - 63.5 85 5.5 E27 270 900 30 30,000 3,000 85 1B

 Hi-Spot RefLED PAR30 - - 95 80 11 E27 610 2,300 25 30,000 3,000 85 1B

 AR111 Low Voltage - - 110.7 57 10 G53 550 - 25/40 25,000 3,000 85 1B

MicroLynx MicroLynx LED - - 76 16 4 GX53 250 - - 15,000 2,700 85 1B

LED              

LED Non- ToLEDo GLS  - - 61 107 5 E27 250 - - 15,000 2,700 85 1B

Directional ToLEDo GLS  - - 61 107 7.5 E27 470 - - 15,000 2,700 85 1B

 ToLEDo GLS  - - 61 112 10.5 E27 806 - - 15,000 2,700 85 1B

Throughout the catalogue, lamp boxes provide guidance on lighting performance. Beam angles quoted are usually for either a lamp and reflector combination or a reflector type 

lamp. Note that beam angles quoted are at 50% of the peak intensity.

In the case of the lamp plus a reflector, the beam angle quoted will indicate the designed performance. However, in the case of the reflector lamp the quoted beam angle will be 

the ‘bare-lamp’ performance for that recommended lamp. The actual performance for a reflector lamp, within a luminaire, will be indicated by a polar curve for the particular lamp/

luminaire combination - usually shown on the same page. There will sometimes be a small variation between luminaire performance and the lamp in ‘bare-lamp’ configuration.

85

63
.5

80

95
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Low Voltage Tungsten Halogen Lamps - 12V

Note - Permanently dimming tungsten halogen lamps shortens lamp life. Dimmed halogen lamps should be run-up to full power at regular intervals to maintain optimum life

Title Sylvania ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Useful 

Lumens 

(IL)

 Peak 

Intensity 

(Cd)

 Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Colour 

Rendering 

(Group)

Tungsten halogen Capsule LP QT9-LPax HSG/LP 9 33 5 G4 40 - - 2,000 2,800 100 C

Capsule - axial filament Capsule LP QT9-LPax HSG/LP 9 33 10 G4 100 - - 2,000 2,800 100 C

Clear Capsule LP QT9-LPax HSG/LP 9 33 20 G4 250 - - 2,000 2,800 100 D

Low Pressure - QT12-LPax HSG/LP 12 44 20 GY6.35 300 - - 3,000 3,000 100 D

 Capsule LP  QT12-LPax HSG/LP 12 44 35 GY6.35 520 - - 2,000 2,900 100 C

 Capsule LP  QT12-LPax HSG/LP 12 44 50 GY6.35 900 - - 2,000 2,900 100 C

 - QT12-LPax HSG/LP 12 44 75 GY6.35 1,600 - - 3,000 3,000 100 C

 - QT12-LPax HSG/LP 12 44 100 GY6.35 2,300 - - 3,000 3,000 100 1A

Superia 50 EcoPlus Superia EcoPlus QR-CBC51 HRGI 51 45 20 GX/GU5.3 300 6,000 8 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 20 GX/GU5.3 300 1,000 30 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 35 GX/GU5.3 580 11,000 8 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 35 GX/GU5.3 580 4,100 20 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 35 GX/GU5.3 580 2,000 30 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 45 GX/GU5.3 800 15,000 8 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 45 GX/GU5.3 800 5,450 20 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 45 GX/GU5.3 800 2,850 30 5,000 3,000 100 B

 Superia EcoPlus QR-CBC51 HRGI 51 45 45 GX/GU5.3 800 1,300 55 5,000 3,000 100 B

MR16 Quartz capsule & 

aluminium reflector

Low pressure

 Coolfit XEco QR-C51 HAGI 51 45 50 GX/GU5.3 540 1,400 38 5,000 3,000 100 B

 

             

AR70 Quartz capsule & aluminium reflector              

Axial filament MR11 Superia - - 35 42 35 GU4 325 1,350 38 3,000 3,000 100 C

Clear front MR11 Home - - 35 42 35 GU4 325 3,600 10 2,000 3,000 100 C

Low pressure              

              

UV Stop

UV Stop

UV Stop

Lamp Information for luminaires
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Lamp Information for luminaires

Compact fluorescent lamps [CFL]           

Title

 

Sylvania

 

ZVEI

 

ILCOS

 

Length 

(mm)   

Watts 

Nominal  

Cap/

Base  

Initial 

Lumens 

(IL)
 

Average 

Rated Life 

(Hrs) 
 

Colour 

Temp. 

(ºK)

 
Colour 

Rendering 

(Ra)

 

Energy 

Rating

TC-S

2 limb, 2 pin [SS]

 Lynx-S TC-S FSD 137 7 G23 425 10,000 2,700/3,000/3,500/4,000/6,500 85 A

 Lynx-S TC-S FSD 168 9 G23 600 10,000 2,700/3,000/3,500/4,000/6,500 85 A

 Lynx-S TC-S FSD 236 11 G23 900 10,000 2,700/3,000/3,500/4,000/6,500 85 A

           

TC-SEL Lynx-SE TC-SEL FSD 92 5 2G7 265 10,000 4,000 85 A

2 limb, 4 pin [HF] Lynx-SE TC-SEL FSD 121 7 2G7 425 10,000 2,700/4,000 85 A

 Lynx-SE TC-SEL FSD 152 9 2G7 600 10,000 2,700/4,000 85 A

 Lynx-SE TC-SEL FSD 220 11 2G7 900 10,000 2,700/4,000 85 A

TC-D Lynx-D TC-D FSQ 116 10 G24d-1 600 12,000 2,700/3,000/3,500/4,000/6,000/6,500 85 A

4 limb, 2 pin [SS] Lynx-D TC-D FSQ 141 13 G24d-1 900 12,000 2,700/3,000/3,500/4,000/6,000/6,500 85 A

 Lynx-D TC-D FSQ 154 18 G24d-2 1,215 12,000 2,700/3,000/3,500/4,000/6,000/6,500 85 A

 Lynx-D TC-D FSQ 171 26 G24d-3 1,800 12,000 2,700/3,000/3,500/4,000/6,000/6,500 85 A

           

TC-DEL Lynx-DE TC-DEL FSQ 109 10 G24q-1 600 12,000 2,700/3,000/3,500/4,000 85 A

4 limb, 4 pin [HF] Lynx-DE TC-DEL FSQ 134 13 G24q-1 900 12,000 2,700/3,000/3,500/4,000 85 A

 Lynx-DE TC-DEL FSQ 147 18 G24q-2 1,215 12,000 2,700/3,000/3,500/4,000 85 A

 Lynx-DE TC-DEL FSQ 164 26 G24q-3 1,800 12,000 2,700/3,000/3,500/4,000 85 A

TC-T

6 limb, 2 pin [SS]

 Lynx-T TC-T FSM 124 18 GX4d-2 1,200 15,000 2,700/3,000/3,500/4,000/6,500 85 A

 Lynx-T TC-T FSM 139 26 GX4d-3 1,800 15,000 2,700/3,000/3,500/4,000/6,500 85 A

           

TC-TEL

6 limb, 4 pin [HF]

 Lynx-TE TC-TEL FSM 100 18 GX4q-2 1,200 15,000 2,700/3,000/3,500/4,000 85 A

 Lynx-TE TC-TEL FSM 115 26 GX4q-3 1,800 15,000 2,700/3,000/3,500/4,000 85 A

 Lynx-TE TC-TEL FSM 131 32 GX4q-3 2,400 15,000 2,700/3,000/3,500/4,000 85 A

 Lynx-TE TC-TEL FSM 152 42 GX4q-4 3,200 15,000 2,700/3,000/3,500/4,000 85 A

TC-TELI - TC-TELI FSM 178 57 GX24q-5 4,300 12,000 3,000/4,000/6,000 82 A

6 limb, 4 pin [HF]           

TC-L Lynx-L TC-L FSL 225 18 2G11 1,200 15,000 3,000/4,000/6,000 85 A

2 limb, 4 pin [HF] Lynx-L TC-L FSL 320 24 2G11 1,800 15,000 3,000/4,000/6,000 85 A

 Lynx-L TC-L FSL 415 36 2G11 2,900 15,000 3,000/4,000/6,000 85 A

 Lynx-L TC-L FSL 535 40 2G11 3,500 15,000 3,000/4,000/6,000 85 A

 Lynx-L TC-L FSL 535 55 2G11 4,800 15,000 3,000/4,000/6,000 85 A

           

TC-F Lynx-F TC-F FSM 122 18 2G10 1,100 10,000 4,000 85 A

4 limb, 4 pin [HF] Lynx-F TC-F FSM 165 24 2G10 1,700 10,000 3,000/4,000 85 A

 Lynx-F TC-F FSM 217 36 2G10 2,800 10,000 3,000/4,000 85 A

2D Lynx-QE TC-DD FSF - 16 GR10q 1,050 10,000 2,700/3,000/4,000 82 A

8 limb, 4 pin [HF] Lynx-QE TC-DD FSF - 28 GR10q 2,250 15,000 2,700/3,000/4,000 82 A

 Lynx-QE TC-DD FSF - 38 GR10q 3,000 15,000 2,700/3,000/4,000 82 A

 

Mini-Lynx Fast Start Mini-Lynx - - 102 11 E27 600 10,000 2,700/4,000/6,000 80 A
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Lamp Information for luminaires

T5 Fluorescent Lamps
            Title

 

Sylvania

 

ZVEI

 

ILCOS

 

Length 

(mm)

  

Watts 

Nominal

 

Cap/

Base

 

Initial 

Lumens 

(IL)  

Max Lumens 

at 33-37º

 

Average 

Rated Life 

(Hrs)  

Colour 

Temp. 

(ºK)  

Colour 

Rendering 

(Ra)  

Colour 

Rendering 

(Group)

T5 HE (16mm Ø) Luxline FHE T16 FDH 549 14 G5 1,200 1,350 24,000 2,700/3,000/4,000 85 A+

High Efficiency Luxline FHE T16 FDH 549 14 G5 1,140 1,250 24,000 6,000 85 A+

Triphosphor Luxline FHE T16 FDH 849 21 G5 1,910 2,100 24,000 2,700/3,000/4,000 85 A+

 Luxline FHE T16 FDH 849 21 G5 1,775 1,950 24,000 6,000 85 A+

 Luxline FHE T16 FDH 1,149 28 G5 2,640 2,900 24,000 2,700/3,000/4,000 85 A+

 Luxline FHE T16 FDH 1,149 28 G5 2,460 1,950 24,000 6,000 85 A+

 Luxline FHE T16 FDH 1,449 35 G5 3,300 3,650 24,000 2,700/3,000/4,000 85 A+

 Luxline FHE T16 FDH 1,449 35 G5 3,095 3,400 24,000 6,000 85 A+

T5 HO (16mm Ø) Luxline FHO T16 FDH 549 24 G5 1,750 2,000 24,000 2,700/3,000/4,000 85 A+

High Output Luxline FHO T16 FDH 549 24 G5 1,570 1,850 24,000 6,000 85 A+

Triphosphor Luxline FHO T16 FDH 849 39 G5 3,220 3,500 24,000 2,700/3,000/4,000 85 A+

 Luxline FHO T16 FDH 849 39 G5 2,990 3,250 24,000 6,000 85 A+

 Luxline FHO T16 FDH 1,449 49 G5 4,165 4,900 24,000 2,700/3,000/4,000 85 A+

 Luxline FHO T16 FDH 1,449 49 G5 3,950 4,650 24,000 6,000 85 A+

 Luxline FHO T16 FDH 1,149 54 G5 4,150 5,000 24,000 2,700/3,000/4,000 85 A+

 Luxline FHO T16 FDH 1,149 54 G5 4,050 4,550 24,000 6,000 85 A+

 Luxline FHO T16 FDH 1,149 80 G5 6,150 7,000 24,000 2,700/3,000/4,000 85 A+

 Luxline FHO T16 FDH 1,449 80 G5 5,700 6,650 24,000 6,000 85 A+

T5 (16mm Ø)

Standard

Halophosphor

Short

 Standard T16 FD 212 6 G5 280 - 10,000 3,000/3,500 53 A

 Standard T16 FD 212 6 G5 280 - 10,000 4,300 64 A

 Standard T16 FD 212 6 G5 240 - 10,000 6,500 76 A

 Standard T16 FD 288 8 G5 400 - 10,000 3,000/3,500 53 A

 Standard T16 FD 288 8 G5 400 - 10,000 4,300 64 A

 Standard T16 FD 288 8 G5 340 - 10,000 6,500 76 A

 Standard T16 FD 517 13 G5 880 - 10,000 3,000/3,500 53 A

 Standard T16 FD 517 13 G5 880 - 10,000 4,300 64 A

 Standard T16 FD 517 13 G5 750 - 10,000 6,500 75 A

T5 Circular (16mm Ø)  T16-R FSCH 230Ø 22 2GX13 1,800 - 16,000 2,700/3,000/4,000/6,000 85 

1B

High output  T16-R FSCH 305Ø 40 2GX13 3,200 - 16,000 2,700/3,000/4,000/6,000 85 

1B

Triphosphor  T16-R FSCH 305Ø 55 2GX13 4,200 - 16,000 2,700/3,000/4,000/6,000 85 

1B

T8 Fluorescent Lamps            
            Title

 

Sylvania

 

ZVEI

 

ILCOS

 

Length 

(mm)

  

Watts 

Nominal

 

Cap/

Base

 

Initial 

Lumens 

(IL)  

Max Lumens 

at 33-37º

  

Colour 

Temp. 

(ºK)  

Colour 

Rendering 

(Ra)  

Colour 

Rendering 

(Group)

T8 (26mm Ø) Luxline Plus T26 FD 590 18 G13 1,350 20,000 2,700/3,000/3,500/4,000 85 A

Triphosphor Luxline Plus T26 FD 590 18 G13 1,300 20,000 5,000/6,000 85 A

 Luxline Plus T26 FD 1,200 36 G13 3,350 20,000 2,700/3,000/3,500/4,000 85 A

 Luxline Plus T26 FD 1,200 36 G13 3,250 20,000 5,000/6,000 85 A

 Luxline Plus T26 FD 1,500 58 G13 5,200 20,000 2,700/3,000/3,500/4,000 85 A

 Luxline Plus T26 FD 1,500 58 G13 5,000 20,000 5,000/6,000 85 A

 Luxline Plus T26 FD 1,764 70 G13 6,050 20,000 2,700/3,000/3,500/4,000 85 A

 Luxline Plus T26 FD 1,764 70 G13 5,700 20,000 5,000/6,000 85 A
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HID metal halide - Ceramic arc tube

Note: Ceramic Metal halide lamps and Electronic Gear

Lamp warm-up - Ceramic metal halide lamps require approximately 5-12 minutes warm up time to reach full output. Several colour changes are often experienced as part of the 

warm up process.

Hot Re-strike - Hot lamps must cool down sufficiently until the gear can re-ignite them. Length of time this takes will depend upon the ambient and lamp temperature.

Timed ignition - Gear will shut down to protect itself when lamps are damaged and at end of lamp life. Constant attempts to strike such lamps would result in a reduction in gear 

life. Once the lamp has been replaced and the gear reset (by switching the unit off at the mains) the gear will operate as normal.

Thermal protection - Gear will shut down to protect itself when high ambient and internal temperatures are reached that would substantially decrease gear life. Such occurrences 

may occur in areas with poor ventilation or sometimes at the end of lamp life. Once the temperature has reduced to a safe level the gear will automatically re-set itself and operate 

normally.

Title Sylvania ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Nominal 

luminous flux 

at 25 (lm)

 Peak 

Intensity 

(Cd)

 Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Energy 

Rating

Metal halide ceramic capsule - HIT-TC-CE MT 14 85 20 G8.5 1,700 - - 15,000 3,000 81 A+

 CMI-TC HIT-TC-CE MT 17 85 35 G8.5 3,750 - - 15,000 3,000 87 A+

    CMI-TC HIT-TC-CE MT 17 85 70 G8.5 6,700   15,000 3,000 89 A+

Metal halide ceramic capsule CMI-T HIT-CE MT 20 90 35 G12 3,750 - - 15,000 3,000 83 A+

 CMI-T HIT-CE MT 20 90 70 G12 6,700 - - 15,000 3,000 87 A+

 CMI-T HIT-CE MT 20 90 70 G12 6,700 - - 15,000 4,200 93 A+

 CMI-T HIT-CE MT 20 100 150 G12 13,500 - - 15,000 3,000 83 A+

 CMI-T HIT-CE MT 20 100 150 G12 13,000 - - 18,000 4,200 88 A+

Superia CMI-T S CMI-T WDL HIT-CE MT 20 90 35 G12 4,000 - - 18,000 3,000 91 A+

 S CMI-T WDL HIT-CE MT 20 90 70 G12 7,300 - - 18,000 3,000 90 A+

 S CMI-T NDL HIT-CE MT 20 90 35 G12 4,200 - - 18,000 3,000 92 A+

 S CMI-T NDL HIT-CE MT 20 90 70 G12 7,300 - - 18,000 3,000 96 A+

 S CMI-T Mini HIT-CE MT 13.3 52 20 GU6.5 1,900 - - 18,000 3,000 85 A+

Metal halide ceramic tubular 

double ended

 CMI-TD HIT-DE-CE MD 22 117.6 70 Rx7s 6,200 - - 18,000 3,000 85 A+

 

 CMI-TD HIT-DE-CE MD 22 117.6 70 Rx7s 6,500 - - 15,000 4,200 90 A+

 CMI-TD HIT-DE-CE MD 25 135.4 150 Rx7s-24 13,500 - - 15,000 3,000 85 A+

 CMI-TD HIT-DE-CE MD 25 135.4 150 Rx7s-24 12,500 - - 15,000 4,200 90 A+

Metal halide ceramic tubular S CMI-TT HIT-CE MT 32 156 70 E27 6,300 - - 12,000 3,000 83 1B

 S CMI-TT HIT-CE MT 47 211 150 E40 13,500 - - 7,000 3,000 85 1B

Metal halide ceramic elliptical - HIE-CE ME 71 156 70 E27 5,900 - - 12,000 3,000 83 1B

 - HIE-CE ME 91 226 150 E40 13,000 - - 7,000 3,000 85 1B

 - QT32 HEGT/W 32 105 250 E27 4,210 - - 2,000 2,900 100 1A

Metal halide ceramic elliptical - HIT-CE ME 54 138 70 E27 5,700 - - 9,000 3,000 87 1B

 - HIT-CE ME 54 138 70 E27 5,600 - - 9,000 4,200 90 1A

 - HIT-CE ME 54 141 100 E27 8,600 - - 9,000 3,000 87 1B

 - HIT-CE ME 54 138 150 E27 12,500 - - 9,000 3,000 87 1B

 - HIT-CE ME 54 138 150 E27 12,500 - - 9,000 4,200 90 1A,

UV Stop

UV Stop

UV Stop

UV Stop

UV Stop

UV Stop
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HID metal halide - Quartz arc tube              
Title Sylvania ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Nominal 

luminous flux 

at 25 (lm)

 Peak 

Intensity 

(Cd)

 Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Energy 

Rating

Metal halide quartz capsule HSI-T HIT-UVr MT 26 76 70 G12 5,200 - - 6,000 3,000 80 A

 HSI-T HIT-UVr MT 26 76 70 G12 5,200 - - 6,000 4,200 80 A

 HSI-T HIT-UVr MT 26 76 150 G12 12,000 - - 6,000 3,000 80 A

 HSI-T HIT-UVr MT 26 76 150 G12 12,500 - - 6,000 4,200 80 A 

Metal halide quartz tubular 

double ended

 HSI-TD HIT-DE MD 22 117.6 70 Rx7s 5,500 - - 9,000 3,200 80 A

 HSI-TD HIT-DE MD 22 117.6 70 Rx7s 5,500 - - 9,000 4,000 80 A

 HSI-TD HIT-DE MD 25 135.4 150 Rx7s-24 12,500 - - 9,000 3,000 80 A

 HSI-TD HIT-DE MD 25 135.4 150 Rx7s-24 12,500 - - 9,000 4,200 80 A

 HSI-TD HIT-DE MD 25 135.4 150 Rx7s-24 11,000 - - 9,000 5,200 80 A

Metal halide quartz elliptical HSI-SX HIE MT 90 227 250 E40 23,500 - - 20,000 4,100 70 A

Britelux              

clear              

compatible with HP sodium control gear              

Metal halide quartz elliptical HSI-SX CL/P HIE-P MT 90 227 250 E40 21,000 - - 15,000 4,500 70 A

Britelux HSI-SX CL/P HIE-P MT 120 290 400 E40 40,000 - - 15,000 4,300 70 A

clear/protected              

compatible with HP sodium control gear              

Metal halide quartz elliptical HSI-SX CO HIE MT 90 227 250 E40 22,300 - - 15,000 3,800 70 A

Britelux              

Coated              

compatible with HP sodium control gear              

              

Metal halide quartz elliptical HSI-SX CO/P HIE-P/c MT 90 227 250 E40 20,000 - - 15,000 4,200 70 A

Britelux HSI-SX CO/P HIE-P/c MT 120 290 400 E40 42,000 - - 15,000 4,200 70 A

Coated/protected              

compatible with HP sodium control gear

  

UV Stop

UV Stop

UV Stop

UV Stop
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Technical 809

Lamp Information for luminaires

HID metal halide - Quartz arc tube              

Title Sylvania ZVEI ILCOS Ømm Length 

(mm)
  Watts 

Nominal
 Cap/

Base
 Nominal 

luminous flux 

at 25 (lm)

 Peak 

Intensity 

(Cd)

 Beam 

(50%)
 Average 

Rated Life 

(Hrs) 

 Colour 

Temp. 

(ºK)

 Colour 

Rendering 

(Ra)

 Colour 

Rendering 

(Group)

Metal halide quartz tubular HSI-THX HIT MT 48 257 250 E40 20,000 - - 14,500 4,500 80 A

 HSI-THX HIT MT 63 270 400 E40 36,000 - - 14,500 4,200 80 A

Clear              

compatible with HP mercury control gear              

Metal halide quartz elliptical HSI-MP HIE-P ME 54 138 70 E27 5,200 - - 15,000 2,900 80 A

 HSI-MP HIE-P ME 54 138 70 E27 5,500 - - 15,000 3,800 80 A

 HSI-MP HIE-P ME 54 138 100 E27 7,900 - - 15,000 2,900 80 A

 HSI-MP HIE-P ME 54 138 100 E27 8,100 - - 15,000 3,800 80 A

 HSI-MP HIE-P ME 54 138 150 E27 12,500 - - 15,000 2,900 80 A

 HSI-MP HIE-P ME 54 138 150 E27 12,500 - - 15,000 3,800 80 A

Metal halide quartz reflector ESD50 HIPAR51 MR 51 62.5 35 GX10 1,950 7,000 24 6,000 3,000 90 A

Dichroic BriteSpot ESD50 ESD50 HIPAR51 MR 51 62.5 35 GX10 1,850 4,000 38 6,000 3,000 90 A

Coolbeam  ESD50 HIPAR51 MR 51 62.5 35 GX10 1,950 2,000 60 6,000 3,000 90 A

Universal              

              

Metal halide quartz reflector ES111 HIPAR111 MR 111 75 35 GX10 1,950 4,000 8 6,000 3,000 90 A

BriteSpot ES111 ES111 HIPAR111 MR 111 75 35 GX10 1,850 1,000 24 6,000 3,000 90 A

 ES111 HIPAR111 MR 111 75 35 GX10 1,750 3,500 45 6,000 3,000 90 A

Metal halide quartz reflector ESD111 HIPAR111 MR 111 75 70 GX10 3,850 2,000 24 6,000 3,000 90 A

Dichroic BriteSpot ESD111 ESD111 HIPAR111 MR 111 75 70 GX10 3,600 7,000 45 6,000 3,000 90 A

Coolbeam Universal              

  

HID Sodium               

High efficacy SON requires SHP-S HSE-E SE 72 165 70 E27 6,000 - - 55,0000 9,000 23 A+

external ignitor 

UV Stop

UV Stop

UV Stop

UV Stop

UV Stop
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Specifications

The following notes prepared to meet the company’s obligations imposed by the 

Health & Safety at Work Act 1974 (as amended) are of a general nature only. Specific 

information regarding installation use and disposal appropriate to individual models 

is provided in the instruction leaflet packed with the product, or can be found on the 

relevant pages of this catalogue. 

The Health & Safety at Work Act 1974 imposes upon the users of the company’s 

products an obligation to ensure that all personnel involved in the installation, handling, 

use or disposal of these products are acquainted with the information provided by the 

company and are made fully aware of any precautions that need to be taken. 

The installation of these products should only be carried out by a qualified installer in 

accordance with the instructions supplied with the product. 

Specifications 
Leadership in design is based on constant development and improvement. Whilst great 

care is taken to give up-to-date information in this publication, the right is reserved 

to change any specifications herein detailed, without prior notice. All descriptions, 

illustrations etc, in this publication shall not form part of any contract. 

Track and Spotlights 
All track and spotlights are designed for normal, dry interiors, and are not 

recommended for use in damp or corrosive situations. Adequate ventilation will be 

necessary when tungsten spotlights are used in confined spaces where elevated 

temperatures will occur. 

Lamps 
Wattage and where applicable type of lamp are shown for every fitting. Incorrect lamps 

may affect efficiency, change the planned distribution, create glare and in some cases, 

seriously overheat the luminaire. Unless otherwise stated all luminaires are supplied 

without lamps. 

Wiring 
The majority of luminaires are fully prewired and with heat resistant cable wherever 

required. 

Weights 
Where given, the weights of luminaires do not include lamps. 

Control Gear 
Transformers and Control Gear are available for 240V 50HZ and 230V 50HZ with other 

options subject to special quotation. 

240V 50HZ will be supplied unless any other voltage is requested at the time of 

ordering. 

Ceiling Cut-outs 
Throughout this publication cut-out sizes refer to the aperture for the ceiling ring with 

recessed fittings when mounted in soft fibrous tiles. For timber or metal tiles and cast-in 

construction, check dimensions on site. 

Product colours and finishes 
The Feilo Sylvania range of standard colours has been rationalised. This has given Havells 

Sylvania the opportunity to harmonise its standard colours in line with developments 

that have taken place in architectural materials and building accessories. 

For reference the standard paint finishes are now: 

Concord luminaire
RAL 9005 Jet Black

RAL 9006 White Aluminium

RAL 9010 Pure White

RAL 9016 Traffic White

Sylvania Outdoor luminaires
RAL 9007 Grey aluminium

LED Lamps 
RAL 9023 Pearl dark grey

RAL 9016 Traffic White 

Please note: 

• Due to photography and the printing process the colours reproduced in this catalogue 

may not be truly representative. 

• Though paint colours may be the same, gloss, matt, satin and textured finishes will 

appear different. 

Protection of Electronic Components 
All products incorporating electronic components are protected against damage which 

may result from transients on the mains supply. 

The level of protection incorporated is generally in excess of the minimum level specified 

in the current international standards. 

It is the customer’s responsibility to ensure that electronic equipment is not subjected 

to transients above these international immunity standards. In extreme cases additional 

suppression devices may be needed on the mains supply. The company does not take 

responsibility for damage to products caused by excessive mains transients.

Intellectual property rights
Sylvania, Concord and Lumiance are registered trademarks of the Feilo Sylvania group. 

Many products listed in this catalogue are the subject of patents, copyrights, design 

rights and other intellectual property rights of Feilo Sylvania.
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General Conditions Of Sale

1)   GENERAL

A.    All orders are accepted and executed on the understanding that the Purchaser 

is bound by the following General Conditions of Sale.  Where there is any 

inconsistency between these General Conditions of Sale and any conditions 

which the Purchaser seeks to impose these General Conditions of sale shall 

prevail. 

B.   Where there is a distributorship agreement between the Company and the 

Purchaser existing at the date of the contract and there is a conflict between 

the provisions of that agreement and these General Conditions of sales, the 

provisions of such distributorship agreement shall prevail.

C.   No waiver, alteration or modification of any of the provisions of the contract 

shall be binding on the Company unless in writing signed by one of its 

officers.

2)   PRICES

A.    Unless otherwise agreed in writing all orders shall be executed subject to prices 

and any relevant discounts ruling at the date of despatch. The orders shall be 

accepted subject to a revision of prices in the event of increases in the cost of 

materials, wages or other circumstances arising before despatch. Any price 

list of the Company whether published or not shall not affect the right of the 

Company to charge for goods in accordance with this clause.

B.   Unit prices do not include Value Added Tax and costs caused by or in 

connection with the transformation of the WEEE-Directive on electrical and 

electronical waste into national law.

C.   Value Added Tax at the appropriate rate shall be payable by the Purchaser.

3)   PAYMENT

A.   The terms of payment shall be as stated on our invoices and the Purchaser 

shall strictly adhere to such terms.

B.   The Company shall have the right to discontinue delivery and also at its 

discretion to terminate the contract in respect of any undelivered goods if the 

Purchaser defaults in payment, but in either event the Purchaser shall remain 

liable to pay for such goods as have already been delivered.

C.   The Company reserves the right to withhold the supply of goods which have 

been accepted on order in those instances where there is reason to believe 

that payment for the goods would not be forthcoming within these terms of 

trading if goods were supplied.

D.   Where a contract is to be or may be fulfilled in separate instalments, deliveries 

or parts, payment for each such instalment, delivery or part, shall be made as 

if the same constituted a separate Contract.

E.   The Company reserves the right to charge interest on overdue accounts at the 

rate of 10% per annum above National Westminster Bank plc basic rate

4)   PACKING AND CARRIAGE

A.   Unless otherwise specified by the Company, orders of value less than £200 

excluding VAT shall be subject to a minimum service charge. Orders of £200 

and over shall be delivered carriage paid. Unless otherwise specified, the price 

includes delivery to the Purchaser within the mainland of GB. The company 

reserves the right to choose the method of transport and to charge for 

deliveries outside the mainland.  Where special delivery arrangements are 

requested the difference in cost between standard and special delivery will be 

charged to the Purchaser.

B.   A charge for delivery may be made where the Company is requested to deliver 

to a third party on behalf of the Purchaser at their request.

C.   By prior arrangement with our Head Office, goods can be collected by 

Purchasers.

D.   A signature by an employee of the consignee on a carrier’s delivery sheet or 

delivery note shall constitute proof of delivery.

E.   If by reason of instructions or lack of instructions from the Purchaser despatch 

in accordance with the contract is delayed for more than 14 days after the 

Purchaser has been notified that the goods are ready for despatch, the 

Purchaser shall be liable to take delivery or arrange for storage and for the 

purpose of Clause 3 (Payment) the goods shall thereupon be deemed to have 

been delivered.  If and for so long as its storage facilities permit (but without 

being obliged to) the Company may store the goods and the Purchaser shall 

be liable to pay a reasonable charge therefore.

F.  Packaging and all cost caused by or in connection with the transformation of 

the WEEE-Directive on old electrical and electronical waste into national law 

shall be charged separately.

5)   SHORTFALL OR DAMAGE IN TRANSIT

A.   No claim in respect of damage in transit will be accepted unless the Company 

and its carriers are advised in writing within 72 hours of receipt of the goods, 

irrespective of the condition of packing, goods and packing should be held for 

inspection by the Company and its carriers.  After inspection the Company will 

arrange for the goods to be collected.

B.   No claim in respect of loss in transit or short delivery will be accepted unless 

the Company and its carriers are advised in writing of such loss or short 

delivery at the time of delivery.  The shortfall must be specified in writing on 

the delivery note.  Marking in words “not examined” or “not counted” or any 

similar statement on the delivery note will not entitle the purchaser to claim 

loss in transit or short delivery at any time after delivery.  If the purchaser does 

not note any shortfall on the delivery note the Company will be deemed to 

have delivered the correct quantity of goods to the Purchaser in accordance 

with the order.

C.   Any claim for damage or loss in transit or short delivery must be accompanied 

by the following details: 

- advice note number 

- carrier’s name (if other than the Company) 

- conditions of packages 

- date consignment received 

- date carrier advised 

- extent of damage or shortfall 

- copy of delivery note

D.   In the event of non-delivery carriers and the Company must be advised within 

5 days of invoice.

E.   The Company will not in any event be responsible for goods lost or damaged 

in transit or for short delivery unless the above conditions are strictly observed.

6)   DELIVERY AND PASSING OF RISK

A.   Any stipulated time for delivery shall date from the receipt by the Company of 

the Purchaser’s written order.  For delivery within the United Kingdom, unless 

otherwise agreed, the Company shall deliver the goods to the purchaser and 

the goods shall be at the Purchaser’s risk on delivery.  For delivery outside the 

United Kingdom, our terms of sale are “ex. Works”.
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B.   Delay in delivery or, in the case of a contract for delivery by instalments, 

delay in the delivery of an instalment shall not give rise to any liability on the 

Company, whether or not any time or date is given in this respect, unless a 

guarantee of delivery has been given in writing by the Company expressly 

stating that the Company guarantees delivery within a specified time.

7)   RETENTION OF TITLE 

A.   The goods shall remain the sole and absolute property of the Company until 

such a time as the Purchaser shall have paid to the Company the agreed 

price together with the full price of any other goods the subject of any other 

contract with the Company.

B.   The Purchaser acknowledges that the Purchaser is in possession of the goods 

solely as bailee for the Company until such time as the full price thereof is paid 

to the Company together with the full price of any other goods the subject of 

any other contract with the Company.

C.   Until such a time as the Purchaser becomes the owner of the goods, the 

Purchaser will store them on its premises separately from the Purchaser’s 

own goods or those of any other person and in a manner which makes them 

readily identifiable as the goods of the Company.

D.  The Purchaser’s right to possession of the goods shall cease if it does anything 

or fails to do anything which would entitle a receiver to take possession of any 

assets or which would enable any person to present a petition for winding-up. 

The Company may for the purpose of recovery of the goods enter upon any 

premises where they are stored or where they are reasonably thought to be 

stored and may repossess the same.

E.   Subject to the terms hereof the Purchaser is licensed by the Company to 

agree to sell the Company’s goods, subject to the express condition that such 

an agreement to sell shall take place as agents and bailees for the Company 

whether the Purchaser sells on its own account or not and that the entire 

proceeds thereof are held in trust for the Company and are not mingled with 

other monies and shall be at all times identifiable as the Company’s monies.

F.   If the Purchaser has not received the proceeds of any such sale, it will upon 

being called upon to do so by the Company within seven days thereof 

assign to the Company all rights against the person or persons to whom the 

Purchaser has supplied the goods.

8)   DEFECTS AFTER DELIVERY

A.   The Company will make good by repair or, at the Company’s option, by 

the supply of replacements, defects which, under proper use, appear in 

the goods after delivery within the product guarantee period stated in 

our current published catalogues for lamps and within a period of twelve 

calendar months for fixtures and which arise solely from faulty design (other 

than a design made, furnished or specified by the Purchaser for which we 

have disclaimed responsibility in writing) materials or workmanship provided 

the goods concerned have been stored and used in a proper manner and 

have been returned to our stores carriage paid and adequately packed and 

provided further that in respect of parts or components not of the Company’s 

manufacture the Company will pass on to the Purchaser the benefit of any 

guarantee which the Company may have received from the supplier of such 

parts or components but will have no further or other liability in respect 

thereof whatsoever.

B.   Goods returned as defective but found on inspection to be in good order, will 

be returned to the Purchaser subject to a handling charge. 

C.   Units out of guarantee or those used outside an approved manner will 

normally be scrapped unless the Company has had specific disposal 

instructions.  Where a specific test report is required, this must be requested in 

writing prior to the goods being returned. 

9)   RETURN OF GOODS

A.    In no circumstances are goods supplied against a firm order be returned 

without the purchaser having first applied for and obtained the written 

consent of the Company.  A handling charge of up to 35% of the invoiced 

value, will be deducted from any credit allowed, unless the goods are returned 

pursuant to the provisions of Clause 5 or 8 hereof or because of any error on 

the part of the Company.

10)   DESCRIPTION MATTER AND ILLUSTRATIONS

All descriptive and forwarding specifications, drawings and particulars of weight and 

dimensions issued by the Company are approximate only and are intended only to 

present a general idea of the goods which they refer and shall not form part of any 

contract.  The right is reserved to change specifications without prior notification or 

public announcement.

11)   PATENTS

In the event of any claim being made or action being brought against the Purchaser 

in respect of infringement of patents by the use or sale of goods supplied hereunder, 

the purchaser shall not settle or compromise such claim or action but shall notify the 

Company immediately and the Company shall be at liberty with Purchaser’s assistance 

if required, but at the Company’s expense, to conduct throughout the Company’s own 

lawyers and experts, all negotiations for the settlement of the same or any litigation 

that may arise therefrom, subject to compliance with the above provisions and provided 

that no such goods, or any part thereof shall be used for any purpose other than that 

for which the Company supply them the Company will indemnify the Purchaser in 

respect of any such claim.

12)   DELIVERIES AGAINST ORDER SCHEDULES

A.   Orders on non-standard lines (including specially branded units) will be 

delivered to within plus or minus 10% order quantity.

B.   On standard lines the Company requires 6-8 weeks notice of change  in 

requirements, where a delivery date is brought forward or a quantity 

amended.

C.   On non-standard lines (including specially branded units) the Company 

requires 8-12 weeks notice of change in requirements, where a delivery date is 

brought forward or quantity amended.

D.   Scheduled quantities may be subject to a variation where necessary to bring 

them into line with the nearest boxed quantity.

13)   EXPORT 

No goods sold by the Company are to be re-sold or delivered outside Great Britain or 

Northern Ireland without first obtaining the Company’s written consent.

14)   EXCLUSIONS    

Save as provided by these General Conditions and save for the Company’s implied 

undertakings as to title etc. contained in S.12 of the Sale of Goods Act 1979 all 

conditions and warranties express or implied statutory or otherwise and, except as 

provided in S.2 of the Unfair Contract Terms Act 1977 (liability for death or personal 

injury resulting from negligence)  all other obligations and liabilities whatsoever of the 

Company whether in contract or in tort or otherwise are excluded. 

General Conditions Of Sale
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15)   DIRECT, INDIRECT OR CONSEQUENTIAL LOSS OR DAMAGE

Except as provided in S.2 of the Unfair Contract Terms Act 1977 (liability for death or 

personal injury resulting from negligence) the Company accepts no responsibility in any 

circumstances for any direct, indirect or consequential loss or damage, however arising, 

which the Purchaser may sustain in connection with goods supplied under the contract 

whether such goods are of the Company’s own manufacture or not. 

16)   FORCE MAJEURE

A.   If the performance of the contract shall be delayed by any circumstances 

or conditions beyond the control of the Company including (but without 

prejudice to the generality of the foregoing) war, industrial disputes, strikes, 

lock-outs, riots, malicious damage, fire, storm, Act of God, accidents, non-

availability or shortage of materials or labour, any statute, rule, bye law, order 

or requisition made or issued by any Government or Government Department, 

local or other duly constituted, then the Company shall have the right to 

suspend further performance of the contract until such time as the cause of 

the delay shall no longer be present.

B.   If the performance of the contract by the Company shall be prevented by any 

such circumstances or conditions beyond the control of the Company, then 

the Company shall have the right to be discharged from further performance 

of and liability under the contract.  If the Company exercises such right the 

buyer shall thereupon pay the contract price less a reasonable allowance for 

what has not been performed by the Company.

17)   ARBITRATION 

Any dispute, difference or question which shall at any time arise between the parties 

to the contract as to the construction, meaning or effect of these Conditions of Sale 

or the rights and liabilities of the parties or otherwise howsoever, relating thereto 

shall be referred to the decision of a single arbitrator to be nominated in the event of 

disagreement between the parties by the President for the time being of the London 

Chambers of Commerce and such reference shall be deemed to be an arbitration 

agreement within the meaning of the Arbitration Act 1950 or any statutory re-

enactment thereof.

18)   LAW   

The contract shall be subject to and interpreted in accordance with the laws of England.                                                                                                             

General Conditions Of Sale
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0046065 625
0046066 625
0046067 625
0046080 624
0046081 624
0046082 624
0046083 624
0046084 624
0046085 624
0046086 624
0046087 624
0046089 624
0046090 624
0046091 624
0046092 624
0046093 624
0046100 624
0046101 624
0046102 624
0046103 624
0046104 624
0046105 624
0046106 624
0046107 624
0046108 624
0046109 624
0046110 624
0046111 624
0046112 624
0046113 624
0046169 625
0046170 625
0046171 625
0046172 625
0046301 622
0046302 622
0046303 622
0046304 622
0046318 622
0046382 622
0046383 622
0047396 44, 749
0047397 44, 749
0047400 40
0047401 40
0047407 570
0047410 44
0047414 40
0047415 40
0047416 41,44
0047417 45
0047424 44
0047425 44
0047432 40
0047438 40
0047439 40
0047440 40
0047441 40
0047442 41
0047443 41
0047450 44
0047451 44
0047452 45
0047453 45
0047454 44
0047455 44
0047456 45
0047457 45
0047458 41
0047459 41
0047510 40
0047511 40
0047513 41
0047514 41
0047515 40
0047516 40
0047517 41
0047519 41
0047520 40
0047521 40
0047522 44
0047525 44
0047526 44
0047527 45
0047528 45
0047529 41
0047532 90
0047533 90
0047536 90
0047537 90
0047538 90
0047539 90
0047542 90
0047543 90

0047544 90
0047546 90
0047579 41,44
0047580 542
0047581 542
0047582 542
0047583 542
0047584 542
0047585 542
0047586 542
0047587 542
0047588 542
0047589 542
0047590 542
0047591 542
0047593 542
0047594 542
0047596 542
0047597 542
0047598 542
0047599 542
0047600 542
0047601 542
0047602 542
0047603 542
0047604 542
0047605 542
0047606 542
0047607 542
0047608 542
0047609 542
0047610 543
0047611 543
0047612 543
0047613 543
0047614 543
0047615 543
0047616 543
0047617 543
0047618 543
0047619 543
0047620 543
0047621 543
0047622 543
0047623 543
0047624 543
0047625 543
0047626 543
0047627 543
0047628 543
0047629 543
0047630 543
0047631 543
0047632 543
0047633 543
0047659 558
0047703 669
0047715 668
0047729 669
0047730 669
0047737 668
0047738 668
0047749 670
0047800 574
0047801 574
0047803 574
0047805 574
0047810 729
0047811 694
0047812 694
0047813 729
0047814 729
0047815 728
0047816 728
0047817 728
0047818 728
0047822 664
0047823 664
0047824 664
0047825 664
0047826 664
0047827 664
0047828 664
0047829 664
0047830 664
0047831 664
0047832 664
0047833 664
0047850 558
0047851 558
0047852 558
0047853 558
0047854 558
0047855 558
0047856 558
0047857 558
0047858 558
0047870 574
0047871 574

0047872 574
0047873 574
0047874 574
0047875 574
0047876 574
0047877 574
0047878 574
0047879 574
0047880 570
0047881 570
0047882 570
0047883 570
0047884 570
0047885 570
0047886 570
0047887 570
0047888 570
0047889 570
0047890 570
0047891 570
0047892 570
0047893 570
0047894 570
0047895 570
0047896 570
0047897 570
0047898 570
0047899 570
0047900 570
0047901 570
0047902 570
0047903 570
0047904 570
0047905 570
0047906 570
0049079 724
0049080 724
0049083 724
0049084 724
0049085 724
0049086 724
0049100 657
0049101 657
0049102 657
0049103 656
0049104 656
0049105 656
0049106 657
0049107 657
0049108 657
0049109 656
0049110 656
0049111 656
0049112 657
0049113 657
0049114 657
0049115 656
0049116 656
0049117 656
0049118 657
0049119 657
0049120 657
0049121 656
0049122 656
0049123 656
0049124 657
0049125 657
0049126 657
0049127 656
0049128 656
0049129 656
0049175 510,730
0049176 510, 730
0049177 510, 730
0049178 510, 730
0049179 510, 730
0049180 510, 730
0049181 510, 730
0049182 510, 730
0049183 510, 730
0049184 510, 730
0049185 510, 730
0049186 510, 730
0049305 676
0049306 676
0049307 676
0049323 677
0049335 677
0049337 677
0049354 688
0049355 689
0049356 689
0049358 688
0049359 689
0049360 689
0049363 689
0049364 689
0049369 688
0049372 689
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0049380 680
0049381 680
0049382 680
0049383 680
0049384 680
0049385 680
0049386 681
0049387 681
0049404 699
0049405 698, 700
0049406 698
0049409 698
0049418 699
0049419 699
0049421 699
0049423 699
0049430 700
0049433 700
0049505 64
0049506 64
0049507 64
0049508 64
0049509 64
0049510 64
0049511 64
0049512 64
0049513 64
0049514 64
0049516 63
0049517 63
0049518 63
0049519 63
0049520 62
0049524 62
0049534 63
0049535 63
0049539 63
0049540 62
0049544 62
0049545 62
0049550 63
0049554 63
0049555 63
0049559 63
0049575 63
0049590 64
0049596 62
0049599 62
0049604 62
0049606 62
0049610 64
0049611 64
0049615 64
0049616 64
0049621 65
0049626 65
0049630 64
0049631 64
0049635 64
0049636 64
0049641 65
0049646 65
0049650 64
0049651 64
0049655 64
0049656 64
0049660 65
0049666 65
0049671 64
0049676 64
0049681 64
0049686 64
0049696 64
0049700 62
0049702 62
0049703 66
0049704 62
0049705 62
0049707 62
0049710 63
0049713 63
0049715 63
0049716 63
0049720 62
0049723 66
0049724 62
0049725 62
0049726 62
0049730 63
0049733 63
0049736 63
0049738 63
0049740 62
0049743 66
0049745 62
0049750 63
0049760 64
0049765 64
0049770 64

0049776 62
0049784 62
0049786 62
0049790 64
0049793 64
0049794 64
0049795 64
0049796 64
0049800 65
0049803 65
0049804 65
0049807 65
0049808 65
0049809 65
0049810 64
0049813 64
0049814 64
0049815 64
0049816 64
0049820 65
0049823 65
0049824 65
0049827 65
0049828 65
0049829 65
0049830 64
0049831 64
0049836 64
0049840 65
0049841 65
0049845 65
0049846 65
0049866 64
0049874 64
0049876 64
0049880 63
0049881 63
0049882 65
0049883 65
0049884 63
0049885 63
0049886 65
0049887 65
0049994 63, 750
0049995 63, 750
0049996 65, 750
0049997 65, 750
0049998 63, 750
0049999 63, 750
0050000 65, 750
0050001 65, 750
0050002 63, 750
0050003 63, 750
0050004 63, 750
0050005 63, 750
0050189 149, 750
0050190 149, 750
0050191 149, 750
0050192 149, 750
0050193 149, 750
0050194 149, 750
0050195 149, 750
0050196 149, 750
0050197 149, 750
0050198 149, 750
0050199 149, 750
0050215 150
0050216 150
0050223 150
0050226 144
0050227 144
0050229 144
0050232 144
0050235 144
0050236 147
0050238 144
0050241 144
0050244 144
0050247 144
0050253 144
0050254 147
0050256 144
0050259 144
0050262 144
0050265 144
0050268 144
0050271 144
0050274 144
0050277 144
0050280 146
0050281 148
0050284 148
0050286 146
0050287 148
0050289 146
0050292 146
0050293 148
0050295 146
0050296 148

0050299 148
0050301 146
0050302 148
0050304 146
0050307 146
0050310 146
0050311 148
0050313 146
0050314 148
0050316 146
0050319 146
0050320 148
0050325 146
0050326 148
0050328 146
0050331 146
0050334 146
0050337 146
0050338 148
0050347 148
0050350 148
0050352 145
0050353 148
0050355 145
0050356 148
0050359 148
0050365 148
0050367 145
0050368 148
0050370 145
0050371 148
0050373 145
0050374 148
0050376 145
0050382 145
0050383 148
0050385 145
0050386 148
0050388 145
0050389 145
0050391 145
0050395 148
0050397 145
0050398 148
0050401 149
0050404 149
0050410 149
0050413 149
0050416 149
0050424 146
0050425 149
0050427 146
0050430 146
0050431 149
0050433 146
0050436 146
0050437 149
0050439 146
0050440 149
0050442 146
0050443 149
0050445 146
0050446 149
0050457 150
0050460 150
0050463 150
0050475 150
0050478 150
0050481 150
0050484 150
0050487 150
0050490 150
0050493 150
0050496 150
0050499 150
0050502 150
0050505 150
0050513 147
0050515 144
0050516 147
0050518 144
0050519 147
0050521 144
0050524 144
0050525 147
0050530 144
0050531 147
0050533 144
0050534 147
0050536 144
0050537 147
0050539 144
0050540 147
0050542 144
0050543 147
0050545 144
0050548 144
0050549 147
0050551 144

0050552 147
0050554 144
0050555 147
0050557 144
0050560 144
0050561 147
0050563 144
0050564 147
0050566 144
0050567 147
0050581 151
0050710 144
0050712 144
0050713 147
0050714 144
0050715 147
0050716 144
0050717 147
0050719 147
0050720 144
0050721 147
0050723 147
0050724 144
0050725 147
0050730 146
0050731 148
0050732 146
0050733 148
0050734 146
0050735 148
0050736 146
0050737 148
0050738 146
0050739 148
0050740 146
0050741 148
0050742 146
0050743 148
0050744 146
0050745 148
0050750 146
0050751 149
0050752 146
0050753 149
0050754 146
0050755 149
0050756 146
0050757 149
0050758 146
0050759 149
0050760 146
0050761 149
0050762 146
0050763 149
0050764 146
0050765 149
0050781 148
0050782 149
0050785 148
0050786 149
0050788 144
0050789 146
0050790 146
0050792 144
0050793 146
0050794 146
0050796 148
0050797 148
0050798 145
0050799 145
0050801 148
0050802 148
0050803 149
0050806 148
0050807 148
0050808 149
0050810 144
0050811 146
0050812 146
0050813 146
0050815 144
0050816 146
0050817 148
0050818 146
0050820 154
0050821 154
0050980 530
0050981 530
0050982 530
0050983 530
0050990 527
0050991 527
0050994 527
0050997 527
0050998 527
0050999 527
0051000 525
0051001 525
0051002 525

0051003 525
0051004 525
0051005 525
0051006 525
0051007 525
0051008 525, 526
0051009 525, 526
0051010 525, 526
0051015 526
0051016 526
0051017 526
0051018 526
0051019 526
0051020 526
0051021 526
0051022 526
0051023 526
0051024 526
0051190 141, 750
0051191 141, 750
0051192 141, 750
0051193 141, 750
0051194 141, 750
0051195 141, 750
0051196 141, 750
0051197 141, 750
0051198 141, 750
0051199 141, 750
0051200 141, 750
0051210 140
0051211 141
0051212 140
0051213 141
0051214 141
0051215 140
0051216 141
0051217 140
0051218 140
0051219 141
0051220 140
0051221 141
0051222 141
0051223 140
0051224 141
0051225 140
0051226 140
0051227 141
0051228 140
0051229 141
0051230 141
0051231 140
0051232 141
0051233 140
0051234 140
0051235 141
0051236 140
0051237 141
0051238 141
0051239 140
0051240 141
0051241 140
0051250 127
0051251 127
0051252 127
0051253 127
0051254 127
0051255 127
0051256 127, 750
0051257 127, 750
0051258 127
0051259 127
0051260 127
0051262 128
0051263 128
0051264 128
0051265 128
0051266 128
0051267 128
0051268 128, 750
0051269 128, 750
0051270 128
0051271 128
0051272 128
0051275 129
0051276 129
0051277 129
0051278 129
0051279 129
0051280 129
0051281 129, 750
0051282 129, 750
0051283 129
0051284 129
0051285 129
0051288 52, 54, 133, 136
0051290 52, 133, 135
0051291 52, 133, 135
0051292 52, 133, 135
0051293 52, 133, 135
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0051294 52, 133
0051295 52, 133
0051296 52, 133
0051297 52, 133
0051298 52, 54, 133, 136
0051300 52, 54, 133, 136
0051301 52, 53, 133, 134
0051302 52, 53, 133, 134
0051303 52, 53, 133, 134
0051304 52, 53, 133, 134
0051315 52, 133
0051316 52, 133, 135
0051317 52, 133, 135
0051318 52, 133, 135
0051319 52, 133, 135
0051562 784, 785, 788
0052060 626
0052061 626
0052062 626
0052063 626
0052064 626
0052068 626
0052104 626
0052105 626
0052106 626
0052120 626, 627
0052230 58
0052231 59
0052232 58
0052233 59
0052234 59
0052235 58
0052236 59
0052237 58
0052238 58
0052239 59
0052240 58
0052241 59
0052242 59
0052243 58
0052244 59
0052245 58
0052246 58
0052247 59
0052248 58
0052249 59
0052250 59
0052251 58
0052252 59
0052253 58
0052254 58
0052255 59
0052256 58
0052257 59
0052258 59
0052259 58
0052260 59
0052261 58
0052264 58
0052265 59
0052266 59
0052267 59
0052268 59
0052269 58
0052270 59
0052271 59
0052272 59
0052273 59
0052274 58
0052275 59
0052276 59
0052277 59
0052278 59
0052279 58
0052280 59
0052281 59
0052282 59
0052283 59
0052284 59
0052285 59, 750
0052286 59, 750
0052287 59, 750
0052288 59, 750
0052289 59, 750
0052290 59, 750
0052291 59, 750
0052292 59, 750
0052293 59, 750
0052294 59, 750
0052295 59, 750
0052296 59, 750
0052297 59, 750
0052298 59, 750
0052299 59, 750
0052300 59, 750
0052340 49, 130
0052341 49, 130
0052342 49, 130
0052343 49, 130

0052344 49, 130
0052345 49, 130
0052346 49, 130
0052347 49, 130
0052348 49, 130
0052349 49, 130
0052350 49, 130
0052352 50, 131
0052353 50, 131
0052354 50, 131
0052355 50, 131
0052356 50, 131
0052357 50, 131
0052358 50, 131
0052359 50, 131
0052360 50, 131
0052361 50, 131
0052362 50, 131
0052364 51, 132
0052365 51, 132
0052366 51, 132
0052367 51, 132
0052368 51, 132
0052369 51, 132
0052370 51, 132
0052371 51, 132
0052372 51, 132
0052373 51, 132
0052374 51, 132
0052851 80
0052852 80
0052853 80
0052854 80
0052855 80
0052856 80
0053254 514
0053255 514
0053256 514
0053257 514
0053270 522
0053271 522
0053272 522
0053273 522
0053289 334
0053290 334
0053292 334
0053293 334
0053294 334
0053295 334
0053296 334
0053297 334
0053298 334
0053299 334
0053300 334
0053301 334
0053302 334
0053303 334
0053304 334
0053305 334
0053308 335
0053309 335
0053311 335
0053312 335
0053313 335
0053314 335
0053315 335
0053316 335
0053317 335
0053318 335
0053319 335
0053320 335
0053321 335
0053322 335
0053323 335
0053324 335
0053400 524
0053401 524
0053402 524
0053403 524
0053404 524
0053405 524
0053406 524
0053407 524
0053543 402
0053544 402
0053545 402
0053546 402
0053558 406
0053559 406
0053560 406
0053561 406
0053562 406
0053563 406
0053566 406
0053570 406
0053571 406
0053574 406
0053575 406
0054009 626

0054063 627
0054064 627
0054065 627
0054067 627
0054068 627
0054069 627
0055085 165
0055086 165
0055087 167
0055088 167
0055089 167
0055090 167
0055091 167
0055092 167
0055094 167
0055095 165
0055096 165
0055097 168
0055098 168
0055099 166
0055115 166
0055131 167
0055132 167
0055134 167
0055250 168
0055251 168
0055252 167
0055253 167
0055254 167
0055255 167
0055258 166
0055260 166
0055261 166
0055262 166
0055263 166
0055264 167
0055265 167
0055480 86
0055481 86
0055484 86
0055485 86
0055631 165
0055639 165
0055720 164
0055721 164
0055722 164
0055723 164
0055724 164
0055725 164
0055739 84
0055744 84
0055747 85
0055748 85
0055766 84
0055767 85
0056006 84
0056066 84
0056072 562
0056073 562
0056074 562
0056075 562
0056076 562
0056122 562
0056123 562
0056124 562
0056127 562
0056128 562
0056134 562
0056135 562
0056136 562
0056137 562
0056138 562
0056139 562
0056140 562
0056145 562
0056146 562
0056147 562
0056148 562
0056149 562
0056150 562
0056151 562
0056152 562
0056155 565
0056156 565
0056157 565
0056158 565
0056159 565
0056160 565
0056161 565
0056162 565
0056166 562
0056167 562
0056169 562
0056170 562
0056172 562
0056173 562
0056174 562
0056176 562
0056177 562

0056178 562
0056183 562
0056184 562
0056185 562
0056186 562
0056188 562
0056189 562
0056190 562
0056191 564
0056192 564
0056194 564
0056195 563
0056196 563
0056197 563
0056198 563
0056199 563
0056200 563
0056201 565
0056202 565
0056206 563
0056209 563
0056210 563
0056212 563
0056213 563
0056215 563
0056216 563
0056221 563
0056222 563
0056224 563
0056225 563
0056230 563
0056231 563
0056232 563
0056233 563
0056234 563
0056235 563
0056236 563
0056241 563
0056245 563
0056246 563
0056248 563
0056249 563
0056250 563
0056253 563
0056259 565
0056260 565
0056261 565
0056262 565
0056263 565
0056264 565
0056265 565
0056266 565
0056270 565
0056271 565
0056272 565
0056273 565
0056274 565
0056275 565
0056276 563
0056277 563
0056279 563
0056281 563
0056305 564
0056306 564
0056307 564
0056308 564
0056309 564
0056310 564
0056320 564
0056321 564
0056322 564
0056323 564
0056324 564
0056325 564
0056340 564
0056341 564
0056342 564
0056343 564
0056344 564
0056345 564
0056346 564
0056347 564
0056348 564
0056355 564
0056358 564
0056359 564
0056362 564
0056397 563
0056398 563
0056399 563
0056400 563
0056401 563
0056402 563
0056403 563
0056404 563
0056405 563
0056406 563
0056407 563
0056408 563

0056409 563
0056410 563
0056411 563
0056412 563
0056413 563
0056414 563
0056415 563
0056416 563
0056417 565
0056418 564
0056419 563
0056420 563
0056421 563
0056422 563
0056423 563
0056424 563
0056425 563
0056426 563
0056482 626, 627
0056552 563
0056607 84
0056946 528
0056947 528
0056948 528
0056949 528
0056950 528
0056951 528
0056952 528
0056953 528
0056954 528
0056955 528
0056956 528
0056957 528
0056958 529
0056959 529
0056960 529
0056961 529
0056962 529
0056963 529
0056964 529
0056965 529
0056966 529
0056967 529
0056968 529
0056969 529
0056970 529
0056971 529
0056972 529
0056973 529
0056974 529
0056975 529
0056984 528
0056985 528
0057520 622
0057521 622
0057522 622
0057523 622
0057531 622
0057532 622
0057533 622
0057534 622
0057580 622
0057840 639
0057841 639
0057842 639
0057843 639
0057844 639
0057845 639
0057846 639
0057847 639
0057848 639
0057849 639
0057850 639
0057851 639
0057852 639
0057853 639
0057854 639
0057855 639
0057856 639
0057857 639
0057858 639
0057859 639
0057860 639
0057861 639
0057862 639
0057863 639
0057864 638
0057865 638
0057866 638
0057867 638
0057868 638
0057869 638
0057870 638
0057871 638
0057872 638
0057873 638
0057874 638
0057875 638
0057876 638
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0057877 638
0057878 638
0057879 638
0057880 638
0057881 638
0057882 638
0057883 638
0057884 638
0057885 638
0057886 638
0057887 638
0057888 638, 639
0057908 634
0057909 634
0057910 634
0057911 634
0057912 634
0057913 634
0057914 634
0057915 634
0057920 634
0057922 634
0057923 634
0059501 414
0059504 414
0059507 414
0059510 414
0059513 414
0059516 414
0059740 414
0059742 415
0059743 414
0059745 415
0059746 414
0059748 415
0059749 414
0059752 414
0059755 414
0059801 410
0059803 410
0059804 410
0059805 410
0059807 410
0059809 410
0059810 410
0059811 410
0059813 410
0059815 410
0059816 410
0059817 410
0059910 612
0059911 612
0059912 612
0059913 612
0059914 612
0059915 612
0059916 612
0059917 612
0059918 612
0059919 612
0059920 612
0059921 612
0059960 613
0059961 613
0059962 613
0059963 613
0059964 613
0059965 613
0059968 613
0059969 613
0059971 613
0059972 613
0059973 613
0059974 613
0059975 613
0059976 613
0059977 613
0059978 613
0059979 613
0059980 613
0059981 613
0059982 613
0059983 613
0059985 613
0059986 613
0059988 613
0059989 613
0059990 613
0059991 613
0059993 613
0059994 613
0084720 623
0084721 623
0084722 623
0084726 623
0084728 623
0084729 623
0084730 623
0084731 623

0084732 623
0084733 623
0084734 623
0084735 623
0084749 623
0084750 623
0084751 623
0084753 623
0084754 623
0084755 623
0084758 623
0084759 623
0084760 623
0084761 623
0084762 623
0084763 623
0084769 623
0098292 626, 627
0560676 84
2007631 238, 241
2010997 254
2011283 238
2011285 238
2011297 238
2011299 238
2011303 238
2011305 238
2011345 238
2011348 238
2011350 169
2011379 238
2011381 238
2011383 238
2011833 238
2011835 238
2011841 254
2011999 254
2017357 341
2017358 341
2017359 341
2017361 341
2017362 341
2017364 341
2017365 341
2017368 341
2017369 341
2017370 341
2017373 341
2017374 341
2017375 341
2017378 341
2017398 341
2017400 341
2017401 341
2019502 240
2019503 240
2019504 240
2019505 240
2019506 240
2020718 247
2020719 247
2020751 247
2020759 247
2020760 247
2020761 247
2020762 247
2020763 247
2020787 247
2020788 247
2020789 248
2020790 248
2020792 248
2020793 248
2020794 248
2020795 248
2020796 248
2020797 248
2020798 248
2020799 248
2021310 248
2021314 248
2021315 248
2021317 248
2021318 248
2025500 247
2025501 247
2025502 247
2025503 247
2025507 248
2025508 248
2025511 248
2025512 248
2025513 248
2025514 248
2025515 248
2025516 248
2025517 248
2025697 248, 251
2025709 240

2025710 240
2025711 240
2025712 240
2025713 240
2025994 241
2025995 241
2027542 248
2027546 248, 251
2027547 248, 251
2027548 248
2027549 248, 251
2027550 248, 251
2027551 248
2028033 275, 285
2028034 267, 279
2028035 275, 285
2028036 267
2028038 267
2028039 277
2028040 281
2028041 277
2028042 281
2028043 277
2028044 281
2028045 277
2028046 281
2028047 277
2028048 279, 281
2028060 267
2028549 267
2028599 285
2028600 267
2028601 285
2028602 267
2028608 267
2028612 267
2028614 267
2030732 246
2030733 246
2030734 246
2030736 246
2032321 122
2032322 122
2032323 122
2032324 122
2032326 122
2032327 122
2032330 122
2032333 122
2032334 122
2032336 122
2032342 122
2032343 122
2032344 122
2032345 122
2034216 118
2034217 118
2034218 118
2034222 118
2034223 118
2034224 118
2034225 118
2034226 118
2034230 118
2034233 120
2034234 120
2034235 120
2034238 120
2034243 120
2034254 120
2034255 120
2034256 120
2034257 120
2034261 121
2034262 121
2034263 121
2034264 121
2034266 121
2034267 121
2034268 122
2034272 121
2034273 121
2034276 121
2034282 118
2034283 118
2034285 118
2034313 118
2034314 118
2034315 118
2034316 118
2034321 118
2034493 267
2035014 108, 254
2035015 107, 108, 254
2035016 107, 108, 115, 254
2035017 108, 254
2035018 107, 108, 254
2035020 107, 254
2035022 107, 254

2035023 107, 254
2035024 254
2035025 107, 254
2035026 107, 254
2035031 101, 107, 108, 115,254 
2036010 236
2036011 236
2036012 236
2036013 236
2036014 236
2036015 237
2036016 237
2036017 237
2036018 237
2036020 237
2036021 237
2036022 237
2036023 237
2036024 237
2036027 238
2036028 238
2037420 33
2037421 33
2037422 33
2037423 33
2037837 249
2037838 249
2037841 249
2037842 249
2037845 249
2037846 254
2037847 254
2037848 251
2037850 251
2037851 251
2037852 251
2037853 251
2037854 251
2037855 251
2037856 251
2037858 251
2037860 251
2038193 122
2038195 120
2038196 120
2038197 120
2038201 121
2038202 121
2038203 121
2038205 118
2038206 118
2038207 118
2038208 118
2038214 118
2038216 118
2038218 118
2038221 118
2038222 118
2038237 118
2038241 118
2038242 118
2038243 118
2038245 118
2038246 118
2038248 118
2038250 118
2038310 33
2038311 33
2038312 257
2038962 256
2038963 256
2038980 267
2038984 267
2039012 275, 285
2039013 267, 279
2039021 267
2039062 121
2040578 769
2040819 769
2040821 769
2040826 106
2040827 106
2040828 106
2040829 106
2040830 106
2040832 106
2040833 106
2040834 106
2040835 106
2040836 106
2040837 106
2040840 106
2040841 106
2040842 106
2040844 106
2040845 107
2040846 107
2040847 107
2040848 106

2040850 107
2040851 107
2040858 107
2041178 106
2041179 106
2041180 106
2041182 106
2041183 106
2041187 106
2041189 106
2041190 106
2041191 106
2041192 106
2041255 769
2041258 769
2041261 769
2041263 769
2041264 769
2041265 769
2041554 769
2041555 769
2042741 107
2042742 107
2042776 107
2043253 107
2043254 107
2043255 107
2043261 107
2044139 106
2044146 106
2045812 768
2045813 768
2045814 768
2045815 768
2045817 768
2045818 768
2045819 768
2045823 768
2045824 768
2045825 768
2046525 236, 240
2046526 236, 240
2046527 236, 240
2046528 236, 240
2046529 236, 240
2046530 241
2046531 237
2046532 237
2046533 237
2046535 238
2046536 238
2046538 238
2046539 238
2047193 362
2047754 21, 24, 25
2049498 362
2049513 340
2049514 340
2049515 340
2049516 340
2049519 340
2049520 340
2049521 340
2049522 340
2049525 340
2049526 340
2049527 340
2049528 340
2049529 340
2049530 340
2049531 340
2049532 340
2049537 340
2049538 340
2049539 340
2049540 340
2049541 340
2049542 340
2049543 340
2049544 340
2049549 425
2049550 424
2049551 425
2049552 424
2049555 425
2049556 424
2049557 425
2049558 424
2049561 341
2049565 341
2049579 425
2049580 425
2049582 425
2049583 425
2049585 425
2049586 424
2049587 425
2049588 424
2049591 425
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2049592 424
2049593 425
2049594 424
2049597 425
2049598 425
2049600 425
2049601 425
2051485 248, 251
2051486 248, 251
2051487 248
2051488 248, 251
2051489 248, 251
2051490 248
2051491 248
2051493 248
2051494 248
2051496 248
2051497 248
2051498 248
2051499 248
2051500 248
2051501 248
2051502 248
2051503 248
2051505 248
2051506 248
2051507 248
2051508 248
2051521 251
2051528 251
2051533 251
2052226 285
2052600 289
2052601 289
2052603 290
2052616 289
2052617 289
2052619 290
2052654 284
2052658 284
2052662 284
2052666 284
2052670 284
2052672 284
2052674 284
2052678 284
2052680 284
2052682 284
2052686 284
2052687 284
2052688 284
2052689 284
2052690 284
2052691 284
2052694 284
2052695 284
2052696 284
2052702 284
2052703 284
2052704 284
2052705 284
2052706 284
2052707 284
2052710 284
2052711 284
2052712 284
2052713 284
2052714 284
2052715 284
2052730 341
2052731 341
2052732 341
2052896 362
2052897 362
2052901 362
2052911 362
2052912 362
2052914 362
2052940 174, 188, 189, 195, 203, 362
2053071 22
2053072 22
2053073 22
2053074 22
2053075 22
2053076 22
2053077 22
2053078 22
2053079 22
2053080 22
2053081 22
2053082 22
2053091 22
2053623 362
2054430 226
2054431 226
2054432 226
2054433 226
2054434 226
2054435 226

2054436 226
2054437 226
2054438 226
2054440 226
2054909 101
2054910 101
2054912 101
2054914 101
2055136 179
2055153 179
2055154 179
2055155 179
2055156 179
2055157 179
2055158 179
2055159 179
2055160 178
2055161 180
2055162 179
2055163 178
2055164 180
2055165 179
2055166 178
2055167 180
2055168 179
2055169 178
2055170 180
2055171 179
2055172 178
2055173 180
2055174 179
2055175 178
2055176 180
2055177 179
2055178 178
2055179 180
2055180 179
2055181 178
2055182 180
2055183 179
2055184 178
2055185 180
2055186 179
2055187 178
2055188 180
2055189 179
2055190 178
2055191 180
2055192 179
2055193 178
2055194 180
2055195 179
2055196 178
2055197 180
2055198 179
2055199 178
2055200 180
2055201 179
2055202 178
2055203 180
2055204 179
2055205 178
2055206 180
2055207 179
2055209 178
2055210 180
2055211 178
2055212 180
2055213 178
2055214 180
2055215 178
2055216 180
2055217 178
2055218 180
2055219 178
2055220 180
2055221 178
2055222 180
2055223 178
2055224 180
2055380 101
2055782 270
2055783 270
2055986 271
2055987 271
2055988 271
2055989 271
2055990 271
2055991 271
2055992 271
2055993 271
2055994 271
2055995 271
2055996 271
2055997 271
2056146 267
2056147 267
2056148 267
2056149 270

2056150 270
2056151 270
2056160 212
2056161 212
2056162 212
2056163 212
2056164 212
2056165 212
2056166 213
2056167 213
2056168 213
2056169 213
2056170 213
2056171 213
2056172 212
2056173 212
2056174 212
2056175 212
2056176 212
2056177 212
2056178 213
2056179 213
2056180 213
2056181 213
2056182 213
2056183 213
2056190 215
2056191 215
2056192 215
2056193 215
2056194 215
2056195 215
2056196 214
2056197 214
2056198 214
2056199 214
2056200 214
2056201 214
2056202 215
2056203 215
2056204 215
2056205 215
2056206 215
2056207 215
2056208 356
2056209 356
2056210 356
2056211 356
2056212 356
2056213 356
2056214 356
2056215 356
2056216 356
2056217 356
2056218 356
2056219 356
2056220 356
2056221 356
2056222 356
2056223 356
2056224 357
2056225 357
2056226 357
2056227 357
2056228 357
2056229 357
2056230 357
2056231 357
2056232 357
2056233 357
2056234 357
2056235 357
2056236 357
2056237 357
2056238 357
2056239 357
2056240 358
2056241 358
2056242 358
2056243 358
2056244 358
2056245 358
2056246 358
2056247 358
2056248 358
2056249 358
2056250 358
2056251 358
2056252 359
2056253 359
2056254 359
2056255 359
2056256 359
2056257 359
2056258 359
2056259 359
2056260 359
2056261 359
2056262 359

2056263 359
2056264 359
2056265 359
2056266 359
2056274 349
2056275 349
2056276 349
2056277 349
2056280 349
2056281 349
2056282 349
2056283 349
2056286 348
2056287 348
2056288 348
2056289 348
2056292 348
2056293 348
2056294 348
2056295 348
2056298 350
2056299 350
2056300 350
2056301 350
2056304 350
2056305 350
2056306 350
2056307 350
2056310 349
2056311 349
2056312 349
2056313 349
2056316 349
2056317 349
2056318 349
2056319 349
2056322 348
2056323 348
2056324 348
2056325 348
2056328 348
2056329 348
2056330 348
2056331 348
2056334 350
2056335 350
2056336 350
2056337 350
2056340 350
2056341 350
2056342 350
2056343 350
2056346 353
2056347 353
2056348 353
2056349 353
2056352 353
2056353 353
2056354 353
2056355 353
2056382 353
2056383 353
2056384 353
2056385 353
2056388 353
2056389 353
2056390 353
2056391 353
2056418 352
2056419 352
2056420 352
2056421 352
2056424 352
2056425 352
2056426 352
2056427 352
2056454 352
2056455 352
2056456 352
2056457 352
2056460 352
2056461 352
2056462 352
2056463 352
2056488 351
2056489 351
2056901 351
2056902 351
2056903 351
2056904 351
2056905 351
2056906 351
2056907 351
2056908 351
2056909 351
2056910 351
2056911 341
2056912 341
2056913 341

2056914 119
2056915 119
2057316 106
2057317 106
2057318 106
2057319 106
2057320 106
2057322 106
2057323 106
2057324 106
2057325 106
2057326 106
2057328 226
2057329 226
2057330 226
2057331 226
2057332 226
2057333 226
2057334 226
2057335 226
2057366 115
2057367 115
2057368 115
2057402 115
2057403 115
2057405 115
2057407 115
2057410 246
2057411 246
2057412 246
2057420 749
2057421 749
2057424 749
2057425 749
2057428 25
2057429 25
2057430 25
2057431 25
2057432 25
2057433 25
2057434 25
2057435 25
2057436 25
2057437 25
2057921 340
2057922 340
2057923 340
2057924 340
2057925 340
2057927 340
2057929 340
2057930 340
2057931 340
2057932 340
2057933 349
2057934 349
2057935 349
2057936 349
2057937 349
2057938 349
2057939 349
2057940 349
2057941 353
2057942 353
2057943 353
2057944 353
2057945 353
2057946 353
2057947 353
2057948 353
2057949 352
2057950 352
2057951 352
2057952 352
2057953 352
2057954 352
2057955 352
2057956 352
2057957 342
2057958 342
2057959 342
2057960 342
2057961 342
2057962 342
2057963 342
2057964 342
2057965 342
2057966 342
2057967 342
2057968 342
2057969 343
2057970 343
2057971 343
2057972 343
2057973 343
2057974 343
2057975 343
2057976 343
2057977 343
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2057978 343
2057979 343
2057980 343
2057981 342
2057982 342
2057983 342
2057984 342
2057985 342
2057986 342
2057987 342
2057988 342
2057989 342
2057990 342
2057991 342
2057992 342
2057993 343
2057994 343
2057995 343
2057996 343
2057997 343
2057998 343
2057999 343
2058000 343
2058001 343
2058002 343
2058003 343
2058004 343
2058005 342
2058006 342
2058007 342
2058008 342
2058009 342
2058010 342
2058011 342
2058012 342
2058013 342
2058014 342
2058015 342
2058016 342
2058017 343
2058018 343
2058019 343
2058020 343
2058021 343
2058022 343
2058023 343
2058024 343
2058025 343
2058026 343
2058027 343
2058028 343
2058029 356
2058030 356
2058031 356
2058032 356
2058033 356
2058034 356
2058035 356
2058036 356
2058037 357
2058038 357
2058039 357
2058040 357
2058041 357
2058042 357
2058043 357
2058044 357
2058046 22, 24, 25
2058047 21, 22, 23, 24, 25
2058048 22, 24, 25
2058049 21, 22, 23, 24, 25
2058050 24
2058051 24
2058052 24
2058053 24
2058054 24
2058060 24
2058061 24
2058062 24
2058063 24
2058064 24
2058065 25
2058066 25
2058067 25
2058068 25
2058071 115
2058151 23
2058152 23
2058153 23
2058154 23, 749
2058155 23, 749
2058156 23
2058157 23
2058158 23
2058159 23, 749
2058160 23, 749
2058161 23
2058162 23
2058163 23

2058164 23, 749
2058165 23, 749
2058166 23
2058167 23
2058168 23
2058169 23, 749
2058170 23, 749
2058191 23
2058192 23
2058193 23
2058194 749
2058195 749
2058199 749
2058200 749
2058323 185, 199, 205, 210
2058324 199, 205, 210
2058325 199, 205, 210
2058326 185, 199, 205, 210
2058856 344
2058857 344
2058858 344
2058859 344
2058860 344
2058861 344
2058862 344
2058863 344
2058864 344
2058865 344
2058866 344
2058867 344
2058868 345
2058869 345
2058870 345
2058871 345
2058872 345
2058873 345
2058874 345
2058875 345
2058876 345
2058877 345
2058878 345
2058879 345
2058880 344
2058881 344
2058882 344
2058883 344
2058884 344
2058885 344
2058886 344
2058887 344
2058888 344
2058889 344
2058890 344
2058891 344
2058892 345
2058893 345
2058894 345
2058895 345
2058896 345
2058897 345
2058898 345
2058899 345
2058900 345
2058901 345
2058902 345
2058903 345
2058904 346
2058905 346
2058906 346
2058907 346
2058908 346
2058909 346
2058910 346
2058911 346
2058912 346
2058913 346
2058914 346
2058915 346
2058916 347
2058917 347
2058918 347
2058919 347
2058920 347
2058921 347
2058922 347
2058923 347
2058924 347
2058925 347
2058926 347
2058927 347
2058928 346
2058929 346
2058930 346
2058931 346
2058932 346
2058933 346
2058934 346
2058935 346
2058936 346

2058937 346
2058938 346
2058939 346
2058940 347
2058941 347
2058942 347
2058943 347
2058944 347
2058945 347
2058946 347
2058947 347
2058948 347
2058949 347
2058950 347
2058951 347
2058952 346
2058953 346
2058954 346
2058955 346
2058956 346
2058957 346
2058958 346
2058959 346
2058960 346
2058961 346
2058962 346
2058963 346
2058964 347
2058965 347
2058966 347
2058967 347
2058968 347
2058969 347
2058970 347
2058971 347
2058972 347
2058973 347
2058974 347
2058975 347
2058976 424
2058977 424
2058978 424
2058979 424
2058980 425
2058981 425
2058982 425
2058983 425
2058984 425
2058985 425
2058986 425
2058987 425
2058992 24, 749
2058993 24, 749
2058994 24, 749
2058995 24, 749
2058996 348
2058997 348
2058998 348
2058999 348
2059000 348
2059001 348
2059002 348
2059003 348
2059004 350
2059005 350
2059006 350
2059007 350
2059008 350
2059009 350
2059010 350
2059011 350
2059045 274
2059046 274
2059049 274
2059050 274
2059052 274
2059053 274
2059056 274
2059057 274
2059059 342, 343
2059060 342, 343
2059061 174
2059062 174
2059063 174
2059064 174
2059065 218
2059066 218
2059067 218
2059068 218
2059071 274
2059072 274
2059073 218
2059074 218
2059075 274
2059076 274
2059078 274
2059079 274
2059080 218
2059081 218

2059082 274
2059083 274
2059085 275
2059086 275
2059087 218
2059088 218
2059089 275
2059090 275
2059092 275
2059093 275
2059094 218
2059095 218
2059096 275
2059097 275
2059101 218
2059102 218
2059108 218
2059109 218
2059113 278
2059114 278
2059117 278
2059118 278
2059120 278
2059121 278
2059124 278
2059125 278
2059127 279
2059128 279
2059131 279
2059132 279
2059134 279
2059135 279
2059138 279
2059139 279
2059155 276
2059156 276
2059159 276
2059160 276
2059162 276
2059163 276
2059166 276
2059167 276
2059169 276
2059170 276
2059173 276
2059174 276
2059176 276
2059177 276
2059180 276
2059181 276
2059197 280
2059198 280
2059201 280
2059202 280
2059204 280
2059205 280
2059208 280
2059209 280
2059211 280
2059212 280
2059215 280
2059216 280
2059218 280
2059219 280
2059220 174
2059222 280
2059223 280
2059225 749
2059227 749
2059235 277
2059236 281
2059237 344
2059238 344
2059239 344
2059240 344
2059241 344
2059242 344
2059243 344
2059244 344
2059245 344
2059246 344
2059247 344
2059248 344
2059249 345
2059250 345
2059251 345
2059252 345
2059253 345
2059254 345
2059255 345
2059256 345
2059257 345
2059258 345
2059259 345
2059260 345
2059287 275
2059288 275
2059289 275
2059290 275

2059292 275
2059293 275
2059294 275
2059295 275
2059297 279
2059298 279
2059299 279
2059300 279
2059302 279
2059303 279
2059304 279
2059305 279
2059307 209
2059308 209
2059309 209
2059310 209
2059311 209
2059312 209
2059313 209
2059314 209
2059315 209
2059316 209
2059317 209
2059318 209
2059319 184
2059320 184
2059321 184
2059322 184
2059323 184
2059324 184
2059325 184
2059326 184
2059327 184
2059328 184
2059329 184
2059330 184
2059332 96
2059333 96
2059334 96
2059335 96
2059336 96
2059337 96
2059338 96
2059339 96
2059340 264
2059341 264
2059342 264
2059343 264
2059344 264
2059345 264
2059346 264
2059347 264
2059348 264
2059349 264
2059350 264
2059351 264
2059352 264
2059353 264
2059354 264
2059355 264
2059356 265
2059357 265
2059358 265
2059359 265
2059360 265
2059361 265
2059362 265
2059363 265
2059364 265
2059365 265
2059366 265
2059367 265
2059368 265
2059369 265
2059370 265
2059371 265
2059372 268
2059373 268
2059374 268
2059375 268
2059376 268
2059377 268
2059378 268
2059379 268
2059380 269
2059381 269
2059382 269
2059383 269
2059384 269
2059385 269
2059386 269
2059387 269
2059388 269
2059389 269
2059390 269
2059391 269
2059392 269
2059393 269
2059394 269
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2059395 269
2059396 269
2059397 269
2059398 269
2059399 269
2059400 269
2059401 269
2059402 269
2059403 269
2059404 269
2059405 269
2059406 269
2059407 269
2059408 269
2059409 269
2059410 269
2059411 269
2059424 114
2059425 114
2059426 114
2059427 114
2059428 114
2059429 114
2059432 28
2059433 28
2059434 108
2059435 108
2059436 28
2059437 28
2059438 108
2059439 108
2059446 266
2059447 266
2059448 266
2059449 266
2059450 266
2059459 647
2059460 647
2059461 647
2059462 647
2059500 28
2059501 28
2059502 108
2059503 108
2059504 28
2059505 28
2059506 108
2059507 108
2059508 28
2059509 108
2059510 28
2059512 28
2059514 28
2059516 28
2059518 28
2059544 202
2059545 202
2059546 202
2059547 202
2059548 202
2059549 202
2059550 202
2059551 202
2059552 202
2059553 202
2059554 202
2059555 202
2059556 202
2059557 202
2059558 202
2059559 202
2059560 202
2059561 202
2059562 202
2059563 202
2059564 202
2059565 202
2059566 202
2059567 202
2059568 204
2059569 204
2059570 204
2059571 204
2059572 204
2059573 204
2059574 204
2059575 204
2059576 204
2059577 204
2059578 204
2059579 204
2059580 192
2059581 192
2059582 192
2059583 192
2059586 192
2059587 192
2059588 192
2059589 192

2059592 192
2059593 192
2059594 192
2059595 192
2059598 193
2059599 193
2059600 193
2059601 193
2059604 193
2059605 193
2059606 193
2059607 193
2059610 193
2059611 193
2059612 193
2059613 193
2059616 192
2059617 192
2059618 192
2059619 192
2059620 192
2059621 192
2059622 192
2059623 192
2059624 192
2059625 192
2059626 192
2059627 192
2059628 192
2059629 192
2059630 192
2059631 192
2059632 192
2059633 192
2059634 193
2059635 193
2059636 193
2059637 193
2059638 193
2059639 193
2059640 193
2059641 193
2059642 193
2059643 193
2059644 193
2059645 193
2059646 193
2059647 193
2059648 193
2059649 193
2059650 193
2059651 193
2059652 194
2059653 194
2059654 194
2059655 194
2059656 194
2059657 194
2059658 194
2059659 194
2059660 194
2059661 194
2059662 194
2059663 194
2059664 194
2059665 194
2059666 194
2059667 194
2059668 194
2059669 194
2059670 194
2059671 194
2059672 194
2059673 194
2059674 194
2059675 194
2059676 196
2059677 196
2059678 196
2059679 196
2059680 196
2059681 196
2059682 196
2059683 196
2059684 196
2059685 196
2059686 196
2059687 196
2059688 196
2059689 196
2059690 196
2059691 196
2059692 196
2059693 196
2059694 197
2059695 197
2059696 197
2059697 197
2059698 197

2059699 197
2059700 197
2059701 197
2059702 197
2059703 197
2059704 197
2059705 197
2059706 197
2059707 197
2059708 197
2059709 197
2059710 197
2059711 197
2059712 198
2059713 198
2059714 198
2059715 198
2059716 198
2059717 198
2059718 198
2059719 198
2059720 198
2059721 198
2059722 198
2059723 198
2059730 188
2059731 188
2059732 188
2059733 188
2059734 188
2059735 188
2059736 189
2059737 189
2059738 189
2059739 189
2059740 189
2059741 189
2059742 188
2059743 188
2059744 188
2059745 188
2059746 188
2059747 188
2059748 188
2059749 188
2059750 189
2059751 189
2059752 189
2059753 189
2059754 189
2059755 189
2059756 189
2059757 189
2059758 188, 189, 195, 203
2059759 188, 189
2059760 188, 189
2059761 188, 189
2059772 195, 203
2059773 195, 203
2059774 195, 203
2059780 448
2059781 448
2059782 448
2059783 448
2059784 448
2059785 448
2059786 448
2059787 448
2059788 448
2059789 448
2059790 448
2059791 448
2059792 448
2059793 448
2059794 448
2059795 448
2064452 20
2064453 20
2064454 20
2064455 20
2064456 21
2064457 21
2064458 21
2064459 21
2065008 20
2065009 20
2065010 20
2065011 20
2065012 21
2065013 21
2065014 21
2065015 21
2065036 21
2065038 21
2065044 21
2065046 21
2067420 20
2067421 20
2067424 20

2067425 20
2068211 20, 21
2068212 21, 749
2068213 21, 749
2068214 21
2068215 21, 749
2068216 21, 749
2069229 21, 749
2069231 21, 749
2069232 23
2069233 23
2069235 749
2069236 23
2069237 23
2069239 749
2092990 208
2092991 208
2092992 208
2092993 208
2092994 208
2092995 208
2093004 208
2093005 208
2093006 208
2093007 208
2093008 208
2093009 208
2093018 208
2093019 208
2093020 208
2093021 208
2093022 208
2093023 208
2093032 208
2093033 208
2093034 208
2093035 208
2093036 208
2093037 208
2093046 208
2093047 208
2093048 208
2093049 208
2093050 208
2093051 208
2093060 208
2093061 208
2093062 208
2093063 208
2093064 208
2093065 208
2093073 222
2093074 222
2093075 222
2093076 222
2093077 222
2093078 222
2093079 222
2093080 222
2093083 114
2093084 114
2093085 114
2093086 114
2093087 114
2093088 114
2093089 96
2093090 96
2093091 96
2093092 96
2093093 96
2093094 96
2093095 96
2093096 96
2093097 97
2093098 97
2093099 97
2093100 97
2093101 97
2093102 97
2093103 97
2093104 97
2093105 97
2093106 97
2093107 97
2093108 97
2093109 97
2093110 97
2093111 97
2093112 97
2093113 185
2093114 185
2093115 98
2093116 98
2093117 98
2093118 98
2093119 98
2093120 98
2093121 98
2093122 98

2093123 98
2093124 98
2093125 98
2093126 98
2093127 99
2093128 99
2093129 99
2093130 99
2093131 99
2093132 99
2093133 99
2093134 99
2093135 99
2093136 99
2093137 99
2093138 99
2093139 100
2093140 100
2093141 100
2093142 100
2093143 100
2093144 100
2093145 100
2093146 100
2093147 100
2093148 100
2093149 100
2093150 100
2093151 100
2093152 100
2093153 100
2093154 100
2093155 101
2093156 101
2093157 101
2093158 98
2093159 98
2093160 99
2093161 99
2093162 98
2093163 98
2093164 99
2093165 99
2652200 769
2657199 776
2657275 769
2657746 775, 776
2657747 775
2657748 775
3000520 308
3000880 372
3001731 388
3001732 388
3001733 388
3001734 388
3001735 388
3001736 388
3001760 388
3001761 388
3001762 388
3001763 388
3001764 388
3001765 388
3001766 388
3001767 388
3001770 388
3001771 388
3001772 388
3001773 388
3001774 388
3001775 388
3001778 388
3001779 388
3001910 259
3001911 259
3001912 259
3001913 259
3001930 259
3002600 482
3002650 482
3004770 380
3004882 300
3004887 307, 308
3004888 310
3005100 475, 483
3005110 483
3005130 475, 483
3005140 475, 483
3005160 475, 483
3005170 475, 483
3005310 475, 483
3005330 475, 483
3005550 300, 308
3005570 308
3005700 308
3005710 308
3005720 308
3005740 308
3005800 475, 483
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3005810 475, 483
3005820 475, 483
3005960 307, 308
3005970 307, 308
3005980 307, 308
3005990 307, 308
3006090 418
3006110 417
3006120 417
3006150 417
3006730 418
3006840 310
3006920 308
3006940 308
3006950 308
3006960 308
3007935 418
3007940 418
3007950 418
3008030 417
3008040 417
3008050 417
3019010 258
3019020 258
3019030 258
3019060 258
3019070 258
3019080 258
3019110 258
3019120 258
3019130 259
3019160 259
3019170 259
3019180 259
3019220 259
3019550 259
3019560 259
3020010 188, 189, 195, 199, 203, 205
3020060 259
3020070 259
3020080 188, 189,195, 199, 203, 205
3020650 399
3020670 399
3025280 504
3025290 504
3025810 304
3025812 304
3025860 304
3025862 304
3025880 304
3025910 304
3025912 304
3025930 304
3026550 504
3029440 310
3029450 310
3029570 304
3029572 304
3029580 304
3029582 304
3029610 304
3029620 304
3029820 308
3030000 482
3030010 482
3030030 482
3030050 482
3030060 482
3030070 482
3030140 481
3030150 481
3030170 481
3030171 473
3030172 473
3030173 473
3030174 473
3030290 482
3030310 482
3030560 480
3030580 480
3030740 481
3030770 480
3030780 480
3030790 480
3030810 480
3031000 484
3031020 484
3031080 484
3031100 484
3031180 484
3031401 489, 720
3031402 489, 720
3031403 489, 720
3031404 489, 720
3031520 322
3031530 322
3031560 322
3031580 322
3031800 320

3031801 320
3031806 320
3031807 320
3031808 321
3031809 321
3031810 321
3031811 321
3031812 321
3031813 321
3031816 321
3031817 321
3031818 321
3031819 321
3031820 321
3031821 321
3031824 321
3031825 321
3031826 321
3031827 321
3031828 321
3031829 321
3031830 320
3031831 320
3031832 317, 321
3032404 366
3032405 366
3032408 366
3032409 366
3032431 367
3032432 367
3032433 367
3032434 367
3032435 367
3032436 367
3032443 367
3032444 367
3032445 367
3032446 367
3032447 367
3032448 367
3032520 485
3032530 485
3032620 485
3032630 485
3032640 485
3032650 485
3032660 485
3032670 485
3032811 476
3032812 476
3032813 476
3032814 476
3032819 472
3032820 472
3032821 472
3032822 472
3032825 472
3032826 472
3032827 472
3032828 472
3032841 474
3032842 474
3032843 474
3032844 474
3032849 472
3032850 472
3032851 472
3032852 472
3032857 472
3032858 472
3032871 472
3032872 472
3032873 472
3032874 472
3032879 472
3032880 472
3032889 474
3032890 474
3032891 474
3032892 474
3032917 473
3032918 473
3032919 473
3032920 473
3032925 473
3032926 473
3032927 473
3032928 473
3032929 473
3032930 473
3032931 473
3032932 473
3032933 473
3032934 473
3032935 473
3032936 473
3033030 306
3033032 306
3033080 306

3033082 306
3033100 306
3033101 326
3033102 326
3033103 326
3033104 326
3033130 306
3033132 306
3033150 306
3033180 306
3033182 306
3033200 306
3033230 306
3033232 306
3033300 305
3033302 305
3033310 305
3033450 366, 367
3033451 366, 367
3033452 366, 367
3033530 307
3033532 307
3033580 307
3033582 307
3033630 307
3033632 307
3033680 307
3033682 307
3033780 307
3033782 307
3033800 305
3033810 305
3033918 312
3033919 312
3033920 313
3033921 313
3033922 312
3033923 312
3033924 313
3033925 313
3033930 316
3033931 316
3033932 316
3033933 316
3033934 316
3033935 316
3033936 317
3033937 317
3033938 317
3033939 317
3033940 317
3033941 317
3033942 317
3033943 317
3033944 317
3033945 317
3033946 317
3033947 317
3033948 317
3033949 317
3033950 317
3033951 317
3033952 317
3034833 472
3034834 472
3034835 472
3034836 472
3034921 473
3034922 473
3034923 473
3034924 473
3034929 473
3034930 473
3034931 473
3034932 473
3034937 472
3034938 472
3034939 472
3034940 472
3035230 380
3035410 380
3035460 380
3035903 384
3035904 384
3035909 384
3035910 384
3035923 384
3035924 384
3035929 384
3035935 385
3035936 385
3035937 385
3035938 385
3036240 416
3036241 416
3036243 416
3036246 416
3036247 416
3036288 416

3036294 495
3036297 416
3036298 416
3036299 416
3036783 36
3036784 36
3036785 36
3036786 36
3036787 36
3036788 36
3036795 36
3036796 36
3036797 36
3036798 36
3036807 36
3036809 36
3036810 36
3036880 493
3036881 493
3036886 493
3036887 493, 495
3036888 493
3036889 416
3036893 493
3036894 493
3036895 493
3036900 493
3036901 493, 495
3036902 493
3036907 493
3036908 494, 496
3036909 494
3036911 495
3036914 494, 495
3036915 494
3036916 494
3036917 494, 495
3036920 494
3036921 494
3036924 494, 496
3036925 494
3036926 494
3036927 494
3036928 494
3036929 494
3036930 494
3036937 493
3036938 493
3036945 494
3036946 494
3036968 492
3036969 492
3036970 492
3036971 492
3036972 492
3036973 492
3036974 492
3036975 492
3037270 372
3039980 500
3039981 501
3039982 500
3039983 501
3039984 501
3039985 502
3039986 502
3039987 502
3040013 370
3040022 372
3040023 372
3040024 372
3040025 372
3040026 372
3040027 372
3040034 372
3040035 372
3040051 371
3040052 371
3042390 488
3042660 488
3042670 488
3042690 488
3042710 488
3042720 488
3044350 72
3044351 72
3044352 72
3044353 72
3044354 72
3044355 72
3044356 72
3044357 72
3044358 73
3044359 73
3044360 73
3044361 73
3044362 73
3044363 73
3044364 73

3044365 73
3044366 72
3044367 72
3044368 72
3044369 72
3044370 72
3044371 72
3044372 72
3044373 72
3044374 73
3044375 73
3044376 73
3044377 73
3044378 73
3044379 73
3044380 73
3044381 73
3044382 72
3044383 72
3044384 72
3044385 72
3044386 72
3044387 72
3044388 72
3044389 72
3044390 73
3044391 73
3044392 73
3044393 73
3044394 73
3044395 73
3044396 73
3044397 73
3044398 72
3044399 72
3044400 72
3044401 72
3044402 72
3044403 72
3044404 72
3044405 72
3044406 73
3044407 73
3044408 73
3044409 73
3044410 73
3044411 73
3044412 73
3044413 73
3044414 74
3044415 74
3044416 74
3044418 74
3044419 74
3044420 74
3044422 75
3044423 75
3044424 75
3044426 75
3044427 75
3044428 75
3044430 74
3044431 74
3044432 74
3044434 74
3044435 74
3044436 74
3044438 75
3044439 75
3044440 75
3044442 75
3044443 75
3044444 75
3044446 76
3044447 76
3044448 76
3044450 76
3044451 76
3044452 76
3044454 77
3044455 77
3044456 77
3044458 77
3044459 77
3044460 77
3044462 76
3044463 76
3044464 76
3044466 76
3044467 76
3044468 76
3044470 77
3044471 77
3044472 77
3044474 77
3044475 77
3044476 77
3044480 72, 73, 74, 75, 76, 77
3044481 72, 73, 74, 75, 76, 77
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3044591 159
3044592 159
3044593 159
3044594 159
3044595 159
3044596 159
3044597 159
3044598 159
3044600 159
3044601 159
3044604 159
3044605 159
3044606 159
3044607 159
3044608 159
3044609 159
3044610 159
3044611 159
3044612 159
3044613 159
3044614 159
3044615 159
3044616 159
3044617 159
3044618 159
3044619 159
3044620 159
3044621 159
3044622 159
3044623 159
3044624 160
3044625 160
3044626 160
3044627 160
3044628 160
3044629 160
3044630 160
3044631 160
3044640 160
3044641 160
3044642 160
3044643 160
3044644 160
3044645 160
3044646 160
3044647 160
3044648 160
3044649 160
3044650 160
3044651 160
3044652 160
3044653 160
3044654 160
3044655 160
3044661 159
3044662 159
3044663 159
3044664 159
3044665 159
3044666 159
3044667 159
3044668 159
3044669 159
3044670 159
3044671 159
3044672 159
3044673 159
3044674 159
3044675 159
3044676 159
3044677 159
3044678 159
3044679 159
3044680 159
3044681 159
3044682 159
3044683 159
3044700 160
3044701 160
3044702 160
3044703 160
3044704 160
3044705 160
3044706 160
3044707 160
3044720 161
3044721 161
3044722 161
3044724 161
3044725 161
3044726 161
3044727 161
3060140 467, 718
3061220 438
3061250 438
3070030 466, 717
3070040 468, 716
3070050 432, 719
3070080 467, 718

3074220 388
3074225 388
3078500 398
3078510 398
3078700 398
3078710 398
3079000 399
3079005 399
3079010 399
3079015 399
3079020 399
3079025 399
3079034 397
3079060 397
3079061 397
3079063 397
3079101 486
3079102 486
3079103 486
3079104 486
3079105 486
3079106 486
3079108 486
3079109 486
3079315 395
3079316 395
3079317 395
3079318 395
3079341 395
3079342 395
3079343 395
3079344 395
3079348 395
3079349 395
3079361 376
3079362 376
3079363 377
3079364 377
3079365 376
3079366 377
3079371 376
3079372 376
3079373 376
3079374 376
3079375 376
3079376 376
3079377 376
3079378 376
3079381 394
3079382 394
3079383 394
3079384 394
3079451 395
3079452 395
3079453 395
3079454 395
3079455 395
3079456 395
3079501 330
3079502 330
3080025 466, 717
3080026 466, 717
3080027 466, 717
3080028 466, 717
3080029 466, 717
3080031 466, 717
3080032 466, 717
3080037 468, 716
3080038 468, 716
3080039 468, 716
3080041 468, 716
3080042 468, 716
3080043 468, 716
3080044 468, 716
3080049 432, 719
3080051 432, 719
3080052 432, 719
3080053 432, 719
3080054 432, 719
3080055 432, 719
3080056 432, 719
3080061 432, 719
3080062 432, 719
3080063 432, 719
3080064 432, 719
3080065 432, 719
3080066 432, 719
3080067 432, 719
3080068 432, 719
3080073 467, 718
3080074 467, 718
3080075 467, 718
3080076 467, 718
3080077 467, 718
3080078 467, 718
3080079 467, 718
3080085 466, 717
3080086 466, 717
3080087 466, 717

3080088 466, 717
3080089 466, 717
3080090 466, 717
3080092 466, 717
3080097 468, 716
3080098 468, 716
3080099 468, 716
3080101 468, 716
3080102 468, 716
3080103 468, 716
3080104 468, 716
3080109 432, 719
3080110 432, 719
3080111 432, 719
3080112 432, 719
3080113 432, 719
3080114 432, 719
3080115 432, 719
3080116 432, 719
3080121 432, 719
3080122 432, 719
3080123 432, 719
3080124 432, 719
3080125 432, 719
3080126 432, 719
3080128 432, 719
3080133 467, 718
3080134 467, 718
3080135 467, 718
3080136 467, 718
3080137 467, 718
3080138 467, 718
3080139 467, 718
3080618 396
3080619 396
3080620 396
3080621 396
3080622 396
3080623 396
3080624 396
3080626 396
3080627 396
3080628 396
3080629 396
3080630 396
3080631 396
3080632 396
3080635 396
3080643 396
3080644 396
3080645 396
3080646 396
3080647 396
3081027 432, 719
3083500 390
3083510 390
3083520 390
3083530 390
3083550 391
3083560 391
3084000 391
3084005 391
3084020 391
3084025 391
3084030 390
3084060 390
3084061 390
3089108 486
3089109 486
3089919 231
3089920 231
3089921 231
3089922 231
3089923 231
3089924 231
3089925 231
3089926 231
3089927 231
3089928 231
3089929 231
3089930 231
3089943 230
3089944 230
3089945 230
3089946 230
3089947 230
3089948 230
3089949 230
3089950 230
3089951 230
3089952 230
3089953 230
3089954 230
3089956 231
3089958 230
3089960 231
3089962 230
3089964 231
3089966 230

3089968 231
3089969 231
3089970 230
3089974 230
3090145 467
3090146 467
3090147 467
3090148 467
3090200 468, 716
3094056 304
3094059 304
3094062 304
3094071 481
3094072 481
3094073 480
3094074 480
3097100 298
3097101 298
3097104 298
3097105 298
3097110 298
3097111 298
3097112 298
3097113 298
3097114 298
3097148 299
3097149 299
3097150 299
3097152 299
3097153 299
3097154 299
3097155 299
3097156 299
3097157 299
3097159 299
3097160 299
3097161 299
3097162 299
3097163 299
3097166 300
3097167 300
3097173 300
3097174 300
3097175 300
3097176 298
3097177 298
3097178 298
3097179 298
3097180 298
3097181 298
3097188 299
3097189 299
3097190 299
3097191 299
3097195 299
3097196 299
3097213 299
3097214 299
3097215 299
3097216 299
3097938 436
3097939 436
3097940 436
3097941 436
3097942 436
3097943 436
3097944 436
3097945 436
3098100 294
3098101 294
3098102 294
3098103 294
3098104 294
3098105 294
3098106 294
3098107 294
3098108 294
3098109 294
3098110 294
3098111 294
3098112 294
3098113 294
3098114 294
3098115 294
3098116 294
3098117 294
3098118 294
3098119 294
3098122 294
3098123 294
3098124 294
3098125 294
3098126 294
3098127 294
3098128 294, 295
3098129 294, 295
3098150 294, 295
3098168 295
3098169 295

3098170 295
3098171 295
3098172 295
3098173 295
3098174 295
3098175 295
3098176 295
3098177 295
3098178 295
3098179 295
3098180 295
3098188 294
3098189 294
3099153 761
3099154 761
3099155 761
3099156 761
3099157 761
3099158 761
3099159 761
3099160 761
3099161 761
3099162 761
3099163 761
3099164 761
3099165 761
3099171 761
3099172 761
3099173 761
3099174 761
3099175 761
3099176 761
3099177 761
3099178 761
3099179 761
3099180 761
3099181 761
3099182 761
3099183 761
3099184 761
3099390 390
4037279 710
4037280 710
4038139 462
4038141 462
4038145 462
4038147 462
4038205 463
4038418 462
4038422 463
4041005 710
4041007 710
4045981 712
4046027 712
4046028 712
4054920 456
4054921 456
4054922 456
4054923 456
4054924 456
4054925 456
4054926 456
4054927 456
4054928 458
4054929 458
4054930 458
4054931 458
4054932 458
4054933 458
4054934 458
4054935 458
4055048 456
4055049 456
4055050 456
4055051 456
4055052 456
4055053 456
4055054 456
4055055 456
4055056 458
4055057 458
4055058 458
4055059 458
4055060 458
4055061 458
4055062 458
4055063 458
4056720 462
4059261 711
4059262 711
4059263 711
4059264 711
4059265 711
4059266 711
4059267 711
4059268 711
4059269 711
4059270 711
4059895 462
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4059903 462
4061170 452
4061171 452
4061172 452
4061173 452
4061174 452
4061175 452
4061176 452
4061177 452
4061178 452
4061179 452
4062825 462
4062826 462
4062834 462
4063645 708
4063649 708
4063653 708
4063654 708
4063655 708
4063656 708
4063665 708
4063667 708
4063671 708
4063673 708
4063677 708
4063678 708
4063679 708
4063680 708
4063693 708
4063695 708
4063697 708
4063784 706
4063785 706
4063786 706
4063787 706
4063788 706
4063790 706
4063791 706
4063792 706
4063793 706
4063794 706
4063795 706
4063803 707
4063804 707
4063805 707
4063806 707
4063807 707
4063808 707
4063809 707
4063810 707
4063811 707
4063812 707
4063813 707
4063814 707
4063821 712
4063822 712
4063823 712
4063824 712
4063825 712
4063826 712
4063827 712
4063828 712
4063831 710
4063832 710
4063833 710
4063834 710
4063835 710
4063836 710
4063837 710
4063838 710
4063879 706
4064489 462
4064670 32
4064672 32
4064674 32
4064676 32
4065211 457
4065212 457
4065213 457
4065214 457
4065216 459
4065217 459
4065218 459
4065219 457
4065220 457
4065221 457
4065222 457
4065223 459
4065224 459
4065226 459
4065258 32
4065259 32
4065260 32
4065269 457
4065270 457
4065271 457
4065272 457
4065273 459
4065275 459

4065277 457
4065278 457
4065279 457
4065280 457
4065281 459
4065282 459
4065283 459
4065627 459
4065628 459
4065629 428
4065633 428
4065636 428
4065637 428
4065638 428
4065639 428
4065642 428
4065643 428
4065645 428
4065646 428
4065663 463
4065664 463
5042022 586
5042023 586
5042029 584
5042030 584
5042031 584
5042032 584
5042034 584
5042036 584
5042037 584
5042038 584
5042039 586
5042040 586
5042042 586
5042044 584
5042045 584
5042046 584
5042048 584
5042049 584
5042051 586
5042063 587
5044007 169
5044008 169
5044009 169
5044010 169
5044208 169
5044209 169
5046208 622
5046210 622
5046211 622
5046212 622
5050568 151
5050571 151
5050574 151
5050580 151
5050583 151
5050586 151
5050589 151
5050592 151
5050598 151, 161
5050601 151, 161
5050604 151
5050610 151
5050616 151
5050619 151
5050622 151
5050628 151
5054686 151, 638, 639
5056681 585
5056703 585
5056704 585
5056705 585
5056708 585
5056714 585
5056802 566
5056803 566
5056807 566
5056808 566
5056811 566
5056812 566
5056814 566
5056815 566
5056816 566
5056817 566
5056818 566
5056819 566
5056820 566
5056821 566
5056822 566
5056823 566
5056824 566
5056825 566
5056826 566
5056827 566
5056828 566
5056829 566
5056831 566
5056832 566
5057540 622

9039766 633
9039767 633
9039774 633
9039788 633
9039790 633
9039791 633
9056510 626, 627
9056511 626, 627
9058350 682
9058351 682
9058352 682
9091912 626, 627
9091913 626, 627
9127005 650
9129175 122
9129176 122
9136512 650
9136513 650
9136514 650
9136515 650
9136516 650
9136524 649
9137000 650
9137001 650
9137002 650
9137003 650
9137004 650
9137006 649
9137007 649
9137008 649
9137010 649
9137011 649
9137012 649
9137832 649
9137833 649
9137834 649
9137835 649
9137867 249
9144944 650
9150374 644
9150509 649
9150511 644
9150539 644
9153908 649
9153981 646
9153982 646
9154003 649
9154043 645
9154044 646
9154068 645
9154069 646
9154070 645
9154072 644
9154080 645
9154085 644
9154181 645
9154182 646
9192132 644
9192134 645
9192136 646
2034223-2056914 119
2034223-2056914-2038205 119
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Although every effort has been made to ensure accuracy in the compilation of the technical detail within this 
publication, specifi cations and performance data are constantly changing. Current details should therefore be 
checked with Feilo Sylvania Europe Ltd.

www.feilosylvania.com

EUROPE

Head Offi ce
London
T. +44 (0) 20 7011 9700
info.eu@feilosylvania.com 

Belgium
Antwerp
T. +32 (0)3 610 44 44
F. +32 (0)3 610 44 57
info.be@feilosylvania.com

Croatia, Slovenia, BiH, Serbia 
and Montenegro
Zagreb
T. +385 98 251969
info.hr@feilosylvania.com

Czech Republic and Slovakia
Bratislava
T. +421 911 236 435
info.cz@feilosylvania.com

Estonia, Latvia, Lithuania
Budapest
T. +36 1 888 0639
info.bal@feilosylvania.com

Denmark
Copenhagen
T. +46 8 556 322 00
F. +46 8 556 322 10
info.se@feilosylvania.com

Finland
Helsinki
T. +358 (0)9 5421 2100
info.fi @feilosylvania.com

France
Paris
T. +33 (0)1 55 51 11 00
F. +33 (0)1 55 51 11 08
info.fr@feilosylvania.com

Germany and Austria
Erlangen
T. +49 9131 793 0
F. +49 9131 793 345
info.de@feilosylvania.com

Greece
Athens
T. +30 210 996 65 61
F. +30 210 996 90 29
info.gr@feilosylvania.com

Hungary
Budapest
T: +36 1 888 0639
info.hu@feilosylvania.com

Italy
Milan
T. +39 02 24 12 58 11
F. +39 02 24 12 58 80
info.it@feilosylvania.com

Netherlands
Breda
T. +31 (0)76 750 44 44
info.nl@feilosylvania.com

Norway
Oslo
T. +46 8 556 322 00
F. +46 8 556 322 10
info.no@feilosylvania.com

Poland
Warsaw
T. +48 601 999 075
info.pl@feilosylvania.com

Portugal
Lisbon
T. +351 21 793 77 36/37
F. +351 21 793 77 38
info.pt@feilosylvania.com

Romania / Bulgaria
Bucharest 
T. +40 (0) 720 724 647
info.ro@feilosylvania.com

Russia
Moscow
T. +7 495 935 70 48
F. +7 495 937 70 08
info.ru@feilosylvania.com

Spain
Madrid
T. +34 91 669 90 00
F. +34 91 673 73 64
info.es@feilosylvania.com 

Sweden
Stockholm
T. +46 8 556 322 00
F. +46 8 556 322 10
info.se@feilosylvania.com

Switzerland
Zurich
T. +41 44305 31 80
F. +41 44305 31 81
info.ch@feilosylvania.com

UK
Newhaven
T. +44 (0) 800 440 2478
F. +44 (0) 1273 512688
info.uk@feilosylvania.com

MIDDLE EAST

United Arab Emirates
Dubai
T. +971 4 2998141
F. +971 4 2998142
info.ae@feilosylvania.com

AFRICA

South Africa
Johannesburg
T. +27 (0)11 462 0251
F. +27 (0)11 462 7399
sales.sa@feilosylvania.com

ASIA

China
Guangzhou
T. +86 20 3815 1138
F. +86 20 3869 7572
info.cn@feilosylvania.com

Malaysia
Kuala Lumpur
T. +603 2031 8788
F. +603 2031 4788
info.my@feilosylvania.com

Vietnam
Hanoi
T. +844 37 151 604
F. +844 37 151 605
info.vn@feilosylvania.com

AMERICAS

Argentina, Bolivia, Chile, 
Paraguay, Peru, Uruguay 
Buenos Aires
T. +54 11 4546 4200
F. +54 11 4546 4228
info.ar@feilosylvania.com

Caribbean
Honduras, Nicaragua
San José
T. +506 22 107 678
F. +506 22 328 723
info.cr@feilosylvania.com

Colombia
Santafé de Bogota
T. +57 1 782 5200
F. +57 1 719 9621
info.co@feilosylvania.com

Costa Rica
T. +506 22 107 678
F. +506 22 200 338
info.cr@feilosylvania.com

Ecuador
Quito
T. +593 2 281 0773
F. +593 2 281 0007
info.ec@feilosylvania.com

El Salvador
San Salvador
T. +503 2239 2239
F. +503 2284 9670
info.sv@feilosylvania.com

Guatemala
Guatemala City
T. +502 2387 5300
F. +502 2387 5301
info.gt@feilosylvania.com

Mexico
Mexico D.F.
T. +52 55 4627 5500
F. +52 55 5387 7671
marketing@feilo-sli.com.mx

Panama
Panama City
T. +507 236 1000
F. +507 236 1315
info.pa@feilosylvania.com

Venezuela
Caracas
T. +58 212 381 0452
F. +58 212 381 0350
info.ve@feilosylvania.com




